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CHAPTER  II 

STRUCTURAL  DRAUGHTING 

14.  Preliminary. — It  is  very  essential  that  all  joxmg  engineers 
should  be  good  draughtsmen^  as  they  are  usually  called  upon  to  do 
considerable  draughting^  and  good  draughting  is  highly  appreciated 
throughout  the  engineering  profession.  Good  draughting  is  an  accom- 
plishment; however^  one  sometimes  hears  of  a  "natural  born"  draughts- 
man. A  newspaper  reporter  while  talking  to  one  of  our  greatest  inventors 
referred  to  him  as  a  genius.  The  inventor  retorted  that  genius  and 
perspiration  were  synonymous  terms.  The  inventor  may  have  been 
slightly  mistaken  in  that  particular  case>  but  in  this  case  there  is  no 
question:  anyone  can  acquire  the  art  of  making  good  drawings^  that  is^ 
good,  neat,  plain^  practical  drawings^  nothing  of  an  artistic  nature  being 
considered,  by  simply  going  about  it  with  a  will^  being  careful^  each  time 
trying  to  do  a  little  better  than  before. 

Structural  drawings  consist  of  lines^  letters^  and  figures.  The  lines 
should  be  true  and  distinct.  The  letters  and  figures  should  be  plain^  neat, 
free-hand  letters  and  figures.  Each  can  be  practiced  independently  of 
the  others,  but  after  a  fair  amount  of  such  practice,  good  draughtsmanship 
can  be  most  readily  acquired  by  making  exact  copies  of  some  good  draw- 
ings, providing  the  letters  and  figures  be  of  the  same  type  as  those  being 
practiced  by  the  student,  as  it  is  not  advisable  to  shift  from  one  type  to 
another  until  one  type  is  fairly  mastered. 

15.  The   Necessary   Equipment   for   Structural   Draughting 

consists  of  a  drawing  board,  T-square,  two  triangles,  one  decimal  scale, 
one  duodecimal  scale,  one  first  class,  medium  size,  right  line  drawing  pen^ 
one  first  class,  small  ink  compass,  one  large  combined  ink  and  pencil  com- 
pass, one  pair  of  medium  size  dividers,  a  slide  rule,  either  a  Carnegie  or 
Cambria  handbook,  one  small  bottle  of  black  waterproof  drawing  ink,  a 
writing  ]>en  and  holder,  a  scratch  pad,  drawing  pencils,  thumb  tacks, 
erasers,  drawing  paper,  and  tracing  cloth. 

There  are  several  very  useful  things  which  could  be  added  to  the 
above  list,  such  as  logarithmic  tables,  book  of  squares,  beam  compass,  etc. 
There  are  no  objections  to  a  full  set  of  drawing  instruments  instead  of  the 
few  instruments  mentioned  above,  but  in  either  case,  the  instruments 
should  be  first  class.  It  is  better  to  have  a  few  good  instruments  than  a 
full  set  of  poor  ones. 

16.  Free-Hand  Letters  and  Figures. — Some  distinct  character- 
istics will  always  be  seen  in  the  free-hand  lettering  of  each  individual  the 
same  as  in  the  case  of  ordinary  writing,  but  the  type  of  letters  and  figures 
should  always  conform  to  some  recognized  standard.  Poor  lettering 
should  not  be  recognized  as  a  characteristic,  but  as  an  indication  of  lack 
of  practice. 
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10  STRUCTURAL  BNGINBBRINO 

Most  of  the  free-hand  lettering  on  drawings  is  done  on  tracing  cloth, 
so  it  is  best  to  practice  upon  the  same.  The  small  remnants  of  cloth 
which  would  otherwise  be  wasted  can  often  be  utilized  for  that  purpose. 
The  student  can  have  the  necessary  material^  which  includes  a  small 
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bottle  of  drawing  ink,  writing  pen,  and  tracing  cloth,  at  his  private  room 
and  practice  during  spare  moments  as  a  diversion.  Opinions  will  diffet 
somewhat  as  to  the  kind  of  pen  to  use  in  making  free-hand  letters  and 
figures.    The  author  prefers  Gillott's  No,  303. 

The  letters  and  figures  shown  in  Fig.  6  are  of  about  the  type  used  on 
structural  drawings.     Just  how  each  letter  and  figure  is  made  is  fully 

indicated,  the  arrows  indicating  the  direction  of 
>^#'/#JWW'    the    strokes,    and    the   small    figures    above    the 
rr^\  r\    ^^  j^  /^  ^       letters  and  figures  indicating  the  order  in  which 
^^^  O   U  O  ao       tijg  ^XxoVts  are  made. 

F^iff-  7  The  student  can  best  practice  making  the 

letters  and  figures  shown  in  Fig.  6  by  making  as 
nearly  as  possible  exact  copies  of  the  work  shown  there.  In  addition,  at 
intervals  he  should  practice  drawing  parallel  lines  (free  hand)  having  the 
same  slope  as  the  letters,  and  curves  which  form  the  letter  O,  all  of  which 
is  outlined  in  Fig.  7.     If  there  is  any  letter  or  figure  which  gives  the 
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PREFACE 

This  book  is  intended  as  a  textbook  for  college  students  and  as  a 
self-explanatory  manual  of  structural  engineering  for  practical  men. 

During  the  author's  nineteen  years  of  engineering  experience  (the 
greater  part  of  which  was  spent  in  actual  practice)  it  fell  to  his  lot  to 
''break  in"  students  from  most  all  of  our  engineering  schools^  and  he  has 
no  apology  to  offer  for  the  elementary  mechanics  given  in  this  volume^  as 
he  is  convinced  that  no  matter  how  thorough  the  course  in  mathematics 
and  theoretical  mechanics  may  be  it  is  quite  desirable  that  students  have 
a  short  review  of  the  materialistic  phase  of  mechanics  at  the  beginning 
of  the  subject  of  structures  to  whet  their  appetites  for  the  work. 

As  regards  the  designing  given,  the  author  has  endeavored  to  present 
the  usual  methods,  and  this  in  such  a  fashion  that  the  average  engineering 
student  as  well  as  the  practical  man  can  read,  understandingly,  without 
having  a  dictionary,  glossary,  or  a  compendium  on  theoretical  mechanics 
at  his  elbow. 

The  author's  aim  has  been  to  arrange  for  college  use  the  drawing 
room  exercises  throughout  the  text,  so  that  the  work  in  the  classroom 
and  drawing  room  will  go  hand  in  hand.  The  appreciation  of  this 
feature  will  depend  a  great  deal  upon  the  allotment  of  hours  for  the  two 
classes  of  work.  The  ratio  of  two  hours  recitation  to  six  in  drawing  is 
recommended.  "Drawing  Room  Exercise  No.  1,"  at  the  end  of  Chapter 
II,  can  be  started  at  the  very  first  drawing  room  ]>eriod  without  wasting 
any  time.  Chapters  I,  II,  VII,  X,  and  Chapter  XI  as  far  as  "Deck 
Plate  Girder  Bridges,"  should  be  read  by  the  time  "Drawing  Room 
Exercise  No.  1"  is  finished,  so  that  "Drawing  Room  Exercise  No.  2"  can 
be  taken  up.  During  the  time  spent  on  "Drawing  Room  Exercises  No.  2, 
No.  3,  and  No.  4"  ample  time  will  be  found  for  the  necessary  advance 
reading — up  to  "Through  Plate  Girder  Bridges" — and  the  reading  of 
Chapters  III  to  VI  and  also  VIII  and  IX.  Beyond  this  the  author 
refrains  from  making  suggestions  as  to  assignments  as  he  has  confidence 
in  the  ability  of  instructors  to  assign  correctly  the  work  to  suit  conditions. 

The  practical  men  of  limited  theoretical  training  and  others  desiring 
a  review  of  the  subject  treated,  will  find  the  book  well  suited  to  their  case 
if  the  chapters  be  taken  up  in  consecutive  order. 

The  designs  given  in  this  book  are  entirely  the  work  of  the  author 
and  are  designed  especially  for  this  work,  yet  he  has  endeavored  to  make 
them  as  general  as  possible. 

This  book,  which  treats  only  of  simple  structures,  is  the  author's 
first  volume  on  Structural  Engineering.  A  second  volume,  which  will 
be  known  as  Higher  Structures,  is  in  preparation;  this  will  treat  of 
Movable  Bridges,  Cantilever,  Arch,  and  Suspension  Bridges,  Secondary 
Stresses,  etc  **  ^ 

The  author  desires  to  acknowledge  his  appreciation  of  the  work  of 
his  assistant,  Mr.  B.  S.  Myers,  in  reading  and  checking  proof  and  pre- 
paring and  checking  drawings,  and  to  thank  Prof.  F.  O.  Dufour  for 
valuable  suggestions  and  criticisms.  J.  £.  KIRKHAM. 

Ames,  Iowa,  Sept.  5, 1914. 


CHAPTER  I 

PRELIMINARY 

L  Stractural  Engineering. — The  part  of  Civil  Engineering  per- 
taining to  the  designing  of  steel  structures^  such  as  bridges^  buildings, 
towers,  etc.,  is  known  as  Structural  Engineering.  The  work  involved 
consists,  principally,  in  determining  the  stresses,  selecting  the  material 
to  be  used,  known  as  sections,  and  the  contriving  and  drawing  of  the 
details.  But,  in  addition  to  this  work,  the  structural  engineer  has,  as  a 
rule,  the  designing  of  a  great  deal  of  incidental  construction^  such  as 
foundations,  concrete  floors,  roofs,  etc. 

In  order  to  design  structures  properly,  one  must  be  perfectly 
familiar  with  the  material  used  in  their  construction  and  have  a  clear 
understanding  of  the  manner  in  which  their  manufacture  and  erection 
are  accomplished  as  well  as  have  a  thorough  knowledge  of  the  mechanical 
principles  involved  throughout.  A  properly  designed  structure  is  one 
wherein  no  mechanical  principles  are  seriously  violated  and  which  at  the 
same  time  is  economic  in  material  and  easily  manufactured  and  erected. 

2.  Strnctnral  Material. — Steel,  concrete,  stone,  and  wood  are  the 
principal  materials  used  by  the  structural  engineer  in  the  construction  of 
modem  structures.  However,  cast  iron,  wrought  iron,  and  a  few  other 
materials  are  used  in  a  few  cases,  as  will  be  designated  when  these  cases 
present  themselves  in  the  text.  Concrete  and  stone  will  not  be  treated  in 
this  book  further  than  to  designate  certain  allowable  pressures. 

3.  Hannfactnre  of  Steel. — In  describing  in  a  general  way  the 
osnal  process  of  making  steel,  we  can  say  that  steel  is  made  from  iron  ore 
which  is  mined  and  carried  to  a  blast  furnace  through  which  it  is  run 
together  with  coke  and  limestone  and  thus  converted  into  cast  iron.  The 
cast  iron  is  then  taken  to  either  an  open-hearth  furnace  or  to  a  Bessemer 
furnace,  usually  spoken  of  as  a  Bessemer  converter,  and  there  converted 
into  steel.  When  the  conversion  is  complete,  the  molten  steel  is  run  into 
ingot  molds,  which  are  rectangular  cast-iron  molds,  and  molded  into 
ingots.  These  ingots  are  allowed  to  cool  to  some  extent.  Then  the  molds 
are  pulled  off  and  the  ingots  are  taken  to  a  rolling  mill,  which  is  known 
as  a  slab  or  blooming  mill,  where  they  are  heated  in  what  is  known  as  a 
soaking  pit  until  they  have  the  proper  temperature  for  rolling.  Then 
they  are  rolled  to  a  convenient  rectangular  cross-section  and  cut  up  into 
convenient-sized  pieces  known  as  slabs  or  billets.  These  billets  or  slabs, 
as  the  case  may  be,  are  then  taken  to  another  rolling  mill  and  reheated 
very  much  the  same  as  the  ingots  just  described,  and  then  rolled  into 
structural  shapes,  plates,  rails,  etc.,  ready  for  the  market. 

Sometimes  the  cast  iron  from  the  blast  furnace  is  cast  into  rough 
bars,  known  as  pig  iron,  which  may  be  stored  and  converted  into  steel 
or  molded  into  castings  at  any  desired  time,  or  it  may  be  shipped  to  some 
distant  point  to  be  utilized  in  the  same  manner.  At  the  most  modern 
plants  the  molten  metal  is  taken  directly  from  the  blast  furnace  and 
oonverted  into  steel  without  letting  it  cool  to  any  great  extent. 
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The  steel  produced  in  an  open-hearth  furnace  is  known  as  " 
Mrth  ateel,"  while  the  steel  produced  in  a  Bessemer  converter  is  know^ 
"Bessemer  ateel,"  Open-hearth  steel  is  considered  more  reliable  in 
l-eTery  respect  than  Bessemer,  and,  consequently,  the  Bessemer  steel  is 
I  being  fast  replaced  by  the  open-hearth  product.  In  fact,  most  engineers 
I  at  present  exclude  the  use  of  Bessemer  steel  in  structural  work  altogether. 
Oradea  of  Common  Structural  Steel. —  There  are  three  recog- 
I  nized  grades  of  common  structural  steel;  Medium  Steel;  Soft  Steel; 
Rivet  Steel. 

Medium  Steel  is  a  medium-hard  sleel  which  has  practically  replaced 
all  other  grades  of  steel  in  structural  work.  It  has  an  ultimate  strength 
of  60,000  to  70.000  pounds  per  square  inch,  and  an  elastic  limit  of  30,000 
to  35,000  pounds  per  square  inch. 

Soft  Steel  is  softer  than  medium  steel.     It  was  the  grade  of  steel 
first  used  in  structural  work,  but  has  heen  practically  replaced  by  medium 
steel.    It  has  an  ultimate  strength  of  53,000  to  6^,000  pounds  per  square 
I   inch  and  an  clastic  limit  of  '^6,000  to  31.000  pounds  per  square  inch. 
I  Rivel  Steel  is  a  very  soft  steel  used  almost  exclusively  for  making 

[•  rivets  and  holts.  It  has  about  the  same  chemical  composition  as  wrought 
I  Iron,  but  has  a  higher  ultimate  strength  and  elastic  limit.  It  has  an 
I  ultimate  strength  of  48,000  to  58,000  pounds  per  square  inch  and  an 
h  elastic  limit  of  24,000  to  3!),000  pounds  per  square  inch. 

5,     Nickel  Steel  is  a  steel  containing  from  2  per  cent  to  3^  per  cent 

of  nickel.     It  has  an  ultimate  strength  of  80,000  to  115.000  pounds  per 

square  inch  and  has  a  very  high  elastic  limit — something  like  60,000 

pounds  per  square  inch.     This  metal  has  been  used  recently  in  some  of 

the  large  bridges  in  this  country. 

r  6.     High  Carbon  Steel  is  a  hard  steel  which  contains  more  com- 

t  btned  carbon  tlian  the  ordinary  medium  steel.     It  has  practically  as  high 

I  ultimate  strength  and  elastic  limit  as  nickel  steel.     It  is  used  almost  esclu- 

I   aively  in  the  form  of  rods  to  reinforce  concrete. 

7.  Wood,  or  timber,  as  it  is  uaually  spoken  of.  is  used  in  structural 
work  principally  for  floor  and  roof  covering.    The  timber  mostly  used  is 

L  white  oak  and  yellow  pine,  both  of  which  have  an  average  ultimate  crush- 
L  Ing  strength  of  about  7,000  pounds  per  square  inch,  and  an  ultimate 
'  tensile  strength  of  about  twice  that  amount. 

8.  A  C&Sting  is  made  by  running  molten  metal  into  an  impression 
made  in  sand  by  means  of  a  wooden  pattern  which  is  shaped  to  the  size  of 
the  metal  piece  desired.  The  castings  used  in  structural  work  are  made 
of  either  cast  iron  or  steel.  The  castings  made  of  steel  are  much  stronger 
than  those  made  of  cast  iron  but  cost  more.  The  steel  used  for  making 
castings  has  a  somewhat  different  chemical  composition  than  that  of  rolled 
steel,  referred  to  above.  It  is  produced  in  the  same  way,  however,  the 
chemical  compusitiun  being  controlled  mostly  in  the  mixing  of  the  charge, 

I  9.     Structural  Steel  Shapes. — The  I-beam,  channel,  angle,  Z-bar, 

I  and  T-shape,  shown  in  l''ig.  1,  are  the  principal  steel  shapes  used  in 
[  atruetural  work.  The  T-shape  is  not  used  very  extensively  except  for 
I  very  special  work.  Plates,  while  they  are  not  classified  as  structural 
I  ihapes,  are  really  used  in  a  more  general  way  than  the  shapes. 
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The  tables  in  the  back  of  this  book  give  the  properties,  gauges,  etc., 
of  the  shapes  and  plates  in  general  use.  The  use  of  these  tables  will  be 
explained  as  the  occasion  for  their 
use  occurs.  Either  a  Carnegie  or 
Cambria  handbook  is  a  convenient 
book  to  have — in  fact,  practically 
indispensable  in  structural  work 
— but  the  student  must  bear  in 
mind  that  he  is  not  at  liberty  to 
use  just  any  section  therein  that 
he  happens  to  pick  out,  as  a  great 
many  specials  which  are  not  in 
general  use  are  listed,  which  will 
be  furnished  only  when  the  order 
for  such  becomes  large  enough  to 
warrant  the  rolling,  and,  conse- 
quently, in  the  case  of  ordinary 
orders  containing  these  special 
sections,  an  unusual  delay  in 
obtaining  the  material  will  likely 
be  experienced. 

10.    Rivets  and  Biveting.— 

Rivets  are  used  in  structural  work 

to  connect  the  structural  shapes  and  plates  together.    They  are  simple  bits 

of  metal  in  themselves,  but,  indirectly,  they  are  the  source  of  a  great  deal 
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of  trouble.  Practically,  there  are  but  two  kinds:  the  buttonhead  rivet 
which  has  a  hemispherical  head,  and  the  countersunk  rivet  which  has  a 
countersunk  head.  Each  kind  is  shown  in  Fig.  2,  including  the  names  of 
their  parts.  The  buttonhead  rivet  is  the  kind  most  used;  in  fact,  the 
countersunk  rivet  is  never  used  except  where  it  is  absolutely  necessary 
to  do  so. 

As  a  rule,  each  structural  company  manufactures  its  own  rivets. 
They  are  made  by  feeding  red-hot  rods  into  a  machine  which  cuts  the  rods 
into  pieces  of  proper  length  and  at  the  same  time  forms  a  head  on  each 
piece,  thus  completing  the  rivets  as  they  are  shown  in  Fig.  2.  The  way 
in  which  this  is  done  can  be  seen  by  referring  to  Fig.  3,  where  the  parts 
of  the  machine  that  directly  form  the  rivets  are  shown.  Let  us  first 
consider  the  plan  diagram  at  (a),  where  A  represents  the  "header," 
B  a  fixed  die,  C  a  moving  die,  D  a  forked  bar,  and  S  a  bar  known  as  the 
gauge.  While  the  parts  are  in  the  position  shown  at  (a)  the  heated  rod 
is  pushed  into  the  machine,  passing  through  the  slot  in  the  bar  D  until  it 
comes  in  contact  with  the  gauge  5,  as  indicated  by  the  dotted  outline 
e-n-o-lr.     Then  the  die  C  moves  toward  B  and  cuts  the  rod  off  at  o  by 
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shearing  with  the  bar  D,  and  at  the  same  time  the  piece  of  the  rod  thi 

cut  off  is  caught  in  the  cylindrical  grooves  in  the  dies  (see  section 

and  held  firmly  while  the  gauge  S  mores  up  out  of  the  way  of  the  h< 

A    which    then    moves   until   it 

comes  in  contact  with  the  dies 

B  and  C,  upsetting  the  part  e-n 

of  the  piece  of  the  rod  into  the 

hemispherical  cup  in  the  header 

A,  thus  forming  the  head  of  the  /n 

rivet      The  parts   of  the  ma-  Lb 

chine  are  then  in  the  position 

shown  at  {&}.     The  header  A 

and   then   the   die   C   and    the 

gauge  S  move  back  to  the  posi- 
tion   shown   at    (a),   while    the 

rivet  just  formed  drops  into  a 

cooling  basin.     Then  to  obtain 

the  nest  rivet,  the  rod  is  fed 

into    the    machine    as    before. 

Thus    rivets   are   made    at  the 

rate  of  about  one  per  second. 
The  rivets  formed  by  the  n 

rivets.    However,  countersunk  rivets  can  be  madi 

replacing  the  header  shown  by  a  header  having  a  pi, 

cup),  and  the  dies  shown  by  dies  which   hnv 

chamfered  out  on  the  end  next  to  the  header  s( 

sunk  head.     In  that  case  the  heads  are  formed 

the  header  as  in  the  case  of  the  buttonhead  rivet 

After  the  rivet  holes  have  been  either  punched  or  drilled  into  the 

plates    and    shapes    to    be    riveted    together,    and    the   same    have    bcca 

assembled,  each  in  its  proper  place,  rivets  are  heated,  placed  in  the  holes, 

and  "driven."     The  driving  of  a  rivet  consists  principally  of  forming  a 

head  on  the  plane  end,  usually  the  same  as  the  one  on  the  other  end 

formed  by  the  rivet  m.-ichine  just  described. 

Rivets  are  driven  by  machines  known  as  ■'rivclcra"  except  in  a  few 

cases  where  it  is  necessary  to  drive  them  "by  hand."     The  riveter,  or 

rivet-driving  machine,  has  two  headers  known  as  tools,  one  being  fixed 

and  the  other  movable,  each  of  which  is  very  similar  to  the  header  used . 

in  the  rivet-manufacturing  macliine  described  above. 

In  order  to  show  the  working  of 
a  riveter,  let  m  (Fig.  4)  represent  an 
angle  which  is  to  be  riveted  to  a  plate  n. 
The  rivet  holes  are  either  punched  or 
drilled  In  the  two  so  as  to  match.  Then 
the  plate  and  the  angle  are  placed  to- 
gether as  shown,  and  the  driving  of  the 
rivets  proceeds  as  follows ;  A  rivet  ia 
heated  and  placed  in  one  of  the  holes,  as 
,    ,  led  tool  B  of  the  riveter  is  placed  against  the 

head  of  the  rivet  and  the  power  is  applied  (which  may  be  air.  steam  or 
water)  which  moves  the  tool  A  toward  li  whereby  the  projecting  part  of 
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id  (without  any 

the  cylindrical  groove 

IS  to  form  the  counter- 

the  dies  instead  of  in 


1  at  (a).     Then  the 
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the  Tiret  is  upset  into  the  cop  in  the  end  of  A,  thus  forming  the  head  on 
that  side.  When  the  tool  A  moves  until  it  practically  touches  the  plate  n, 
the  rlTet  is  fully  driven^  as  shown  at  (&).  The  tool  A  is  then  hrought 
back  to  its  former  position^  and  the  riveter  is  placed  on  the  next  rivet  by 
either  moving  the  pieces  being  riveted  together^  or  by  moving  the  riveter^ 
and  the  operation  of  driving  is  repeated,  and  so  on. 

In  case  a  countersunk  rivet  is  to  be  driven,  the  rivet  hole  is  either 
punched  or  drilled  the  same  as  though  a  buttonhead  rivet  were  to  be  used. 
Then  the  hole  is  countersunk^  which  means  that  it  is  reamed  out  cone- 
shaped  on  the  side  where  the  countersunk  head  is  to  come  so  that  the 
head  will  just  fit  in.  The  countersinking  of  the  hole  is  done,  usually, 
with  a  flat,  diamond  point  drill,  as  shown  at  (a).  Fig.  5.  The  driving  of 
a  countersunk  rivet  with  a  riveter  is  very  much  the  same  as  driving  a 
buttonhead    rivet.      For    example. 
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suppose  a  rivet  having  a  counter- 
simk  head  is  to  be  used  to  connect 
die  angle  m  to  the  plate  n  as  shown 
at  (6),  Fig.  6,  where  the  counter-  ^ 

sank  head  is  on  the  same  side  as 
die  angle.  The  rivet  hole  will  be 
ooontersunk  in  the  angle  as  shown. 
The  countersunk  rivet  is.  heated 
and  placed  in  the  hole  from  the 
same  side  as  the  angle  and 
driven  just  the  same  as  was  explained  above  in  the  case  of  the  button- 
head  rivet,  but  the  tool  held  against  the  countersunk  head  would  be  a 
plane  tool  without  a  cup.  If  the  other  tool  has  a  cup  in  it,  the  head  on 
that  side  would  be  an  ordinary  buttonhead,  as  shown  at  (c).  Fig  5.  If  it 
were  necessary  to  have  a  countersunk  head  on  each  side,  the  hole  would 
be  countersunk  in  the  plate  as  well  as  in  the  angle,  as  shown  at  (c2). 
Fig.  5.  The  rivet  before  driving  would  have  a  countersunk  head,  the 
same  as  before,  and  the  driving  would  take  place  in  the  same  manner,  but 
each  of  the  tools  would  have  a  plane  end. 

In  cases  where  it  is  either  impossible  or  impracticable  to  use  the 
riveter,  the  rivets  are  driven  by  hand.  This,  in  the  case  of  a  buttonhead 
rivet,  consists  of  heating  the  rivet  and  placing  it  in  the  hole,  and  while 
the  end  of  a  round  bar  which  contains  a  cup  (known  as  a  dolly  bar)  is 
held  firmly  (by  hand)  against  the  head,  the  projecting  end  of  the  rivet  is 
battered  down  with  a  hammer  and  then  formed  into  a  finished  head  by  a 
heading  hammer  (known  as  a  snap)  which  is  held  against  the  battered 
end  of  the  rivet  and  struck  by  a  sledge.  A  heading  hammer,  or  snap,  is 
really  a  two-faced  hammer  with  a  cup  in  one  end  used  to  form  the  head 
of  the  rivet.  In  the  case  of  a  countersunk  rivet,  the  driving  by  hand  is 
practically  the  same  as  in  the  case  of  the  buttonhead  rivet,  but  the  tools 
used  on  the  countersunk  heads  will  be  plane,  that  is,  without  cups. 

There  are  but  very  few  cases  where  it  is  necessary  to  drive  rivets  by 
hand  in  the  shop,  but  practically  all  of  the  rivets  connecting  the  individual 
members  in  a  structure  to  one  another  are  driven  by  hand  as  the  structure 
is  being  erected.  Such  rivets  are  known  in  structural  engineering  as 
"field  rivets."  Holes  left  open  in  the  shop  for  such  rivets  are  known  as 
open  holes  or  field  holes. 
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The  thickness  of  metal  connected  by  a  rivet  is  known  as  the  grip  of 
the  rivet.  The  diameter  of  the  shank  of  a  rivet  is  known  as  the  diameter 
of  the  rivet.    It  is  also  known  as  the  size  of  the  rivet. 

The  part  of  the  rivet  projecting  beyond  the  material  to  be  riveted 
together  is  just  a  little  longer  than  that  necessary  to  form  a  head^  for^  in 
drivings  some  of  this  is  taken  up  in  upsetting  the  shank  of  the  rivet  into 
the  hole  which  is  always  about  -^  in.  larger  in  diameter  than  the  shank. 

The  size  of  the  rivets  used  depends  upon  the  material  to  be  connected. 
A  common  rule  is  that  no  rivet  shall  be  less  in  diameter  than  the  thickness 
of  any  single  piece  connected.  Rivets  vary  in  size  from  ^  in.  in  diameter 
to  1^  ins.    The  rivets  most  often  used  are  the  ^  and  f-in.  diameter. 

11.    Method  of  Procedure  in  the  Designing  of  Steel  Structures. 

— As  a  rule,  parties  desiring  structures  built  specify  the  location  and  pur- 
pose, and  limit  to  some  extent  the  amount  they  shall  cost.  The  engineering 
work  really  begins  with  the  survey  of  the  site,  which,  however,  does  not 
necessarily  require  the  services  of  a  structural  engineer,  yet  a  structural 
engineer  should  know  how  to  do  such  work  as  it  is  sometimes  required  of 
him;  and  also  such  knowledge  is  often  essential  in  working  out  the  design 
of  a  structure.  The  structural  engineering  work  really  begins  after  the 
drawings  showing  the  site  are  made  from  which  the  structural  engineer 
works  out  the  preliminary  plans  of  the  structure.  These  preliminary 
plans  show,  in  a  general  way,  what  is  desired.  They  usually  consist  of 
what  are  known  as  "Stress  Sheets'*  and  "General  Drawings."  A  Stress 
I? licet  is  usually  a  single-line  drawing  of  the  structure  wherein  each 
member  is  represented  by  a  single  line  upon  which  the  corresponding 
stresses  and  sections  are  written,  and  the  general  dimensions  of  the  struc- 
ture are  given  in  reference  to  centers  of  bearing  and  to  centers  of  gravity. 
A  General  Drawing  is  usually  intended  to  show  the  structure  as  a  whole. 
In  many  cases  it  is  a  general  picture  of  the  structure  wherein  the  details 
are  shown  in  a  general  way  but  not  fully  dimensioned.  In  the  case  of 
very  important  structures,  the  general  drawings  usually  include  a  general 
picture  of  the  proposed  structure  showing  no  specific  details  at  all.  Such 
drawings  may  be  prepared  by  an  engineer  or  by  an  architect.  The 
purpose  is  to  present  the  general  appearance  of  the  structure.  That  such 
drawings  are  included  does  not  lessen  in  the  least  the  necessity  of  the 
other  general  drawings. 

After  the  general  drawings  have  been  completed  to  the  satisfaction 
of  all  parties  concerned,  they  are  used  as  a  guide  in  making  the  "Shop 
Drawings"  (sometimes  called  "Working  Drawings")  which  show  the 
spacing  of  rivets  and  all  holes,  cuts,  etc.,  for  each  individual  member  of 
the  structure.  After  these  shop  drawings  are  made  and  thoroughly 
checked  and  are  approved  by  all  parties  concerned,  they  are  sent  to  the 
structural  shops  where  each  member  of  the  structure  is  fabricated  accord- 
ingly- 
All  of  the  drawings  referred  to  above  are,  as  a  rule,  made  on  tracing 
cloth  and  blueprints  are  made  from  these  which  are  furnished  to  all 
parties  concerned  instead  of  actual  drawings.  These  prints,  as  a  rule, 
are  what  are  referred  to  as  drawings. 

12.     A  Bridge  Company,  is  an  organization  which  designs,  manu- 
factures and  erects  structural  work.    However,  the  name  is  appropriated 
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by  Tarious  concerns  which  in  many  cases  are  capable  of  doing  only  part 
of  this  work.  A  full  organization  really  consists  of  an  operating  depart- 
ment and  an  engineering  department.  The  operating  department  has  the 
general  management  of  the  company,  especially  the  commercial  end^ 
while  the  engineering  department  attends  to  everything  pertaining  to  the 
engineering.  It  suffices  here  for  us  to  consider  only  the  engineering 
department.  This  department  consists  of  a  designing  and  estimating 
department,  a  draughting  department,  a  shop  organization,  and  an  erect- 
ing department. 

The  work  of  the  designing  and  estimating  department  consists  mainly 
in  determining  the  stresses  in  structures,  the  selecting  of  the  required 
sections,  drawing  up  the  stress  sheets  showing  the  same,  making  prelimi- 
nary estimates  of  the  weight  of  the  material  to  be  used,  and  computing 
the  cost  of  the  work  proposed  to  be  manufactured  by  the  company. 

The  work  of  the  draughting  department  consists  of  the  working  out 
of  the  complete  details  of  structures,  using  the  stresses  and  sections  as 
specified  on  the  stress  sheets  (which  are  furnished  by  either  the  designing 
and  estimating  department  of  the  company  or  by  outside  parties)  and 

making   the  necessary   general  and   shop   drawings.      In   addition,   the 
draughting  department  makes  out  bills  of  the   material  required   from 

which  the  material  is  ordered  from  the  rolling  mills.     These  bills  when 

completed  are  known  as  "Shop  Bills"  and  are  sent  to  the  shops  along 

with  the  shop  drawings. 

The   work   of  the   shop   organization   consists    in    fabricating   the 

individual  members  of  the  structures  in  the  shops  according  to  the  shop 

drawings  furnished  by  the  draughting  department. 

The   work   of   the    erecting   department   consists    in    erecting   the 

structures  in  their  final  position  after  the  individual  members  are  fully 

fabricated  in  the  shops. 

The  shops  are  divided  into  departments  which  are  referred  to  as 

separate  shops.     These  different  shops,  or  departments,  are  as  follows: 

Templet  Shop,  Pattern  Shop,  Laying-off  Shop,  Punch  Shop,  Rivet  Shop, 

Finishing  Shop,  Forge  Shop,  Machine  Shop,  Paint  Shop,  Foundry,  etc., 

the  name  of  each  clearly  indicating  the  nature  of  the  work  done  therein. 

Some  departments  occupy  separate  buildings,  while  in  some  cases  several 

departments  are  under  one  roof. 

13.  Fabrication  of  Steel  Structures. — The  draughting  depart- 
ment of  a  bridge  company  usually  orders  the  material  for  any  structure 
that  the  company  is  to  fabricate  just  as  soon  as  the  preliminary  work  on 
the  shop  drawings  is  far  enough  along.  The  steel  mills  roll  this  material 
and  ship  it  to  the  shops  where  it  is  unloaded  and  placed  in  the  "receiving 
yards,"  where  it  remains  until  the  shops  need  it.  After  the  shop  drawings 
are  completed,  blueprints  are  made  of  them  which  are  sent  to  the  shops, 
each  department  receiving  the  prints  showing  the  part  of  the  work 
required  of  it.  The  fabrication  of  riveted  work,  as  a  rule,  begins  in  the 
templet  shop  where  full-sized  wooden  templets  are  made  for  most  of  the 
shapes  and  plates  in  the  structure.  These  templets  are  made  so  that  each 
hole  and  cut  shown  on  the  shop  drawings  can  be  located  on  the  actual 
pieces  of  metal  used.  These  templets,  as  a  rule,  are  made  of  one-inch 
white  pine  boards,  well  seasoned.    The  templets  are  either  made  of  one 
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board  or  of  two  or  more  boards  connected  together,  quite  often  forming 
a  frame.  Pasteboard  is  being  used  of  late,  to  some  extent,  in  making 
templets. 

The  templets  are  taken  to  the  laying-off  shop  wLere  they  are  clamped 
to  the  material  for  which  they  were  made  to  lay  off.  Then  the  workmen 
mark  where  each  hole  is  to  be  in  the  metal  by  placing  a  center  punch  in 
each  hole  in  the  templet  and  striking  the  punch  with  a  hammer,  and 
indicate  the  cuts  required  by  marking  the  outline  of  the  templet  on  the 
metal.  Then  the  templets  are  undamped  and  thrown  to  one  side  and  the 
material  thus  laid  off  is  taken  to  the  shearing  and  punch  shop  where  all 
cuts  are  made  in  accordance  with  the  marks,  and  the  rivet  holes  are 
punched  or  drilled  as  indicated.  After  this  work  is  completed,  the 
material  is  taken  to  the  assembling  shop  where  the  pieces  are  assembled 
so  as  to  form  individual  members  of  the  structure  and  bolted  together 
temporarily,  just  a  few  bolts  being  used  in  each  member.  Then  these 
members  are  taken  to  the  rivet  shop  where  the  rivet  holes  are  reamed,  if 
such  is  called  for,  and  all  the  rivets  indicated  on  the  shop  drawings  are 
driven.  Then  the  members  arc  taken  to  the  finishing  shop  where  pin  holes 
are  bored  and  all  surfaces  and  joints  are  finished  as  called  for  on  the  shop 
drawings.  When  this  work  is  completed  the  members  are  taken  to  the 
paint  shop  where  they  are  cleaned  and  painted.  Then  they  are  taken  to 
the  loading  yards  where  they  are  loaded  on  cars  for  shipment  to  the  site. 
Thus  the  fabrication  is  completed. 

Usually  wlicn  plates  and  shapes  are  duplicated  a  great  many  times, 
templets  are  not  used.  The  duplicated  pieces,  in  that  case,  arc  run 
through  a  multiple  punch  which  is  so  constructed  that  the  operator  can 
punch  the  rivet  holes  by  referring  directly  to  the  shop  drawings. 

In  addition  to  the  riveted  work  referred  to  above,  there  are  usually 
castings,  forged  work  and  machine-shop  work  included  in  each  structure 
which  are  gotten  out  by  the  foundry,  forge  shop  and  machine  shop 
independently  of  the  other  shops,  except  that  the  patterns  used  in 
molding  the  castings  are  made  in  the  pattern  shop,  which  is  usually  very 
closely  associated  with  the  templet  shop.  This  work,  when  completed,  is 
loaded  on  cars  and  shipped  to  the  site,  the  same  as  the  riveted  work,  often 
going  on  the  same  cars. 


STRUCTURAL  DRAUOHTINQ 


stodent  particular  trouble,  he  should  keep  practicing  upon  it  at  intervals 
nntil  be  has  mastered  it 

17.  SiZ6  of  Drawings. —  The  usual  practice  in  structural  work  is 
to  make  the  drawings  23  x  33  inches  inside  the  border  line  with  a  one-half 
inch  margin  on  all  sides.  This,  however,  is  not  an  absolutely  fixed  sise. 
In  some  cases  it  is  necessary  to  make  larger  drawings,  and  in  other  cases 
it  is  convenient  to  make  smaller  ones.  Drawings  18  x  34  inches  is  a  verjr 
convenient  size  in  some  cases.  The  border  line  should  be  an  ordinary 
plain,  single  line. 

18.  AradngS. —  It  is  the  usual  practice  to  pencil  out  all  drawings 
upon  ordinary  drawing  paper,  and  then  make  tracings  of  these  pencil 
drawings  upon  tracing  cloth.  The  drawing  on  the  tracing  cloth  should  be 
upon  the  dull  side.  Before  starting  the  tracing,  the  cloth  should  be 
rubbed  over  with  talcnm  powder  or  with  chalk,  which  should  then  be 
brushed  off  with  a  cloth  or  brush.  A  knife  shoold  never  be  used  to  make 
erasures  on  the  cloth.  Repeated  erasures  can  be  made  by  using  a 
comparatively  soft  rubber,  as  the  Ruby  Eberhard  Faber  No.  113,  No 
other  than  this  quality  of  eraser  should  be  used. 

19.  Oflneral  Hints  Regarding  Shop  Drawings.— The  shop  draw- 
ings for  a  structure  are  usually  the  last  drawings  made,  but  in  order  to 
work  op  the  preliminary  drawings  satisfactorily,  knowledge  of  shop  draw- 
ings is  indispensable,  which  makes  it  necessary  that  the  student  take  up  the 
making  of  some  simple  shop  drawings  as  preliminary  work.  As  stated 
above,  the  shop  drawings  show  the  complete  details  of  the  individual 
members  of  structures,  that  is,  all  rivets,  holes,  and  cuts  are  located,  and 
Bies  of  all  shapes  and  plates  are  given,  and  in  addition,  the  kinds  and 
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n'les  of  rivets  and  holes  and  also  the  nature  of  the  machine  work  desired 
are  indicated. 

In  order  to  indicate  the  kind  of  rivets  desired,  certain  conventional 
signs  are  used,  most  of  which  are  shown  in  Fig.  8.  Shop  rivets  are  those 
driven  by  riveters  while  the  members  are  in  the  shops,  and  the  field  rivets 
are  those  driven  at  the  site  as  the  structures  are  being  erected.  Counter- 
sunk rivets  are  nsed  on  the  account  of  clearance,  but  sometimes  sufficient 
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clearance  will  be  obtained  by  just  mashing  down  the  heads  of  the  rivets. 
In  such  cases  the  heads  are  said  to  be  flattened. 

Rivet  holes  are  usually  ^  inch  larger  than  the  rivets  to  be  driven 
into  them.  The  sizes  of  the  heads  of  rivets  are  given  in  Fig.  9.  The 
sizes  of  the  heads  shown  on  drawings  should  correspond  with  the  sizes 
given  here. 

In  locating  rivets^  the  following  rules  should  be  practically  followed : 
Never  space  rivets  closer  together,  that  is,  center  to  center,  than  three 
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times  the  diameter  of  the  rivets,  nor  farther  apart  than  six  inches.  Never 
space  rivets  closer  to  the  edge  or  end  of  a  shape  or  plate  than  two  times 
their  diameter.  These  rules  are  not  iron-clad,  but  the  deviation  from 
them  should  be  slight.  For  example:  in  practice  it  is  customary  to  space 
J-inch  rivets  1^  inches  from  the  edge  or  end  of  a  shape  or  plate,  and  f-inch 
rivets  1^  inches.  It  is  also  customary  to  limit  the  minimum  distance 
between  ^J-inch  rivets  to  3  inches,  and  J -inch  rivets  to  2^  inches. 

The  spacing  of  rivets  or  holes  in  reference  to  one  another  along  one 
direction  is  known  as  the  pitch.  Rivets  or  holes  passing  through  the 
flange  of  any  shape  are  located  in  reference  to  the  shape  by  what  is  known 
as  the  gauge.  For  example,  the  distance  between  any  two  consecutive 
rivets  or  holes  along  the  angles  shown  in  Fig.  10  is  the  pitch  at  that 
point,  while  the  distance  g  from  the  back  of  the  angles  to  the  line  o-o, 
passing  through  the  rivets,  is  the  gauge.     The  distances  marked  e  are 
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Figr.  10 

known  as  the  end  distances.  In  case  the  flange  of  a  shape  has  double 
gauge  lines,  the  pitch  is  tlie  distance  between  the  rivets  measured  along 
the  piece  and  not  the  distance  between  the  rivets  on  one  gauge  line. 

The  standard  gauges  for  shapes  are  given  in  the  tables  in  the  back 
of  this  book.  The  same  are  to  be  found  in  tlie  various  "standards"  and 
handbooks  gotten  out  by  structural  companies. 

No  rivet  or  hole  should  be  located  in  reference  to  the  edge  of  a 
flange,  as  would  be  done  by  giving  the  distance  x  in  Fig.  10. 

All  lines  upon  whicli  rivets  are  located  are  known,  in  general,  as 
rivet  lines,  and  the  lines  used  in  giving  the  spacing  of  the  rivets,  as  well 
as  all  other  distances,  are  known  as  dimension  lines.  All  rivet  lines 
(including  gauge  lines  and  dimension  lines)  should  be  light  in  comparison 
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with  the  lines  used  to  outline  the  members.    All  should  be  in  black  ink. 

The  duo-decimal  scale  is  used  in  laying  out  structural  drawings. 
The  usual  scale  for  shop  drawings  is  three-quarters  inch  equals  one  foot, 
hut  in  some  cases  a  scale  of  one-half  inch  equals  one  foot  is  used.  In 
light  work  it  is  sometimes  advisable  to  use  a  larger  scale,  in  which  case 
a  scale  of  one  inch  equals  one  foot  or  one  and  one-half  inches  equals  one 
foot  is  used.  It  is  advisable  for  the  student  to  use  a  large  scale  at  the 
beginning. 

In  making  structural  drawings,  it  is  customary  to  represent  feet  by 
putting  one  dot  above  the  figures  specifying  the  number  of  feet,  and  two 
dots  in  the  case  of  inches.  Thus  4^  is  read  as  four  feet,  and  M'  is  read  as 
four  inches.  2'-2"  is  read  as  two  feet  and  two  inches;  6 '-7^"  is  read 
as  six  feet  and  seven  and  one-half  inches,  and  so  on.  Square  feet  and 
square  inches  are  represented  by  placing  a  square  in  front  of  the  dot^. 
Thus  4C  is  read  as  four  square  feet,  and  4P"  is  read  as  four  square 
inches. 

In  specifying  the  material  on  structural  drawings  it  is  customary  to 
represent  the  shapes  by  symbols  instead  of  writing  the  name.  Thus,  the 
I-beam,  channel,  Z-bar,  and  angle  are  represented  by  I,  [,  Z,  and  L, 
respectively,  or  in  case  of  plural,  as  Is,  [s,  Zs,  and  Ls,  respectively. 

All  dimensions  and  sizes  given  on  structural  drawings  are  in  feet 
and  inches  and  fractional  parts  of  inches.  The  fractional  parts  are 
expressed  in  halves,  fourths,  eighths,  sixteenths,  thirty-seconds,  and 
sometimes  in  sixty-fourths  of  an  inch. 

Depths,  widths,  and  thicknesses  are  always  expressed  in  inches, 
while  length  is  always  expressed  in  feet  and  inches. 

In  the  case  of  I-beams  and  channels,  the  number  required,  depth, 
weight  and  length  are  given  thus: 

1— I  19"x30J?x20'-4";   1— [  15"x33tx6'-9T«V"; 

2— Is  15"x42tx21'-8r';   6— [s  12"x35irx  12'-6i";  etc.;  e^c. 

In  the  case  of  angles,  the  number  required,  width  of  flanges  (known 
as  legs),  thickness  of  metal,  and  length  are  given,  thus: 

1— L  5"  X  3i"  X  \"  X  6'-10^" ;   1— L  6"  x  6"  x  3"  x  9'-7i" ; 

4— Ls  6"  X  4"  X  J"  X  12'-8 J" ;  7— Ls  3"  x  3"  x  I"  x  4'-0" ;  etc. 

In  case  of  plates,  the  number  required,  width,  thickness,  and  length 
are  given,  thus : 

1— Plate  36"xi"xl4'-2i";  6— Plates  14"xT%"x4'-r 

In  detailing  a  member,  it  is  the  usual  practice  to  show  an  elevation, 
top  >iew,  and  a  section  through  the  member,  looking  downward.  How- 
ever, there  should  always  be  as  many  sections  and  views  taken  as  is 
necessary  to  clearly  show  the  member  in  detail. 

DRAWING  ROOM  EXERCISE  NO.  1 

Reproduce  Plates  1,  2,  and  3  each  to  a  scale  of  U"  =  r-0".  Each 
drawing  should  first  be  reproduced  in  pencil  upon  an  18  x  24-inch  sheet 
of  ordinary  drawing  paper,  then  traced  upon  a  sheet  of  tracing  cloth  of 
the  same  size.  In  making  these  drawings,  the  student  should  study  each 
detail  as  he  goes  along.  All  neeess-iry  information  concerning  the 
material  shown  on  these  drawings  will  be  found  in  the  tables  in  the  back 
of  this  book  or  in  a  Carnegie  or  Cambria  handbook. 
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CHAPTER  III 

TLfNlSAM ENTAL  ELEMENTS  OF  STRUCTURAL  MECHANflC^ 

20.  Structural  Mechanics. —  Mechanics,  in  general,  is  the  science 
which  treats  of  the  effects  produced  upon  bodies  by  force,  while  Structural 
Mechanics,  as  the  name  would  imply,  is  simply  that  part  of  mechanica 
that  applies  directly  to  structures. 

21.  Body.^ — 'In  common  usage,  the  word  "body"  refers  to  what  is 
known  as  an  ordinary  solid  body.  But  in  reality  wc  arc  unable  to  think 
of  material  (matter)  at  all  other  than  as  bodies.  This  is  most  readily 
realized  by  attempting  to  conceive  of  material  in  a  rarefied  state,  as  in  the 
composition  of  a  gas.  We  can  conceive  of  it  only  as  being  made  up  of 
very  small  bodies,  known  as  particles,  molecules,  etc.  Neither  can  we 
conceive  of  the  composition  of  solid  bodies  or  liquids  otherwise  if  thought 
of  in  detail.  Such  being  the  case,  it  is  evident  that  any  part  of  a  recog- 
nized body,  to  us,  is  really  a  body  in  itself;  and  as  wc  are  not  limited  as  to 
subdivision,  it  is  evident  that  any  part  of  any  body  may,  at  will,  be 
treated  as  an  independent  body. 

22.  Force. — In  mechanics,  the  word  "force"  refers  to  that  which 
we  recognize  as  the  push  or  pull  that  bodies  exert  upon  each  other,  which 
invariably  produces  motion  or  a  tendency  of  motion  of  the  bodies  con- 
cerned. 

Forces  exerted  by  bodies  at  rest  produce  only  a  tendency  to  motion, 
and  are  known  as  static  forces,  and  the  part  of  mechanics  treating  of  such 
forces  is  known  as  Statics.  Forces  exerted  by  moving  bodies  are  known 
aa  dynamic  forces,  and  the  part  of  mechanics  treating  of  such  forces  is 
known  as  Dynamics.  Most  of  the  mechanics  known  as  Structural 
Mechanics  can  be  classed  under  the  head  of  Statics. 

Force  is  known  by  various  names,  as  pressure,  load,  stress,  reaction, 
etc.  These  names  are  used  to  indicate  certain  existing  conditions;  how- 
ever, force  is  the  same  wherever  we  find  it, 

23.  Heasure  of  Forces. — Measuring  forces  is  the  same  as  measur- 
ing any  other  thing;  it  is  simply  a  matter  of  comparison,  that  is,  we  com-^ 
pare  farces  with  some  one  force  which  is  taken  as  the  basis.  Wc  are  all 
familiar  with  the  practice  of  measuring  forces  in  terms  of  the  commoQ 
gravity  unit,  in  which  case  the  pull  of  gravity  upon  a  certain  body  selected 
as  a  standard  is  taken  as  the  basis  of  comparison  and  designated  as  a 
pound  and  known  as  the  unit  of  weight.  It  is  readily  seen  that  this  unit 
is  an  arbitrary  one,  os  the  pull  of  gravity  upon  most  any  body  could  have 
been  selected  as  the  unit,  although  in  most  cases  convenience  would  have 
been  sacrificed. 

In  speaking  of  a  force,  we  say  a  force  of  so  many  pounds,  or  the 
intensity  of  a  force  is  so  many  pounds.     Btft  what  we  really  mean  is  that 
the  push  or  pull  (as  the  case  may  be)  exerted  upon  a  certain  body  by 
14 
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•ome  other  body  is  so  many  times  greater  or  less  than  the  pull  of  gravity 
upon  the  standard  body,  which  pull,  as  stated  above,  is  known  as  a  pound. 
It  is  evident  that  any  static  force  is  directly  measurable  as  compara- 
tive weight,  but  dynamic  forces  are  more  readily  determined  by  consider- 
ing the  change  of  motion  produced  by  them.  It  is  known  by  experiment 
that  the  force  of  gravity  will  cause  the  velocity  of  a  body  falling  freely 
to  increase  about  32.2  feet  per  second  for  each  second  of  time.  This 
increment  of  velocity,  32.2  feet,  is  known  as  the  acceleration  of-  gravity 
and  is  usually  represented  by  the  letter  "g"  Then  using  the  force  of 
gravity  expressed  in  the  pound  unit  as  our  basis  of  comparison  (as  in 
static  forces)  we  can  say  that  the  intensity  of  any  dynamic  force  is  to  the 
force  of  gravity  as  the  acceleration  produced  by  the  dynamic  force  is  to 
the  acceleration  produced  by  gravity,  regardless  of  whether. the  body 
considered  moves  horizontally,  vertically,  or  in  any  other  direction.  For 
example,  suppose  a  dynamic  force  of  an  unknown  intensity  F  by  acting 
continuously  upon  a  body  weighing  W  pounds  increases  its  velocity  a  feet 
per  second  for  each  second  of  time.    Then  by  direct  proportion  we  have 

F  :  W  ::  a  :  g. 

Expressing  this  in  words  we  say:  The  unknown  force  (F)  in  pounds  is 
to  the  force  of  gravity  (W)  in  pounds  as  the  acceleration  (a)  in  feet  per 
second  caused  by  the  unknown  force  (F)  is  to  the  acceleration  {g)  caused 
fay  gravity.    From  which  we  have 

^=^« (A), 

which  is  one  of  the  fundamental  equations  of  mechanics.  The  equivalent 
formula  is  often  written:  F  =  ma,  where  m  =  W/g,  and  is  known  as  the 
mass  of  the  body  considered.  But  Formula  (A)  is  the  one  mostly  used 
in  practical  work.  The  mass  9f  a  body  is  the  quantity  of  material  it 
contains ;  but  in  a  practical  sense,  the  mass  of  a  body  is  equivalent  to  what 
its  weight  would  be  if  the  acceleration  of  gravity  were  one  foot  (consider- 
ing a  foot  as  unity)  per  second  instead  of  32.2  feet, — which  it  really  is. 
Then  by  direct  proportion,  using  the  force  of  gravity  as  our  basis  as 

before,  we  have 

W 
m  :  W  ::  1  :  a,  or  m  =  — 

9 

which  is  the  expression  for  mass  given  above. 

The  above  discussion  refers  to  constant  forces,  as  the  forces  encoun- 
tered in  structural  engineering  are  mostly  constant  forces.  In  case  of 
?ariable  forces  it  is  necessary  to  know  the  rate  and  the  limit  of  variation 
first,  then  the  intensity  can  be  determined. 

Problem  1.  A  body  weighing  200  lbs.  is  acted  upon  by  a  constant 
force  which  increases  its  velocity  from  0  to  64.4  ft.  in  1  second  of  time. 
What  is  the  intensity  of  the  force  .'^ 

Solution:     Substituting  in  Formula  (A),  we  have 

F  =  ;^x  64.4  =  400  lbs. 

Problem  2.  What  would  be  the  intensity  of  the  force  in  Problem  1 
if  the  velocity  of  the  body  were  increased  in  5  seconds  from  50  ft.  per 
•eooiid  to  160  ft.  per  second? 
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Solution :  Here  the  increment  of  velocity  or  acceleration  per  second 
is  (150-50) -5-5  =  20  ft.    Then  substituting  in  Formula  (A),  we  have 

jp=:|^x20  =  124  lbs.  (about). 

Problem  3.  If  the  body  in  Problem  1  had  a  velocity  of  150  ft.  per 
second,  what  would  be  the  intensity  of  a  constant  force  required  to  stop 
the  body  in  3  seconds? 

24.  Direction  of  Action  of  a  Force. — Whenever  a  force  is  applied 
to  a  body  it  either  moves  the  body  or  has  a  tendency  to  move  it.  The 
direction  in  which  the  body  moves  or  has  a  tendency  to  move  is  said  to  be 
the  direction  of  action  of  the  force  causing  the  motion  or  tendency. 

25.  Line  of  Action  of  a  Force. — Whenever  a  body  receives  a  force 
by  coming  into  contact  with  another  body^  which  is  the  most  common  case^ 
there  is  always  a  surface  upon  which  the  force  is  exerted.  We  cannot 
conceive  of  this  force  being  transmitted  to  the  surface  other  than  that 
each  infinitesimal  area  of  the  surface  receives  a  small  amount  of  the  total 
force  transmitted.  So  it  is  evident  that  what  we  usually  consider  a  force 
is  really  made  up  of  an  infinite  number  of  forces.  But  it  would  be 
impossible  to  deal  with  forces  in  mechanics  when  considered  in  this  way^ 
since  there  would  be  an  infinite  number  of  forces  to  consider  in  every  case. 
We  avoid  this  difficulty  by  assuming  the  total  force  to  be  applied  along  a 
line  which  passes  through  the  surface  at  the  center  of  mean  intensity  of 
the  force  and  in  the  direction  of  its  action.  This  line  is  known  as  the  line 
of  action  of  the  force.  The  line  of  action  of  a  force  is  unlimited  in  lengthy 
and  the  force  may  be  considered  to  be  applied  at  any  point  along  the  line 
of  action  as  far  as  motion  or  tendency  of  motion  of  the  body  upon  which 
it  acts  is  concerned. 

When  a  force  is  distributed  over  quite  a  large  surface  it  is  usually 
necessary  to  consider  the  surface  divided  up  into  small  portions^  say, 
portions  one  foot  square,  or  one  inch  square,  as  the  case  may  require,  and 
to  treat  the  part  of  the  total  force  exerted  upon  each  portion  as  a  separate 
force.  This  means  that  the  force  exerted  upon  any  portion  will  have  a 
line  of  action  of  its  own  passing  through  that  portion  at  the  center  of  the 
mean  intensity  of  the  force  exerted  upon  it.  In  any  case  we  can  obtain 
only  an  approximation,  but  the  approximation  should  come  within  the 
limits  of  practicability. 

In  case  of  such  forces  as  gravity  and  magnetism,  where  each  particle 
of  material  is  assumed  to  be  equally  affected,  the  line  of  action  passes 
through  what  is  kiK>wn  as  the  center  of  gravity  of  the  body.  However,  if 
the  bodies  be  large,  as  is  the  usual  case  of  structures,  it  often  becomes 
necessary  to  consider  the  body  to  be  divided  up  into  smaller  ones  and  to 
consider  that  the  force  acting  upon  each  of  the  smaller  bodies  has  a  line 
of  action  of  its  own,  similar  to  th<j  case  of  surfaces. 

The  plane  in  which  the  line  of  action  of  a  force  lies  is  known  as  the 
plane  of  the  force,  and  the  direction  of  the  line  of  action  is  known  as  the 
direction  of  the  force,  and  the  direction  of  the  action  along  the  line  of 
action  is  known  as  the  direction  of  the  action  of  the  force.  Any  number 
of  forces  could  act  upon  a  body  and  each  force  could  be  in  a  different 
plane,  but  in  most  of  the  problems  in  structural  engineering  the  conditions 
are  such  that  we  can  consider  them  as  acting  in  the  same  plane. 
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26.  Graphical  Indication  of  Forces. — ^When  considering  the  effects 

produced  upon  a  body  by  forces,  for  convenience  we  graphically  represent 

the  forces  applied  without  reference  to  the  bodies  applying  them.    This  is 

done  by  drawing  an  arrow  in*  the  line  of  action  of  each  force.    The  arrow 

point  in  each  case  indicates  the  direction 

of  action,  and  the  point  upon  the  body 

where    the    arrow    touches    indicates    the 

point  of  application.    Thus  in  Fig.  11,  the 

arrows  PI,  P2,  P3  and  P4  indicate  forces 

applied  upon  the  body  AB  at  the  points 

a,  b,  c,  and  d,  respectively.     The  arrows    •  '      pj^  ji 

would  be  spoken  of  as  forces  PI,  P2,  etc. 

And  we  would  say  that  the  forces  PI,  P2,  and  P4  act  toward  the  body, 

while  the  force  P3  acts  away  from  it,  this  being  indicated  in  each  case 

by  the  arrow  points. 

27.  Applied  Forces  and  Reactions. — An  applied  force  is  any  force 

which  wc  conceive  of  as  being  applied  to  a  body  from  witliout  by  some 
other  body,  and  at  the  same  time  as  being  the  initiative  of  the  outward 
activity.  A  reaction  is  the  same  as  an  applied  force,  except  we  conceive 
of  it  as  resisting  the  activity  instead  of  being  the  cause  of  it.  Both  are 
spoken  of  as  external  forces.  For  example,  a  body  placed  at  C  upon  the 
bar  AB  (Fig.  12)  by  virtue  of  its  own  weight  will  exert  a  force  P  (prcs- 

Isure)    upon   the  bar  at  that  point.     This 
^  force  P  will  cause  the  bar  to  have  a  ten- 

>l  U  ^  u]B      dency  to  move  downward,  which  is  the  ac- 

|fn  |r2      tivity  produced.  Actual  motion  is  prevented 

Tig.  12  1>7  the  supports  at  A   and  B  exerting  the 

forces  121  and  R2  acting  upward  on  the 
bar.  We  would  call  P  an  applied  force,  as  we  conceive  of  it  as  being 
the  initiative  of  the  activity  of  the  bar,  while  we  would  call  R\  and  R2 
reactions,  as  we  conceive  of  them  as  resisting  the  activity,  which,  in  this 
case,  as  stated  above,  is  the  tendency  of  motion  caused  by  the  force  P. 
But  regardless  of  name,  all  three  of  these  forces  are  exactly  the  same 
in  character.    This  can  be  seen  very  readily 

by  imagining  the  bar  to  be  turned  upside  Ri  [^2 

down  and  supported  only  at  C,  while  all 
three  of  the  forces  continue  to  act  the  same 
in  reference  to  the  bar.  Then  the  case 
would  be  as  shown  in  Fig.  13.     This  could  Fig.  13 

be  actually  accomplished  by  placing  a  body 

weighing  the  same  in  pounds  as  the  reaction  Rl  where  R\  is.  indicated 
to  act  and  another  body  weighing  the  same  in  pounds  as  the  reaction  R2 
where  R2  is  indicated  to  act.  Then  Rl  and  R2  would  become  applied 
forces,  while  P  would  become  a  reaction. 

28.  Stress. — Stress  is  the  push  or  pull  which  the  constituent  parts 
of  a  body  exert  upon  each  other  due  to  the  application  of  external  forces. 
Stresses  are  known  as  internal  forces,  while  applied  forces  and  reactions 
are  known  as  external  forces. 

As  a  simple  case,  suppose  a  steel  rod  having  a  uniform  cross-section 
of  A  square  inches  is  suspended  from  one  end  and  a  weight  of  P  pounds 
is  hung  on  the  other.    It  is  known  from  experience  that  the  pull  P  exerted 
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at  the  lower  end  of  the  rod  by  the  weight  is  in  turn  exerted  at  the  upper 
end.  So  this  pull  is,  as  we  say,  transmitted  through  the  rod,  and  wc 
cannot  conceive  of  this  transmission  taking  place  other  than  that  the 
material  particles  exert  a  pull  upon  each*  other  in  the  direction  of  the 
length  of  the  rod.  A  practical  idea  of  the  stress  in  the  rod  can  he  obtained 
by  first  imagining  the  weight  P  to  be  supported  by  a  very  small  wire,  so 
small  in  cross-section  that  the  wire  would  be  really  a  row  of  individual 
molecules ;  then  we  can  conceive  of  the  pull  /'  being  transmitted  along  the 
wire  from  molecule  to  molecule,  thus  producing  a  stress  of  P  pounds  upon 
each  molecule.  Next  imagine  another  wire  of  the  same  size  suspended 
along  the  side  of  the  wire  just  considered,  and  suppose  this  second  wire 
now  supports  half  of  the  weight  P:  then  the  stress  on  the  moleeules  in 
either  wire  would  be  P/2 ;  and  by  adding  another  wire  of  the  same  size 
the  stress  on  the  molecules  in  each  wire  would  be  P/3;  and  by  adding 
another  wire  it  would  be  P/4;  and  so  on.  So  if  there  be  n  number  of 
wires,  the  stress  on  each  would  be  P/n.  Now  imagine  the  rod  made  up 
of  n  number  of  such  wires  and  let  da  be  the  area  of  the  cross-section  of 
each  wire  in  square  inches,  and  let  «  be  the  stress  per  square  inch  on  each 
wire;  also  let  p  be  the  stress  per  square  inch  on  the  rod  at  any  cross- 
section.  It  is  obvious  that  the  stress  per  square  inch  on  the  rod  at  any 
cross-section  will  be  p  =  P/A.  Then,  likewise,  the  stress  on  each  wire 
being  P/n,  the  stress  per  square  inch  in  each  wire  will  be 


(n 


But 

therefore,  we  have 


I 


'  A  ''■ 
That  is,  the  stress  on  the  rod  per  square  inch  is  the  same  whether 
consider  the  entire  cross-section  or  a  portion  or  a  mere  molecule  in  the 
cross-section.  When  we  say  that  the  stress  on  a  body  is  so  much  per 
square  inch,  we  do  not  necessarily  mean  that  there  is  a  square  inch  of 
material  in  the  body  that  actually  has  that  stress.  We  may  simply  mean 
that  there  is  some  material  in  the  body  that  has  that  stress;  it  may  be  a 
square  foot  or  a  millionth  part  of  a  square  inch.  The  stress  per  square 
inch  on  a  body  is  known  in  structural  mechanics  as  Unit  Streii. 

If  the  above  rod  were  stood  up  vertically — say,  upon  a  floor — and 
the  weight  placed  upon  the  top  end,  the  direct  stress  produced  by  the 
weight  would  be  the  same  in  intensity  as  if  suspended  as  above,  but  the 
stress  would  be  produced  by  a  push  instead  of  a  pull.  When  the  stress  in 
a  l)ody  is  produced  by  a  direct  pull,  it  is  known  as  Ten»ile  Sfret*;  but 
when  it  is  produced  by  a  direct  push,  it  is  known  as  a  Compressive  Slreat, 

WheJiever  a  body  is  subjected  to  one  kind  of  stress  uniformly  dis- 
tribnled  over  its  cross-section  througliout  its  length,  as  was  considered  in 
the  case  of  the  above  rod,  the  stress  is  known  as  Simple  Sirets.  The  unit 
stress  in  that  case  at  any  cross-section  is  always  equal  to  the  total  .stress 
on  the  cross-section  divided  by  the  area  of  the  cross-section,  or,  in  general, 
we  have  p  =  P/A,  as  given  above. 
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From  the  above  discussion  of  stress  one  may  be  led  to  think  of  all 
Iwdies  as  being  fibrous  in  structure.  It  is  true  that  wood,  wrought  iron, 
and  some  other  materials  manifest  this  structure  to  some  extent,  but  not 
wholly,  while  some  other  materials,  as  steel  and  concrete  for  example, 
seem  to  be  devoid  of  it.  But  in  any  case  we  cannot  conceive  of  the 
arriuigement  of  the  ultimate  parts  of  a  body  other  than  in  some  consecu- 
tive order,  and  consequently  our  demonstration  is  not  faulty,  as  we  only 
conform  to  that  conception. 

Stress,  known  as  shear,  cross -bending,  and  torsion,  will  be  treated 
later  under  these  specific  heads  as  the  occasion  for  their  treatment  occurs. 

29.  Elasticity. —  It  is  an  observed  fact  that  whenever  a  force  is 
applied  to  a  body,  the  dimensions  of  the  body  arc  changed,  and  that  when 
the  force  causing  such  a  change  is  released,  the  body  has  a  tendency  to 
n^ain  its  original  dimensions,  and  will  regain  them  unless  the  force  be  so 
great  as  to  break  or  injure  the  body.  This  property  of  regaining  their 
oripnnl  dimensions  which  bodies  manifest  is  known  as  their  elasticity. 
M'e  can  conceive  of  tliis  regaining  of  dimensions  as  being  due  to  a  streas- 
reaisling  force  inherent  in  the  material  and  which  we  can  designate  as  the 
force  of  elasticity,  yet  the  nature  of  the  force  is  miknown.  As  an  example, 
suppose  a  steel  rod  to  be  in  tension.  Wc  can  conceive  of  the  material 
particles  exerting  a  pull  upon  each  other.  This  we  call  stress.  And  we 
can  conceive  of  this  pull  being  resisted  by  a  force  inherent  in  each  particle. 
This  inherent  force  is  the  force  of  elailicitg,  the  intensity  of  which,  in 
accordance  with  Newton's  Law,  is  necessarily  equal  to  the  stress  which  it 
resists. 

30.  Distortion. — In  this  l>ook  the  total  change  of  form  of  a  body 
due  to  external  forces  will  be  known  as  distortion,  while  the  amount  of 
change  per  unit  of  dimension  of  a  body  will  be  known  as  unit  distortion. 
What  really  takes  place  in  every  cnse  is  cubic  distortion,  but,  in  deter- 
mining the  distortion  of  structures,  it  is  usually  necessary  to  consider  only 
the  distortion  of  the  length  of  their  parts,  and  hereafter  the  word  dis- 
tortion in  this  book  will  refer  only  to  tlic  distortion  of  length  unless  other- 
wise stated.  Suppose  a  steel  rod,  ten  feet  long,  is  suspended  from  one 
end  and  a  weight  is  hung  on  the  other  end.  If  the  weight  causes  the  rod 
to  stretch  one-tenth  of  an  inch  in  length,  the  distortion  of  its  length  or 
simple  distortion,  in  that  case,  is  one-tenth  of  an  inch,  while  the  uni* 
distortion,  considering  an  inch  as  the  unit  of  length,  is  1/130  of  the 
distortion,  the  rod  being  ten  feet  long  or  l'?0  inches. 

31.  Elastic  Limit. — Whenever  a  body  is  distorted  the  maximum 
amoant  that  it  will  sustain  and  yet  return  to  its  original  form  when 
permitted  to  do  so.  it  is  said  to  be  distorted  to  the  elastic  limit.  If  s  body 
is  distorted  beyond  the  elastic  limit,  it  will  remain  shorter  or  longer  than 
its  original  length.  Then  we  say  that  the  body  has  taken  let.  If  a  body 
be  in  tension,  its  length  would  remain  longer,  and  if  in  compression  it 
would  remain  shorter. 

32.  Kelation  of  Stress  and  Distortion.— Hooke  (in  167S)  was  the 
first  to  stale  that  the  distortion  of  a  body  is  directly  proportional  to 
the  stress.  This  is  known  as  Hooke's  Law,  and  has  been  proven  by 
experience  to  be  practically  true,  provided  the  distortion  does  not  exceed 
the  elastic  limit.  Whenever  a  body  is  distorted  beyond  the  elastic  limit, 
the  distortion  increases  more  rapidly  than  the  stress. 
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SnppoBC  a.  steel  rod  having  a  length  L  and  a  uniform  cross-sectioD 
A  is  distorted  an  amount  D  when  subjected  to  a  simple  stresa  P;  then, 
according  to  Hooke'a  Law,  if  the  stress  were  2P,  the  correspon,ding  dis- 
tortion of  its  length  would  he  2D;  if  3P,  it  would  be  3Z};  and  so  on. 
While  this  direct  proportion  holds  good  in  all  cases  as  long  as  the  stresses 
are  within  llie  elastic  hmit,  yet  the  actual  value  of  D  in  any  case  will 
depend  upon  the  value  of  L  and  A,  heing  directly  proportional  to  L,  and 
inversely  proportional  to  A.  This  is  readily  seen,  for  it  is  obvious  that 
if  the  rod  were  two  feet  long  it  would  he  distorted  twice  as  much  when 
subjected  to  the  same  stress  as  a  rod  of  the  same  section  only  one  foot 
long,  since  each  foot  of  length  would  be  distorted  the  same  iu  amount  in 
either  case. 

In  regard  to  the  cross- section,  it  is  obvious  that  if  the  area  is  two 
square  inches,  the  distortion  of  the  rod  will  be  only  one-half  as  much  as 
when  its  area  is  one  square  inch,  as  the  actual  stress  on  the  material  in  the 
rod  in  the  first  cose  is  onlj'  one-half  as  much  as  it  is  in  the  second  case. 
33.  Modulus  of  Elasticity  and  Determination  of  Simple  Dis- 
tortion.— According  to  Hooke's  Law,  if  we  know  the  distortion  of  any  one 
piece  of  material  subjected  to  a  known  stress,  we  can  determine  the 
distortion  of  any  other  piece  of  the  same  kind  of  material  subjected  to  any 
known  stress  simply  by  direct  proportion. 

Suppose  it  is  found  by  experiment  that  a  rod  of  some  unknown 
material,  having  a  length  of  L  inches  and  a  uniform  cross-section  of  A 
square  inches,  is  distorted  D  inches  in  length  when  subjected  to  a  simple 
stress  of  P  pounds.  What  would  he  the  distortion  of  a  rod  of  the  same 
kind  of  material  having  a  length  of  L'  inches  and  a  uniform  cross-section 
of  A'  square  inches,  if  subjected  to  a  simple  stress  of  P'  pounds?  Let 
D'  be  the  distortion  required.  Reducing  everything  concerned  to  it 
lowest  terms,  which  is  done  for  convenience,  we  have 

The  unit  stress  in  the  first  rod        =  p  ~  P/A. 

while  the  unit  distortion  in  inches  ~  d  =  D/L. 

The  unit  stress  in  the  second  rod    =  p'  =  P'/A', 

while  the  unit  distortion  in  inches  =  d'  =  D'/L'. 
By  direct  proportion  we  have 

E_-l 

P'    '' 

Expressing  tills  in  words,  we  say:  The  stress  (p)  per  square  inch 
in  the  first  rod  is  to  the  stress  (p')  per  square  inch  in  the  second  rod  as 
the  distortion  (i/)  of  the  first  rod  per  inch  of  length  is  to  the  distortion 
(rf')  of  the  second  rod  per  inch  of  length;  from  which  we  have  d'  =  dp'/p, 
which  is  the  distortion  of  each  inch  of  the  second  rod ;  then,  of  course,  the 
total  distortion  of  the  rod  would  be  L'  times  this,  so  we  have 

D'  =  d'L'  =-  p'U (3). 

Now  d/p  is  the  ratio  of  the  unit  distortion  to  the  unit  stress  given 
for  Ihe  first  rod,  but  according  to  Hooke's  Law,  this  ratio  is  the  same  for 
any  piece  of  this  same  kind  of  material.  So  if  this  ratio  is  determined 
for  any  one  piece  of  this  material,  the  elastic  property  of  the  material  is 
known,  and  the  distortion  of  any  piece  of  tlie  material  can  then  be  dcler- 
mined  if  its  length,  area  of  cross- section,  and  stress  arc  known. 


I 


.(I). 


FUNDAMENTAL  ELEMENTS  21 

The  ratio  of  the  unit  distortion  to  the  unit  stress,  as  expressed  above, 
would  be  a  very  small  fraction  in  any  case,  so,  for  convenience,  we  can 
invert  the  expression  so  as  to  have  a  whole  number.  Then  we  have 
p/d^p^/d^ ^E,  which  is  a  constant  for  any  piece  of  the  same  kind  of 
material  composing  the  two  rods.  Now  substituting  1/E  iot  d/p  in 
equation  (2),  we  have  D'-p'U/E,  E  would  be  known  as  the  Modulus 
of  Ehuiicity  of  the  material  composing  the  two  rods.  For  the  modulus  of 
elasticity  of  any  material  in  general  we  have 

-,  _  p  _     unit  stress 

d     unit  distortion 

which  is  usually  designated  as  Young's  Modulus.  It  varies  with  the 
different  kinds  of  material,  but  is  practically  constant  for  all  pieces  of 
the  same  kind.  For  the  simple  distortion  of  any  piece  of  any  kind  of 
material  having  a  uniform  cross-section  and  being  subjected  to  a  simple 
stress,  we  have  the  general  equation 

PLpL 

^-AE-'E (®^' 

where  D  =  distortion  of  the  piece  in  inches  (or  feet  if  L  be  taken  in  feet)  ; 
P  =  total  stress  on  the  cross-section  of  the  piece  in  pounds; 
A  =  &Tea.  of  cross-section  in  square  inches; 
Z(  =  total  length  of  piece  in  inches  or  feet; 
p  =  unit  stress  on  the  cross-section  of  the  piece; 
E  =  modulus  of  elasticity  of  the  material  composing  the  piece. 

The  modulus  of  elasticity  of  a  material  is  determined  by  experiment. 
The  average  values  of  the  moduli  of  elasticity  of  the  principal  materials 
used  in  structural  engineering  have  been  found  to  be  as  follows : 

29,000,000  for  steel; 
26>000,000  for  wrought  iron; 
30,000,000  for  cast  steel; 
18,000,000  for  cast  iron; 

720,000  for  long-leaf  yellow  pine; 

555,000  for  white  oak. 

In  determining  the  modulus  of  elasticity,  it  is  laboratory  practice  to 
measure  the  distortion  in  inches,  in  which  case  the  length  of  the  test  piece 
must  always  be  reduced  to  inches;  but  in  using  Formula  (B),  L  may  be 
taken  either  in  feet  or  inches.  If  taken  in  feet,  the  distortion  will  be 
given  in  feet,  and  if  taken  in  inches,  it  will  be  given  in  inches. 

Problem  4-  Suppose  a  steel  rod  having  a  length  of  10  feet  and  a 
uniform  cross-section  of  2  square  inches  is  suspended  from  one  end  and 
supports  a  weight  of  30,000  pounds  hung  on  the  lower  end: 

(a)  What  will  be  the  distortion  of  the  rod  due  to  the  30,000  pounds  ? 
Referring   to    Formula    (B),   given    above,   we   have   in    this    case 

P  =  30,000;   p  =  30,000 ^2  =  15,000;   £  =  29,000,000.     Substituting   these 
values  in  the  formula,  we  have  for  the  distortion 

_        15,000X10        nr.Ai.-.oi.^  1      .       1.    r    1         .X 

P=  29,000,000  =«-^'^^l«  ^'•  =  ^  •"*=''  (**"»"*)• 

(b)  What  will  be  the  distortion  of  the  rod  due  to  its  own  weight? 
In  that  case  the  stress  varies  from  zero  at  the  bottom  of  the  rod  to  a 

TPft'T^imiTn  at  the  top.     For  convenience,  instead  of  using  the  numerals 
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given  above,  let  L  be  the  length  of  the  rod  and  A  the  cross-section;  and 
let  w  be  the  weight  of  the  rod  per  foot  of  length.    Then  the  stress  on  the 

cross-section  at  a  point  6  (Fig.  14),  x  feet  from  the 
lower  end  of  the  rod,  will  be  P  =  wx,  which  is  really  the 
weight  of  the  rod  below  h. 

For  the  distortion  of  the  length  of  the  material  in 
the  rod  between  the  cross-section  at  6  and  the  cross- 
section  at  c,  which  is  an  infinitesimal  distance  dx  above 
h,  we  have 

wxdx 

wliich  corresponds  to  Formula  (B),  given  above. 

Now  as  j:  is  a  variable,  varying  from  0  to  L,  the  last  expression  will 
give  the  distortion  of  any  infinitesimal  part  of  the  length  of  the  rod  any- 
where between  the  ends.  Then  the  total  distortion  of  the  rod  will  be  equal 
to  the  summation  of  the  distortion  of  these  parts ;  so,  for  the  total  distor- 
tion of  the  rod,  we  have 

'^wxdx      1  wL^  •     . 


H 


AE       'Z  AE 


// 


Now  let  tt'L,  which  is  the  total  weight  of  the  rod,  be  represented  by  P. 
Then  substituting  in  (c)  we  have 

^-2AE ^^^- 

This  shows  that  the  distortion  of  the  rod  due  to  its  own  weight  is  one-half 
of  what  it  would  be  for  an  equal  weight  suspended  from  the  lower  end. 
The  weight  of  the  rod  =  G.8  x  10  =  ()8  lbs.  Substituting  in  (d)  we  have 
for  the  distortion 

Problem  5,  What  will  be  the  distortion  of  length  of  a  solid,  circular, 
cast-iron  column  having  a  diameter  of  G  ins.  and  a  length  of  18  ft.,  when 
supporting  a  load  of  :.^8*2,000  lbs..? 

Problem  6.    What  will  be  tlic  distortion  of  an  eye-bar  8"  x  ly  x  39'-0 
(c.c.  end  holes)  when  subjected  to  a  stress  of  16,000^°"? 

34.  Motion. — Strictly  speaking,  a  body  can  have  but  two  distinct 
kinds  of  motion,  one  known  as  translation  and  the  other  as  rotation. 
When  a  body  moves  as  a  whole  along  an  imaginary  line,  known  as  its 
path,  its  motion  is  translation,  particularly  in  reference  to  any  relatively 
fixed  position  in  the  immediate  vicinity  of  the  body;  but  if  it  either  moves 
around  or  turns  about  an  imaginary  line,  known  as  its  axis,  its  motion  is 
rotation  in  reference  to  that  line. 

There  is  one  fact  regarding  motion  which  should  never  be  overlooked, 
that  is,  motion  is  absolutely  relative,  and  that  the  kind  of  motion  is  always 
dependent  upon  the  position  of  reference.  For  instance,  the  motion  of  a 
particle  in  a  body  rotating  about  an  axis  is  rotation  in  reference  to  that 
axis;  yet  at  the  same  time  its  motion  (the  particles  in  the  axis  excepted) 
is  translation  when  referred  to  any  relatively  fixed  position  in  the  imme- 
diate vicinity  of  the  particle. 
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In  reference  to  time,  motion  is  either  uniform  or  variable;  in  refer- 
ence to  the  character  of  path  described  it  is  either  rectilinear  or  curvi- 
linear^ being  rectilinear  when  the  path  is  a  straight  line  and  curvilinear 
when  a  curve. 

35.  Moment  of  a  Force. — The  moment  of  a  force  about  any  point 
is  a  measure  of  its  tendency  to  produce  rotation  of  the  body  upon  which 
it  acts  about  the  point  chosen  and  is  equal  to  the  perpendicular  distance 
from  the  point  to  the  line  of  action  of  the  force  multiplied  by  the  intensity 
of  the  force.  The  point  is  known  as  the  center  of  moment^  while  the 
per]>endicular  distance  is  known  as  the  lever  arm  of  the  force^  or  simply 
arm. 

In  the  case  shown  in  Fig.  15,  the  moments  of  the  forces  PI,  P2,  and 
P3  about  the  point  O  would  be  expressed  as  aPl,  bP2,  and  cP3,  respect- 
ively. As  is  readily  seen,  the  forces  PI 
and  P2  would  have  a  tendency  to  rotate 
the  body  A  clock-wise  about  O,  while  P3 
would  have  a  tendency  to  rotate  it  counter 
clock-wise.  Now,  taking  one  direction  as 
minus  and  the  other  direction  as  plus,  say, 
counter  clock-wise  minus,  and  letting  M 
be  the  algebraic  sum  of  the  moments  of 
the  three  forces  about  O,  we  have  M  = 
aPl  +  6P2-cP3,  which  is  the  equation 
of  moments  of  the  three  forces 
about  O. 

In  case  of  forces  not  in  the  same  plane,  the  moments  are  usually 
taken  about  a  line,  in  which  case  the  center  of  moment  of  each  force  is  the 
point  on  the  line  nearest  the  force.  The  tendency  of  rotation  about  the 
line  is  what  is  really  measured  in  that  case. 

It  is  obvious  that  the  moment  of  a  force  about  any  point  in  its  line 
of  action  is  zero,  for  in  that  case  its  arm  is  zero.  If  the  arm  is  taken  in 
feet  and  the  force  in  pounds,  the  moment  will  be  expressed  in  what  is 
known  as  foot  pounds,  but  if  the  arm  is  taken  in  inches  and  the  force  in 
pounds,  the  moment  will  be  expressed  in  what  is  known  as  inch  pounds. 

36.    A  Oonple  and  Moment  of  Same.— Two  equal  and  opposite 

parallel  forces  acting  upon  a  body  (other  than  along  the  same  line  of 
action)  form  what  is  known  as  a  couple.  Thus  in  Fig.  16,  the  force  P 
applied  at  c  upon  the  body  AB  and  the  equal  and  opposite  force  P  applied 
at  b  form  a  couple. 

The  moment  of  a  couple  is  equal  to  the  distance  between  the  forces 
multiplied  by  the  intensity  of  one  of  the 
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forces.     For  example,  the  moment  of  the 
couple  shown  in  Fig.  16  is  Af  =  Pd. 

The  moment  of  a  couple  is  not  changed 
by  changing  the  center  of  moments,  that 
is,  the  moment  about  one  point  is  the  same 
as  about  any  other  point  in  the  plane  of 
the  forces.  This  is  readilv  seen,  for  tak- 
ing  moments  about  e  or  g,  we  have  M  = 
(««  +  9g)P  =  Pd;  taking  moments  about  s, 
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we  have  M  =  P(*e)  +  Pi^g)  =  P(*^  +  sg)  =  Pd;  and,  again,  taking 
moments  about  o,  we  have  3/  =  P{ho)  -  P(Jco)  =  P{ho  -  ho)  =  P(Alr)  = 
Pd.  Now,  evidently,  if  the  moment  of  a  couple  is  the  same  for  all  points 
in  the  plane  of  the  forces,  a  couple  can  be  considered  to  be  applied 
anywhere  in  the  plane  of  its  forces,  which  means  that  we  can  consider 
any  couple  as  being  moved  bodily  to  any  desired  position  in  the  plane  of 
the  forces.    Of  course,  the  forces  must  act  upon  the  body  concerned. 

Any  two  couples  are  equivalent  when  their  moments  are  equal.  But 
the  forces  and  arms  in  the  two  cases  are  not  necessarily  equal.  Rotation 
or  tendency  of  rotation  is  always  due  to  the  action  of  a  couple.  No  single 
force  can  produce  rotation. 

'37.    Concturrent  and  Non-Concurrent  Forces. — When  the  lines  of 

action  of  two  or  more  forces  acting  upon  a  body  meet  at  a  common  point, 
the  forces  are  said  to  be  concurrent,  while  if  their  lines  of  action  do  not 
8o  meet,  the  forces  are  said  to  be  non-concurrent. 

38.  Conspiring  Forces. — When  the  lines  of  action  of  two  or  more 
forces  acting  upon  a  body  coincide,  the  forces  are  knovni  as  conspiring 
forces. 

39.  Bestdtant  and  Component  Forces  and  Graphical  Repre- 
sentation of  Same. — A  body  acted  upon  by  two  or  more  forces  may, 
thereby,  have  a  tendency  to  move  in  more  than  one  direction  at  the  same 
instant ;  but  as  a  body  cannot  occupy  two  positions  at  the  same  time,  it  is 
evident  that  motion  can  take  place  in  but  one  direction,  which  is  known  as 
the  direction  of  the  resultant  of  the  two  or  more  forces.  Now,  it  is  evident 
that  a  single  force  acting  in  this  direction  with  a  certain  required  intensity 
could  produce  the  same  effect  as  that  produced  by  the  two  or  more  forces 
combined.  Such  a  force  would  be  known  as  the  resultant  of  the  two  or 
more  forces,  while  each  of  the  two  or  more  forces  would  be  known  as  a 
component  of  the  resultant  force. 

For  example,  if  two  concurrent   forces  PI  and  P2    (Fig.   17)   be 

applied  simultaneously  to  a  small 
body  resting  upon  a  smooth,  horizon- 
tal plane  at  A,  we  can  readily  see  that 
the  force  PI  would  have  a  tendency 
to  move  the  body  along  its  line  of 
action  Ac,  while  at  the  same  time  the 
force  P3  would  have  a  tendency  to 
move  the  body  along  its  own  line  of 
Fiar.  17  action    Ah,      Now    we    know,    from 

reasons  given  above,  that  the  body 
cannot  move  along  both  of  the  lines  at  the  same  time,  and  we  can  readily 
see  that  it  would  not  move  along  either  of  the  lines,  as  the  two  tendencies 
of  motion  are  not  in  the  same  direction;  so,  undoubtedly,  if  the  two  forces 
moved  the  body,  the  motion  would  take  place  along  some  line  different 
from  either  of  the  two. 

Suppose  the  force  PI,  acting  alone  and  continuously  for  one  second, 
moved  the  body  from  A  to  B,  so  that  at  the  end  of  tlie  second  the  body 
would  be  at  B.  Then  suppose  the  force  PI  ceased  to  act  at  that  instant, 
and  suppose  the  body  stopped  instantly  at  that  point  and  the  force  P2 
were  then  applied  and  in  the  same  manner  moved  the  body  from  Z?  to  C  in 


FUNDAMENTAL  ELEMENTS  25 

one  second,  so  that  at  the  end  of  the  next  second  the  body  would  be  at  C. 
Then,  the  two  forces  PI  and  P2,  each  acting  separately  for  one  second, 
would  have  moved  the  bodv  from  -4  to  C  in  two  seconds,  but  if  thev  had 
acted  simultaneously  upon  the  body  they  would  undoubtedly  have  accom- 
plished the  same  thing  in  one  second,  for  the  simple  reason  that  each 
force  would  have  been  acting  for  one  second,  as  in  the  case  when  acting 
separately,  and  with  the  same  intensity,  for  otherwise  they  would  lose 
their  identity.  By  this  it  is  not  meant  that  the  two  forces  acting  simul- 
taneously would  have  moved  the  body  along  the  same  paths  as  when 
acting  separately,  but  that  they  would  have  moved  it  from  A  to  C  along 
some  line  in  one  second.  We  cannot  conceive  of  these  forces  doing  any- 
thing more  than  they  would  have  to  do  in  moving  the  body  from  A  to  C; 
then,  undoubtedly,  they  would  move  it  along  the  straight  line  AC  joining 
the  two  positions,  as  that  would  be  the  least  required  of  them  in  the 
transaction.  Then  the  line  AC  would  be  the  direction  of  the  resultant  of 
the  forces  PI  and  P2. 

Now  it  is  evident  that  the  two  forces  PI  and  P2>  acting  simulta- 
neously upon  the  body  at  A  would  have  the  same  effect  as  a  single  force 
R  (Fig.  17)  would  have  if  acting  along  the  line  AC  with  such  an  intensity 
as  to  move  the  body  from  ^4  to  C  in  one  second.  Therefore,  the  two  forces 
PI  and  P2  could  be  replaced  by  this  single  force  R,  which  is  their 
resultant.  Each  of  the  forces  PI  and  P2>  are,  in  that  case,  components 
of  the  resultant  force  R. 

Assuming  the  resistance  to  be  the  same  everywhere  on  the  plane — 
which  was  really  the  assumption  at  the  start — the  distance  AB  will  be 
directly  proportional  to  the  intensity  of  force  PI,  which  moved  the  body 
over  that  distance,  and,  likewise,  the  distance  BC  will  be  directly  propor- 
tional to  the  force  P2.  Then  as  the  sides  AB  and  BC  of  the  triangle 
ABC  (Fig.  17)  are  directly  proportional  to  the  forces  PI  and  P3, 
res|>ectively,  it  is  evident  that  we  can  construct  a  similar  triangle  such 
that  the  sides  will  represent  to  convenient  scale  the  intensities  of  these 
forces.  Such  a  triangle  is  shovni  in  Fig.  18,  where  the  side  PI,  parallel 
to  the  side  AB  in  Fig.  17,  is  drawn  to  represent  the  intensity  of  the  force 
PI  to  scale  (so  many  pounds  per  inch)  and  the  side  P2  parallel  to  the 
side  BC  in  Fig.  17  is  drawn  to  represent  the 
intensity  of  the  force  P2  to  the  same  scale  as  PI. 
Then  the  side  R,  which  will  be  parallel  to  the 
side  AC  in  Fig.  17,  will  represent  the  intensity 
of  the  resultant  force  R  to  the  same  scale  as  PI 
and  P2.     Now  it  is  evident  that  any  two  concur-  n^.  ig 

rent   forces   with  their   resultant   can  be   repre- 
sented in  magnitude  and  direction  by  the  sides  of  a  triangle  which  is 
known  as  a  Force  Triangle,     It  is  important  to  note  that  the  forces  act 
in  one  direction  around  the  triangle,  while  their  resultant  acts  in  the 
opposite  direction. 

Suppose,  instead  of  the  two  forces  PI  and  P3  acting  upon  the  small 
body  shovni  in  Fig.  17,  that  there  be  four  concurrent  forces  PI,  P2,  P3, 
and  P4,  as  shown  in  Fig.  19.  The  resultant  R  of  the  two  forces  PI  and 
P2  is  determined  by  constructing  the  force  triangle  ABC  in  the  same 
manner  as  was  shown  above.    Then  as  R  is  the  resultant  of  the  two  forces 
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PI  and  P2,  it  will  replace  them,  and  the  remaining  forces  to  be  considered 
are  P3,  P4,  and  R.    Now  constructing  the  force  triangle  ACD  (Fig.  19) 

for  the  force  R  and  P3,  we  have  their  re- 
sultant Rl.  Next,  constructing  the  force 
triangle  ADE  for  the  two  remaining  forces, 
Rl  and  P4,  we  have  their  resultant,  222, 
which  is  the  final  resultant,  or,  in  other 
words,  is  the  resultant  force  of  all  the 
forces  PI,  P2,  P3,  and  P4,  and  as  such  can 
replace  them.  We  now  have  a  polygon 
ABCDEA  wherein  the  forces  are  seen  to 
act  in  the  same  direction  around  the  poly- 
gon, while  their  final  resultant  R2  acts  in 
the  opposite  direction.  Such  a  polygon  is 
known  as  a  Force  Polygon.  The  force 
polygon  ABCDEA  in  this  case  was  con- 
structed by  combining  force  triangles;  but 
it  is  evident  that  the  same  could  have  been 
constructed  by  laying  off  the  forces  PI,  P2,  P3,  and  P4  in  consecutive 
order,  thus  obtaining  the  part  ABCDE  of  the  polygon,  and  then  joining 
EA  for  completion  as  shown  in  Fig.  20. 

While  it  is  advisable  to  begin  with  some  force  as  PI  and  lay  the 
forces  off  in  consecutive  order  around  the  body  as  we  have  done  here,  yet 

it  is  not  absolutely  neces- 
sary to  do  so,  for  it  will 
be  seen  upon  inspection 
that  the  forces  may  be 
taken  in  any  order  (ex- 
cept that  they  must  be 
laid  off  so  that  they  act 
in  the  same  direction 
around  the  polygon)  as 
shown  in  Fig.  21,  where 
the  line  AE,  which  is  the 
final  resultant,  is  the 
same  in  length  and  direc- 
tion as  the  final  resultant 
AE  shown  in  Fig.  19  and 
Fig.  20. 
Now  it  is  evident  from  the  above  that  any  number  of  concurrent 
forces  with  their  resultant  can  be  represented  in  magnitude  and  direction 
by  the  sides  of  a  closed  polygon  known  as  a  force  polygon,  wherein  the 
forces  act  in  one  direction  around  the  polygon  while  their  resultant  acts 
in  the  opposite  direction,  the  direction  of  action  in  each  case  being  indi- 
cated by  the  arrow  points.  The  force  triangle  is  really  a  force  polygon 
wherein  the  component  forces  arc  only  two  in  number. 

As  anv  number  of  concurrent  forces  with  their  resultant  can  be 
represented  in  magnitude  and  direction  by  a  closed  polygon,  it  follows 
tliat  any  force  may  be  resolved  into  any  number  of  components,  the  only 
re(juircments  being  that  the  force  and  its  components  form  a  closed 
polygon.  Thus  we  can  construct  any  number  of  components  as  Aa,  ah. 


Fig.  20 
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be,  cd,  and  dB  for  the  force  AB,  as  shovni  in  Fig.  22,  by  simply  drawing 
the  components  practically  at  will,  the  only  restrictions  being  that  they 
form  a  closed  polygon  with  the  force  AB.  Here  the  force  AB  is  consid- 
ered as  a  resultant,  which  is  obviously  permissible  in  any  case.  We  would 
say  that  the  force  AB  was  resolved  into  its  component  forces  A  a,  ab,  be, 
cd,  and  dB.  Resolving  forces  into  components  is  known  in  mechanics  as 
the  Resolution  of  Forees.  The  most  convenient  components  into  which  a 
force  can  be  resolved  are  two  components  whose  directions  are  at  right 

b 
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angles  to  each  other,  and  are  known  as  rectangular  components.  Thus 
AD  and  DB  or  AE  and  EB  (Fig.  23)  are  rectangular  components  of  the 
force  AB.  It  is  obvious  that  a  force  can  be  resolved  into  any  number  of 
pairs  of  rectangular  components — or  any  number  of  any  other  kind. 

It  will  now  be  shown  that  the  above  is  as  true  for  non-concurrent 
forces  as  it  is  for  concurrent  forces.  Let  PI,  P2,  and  P3  (Fig.  24) 
represent  three  non-con- 
current  forces  acting  ^^^ 
upon  the  body  AB.  As 
far  as  motion  or  ten- 
dency of  motion  are  con- 
cerned, any  of  these 
forces  may  be  considered 
as  applied  at  any  point 
along  their  line  of  action ; 
however,  in  making  such 
assumptions  in  any  case^ 
we  are  compelled  to  con- 
ceive that  there  always 
exists  the  necessary  ma- 
terialistic connection  be- 
tween such  points  of  ap- 
plication and  the  body 
concerned.  Then,  if  we 
prolong  the  lines  of  action  of  the  two  forces  PI  and  P2  until  they  inter- 
sect at  O,  we  can  consider  them  as  being  two  concurrent  forces  applied 
at  O,  and  by  constructing  the  force  triangle  OCD  (where  OC  -  PZ  and 
QD  =  PI  to  scale)  we  have  their  resultant  given  in  amount  and  direction 
bv  the  line  OD.  Now  this  resultant,  which  we  will  designate  as  721,  can  be 
considered  as  being  applied  at  any  point  along  yy,  its  line  of  action  (the 
same  as  any  other  force).  Then  prolonging  the  line  of  action  yy  of  this 
resultant  R\  until  it  intersects  the  line  of  action  of  the  third  force  P3  at 
O',  and  constructing  the  force  triangle  O'EF,  we  have  the  resultant  7?2, 
wUch  is  the  final  resultant,  or.  in  other  words,  the  resultant  of  all  three 
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forces,  PI,  P2,  and  P3.  This  final  resultant  R2  can  be  considered  as 
being  applied  at  any  point  upon  its  line  of  action  xx. 

From  the  above  it  is  evident  that  the  resultant  of  any  number  of 
intersecting  non-concurrent  forces  can  be  represented  graphically  by  first 
selecting  any  two  forces  and  prolonging  their  lines  of  action  until  they 
intersect;  then  constructing  a  force  triangle  and  obtaining  the  resultant 
of  these  two  forces;  then  prolonging  the  line  of  action  of  this  resultant 
until  it  intersects  with  the  line  of  action  of  a  third  force;  and  then  again 
constructing  a  force  triangle  and  obtaining  the  resultant  of  the  first 
resultant  and  the  third  force;  and  again  prolonging  the  line  of  action  of 
this  second  resultant  until  it  intersects  the  line  of  action  of  a  fourth  force ; 
and  so  on  until  all  of  the  forces  are  combined.  The  last  resultant  will  be 
the  resultant  of  al]f  of  the  forces,  or  the  final  resultant. 

As  an  additional  example,  let  PI,  P2,  P3,  P4,  and  P5  represent  five 
non-concurrent  forces  acting  upon  the  body  AB,  as  shown  in  Fig.  25  (a). 
Let  us  first  take  the  two  forces  PI  and  P2  and  prolong  their  lines  of  action 
until  they  intersect  at  O.  Then  by  constructing  the  force  triangle  ODC 
we  obtain  their  resultant  Rl.  Then  by  prolonging  the  line  of  action  of 
this  resultant  until  it  intersects  the  line  of  action  of  a  third  force  P3  at  O', 
and  constructing  the  force  triangle  O'EF,  we  obtain  222,  the  resultant  of 
R\  and  P3.  Then  prolonging  the  line  of  action  of  R2>  until  it  intersects 
the  line  of  action  of  a  fourth  force  P4  at  0"y  and  constructing  the  force 
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triangle  0"GII,  we  obtain  /?3,  the  resultant  of  R1  and  P4.  Then  pro- 
longing the  line  of  action  of  RZ  until  it  intersects  the  line  of  action  of  a 
fifth  force  P5  at  0" ',  and  constructing  the  force  triangle  O'' '  KL,  we 
obtain  the  resultant  72 4,  which  is  the  final  resultant,  or,  in  other  words^ 
the  resultant  of  all  the  forces  PI  .  .  .  P5. 

So  far  our  treatment  of  non-concurrent  forces  does  not  seem  to  have 
much  in  common  with  our  treatment  of  concurrent  forces,  but  let  us  go  a 
little  further  and  see  what  we  can  observe.  The  force  triangles  ODC, 
O'EF,  O^'GII,  and  C '  KL  are  the  same  in  kind  as  we  found  in  our 
treatment  of  concurrent  forces.  Now  suppose  the  force  triangle  ODC  in 
Fig,  25  (a)  be  moved  bodily  and  parallel  to  itself  to  the  position  ODC  in 
Fig.  25  (6).  This  would  not  change  the  triangle  in  tlie  least.  Next 
suppose  the  force  triangle  O'EF  be  moved  in  the  same  manner  to  Fig.  25 
(6),  taking  the  position  OCF,  the  vertex  O'  coinciding  with  0  in  Fig. 
25  (6)  and  E  with  C.  Next,  suppose  the  force  triangles  O'^GH  and 
0" ' KL  (in  Fig.  25  (a))  to  be  moved  in  the  same  manner  to  the  position 
in  Fig.  25  (6)  so  that  0"  and  O" '  would  fall  at  O.  Then  these  two 
triangles  would  take  the  positions  OFK  and  OKL,  respectively.  By  thus 
grouping  the    force   triangles   we   have   constructed   the   force   polygon 
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ODCFKLO,  which  is  the  same  kind  of  a  force  polygon  as  was  constructed 
for  concurrent  forces  in  Fig.  19^  and  it  can  be  drawn  in  the  same  manner. 
This  shows  that  any  number  of  non-concurrent  forces  with  their  resultant^ 
the  same  as  concurrent  forces^  forms  a  closed  polygon^  known  as  a  force 
polygon^  and  hence  the  resultant  of  any  number  of  any  kind  of  external 
forces  acting  upon  any  body  whatever  can  be  determined  simply  by  con- 
structing a  force  polygon  representing  each  in  intensity  and  direction,  at 
the  same  time  placing  the  forces  so  that  they  act  in  the  same  direction  < 
around  the  polygon. 

As  a  general  case,  let  Fig.  26  represent  a  body  acted  upon  by  four 
non-concurrent  forces  PI  .  .  .  P4.  We  can  determine  the  resultant  of 
these  four  forces  by  simply  taking  any  one  of  them,  say,  P4,  and  drawing 
a  line  as  AB  equal  and  parallel  to  it.  Then  from  B  draw  BC  equal  and 
parallel  to  PS.  Then  from  C  draw  CD  equal  and  parallel  to  P2.  Then 
from  D  draw  DE  equal  and  parallel  to  PI. 
Then  joining  E  and  A  we  have  EA,  which  tu 
represents  the  resultant  of  the  four  forces  in  y  IPjV^ 
intensity  and  in  direction.  This  same  method     m^ — z — ^ 

of  procedure  holds  for  both  concurrent  and     '      v 

non-concurrent  and  also  for  conspiring  forces.  ^^ 

The  conspiring  forces  would  simply  be  laid  ^ 

off  in  one  straight  line.  Their  resultant  would 

be  represented  by  the  distance  from  the  last 

force  laid  off  to  the  starting  point.  ^' 

40.    Analytical  Representation  of  Bestdtant  and  Component 

Forces. — From  the  force  triangle  shown  in  Fig.  18  (Art.  39)  we  have 

R^  =  PV  +  P2^-^2  cos  <t>  PI  xP2 (1), 

where  <f>  is  the  angle  which  the  lines  of  action  of  the  forces  PI  and  P2 
make  with  each  other.  Any  one  of  the  forces  PI,  P2y  R,  and  the  angle  <(> 
can  be  determined  from  the  above  equation,  provided  the  other  three  are 
given.    When  ^  =  90°,  the  above  equation  becomes 

R-  =  PV  +  P2^ 

which  is  the  "rectangular  equation"  that  results  whenever  a  force  is 
resolved  into  rectangular  components.  As  a  rule,  it  is  much  more  con- 
venient to  express  these  rectangular  components  in  terms  of  the  force 
and  angles  which  they  make  with  the  force.    Thus,  from  Fig.  27,  we  have 

^cos^  =  Pl;  R  =  j^=pi^sec<t>; 
Rcose  =  P2;  cos<l>  ^' 

Rsin<^  =  P2;  P2 

Rsin^  =  Pl;  ^""^i^''^^^*^^^- 

The  most  useful  thing  to  be  observed  from  the  above  is  that  the 
rectangular  component  of  a  force  along  any  line  is  equal  to  the  force 
multiplied  by  the  cosine  of  the  angle  which  the  force  makes  with  the  line. 

In  the  case  of  conspiring  forces,  it  is  evident  that  the  resultant  of 
two  or  more  conspiring  forces  is  equal  to  their  algebraic  sum,  for  we  can 
consider  the  forces  acting  in  one  direction  as  plus  and  those  acting  in  the 
opposite  direction  as  minus.  Then  by  adding  all  of  the  plus  forces 
together  and  all  of  the  minus  forces  together  and  subtracting  the  lesser 
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from  the  greater  sum^  we  shall  thus  obtain  the  intensity  and  direction  of 

action  of  their  resultant. 

The  resultant  of  three  or  more  forces 
can  be  determined  analytically  most  readily 
by  resolving  the  forces  into  their  horizontal 
and  vertical  components^  thus  obtaining  a 
rectangular  equation  where  the  square  of 
the  algebraic  sum  of  the  horizontal  com- 
ponents plus  the  square  of  the  algebraic 
sum  of  the  vertical  components  is  equal  to 

the  square  of  the  resultant.    Thus  from  Fig.  19  (Art.  39)  we  have 

But  aE  =  ab  +  bc^cE  =  P2cos^i  +  PScosO^  +  P4cos^3, 

which  is  the  algebraic  sum  of  the  vertical  components  of  the  forces 
Pi,  l%Pd,  and  P-i; 

and         Aa=AB^Bd-Cf-Dc  =  Pl-^  P2sin^i  -  PSsinO^  -  P4sin«3, 

which  is  the  algebraic  sum  of  the  horizontal  components  of  the  same 
forces,  as  is  readily  seen  from  Fig.  19.  ^j,  62,  etc.,  are  the  angles  which 
the  forces  make  with  the  vertical  line  aE.  PI  has  no  vertical  component, 
as  the  cosines  of  the  angles  it  makes  with  the  vertical  is  0 — the  angles 
boing  90° — and,  the  sine  of  90°  being  1,  it  is  evident  that  its  horizontal 
component  is  equal  to  PI. 

41.     Proposition. — The  moment  of  the  resultant  of  two  or  more 
forces  about  any  point  in  the  plane  of  the 
forces  is  equal  to  the  algebraic  sum  of  the 
moments  of  the  two  or  more  forces  them- 
sclx^cs,  about  the  same  point. 

As  the  resultant  of  two  or  more  forces 
is  a  force  which  will  produce  the  same  effect 
(as  far  as  motion  or  tendency  of  motion  are 
eoneerned)  as  the  two  or  more  forces  com- 
bined, it  is  practically  self-evident  that  the 
above  proposition  is  true.  However,  it  is 
Hvvu  to  be  true  from  the  following  demon- 
Ntration : 

I.et  U  (Fig.  28)  represent  the  resultant  of  two  concurrent  forces  PI 
An<l  i*v,  aeting  upon  a  body  at  A,  and  let  the  intensity  of  these  forces  and 
their  reMultfint  be  represented  by  the  sides  of  the  force  triangle  ABC, 
Seleet  any  point  O  as  the  center  of  moments.  Then  we  are  to  prove  that 
tile  nunuent  of  U  about  0  is  equal  to  the  algebraic  sum  of  the  moments  of 
\\\c  eouiponent  forces  PI  and  P2  about  the  same  point.  Now,  it  makes  no 
differeuee  wliere  0  is  taken,  we  can  always  draw  a  line  through  O  parallel 
to  the  line  of  action  of  the  resultant  R.  Then  in  this  case  draw  the  line 
00'  pnrnUel  to  U  and  from  A  draw  h'  perpendicular  to  the  line  00'; 
tlieu  the  moment  of  the  resultant  R  about  0'  is  the  same  as  it  is  about  O, 
liluoe  h'  --•  A. 

I'or  tlie  equation  of  moments  about  0',  if  the  above  proposition  be 
true,  we  have  Rh' -^a'Pl +d'Pi;  but  a'  =  h'co8<f>  and  d'  =  h'cosO,  and 
milMtituting  we  have  Rh' =^(Plcos<f>  +  P2co8e)h',  or  i2  =  Plcos<^  +  P2cos^. 
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But  from  the  force  triangle  ABC  we  have  /?=Plcos^4-P2cod^;  then 
substituting  this  value  for  R  in  the  last  equation^  we  have  (Plcos^  + 
P2cos^)  =  (Plcos^  +  P2cos^)  an  identity,  which  proves  the  proposition 
when  O^  is  the  center  of  moments.  Now,  as  the  moment  of  R  about  0  is 
the  same  as  it  is  about  0^,  it  remains  for  us  to  prove  that  the  change  in 
the  algebraic  sum  of  the  moments  of  PI  and  P2,  due  to  the  changing  of 
the  center  of  moments  from  O'  to  O  is  zero.  That  is,  we  are  to  prove  that 
(a-a')Pl-(d'-d)P2  =  0,or  (fl-a')Pl  =  (rf'-rf)P2.  Now  from  Fig.  28 
we  have  a  —  a'  =  c  sin  <f>  and  d^-d  =  c  sin  0,  Then  substituting  these 
values,  and  cancelling  c,  we  have 

Plsin<^  =  P2sin^, 

which  is  readily  seen  to  be  true  from  the  force  triangle  ABC,  where  we 
have 

Plsin<^  =  p  =  P2sin^. 

So  we  have  thus  proven  our  proposition  for  the  case  of  two  forces.  Now 
as  it  was  shown  in  Art.  39  that  the  force  polygon  representing  any 
number  of  forces  was  really  made  up  by  combining  force  triangles,  it  is 
obvious  tliat  we  could  show  that  the  moment  of  the  final  resultant  of  any 
number  of  forces  about  any  point  is  equal  to  the  algebraic  sum  of  the 
moments  of  the  forces  about  the  same  point  by  simply  considering  the 
resultants  and  components  in  each  triangle  in  consecutive  order. 

42.  Condition  of  Equilibrium. — We  say  a  body  is  in  equilibrium 
whenever  it  is  either  at  rest  or  in  uniform  motion.  The  only  state  of 
equilibrium  here  considered  shall  be  that  of  rest,  as  uniform  motion  is  of 
little  interest  to  us  in  structural  mechanics.  As  there  are  but  two  kinds 
of  motion,  translation  and  rotation,  it  is  evident  that  a  body  will  be  at  rest 
if  neither  of  these  motions  takes  place,  and  that  the  problem  regarding 
equilibrium  thus  reduces  to  the  investigation  of  the  conditions  conducive 
to  these  two  motions. 

Our  only  conception  of  equilibrium  of  forces  is  that  of  two  equal  and 
opposite  conspiring  forces  balancing  each  other  through  the  body  upon 
Tchich  they  act.  Then,  in  order  that  a  body  be  in  equilibrium,  it  is  obvious 
that  the  forces  acting  upon  it  must  reduce  to  that  condition.  The  forces 
themselves,  or  resultants,  or  a  combination  of  the  forces  and  resultants, 
may  form  a  pair  or  several  pairs  of  equal  and  opposite  conspiring  forces, 
so  that  all  of  the  forces  acting  upon  a  body  will  thus  be  balanced,  or,  as 
w^e  say,  be  in  equilibrium,  and  such  being  the  case,  the  body  upon  which 
they  act  will  be  in  equilibrium.  It  makes  no  difference  what  combination 
we  choose  to  consider  the  forces  forming,  for  so  long  as  we  can  show  that 
the  whole  sj'stem  of  forces  acting  upon  a  body  reduces  to  equal  and 
opposite  conspiring  forces,  we  are  assured  that  the  body  upon  which  the 
system  acts  is  in  equilibrium,  and  of  course  the  converse  will  be  true. 

Referring  to  Fig.  17  (Art.  39),  it  is  obvious  that  if  a  force  equal  in 
intensity  to  the  resultant  of  the  forces  PI  and  P2  be  applied  to  the  body 
at  A  so  that  it  would  act  along  the  line  AC  in  the  direction  from  C  to  A, 
it  would  balance  the  forces  PI  and  P2  and  the  bodv  would  thus  be  in 
equilibrium  under  the  action  of  these  three  forces.  Here  it  is  seen  that 
the  resultant  of  the  two  forces  PI  and  P2  and  the  balancing  force  would 
be  two  equal  and  opposite  conspiring  forces  to  which  the  system  reduces 
when  the  body  is  in  equilibrium. 
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And,  referring  to  Fig.  J9  (Art.  3!>),  it  is  obviou.s  that  if  a  force  eqaal 
in  intensity  to  tlie  final  resultant  R'Z  be  applied  to  the  body  at  A  so  that 
it  would  act  along  the  One  EA  in  the  direction  from  E  to  A,  it  would 
balance  all  of  the  forces  PI,  P2,  P3,  and  Pi,  and  thus  the  body  would  be 
in  equilibrium  under  the  action  of  the  five  forces  PI,  Pi,  P3,  PI,  and  the 
balancing  force.  Here  it  is  seen  that  the  resultant  of  the  forces  PI,  P'i, 
PS,  and  Pi  and  the  balancing  force  are  two  equal  and  opposite  conspiring 
forces  to  which  the  system  reduces  when  the  body  is  in  equilibrium. 

Further,  referring  to  Fig.  25  (a)  (Art.  3!)),  it  is  obvious  that  if  a 
force  equal  and  opposite  to  fli  be  applied  along  the  line  S'O"  '  it  would 
balance  all  of  the  forces  PI  .  .  .  Ph,  acting  upon  the  body  AB,  and  thus 
the  body  would  be  in  equilibrium.  Here  again  it  is  seen  that  the  system 
reduces  to  equal  and  opposite  conspiring  forces  when  equilibrium  exists. 
So  it  is  in  all  cases. 

It  will  be  observed  from  the  above  that  any  force  acting  upon  n  body 
in  equilibrium  will  always  form  an  equal  and  op))osite  conspiring  force 
with  the  resultant  of  all  the  other  forces  acting  upon  the  body. 

Beyond  a  question,  a  body  will  move  in  translation  if  the  forces 
acting  upon  it  have  a  resultant.  Then,  evidently,  a  body  will  be  in 
equilibrium,  as  far  as  translation  is  concerned,  whenever  the  forces  acting 
upon  it  have  no  resultant.  Then  as  the  forces  acting  upon  a  body  in 
equilibrium  must  have  no  resultant — in  order  that  no  translation  may 
take  place — it  is  obvious  that  the  force  polygon  representing  them,  instead 
of  having  a  final  resultant,  as  Wi  in  Fig.  1!',  will  simply  extend  on  around 
and  close  on  the  starting  point  without  a  resultant.  This  would  give  us  a 
force  polygon  wherein  all  the  forces  are  indicated  to  act  in  the  Game 
direction  around  the  polygon.  From  this  the  following  practical  state- 
ment can  be  made:  A  body  will  be  in  equilibrium  as  far  as  translation  ia 
concerned  whenever  the  forces  acting  upon  it  (when  represented  graph- 
ically to  scale)  will  form  a  closed  polygon  wherein  all  of  tlie  forces  act 
in  the  same  direction  around  the  polygon,  or,  in  other  words,  the  force 
polygon  will  close  without  a  resultant,  and  the  converse  is  just  as  true, 
that  ia,  if  a  body  be  in  equilibrium  the  polygon  will  close.  This  is  true 
regardless  of  whether  the  forces  be  non-concurrent,  conspiring,  or  con- 
current forces,  for  it  ia  evident  that  a  body  will  have  motion  of  translation 
if  a  resultant  exists,  as  the  resultant  is  equivalent  to  a  single  force,  in 
which  case  motion  is  inevitable;  and  if  no  resultant  exists,  motion  of 
translation  will  not  take  place,  as  there  would  be  no  force  to  produce  it. 
I  All  this  is  manifestly  true  regardless  of  condition. 

I  As  the  resultant  of  concurrent  or  conspiring  forces  always  passes 

through  a  common  point  of  action,  and  the  resultant  of  all  the  forces 
except  one  always  forms  an  opposite  and  equal  conspiring  force  with  the 
remaining  one,  in  case  of  equilibrium,  and  the  moments  about  any  point 
of  these  two  equal  and  opposite  conspiring  forces  are  equal  and  have 
opposite  signs,  it  is  evident  that  rotation  will  not  take  place  if  the 
equilibrium  polygon  closes.  So  in  the  case  of  concurrent  or  conspiring 
forces,  if  the  force  polygon  closes,  we  need  go  no  further  in  our  investi- 
gations regarding  equilibrium,  for  if  no  resultant  exists,  no  motion  of 
rotation,  as  well  as  no  motion  of  transl.ition,  wUl  take  place. 

But  in  regard  to  non-concurrent  forces  the  case  is  different,  for  here 
the  forces  may  reduce  to  two  equal  and  opposite  forces,  wliich  indicates 
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that  no  resultant  exists,  and  thus  the  force  polygon  would  close,  indicating 

no  motion  of  translation ;  but  at  the  same  time  the  two  forces  might  not  be 

conspiring  forces,  in  which  case,  while  motion  of  translation  would  not 

take  place,  motion  of  rotation  would,  as  the  two  forces  would  form  a 

couple  which  would  produce  motion  of  rotation.    For  example,  the  forces 

acting  upon  the  body  AB  shown  at  (a)   (Fig.  29)  could  form  a  closed 

polygon  as  shown  at  (6),  which  indicates 

that  no  resultant  exists^  and  such  being 

the  case,  no  translation  would  take  place ; 

but  by  mere  inspection  of  the  figure  at 

(fl)   we  can  see  that  the   forces  would 

form  a  couple  which  would   rotate  the 

body  AB  counter  clock- wise  and  hence  Fisr.  M 

equilibrium  would  not  exist.     So  to  state 

the  condition  of  equilibrium  fully,  we  say :  A  body  is  in  equilibrium  when 

boih  the  resultant  and  the  algebraic  sum  of  the  moments  about  every  point 

of  the  external  forces  acting  upon  it,  equal  zero. 

In  addition  to  the  above  statement,  we  may  add  that  a  body  is  in 
equilibrium,  as  far  as  motion  of  translation  is  concerned,  when  the 
algebraic  sum  of  both  the  horizontal  and  vertical  components  of  the  forces 
acting  upon  it  is  equal  to  zero,  for  it  was  shown  in  Art.  40  that  the  sum 
of  the  squares  of  the  horizontal  and  vertical  components  of  any  number 
of  forces  is  equal  to  the  square  of  their  resultant,  and,  of  course,  if  the 
components  are  equtfl  to  zero,  the  resultant  will  be  equal  to  zero.  Further, 
we  can  state  that  the  sum  of  the  components  of  the  forces  acting  upon  a 
body  in  equilibrium  is  zero  along  any  line  whatsoever,  for  it  is  evident 
that  if  a  component  exists  along  any  line,  a  resultant  would  exist  in  some 
direction,  and  hence  motion  of  translation  would  surely  take  place  in  that 
direction. 

43.    Point  of  Application  of  a  Force  in  Relation  to  Stress  and 

ium. — In  order  to  determine  the  nature  of  the  stress  produced  in 
any  case  it  is  absolutely  necessary  to  know  the  actual  point  of  application 
of  the  force  producing  the  stress.  Each  force  in  that  case  is  indicated  to 
act  at  some  particular  point  as  shown  in  Art  26,  while  in  reference  to 
equilibrium  (as  stated  in  Art.  39),  a  force  may  be  considered  as  being 
applied  at  any  point  along  its  line  of  action,  in  which  case,  of  course,  we 
are  compelled  to  conceive  of  there  always  being  the  necessary  materialistic 
connection  between  the  point  of  application  and  the  body  concerned. 

In  the  case  of  simple  stress,  whenever  a  force  acts  toward  a  body, 
the  stress  produced  in  the  body  by  the  force  will  always  be  compression, 
but  if  a  force  acts  away  from  a  body,  the  stress  will  be  tension. 

As  a  simple  case,  let  AB  (Fig.  30)  represent  a  steel  rod  acted  upon 
by  two  equal  and  opposite  conspiring  forces,  PI  and  P2.  If  PI  be 
applied  at  a  and  P2  at  b,  as  indicated,  it  is  obvious  that  the  rod  would  be 
in  tension.  Now  let  us  suppose  the  forces  interchanged,  PI  being  applied 
at  b  and  P2  at  a,  then  it  is  obvious  that  the  rod  would  be  in  compression. 
Thus,  we  see  that  by  changing  the  point  of  application  of  the  forces,  the 
stress  in  the  rod  would  be  completely  reversed,  while  the'  state  of 
equilibrium  would  not  be  disturbed. 

Then  again,  suppose  PI  be  applied  at  a  and  P2  at  c,  then  it  is 
obvious  that  the  stress  in  the  rod  between  a  and  c  would  be  the  same  as 
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when  P2  is  applied  at  b  and  PI  at  a,  while  the  stress  in  the  rod  between 
c  and  b  woald  be  zero.  So  it  is  readily  seen  that  any  change  in  the  point 
of  application  of  either  of  tlie  forces  will  produce  a  corresponding  change 


upon  the  rod  in  reference  to  the  stress,  but  it  is  just  aa  readily  seen  that 
any  such  change  will  not  disturb  the  state  of  equilibrium,  for  it  is  evident 
that  the  forces  PI  and  P2  will  balance  each  other  so  long  as  their  points 
of  application  remain  in  the  body  anywhere  on  their  common  line  of  action 
between  the  points  a  and  b.  As  for  that,  either  of  the  forces  can  even  be 
considered  as  being  applied  at  any  point,  as  o,  off  of  the  body  altogether, 
in  which  case,  of  course,  we  would  have  to  consider  the  rod  as  extending 
to  o  or  being  rigidly  connected  to  it  in  some  way. 

As  another  case,  let  three  non-concurrent  forces,  PI,  P2,  and  P3 

(Fig.  31)  be  applied  to  the  body  ZZ  at  the  points  a,  b,  and  c,  respectively. 

,  Now,  as  far  as  equilibrium  is  concerned,  we  can 

1     /3     consider  any  of  these  forces  as  being  applied  at 

any  point  along  their  line  of  action,  so  prolong 

the  lines  of  action  of  the  two  forces  PI  and  PZ 

(sec  Art.  39)  until  they  meet  at  A.     Then  we  can 

consider  these  two  forces  as  two  concurrent  forces 

applied  at  A,  and  constructing  the  force  triangle 

ABC,  we  have  the  intensity  and  direction  of  their 

resultant  R\,  which  can  be  considered  as  a  force 

being  applied  at  any  point  along  its  line  of  action 

Cy.    Tlicn  prolong  the  lint  of  action  of  the  force 

t/  P3  until  it  meets  the  line  Cy  at  D.    Then  wc  can 

Fig.  31  consider   that    Rl    and    P'i    are    two    concurrent 

forces  applied  at  D.    Then  constructing  tlie  force 

triangle  DEF,  we  have  their  resultant  Ri,  wliieh  is  the  fin.il  resultant  of 

the  three  forces  PI,  P'i,  and  P3. 

Now  it  is  evident  that  if  a  force  equal  to  fil  be  applied  to  the  body 
along  the  line  Cy  it  would  produce  the  same  motion  as  PI  and  P'2  if  it 
acted  in  the  same  direction  as  indicated  by  R\,  but  if  it  acted  in  the 
opposite  direction  it  would  balance  them.  Then  again,  it  is  evident  that  if 
a  force  equal  to  the  resultant  R2  be  applied  to  the  body  along  the  line  Dx 
it  would  produce  the  same  motion  of  translation  as  the  forces  PI,  P3,  and 
P3  combined,  providing  it  acted  along  the  line  Dx,  in  the  same  direction 
as  indicated  bv  R'i;  but  if  it  acted  in  the  opposite  direction,  it  would 
balance  the  three  forces  PI,  P'Z,  and  P3. 

Now  in  regard  to  stresses,  it  is  obvious  that  the  stress  produced  upon 
the  body  ZZ  by  the  action  of  the  three  forces  PI,  Pi  and  Pi  will  lie  of  a 
very  complicated  nature.  Wc  can  rc'adily  see  that  a  force  equal  to  the 
resultant  Kl,  if  applied  at  o  or  at  any  other  point  in  or  on  the  body  along 
the  line  Cy,  would  not  produce  the  same  stress  as  the  two  forces  them- 
selves produce.  And  it  is  more  readily  seen  that  a  force  equal  to  the 
resultant  R2  applied  along  the  line  Dx  would  not  produce  the  same  stress 
in  the  body  as  the  forces  PI,  P'i,  and  P3  actually  produce.     So  it  is 
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erident  that  a  force  representing  the  resultant  of  two  or  more  forces, 
while  it  will  produce  the  same  effect  as  the  forces  themselves  as  far  as 
motion  or  tendency  of  motion  is  concerned,  yet  will  not  necessarily  produce 
the  same  effect  in  reference  to  stress.  However,  in  the  case  of  concurrent 
forces,  we  assume  the  stress  produced  hy  a  force  representing  a  resultant 
to  be  the  same  as  that  produced  by  the  components^  especially  when  the 
forces  meet  at  the  surface  of  the  body  considered.  Some  cases  are  very 
complicated  and  require  very  careful  consideration,  but  we  can  always 
obtain  a  reasonable  approximation  which  will  come  within  the  limits  of 
practicability,  and  with  this  we  must  be  contented. 

44.  Eqnilibriuin  of  Couples. — In  regard  to  equilibrium  of  couples, 

there  is  one  important  fact  that  should  always  be  borne  in  mind^  and  that 
is,  it  always  requires  another  couple  to  balance  a  couple,  and  the  couples 
must  be  equivalent  to  each  other  and  act  in  opposite  direction  to  each 
other.  As  to  the  proof  that  it  requires  another  couple  to  balance  a  couple, 
we  have  the  foUowing: 

We  know  from  the  definition  that  a  couple  can  have  no  single 
resultant,  as  the  resultant  always  reduces  to  zero,  and  therefore  would 
not  balance  a  single  force,  and  hence  any  single  force  or  any  system  of 
forces  reducing  to  a  single  resultant  could  not  balance  a  couple.  Then, 
evidently,  the  forces  balancing  a  couple  must  have  a  resultant  equal  to 
zero  and  an  equal  and  opposite  moment,  which  would  undoubtedly  con- 
stitute another  couple. 

45.  Graphical  Determination  of  the  Bestdtant  of  Parallel  Forces 

or  Those  Nearly  Parallel. — First  Method:  In  the  case  of  intersecting 
forces,  the  final  resultant  can  be  fully  determined  in  its  true  position  by 
prolonging  in  consecutive  order  the  lines  of  action  of  both  the  forces  and 
their  successive  resultants  to  intersection,  and  constructing  a  force  triangle 
at  each  intersection,  as  shown  in  Art.  39,  but  it  is  obvious  that  in  the  case 
of  parallel  forces  or  forces  nearly  parallel  the  same  method  will  not  apply 
as  such  forces  either  do  not  intersect  at  all  or  their  intersection  is  beyond 
practical  limits.  However,  by  resorting  to  the  resolution  of  forces,  the 
resultant  of  parallel  forces  and  those  nearly  parallel  can  be  determined 
as  readily  in  its  true  position  as  the  resultant  of  intersecting  forces.  As 
an  example,  let  AB  at  (a)  in  Fig.  32  represent  a  body  acted  upon  by 
three  non-concurrent  forces  PI,  P2,  and  PS,  which  are  nearly  parallel. 
Select  some  convenient  point  on  the  line  of  action  of  one  of  the  forces, 
say,  point  O  on  the  line  of  action  of  PI.  Then  at  this  point  0  resolve  PI 
into  any  two  component  forces  as  c  and  cl  by  constructing  (at  will)  a 
force  triangle  as  abO.  This  is  accomplished  by  assuming  the  intensity  of 
one  of  the  components,  say  c,  and  laying  off  aO  from  0  in  any  convenient 
direction  to  represent  this  intensity,  and  then  from  a  laying  off  ab  equal 
and  parallel  to  PI,  and  drawing  bO  to  complete  the  triangle,  we  have  cl, 
the  other  component,  fully  given  by  this  last  line  bO,  Then  from  0  pro- 
long the  line  of  action  of  the  component  cl  until  it  intersects  the  line  of 
action  of  the  force  P2  at  0\  Then  at  this  point  resolve  P2  into  two 
components  such  that  one  of  them  will  be  equal  and  opposite  to  the  com- 
ponent cl  at  O  and  act  along  the  same  line  00\  Then  there  will  be  a 
component  force  cl  at  0  and  an  equal  and  opposite  component  force  cl 
at  O',  which  will  balance  each  other.  The  component  cl  at  0'  being 
designatedj  we  obtain  the  other  component  of  P2  which  we  will  call  c2j 
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by  constnicting  the  force  triangle  deO\  which  is  constructed  by  laying  off 
dO'  equal  and  parallel  to  cl  and  de  equal  and  parallel  to  P2,  and  drawing 
eO'  for  completion.  Then  c2  is  given  by  this  last  line  eO\  Now  from 
0'  prolong  the  line  of  action  of  the  component  force  c2  until  it  intersects 
the  line  of  action  of  the  force  PS  at  0".  Then  at  this  point  (0'')  resolve 
P3  into  two  components  such  that  one  of  them  will  be  equal  and  opposite 
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to  the  component  c2  at  O'  and  act  along  the  same  line  0^0",  Then  there 
will  be  a  component  force  c2  at  O'  and  an  equal  and  opposite  component 
force  c2  at  O''  which  will  balance  each  other.  The  one  component  force 
c2  at  C  being  designated^  the  other  component  of  P3,  which  we  will  call 
c3,  we  obtain  by  constructing  another  force  triangle  ghO'\  where  c3  is 
given  by  the  line  hO'\ 

Now  it  will  be  observed  that  the  three  forces  PI,  P2,  and  P3  at  (a) 
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have  each  teeil  tesolved  into  two  component  forces  which  replace  the 
original  force  in  each  case,  and  that  these  component  forces  are  all  mutu- 
ally balanced,  except  c  (at  0)  and  c3  (at  O''),  so  that  the  three  original 
forces,  PI,  P2,  and  P3,  are  really  replaced  by  these  two  component  forces, 
c  and  r3.  So,  evidently,  if  we  determine  the  resultant  of  these  two  com- 
ponent forces  in  its  true  position,  we  will  have  the  resultant  of  the  three 
original  forces,  PI,  P2,  and  P3,  fully  determined  in  its  true  position,  as 
evidently  the  resultant  in  the  two  cases  must  be  identical. 

Now  as  the  two  component  forces  c  and  c3  are  intersecting  forces, 
their  resultant  is  readily  determined  in  its  true  position  by  prolonging 
their  lines  of  action  until  they  intersect  at  /  and  constructing  the  force 
triangle  Ikm,  where  their  resultant  is  fully  given  in  its  true  position  by 
the  line  Im.  This  resultant  is  the  same  in  every  respect  as  the  resultant 
of  the  original  forces  PI,  P2,  and  P3,  and  it  may  be  assumed  to  be  applied 
at  any  point  along  its  line  of  action  yy. 

Another  way  of  determining  the  resultant  is  as  follows: 

Instead  of  resolving  the  forces  PI,  P2,  and  P3  into  components,  as 
was  done  above,  we  can  select  any  point  on  the  line  of  action  of  one  of  the 
forces,  as  point  5  (really  the  same  as  we  did  before)  on  the  line  of  action 
of  PI  (at  (a))  and  apply  two  forces  /  and  /I  such  that  the  force  PI  will 
be  balanced  by  them.  This  is  accomplished  by  assuming  the  intensity 
and  direction  of  one  of  the  forces  and  then  constructing  a  force  triangle 
to  determine  the  intensity  and  direction  of  the  other.  Thus,  beginning  at 
S,  lay  oflP  Sn  (at  will)  to  represent  /  in  intensity  and  direction.  Then 
from  n  lay  off  no  equal  and  parallel  to  PI  and  draw  oS  for  completion  of 
the  triangle  and  we  have  /I  represented  in  intensity  and  direction  by  this 
last  line  oS,  As  the  three  forces  at  S  are  in  equilibrium,  they  will  act  in 
the  same  direction  around  the  triangle  Sno  as  indicated,  which  is  in 
accordance  with  Art.  42.  Next,  from  jS  prolong  the  line  of  action  of  the 
force  /I  until  it  intersects  the  line  of  action  of  the  force  P2  at  S\  Then 
at  this  point  apply  two  forces  such  that  they  will  balance  P2  and  one  of 
them  be  equal  and  opposite  to  the  force  /I  at  5  and  act  along  the  same 
line  SS'.  Then  there  will  be  a  force  /I  at  S  and  an  equal  and  opposite 
force  /I  at  S'  which  will  balance  each  other.  The  force  /I  at  S'  being 
known,  the  other  balancing  force  at  S\  which  we  will  designate  as  /2,  we 
determine  by  constructing  the  force  triangle  S'pr  in  the  same  manner  as 
was  explained  in  the  case  of  triangle  snO  at  S,  Then  from  S'  prolong 
the  line  of  action  of  the  force  f2  until  it  intersects  the  line  of  action  of 
P3  at  jS".  Then  at  this  point  {S'^)  apply  two  forces  such  that  they  will 
balance  P3  and  one  of  them  be  equal  and  opposite  to  /2  at  S'  and  act 
along  the  same  line  S'S'\  Then  there  will  be  a  force  f2  at  S'  and  an 
equal  and  opposite  force  /2  at  5''  which  will  balance  each  other.  The 
force  /2  at  5"  being  known,  the  other  balancing  force,  which  we  will 
designate  as  /3,  at  5",  we  determine  by  constructing  another  force 
triangle  S^tt,  where  /3  is  given  by  the  line  S'^t. 

Now  it  will  be  observed  that  each  of  the  three  forces  PI,  P2,  and  P3 
is  balanced,  that  is,  held  in  equilibrium  by  two  forces  applied  in  each 
case  for  that  purpose,  and  such  being  the  case,  the  system  wjU  be  in 
equilibrium.  But  it  will  be  observed  that  all  of  the  balancing  forces  are 
mutually  balanced  except  the  force  /  at  5  and  /3  at  S'\  Then,  evidently, 
these  two  forces,  /  and  /3,  hold  the  three  forces  PI,  P2y  and  P3  in 
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equilibrium^  in  which  case  the  resultant  of  the  forces  /  and  /3  will  be 
an  equal  and  opposite  conspiring  force  to  the  resultant  of  the  forces 
PI,  P2,  and  P3  (see  Art.  42).  So  if  we  determine  the  resultant  of  the 
two  forces  /  and  /3  in  its  true  position,  we  will  have  a  force  the  same  in 
position  and  in  intensity  as  the  resultant  of  PI,  P2,  and  P3,  but  which 
acts  in  the  opposite  direction,  so  that  the  resultant  of  the  forces  PI,  P2, 
and  P3  will  thus  be  relatively  determined  in  its  true  position.  To  deter- 
mine the  resultant  of  the  forces  /  and  /3,  prolong  their  lines  of  action 
until  they  intersect  at  F  and  construct  the  force  triangle  Vk'm'  and  we 
have  their  resultant  fully  represented  by  the  line  I'm'. 

The  only  difference  in  the  two  methods  shovni  above  is  due  to  the  com- 
ponents being  reversed  in  direction  in  the  second  method  so  that  they  are 
really  balancing  forces  instead  of  actual  components.  Otherwise  the  two 
methods  are  identical.  Either  of  the  broken  lines  xOO'0"z  or  vSS'S"u 
would  be  known  as  an  Equilibrium  Polygon,  and  the  lines  xO,  00', 
O'O",  and  0"2,  or  vS,  SS',  S'S",  and  S"u  would  be  known  as  their 
respective  segments. 

It  is  evident  that  the  resultant  of  any  number  of  such  forces  as  PI, 
P2  and  P3  can  be  determined  in  its  true  position  in  the  same  manner  as 
shown  above  for  these  three  forces,  but  in  practice  the  same  thing  is 
accomplished  with  less  work  by  a  somewhat  different  method  of  pro- 
cedure, as  will  now  be  shown. 

Imagine  the  triangle  abO,  at  (a)  Fig.  32,  moved  bodily  and  parallel 
to  itself  to  the  position  abP  at  (6).  Next  imagine  the  triangle  deO'  at 
(fl)  moved  in  the  same  manner  to  the  position  beP,  d  coinciding  with  6 
and  O'  with  P,  and  likewise  imagine  the  triangle  ghO"  moved  in  the  same 
manner  to  the  position  ehP,  g  coinciding  with  e  and  0"  with  P.  Now  we 
have  the  three  force  triangles  abO,  deO',  and  ghO"  collected  into  a  single 
diagram  PabehP  (at  (&))  which  we  will  call  a  Ray  Diagram,  where  the 
line  abeh  is  the  load  line,  and  the  lines  aP,  bP,  eP,  and  hP  are  the  rays, 
and  the  point  P  is  the  pole.  It  will  be  observed  that  these  rays,  aP,  bP, 
eP,  and  hP  are  parallel,  respectively,  to  the  segments  xO,  00',  O'O", 
and  0"z  of  the  equilibrium  polygon  a:00'0"z,  at  (a).  So,  evidently,  if 
this  ray  diagram,  PabehP,  had  been  drawn  beforehand,  the  equilibrium 
polygon  x00^0"z  could  have  been  constructed  by  beginning  at  0  and 
drawing  xO  parallel  to  the  ray  aP,  then  from  O  drawing  00'  parallel  to 
the  ray  bP,  and  likewise  from  0'  drawing  O'O"  parallel  to  the  ray  eP, 
and  then  from  0"  drawing  0"z  parallel  to  the  ray  hP,  Then  after 
having  drawn  the  equilibrium  polygon  xOO'0"z  in  this  manner,  the 
segments  xO  and  zO"  could  be  prolonged  until  they  intersect  at  /,  and 
thus  the  point  /  would  be  located,  which  is  one  point  upon  the  line  of 
action  of  the  desired  resultant.  But  the  tilings  lacking  would  be  the 
intensity,  direction,  and  direction  of  action  of  the  resultant.  But  it  will 
be  observed  at  {b)  that  by  drawing  the  line  ah  we  will  have  a  force 
polygon  abeha  which  represents  the  forces  PI,  P2,  and  P3,  and  their 
resultant,  each  in  intensity,  direction,  and  direction  of  action.  Then  the 
intensity,  direction,  and  direction  of  action  of  the  desired  resultant  is 
given  by  the  line  ah.  So  by  drawing  through  /  a  line  parallel  to  this  line 
ah  we  would  have  the  line  of  action  of  the  desired  resultant,  and  hence 
the  resultant  would  be  fully  determined,  as  its  intensity  and  direction  of 
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action,  as  stated  sbove,  ss  well  as  its  direction,  are  given  by  the  line  ah 
in  the  force  polygon  abeka  st  (b). 

Now,  according  to  Art.  39,  in  any  case  the  force  polygon  represent- 
ing any  two  or  more  forces  and  their  resultant  can  always  be  drawn.  So 
suppose  in  the  above  case  the  force  polygon  abeha  at  (b)  be  the  very 
first  thing  drawn.  Then  we  would  have  the  intensity,  direction,  and 
direction  of  action  of  the  resultant  of  the  three  forces  PI,  P2,  and  P3 
given  by  the  line  ah,  and  the  only  thing  lacking  would  then  be  the  loca- 
tion of  the  line  of  action  of  the  resultant,  which  can  be  obtained  as  above 
by  constmcting  an  eqailibrium  polygon.  But  we  would  have  so  far  only 
the  force  polygon  abeha  construct^.  Now  if  the  point  P  at  (t>)  and  the 
point  O  at  (o)  were  given,  we  conld  draw  the  rays  aP,  bP,  etc..  and 
beginning  at  O  we  conld  draw  the  equilibrium  polygon  xOO'0"s,  as 
explained  above,  and  thus  obtain  the  desired  line  of  action  yy.  However, 
it  is  not  necessary  to  have  the  location  of  either  of  these  particular  points 
given,  as  the  location  of  0  was  arbitrarily  assumed  in  the  first  place,  and 
the  position  taken  by  the  equilibrium  polygon  xOO'0"b  was  governed  hy 
the  arbitrarily  conatmcted  triangle  ahO.  So,  evidently,  we  might  just  as 
well  assume  the  pole  P  and  draw  the  rays  of  a  ray  diagram  and  construct 
an  equilibrium  polygon  accordingly  by  starting  at  any  convenient  point 
on  the  line  of  action  of  one  of  the  forces. 

As  an  example,  let  AB,  Fig.  33,  represent  a  body  acted  upon  by  four 
forces,  PI,  P2,  P3,  and  P4.  First  construct  the  force  polygon  abcdea,  at 
(b},by  drawing ab  equal  and  parallel 
to  PI,  and  he  equal  and  parallel  to 
P3,  and  so  on  as  explained  in  Art.  30, 
and  we  have  the  resultant  of  the  four 
forces  PI  .  .  .  P4  given  in  intensity, 
direction,  and  direction  of  action  by 
the  line  ae.  Then  to  obtain  its  line 
of  action,  take  any  convenient  point 
P  as  a  pole  (at  (b))  and  draw  the 
raya  aP,  bP,  etc.,  thereby  obtaining 
the  ray  diagram  PabcdeP.  Then 
constmct  a  corresponding  equilibrium 
polygon  at  (a)  as  xOO'0"0'  "a, 
which  is  accomplished  in  the  follow- 
ing manner:  First  select  any  con- 
venient point  on  the  line  of  action  of 
one  of  the  forces,  say,  point  0  on  the  flc.  as 

line  of  action  of  PI.    Then,  from  this 

point  draw  the  segments  xO  and  00'  parallel  to  the  rays  aP  and  bP, 
respectively.  Then  from  0'  draw  the  segment  O'O"  parnllet  to  the  ray 
cP.  Then  from  0"  draw  the  segment  0"0"'  parallel  to  the  ray  dP. 
Then  from  O' "  draw  the  segment  sO' "  parallel  to  the  ray  eP.  Then 
prolong  the  segments  xO  and  zO' "  until  they  intersect  at  /,  and  through 
this  point  /  draw  the  line  yy  parallel  to  the  line  ae  in  the  force  polygon 
abcdea,  and  it  will  be  the  desired  line  of  action  of  the  resultant  of  the 
four  forces,  and  hence  the  resultant  is  fully  determined. 

If  the  forces  be  absolutely  parallel,  the  load  line  will  be  a  straight 


40 


STRUCTURAL  ENGINEERING 


line^  and  the  line  representing  their  resultant  will  coincide  with  this  line^ 
but^  however,  the  work  of  determining  the  resultant  is  the  same  as  shown 
above.  For  example,  let  AB,  at  (a)  Fig.  34,  represent  a  body  acted  upon 
by  four  parallel  forces  PI  .  .  .  P4.  We  construct  the  load  line  abcde  at 
(6)  by  laying  off  the  forces  in  consecutive  order  as  shown.  Then  assume 
the  pole  P  and  construct  the  ray  diagram  PabcdeP  and  draw  the 
equilibrium  polygon  xOO'0"0' "  z  at  (a)  as  before  and  locate  the  point 
I,  through  which  draw  the  line  of  action  yy  of  the  resultant  parallel  to  the 
load  line  ae. 

I 


Fig.  34 

The  method  of  procedure  just  shown  is  quite  satisfactory  in  practice, 
but  the  student  should  not  acquire  the  habit  of  constructing  the  force 
polygon  and  the  ray  diagram  and  then  the  corresponding  equilibrium 
polygon   without  fully  recognizing  the  exact  significance  of  each  step. 

In  Fig.  32  the  force  triangles  were  constructed  on  the  segments  of 
the  equilibrium  polygons,  while  in  Figs.  33  and  34  the  force  triangles 
were  constructed  on  the  load  lines  of  the  force  polygons,  but  the  principle 
involved  is  just  the  same  in  either  case.  In  the  case  shown  in  Figs.  33 
and  34  we  really  resolved  each  of  the  forces  PI,  P2,  P3,  and  P4  into  two 
components  by  constructing,  respectively,  the  triangles  ahP,  bcP,  cdP, 
and  deP,  However,  it  is  easy  to  overlook  this  fact  when  the  triangles 
are  constructed  by  merely  drawing  the  rays  aP,  hP,  etc.  If  we  consider 
the  forces  resolved  into  components,  as  is  the  usual  custom,  the  com- 
ponent in  each  case  will  act  around  the  force  triangle  in  the  opposite 
direction  to  that  of  the  force,  while  if  we  reverse  the  direction  of  the 
components,  they  become  balancing  forces,  in  which  case  they  will  act  in 
the  same  direction  around  the  triangle  as  the  force  (see  Arts.  39  and  42). 
Take,  for  example,  the  case  shown  in  Fig.  33 ;  the  two  sides  aP  and  bP  of 
the  force  triangle  abP,  at  (6),  give  directly  either  the  intensity  and 
direction  of  two  components  of  PI  or  of  two  balancing  forces.  If  we 
assume  components,  the  one  represented  by  the  side  bP  will  act  from  P 
to  6,  but  if  we  assume  balancing  forces,  the  one  represented  by  the  side 
aP  will  act  from  P  to  a,  while  the  one  represented  by  the  side  bP  will  act 
from  b  to  P.  The  same  is  true  of  all  the  other  force  triangles  bcP,  cdP, 
and  deP  shown  at  (6).  In  constructing  an  equilibrium  polygon  it  really 
makes  no  difference  whether  we  consider  the  forces  resolved  into  com- 
ponents or  balanced  by  forces  a})plied  for  that  purpose,  as  the  final  result 
will  be  just  the  same. 
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In  constructing  an  equilibrium  polygon  after  the  ray  diagram  is 
completed,  we  virtually  transfer  the  two  components  or  the  two  balancing 
forces,  as  the  case  may  be,  of  each  force  to  a  point  upon  its  actual  line  of 
action.  In  order  to  show  what  is  really  involved  in  the  construction,  take 
for  an  example  the  case  shown  in  Fig.  33.  As  the  forces  here  were 
assumed  to  be  resolved  into  components,  the  components  will  in  each  case 
act  around  the  force  triangle  in  the  opposite  direction  to  that  of  the  force. 
Now  beginning  with  PI,  we  can  assume  its  own  components,  represented 
by  the  sides  aP  and  bP  of  the  force  triangle  ahP  at  (6),  as  applied  at  any 
point  0  upon  the  line  of  action  of  PI.  Then  as  the  component  represented 
bv  the  side  aP  acts  from  a  to  P,  a  line  drawn  from  0  in  this  direction  and 
parallel  to  aP  will  represent  that  component  as  being  applied  at  0,  and 
we  thus  obtain  the  segment  xO  of  the  equilibrium  polygon.  The  other 
component  of  PI,  which  is  represented  by  the  side  hP,  acts  from  P  to  6. 
Then  a  line  drawn  from  0  in  this  direction  and  parallel  to  bP  will  repre- 
sent that  component  as  being  applied  at  O,  and  we  thus  obtain  the  seg- 
ment 00\  which  is  really  the  line  of  action  of  this  other  component  of  PI 
drawn  only  to  O',  where  it  intersects  the  force  P2,  We  can  assume  the 
two  components  of  P2,  represented  by  the  sides  bP  and  cP  of  the  force 
triangle  bcP  at  (6),  applied  at  any  point  upon  the  line  of  action  of  P2  the 
same  as  in  the  case  of  the  two  components  of  PI.  Then,  evidently,  we 
can  assume  them  applied  at  0'  as  well  as  at  any  other  point.  Now  the 
component  of  P2  represented  by  the  side  bP  of  the  force  triangle  bcP 
at  (&)  acts  from  &  to  P.  Then  a  line  drawn  from  0'  in  this  direction  and 
parallel  to  bP  will  represent  that  component  of  P2  as  being  applied  at 
O',  and  we  thus  obtain  the  segment  00'  again.  The  other  component  of 
P2  represented  by  the  side  cP  acts  from  P  to  c.  Then  a  line  drawn  in 
this  direction  from  0'  and  parallel  to  cP  will  represent  that  component 
applied  at  O',  and  we  thus  obtain  the  segment  O'O'',  which  is  really  the 
line  of  action  of  this  other  component  of  P2  drawn  only  to  0"  where  it 
intersects  the  force  P3.  The  two  components  of  P3,  represented  by  the 
sides  cP  and  dP  of  the  force  triangle  cdP  at  (6),  can  be  assumed  to  be 
applied  at  0",  and  then  the  two  components  of  P4,  represented  by  the 
sides  dP  and  eP  of  the  force  triangle  deP,  can  be  assumed  to  be  applied 
at  O' ",  and  the  discussion  of  the  previous  cases  will  apply  to  each  of 
these  eases. 

The  direction  of  action  of  the  components  of  each  force  can  be 
indicated  on  the  rays  of  the  ray  polygon,  and  on  the  segments  of  the 
equilibrium  polygon  as  in  Fig.  33,  but  usually  we  omit  such  indications, 
because  such  are  usually  not  necessary  to  any  great  extent — however,  that 
is  a  minor  item. 

After  an  equilibrium  polygon  is  drawn  for  a  system  of  forces  as 
shown  in  Fig.  33,  the  resultant  of  any  number  of  these  forces,  if  taken  in 
consecutive  order,  can  be  determined  as  well  as  the  resultant  of  all  of 
them.  For  example,  take  the  three  consecutive  forces  PI,  P2,  and  P3 
(Fig.  33).  By  drawing  the  line  ad  (at  (6)),  we  have  the  force  polygon 
abcda,  wherein  the  resultant  of  the  three  forces  is  given  in  intensity, 
direction,  and  direction  of  action  by  this  line  ad.  By  prolonging  the 
segment  O^^O^ "  until  it  intersects  the  segment  xO  at  /',  we  have  one 
point  on  the  line  of  action  of  the  resultant  of  these  three  forces,  PI,  P2, 
and  P3.     Then  by  drawing  a  line  through  /'  parallel  to  the  line  ad,  we 
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obtain  the  desired  line  of  action  of  their  resultant^  and  thus  we  have  the 
resultant  of  the  three  forces  determined.  As  another  case,  the  resultant 
of  the  two  forces  P2  and  P3  can  be  determined  by  drawing  a  line  bd 
(at  (6))  and  prolonging  the  segments  O'^O' "  and  00^  until  they  intersect 
at  Z". 

Second  Method:  The  following  graphical  method^  which  may  be 
designated  as  the  Proportional  Triangle  Method,  can  be  used  to  advantage^ 
quite  often,  in  determining  the  resultant  of  parallel  forces : 

Let  PI  and  P2  (Fig.  35)  represent  any  two  parallel  forces^  and  let 


Fig.  36 


R  represent  their  resultant.  Let  a  line  ab  be  drawn  perpendicular  to  the 
two  forces  and  their  resultant^  intersecting  the  resultant  at  o.  As  there  is 
no  question  as  to  the  intensity  of  the  resultant  being  equal  to  the  sum  of 
the  forces,  that  is,  jB  =  P1  +  P2,  and  the  direction  being  the  same  as  the 
forces,  it  remains  only  to  determine  the  point  o  through  which  the  line  of 
action  of  the  resultant  passes.  This  can  be  obtained  by  the  following 
construction:  From  b  draw  a  line  bx,  making  any  convenient  angle  with 
the  line  ab.  Then  from  b  lay  off,  to  any  convenient  scale,  6c  =  Pl;  and 
from  c  lay  off,  to  the  same  scale,  cd=P2,  Then  draw  ad  and  through  c 
draw  a  line  parallel  to  ad,  and  where  it  intersects  the  line  ab  will  be  the 
required  point  o  through  which  the  resultant  passes.  The  same  can  be 
accomplished  by  drawing  the  line  ay  from  a  and  laying  off  the  loads  as 
indicated  and  then  drawing  the  lines  fb  and  eo. 

The  above  is  readily  seen  to  be  true,  for  taking  moments  about  b, 
according  to  Art.  41,  we  have 

obxR  =  Pl  xab  or  o6  =  -=r- =rT 

P1  +  P2 

which  is  the  distance  of  the  point  o  from  b;  but  from  similar  triangles, 
bco  and  bda,  we  have 

ob         cb      _       PI 

ab''cb-^cd~Pl  +  P2  ' 


or 


,      PI  xab 

'^^-pT^' 


and  thus  we  have  an  identity. 
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In  case  there  are  more  than  two  forces,  the  resultant  of  any  two  is 
determined  as  above  and  this  resultant  is  then  considered  with  one  of  the 
remaining  forces,  and  so  on.    For  example,  let  PI,  P2,  and  P3  (Fig.  36) 


represent  three  parallel  forces.  First  draw  a  line  as  ahc  perpendicular  to 
the  forces.  Then  from  one  of  the  points  a,  b,  or  c,  say  a,  draw  a  line  ax, 
making  any  convenient  angle  with  the  lipe  abc.  Then  lay  off  ae  =  P2  and 
eg -PI.  Then  draw  gh  and  through  e  draw  a  line  parallel  to  gh,  and  the 
point  h  where  this  line  intersects  the  line  ahc  is  a  point  on  the  line  of 
action  of  the  resultant  of  the  two  forces  PI  and  P2.  Then  from  this 
point  draw  a  line  hy,  making  any  convenient  angle  with  the  line  ahc. 
Then  lay  off  ArA  =  P3  and  Am  =  Pl+P2.  Then  draw  cm  and  through  h 
draw  a  line  parallel  to  cm,  and  the  point  o  where  this  line  intersects  the 
line  ahc  is  a  point  on  the  line  of  action  of  the  resultant  of  the  three 
parallel  forces. 

It  is  important  to  note  that  the  force  from  which  the  diagonal  line 
is  drawn  is  laid  off  last  on  that  line.  Thus  in  Fig.  36,  eg  =  PI  and 
Am  =  PI  +  P2. 

In  cases  where  the  forces  are  in  groups,  as  locomotive  wheel  loads, 
the  method  is  a  very  convenient  one,  as  the  resultant  of  each  group  is 
known  from  observation  and  thus  the  forces  really  considered  in  the  con- 
struction are  quickly  reduced  to  only  a  few. 

46.    Aniuytical  Determination  of  the  Resultant  of  Parallel 

Forces. — ^It  is  evident  that  the  resultant  of  two  or  more  parallel  forces 
must  act  in  the  same  direction  as  the  forces,  and  with  an  intensity  equal 
to  their  algebraic  sum;  otherwise  it  would  not  produce  the  same  effect  as 
the  forces  themselves.  So  the  intensity,  direction,  and  direction  of  action 
of  the  resultant  of  two  or  more  parallel  forces  are  really  known  directly 
from  the  forces  themselves,  and  such  being  the  case,  the  problem  involved 
in  determining  their  resultant  really  reduces  to  the  locating  of  the  line  of 
action  of  the  resultant. 

Let  PI  .  .  .  P5  represent  five  parallel  forces  acting  upon  the  body 
AB  (Fig.  37),  and  let  R  represent  their  resultant.  Then  we  have 
/?  =  Pl-hP2  +  P3  +  P4  +  P5.  According  to  Art.  41,  the  moment  of  this 
resultant  about  any  point  is  equal  to  the  algebraic  sum  of  the  moments  of 
the  five  forces  about  the  same  points.  Then  taking  moments  about  some 
point  0,  we  have 

flPl  +  6P2  +  cP3  +  <fP4  +  eP5  =  Tti, 
from  which  we  g^t 

-    aPl  +  hP2  +  cP3  +  <fP4  -»-  eP5     aPl  +  &P2  +  rP3  -^  dP4:  +  eP5 


XS' 


R 


P1  +  P2  +  P3+P4  +  P5 
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So  then  we  have  the  line  of  action  of  R  located  in  reference  to  O. 

In  practice  it  is  usual  to  take  moments  about  one  of  the  forces^ 


*— }<? 


Fig.  87 


thereby  shortening  the  work  by  eliminating  the  moment  of  that  force. 
Thus  taking  moments  about  PI  (Fig.  38)^  we  have 

-^  bP2  +  cP3  -f  dP4:  +  eP5 
*"P1  +  P2+P3+P4  +  P5' 

In  case  the  moments  about  one  point  are  known^  the  moments  about  any 
other  point  can  be  determined  by  either  increasing  or  diminishing  the 
known  moments  by  the  sum  of  the  forces  multiplied  by  the  common  dif- 
ference of  lever  arms.  For  example,  the  moments  about  the  point  s 
(Fig.  38)  are  equal  to  the  moments  about  PI  plus  the  sum  of  the  forces 
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PI  .  .  .  P5  multiplied  by  k.  That  is,  the  moments  about  s  are  equal  to 
bP2  -I-  cP3  +  dP4:  +  eP5  +  (PI  +  P2  +  P3  +  P4  +  P5 )  ^.  This  is  readily  seen 
to  be  true,  for  let  M  be  the  moment  of  a  force  P  about  A  (Fig.  39)  and  let 
M'  be  its  moment  about  B;  then  we  have  M  =  aP  and  M'  =  P(a  +  6)  = 
aP-\-bP  =  M-\-bP.  It  is  readily  seen  that  this  is  as  true  for  a  number 
of  forces  as  it  is  for  one.  The  product  of  the  sum  of  the  forces  and 
common  difiPerence  of  lever  arms  would  be  subtracted  from  the  moments 
in  case  the  lever  arms  became  shortened  by  the  transferring  of  the  center 
of  moments. 

47.  Center  of  Gravity. — The  most  common  case  of  parallel  forces 
is  that  of  gravity,  which  acts  with  equal  intensity  upon  each  ultimate 
part  of  material  contained  in  a  body,  regardless  of  the  kind  of  material. 
In  case  of  an  individual  body,  the  line  of  action  of  the  resultant  of  the 
gravity  forces  passes  through  what  is  known  as  the  center  of  gravity  of 
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the  body,  but  when  more  than  one  body  is  considered^  the  center  of  gravity 
of  the  bodies  considered  as  a  group  is  the  same  as  the  resultant  of  so  many 
parallel  forces^  the  weight  of  each  body  being  considered  as  a  force  acting 
through  the  center  of  gravity  of  the  respective  body. 

We  can  consider  symmetrical  bodies  as  being  made  up  of  parallel 
layers  of  homogeneous  material  wherein  the  centers  of  gravity  of  the 
layers  coincide  each  with  each,  and  such  being  the  case,  we  need  treat 
only  one  layer,  which  we  may  consider  as  a  plane  without  thickness,  from 
which  results  the  common  practice  of  treating  area  instead  of  volume, 
weight,  or  mass. 

In  case  the  material  composing  a  body  be  83rmmetrical  about  a  plane, 
there  is  no  question  but  that  the  center  of  gravity  of  the  body  will  be  in 
that  plane;  and  hence,  if  the  material  be  symmetrical  about  three  or  more 
planes  intersecting  in  a  point,  their  point  of  intersection  will  undoubtedly 
be  the  center  of  gravity  of  the  body.  So  it  is  evident  that  the  centers  of 
gravity  of  many  bodies  and  plane  figures  are  known  from  mere  inspection 
of  their  state  of  symmetry.  Thus,  the  center  of  gravity  of  a  sphere  is  at 
its  center,  a  line  at  its  middle  point,  and  we  know  the  center  of  gravity 
of  a  circle,  cylinder,  cube,  an  ellipse,  etc.,  from  the  same  deduction.  In 
fact,  whatever  the  method  employed  in  determining  the  centers  of  gravity 
of  bodies  and  plane  figures,  we  assume  the  center  of  gravity  of  certain 
elements  as  being  predetermined  by  mere  symmetry. 

The  determination  of  the  center  of  gravity  of  loads  in  groups  and  the 
center  of  gravity  of  the  cross-section  of  individual  members  of  structures 
are  the  principal  center  of  gravity  problems  occurring  in  structural 
engineering. 

We  can  determine  the  center  of  gravity  of  any  group  of  loads  in  the 
same  manner  as  the  resultants  of  parallel  forces  were  determined  in  Arts. 


Flff.  40 


Fig.  41 


45  and  46.  The  analytical  method  outlined  in  Art.  46  is  most  used  as  it  is 
usually  more  convenient  than  any  other  method.  As  an  example,  let 
PI  .  .  .  P4  (Fig.  40)  represent  four  loads.  Taking  moments  about  one 
of  the  end  loads,  either  PI  or  P4,  say  P4,  we  have 

-_  cPl  +  bP2^-aP3 
'^"Pl+P2  +  P3  +  P4' 

where  r  is  the  distance  the  center  of  gravity  of  the  four  loads  is  from  P4. 
In  case  of  the  cross-section  of  a  member,  we  deal  with  the  area 
instead  of  the  weight.  For  example,  let  the  sketch  in  Fig.  41  represent 
the  cross-section  of  a  plate  and  an  angle  which  is  riveted  to  the  plate. 
Let  A  be  the  area  of  the  plate,  and  let  A'  be  the  area  of  the  angle,  and  let 
a  and  b  be  the  distance  from  the  bottom  edge  of  the  plate  to  the  center 
of  gravity  of  the  plate  and  angle,  respectively.  Then  taking  moments 
about  the  bottom  edge  of  the  plate,  we  have 
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A'h  +  Aa  =  x{A^  +  A)  or  —— — j-  =  «'* 

^^  • 

where  ^  is  the  distance  from  the  bottom  edge  of  the  plate  to  the  center  of 
gravity  of  the  total  cross-section  of  the  plate  and  angle  combined.  The 
work  could  be  shortened  by  taking  moments  about  the  center  of  gravity 
of  the  plate  or  angle,  thus  following  out  the  same  scheme  as  was  used  in 
the  case  of  loads  (Fig.  40). 

The  center  of  gravity  of  plain  areas  can  be  determined  quite  readily 
by  the  aid  of  calculus^  wherein  the  general  formula  is 


/ 


A    """• 


For  example,  let  Fig.  42  represent  a  rectangle  having  a  height  h  and 
width  b.    Taking  moments  about  the  lower  edge  of  the  rectangle,  we  have 

J  ~A~^Jo  '^         2A  ^^bh^2' 

That  is,  the  center  of  gravity  of  the  rectangle  from  its  lower  edge  is  equal 
to  one-half  of  its  height,  which  we  really  knew  from  mere  inspection. 
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Fig.   43 


As    another    example,    let    Fig.    43    represent   a    triangle.      Taking 
moments  about  a  line  AD  parallel  to  its  base,  we  have 


J    A        Jo     hA       Sbh'     3'"' 


which  is  the  distance  of  the  center  of  gravity  of  the  triangle  from  the 
axis  AB, 

Problem  7.  Determine  the  center  of  gravity  in  reference  to  the 
horizontal  axis  of  the  section  shown  in  Fig.  44,  which  is  composed  of 
3—14"  X  i"  plates  and  2—6"  x  6"  x  J"  angles. 

Solution:  Taking  moments  of  the  areas  about  the  center  of  gravity 
of  the  top  plate,  we  have 

32.5  7=  0.5  X  7  +  1  X  7  +  2.93  x  11.5, 


or 


—    44  10 


Hence  the  center  of  gravity  of  the  section  is  1.3G"  below  the  center  of  the 
top  plate,  or  0.11"  below  the  back  of  the  angles.     The  numerical  quanti- 


FUNDAMENTAL  ELEMENTS 


47 


tics  in  this  and  the  preceding  problem  can  be  verified  by  referring  to  the 
tables  in  the  back  of  this  book. 

Problem  8.  Determine  the  center  of  gravity  in  reference  to  the 
horizontal  axis  of  the  section  shown  in  Fig.  45,  which  is  composed  of 
2 — 15''  X  33*  channels  and  one  cover  plate  22"  x  i". 


Cor.^iM" 


^Z-fs/s"'^ 


rig,  44 


V 

Fig,  45 


Solution:     Taking  moments  of  the  areas  abont  the  center  of  gravity 
of  the  cover  plate,  we  have 

30.8^=7.75x19.8, 


or 


'=        30.8        =^-'^- 


That  is,  the  center  of  gravity  of  the  entire  section  is  4.98"  below  the 
center  of  the  cover  plate,  or  4.73"  from  the  back  of  the  top  flanges  of  the 
channels.  The  center  of  gravity  here  lies  on  the  horizontal  line  marked 
gg,  which  is  known  as  the  gravity  line  or  gravity  axis. 

It  is  readily  seen  that  the  center  of  gravity  of  the  above  section  in 
reference  to  the  vertical  axis  would  lie  on  the  vertical  line  w  passing 
through  the  center  of  the  cover  plate;  however,  the  center  of  gravity  of 
any  section  in  reference  to  a  vertical  axis  can  be  obtained  by  taking 
moments  about  some  vertical  line  in  the  same  manner  as  shown  above  for 
the  horizontal  axis. 

48.  Inertia. — It  is  an  observed  fact  that  it  always  requires  a  force 
to  move  a  body  when  at  rest,  to  stop  it  when  in  motion,  or  to  change  its 
motion  in  any  respect.  This  would  be  true  even  if  friction  and  all  other 
external  resistances  were  removed.  Hence,  it  is  evident  that  a  bodv  in 
itself  offers  resistance  to  every  change  of  motion;  otherwise,  it  would 
require  no  force  to  change  the  motion  of  the  body  if  all  the  external 
resistances  were  absent.  This  property  which  bodies  have  in  themselves 
of  offering  resistance  to  change  of  motion  is  known  as  Inerfia.  As  an 
example,  a  body  lying  upon  an  absolutely  smooth  horizontal  plane  would 
offer  resistance  to  any  change  of  motion  along  the  plane  simply  by  virtue 
of  its  inertia.  The  actual  force  exerted  would  be  directly  proportional 
to  the  mass  of  the  body  concerned,  and  to  the  change  of  motion,  or  in 
other  words  to  the  acceleration  produced.  Let  W  be  the  weight  of  the 
body  concerned,  and  let  a  be  the  acceleration  produced  in  feet  per  second. 
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Then  for  the  intensity  of  the  force  (in  pounds)  exerted^  we  have  the 
proportion 

F  :  W  ::  a:  g, 

from  which  we  obtain 

9 
which  is  Formula  (A)  given  in  Art.  23. 

49.    Moment  of  Inertia  and  Radius  of  Ojrration. — Let  AB  (Fig. 

46)   represent  a  very  thin  rectangular  plate  of  homogeneous  material. 

Suppose  the  plate  starts  to  rotating  about 
a  vertical  axis  YY.  The  resistance  offered 
by  all  such  strips  as  cd  (which  will  be 
due  to  their  inertia)  will  be  directly  pro- 
portional to  their  distance  out  from  the 
Q      axis  YY,  as  their  relative  increment  of 
^      velocity  or  acceleration  will  be  directly 
proportional  to  that  distance.     Then  the 
intensity  of  the  resistance  of  any  strip 
will  be  directly  proportional  to  the  dis- 
Fiff.  46  tance  of  the  strip  from  the  axis  and  to  the 

mass  of  the  strip.  Suppose  the  plate  made 
up  of  infinitesimal  strips  as  cd,  and  let  m  be  the  mass  of  each  strip.  Then 
the  force  resisting  the  motion  of  the  strip  out  unit  distance  from  the  axis 
will  be  (m)  1,  while  the  force  out  x  distance  will  be  mx,  and  the  moment  of 
it  about  the  axis  would  be  (mx)  {x)=  mx^.  Then  evidently  the  moments 
about  the  axis  YY  of  all  the  resisting  forces  of  these  strips  will  be  Smo?^ 
where  m  is  the  mass  of  each  strip^  which  was  assumed  to  be  the  same  for 
each  and  every  one,  and  x  the  distance  out  to  each  strip,  no  two  x's  being 
the  same.  The  expression  Smx^  is  known  as  the  Moment  of  Inertia,  which 
is  usually  indicated  by  I,  and  we  have  in  general 

In  the  case  of  the  above  plate  it  is  evident  that  all  of  its  mass  could 
be  concentrated  at  some  point  out  from  the  axis  YY  so  that  its  moment 
of  inertia  about  the  axis  would  be  the  same  as  that  of  the  plate.  This 
distance  out  would  be  known  as  the  Radius  of  Gyration  of  the  plate  in 
reference  to  the  axis  YY.    Then  we  have  the  general  equation 

I  =  Mr^, 

where  M  is  the  total  mass  of  the  plate  and  r  the  radius  of  gyration. 

The  mass  of  any  one  of  the  infinitesimal  strips  of  the  above  plate  is 
directly  proportional  to  da,  the  area  of  the  strip;  then  if  we  imagine  the 
plate  to  diminish  in  thickness  until  it  becomes  a  plane  without  thickness^ 
we  have  for  its  moment  of  inertia 

l=(:S,da)r^  =  Ar^, 
from  which  we  obtain 
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Let  a  be  the  length  of  the  plate  and  b  its  width ;  then  considering  the 
plate  as  a  plane^  its  moment  of  inertia  about  the  axis  YY  is 


=/ 


*  t     8 

hx'dx  =  — r-  • 


Knowing  its  moment  of  inertia^  we  can  then  determine  its  radius  of 
gyration  from  the  above  formula^  I  =  Ar^.     Thus  substituting^  we  have 

3 


=  bdr^  or  r 


="^1 


The  determination  of  the  moment  of  inertia  and  radius  of  gyration 
of  the  cross-section  of  individual  members  of  structures  are  the  most 
common  problems  under  this  head  met  with  in  structural  engineering.  It 
is  really  the  case  of  determining  the  moment  of  inertia  and  the  radius  of 
gyration  of  a  plane^  or  as  we  may  put  it,  the  material  cut  by  a  plane. 
There  are  a  few  cases,  however,  where  it  is  necessary  to  consider  the 
mass,  but  in  such  cases  the  student  will  have  no  trouble  if  the  general 
formula^  I  =  Mr^y  given  above^  is  applied. 
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PROBLEMS 


(1)     Moment  of  inertia  of  a  rectangle  in  reference  to  an  axis  GG 
(Fig.  47)  through  its  center  of  gravity. 
Solution:     Here  we  have 


(2)  Moment  of  inertia  of  a  triangle  about  its  base.  (Fig.  48.) 
Here  we  have 

'-^""[inr''y'-\[^'"--''^'y'w 

In  case  the  axis  is  perpendicular  to  the  plane,  wc  have  what  is  known 
as  the  Polar  Moment  of  Inertia,  For  example,  for  the  polar  moment  of 
inertia  of  a  circle  about  its  center  we  have  from  Fig.  49 


/  =  2£fflx2  = 


Jo  Jo 


'dx  = 


IT. 


R' 
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A  more  general  case  of  the  polar  moment  of  inertia  would  be  that  of 
a  rectangle.  Here  let  0  (Fig.  50)  be  the  axis  and  draw  XX  and  YY 
throngfa  0  at  right  angles  to  each  other.    Then  we  have 

I  =  Xdap^  =  :S,da(x^  +  y^)=lldax^  +  T,day^, 
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which  is  the  moment  of  inertia  of  the  rectangle  about  the  axis  XX  plus 
the  moment  of  inertia  about  the  axis  YY.  This  gives  the  general  formula 
which  will  apply  to  any  plane  figure^  and  further  discussion  of  the  polar 
moment  of  inertia  is  unnecessary.  Its  principal  use  is  in  the  designing  of 
shafting.  The  polar  moment  of  inertia  is  usually  designated  by  the  letter 
J  instead  of  /,  which  is  known  as  the  Rectangular  Moment  of  Inertia, 

60.  Proposition. —  The  rectangular  moment  of  inertia  of  any  plane 
figure  about  any  axis  in  the  same  plane  as  the  figure  is  equal  to  its  moment 
of  inertia  about  a  parallel  axis  through  its  center  of  gravity,  plus  its  area 
multiplied  by  the  square  of  the  distance  between  the  two  axes.  As  proof 
of  this^  let  ABCD  (Fig.  51)  represent  a  rectangle  whose  area  is  A=bh 


-$ 


da^. 
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and  whose  moment  of  inertia  about  its  gravity  axis  gg  is  /'.  Then, 
according  to  the  above,  the  moment  of  inertia  of  the  rectangle  about  any 
axis  as  YY  is  /  =  /'  +  d^A,  This  is  shown  to  be  true  in  the  following 
manner:     The  moment  of  inertia  of  the  rectangle  about  the  axis  YY  is 


/=  /    bx''dx  =  ''-{a^-e^) (1). 

Now  from  Fig.  51  we  have  a=rf+  (^/2)  and  e-d-[h/%).     Substituting 
these  values  of  a  and  «  in  (1)  we  have 

'=^v^2)  -H^-^-j  ^iT-*-'""' 

But  bh^/12  equals  the  moment  of  inertia  of  the  rectangle  about  its  gravity 
axis  gg.    Then  substituting  /'  for  bh^/12  and  A  for  bh,  we  have 

I  =  r  +  Ad', 

which  proves  the  above  proposition  in  the  case  of  a  rectangle. 

The  above  proposition  is  true  of  any  i)lane  figure.  This  can  be  shown 
by  following  out  the  same  scheme  as  above.  In  case  of  bodies,  the  only 
thing  different  is  that  we  would  consider  mass  instead  of  area  and  write 

the  formula 

I=:r  +  Md^ 

instead  of 

I  =  r  +  AdK 


CHAPTER  IV 

THEORETICAL  TREATMENT  OF  BEAMS 

51.  Classification. — Beams  are^  as  a  rule^  classified  according  to 
the  number  and  kind  of  supports  they  have.  Whenever  a  beam  simply 
rests  li^on  a  support^  the  support  is  known  as  a  simple  support^  but  when 
the  beam  is  held  rigidly  by  a  support,  the  support  is  known  as  a  fixed 
support. 

Figures  52  to  55  show  the  most  common  types  of  beams.  The  canti- 
lever beam  shown  in  Fig.  52  has  one  fixed  support,  while  the  fixed  beam 
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shown  in  Fig.  53  has  two  fixed  supports.  The  simple  beam  shown  in 
Fig.  54,  which  is  the  most  common  type,  has  two  simple  supports.  The 
continuous  beam  shown  in  Fig.  55  has  four  simple  supports ;  however,  any 
beam  with  more  than  two  supports  of  any  kind  is  a  continuous  beam. 

There  are  various  other  types  of  beams,  such  as  overhanging,  inclined, 
etc.,  but  they  are  all  yeally  modifications  of  the  above  types  and  will  be 
readily  recognized  as  such  without  any  preliminary  description. 

Beams  are  usually  supported  in  a  horizontal  position  and  support 
vertical  loads  which  produce  vertical  reactions.  This  will  be  understood 
to  be  the  case  unless  otherwise  stated. 

52.    Shearing  Stress  on  Beams. — Let  AB  (Fig.  5G)  represent  an 

ordinary  rectangular  wooden  cantilever  beam  supported  in  a  horizontal 
position  by  having  the  end  B  built  into  a  wall.  Let  P  represent  a  load  at 
A  which  the  beam  supports  in  addition  to  its  own  weight.  Let  ab  and  cd 
represent  the  traces  of  two  imaginary  planes  passing  j)crpendicularly  to 
the  longitudinal  axis  of  the  beam,  mentally  separating  the  very  ijhort 
rrctang:ular  block  abed  from  the  other  parts  of  the  beam,  so  that  we  can 
think  of  this  block  as  being  a  separate  body. 

By  imagining  the  beam  to  be  cut  off  instantly  along  the  section  ab  we 
readily  realize  that  the  part  abA  of  the  beam  lias  a  tendency  to  move 
down  verticallv  and  the  load  P  with  it.  As  the  material  in  the  block  abed 
prevents  the  motion,  evidently  the  part  abA  of  the  bt»am  exerts  a  down- 
ward force  along  the  section  nb  upon  the  block  equal  to  the  combined 
weight  of  the  part  abA  of  the  beam  and  the  load  P,    Let  S  be  this  force. 
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Now  it  is  evident  that  the  part  cdB  of  the  beam  to  the  right  of  the  block 
must  exert  an  equal  force  S  (neglecting  the  weight  of  the  block  abed) 
upward  along  the  section  cd  upon  the  block  in  order  to  prevent  the  block 
from  being  pulled  downward  by  the  force  S  acting  downward  upon  it 
along  the  section  ab.  It  is  readily  seen  that  the  downward  force  S  acting 
along  the  section  ab  upon  the  block  and  the  equal  and  opposite  force  S 
acting  upward  along  the  section  cd  have  a  tendency  to  break  the  material 

in  the  block  oflF  vertically.  This  action  is  most  readily 
comprehended  by  imagining  the  sections  ab  and  cd  to 
approach  each  other  until  the  block  abed  is  really  a 


10 


ji 2  Hi    single   layer  of  molecules.      Then   there  would   be   a 


T         \p       force  S  acting  downward  along  ab  upon  the  left  side 

Fig.  66  of  the  molecules  and  an  equal  and  opposite  force  S 

acting  upward  along  cd  upon  the  right  side  of  the 
molecules^  thus  tending  to  break  the  molecules  off  crosswise  instead  of 
tending  to  crush  or  pull  them  apart  as  in  the  case  of  simple  stress^  and 
the  stress  thus  produced  would  be  known  as  the  shearing  stress  on  the 
beam  at  that  point.  Whenever  forces  act  in  this  crosswise  manner,  in  any 
case,  the  stress  directly  produced  is  known  as  shearing  stress. 

In  speaking  of  the  shear  on  a  beam,  or  on  any  other  body,  we  refer 
to  it  as  being  x  pounds  along  a  certain  section  of  x  pounds  cut  by  an 
imaginary  plane ;  but  what  we  really  mean  is  that  a  stress  of  x  pounds  is 
produced  upon  a  strip  of  material  infinitesimal  in  thickness  adjoining 
that  section. 

It  is  evident  that  in  the  above  case  the  shearing  stress  on  the  section 
ab  (really  the  shear  on  the  block  abed)  of  the  beam  is  equal  to  the  load  P 
and  to  the  weight  of  the  part  abA  of  the  beam.  The  part  of  the  shear  due 
to  the  load  P  is  the  same  for  all  vertical  sections  of  the  beam  between  A 
and  B,  while  the  part  due  to  the  weight  of  the  beam  will  evidently  be 
directly  proportional  to  the  length  of  the  part  abA,  Then,  if  w  be  the 
weight  of  the  beam  per  foot  of  length,  the  sliear  at  any  vertical  section  x 
feet  from  the  end  A  will  be  jS  =  P  4-  wx.  Here  it  is  seen  that  the  shear  on 
any  vertical  section  of  the  above  beam  is  equal  to  the  algebraic  sum  of  the 
forces  between  the  section  and  the  end.  If  additional  forces  were  applied, 
they  would  likewise  be  included  in  the  summation,  provided  they  were  to 
the  left  of  the  section  considered.  As  the  forces  upon  the  part  of  the 
beam  to  the  right  of  the  block  abed  must  exert  an  upward  force  upon  tlie 
block  along  the  section  cd  equal  to  the  downward  force  along  ab  exerted 
by  the  forces  to  the  left,  it  is  evident  that  the  shear  on  the  block  is  equal  to 
the  algebraic  summation  of  the  forces  on  cither  side  of  it.  So  is  the  case 
of  all  beams,  where  the  forces  are  applied  perpendicularly  to  the  longi- 
tudinal axis,  and  hence  we  have  in  general:  Jlie  shear  on  any  section  of 
a  beam  perpendicular  to  its  longitudinal  axis  is  equal  to  the  algebraic 
summation  of  the  forces  on  either  side  of  the  section,  provided  all  of  the 
forces  act  perpendicularly  to  such  axis. 

This  is  readily  seen  to  be  true.  For,  let  AB  (Fig.  57)  represent  a 
beam  in  equilibrium  acted  upon  by  six  forces  PI  .  .  .  P(S,  no  reference 
being  made  as  to  which  are  reactions;  let  abed  be  an  imaginary  block 
cut  through  the  beam,  the  same  as  the  block  abed  shown  in  Fig.  5G :  It  is 
obvious  that  the  forces  PI  and  P'l  would  cause  the  i)art  abA  of  the  beam 
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to  exert  a  force  S  upon  the  block  along  ah  as  shown^  and  it  is  readily  seen 
that  this  force  S,  which  is  the  shear  on  the  block  (neglecting  the  weight  of 
the  beam)  would  be  equal  to  PI  +  P2,  that  is,  their  sum.  As  the  block  is 
in  equilibrium,  undoubtedly  there  must  be  an  equal  and  opposite  force  S 
exerted  upon  the  block  along  cd,  as  shown,  by  the  part  cdB  of  the  beam 
due  to  the  forces  acting  upon  that  part.    Then  we  have  P1+P2  =  4-PG- 

P5  +  P4  -  P3  =  S;  that  is,  the  shear  on  the  block 
^1    1^^       |p5  abed  is  equal  to  the  algebraic  summation  of  the 

flj<^  * « — I        forces  on  either  side  of  it.    Likewise,  the  shear  on 

i!  ^      any  section  between  PG  and  P5  is  equal  to  either 

*^       W      |P6     P6  or  P1  +  P2-P3  +  P4-P5;  between  P5  and 

ng.  67  P-i  it  is  equal  to  either  P6  -P5  or  PI  H-P2  -P3  + 

P4;  and  between  P4  and  P3  it  is  equal  to  either 
P6-P0  +  P4  or  P1+P2-P3.  This  means  that  the  shear  at  any  cross- 
section  of  any  beam  (as  stated  above)  is  equal  to  the  algebraic  summa- 
tion of  the  forces  on  either  side  of  the  section,  provided  the  forces  are 
perpendicular  to  the  beam. 

It  is  common  practice  to  assume  this  shearing  stress  to  be  uniformly 
distributed  over  the  cross-section  of  the  beam.  Then  according  to  this 
assumption,  the  shearing  stress  per  square  unit  on  any  cross-section  of 
the  beam  is  equal  to  the  shear  at  the  section  divided  by  the  area  of  the 
cross-section.  So  if  p  =  the  shearing  stress  in  pounds  per  square  inch  of 
cross-section,  S  =  the  total  shear  on  the  cross-section  in  pounds,  and  A  = 
the  area  of  the  cross-section  in  square  inches,  we  have  for  the  shearing 
stress  per  square  inch  the  general  formula 

S 

The  assumption  that  the  shearing  stress  is  uniformly  distributed  over  the 
cross-section  is  not  absolutely  true,  as  will  be  shown  later;  however,  it 
meets  the  requirements  of  practical  designing  in  most  cases. 

53.  Bending  Stress  on  Be&ms. — Imagine  for  the  time  being  that 
the  block  abed  (Fig.  5G)  be  removed  and  suppose  instead  the  parts  abA 
and  dcB  of  the  beam  to  be  connected  by  a  hinge  placed  in  the  center  of 
the  cross-section  of  the  beam  as  shown  in  Fig.  58.  Now  it  is  evident  that 
this  hinge  could  be  so  constructed  that  it  would  prevent  the  part  abA  of 
the  beam  from  moving  down  verticallv.     This  means 


that   the  hinge  would   resist  the  shearing   force  or 
"shear"  which  was  resisted  by  the  block  abed,  but     A"TJsf 
it  is  evident  that  the  part  abA   would  now  fall  by  ic 

rotating  downward  to  the  left  about  the  hinge.    So  it  pj^  gg 

is  seen  that  the  part  abA  of  the  beam  has  a  tendency 
to  rotate  about  the  block  abed,  and  hence  will  be  subjected  to  stresses 
therefrom.  All  stresses  produced  in  this  manner  in  beams,  or  anv  otlicr 
bodies,  are  known  as  bending  stresses,  or  as  stresses  due  to  cross  bending. 
To  determine  the  bending  stress  in  tlic  block  abed  of  the  above  beam 
(Fig.  56),  let  us  assume  all  of  the  block  removed  except  a  thin  horizontal 
strip  ad  at  the  top  of  the  beam  and  an  equal  strip  be  at  the  bottom,  as 
shown  in  Fig.  59.  For  the  sake  of  simplicity  let  us  first  consider  the 
stress  on  these  strips  due  to  the  load  P  only.    The  load  P  would  cause  the 
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part  abA  of  the  beam  to  exert  a  downward  vertical  force  ■  upon  each  strip 
(see  Fig.  59)  which  must  be  resisted  by  an  upward  force  *  exerted  upon 
the  part  abA  in  turn  by  each  strip.  These  two  upward  forces  i  upon  the 
part  abA  and  tlic  load  P  form  a  couple  whose  moment  is  2sx  or  Px,  as 
2s  —  P.  This  couple  tends  to  rotate  the  part  abA  of  the  beam  counter 
clock-wise,  but  actual  rotation  is  prevented  by  the  strips  ad  and  be,  and 
consequently  each  will  be  subjected  to  a  stress.  Now  as  it  requires  a 
couple  to  balance  a  couple  (see  Art.  ii)  the  stress  produced  upon  the  two 
strips  must  form  a  couple  and  the  stress  in  strip 
ad  must  act  to  the  right,  while  the  stress  in  the 
strip  be  must  act  to  the  left  upon  the  part  abA  at 
the  beam.  Let  F  he  the  strcs.s  produced  on  each 
strip  and  let  A  be  the  vertical  distance  between 
their  centers  of  cross-section.  Then  we  have  Fk  = 
Px,  from  which  we  obtain  F=  {Px)/h  as  the  stress 
on  each  strip.  So  far  our  problem  is  very  simple, 
we  add  two  other  strips,  mm  and  nn,  tlie  same  in  section  as 
'  iered  and  which  are  also  symmetrically  arranged  in 
igitudinal  axis  of  the  beam  as  shown  in  Fig.  60.  Now 
U  help  to  resist  the  moment  of 


But  suppO! 

the  two  just  con: 

reference  to  the  li 

it  is  evident  that  the  additional  strip; 


the  couple  Px,  so  that  the  stress  F  on  the  two  strips  just  considered  will 


e  strips,  and  h  and  k' 
:  have  Px^fh  +  f'k'. 


be  reduced.  Let  f  and  /'  now  be  the  stresses  o 
their  lever  arms,  as  indicated  in  Fig.  GO.  Then  i 
Here  it  is  seen  that  we  have  one  equation  and  two 
unknown  quantities,  f  and  /',  and  it  is  readily  seen 
that  for  each  additional  pair  of  such  strips  com- 
posing the  block  added,  another  unknown  force  , 
will  occur,  so  our  problem  is  not  as  simple  as  it 
first  appeared.  However,  we  get  out  of  our  diffi- 
culty hy  resorting  to  Hooke's  Law  (see  Art.  3'i). 
It  is  seen  that  the  strips  at  the  top  of  the  beam  are 
In  tension  while  those  at  the  bottom  are  in  compression,  consequently  the 
strips  at  the  top  will  be  lengthened  wliile  those  at  tlie  bottom  will  be 
shortened,  and  the  block  abed,  which  is  rectangular  when  not  subjected  to 
bending  stress,  will  really  be  wedge-shaped  as  shown  in  Fig.  61.  As  the 
to])  strips  are  in  tension  and  the  bottom  ones  in  compression,  it  is  evident 
that  there  must  be  a  horizontal  strip  of  fibers  somewhere  between  the  top 


and  bottom  of  the  beam  which  I 


neither  tension  nor  compression;  that 
is,  no  stress  at  all.  Let  017  be  the 
location  of  this  strip  which  is  known 
as  the  neutral  plane  or  neutral  axis. 
As  all  the  strips  above  og  are  in  ten- 
ind  all  below  are  in  compression, 
it  is  obvious  that  g  is  the  center  of 
tendency  of  rotation  of  the  part  abA 
of  the  beam.  Then,  evidently,  the 
distortion  of  the  strips  both  above  and  below  og  will  vary  directly  as  their 
distance  out  from  017.  Now  as  the  stress  on  any  strip,  according  ta 
Hooke's  Law,  will  be  directly  proportional  to  its  distortion,  the  stress  per 
square  inch  on  any  strip  will  be  directly  proportional  to  its  distance  out 
from  og,  and  hence  the  stress  on  the  strips  may  be  represented  by  the 
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arrows  enclosed  in  the  triangles  nkr  and  mpr  as  shown  in  Fig.  61^  where 
the  lines  kr  and  mr  have  the  same  slope  with  the  vertical. 

Let  /  be  the  stress  per  square  inch  on  any  horizontal  strip  of  fibers 
y  distance  out  from  og,  and  let  f  be  the  stress  per  square  inch  on  a  strip 
out  nnit  distance  from  og.    Then  we  have  the  proportion 

1  :  y  ::  /'  :  /, 
from  which  we  get 

Now  as  //jr  is  the  stress  on  a  strip  out  unit  distance  from  og,  the  stress  on 
a  strip  oat  any  distance  s  from  og  would  be  z  times  f/y  or  (J/y)s,  and 
the  moment  of  it  about  g  would  be  z  times  this  or  (J/y)s^*  Now  /  was 
taken  as  so  many  pounds  per  square  inch^  but  as  the  stress  varies  con- 
tinuoQsly  from  og  outwardly,  there  will  not  be  a  square  inch  of  material 
anywhere  having  the  same  stress,  so  that  each  strip  must  really  be  con- 
sidered as  being  a  horizontal  element;  that  is,  a  mere  plane  of  fibers 
having  an  infinitesimal  area  of  cross-section  da.  For  the  sake  of  concep- 
tion we  may  say  that  da  is  1/1,000,000  of  a  square  inch.  Then  the  actual 
stress  or  force  out  z  distance  from  og  would  be  1/1,000,000  of  (J/y)z  or 
(J/y^zda  {da  =  dzh)  (see  section  Fig.  61),  and  the  moment  of  it  about  g 
woidd  be  z  times  that,  or  (J/y)s^da.  Now,  undoubtedly  the  summation  of 
these  moments  (J/y^z^da  about  g  ior  all  of  the  strips  in  the  block  abed, 
which  we  can  express  as  (J/y')%z^da,  must  be  equal  to  the  moment  of  the 
▼ertical  couple  Px.    So  we  have 

Px=(f/y)^z^da. 

But  iz^da  =  I 

(see  Art.  49),  the  moment  of  inertia  of  the  cross-section  of  the  beam. 
Then  we  have  the  equation 

Px=^  I. 

y 

It  will  be  observed  very  readily  that  Px  is  simply  the  moment  of  the 
load  P  about  the  section  ah  {ah  being  considered  vertical,  and  practically 
it  is) ;  that  is,  Px  is  the  measure  of  the  tendency  of  rotation  of  the  part 
ahA  of  the  beam  about  the  section  ah  due  to  the  load  P.  Then  evidently 
the  moment  of  any  other  load  to  the  left  of  the  section  ah  about  the  section 
would  be  the  measure  of  the  tendency  of  rotation  of  the  part  ahA  of  the 
beam  about  the  section  due  to  any  such  loads.  Then  if  ^Px  be  the  alge- 
braic summation  of  the  moments  of  any  number  of  loads  on  the  left  of  the 
section  about  the  section,  we  have  the  formula 

SPx=^/ (1), 

from  which  the  stress  /  on  any  horizontal  element  of  the  block  ahcd  due  to 
the  loads  can  be  computed  by  substituting  for  y  the  distance  of  the  element 
out  from  og,  and  /  would  be  known  as  the  bending  stress  on  the  element, 
the  block  ahcd  being  considered  infinitesimal  in  length. 

Now  it  is  obvious  that  the  above  formula  will  apply  to  any  section 
of  the  above  beam  if  SPx  be  taken  as  the  algebraic  summation  of  the 
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moments  of  the  loads  to  the  left  of  that  section  about  the  section.  But  it 
is  readily  seen  that  the  ^Px  on  one  side  of  any  section  must  be  equal  and 
opposite  to  the  2Pa?  on  the  other  side  in  order  that  the  beam  may  not 
rotate  about  the  section.  This  is  undoubtedly  true  in  the  case  of  any 
beam  whatever.  That  means  that  the  above  formula  applies  to  any 
section  of  any  beam  if  SPj^  be  taken  as  the  algebraic  summation  of  the 
moments  of  the  forces  (both  applied  forces  and  reactions)  on  either  side 
of  the  section  about  the  section.  This  summation  is  known  as  the  bend- 
ing moment  at  the  section  and  is  usually  represented  by  the  letter  M. 
Then  we  can  write  the  general  equation  as 

M=^ (C), 

and  by  transposing  we  have 

f=^ (D), 

which  is  the  stress  on  any  horizontal  element  y  distance  from  the  neutral 
axis  either  above  or  below  it.  It  will  be  observed  that  the  neutral  axis 
extends  all  the  way  along  the  beam. 

It  is  seen  that  y  varies  from  zero  to  either  +e  or  -t  (Fig.  61)  and 
that  /  will  be  a  maximum  when  ^  is  a  maximum^  as  M  and  /  are  constants 
for  each  specific  section.  So  if  ^  be  taken  as  the  distance  to  the  farthest 
element  out  from  g  the  maximum  value  of  /  will  be  obtained.  This  is  what 
is  usually  desired^  and  for  that  reason  y  is  usually  spoken  of  as  the  dis- 
tance to  the  extreme  fiber  and  /  as  the  stress  on  the  extreme  fiber. 

The  summation  of  the  -bending  stresses  above  the  neutral  axis  is 
always  equal  to  the  summation  of  the  bending  stresses  below  it,  but  the 
sums  of  their  moments  about  the  neutral  axis  are  not  equal  except  in  the 
case  of  symmetrical  section.  But  each  force  on  one  side  is  always  paired 
with  an  opposite  and  equal  force  on  the  other  side,  thus  forming  couples 
throughout  the  cross-section. 

54.  Reaction  on  Simple  Beams.— In  order  to  determine  the  shear- 
ing and  bending  stress  in  a  beam,  it  is  first  necessary  to  know  all  of  the 
external  forces  acting  upon  it.     The  applied  forces,  or  loads  as  they  are 

known,  are  usually  given,  but  the  reactions  are 
usually  unknown  and  hence  have  to  be  deter- 
mined before  the  stresses  in  the  beam  can  be 
determined.    We  usually  resort  to  the  equations 
-JjB     of  moments  to  determine  the  reactions  on  beams. 
P,      However,  they  can  be  graphically  determined, 
-4         as  will  be  shown  later. 
Fig.  02  Let  AB  (Fig.  G*2)  represent  a  beam  which 

is  supported  at  A  and  B  and  which  in  turn  sup- 
ports the  loads  PI,  P2,  P3,  and  PL  The  reaction  R  at  A  due  to  the 
above  loads  can  be  obtained  by  taking  moments  about  B,  and  the  reaction 
Rl  at  B  can  be  obtained  by  taking  moments  about  A.  Thus,  taking 
moments  about  B,  we  have 

+  /2L-aPl-6P2-cP3-dP4  =  0, 


I 


fcfe 
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from  which  we  obtain 


R  = 


aPl  +  hP2  +  cP3  +  dP4: 


and  by  taking  moments  about  A  we  can  determine  JRl  in  the  same  manner. 
It  will  be  observed  that  by  taking  moments  about  the  line  of  action  of  one 
of  the  reactions  we  eliminate  that  reaction  from  the  equation  of  moments, 
thus  reducing  the  number  of  unknowns  in  the  equation  to  one.  The  sum 
of  the  moments  being  equal  to  zero  is^  in  accordance  with  the  laws  of 
equilibrium,  that  the  moments  of  the  external  forces  acting  upon  a  body  in 
equilibrium  about  every  point  must  be  equal  to  zero  (see  Art.  42).  The 
above  method  is  quite  general^  provided  the  loads  are  fully  known  and  the 
reactions  are  limited  to  two  in  number,  which  is  always  the  case  for 
simple  beams. 

55.    Graphical  Representation  of  Shear  on  Simple  Beams. — 

The  shear  on  a  beam  at  any  section  is  equal  to  the  algebraic  sum  of  the 
loads  and  reaction  (as  stated  in  Art.  52),  summed  up  to  the  section,  begin- 
ning at  either  end.  For  example,  the  shear  at  every  section  tjetween  the 
loads  P3  and  P2  (Fig.  62)  is  equal  to  either  22  - P4  -  P3  or  221-P1-P2; 
between  A  and  P4  it  is  equal  to  either  R  or  221 -P1-P2-P3-P4; 
between  B  and  PI  it  is  equal  to  either  Rl  or  22-P4-P3-P2-P1. 

This  shear  on  the  above  beam  can  be  graphically  represented  in  the 
following  manner: 

Draw  a  horizontal  line  ah  (Fig.  63)  equal  to  L,  the  length  of  the 
beam  (between  centers  of  end  bearings),  to  some  convenient  scale.  Then 
draw  the  lines  of  action  of  the  forces  in  their  relative  positions  as  shown 

at  1,  2,  3,  and  4.     Then  beginning  at  one  end, 

say,  at  a,  draw  ac  =  R,     Then  through  c  and 

parallel  to  ab  draw  cd  and  from  d  lay  off  de  = 

P4.     Then  from  e  draw  ef  and  from  /  lay  off 

fO  —  P^y  and  so  on,  thus  obtaining  the  zigzag  line 

Rl      cde  .  .  .  n.     Any  ordinate  as  rr  from  the  line 

7       ah  to  the  zigzag  line  represents  the  shear  on 

Fiir.  68  the  beam  at  that  point. 

The  value  of  the  shear  on  any  vertical  sec- 
tion of  a  beam  will  depend  upon  the  weight  of  the  load  or  loads  it  sup- 
ports and  upon  the  position  they  occupy  in  reference  to  the  section. 
Loads  are  known  as  dead  load  and  live  load. 

The  dead  load  upon  a  beam  is  the  weight  it  supports  that  is  fixed  in 
position,  while  the  live  load  is  the  weight  it  supports  that  is  not  fixed  in 
position  but  may  move  to  any  position  upon  it.  The  dead  load  of  struc- 
tures usually  consists  of  the  weight  of  the  structure  itself,  while  the  live 
load  consists  of  loads  which  it  supports  but  which  at  the  same  time  move 
over  it,  as  a  locomotive,  train  of  cars,  wagons,  etc.  The  dead  load  is 
usually  considered  as  a  uniformly  distifibutcd  load.  The  live  load  is 
sometimes  considered  as  a  uniformly  distributed  load,  but  more  often  as 
concentrated  loads. 

If  the  load  be  a  uniformly  distributed  dead  load,  each  reaction  will 
be  22  =  wL/2,  where  L  is  the  length  of  the  span  and  w  the  weight  of  the 
dead  load  per  foot  of  span,  and  the  shear  out  any  distance  s  from  either 
end  will  be  S  =  R-'Zw=wL/2 -::u\     It  is  seen  that  when  s  =  L/2  the 


.P3 


P2 


m 
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r  is  equal  to  ■wL/2.     ' 
1  at  the  ends 


shear  is  eqaal  to  zero,  and  when  3-O  the  shea 
shows  that  the  shear  due  to  such  a  load  ia  a 
zero  at  the  center. 

The  above  equation  for  shear,  S =ioL/2  - sw,  is  an  equation  to  sJ 
straight  line,  so  evidently  the  shear  can  be  represented  graphically  by  the  ' 
Drdinates  to  a  straight  line,  as  acb  (Fig.  64),  where  AB  represents  the 
lengtli  of  span  and  aA  and  bB  are  equal  to 
toL/'i.     The  shear,  beginning  at  A,  decreases 
until  c,  the  center  of  the  .span,  is  reached, 
where  it  is  zero;  then  beyond  that  point,  still 
summing  up  to  the  right,  the  shear  will  be 
minus,  increasing  toward  B,  being  equal  to 
-wL/2  at  B.    So  it  is  seen  that  the  ordinalea 
Fig.  04  "       to  the  line  acb  truly  represent  shear  for  dead 

load  uniformly  distribntcd.  For  esample, 
the  ordinate  fe  represents  the  shear  at  f,  which  is  positive,  while  AA  rep- 
resents the  negative  shear  at  i.  The  sign  of  the  shear  has  no  practical 
significance  other  than  algebraic. 

In  ease  of  uniform  live  load  moving  over  a  beam,  the  shear  at  any 
section  will  be  a  maximum  when  the  load  just  extends  from  one  of  the 
ends  up  to  the  section.  For  example,  suppose  a  live  load  of  p  pounds  per 
foot  extends  from  B  up  to  some  section  0,  a  point  x  feet  from  B.  Then 
the  shear  at  0  is  equal  to  the  reaction  at  A,  which  expressed  in  terms  of 
the  load  is  (px)x/'ii  ^  L  =  px^/2L.  It  is  evident  that  the  shear  produced 
at  section  0,  as  the  load  moves  from  B  to  0,  keeps  increasing  as  the  load 
approaches  0,  as  it  is  equal  to  the  reaction  at  A,  which  keeps  increasing 
as  the  load  moves  from  B  to  0.  Now  if  the  load  extends  past  0  to  any 
section  m,  the  reaction  at  A  will  be  increased  a  certain  amount  by  the 
additional  load  pi/,  but  in  obtaining  the  shear  at  0  we  subtract  all  of  the 
load  py  from  the  reaction  at  A,  and  as  all  of  the  additional  load  py  is  not, 
as  we  say,  transmitted  to  the  end  A,  it  is  evident  that  the  load  extending 
beyond  O  will  diminish  the  shear  at  that  section.  Therefore  the  above 
statement  is  shown  to  be  true,  and  the  equation  S  =  px'/2L  is  the  general 
equation  for  the  maximum  shear  produced  on  a  beam  by  a  uniform  live 
load  moving  over  it.  The  equation  is  that  of  a  parabola.  Then,  evidently, 
if  we  construct  a  parabola  as  auB  so  that  Aa  is  equal  to  pL/2,  the  shear 
at  any  section  will  be  re]iresented  by  the  ordinate  to  the  parabola  at  that 
section.  For  example,  the  shear  at  t  is  represented  by  the  ordinate  u(. 
The  shear  curve  auB  (Fig.  64),  as  stated  above,  is  an  absolute 
parabola  for  a  uniform  live  load,  but  for  such  loads  as  the  wheels  of  a 
locomotive  it  would  be  a  curve  made  up  of  a  series  of  straight  lines, 
however,  if  the  loads  are  nearly  equal  in  weight  and  quite  uniform  in 
spacing,  the  curve  will  approach  a  parabola,  and  in  most  cases  it  is  near 
enougji  to  be  considered  one  for  practical  purposes. 

56.    Graphical  Bepresentation  of  Bending  Moments  on  Simple- 
Beams.— 

Case  I.  When  the  load  ia  uniformly  dutributed  over  the  entir 
length. 

Let  AB  (Fig.  65)  represent  a  beam  supported  at  A  and  B  whictl 
in  turn  supports  a  uniform  load  of  ic  pounds  per  lineal  foot  of  length. 
The  bending  moment  at  any  section  ««,  x  feet  from  A  due  to  this  load  la 
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M=Rx'  {wx)  I  =Rx~  ' 


But 

so  we  have 


R  = 


wL 


M= 


wLx    wx^ 

"2  2 


for  the  bending  moment  at  any  section  of  the  beam.    When  x  =  L/2^  we 
have 


1         8   ' 


from  which  we  obtain 


Af= 


"8 


2 


(E), 


^ 


Fv^ 


^ 


Fls.  6G 


which  is  a  formula  of  great  practical  value  as  it  expresses  the  moment  at 
the  center  of  any  simple  beam  uniformly  loaded^  which  is  the  maximum 
moment  that  can  occur  under  such  loadings  and  usually  this  is  what  we 
desire  to  know. 

The   above   formula^  M  =  wLx/^  -  wx^/2y  is   an   equation   to  a 
parabola.    They^  evidently^  the  bending  moments  at  the  different  sections 

along  the  beam  vary  as  the  ordinates  to  a  par- 
abola. It  is  seen  from  the  eqliation  that  M  =  0 
when  jr  =  0^  and  also  when  x  —  L;  and  when  x 
=  L/2,  M  =  wLyS.  Then  if  we  draw  CO  equal  to 
wL'/S  to  scale^  and  perpendicular  to  the  beam 
at  its  center  and  pass  a  parabola  through  A,  O, 
and  B  as  shown  in  Fig.  65^  any  ordinate  as  rr 
will  represent  the  bending  moment  on  the  beam 
at  that  point. 

Ca$e  II.     When  the  loads  are  concentrated  at  different  points  along 
the  beam. 

Let  AB  (Fig.  66)  represent  a  beam  supported  at  A  and  B  which 
in  turn  supports  the  loads  PI  .  •  •  Ph,  as  shown.  The  bending  moment 
anywhere  between  A  and  P5^  due  to  these  loads^  is  M  =  Rx,  which  is  an 
equation  to  a  straight  line.  When  .r  =  0,  M  =  0,  and  when  x  =  a,  M  —  Ra. 
Then^  if  we  draw  cd  equal  to  Ra,  to  scale^  and 
join  A  and  d,  any  ordinate  as  ss  to  the  line  Ad 
will  represent  the  bending  moment  on  the  beam 
at  that  point.  The  bending  moment  anywhere 
between  P5  and  P4  i*  M^R{a^x')-Pr^x' , 
w^hich  is  also  an  equation  to  a  straight  line.  When 
x'  =  0,  M  =  Ra,  so,  evidently,  one  point  in  the 
line  represented  by  the  equation  M  =  R  (a  +  jr') 
-  P5x'  is  d,ascd  =  Ra.  When  x'  =  &,  A/  =  22 (a  +  6)  -  P56.  So  if  we  draw 
ef  equal  to  i?(a  +  6)-P56  to  scale,  using  the  same  scale  as  in  the  case 
of  cd,  we  obtain  the  line  df,  the  ordinates  to  which  evidently  represent 
the  bending  moments  between  P5  and  P4.  Now  it  is  evident  that  the 
lines  fg,  gh,  hk,  and  leB  can  be  similarly  constructed,  the  ordinates  to 
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Fig.  67 


which  represent  the  bending  moments  between  P4  and  P3,  P3  and  P2, 
P2  and  PI,  PI  and  B,  respectively.  So  it  is  seen  that  the  bending 
moments  on  a  simple  beam  due  to  any  number  of  concentrated  loads 
can  be  graphically  represented  by  the  ordinates  to  a  series  of  straight 
lines  forming  a  closed  polygon  with  the  ends  of  the  beam.  The  nearer 
the  loads  approach  a  uniform  load,  the  nearer  this  polygon  approaches 
a  parabola. 

It  is  important  to  note  that  the  maximum  moment  always  occurs 
under  a  load.  This  is  readily  seen,  for  the  maximum  ordinate  to  any 
segment  of  the  above  polygon  is  under  a  load  and  hence  the  maximum 
of  them  all  will  be  under  a  load. 

57.  Graphical  Representation  of  the  Bending  Moments  and 
Shears  on  Cantilever  Beams. — 

Ca$e  /.     When  the  load  it  uniformly  distributed 
over  the  entire  length. 

Let  AB  (Fig.  67)  represent  a  cantilever  beam 
supporting  a  uniform  load  of  w  pounds  per  foot  of 
length.  The  bending  moment  at  any  section  ss,  x  feet 
from  A,  is  M={wx)x/2=^wx^/2y  which  is  an  equation 
to  a  parabola.  Making  j?  =  L,  we  have  M-wU/%y 
which  is  the  bending  moment  at  B,  Then  if  we  draw 
the  horizontal  line  ab=^L,  and  the  vertical  line  cb  = 
wL^/2,  to  scale,  and  construct  the  parabola  ac,  the 
ordinates  between  the  line  ab  and  the  curve  ac  will 
graphically  represent  the  bending  moments  on  the  beam  due  to  the  above 
load.  For  example,  the  moment  at  the  section  ss  is  represented  by  the 
ordinate  rr. 

The  shear  at  any  section  ss  is  S  =  wx,  which  is  an  equation  to  a 
straight  line.  When  j?  =  0,  5  =  0,  and  when  x-L,  S  =  wL,  which  is  the 
shear  at  B,  Then,  if  we  draw  bo  equal  to 
wL,  to  scale,  and  join  a  and  o,  the  shear  at 
any  section  in  the  beam  is  represented  by 
the  ordinate  between  the  line  ab  and  ao 
immediately  under  the  section.  For  exam- 
ple, the  shear  at  the  section  ss  is  repre- 
sented by  the  ordinate  er. 

Case  II.  When  the  loads  are  concen- 
trated at  different  points  along  the  beam. 
Let  AB  (Fig.  ()8)  represent  a  canti- 
lever beam  supporting  the  concentrated 
loads  PI  ...  P4  as  shown.  As  a  general 
example,  the  bending  moment  due  to  the 
above  loads  at  a  section  as  ss,  expressed 
analytically,  is  M  =  nPl  +  bP2  +  tP3.  If  we 
proceed  in  the  same  manner  as  in  the  case 
of  a  simple  beam,  making  the  horizontal 
line  ab  =  L,  and  the  verticals  ivx,  w'x\ 
etc.,  under  each  load,  equal  to  the  bending 
moment  about  each,  respectively,  making 
bv  equal  to  the  moment  at  B,  and  drawing  the  broken  line  aww'w^^v, 
we  have  the  bending  moments  on  the  beam  graphically  represented  by 
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the  ordinates  between  the  line  ah  and  this  broken  line.  For  example^ 
the  moment  at  the  section  ss  is  represented  by  the  ordinate  ro.  The 
shear  at  the  section  **  is  S=Pl-\-P2-\-P3,  expressed  analytically.  Con- 
structing the  zigzag  line  acd ,.  .m,  the  same  as  in  the  case  of  simple 
beams  (Art.  55),  we  have  the  shear  at  any  section  represented  by  the 
ordinate  between  the  line  ah  and  this  zigzag  line. 

58.   Graphical  Construction  of  a  Parabola.— ^  The  following  method 

of  constructing  a  parabola  will  be  found  to  be  quite  convenient.  It  really 
consists  in  passing  a  parabola  through  two  points,  when  one  of  the  points 
is  taken  at  the  vertex.  Let  A  and  B  (Fig.  69)  be  any  two  given  points 
and  let  ^  be  at  the  vertex  of  the  parabola  desired.  Draw  the  line  XX 
through  A  as  the  X-axis  of  the  parabola.     Then  draw  AC  perpendicular 


to  XX  and  BC  perpendicular  to  AC.  Divide  AC  and  BC  into  an  equal 
number  of  equal  parts,  say,  six,  as  shown.  Then  from  A  draw  the  radial 
lines  1-A,  2-A,  etc.,  and  where  the  radial  line  1-A  intersects  the  vertical 
aa  is  one  point  on  the  curve  of  the  required  parabola,  and  where  the  next 
radial  line  2'A  intersects  the  next  vertical  66  is  another  point  on  the 
curve,  and  so  on.  The  other  side  AB'  of  the  parabola  can  be  constructed 
by  laying  off  AC^  =  AC  and  dividing  it  into  the  same  number  of  equal 
parts  as  AC  and  drawing  verticals  as  shown  and  then  projecting  the 
corresponding  points  over  from  the  curve  AB  just  constructed,  or  by 
dividing  B'C  into  the  same  number  of  equal  parts  as  AC^  and  proceeding 
as  explained  for  the  other  side  of  the  curve. 

59.    Relation  of  Shear  to  Bending  Moment.— Let  AB  (Fig.  70) 

represent  a  simple  rectangular  wooden  beam  supported  at  A  and  B  and 
let  P  be  a  load  which  the  beam  supports  at  mid-span,  and  let  R  and  Rl 
be  the  reactions  (which  will  be  equal)  at  A  and  B,  respectively,  due 
to  this  load  P.  Suppose  the  reactions  applied  exactly  at  the  ends  of 
the  beams  as  indicated,  which  is  not  at  all  an  imaginary  case,  and  imagine 
the  beam  divided  up  into  short  rectangular  blocks  as  shown,  by  imaginary 
planes  passing  perpendicularly  to  the  longitudinal  axis  of  the  beam.  Let 
Aj"  be  the  length  of  each  block.  The  reaction  R  at  A  applied  along  the 
end  of  the  first  block,  beginning  at  A,  tends  to  move  that  block  upward. 
If  the  block  does  not  move  undoubtedly  the  second  block  prevents  it  by 
exerting  an  equal  and  downward  force  R  where  the  two  blocks  join  as 
indicated.  As  the  first  block  is  held  entirely  by  the  second  block  it  is 
obvious  .that  the  first  block  will  exert  an  upward  force  upon  the  second 
block  where  the  two  blocks  join,  and  if  the  second  block  docs  not  move 
upward  undoubtedly  the  third  block  prevents  it  by  exerting  a  downward 
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force  R  where  the  second  and  third  blocks  join,  and  hence  it  is  seen  that 

the  blocks  to  the  left  of  the  load  resist  each  other  in  transmitting  the 

shear,  each  thereby  receiving  an  upward  force  R  upon  one  end  and  an 

equal  downward  force  upon  the  other  end 

as  is  indicated.     The  same  is  true  of  the 

blocks  to  the  right  of  the  load  P  except 

the  forces  arc  reversed  in  order.     These 

vertical  forces  not  only  tend  to  shear  the 

blocks  off  vertically  but  tend  to  rotate  them 

Fig.  70  as  well,  as  the  two  forces  on  each  block 

form  a  vertical  couple. 

Now  beginning  at  A  and  considering  the  blocks  to  the  left  of  P  only, 

the  bending  moment  at  the  right  end  of  the  first  block  is  RAj  ;  at  the  right 

end  of  the  second  block  it  is  R{2Ax) ;  and  at  the  right  end  of  the  third 

block  it  is  fi(3Ai) ;  and  so  on,  being  R(nAx)  at  the  right  end  of  the  nth 

block  from  A,  which  is  seen  at  a  glance  to  be  nothing  more  than  the 

summation  of  the  moments  of  the  vertical  couples  on  the  blocks  beginning 

at  A.     This  means  that  the  bending  moment  beginning  at  the  end  A 

increases  toward  the  load  P-  by  one  RAx  at  each  block.     For  example,  the 

bending  moment  at  kk  is  one  JRAx  greater  than  it  is  at  hh.    So,  evidently, 

RAx  is  the  increment  of  the  bending  moment  to  the  left  of  the  load  P  in 

the  case  of  the  above  beam.    By  the  same  reasoning  wc  have  RlAx  as  the 

increment  of  the  bending  moment  to  the  right  of  the  load  P. 

It  will  be  observed  that  all  of  the  blocks  to  the  left  of  the  load  P 
tend  to  rotate  clock-wise  while  all  of  the  blocks  to  the  right  of  P  tend  to 
rotate  in  the  opposite  direction  or  counter  clock-wise,  so  that  the  sign  of 
the  increments  of  the  bending  moment  on  one  side  will  be  different  from 
those  on  the  other  side  of  the  load.  The  bending  moment  at  any  point 
to  the  left  of  the  load  P  is  equal  to  the  sum  of  the  increments  JiAx 
between  A  and  the  point  and  the  bending  moment  at  any  point  to  the 
right  of  the  load  is  equal  lo  the  sum  of  the  increments  fllAi  between  B 
and  the  point,  although  the  bending  moment  at  any  point  is  equal  to  the 
sum  of  the  increments  summed  up  algebraically  from  either  end  of  the 
beam.  For  example,  the  bending  moment  at  i/m  is  equal  to  the  sum  of 
the  increments  to  the  right  of  gm  or  to  the  sum  of  the  increments  to  the 
left  of  P  minus  the  sum  of  the  increments  between  P  and  gm,  as  the  signs 
are  different. 

In  the  case  shown  in  Fig.  70  the  increments  of  the  bending  moment 
are  all  equal,  hut  suppose  we  consider  the  case  shown  in  Fig.  71  where 
R  and  if  1  are  the  reactions  at  A  and  B,  respectively,  due  to  the  three  loads 
PI,  P2,  and  P3.  Here  it  is  readily  seen 
that  the  increment  of  the  bending  moment 
between  A  and  PI  due  to  PI,  Pi,  and  PS 
is  RAx;  between  PI  and  P2  it  is  (ii-Pl) 
Ax;  between  P2  and  P3  it  is  (R-Pl  -P3) 
Ax;  and  between  P3  and  B  it  is  {7? -PI 
-P2~Pa)Ax.     That  is,  the  increment  of 

the  bending  moment  at  any  point  is  equal  to  the  shear  at  that  point  malti- 
plied  by  Ax.  It  will  be  observed  that  this  was  true  in  the  case  shown  in 
Fig.  TO,  for  R  is  the  shear  to  the  left  of  P  and  Rl  the  shear  to  the  right 
of  P,  which  arc  equal  in  that  case.    Now,  the  vertical  couples  on  any  such 
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blodu  or  strips^  as  here  considered^  in  any  beam,  could  not  be  anything 
other  than  the  yertical  shear  couples  on  them,  so  we  have,  in  general, 

for  the  increment  of  the  bending  moment,  where  S  is  the  shear  on  the 
block  in  question  and  Ax  its  length.  Now,  Aj?  could  have  any  practical 
value  but  the  ultimate  increment  will  be  when  £kx  is  an  infinitesimal. 
Then  assigning  the  smallest  possible  value  to  Aj;  making  it  an  infinitesimal 
djt,  we  obtain 

as  the  ultimate  increment  of  the  bending  moment,  as  it  is  the  smallest 
increment  possible.  That  is,  the  differential  of  the  bending  moment  at 
any  section  of  any  beam  is  equal  to  the  vertical  shear  couple  on  an 
imaginary  vertical  block  of  infinitesimal  length.  The  preceding  formula 
is  usually  written 

s=*--- c^)- 

Expressing  this  in  words,  we  say  that  the  first  derivative  of  the  bending 
moment  in  reference  to  x  is  equal  to  the  shear,  where  x  is  the  distance 
from  the  end  of  the  beam  to  the  section  considered. 

The  above  equation  (F)  is  sometimes  quite  useful,  as  the  determining 
of  the  shear  from  the  bending  moment  is  sometimes  desirable.  The 
equation,  or  formula,  is  very  readily  applied,  as  is  seen  from  the  follow- 
ing, although  its  true  worth  is  more  readily  recognized  in  more  compli- 
cated cases. 

Considering  both  the  load  P  and  the  weight  of  the  beam  acting  upon 
the  beam  shown  in  Fig.  70,  the  bending  moment  at  any  section  x  distance 
from  the  end  A  is 

where  w  represents  the  weight  of  the  beam  per  foot.  Differentiating 
both  sides  of  the  equation  and  dividing  through  by  dx  we  have 

dM     ^ 

-J—  =  /(  -  wx, 
ax 

^rhich,  as  is  readily  seen,  is  the  shear  at  any  cross-section  x  distance  from 
the  end  A  and  to  the  left  of  the  load. 

The  bending  moment  at  any  section  x  distance  from  the  end  of  a 
simple  beam  having  a  length  L  and  supporting  a  uniform  load  of  w  pounds 
per  lineal  foot  is 

--    wLx     wx^ 
M  = 

2  2 

(see  Art.  56,  Case  I).  Differentiating  both  sides  of  this  equation,  and 
dividing  through  by  dx,  we  have 

dM     wL 
dx       2 
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which^  as  is  readily  seen^  is  the  general  expression  for  the  shear  at  any 
section  of  the  beam.  If  x  =  0,  the  shear  is  equal  to  wL/2,  and  if  x  =  L,  it 
becomes  -{wLi/2)y  each  of  which  is  recognized  as  an  end  shear  or  reac- 
tion. If  ar  =  L/2  the  shear  is  equal  to  0,  all  of  which  goes  to  show  how 
readily  Formula  (F)  can  be  applied^  even  for  ordinary  cases. 

60.    Increment  of  the  Bending  Stress. — Let  ah  (Fig.  70)  represent 

a  very  thin  horizontal  strip  through  the  beam  y  distance  above  the  neutral 
axis  00.  The  end  block  at  A,  owing  to  its  tendency  to  rotate  clock- wise, 
due  to  the  vertical  shear  couple  R^x,  will  exert  a  force  to  the  right  upon 
all  horizontal  elements  in  the  second  block  above  the  neutral  axis  and  a 
force  to  the  left  upon  all  such  elements  in  the  second  block  below  the 
neutral  axis.  Then  undoubtedly  the  first  block  will  exert  a  force  to  the 
right  upon  the  strip  ah.  Let  A/  be  this  force.  The  end  block  at  B  has 
the  same  tendency  to  rotate  as  the  end  block  at  A  but  in  the  opposite 
direction,  and  hence  the  end  block  at  B  will  exert  a  force  A/  to  the  left 
upon  the  strip  ah.  Then  the  strip  ah  will  Have  a  compressive  stress  of 
A/  in  it  from  c  io  d  due  to  the  end  blocks.  The  second  block  from  the 
end  A  having  the  same  tendency  to  rotate  as  the  end  block  will  likewise 
exert  a  force  A/  to  the  right  upon  the  strip  ah  and  the  second  block  from 
the  end  B  will  exert  a  force  A/  to  the  left  upon  the  strip  ah,  and  hence  the 
strip  ah  will  have  a  compressive  stress  of  2A/  from  e  to  f  due  to  the  first 
and  second  blocks  from  the  ends.  The  third  block  from  the  end  A  will 
exert  a  force  A/  to  the  right  upon  the  strip  ah  and  the  third  block  from  B 
will  exert  a  force  A/  in  the  opposite  direction  upon  the  strip  ah  and  hence 
the  strip  ah  will  have  a  compressive  stress  of  3A/  from  I  to  g  due  to  the 
first,  second,  and  third  blocks  from  the  ends.  Thus  it  is  seen  that  the 
stress  in  the  strip  ah  is  increased  at  each  block  by  one  A/  as  we  pass  from 
either  end  toward  the  load  P  where  the  stress  is  a  maximum.  So, 
evidently,  A/  is  the  increment  of  the  bending  stress  in  the  strip  ah.  As 
the  strip  ah  could  be  any  horizontal  element  out  any  distance  y  from  the 
neutral  axis,  either  above  or  below,  it  is  evident  that  the  bending  stress  on 
any  horizontal  element  in  the  beam  will  vary  by  such  increments  as  A/ 
the  same  as  in  the  case  of  the  strip  ah;  of  course,  their  real  values  will  be 
diflferent  owing  to  their  distance  out  from  the  neutral  axis  being  different. 
For  the  value  of  A/  at  any  block  to  the  left  of  the  load  P  (Fig.  70)  we 
have 


(RAx)t, 
^f—l ' 


and  for  its  value  to  the  right  we  have 

A/- J » 

where  /  is  the  moment  of  inertia  of  the  cross-section  of  the  beam  in 
reference  to  the  horizontal  gravity  axis  of  the  beam;  y  the  distance  out 
from  the  neutral  axis  to  the  strip  or  element  considered;  and  R^x  and 
Rl^x  the  vertical  couple  in  each  respective  ease.  But  as  the  vertical 
couple  on  any  imaginary  vertical  block  or  strip  in  any  beam  whatever  is 
simply  the  shear  on  the  block  multiplied  by  its  length,  we  can  write  the 
general  expression  for  the  increment  of  the  bending  stress  at  any  point  in 


THEORETICAL  TREATMENT  OP  BEAMS  *  65 

any  beam  as 

A/='-^. (.). 

Then  beginning  at  either  end  of  a  beam  we  can  obtain  the  stress  on  any 
horizontal  element  x  distance  from  the  end  by  summing  up  the  stress 
increments  as  expressed  by  (a).     This  would  give  us 


2A/  =  5iSAjr|^. 


Bat  2A/  =  /  and  2iSAjr  =  Af^  the  bending  moment  (see  Art.  59)  at  a  point  x 
distance  from  the  end^  when  Aj;  becomes  an  infinitesimal.  Then  substi- 
tuting /  for  2A/  and  M  for  25Aj;  in  the  last  equation  we  have 

which  is  Formula  (D),  Art.  53. 

Owing  to  the  shear  being  constant  the  increments  of  the  bending 
stress  in  the  beam  shown  in  Fig.  70  are  constant  throughout  for  each 
horizontal  element  and  are  equal  to 

(fiAx)y 

^;-      /     • 

But  in  such  cases^  as  shown  in  Fig.  71^  they  will  be  different  owing  to  the 
variation  of  the  shear.  The  increment  between  A  and  the  load  Ply  in 
that  case,  due  to  the  loads  PI,  P2,  and  P3  is  expressed  as 


between  PI  and  P2  as 


^'"  I 


between  P2  and  P3  as 


and  between  P3  and  B  as 

(R-Pl-P2-P3)^y  ^^  _  (glAx)y 

It  is  seen  from  the  above  that  the  increment  of  the  bending  stress 
varies  directly  as  the  shear  and  hence  in  most  cases  the  greatest  increment 
will  be  at  the  ends  of  a  beam,  especially  when  the  weight  of  the  beam  is 
considered. 

61.    Horizontal  l^earing  Stress  in  Beams. — Let  AB  (Fig.  72) 

represent  a  portion  of  the  same  beam  shown  in  Fig.  56  (Art.  5'^),  which 
is  here  drawn  so  as  to  show  the  imaginary  block  abed  to  a  large  scale. 
Conceive  of  the  original  imaginary  block  abed  sub-divided  into  smaller 
imaginary  blocks  as  egkh,  gmnk,  etc.  We  can  now  conceive  of  the  shear- 
ing force  exerted  upon  the  block  abed  along  ab  and  ed  as  being  distributed 
to  each  of  the  smaller  blocks,  whereby  each  is  seen  to  have  a  vertical 
couple  which  we  can  conceive  of  as  being  an  increment  couple  of  the 
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vertical  couple  acting  upon  tlie  block  abed  as  a  whole.  Now,  evidently, 
each  of  the  smaller  blocks  has  a  tendency  to  rotate  owing  to  this  vertical 
couple,  and  if  rotation  does  not  take  place,  evidently  it  is  prevented  by 
the  material  joining  the  blocks  horizontally.  Then  the  forces  resisting  the 
vertical  couple  on  each  of  the  smaller  blocks  must  act  through  this  mate* 
rial,  forming  a  horizontal  couple  on  each  block  as  shown,  which  must 
necessarily  be  equivalent  and  opposite  to  the  vertical  couple  that  it  resists. 
Now,  it  is  readily  seen  that  these  horizontal  couples  tend  to  shear  the 
smaller  blocks  off  horizontally  the  same  as  the  vertical  couples  tend  to 
shear  the  same  blocks  off  vertically.  If  a  block  be  square,  it  is  readily 
seen  that  the  vertical  and  horizontal  couples  on  it  will  not  only  be 
equivalent,  but  will  be  equal  and  opposite,  which  means  that  each  of  the 
forces  in  the  horizontal  couple  is  equal  to  each  of  the  forces  in  the  vertical 
couple;  that  is,  the  four  forces  acting  upon  the  block  are  equal.  This 
means  that  the  horizontal  shear  on  the  smaller  blocks  is  equal  to  the 
vertical  shear  on  the  same-     But  if  tile  smaller  blocks  are  considered 


a  d 


F\g.  T8 


\ 


shorter  or  longer  in  one  direction  than  in  the  other,  the  unit  shear  is  not 
changed.  The  larger  sides  having  the  greater  area  will  simply  have  a 
greater  force  acting,  but  the  force  per  square  unit  will  be  just  the  same, 
as  our  mentally  changing  the  block  will  not  alter  the  unit  shear.  As  far 
as  the  two  couples  on  any  block  remaining  equivalent  is  concerned,  it  is 
evident  they  will,  for  as  the  force  on  one  side  is  increased,  the  lever  arm 
of  the  other  is  increased,  so  that  the  moments  of  the  couples  are  con- 
tinually equivalent.  So  it  really  does  not  matter  what  shape  our  fancy 
molds  the  imaginary  parts,  for  it  remains  evident  that  the  horizontal  and 
vertical  shear  on  any  particle  in  any  beam  are  equal.  Then,  if  we  know 
the  horizontal  shear  on  any  particle,  wc  know  the  vertical,  as  the  two  are 
equal,  and  vice  versa.  The  determining  of  the  total  vertical  shear  at  any 
vertical  section  of  a  beam  is  an  easy  matter,  but  just  what  the  intensity 
of  it  is  on  any  particular  particle  is  another  thing.  What  we  really  do  is 
to  find  the  horizontol  shear  and  consider  the  vertical  sheor  equal  to  the 
same.  In  order  to  do  this,  let  abed,  Fig.  73,  represent  the  imaginary  block 
abed  of  Fig.  56,  as  an  independent  body  where  the  other  parts  of  the  beam 
are  replaced  by  the  forces  which  those  parts  exert  upon  the  block.  Let 
go  be  the  neutral  plane.  The  part;  of  the  beam  to  the  left  of  the  block 
will  exert  upon  it  the  bending  stresses  represented  by  the  arrows  in 
triangles  agm  and  bgm',  and  also  the  vertical  shearing  force  S  along  ab, 
while  the  part  of  the  beam  to  the  right  will  exert  upon  it  the  forces 
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represented  by  the  arrows  in  the  triangles  dole  and  cok',  which  resist  the 
bending  stresses  represented  by  the  arrows  in  the  triangles  agm  and  bgm', 
and  hence  are  equal  and  opposite  to  them^  and  also  the  shearing  force  5 
along  dc,  which  is  equal  and  opposite  to  the  force  S  acting  along  ab,  and 
also  the  bending  stress  increments  represented  by  the  arrows  in  the 
triangles  don  and  con^. 

The  bending  stresses  represented  by  the  arrows  in  triangles  agm  and 
bgm^  are  transmitted  directly  through  the  block  and  are  balanced  directly 
by  the  forces  represented  by  the  arrows  in  the  triangles  dok  and  cok%  so^ 
evidently^  none  of  these  forces  causes  horizontal  shear  on  the  block  and 
can  be  disregarded.  The  force  S  acting  along  ah  and  the  equal  and 
opposite  force  S  acting  along  dc  and  the  bending  stress  increments  repre- 
sented by  the  arrows  in  the  triangles  don  and  con'  are  the  only  forces 
remaining.  But  as  each  of  the  forces  S  acts  vertically^  it  is  evident  that 
the  horizontal  shear  in  the  block  is  due  entirely  to  the  forces  represented 
by  the  arrows  in  the  triangles  don  and  con' ;  that  is^  to  the  increments  of 
the  bending  stresses  on  the  block,  and  hence  it  remains  for  us  to  consider 
these  forces  only. 

Now,  evidently,  the  horizontal  shear  on  any  element  as  ee  of  the 
block  ahcd  is  equal  to  the  algebraic  summation  of  these  increment  forces 
on  either  side  of  ee,  the  same  as  in  the  case  of  any  body.  Therefore,  the 
horizontal  shear  at  ee  is  equal  to  the  sum  of  these  forces  between  d  and  e, 
or  between  e  and  c. 

The  moment  of  these  increment  forces  is  equal  to  SAx,  which  they 
resist.    Then  it  is  readily  seen  that  the  stress  at  d,  represented  by  nd,  is 


and  at  tf  it  is 


^^^  (SAx)h 


'  I       ' 


where  I  is  the  moment  of  inertia  of  the  cross-section  of  the  beam  at  the 
block  abed.    Then  the  average  increment  stress  between  d  and  e  is 


r-^^-mi^)- 


Multiplying  this  by  de,  we  obtain  the  total  horizontal  shear  along  ee, 
which  is 


-m(^)(-») 


Now  this  shear  is  distributed  over  the  horizontal  strip  through  the  block 
bX  ee.  If  6  be  the  width  of  the  beam,  the  area  of  this  horizontal  strip  will 
be  &Ax.    Then  the  shear  per  square  inch  upon  it  will  be 


^'-{m^-^){^-')- 


from  which  we  obtain  the  formula 


*.4{^") (o). 
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From  Formula  (G)  the  horizontal  shear  (and  incidentally  the  vertical) 
can  be  obtained  at  any  point  in  any  beam  either  above  or  below  the  neutral 


axis. 


It  is  readily  seen  that  Formula  (G)  is  an  equation  to  a  parabola, 
which  means  that  the  horizontal  shear  on  any  beam,  and  likewise  the 
vertical  shear,  varies  on  any  vertical  section  as  the  ordinates  to  a  parabola, 
as  represented  by  the  horizontal  ordinates  to  the  curve  oxfe  shown  in  Fig. 
73.     If  y  =  h,  the  shear  Sj^  is  equal  to  0.     If  y  =  0. 


''=6/(3)' 


which  is  the  maximum.  So  it  is  seen  that  both  the  vertical  and  horizontal 
shear  is  0  at  the  top  and  likewise  at  the  bottom  of  any  beam,  and  a 
maximum  at  the  neutral  axis. 

62.  Maximum  Stress. — It  is  seen  from  the  preceding  article  that 
every  particle  in  a  loaded  beam,  except  the  particles  at  the  top  and  bottom 
edges,  and  those  in  the  neutral  axis,  is  subjected  to  horizontal  and  vertical 
shear  and  to  a  direct  horizontal  stress  which  may  be  either  tension  or 
compression,  depending  upon  the  position  of  the  particle  in  the  beam.  In 
the  case  of  a  cantilever  beam  the  particles  at  the  top  edge  are  subjected  to 
direct  tension  only,  while  all  particles  between  the  top  edge  and  neutral 
axis  are  subjected  to  horizontal  and  vertical  shear  and  also  to  direct 
tension,  and  the  particles  in  the  neutral  axis  are  subjected  only  to  hori- 


Fig.  74 


FIgr.  76 


zontal  and  vertical  shear.  At  the  bottom  edge  of  a  cantilever  beam  the 
particles  are  subjected  to  a  direct  compression  only,  while  the  particles 
between  the  bottom  edge  and  neutral  axis  are  subjected  to  horizontal  and 
vertical  shear  and  also  to  direct  compression.  In  the  case  of  a  simple 
beam  we  have  exactly  the  reverse  of  the  cantilever  beam.  As  an  illustra- 
tion, let  AB  (Fig.  74)  represent  a  short  portion  of  a  simple  beam  where 
00  represents  the  neutral  axis.  The  particles  at  the  top  edge  are  sub- 
jected to  direct  compression  only,  as  indicated  at  a,  while  the  particles 
between  the  top  edge  and  neutral  axis  are  subjected  to  horizontal  and 
vertical  shear  and  also  to  direct  compression  as  indicated  at  h,  the 
particles  in  the  neutral  axis  are  subjected  only  to  horizontal  and  vertical 
shear  as  indicated  at  c.  At  the  bottom  edge  the  particles  are  subjected 
to  direct  tension  only,  as  indicated  at  e,  while  the  particles  between  the 
bottom  edge  and  the  neutral  axis  are  subjected  to  horizontal  and  vertical 
shear  and  also  to  direct  tension,  as  indicated  at  d. 

It  is  seen  from  Fig.  74  that  the  intensity  of  the  maximum  stress  on 
any  particle  at  the  top  or  bottom  edge  of  the  beam  is  simply  the  direct 
stress  on  it,  but  the  intensity  of  the  maximum  stress  on  any  other  particle 
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is  not  so  evident,  for  here  the  maximum  stress  is  due  to  the  combined 
action  of  the  shearing  forces  and  direct  stress.  Let  Fig.  75  represent  a 
small  imaginary  block  taken  from  a  simple  beam,  corresponding  to  the 
block  at  d.  Fig.  74.  For  convenience  consider  the  block  to  be  a  cube 
having  sides  of  unit  length,  and  let  h  represent  the  horizontal  shear  and 
V  the  vertical  shear.  It  is  readily  seen  that  the  h  along  fe  and  the  v  along 
ek  acting  against  the  v  along  fg  and  the  h  along  kg  produce  tension  upon 
all  such  strips  through  the  block  as  fk,  while  the  h  along  fe  and  the  t; 
along  fg  acting  against  the  v  along  ek  and  the  h  along  kg  will  produce 
compression  upon  all  such  strips  through  the  block  as  eg.  Now  it  is 
evident  that  the  maximum  tension  and  compression  as  the  case  may  be, 
due  to  the  shearing  forces,  will  be  upon  strips  perpendicular  to  the 
resultant  of  the  shearing  forces.  As  the  horizontal  and  vertical  shear  are 
equal  it  is  obvious  that  their  resultant  will  always  be  at  45°  with  the 
horizontal  and  vertical  and  hence  the  maximum  tension  or  compression 
stresses  due  to  these  forces  will  be  upon  strips  perpendicular  to  this 
direction,  that  is,  45°  from  the  direction  of  the  shearing  forces  them- 
selves. It  is  readily  seen  that  the  direct  tensile  stress  indicated  as  p  on 
the  block  will  increase  the  tension  due  to  the  shearing  forces  on  the  strip 
fk  and  decrease  the  compression  on  the  strip  eg;  while  if  p  were  a  com- 
pressive Stress  just  the  reverse  would  be  true.  While  the  tensile  stress  p 
would  increase  the  tension  on  the  strip  fk,  yet  this  would  not  be  the 
maximum  tension  on  the  block,  for  evidently  the  maximum  would  be  on  a 
strip  through  the  block  perpendicular  to  the  resultant  of  the  stress  p  and 
the  shearing  forces  v  and  ^.  This  resultant  would  have  some  position  as 
Rt,  if  p  were  tension,  and  Re,  if  p  were  compression,  and  the  maximum 
tensile  stress  then  would  be  upon  strips  through  the  block  perpendicular 
to  Rt;  and  if  p  were  compressive  the  maximum  compressive  stress  would 
be  upon  strips  through  the  block  perpendicular  to  Rc' 

If  the  resultant  of  the  shearing  forces  on  the  particles  of  any  beam 
were  graphically  combined  throughout  the  beam  with  the  direct  stresses 
on  the  particles,  the  balanced  resultants  obtained  would  form  curves 
known  as  the  lines  of  maximum 
stress.  As  an  example,  let  AB  (Fig. 
76)  represent  a  simple  beam.  By 
combining  the  forces  at  e,  d,  c,  etc., 
as  indicated  at  e\  d',  and  c',  the/\|c 
curve  edc  would  be  obtained  and  by 
combining  the  forces  on  the  particles 
throughout  the  entire  beam  we  would 
obtain  some  such  lines  as  t,  t\,  i2, 
etc.,  representing  the  direction  of  the 
action  of  the  maximum  tensile 
stresses    in    the    beam.      Now,    evi-  Fig.  jc 

dently,  if  any  particle  in  the  beam 

failed  in  tension  the  failure  would  take  place  perpendicular  to  these  lines 
of  maximum  tension. 

If  the  maximum  compressive  stresses  were  platted  in  the  same 
manner  they  would  take  some  such  position  as  indicated  by  the  dotted 
lines  on  the  beam,  and  if  any  particle  failed  in  compression  the  failure 
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would  evidently  take  place  perpendicular  to  these  lines  of  maximum 
compression. 

It  is  readily  seen  from  Fig.  75  that  the  shear  due  to  the  shearing 
forces  V  and  h  along  a  strip  as  eg,  45°  with  the  horizontal  or  vertical, 
will  be  zero,  for  the  two  shearing  forces  h  and  v  on  each  side  will  just 
balance  each  other  when  resolved  along  that  direction.  Then  the  only 
shear  along  that  direction  will  be  due  to  the  direct  stress  p.  If  we 
imagine  the  strip  rotated  about  o  it  is  readily  seen  that  the  shearing 
forces  will  produce  shear  along  the  strip  when  it  slopes  other  than  45° 
with  the  horizontal  and  the  maximum  shear  on  it  due  to  the  shearing 
forces  and  direct  stress  combined  will  occur  when  the  angle  of  slope  has 
some  particular  value.  But  this  angle  of  slope  depends  upon  the  relative 
intensity  of  the  shearing  forces  and  the  direct  stress.  .  The  direction  of 
maximum  tension  and  compression  stresses  also  depends  upon  the  relative 
intensity  of  the  shearing  forces  and  direct  stress.  So  we  will  now  deter- 
mine these  relations. 

Let  Fig.  77  represent  a  material  particle  assumed  rectangular, 
subjected  to  horizontal  and  vertical  shear  of  s  pounds  per  square  inch 
and  to  a  tensile  stress  of  /  pounds  per  square  inch.    Suppose  the  particle 

to  be  one  unit  in  thickness,  and  let  a  be  its  width 
and  b  its  length.  Then  sa  will  be  the  total  vertical 
shear  and  sb  the  total  horizontal  shear,  and  fa  the 
total  tensile  stress,  as  indicated  in  the  figure.  Let 
dd  be  an  imaginary  diagonal  strip  through  the  par- 
ticle. If  the  shearing  and  tensile  forces  be  resolved 
pjg.  77  perpendicularly  and  parallel  to  this  imaginary  strip 

dd,  the  components  perpendicular  to  the  strip  will 
produce  tension  on  it,  while  the  components  along  the  strip  will  produce 
shear.  Let  t  be  the  tensile  stress  per  square  inch  perpendicular  to  the 
strip  dd  and  let  v  be  the  shearing  stress  per  square  inch  along  the  strip, 
and  let  0  be  the  angle  that  the  strip  dd  makes  with  the  horizontal  axis 
of  the  particle;  then,  considering  the  forces  on  one  side  of  dd  only,  we 
have 

(1)  tdd  =  fa  sinO  +  sb  sinO  +  sa  cos6  for  the  tension, 
and 

(2)  vdd  =  fa  cosO-\-sb  cos6-sa  sinS  for  the  shear. 

Dividing  (1)  and  (2)  hy  dd  and  substituting  sinO  for  a/dd  and  coaO  for 
b/dd,  we  have 


and 


(3)   t  =  f  sin=^  +  2*  cos^sin^  =  ^  (l-cos2^)  +«  ain29, 


(4)  v  =  f  sinOcosO  +  *  (cos^^  -  sin^^)  =  ^  sin2^  +  «  cos2ft 


It  is  evident  that  t  M^ill  be  a  maximum  when  0  has  a  certain  value  and  v  a 
maximum  when  6  has  a  certain  other  value.    Differentiating  (3)  we  have 

dt  =  f  sm^OdO  +  2«  cos^OdO. 
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Now^  i  will  be  a  maximum  when 

dt 

^  =  /  8in2e  +  2s  00826  =  0, 

from  which  we  obtain 

(5)  tan  26=-^  ^ 

as  the  value  of  0  when  Ms  a  maximum. 

Treating  (4)  in  the  same  manner  we  obtain 

(6)  tan  20  =  4- 

2s 

as  the  value  of  0  when  v  is  a  maximum.     Expressing  the  value  of  the 
tangent  in  (5)  in  terms  of  tiie  sine,  we  have 

sin  26        _2s 
Vl-sin*  20    "  /" 
Squaring  and  reducing,  we  have 

(fl)  8in26=±        ^' 


Vp  +  4#* 

Tbea  expressing  the  value  of  the  tangent  in  (5)  in  terms  of  the  cosine, 
we  have 

Vl-cos^  20       2s 


cos  26  / 

from  which  we  obtain 


(6)  cos26=±-pX=-. 


Referring  to  equation  (5),  as  tan26  =  -8in26/cos26,  a  minus  quantity,  it 
is  evident  that  sin  26  and  cos  20  will  have  oppK)site  signs,  that  is,  when 
one  is  plus  the  other  will  be  minus.  Then  substituting  the  value  of  sin  26 
and  cos  26  given  in  (a)  and  (&),  respectively,  in  (3),  taking  one  plus  and 
the  other  minus,  we  obtain 

t4±^f^ (H). 


By  treating  (6)  in  the  same  manner  as  (5)  was  treated  above,  we  obtain 

and 

cos26=±— =EL=- 

Vp  +  4*2 

Substituting  these  values,  which  will  have  like  sign,  in  (4),  we  obtain 

-=^yl^ W- 

The  maximum  or  minimum  tensile  or  compressive  stresses  on  any 
material  particle  subjected  to  shear  and  direct  stress  can  be  computed 
from  (H).    If  /  be  tension,  t  will  be  tension  when  the  radical  is  taken  as 
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plus  and  compression  when  taken  as  minus.  Thus  both  tension  and 
compression  stresses  are  obtained.  If  /  be  compression,  by  using  the  plus 
sign  before  the  radical  we  obtain  ttie  compressive  stress  and  by  using  the 
minus  sign  we  obtain  the  tension.  As  the  plus  sign  in  (H)  gives  the 
maximum  stress  in  all  cases  it  is  rarely  necessary  to  use  the  minus  sign. 
The  maximum  shear  on  any  material  particle  subjected  to  shear  and 
direct  stress  can  be  obtained  from  (I).  It  is  immaterial  whether  the 
plus  or  minos  sign  before  the  radical  be  used  as  the  two  values  will  be 
the  same. 

The  direction  of  the  maximum  shearing  stress  can  be  obtained  from 
(6)  and  a  direction  perpendicular  to  the  maximum  and  minimum  tensile 
and  compressive  stresses  can  be  obtained  from  (5). 

There  are  only  a  few  cases  where  the  above  formulas  need  to  be 
applied.  They  need  not  be  applied  in  the  case  of  ordinary  beams,  tor 
here  both  the  maximum  tension  and  compression  stresses  occur  on  the 
outer  elements  where  tlie  shearing  stress  is  zero,  and  the  maximum  shear 
occurs  at  the  neutral  axis  where  the  direct  stress  is  aero. 

63.  Deflection  of  Beams. — Beams 
supporting  loads  deflect  or  bend  ow- 
ing to  the  distortion  of  their  parts  which 
results  from  the  loading.  Let  Fig.  78  rep- 
resent an  unloaded  rectangular  wooden 
cantilever  beam  which  we  will  assume  to 
be  straight  and  absolutely  horizontal. 
Imagine  this  beam  divided  into  very  short 
rectangular  blocks  by  imaginary  planes 
passing  perpendicularly  to  its  longitudinal 
axis.  Now  if  loads  were  applied  to  this 
:  beam,  these  rectangular  blocks  would  be- 
;ome  wedgc-shnpcd  na  shown  in  Fig.  (9, 
and  the  imaginary  planes  dividing  the  beam 
into  blocks  instead  of  being  parallel  would 
hecome  tangent  to  some  curve  as  «*'*",  and 
the  neutral  axis  oo  instead  of  being  straight 
would  become  a  curve  which  would  be 
known  as  the  "elastic  curve"  of  the  beam. 
The  distance  from  the  intersection  of  any 
two  adjacent  imaginary  planes  to  the  neu- 
tral axis  oo  would  be  known  as  the  radius 
of  curvature  of  the  elastic  curve  at  the  in- 
tercepted block.  The  vertical  distance  that 
any  point  on  the  neutral  axis  would  move 
down  from  its  original  position  would  be 
known  as  the  deflection  of  the  point  and  of 
the  beam  at  that  point,  and  the  deflection 
of  any  one  point  on  the  neutral  axis  in 
reference  to  another  would  be  the  differ- 
ence of  their  deflections.  For  example,  the 
distance  y  (Fig.  79)  from  the  horizontal 
line  IIo  to  the  point  g  would  be  the  deflec- 
tion of  point  g,  and  likewise  the  deflection 
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of  the  beam  at  that  point,  while  tht  distance  s  would  be  the  deflection  of 
[Mint  g  in  reference  to  point  k. 

It  is  readily  seen  that  the  curving  of  the  neutral  axis  results  from 
the  distortion  of  the  blocks.  Then  it  is  evident  that  if  the  slope  of  the 
blocks  in  reference  to  one  another  be  determined,  an  equation  of  the 
elastic  cur^e  expressing  this  relation  can  be  derived,  from  wliich  the 
deflection  of  the  beam  at  any  point  in  reference  to  any  other  point  can  be 
computed.     So  we  shall  now  proceed  to  derive  such  an  equation  of  the 

Let  Fig.  80  represent  any  four  consecutive  distorted  blocks  of  the 
iM-am  shown  in  Fig.  79,  By  drawing  the  center  line  of  each  block  we 
have  the  broken  line  curve  liabcA  which  has  for  its  limit  the  elastic 
curve  SS  as  the  lengths  of  the  blocks  decrease;  that  is,  become  infini- 
tesimal. It  is  readily  seen  that  the  radius  of  curvature  at  any  block  is 
]H-rpendicular  to  its  center  line 
at  midpoint.  So  the  slope  of  the 
center  line  of  any  block  with  the 
horiiontal  or  X-axis  is  the  same 
as  that  of  the  tangent  of  the 
elastic  curve  at  that  point.  In 
fact,  the  two  coincide. 

Let  HB  be  a  horiEontnl 
line.  Then  0  is  the  angle  that 
the  tangent  to  the  elastic  curve 
at  the  center  of  the  block  vurw 
makes  with  the  horiiontal  or  X- 
asis.  Now,  as  the  length  of  the 
block  vurw  decreases,  the  center 
line  aB  comes  nearer  and  nearer 
to  coinciding  with  the  arc  of  the 
elastic  curve  passing  through  the 
block.  So  if  the  length  of  the 
block  be  infinitesimal  the  points 
a  and  B  will  be  on  the  elastic 
curve  and  the  vertical  di.stance 
ad  will  be  the  deflection  of  point 
a  in  reference  to  B,  and  ad 
would  be  a  first  differential  of  the  vertical  or  g  ordinate  to  the  elastic 
curve  at  that  point.  Likewise,  the  distance  eb,  gc,  and  kA  will  each  be 
a  first  differential  of  a  y  ordinate  to  the  elastic  eun'e  when  the  length  of 
each  of  the  other  blocks  boconies  infinitesimal.  Letting  A  represent  the 
deflection  of  point  A  in  reference  to  B,  we  have 


^  =  ad  + 


+  gc 


kA, 


which  is  simply  the  summation  of  the  first  differentials  summed  up  from 
B  to  A.  Let  dB  =  ea  =  gb  =  kc  =  dr,  an  infinitesimal,  which  would  really 
be  the  case  when  the  lengths  of  the  blocks  arc  infinitesimal.  Then  by 
prolonging  aB,  the  center  line  of  block  vum;  to  /  we  have  rf  =  ad.  Now 
•IS  ad  and  eh  are  each  n  first  differential  of  n  y  ordinate  to  the  elastic 
curve,  fb  is  a  second  differential  of  the  same,  being  the  difference  between 
two  consecutive  first  differentials;  and   similarly   he   and   mA    are  also 


\ 
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second  differentials  of  y  ordinates  to  the  elastic  curve.  It  is  readily  seen 
that  ffc  =  ad  +  fb  +  hc  and  that  kA  =ad  +  fb  +  he  +  mA,  etc.;  that  is,  each 
first  differential  is  equal  to  tbe  summation  of  the  secund  differentials  plus 
the  first  differeJitial  ad  summed  up  from  B  to  the  point  considered.  Now 
if  tile  summation  be  from  A  to  B  instead  of  B  to  A,  as  above,  we  have  the 
case  shown  in  Fig.  81,  where  ce,  bf,  ak,  and  Bn  are  first  differentials,  and 
gb,  ha,  and  mB  are  second  differentials.  Taking  A  as  the  origin,  we  have 
ak  =  ce  - rjb  ~  ha,  and  Bn  =  ce- gb-  ha-  mB;  that  is,  any  first  differential 
of  a  g  ordinate  to  the  elastic  curve  is  equal  to  the  summation  of  the  second 
differentials  summed  up  from  the  origin  to  the  point  considered,  plus  the 
first  differential  ce.  (Fig.  Si.)  The  second  differentials  are  minus  in  the 
last  case,  as  they  are  measured  down  to  the  curve;  while  the  first  dif- 
ferentials are  measured  up  to  the  curve.  For  the  deflection  of  point  A  in 
reference  to  B  we  have  ^  =  ee  +  bf 
+  ak  +  Bii,  which  is'  simply  the  sum- 
mation of  the  first  differentials 
summed  up  from  A  to  B.  Now,  as 
stated  above,  any  first  differential 
at  any  point  is  equal  to  the  summa- 
tion of  the  second  differentials 
summed  up  from  A  to  the  point, 
plus  the  first  differential  ce,  while 
in  the  case  shown  in  Fig.  SO  the 
first  differential  at  any  point  is 
equal  to  tiie  summation  of  the  sec- 
ond differentials  .summed  up  from  B 
y\g^  ei  to  the  point,  plus  the  first  differen- 

tial ad.  It  is  readily  seen  that  as 
far  as  the  deflection  of  point  A  in  reference  to  point  B  is  concerned, 
both  of  the  first  differentials  ad  (Fig.  80)  and  ce  (Fig.  81)  are 
constants,  and  being  such  they  will  appear  as  constants  of  integration  in 
the  summation  of  the  second  differentials.  It  is  first  necessary  to  derive 
an  expression  for  the  second  differential  of  any  y  ordinate  to  the  elastic 
curve  in  terms  of  known  quantities.  Referring  to  Fig.  80,  if  the  length 
of  the  two  blocks  stuv  and  vutw  be  infinitesimal,  the  angle  subtended  by 
their  radii  of  curvature  will  be  an  infinitesimal  angle  d6,  and  as  one  radius 
is  perpendicular  to  aB,  the  center  line  of  block  vurw,  and  the  other  one 
to  ab,  the  center  line  of  block  ituv,  the  angle  fab  will  be  equal  to  that 
subtended  by  the  radii,  or  d0.  Then,  as  the  angle  dO  (Fig.  80)  is 
infinitesimal,  we  have 

fb  =  abde  or  d^y  =  abde (1). 

The  permissible  deflection  of  a  beam  in  any  case  is  very  small  compared 
to  its  length  (1/1,000),  so  that  no  appreciable  error  will  be  made  if  we 
assume  the  slope  distance  ab~ea  =  dx.  Then  by  substituting  in  (1),  we 
have 

d's  =  dxd$ (2). 

Now  d6  is  the  slope  that  the  block  aluv  makes  with  the  block  vunc, 
which  results  entirely  from  the  distortion  of  the  block  ituv.  Then, 
evidently,  the  value  of  dB  will  be  directly  proportional  to  the  bending 
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moment  at  the  block  stuv  and  inversely  proportional  to  the  modulus  of 
elasticity  of  the  material  composing  the  block  and  also  inversely  propor- 
tional to  the  moment  of  inertia  of  its  cross-section.  Then  dO  can  be 
expressed  in  terms  of  these  quantities. 

Through  a  (Fig.  80)  draw  the  line  s't'  parallel  to  sL  Then  the 
angle  s^av  =  dO,  Let  a  =  the  longitudinal  distortion  of  an  element  of  the 
block  {stuv)  distance  s  above  ab.     Then  we  have 

a=zd$. 

But,  according  to  Art  33^ 

__Ms     ab     Mzdx 

(Mz/I= stress  on  element)  (see  Formulas  B  and  D^  Arts.  33  and  53)^ 
where  M  =  the  bending  moment  of  the  block  stuv  and  /  =  moment  of 
inertia  of  the  cross-section  of  the  block  and  E  the  modulus  of  elasticity 
of  the  material  composing  it.  Now^  combining  these  two  equations,  we 
have 

Substituting  this  value  ot  dO  in  (2)  we  have 

^      Mdx^ 


IE 

which  is  the  expression  for  the  second  differential  of  the  y  ordinate  to  the 
elastic  curve  at  block  stuv  in  terms  of  known  quantities,  but  which  at  the 
same  time  is  really  the  expression  for  the  vertical  drop  of  the  elastic 
curve  from  a  to  &  due  wholly  to  the  distortion  of  block  stuv.  Now,  this 
same  expressioa  will  hold  in  the  case  of  any  of  the  blocks,  as  no  special 
case  was  taken.  Then,  evidently,  by  substituting  the  proper  value  of  M 
in  the  expression  and  integrating  twice,  the  deflection  of  point  A  in 
reference  to  B  will  be  obtained.  It  is  evident  that  the  above  discussion 
will  apply  to  any  number  of  blocks  as  well  as  to  four,  so  our  expression 
for  the  second  differential  of  the  y  ordinates  to  the  elastic  curve  will  apply 
to  the  entire  beam  or  any  part  of  it,  as  A  and  B  can  be  any  two  points, 
and  as  the  bending  in  the  case  of  any  beam  can  be  nothing  different  from 
the  bending  of  a  cantilever  beam  here  considered,  the  expression  is 
evidently  applicable  in  the  case  of  any  beam  whatever,  loaded  in  any 
manner,  and  is  hence  a  general  differential  equation  of  the  elastic  curve 
of  any  beam  or  any  body  whatever,  subjected  to  bending  stresses.  For 
convenience,  the  equation  is  usually  written 

^^5=*^ (K)- 

Referring  to  Fig.  79,  it  will  be  seen  that  the  curve  **'*"  is  an 
evolute,  while  the  elastic  curve  00  is  an  involute.  In  case  of  a  simple 
beam  there  would  be  two  branches  to  the  evolute. 

64.    Deflection  of  Cantilever  Beams. — 

Case  J.     When  the  beam  supports  a  single  load  at  its  free  end. 
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Let  AB  (Fig.  82)  represent  the  beam  of  length  L,  P  the  load,  and 
let  X  and  y  be  the  co-ordinates  to  the  elastic  curve  at  any  point  when  the 

origin  is  taken  at  B,  and  x,  and  y,  the  co-ordi- 
^    nates  when  the  origin  is  taken  at  A, 

First,  taking  B  as  the  origin,  we  have  M^P 
(JL-x)   for  the  bending  moment  at  any  point  x 
g2  distance  from  B,    Now  substituting  this  value  of 

M  in  Formula  (K)  (Art.  63),  we  have 

£/g=P(L-*) (1). 

Integrating  once,  we  have 

ax  2 

Now,  dy,/dx,  is  the  expression  for  the  tangent  of  the  angle  that  the  elastic 
curve  makes  with  the  horizontal  or  x  axis  at  any  point  x  distance  from  B, 
It  is  readily  seen  that  dy/dx  ^  0  sX  B,  the  origin,  as  the  elastic  curve  is 
horizontal  at  that  point.  But  x  =  0  also  at  that  point.  Then  substituting 
0  for  dy/dx  and  for  x  in  the  above  equation,  we  have  Ci  =  0.  Now  as 
Cj  =  0,  the  preceding  equation  becomes 

£/^=PI,»-P^ (2), 

which  is  the  general  equation  for  the  slope  of  the  elastic  curve  at  any 
point  between  B  and  A  with  B  as  the  origin.  From  this  equation,  the 
slope  of  the  beam  (=  slope  of  the  elastic  curve)  at  any  point  can  be 
computed  by  substituting  for  x  its  numerical  value.  For  example,  the 
slope  of  the  beam  at  a  point  h  distance  from  *B  is 

^  '"''^'''-^ 

dx  EI 

which  is  the  tangent  of  the  angle  that  the  tangent  to  the  elastic  curve  at 
that  point  makes  with  the  a?-axis. 
Next  integrating  (2)  we  have 

EIy  =  PL--P-  +  C,. 

Now  at  B  both  y  and  x  =  0,  Then  substituting  0  for  x  and  also  for  y,  we 
have  Cg  =  0.    Hence,  we  have 


P  [^  x^      x^\ 


which  is  the  algebraic  equation  of  the  elastic  curve  when  the  origin  is  at 
B,  From  this  equation  the  deflection  of  the  beam  at  any  point  can  be 
computed  by  substituting  for  x  its  numerical  value.  It  is  readily  seen 
that  the  deflection  will  be  a  maximum  when  x  =  L.  Let  A  =  the  maximum 
deflection;  then  we  have 
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=  A  =  X/^ 


V 


Now  taking  A  as  the  origin,  we  have  for  the  bendincj  moment  at  any 
point  X,  distance  from  A,  M  =  Px,.  Then  substituting  tliis  value  of  A/  in 
Formula  (K)  (63),  we  have 


EI^^^Px,. 


dxr 


Integrating  once,  we  have 


+  C' 


Now,  dy,/dx,  =  0  when  x  -  L.  Then  substituting  these  values  for  dy,/dx, 
and  X,  respectively,  in  the  preceding  equation,  we  have  C'  =  -PLV2. 
Then  substituting  this  value  of  C  in  the  equation,  we  have 


dy,     Px,'     PL- 


dx.        2 


2 


(4) 


for  the  general  equation  for  the  slope  of  the  elastic  curve,  from  which  the 
slope  of  the  curve  at  any  point  x,  distance  from  A  can  be  computed  by 
substituting  for  x,  its  numerical  value. 
Next,  integrating  (4),  we  have 


6 


2 


Now,  when  *,  =  0,  y,  =  0.    Substituting  0  for  x,  and  also  for  y,  we  have 
c"  =  0.    Then  we  have 


>    2 ; 


(5) 


for  the  equation  of  the  elastic  curve  when  the  origin  is  at  ii,  from  which 
the  vertical  ordinate  y,  at  any  point  x,  distance  from  A  can  be  computed 
by  substituting  for  x,  its  numerical  value.  Then,  by  subtracting  this  y, 
ordinate  from  the  maximum  deflection  A  the  deflection  of  the  point  in 
question  is  obtained.  It  is  readily  seen  from  Fig.  82  that  the  y,  ordinate 
is  equal  to  A  when  x,  =  L.    So  substituting  in  (5)  we  have 

_P_(L\L^\_PL^ 
^'"^"EIXG        3/"     3LV' 

which  is  the  same  as  found  above  except  for  the  sign,  which  is  due  to  the 
ordinates  being  measured  in  the  opposite  direction. 

Case  II,     When  the  beam  supports  two  loads. 

Let  AB  (Fig.  83)  represent  the  beam,  P 
and  P'  the  loads,  and  let  a  be  the  distance  that 
load  P  is  from  B,  b  the  distance  between  the 
loads  and  d  the  distance  that  the  load  P'  is  from 
A,  the  end  of  the  beam.  Take  B  as  the  origin, 
and  let  x  and  y  represent  the  co-ordinates  to 
the  elastic  curve.  When  x  is  less  than  a,  we 
have  for  the  bending  moment  at  a  point  x  dis-  Fig.  83 
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tance  from  B 

Af=(a-jr)P+(6  +  a-a:)P', 

therefore,  EIj^^  =  {a-  x)P  +  (6  +  a  -  a:)P'. 

Integrating,  we  have 

ax  z  2 

But  dy/dx  =  0  when  a:  =  0 ;  therefore,  C  =  0,  and  we  have 

EI^  =Pax-P^  +P'bx^P'ax-^ (6). 

dx  2  2 

Now  integrating  (6),  we  have 

^^       ^    X-    Px^     P'hx^     P'ax'     P'x^     ^„ 

Ely  -Pa + + +  C". 

^  2        622  6 

But  y  =  0  when  x  =  0 ;  therefore,  C  -  0,  and  we  have 

1  /Pax^     Px^      P'bx^     P'ax'     P'x-\ 

y=Ei\—'-r'-2-'-—z — TJ (^)- 

Now  when  x  is  greater  than  a  and  less  than  a  +  6,  we  have 

M  =  P\a^h-x) 

for  the  bending  moment  at  any  point  between  P  and  P',  x  distance  from 
B,    Therefore, 

dx^ 

Integrating,  we  have 

du                                P'x'^ 
El-f^P'ax  +  P'hx  -  ^+  C, (8). 

dx  a 

Now  it  is  readily  seen  that  equations  (6)  and  (8)  are  equal  when 
J7  =  a  in  each.  So,  substituting  a  for  x  in  each,  equating  and  cancelling, 
we  have 

„  JPai 

Substituting  this  value  of  C,  in  (8)  we  have 

£/^=P'a:r  +  P'6x-^  +  ^'.. (9). 

Integrating,  we  have 

^^       P'aj:=     P'hx^     P'x^     Pa^x     ^  ,,^, 

^'^=-2-^-T---6-^-2--^^ (^^)- 

Now  it  is  readily  seen  that  equations  (7)  and  (10)  are  likewise 
equal  when  x  =  a  m  each.  So  substituting  a  for  x  in  each,  equating  and 
cancelling,  we  have 

c..=-  ^-' 


// 


6 
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Substituting  this  value  of  C„  in  (10)^  we  have 


ax^     P'bx^     P'x^     Pa 


+ 


2 


G 


+ 


arx     Pa^\ 
2  6~/ 


(11) 


Now  the  slope  of  the  elastic  curve  at  any  point  between  B  and  the 
load  P  can  be  computed  from  equation  (6)  and  at  any  pK)int  between  the 
loads  from  (9),  while  the  deflection  at  any  point  between  B  and  the  load 
P  can  be  computed  from  equation  (7)  and  at  any  point  between  the  loads 
from  (11)  by  substituting  for  x  its  numerical  value  in  each  case. 

The  maximum  deflection  will  be  at  A,  This  can  be  determined  in 
the  following  way: 

First  compute  the  deflection  of  the  beam  at  the  load  P'  from  equa- 
tion (11)  (substituting  (a +  6)  for  jt).  Then  compute  the  slope,  that  is, 
the  tangent  of  the  slope  angle  at  that  point  from  (9)  and  multiply  this 
slope  by  the  distance  d,  which  will  give  the  deflection  of  the  point  A  in 
reference  to  the  point  at  P\  Then  add  this  deflection  to  the  deflection  of 
the  beam  at  P%  and  we  will  have  the  total  deflection  at  A, 

Case  III.  When  the  beam  supports  a  uniform 
load. 

Let  AB  (Fig.  84)  represent  the  beam  support- 
ing a  uniform  load  of  w  pounds  per  foot  of  length. 
Take  B  as  the  origin,  and  let  x  and  y  represent  the 
co-ordinates  to  the  elastic  curve.  Then  the  bending 
moment  at  any  point  x  distance  from  B  is 

Af  =  w(L-a:)^^^)=y(L2-2La?  +  x2), 


Fig.  84 


therefore. 


JBjg  =  y(L«-2Lx  +  «»). 


Integrating  once,  we  have 

When  *  =  0,  dy/dx  =  0 ;  therefore,  C  =  0,  and  we  have 

^4J=t(^"-^-4) 

Integrating  again,  we  have 

^,       w/LV     Lx^     x*\ 

Now,  when  a?  =  0,  y  =  0;  therefore,  C"  =  0,  and  we  have 

_   w    /Ux^     Lx^ 
^■"2£/\   2  3 


(12). 


+  C 


// 


+ 


12/ 


(13). 


From  equation    (12)   the  slope  at  any  point  of  the  beam  can  be 

-computed,  and  from  (13)  the  deflection  at  any  point  can  be  computed  by 

substituting  for  x  its  numerical  value  in  each  case.     It  is  evident  that  the 

maximum  deflection  will  be  at  A,  the  free  end.     For  that  point  jr  =  L. 
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Then  substituting  L  for  x  in  equation  (13),  we  have 

for  the  maximum  deflection. 

65.    Deflection  of  Simple  Beams. — 

Case  /.     When  the  beam  supports  a  single  load  at  mid-span. 

Let  AB   (Fig.  85)   represent  a  simple  beam  of 
length  L  supporting  a  single  load  P  at  mid-span. 
Let  R  and  R'  represent  the  reactions  at  A  and  B, 
respectively,  which  are  equal  in  this  case.     Take  A 
Pig.  85  as  the  origin^  and  let  x  and  y  represent  the  co-ordi- 

nates to  the  elastic  curve.     For  tlie  bending  moment 
at  any  point  to  the  left  of  the  load,  x  distance  from  A,  we  have 


therefore,  we  have 


Integrating  once,  we  have 


M^Rx  =  —  x, 


ax        4 


Now  dy/dx  =  0  when  x  =  L/2.     Substituting  this  value  for  x,  we  have 

^  ""IT 

and  substituting  this  value  of  C  in  the  above  equation,  we  have 

«g=¥-^- <•)•■' 

Integrating  this  equation,  we  have 

Px^     PL^x 

Now,  y  =  0  when  ^r  =  0 ;  therefore,  C"  =  0,  and  we  have 

P  /x^     L^x\ 

^=Mi2"T6"; (^>^ 

which  is  the  equation  of  the  elastic  curve  to  the  left  of  the  load.  As  the 
elastic  curve  is  symmetrical  about  the  load,  there  is  no  need  for  deriving 
the  equation  for  the  curve  to  the  right  of  the  load.  However,  this  can  be 
readily  accomplished  by  substituting  in  Formula  (K)  (Art.  63),  the 
expression  for  the  bending  moment  to  the  right  of  the  load,  which  is 


"-vA'-^) 


It  is  readily  seen  that  the  maximum  deflection  will  occur  under  the 
load.  So  letting  A  represent  the  maximum  deflection,  and  substituting 
L/2  for  X  in  equation  (2),  we  have 
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/■ 


y  =  A  =  - 


48£/ 


The  slope  of  the  elastic  curve  at  any  point  between  A  and  the  load  can  be 
computed  from  equation  (1). 

Case  II.     When  the  beam  supports  a  single  load  at  any  point. 

Let  AB  (Fig.  8G)  represent  a  simple  beam 
supporting  a  load  P  at  any  pK)int  s  distance 
from  A.  Let  R  and  R'  represent  the  reactions 
at  A  and  B,  respectively,  due  to  this  load  P.  ^' 
Take  A  as  the  origin,  and  let  x  and  y  represent 
the  co-ordinates  to  the  elastic  curve.  For  the 
bending  moment  at  any  point  to  the  left  of  the  load,  we  have 

P 
M=-Rx--=  (JLx-zx), 


Fig.  86 


therefore,  we  have 


^^d^y     P  ,^ 


Integrating,  we  have 

dg     Px^      Psx' 
dx~    2         2L 

Integrating  again,  we  have 


+  C' 


(3). 


Now,  y  =  0  when  *  =  0 ;  therefore,  C"  =  0,  and  we  have 

Px*     Pax' 
EIy=^---^^C'x. 


6L 


(4). 


Now  for  the  bending  moment  at  any  point  to  the  right  of  the  load,  that  is, 
wheji  x>£r,  we  have 


Af' =  i2x-P(a?-jff)=- 


Pzx 


+  P£r, 


therefore,  we  have 


-s=--^ 


Integrating,  we  have 


^y  . 


Pzx* 


(5). 


Integrating  again,  we  have 


Pzx^     Pzx^ 


2 


6L 


(6). 


It  is  readily  seen  that  equations  (3)  and  (5)  are  equal  when  x  =  z 
in  each.  Then  substituting  z  for  x  in  each  equation,  equating  and 
cancelling,  we  have 
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c'-^  =c, ; (7). 

Now  substituting  this  value  of  C^  in  (6),  we  have 

Psx^     Psx^  Ps-x 

It  is  readily  seen  that  equations  (4)  and  (8)  are  equal  when  x=^z 
in  each  case.  Then  substituting  z  for  x  in  each^  equating  and  cancelling, 
we  have 

Pz^ 
C.=-g    (9). 

Now  it  is  readily  seen  that  y  in  equation  (8)  equals  zero  when 
X  =  L.  Then  substituting  L  for  x  and  Pz^/6  for  Cg  in  that  equation, 
equating  and  reducing^  we  have 

^  -   2  3    "6L • (^"^- 

Substituting  this  value  of  C  in  equations  (3)  and  (4),  we  have, 
respectively, 

dv      Px^     Pzx^     Pz^     PzL     Pz^ 

^^d7=T--^+T-^--6r (")' 

ilX  fy  fylu  /Q  O  DX^ 

„,      Pxs     Psj;»     Pz^x     PzxL     Pz'x  ,,„, 

^^»=-6 --6r+^ 3--6r (12)- 

Now,  from  equation  (11)  the  slope  of  the  elastic  curve  at  any 
point  to  the  left  of  the  load  can  be  computed,  while  the  deflection  at  any 
point  to  the  left  of  the  load  can  be  computed  from  (13). 

From  equations  (7)  and  (10)  we  have 

PzL      Pz^ 
^^""    3     "  6L' 

and  from  (9)  we  have 

Pz^ 

Substituting  these  values  in  equations  (5)  and  (6),  we  have,  respectively, 
_-rfv      „         P2^'     P2L     Pz^  ,^,. 

.    ^^rfi=^^'-^— r-^ (^^>' 

„,      Pzx^     Pzx^     PzxL     Pz^x     Pz""  ,^^^ 

■    ^^^=^"--6r — 3---6ir+-6" (^^)- 

Now,  from  equation  (13)  the  slope  of  the  elastic  curve  at  any  point  to 
the  right  of  the  load  can  be  computed,  while  the  deflection  at  any  point  to 
the  right  of  the  load  can  be  computed  from  (14). 

Equations  (11)  and  (12)  apply  only  to  the  part  of  the  elastic  curve 
to  the  left  of  the  load,  while  equations  (13)  and  (14)  apply  only  to  the 
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part  to  the  right  of  the  load,  and  hence  we  can  consider  the  elastic  curve 
to  be  composed  of  two  separate  curves  which  are  tangent  at  the  load. 
Now,  if  the  beam  supported  two  loads  some  distance  apart,  the  elastic 
curve  would  be  compK)sed  of  three  separate  curves;  and  if  it  supported 
three  loads,  the  elastic  curve  would  be  composed  of  four  separate  curves; 
and  so  on.  That  is  to  say,  if  there  be  n  loads,  there  will  be  (n  +  1) 
separate  curves  composing  the  elastic  curve.  The  equations  for  each  of 
these  curves  could  be  derived  as  readily  as  the  above  equations,  and  then 
from  these  equations  the  slopes  and  deflections  of  the  elastic  curve  could 
be  computed.  The  main  labor  is  the  determining  of  the  constants  of 
integration.  It  will  be  observed  that,  at  the  pK)int  of  maximum  deflection, 
dy/dx  =  0,  as  the  tangent  to  the  curve  will  be  horizontal  at  that  point. 

Ca9e  III.     When  the  beam  supports  a  uni- 
form load. 

Let  AB  (Fig.  87)  represent  a  simple  beam, 
length  L,  supporting  a  uniform  load  of  w  pounds 
per  foot  of  length.     Let  R  and  Rl  represent  the        ''^       ^^ig.  87 
reactions  at  A  and  B,  respectively,  and  let  x  and 
y  represent  the  co-ordinates  of  the  elastic  curve,  A  being  taken  as  the 
origin.     Then  the  bending  moment  at  any  point  x  distance  from  A  is 

«>r     T>       w'*^     wLx     wx^ 

M.  =  Hx = * 

2  2  2 

therefore^ 

T^jd'^y     wLx     wx' 
^   5^~~2  2"" 

Integrating  once^  we  have 

Now,  dy/dx  =  0  when  x  =  L/2,  as  the  tangent  to  the  elastic  curve  is 
horizontal  at  that  point.     Now  substituting  this  value  of  x,  we  have 

and  substituting  this  value  of  C  in  the  above  equation,  we  have 

dv     wLx'      wx^     wIj^ 

^'I—^-r-^ w- 

Integrating  this  equation,  we  have 

But  y  =  0  when  or  =  0 ;  therefore,  C"  =  0,  and  we  have 
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_  1   /wLx^ 
^"EIX    12 


wj?*     wL^x 


24 


24 


) 


(2), 


from  which  the  deflection  at  any  point  can  be  computed. 

It  is  evident  that  the  deflection  will  be  a  maximum  at  midspan ;  that 
is,  when  x  =  L/2.  So  letting  A  represent  the  maximum  deflection,  and 
substituting  L/2  for  j?  in  (2),  we  have  ^ 

5wL* 


y  =  A  =  - 


V 


384£/ 

66.  Proposition. — The  bending  moment  at  any  point  in  a  beam  ia 
equal  to  the  bending  moment  at  any  other  point  plus  the  shear  at  the 
other  point  multiplied  by  the  distance  between  the  points,  plus  the 
algebraic  sum  of  the  moments  of  the  forces  between  the  points  about  the 
point  in  question. 

Let  AB  (Fig.  88)  represent  a  simple  beam  supporting  the  loads 
P,  PI,  and  P2  as  shown.     Now,  according  to  the  above  proposition,  the 
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bending  moment  at  D  is  equal  to  the  bending  moment  at  E,  plus  the  shear 
at  K  multiplied  by  c,  plus  the  sum  of  the  moments  of  the  forces  between 
the  points  about  7).  This  is  readily  seen  to  be  true,  for,  taking  moments 
about  E,  and  letting  R  represent  the  reaction  at  A  due  to  the  three  loads, 
we  have 

for  the  bending  moment  at  that  point,  and  taking  moments  about  D,*  we 
have 

3f^=i?(/H  6-}  r)-P(c  +  6)-JPl-AP2 

=  ii!(a  +  6)-P6  +  c(J2-P)  -rfPl-/iP2, 

which  is  seen  to  agree  with  the  above  proposition,  as  the  part  /2(a4-6)  — 
Vb  is  the  bending  moment  at  E,  R-P  is  the  shear  at  E,  which  is  multi- 
j)lied  by  c,  the  distance  between  E  and  D,  and  -dPl  -  hP2  is  the  sum  of 
the  moments  of  the  forces  between  E  and  D,  about  D,  The  minus  signs 
in  the  last  are  simply  the  signs  of  the  moments. 

The  above  proposition  is  readily  proven  in  the  case  of  any  beam 
whatever,  but  regardless  of  its  simplicity,  it  is  quite  useful. 

67.    Reactions,  Shears,  and  Bending  Moments  on  Overhanging 

Beams. — Let  ABC  (Fig.  8J))  represent  an  overhanging  beam  supported 
at  B  and  C  and  which  in  turn  supports  the  loads  P  and  P',  as  shown. 
The  part  AB  is  known  as  the  cantilever  arm,  while  the  part  BC  is  known 
as  the  anchor  arm.  I^et  R  represent  the  reaction  at  B  due  to  the  two 
loads,  P  and  P',  and  let  R'  represent  the  reaction  at  C  due  to  the  same. 
Now,  taking  moments  about  C,  we  have 

ii!L-aP-6P'  =  0. 
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from  which  we  obtain 

R'^^ (I). 

Then  taking  moments  about  B,  we  have 
from  which  we  obtain 


^^,JP'-eP 


L      (^)- 

If  eP  be  greater  than  dP'  it  is  evident  that  B^  will  act  downward 
upon  the  beam,  and  hence  the  beam  would  pull  upward  upon  the  support 
at  C,  which  would  require  that  the  beam  be  anchored  in  some  manner  to 
the  support.  In  all  such  cases  the  reaction  is  spoken  of  as  being  negative. 
If  rfP'  be  greater  than  eP,  of  course  R^  will  be  positive,  the  same  as  for 
simple  beams. 

In  case  of  a  greater  number  of  loads,  the  reactions  are  determined 
in  the  same  manner  as  shown  above  for  the  two  loads.  We  simply  include 
the  moment  of  each  load  in  the  equation  of  moments.  In  the  case  of  a 
uniform  load  the  reactions  are  determined  practically  in  the  same  manner, 
except  that  we  use  average  lever  arms  for  the  uniform  load.  For  example, 
suppose  the  beam  ABC  (Fig.  89)  supports  a  imiform  load  of  w  pounds 
per  foot  of  length,  extending  from  A  to  C.  Let  R,  represent  the  reaction 
at  B  due  to  this  uniform  load,  and  let  R„  represent  the  reaction  at  C  due 
to  the  same.    Then  taking  moments  about  C,  we  have 

w{L,  +  Ly 

*'= — 2I — ' 

and  taking  moments  about  B,  we  have 


^  „       1  (-wU     «,L,»\ 


In  case  the  beam  overhangs  two  supports  the  reactions  are  deter- 
mined as  above  by  taking  moments  about  the  supports  and  simply 
including  the  moment  of  each  force  acting  upon 
the  beam  in  the  equation  of  moments.     As  an  Q  ■  ^      o^    .,-  ^ 

example,  let  ABCD  (Fig.  90)  represent  a  beam  L    J^t^I 

overhanging  two  supports.     Let  P,  P' ,  and  P''  ^^ — 1 — 'P  t^  r 


IP" 


represent  three  loads  supported  by  the  beam  as    [,   l,    Tw  ^  l       V   l^  I 

shown,  and  let  R  represent  the  reaction  at  B  pig.  9o 

due  to  these  three  loads,  and  let  R'  represent 

the  reaction  at  C  due  to  the  same.    Now,  taking  moments  about  B,  we  have 

aP  -  6P'  ±  R'L  -  (e  +  L)P''  =  0, 

from  which  we  obtain 

.  _,     bP'+(e  +  L)P"-aP 
±i?= ^ 
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Then  taking  moments  about  C,  we  have 

from  which  we  obtain 

±i2  =  ^ '—Z 

Now  suppose  the  beam  represented  in  Fig.  90  supports  a  uniform 
load  of  w  pounds  per  foot  of  length  extending  from  A  to  D,  and  let  R, 
represent  the  reaction  at  B  due  to  this  uniform  load  and  let  R„  represent 
the  reaction  at  C  due  to  the  same.  Then  taking  moments  about  B,  we 
have 

_w(L  +  L„y     wL^ 

and  taking  moments  about  C,  we  have 


R,= 


2L  2L 


The  determining  of  the  shear  at  any  section  of  an  overhanging 
beam  is  just  the  same  as  for  any  other  beam;  that  is^  the  shear  at  any 
section  is  equal  to  the  algebraic  summation  of  the  forces  on  either  side  of 
the  section  summed  up  from  the  end  of  the  beam  in  each  case.  For 
example^  the  shear  at  section  99  of  the  beam  ABCD  (Fig.  90)  due  to  ^he 
three  loads  P,  P',  and  P",  is 

S  =  P±RotP''±R'  +  P\ 

The  determining  of  the  bending  moment  at  any  section  of  an  over- 
hanging beam  is  just  the  same  as  for  any  other  beam;  that  is,  the  bending 
moment  at  any  section  is  equal  to  the  algebraic  summation  of  the  moments 
of  the  forces  on  either  side  of  the  section  about  the  section.  For  example, 
the  bending  moment  about  the  section  ss  of  the  beam  ABCD  (Fig.  90) 
due  to  the  three  loads  P,  P',  and  P"  is 

M=(a  +  g)P±RgoT{L-g-^e)P''±{L-'g)R'-\-hP\ 

All  of  the  above  holds  as  well  for  cantilever  arms  as  for  anchor  arms, 
but  it  is  more  convenient  to  treat  the  cantilever  arms  as  independent 
cantilever  beams. 

68.  Reactions,  Shears,  and  Bending  Moments  on  Beams  Fixed 
at  One  End  and  Supported  at  the  Other.— Let  AB  (Fig.  91)  repre- 
sent such  a  beam  which  has  the  simple  support  at  A*  and  the  fixed  support 

at  B.  As  the  beam  is  fixed  at  B  it  is  evident  that  any 
load  on  the  beam  will  produce  tension  in  the  elements 
above  the  neutral  axis  and  compression  below  the 
neutral  axis  at  that  point.  But  it  is  equally  evident 
that  the  reverse  is  true  just  to  the  right  of  the  simple 
Fig.  91  support  at  A  ;  that  is,  the  top  elements  of  the  beam  j  ust 

to  the  right  of  A  will  be  in  compression  and  the  bot- 
tom ones  in  tension.  Then,  evidently,  there  will  be  some  section  be- 
tween A  and  B  where  the  bending  reverses;  that  is,  a  section  where 
there  is  no  bending,  and  hence  the  bending  moment  at  that  point  of  the 
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beam  will  be  equal  to  zero.  Let  S  be  such  a  point.  Then  the  part  SB  of 
the  beam,  to  the  right  of  S,  would  be  simply  a  cantilever  beam,  while  the 
part  SA  of  the  beam,  to  the  left  of  S,  would  be  a  simple  beam,  whence  the 
bending  or  curving  of  the  beam  due  to  loads  would  be  as  indicated  in 
Fig.  91.  The  point  S,  where  the  bending  moment  equals  zero,  would  be 
known  as  the  point  of  "contra-flexure,"  also  as  the  "point  of  inflection." 
As  a  case  of  concentrated  loads,  let  R  (Fig.  91)  represent  the 
reaction  of  A  due  to  a  single  load  P  at  any  distance  kL  from  A,  k  being 
any  fraction  less  than  unity.  Owing  to  the  unknown  forces  acting  upon 
the  beam  to  the  right  of  B,  this  reaction  R,  aX  A,  cannot  be  determined  in. 
the  usual  way  by  taking  moments  about  B,  Take  A  as  the  origin,  and  let 
X  and  jf  represent  the  co-ordinates  to  the  elastic  curve.  Then,  for  the 
bending  moment  at  any  point  to  the  left  of  the  load,  that  is,  when  x  is 
less  than  kL,  we  have 

M=Rg, 
therefore^ 

d^9 

Integrating  once,  we  have 

«g=T-«' w- 

Integrating  again,  we  have 

Rx^ 

But,  jf  =  0  when  «  =  0 ;  therefore,  C^^  =  0,  and  we  have 

EIg=^  +  C'* (2). 

Now  for  the  bending  moment  at  any  point  to  the  right  of  the  load, 
that  is,  where  or  is  greater  than  kL,  we  have 

Mi^Rx-Px  +  PkL, 
therefore, 

EI^=Rx-Px+PkL. 
dx^ 

Integrating  once,  we  have 

But,  dy/dx  =  0  when  4?  =  L.    Then  substituting  L  for  x,  and  equating, 
we  have 

Substituting  this  value  of  C,  in  the  last  equation,  we  have 
„.dy     Rx*    Px*     „,,       RL'    PL'-     „,_, 

^'57=-2— F+^*^*-2-^^-^*^* (3). 
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Then  integrating  (3),  we  have 

^^      Rx^     Px^     PkLx^      RL^x     PL^x      „,^,      ^ 
^^^  =  -6—- 6-^-2 -^  +  -^-i^^^^^  +  C,. 

But  here  ^  =  0  when  x  =  L.     Then  substituting  L  for  x,  equating  and 
cancelling^  we  have 

^      RL^     PL^     PkU 


3  3  2 

Substituting  this  value  of  Cj  in  the  last  equation^  we  have 

^^      Rx^     Px^     PkLx^     RL^x      PUx     „,  ^, 

^6         6  2  2  2 


/2L3     PL^     PkL 


3 


•     3  3^2      ^^^* 

It  is  readily  seen  that  equations  (1)  and  (3)  are  equal  when  x  =  kL 
in  each.  Then  substituting  kL  for  x  in  each  equation^  equating  and 
reducing^  we  have 

C  -—  —  +  —-PkL. 

Then  substituting  this  value  of  C  in  (3)  we  have 

It  is  readily  seen,  also,  that  equations  (4)  and  (5)  are  equal  when 
X  =  kL  in  each.  Then  substituting  kL  for  x  in  each  of  these  equations^ 
equating  and  reducing,  we  have 

B  =  ^(fc'«-3fc  +  2) (6), 

from  which  the  reaction  at  A  due  to  a  load  at  any  point  on  the  beam  can 
be  computed.  For  example,  suppose  the  load  P  is  at  mid-span.  Then 
k  =  \.    Substituting  this  ^  in  equation  (6)  we  have 

^  =  2  (1-2 -^V  "16^' 

Again,  suppose  the  load  is  at  the  quarter  point  nearest  A,  Then 
A:  =  J.    Substituting  this  \  for  Ar  in  (6)  we  have 

R-^(^      3+2^-   ^Ip 
^-2\64~4       /-m*^' 

If  there  be  more  than  one  load  on  the  beam,  the  reaction  at  A  due  to 
each  load  would  be  computed  separately  and  all  added  together  and  we 
would  thus  obtain  the  reaction  at  A  due  to  all  the  loads.  Of  course  the  k 
for  each  would  be  different  from  the  others;  that  is,  no  two  k*s  would  be 
the  same. 

In  case  the  beam  supports  a  uniform  load  of  w  pounds  per  foot  of 
length  extending  over  the  full  length  of  the  beam^  that  is^  from  A  io  B^ 


THEOKETICAL  TREATMENT  OF  BEAMS  gg 

we  have 


M=7e^-'""' 


2 

for  the  moment  at  any  point  x  distance  from  A,  where  R  represents  the 
reaction  at  A  due  to  this  uniform  load.     Therefore^  we  have 

El-A^Rx- 


dx'  2 

Integrating  once^  we  have 

dy     Rx^     wx^ 

^^di-~2"T^^' 

But  dy/dx  =  0  when  x  =  L,     So  substituting  L  for  x  in  the  preceding 
equation,  we  have 

^,       RL-     wU 

'Then  substituting  this  value  of  C  in  the  last  equation,  we  have 
^^dy     Rx^     wx^     RL^      wL^ 

Integrating  this  equation,  we  have 

^6        24          26 
But  here  y  =  0  when  x  =  0 ;  therefore,  C"  =  0,  and  we  have 
_,-      Rx^     wjr*      RL^x     wUx 
^^»  =  -6-^-^-+-^ W- 

Now  jf  =  0  in  (8)  when  x  =  L,     Then  substituting  L  for  x  (8),  we  have 

^    RL^     wL*     RL''     wL* 

6         24         2  6' 

from  which  we  obtain 

R  =  lwL. 

o 

That  is,  when  a  beam  supported  at  one  end  and  fixed  at  the  other 
supports  a  uniform  load,  the  reaction  at  the  supported  end  is  three- 
eighths  of  the  total  load. 

After  the  reaction  at  the  supported  end  due  to  the  loads  supported 
is  determined,  the  shear  and  bending  moment  at  any  point  in  the  beam 
are  obtained  just  the  same  as  in  the  case  of  a  simple  beam,  except  we  deal 
only  with  the  supported  end.  The  shear  at  any  point  is  equal  to  the 
reaction  at  the  supported  end  minus  all  intervening  loads,  while  the 
bending  moment  at  any  point  is  equal  to  the  reaction  at  the  supported 
end  multiplied  by  its  lever  arm,  minus  the  moment  of  all  intervening 
loads  about  the  point.  For  example,  the  shear  at  any  point  x  distance 
from  the  supported  end  due  to  a  uniform  load  of  w  pounds  per  foot  of 
span  is 
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while  the  bending  moment  is 

Af  =  —wLix • 

8  2 

If  07  =  L,  we  have 

o 

which  is  the  bending  moment  at  the  support  B  or  the  fixed  end. 

Deflections  can  be  computed  from  equations  (4)^  (5)^  and  (8). 

69.    Shears  and  Bending  Moments  on  Fixed  B^tms. — ^Let  AB 

(Fig.  92)  represent  a  fixed  beam.    The  supports  being  fixed^  any  load  on 

the  beam^  as  is  seen^  will  produce  tension  in  the 
top  elements  of  the  beam  and  compression  in  the 
bottom  elements  of  the  beam  at  the  supports, 
while  the  reverse  will  be  the  case  out  some  dis- 
tance from  the  supports.  Then,  evidently,  there 
Pjg.  92  "     will  be  two  points   of  contra-flexure  and   the 

bending  of  the  beam  due  to  loads  supported  will 
be  as  indicated  in  Fig.  92,  where  S'  and  S  are  the  points  of  contra-flexure. 
It  is  evident  that  the  parts  AS'  and  SB  are  cantilevers,  while  the  part 
S'S  is  a  simple  beam.  In  the  case  of  fixed  beams,  the  point  of  applica- 
tion of  the  reactions  cannot  be  definitely  fixed,  so  we  deal  with  the  end 
shears  instead  of  the  reactions. 

As  a  case  of  concentrated  loads  let  P  represent  a  single  load  upon 
the  beam  at  any  distance  kL  from  A.  Now,  when  we  proceed  to  deter- 
mine the  shears  and  bending  moments  on  the  beam  due  to  this  load  P,  we 
quickly  realize  that  we  have  but  little  to  start  with,  and  it  is  only  through 
the  application  of  the  general  differential  equation  of  the  elastic  curve 
(K)  that  we  are  able  to  obtain  either.  Let  V'  and  V  represent  the  end 
shears  at  A  and  B,  respectively,  due  to  the  load  P,  and  let  M'  and  M'^ 
represent  the  bending  moments  at  A  and  B,  respectively.  Take  A  as  the 
origin  and  let  x  and  y  represent  the  co-ordinates  to  the  elastic  curve. 
Then,  according  to  Art.  66,  the  bending  moment  at  any  point  to  the  left 
of  the  load  any  distance  x  from  A  is 

M  =  M'^V'x. 
Therefore,  we  have 

d^v 
EI^  =  M'  +  V'x, 

and  integrating  once,  we  have 

EI^=M'x+^-^C\ 
ax  2 

But  dy/dx  =  0  when  x  =  0;  therefore,  C  =  0,  and  we  have 

dv  V'x^ 

^'i^'^'^^-r w- 

Integrating  this  equation,  we  have 
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Bat  here  jf  =  0  when  x  =  0 ;  therefore^  C  =  0^  and  we  have 

^^3r=-2-^^ ('>• 

Now  the  hending  moment  at  any  point  to  the  right  of  the  load  x 
distance  from  A  is 

Afi=Af'  +  r'*-P*  +  PitL. 
Therefore, 


£jJ^=itf'  +  r'*-P*+PitL, 


dx- 

and  integrating  this  equation,  we  have 

dv  V'x'     Px^ 

dx  2  2  ^ 

•  Now,  dif/dx  =  0  when  x  =  L,    So  substituting  L  for  x  and  equating,  we 
have 

-M'L-  ^-^  +  ^-PkL'  =  C,. 

Then  substituting  this  value  of  C^  in  the  last  equation,  we  have 

£7^  =  Af' X  +  ^' - ^  4  PAL*  -  il/'L  -  f^  +  ^ -P*L^  .  (3). 
dx  2  2  2  2  ^  ^ 

Integrating  (3),  we  have 

^,       M'x^      r'jr»     Px»     ThLx^      ..,-        F'L-j:     PL=jr      ^, ,,       ^ 

^^^  =  -2-^-6- -6--^-2--^^'--2-^-^-^^^''^^- 

But  jf  =  0  when  «  =  L.     So,  substituting  L  for  x  in  the  last  equation, 
equating  and  reducing,  we  have 

2      "^     3     "    3    ^      2      "^«' 
Then  substituting  this  value  of  C,  in  tlie  last  equation,  we  have 

„, ,,       M'L'     r'L»     PU     PkU 
_PAi*,^__^__._,__ (4). 

Now  it  is  evident  that  equations  (1)  and  (3)  are  equal  when  x  =  kL 
in  each.  Then  by  substituting  kL  for  x  in  each,  equating  and  reducing, 
we  have 

^,    PrL     V'L    PL     _,,^ 

^=-^--2-^-2--^^^^ (^)- 

Then  by  substituting  this  value  of  Af'  in  each  of  the  equations  (2) 
and  (4)  and  then  substituting  kL  for  x  in  each,  we  have  the  two  equal. 
Then  by  equating  these  equations  each  to  each  and  reducing,  we  hive 

V  =  P(l  +  2ifc»  -  Zk*) (6). 
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By  substituting  this  value  of  V^  in  (5),  and  reducing^  we  have 

M'  =  PL{2k^  -  ifc»  -  ik) (7). 

Then,  having  V^  and  Af'  determined  from  (6)  and  (7)  for  the  point 
A,  the  bending  moment  at  any  other  point  in  the  beam,  due  to  the  load  P, 
can  be  determined  according  to  Art.  66,  and  the  shear  at  any  point  can 
be  determined,  as  it  is  equal  to  the  summation  of  the  forces  summed  up 
from  A  beginning  with  V\ 

If  there  be  more  than  one  load  on  the  beam,  the  shear  and  bending 
moment  at  A  due  to  each  can  be  determined  separately  from  (6)  and  (7). 
Then  adding  these  shears  together  and  these  bending  moments  together, 
we  obtain  the  shear  and  bending  moment  at  A  due  to  all  of  the  loads. 
Then  the  bending  moment  and  shear  at  any  point  of  the  beam,  due  to  all 
of  the  loads,  can  be  determined.  That  is,  if  the  shear  and  bending 
moment  at  one  support  of  a  fixed  beam  are  known,  the  shear  and  bending 
moment  at  any  other  point  can  be  determined,  and  hence  the  equations 
(6)  and  (7)  are  all  that  are  absolutely  necessary.  But  from  these 
equations  we  can  readily  derive  equations  for  the  shear  and  bending 
moment  at  the  other  support,  if  such  be  desired.  For  example,  the  shear 
at  B,  Fig.  92,  is  equal  to  the  load  P,  producing  the  shear,  minus  the 
shear  at  A.  Then  subtracting  the  value  of  V'y  given  in  (6),  from  P,  we 
have 

r  =  P-P(l  +  2P-3^2), 

and  reducing,  we  have 

V  =  P(2Jt»  -  3F) (8). 

The  bending  moment  at  B  (Fig.  92)  is 

M''  =  M'  +  V'L-P{L^kL). 

Then  by  substituting  the  value  of   T'   and  M'  given  in   (6)   and    (7), 
respectively,  we  have 

M''  =  PL{2k^-k^-k)+PL{l+2k^-3k^)-P(L-kL), 

and  reducing,  we  have 

M"  =  PL^k''  -k') (9). 

As  an  example  of  application,  suppose  the  load  P  (Fig.  92)  to  be  at 
mid-span.  Then  k  =  1/2.  Now  substituting  this  1/2  for  k  in  (6)  and 
(7),  we  have 


2 
PL 


and  ^'  =  ^^{1-1-1)=- 

respectively,  which  is  the  shear  and   bending  moment  at  A,     For  the 
bending  moment  under  the  load  we  have 

8        2\2/       8 
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In  C4ue  a  uniform  load  extends  over  the  entire  length  of  a  fixed  beam^ 
the  end  shears  are  each  equal  to  one-half  of  the  total  load  on  the  beam. 
Suppose  the  beam  shown  in  Fig.  92  supports  a  uniform  load  of  tv  pounds 
per  foot  of  length  extending  over  the  entire  span.  Let  F'  and  F"  repre- 
sent the  end  shears  at  A  and  B,  respectively,  due  to  this  uniform  load^ 
and  let  M^  and  M'^  represent  the  bending  moments  at  A  and  B,  respect- 
ivelvy  due  to  the  same. 

Taking  A  as  the  origin  as  before,  we  have  for  the  bending  moment 
at  any  point  x  distance  from  A 

Af  =  Af' +  r'jr--y=  Af' + -^  - -^> 
therefore. 

Integrating  this  equation,  we  have 

ax  4  6 


But  dy/dx  =  0  when  j:  =  0 ;  therefore,  C^  =  0,  and  we  have 
An     m#/       wLx' 


.2       ,£^,j.a 


£/_^=>tf'.+-^--g- (10). 

Integrating  again,  we  have 

But  5  =  0  when  jr  =  0 ;  therefore,  C^  =  0,  and  we  have 

^,      M'x'     wLx^      wx^  ^^^^ 

^^»=^-+^r-^ '• (")• 

But  jf  =  0  also  when  x  =  L.  Then  substituting  L  for  x  in  (11),  and 
reducing,  we  have 

3/'  =  -^ (13), 

which  is  the  bending  moment  at  A,  Then  knowing  the  bending  moment 
and  shear  at  A,  the  bending  moment  and  shear  at  any  other  point  in  the 
beam  can  be  determined.  For  example,  the  bending  moment  at  the 
center  is 

^  2  8  12         4  8       24 

To  determine  the  points  of  contra-flexure,  we  simply  write  the 
equation  for  the  bending  moment  at  any  point  and  equate  it  to  zero.  For 
example,  the  bending  moment  at  any  point  x  distance  from  A,  when  the 
beam  supports  a  uniform  load  of  ic  pounds  per  foot  (Fig.  92),  is 

-m,     «^#     xr/       tt'O"^         tt'L^     wLx     icx^ 
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Then  by  equating  this  to  zero,  we  have 

wL^     wLx     wx^     - 
12         2  2         ' 

and  solving  for  x,  we  have 

j.  =  -  ±lJ^  =  0.21  Lor  0.79 L  (about). 

That  is,  one  point  of  contra-flexure  is  0.21  of  L  from  A — considered 
in  practice  as  being  \  of  L — and  the  other  0.79  of  L  from  A — considered 
in  practice  as  being  |  of  L,  The  points  of  contra-flexure  can  be  deter- 
mined in  a  similar  manner  in  case  of  any  other  kind  of  loading. 

Deflections,  if  desired,  can  be  computed  from  equations  (2),  (4), 
and  (11). 

70.    Bending  Moments,  Shears,  and  Reactions  on  Continuous 

Beams. — Let  ABC  (Fig.  93)  represent  two  consecutive  spans  of  a  con- 
tinuous beam  of  n  spans.    The  bending  or  curving  of  the  beam  in  the  two 
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spans  is  shown  to  be  similar  to  that  of  two  flxed  beams,  each  span  being 
considered  a  beam.  If  the  spans  were  equal  in  length  and  symmetrically 
loaded,  this  would  practically  be  the  case,  but  otherwise  it  would  not  be, 
for  it  is  readily  seen  that  the  loads  in  one  span  would  tend  to  produce 
reverse  bending  in  the  adjacent  span,  which  would  curve  it  up  instead 
of  down.  For  example,  the  loads  in  span  AB  could  be  such  that  the  span 
BC  would  be  curved  upward  instead  of  downward,  as  it  is  shown.  So  it  is 
evident  that  the  tangent  to  the  elastic  curve  at  any  support  is  horizontal 
only  when  the  spans  are  equal  in  length  and  rigidity,  and  symmetrically 
loaded.  Hence  the  slope  of  the  elastic  curve  at  the  supports  cannot,  in 
general,  be  utilized  in  preliminary  investigations,  as  in  the  case  of  fixed 
beams. 

In  the  following  treatment  it  is  assumed  that  the  beams  have  a 
uniform  cross-section  and  are  homogeneous  throughout,  and  are  supported 
upon  simple  supports  of  equal  elevation.  This  is  an  assumption  usually 
made  in  practice.  The  equation  employed  in  analyzing  continuous  beams 
is  known  as  the  "Three-Moment  Equation,"  which  we  shall  now  proceed 
to  derive. 

Case  /.      When  the  beam  supports  concentrated  loads. 

Referring  to  Fig.  93  let  L  be  the  length  of  the  span  AB  and  L,  the 
length  of  the  span  BC.  Let  P  represent  a  load  at  any  point  hL  distance 
from  A  in  span  AB  and  let  P^  represent  a  load  at  any  point  k,L,  distance 
from  B   in  span  BC.     Let  M',  3/",  and  M' "  represent  the  bending 
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moments  at  the  supports  A,  B,  and  C,  respectively,  due  to  the  loads  P 
and  P'y  and  let  V  and  V^  represent  the  shears  just  to  the  right  of  the 
supports  A  and  B,  respectively,  dae  to  these  same  loads. 

Considering  the  span  AB,  and  taking  A  as  the  origin,  the  bending 
moment  (according  to  Art.  66)  at  any  point  to  the  left  of  the  load  P,  x 
distance  from  A,  is 

M^M'  +  Vx, 

therefore^ 

Integrating  once,  we  have 

Integrating  again,  we  have 

But  jf  =  0  when  x  =  0 ;  therefore,  C"  =  0,  and  we  have 

Elyr.^  +  'L^^C'x (2). 

Now,  the  bending  moment  at  any  point  to  the  right  of  the  load  P, 
X  distance  from  A,  is 

therefore, 

dx^ 
Integrating  once,  we  have 

EI^=M'x+~-^  +  PhLx  +  C (3). 

ax  i  i 

Integrating  again,  we  have 

El9  =  -^  +  -^—^  +  —^  +  C^  +  C (4). 

It  is  readily  seen  that  equations  (1)  and  (3)  are  equal  when  x  =  kL 
in  each.     Then  substituting  kL  for  x  in  each  and  equating,  we  have 

A  A  A 

from  which  we  obtain 

a  =  ^^^c (5). 

Now  sabstituting  this  valae  of  C  in  (2),  we  have 

«/3r  =  -2-  +  -6-  +  ^j— +  C,« (6). 
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Now  in  equation  (4)  y  =  0  when  x  =  L.  Then  substituting  L  for  x 
in  that  equation^  we  have 

2  6  6  2      ^^'^^^"^ 

from  which  we  obtain 

_   M'U     VU    FU     PhL* 
^" 2  6"  +  "6  2         ^'^ ^^^' 

Substituting  this  value  of  C„  in  equation  (4),  we  have 

M'L*     VU    PL'    PkL»      _  r  ,Q. 

— 2 — (r+"6 2 — '^''^ ^^^' 

Equation  (6)  applies  to  the  part  of  the  elastic  curve  to  the  left  of  the 
load  P,  while  (8)  applies  to  the  part  of  the  curve  to  the  right.  Then  these 
two  equations  are  equal  when  x  =  A:L  in  each.  So  substituting  kL  for  x  in 
each^  equating  and  reducing^  we  have 

PkU^     M'L     VU     PL^    PhU 
^'~    ""6  2  6""^"1  2" ^^^- 

Then  substituting  this  value  of  C,  in  (5),  we  have 


^,    Pk^U     Pk^L^     M'L     VL^     PU     PhL 


2 


2  6  2  G    "^     6  2      ^^^^' 

and  substituting  the  value  of  C,  given  by  (9)  in  (7)  and  reducing,  we  have 

C..-"^ (U). 

So  we  have  thus  determined  all  of  the  constants  of  integration  so  far 
involved. 

Now  substituting  in  (1)  the  value  of  C  given  in  (10),  we  have 

EI  -^=M'x+^-'+  r :r- 

dx  2  2  6  2 

VL^     PL'     PkL^  ..^^ 

-T-^-G 2- (^^)' 

and  substituting  the  same  value  of  C  in  (2),  we  have 

,       M'x^      vx^     Pk-L^x     Pk'^L^'x     M'Lx 
EIy  =  ^-^-^^—^ 6 2- 

VL-x     PL^x     PkL^x  ,,„, 

-- G-^-G 2- (^^)- 

Next  substituting  in  (3)  and  (4)  the  value  of  C,  and  C„,  respectively, 
given  in  (9)  and  (11),  we  have 


and 
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M'L     rL2     PU     PkL^  ,^., 

—2" --^^-6 2- (^^^ 

^"     2^6  6^2  6 

M'Lx     VUx     PL'x     PkL^x     Ph^L''  ,^,^ 

"—z 6-^-ii 2-^nr- (^^)- 

Equations  (12)  and  (13)  apply  to  the  part  of  the  elastic  ctirve  to  the 
left  of  the  load  P,  while  equations  (14)  and  (15)  apply  to  the  part  of  the 
elastic  curve  to  the  right  of  the  load  P.  Now  it  is  evident  that  by  pro- 
ceeding in  the  same  manner  with  span  BC,  four  equations  corresponding 
to  (12),  (13),  (14),  and  (15)  could  be  derived  for  the  elastic  curve  in 
that  span.  But  it  is  readily  seen  that  the  equations  would  differ  from  the 
above  equations  only  in  the  marking  of  the  M'i,  F's,  P'i,  k*s,  and  Us,  So 
for  span  BC,  we  can  write 

M"L,    V'W    r'L*    P'k,L*  .,-,, 

_,      Af"**     r'x*    r'k*L*x     P'k*L/s 
^'*  =  -l-^-6-  + 2 6 

M"L^    F'L,*x     P'L'x     P'k,L*x 

2  6*6  2       ^     ' 

for  the  part  of  the  elastic  cnrre  to  the  left  of  the  load  P',  and 
EI^  =  M"x  J-1^-^^^  P'k^^  -  P'''-'^' 

M"L.     r-L.^     P'L*     P'kJL*  ,,.. 

"     2      ~     6  6  ~ ^*"^' 

EI  ^^'"''     f"'*    P''*     P'ttX^*     P'k*L,-x     M"L,x 

'•<f*6         «~-<r  6  z 

r'L.'x     P'L.'x     P'k.L.^x     P'kM.,^  ..,.. 

6  6  ~i  (I        ^*''^' 

for  the  part  of  the  elastic  cnrre  to  the  rijEbt  of  the  Load  f . 

Now  taking  moments  abont  B,  according  tv  Art.  (jti,  we  bare 

M"=M'-rL-P{L-kL), 
from  which  we  obtain 

„    3/" -J/'     „     _, 

r  = J- — ^P-Pk (Hf)), 
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Then  substituting  this  value  of  T  in  (14)  and  reducing^  we  have 

M'L    WL     M'L    PhU 
2  6     "^    6  3     ^  ^' 

Likewise^  taking  moments  about  C,  we  have 

Af ' ''  =  M''  +  F'L,  -  P'  {L,  -  k^,), 
from  which  we  obtain 

F'  =   ^  +  P'  -P'ik, (22). 

Then  substituting  this  value  of  F^  in  (16),  we  have 

EI-^  =  M'^j?  ^ 1 - —  ^ - — — 

^^dx    "^  '^     2L,         2L,  ^    2  2^2 

P^Jfc,»L,»    P^Jfc,L,>     Af  ^^L,    M^  ^^L,    Af^^L,    P^Jfc,L,«  ,^3^ 

6        "^6  2  6^6  2       

Equation  (21)  applies  to  the  part  of  the  elastic  curve  to  the  right  of 
the  load  P  in  span  AB,  and  equation  (23)  applies  to  the  part  of  the 
elastic  curve  to  the  left  of  the  load  P'  in  span  BC.  Now  it  is  readily  seen 
that  these  two  equations  are  equal  when  x  =  L  in  (21)  and  0  in  (23),  as 
the  two  curves  have  a  common  tangent  at  B,  Then  substituting  L  for  x 
in  (21),  and  0  for  x  in  (23),  equating  and  reducing,  we  have 

Af^^L     M'L    PhU     Pk^L^       M''L,  _  M'  ''L, 
3'^6"^6"6'"-3  6 

P'k,^L,^     P'h,^L,^     P'h^L,'' 
"^        2        "        6  3      ' 

from  which  we  obtain 

M'L  +  2Af "(L  +  L,)  +  Af' ''  L,=  --PL^k  -  k^)  - P'V(2ifc,-  Sk,^  +  ifc,»)  .  (L), 

which  is  the  three-moment  equation  when  the  loads  are  concentrated  loads. 
The  more  general  equation,  as  usually  written,  is 

Af 'L  +  2  Af"  (L  +  L,)  +  Af "L,  =  -XPL\k-k^) -'iP'L^{2k,-3k,^  +  k,^). 

Case  II,  When  the  beam  supports  uniform  loads. 
Let  w  be  the  uniform  load  per  foot  on  span  AB  (Fig.  93)  and  let  w' 
be  the  uniform  load  per  foot  in  span  BC.  Let  Af ',  M",  and  Af ' "  now 
represent  the  bending  moments  at  the  supports  A,  B,  and  C,  respectively, 
due  to  the  above  uniform  loads,  and  let  V  and  F'  now  represent  the 
shears  just  to  the  right  of  supports  A  and  B,  respectively,  due  to  these 
same  loads.  Considering  span  AB,  and  taking  A  as  the  origin,  the  bend- 
ing moment  at  any  point  x  distance  from  A  is 


Af=Af'  +  rx- 


wx* 
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therefore, 

Int^rating  once,  we  have 

^''i-«''^'^-~-f*<= w 

Integrating  again,  we  have 

^        2  6         24  ^^'^^* 

But  3f  =  0  when  d?  =  0 ;  therefore,  C  =  0,  and  we  have 

^^       Af' jr»      Vx^     xvx*     ^ 

Bat  also  tf  =  0  when  x  =  L.     Then  substituting  L  for  x  in  the  last 
equation,  we  have 

from  which  we  obtain 

itf^     FL^    wL^ 

^~       2     "    6    "^  24  • 

Substituting  this  value  of  C  in  equation  (24),  we  have 

Similarly,  if  the  origin  be  taken  at  the  support  B,  for  span  BC,  we  have 
for  the  bending  moment  at  any  point  x  distance  from  B 


Af  =  Af"  +  r'ar- 


w'x^ 


(26). 


2 
therefore, 

EI^,=M".V'x-~ 
Integrating  once,  we  have 

£/  /  =  M"x  +  — +  C, 

ax  2  G 

Integrating  again,  we  have 

But  jr  =  0  when  y  =  0 ;  therefore,  C„  =  0,  and  we  have 

But  y  =  0  when  x  -  L,.     Then  substituting  L,  for  x  in  the  last 
equation,  we  have 
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M"w  j_:w__^j^^cj.,=,. 


2 


6 


24 


from  which  we  obtain 


M''L,     r^V     rv'L,^ 

2  6      ■*"    24    ■ 

Now  substituting  this  value  of  C,  in  equation  (26)^  we  have 
dx  2 


6  2  fi      •     24   ^^"^^^ 

It  is  readily  seen  that  equations  (25)  and  (27)  would  be  equal 
when  j:  =  Lin(25)  and  x  =  0  in  (27),  the  two  elastic  curves  having  a 
common  tangent  at  B,  Then  substituting  L  for  j:  in  (25)  and  0  for  x  in 
(27),  equating  and  reducing,  we  have 

12M'L  +  %VU  -  3w;L«  =  -12Af"L,  -  4F'V  +  w'l'.' (28). 

Now  (referring  to  span  AB)  taking  moments  about  the  support  B, 
we  have,  according  to  Art.  66, 

y-,7  2 

Transposing  and  dividing  by  L,  we  have 

V= ^ •'  + 


2 


L  2 

Next  (referring  to  span  BC)  taking  moments  about  C,  we  have 


(29). 


2 


Transposing  and  dividing  by  L, ,  we  have 

V'-^^^^^.^ (3^^ 

Now  substituting  the  values  of  V  and  V  as  given  by  (29)  and  (30), 
respectively,  in  equation  (28),  and  reducing,  we  have 

Af'L  +  2M"(L  +  L,)  +  Af' "L,  =  _!?^_!?:^ (M), 

which    is    the    three-moment    equation    when    the    loads    are    uniformly 
distributed. 

The  three-moment  equation,  as  is  readily  seen,  is  an  expression  for 
the  bending  moments  at  any  three  consecutive  supports  in  terms  of  the 


^ f        A/* 


Fig.  94  Fig.  95 

lengths  of  the  two  intervening  spans  and  the  loads  supported  in  these 
spans.  The  lengths  and  loads,  of  course,  are  known  quantities.  Now 
for  any  continuous  beam  of  n  spans^  there  are  always  (n  +  1)  supports, 
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and  for  each  three  consecntive  supports  a  three-moment  equation  can  he 
written.  Then,  («  -  1)  three-moment  equations  can  he  written  for  any 
continaous  heam.  For  example,  let  ahcdef  (Fig.  94)  represent  a  con- 
tinuous heam  of  five  spans.  Here  we  can  write  four  (which  is  (n  —  1)) 
three-moment  equations:  one  for  supports  a,  b,  and  c;  one  for  supports 
b,  c,  and  d;  one  for  supports  c,  d,  and  e;  and  one  for  supports  d,  e,  and  /. 
Now  the  bending  moment  at  each  of  the  supports  would  he  included  in 
these  four  three-moment  equations^  being  (n  +  1)  moments  in  all.  But, 
as  the  bending  moments  at  both  a  and  /  are  equal  to  zero,  the  four 
unknown  moments  at  h,  c,  d,  and  e  can  be  determined,  as  we  have  four 
equations  and  four  unknown  moments.  Then,  after  these  unknown 
moments  at  the  supports  are  determined,  the  reactions  at  each  support 
can  be  determined  and  then  the  shear  and  the  bending  moment  at  any 
point  of  the  beam  can  be  determined. 

As  an  example,  let  ABC  (Fig.  95)  represent  a  continuous  beam 
having  three  supports  which  would  be  known  as  a  beam  continuous  over 
three  supports.  Let  Af',  A/",  and  Af' "  represent  the  bending  moments 
at  the  supports  A,  B,  and  C,  respectively,  due  to  any  loads  that  we  choose 
to  consider,  and  let  Rl,  R2,  and  R3  represent  the  reactions  at  the  sup- 
ports A,  B,  and  C,  respectively,  due  also  to  any  loads  that  we  choose  to 
consider.  The  intensity  of  these  moments  and  reactions  would,  of  course, 
vary  with  the  loads. 

Let  us  first  consider  two  concentrated  loads  P  and  P^  on  the  beam  as 
shown  in  Fig.  95.  Now,  as  there  are  but  three  supports,  only  one  three- 
moment  equation  can  be  written.  So  writing  this  one,  which  is  really 
Formula  (L),  given  on  page  98,  we  have 

M'L  +  2M''(L  +  L,)  +  Af' "  L,  =  --PL'(k  -  it»)  -  P'L,\2k,  -  3k,^  +  k*). 

But  in  this  case  Af'  =  0  and  Af' "  =  0.    So  the  equation  becomes 
2A/"(L  +  L,)  =  -PL\k  -  P)  -  P'W{2h,  -  3it,2  +  k,""), 

from  which  we  obtain 

PUjk  -  fc')  -  P'Lri^k,  -  3fc,'  +  k») 
^ 2(L  +  L,)  ^^^>- 

Now  considering  points  A  and  B,  and  taking  moments  about  B, 
according  to  Art.  66,  we  have 

M''=RlL-P{L-kL). 

Transposing  and  reducing,  we  have 

/?l  =  ^+P(l-it). 

Now,  by  substituting  the  value  of  Af",  as  given  in  equation  (31),  in 
this  last  equation,  the  value  of  the  reaction  Rl  at  A  is  obtained.  Then, 
after  /21  is  known,  the  bending  moment  at  any  point  in  the  span  AB  is 
obtained  as  readily  as  in  the  case  of  a  simple  beam,  as  it  is  equal  to  the 
algebraic  sum  of  the  moments  about  the  point  considered  of  the  forces  to 
the  left  of  the  point,  which  are  now  all  known. 
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Now,  similarly,  considering  points  B  and  C,  and  taking  moments 
about  B,  we  have 

Transposing  and  reducing,  we  have 

Then  by  substituting  the  value  of  M^',  as  given  in  equation  (31),  in  this 
last  equation,  the  value  of  the  reaction  R3  at  C  is  obtained.  Then  after 
223  is  known,  the  bending  moment  at  any  point  in  the  span  BC  is  readily 
obtained,  as  it  is  equal  to  the  algebraic  sum  of  the  moments  about  the 
point  considered  of  the  forces  to  the  right  of  it,  which  are  now  all  known. 
The  shear  at  any  point  in  either  span  is  obtained  by  simply  adding  up 
(algebraically  in  each  case)  the  forces  between  the  end  and  the  point 
considered.  R2,  as  is  readily  seen,  is  equal  to  the  sum  of  the  loads  minus 
the  two  reactions  Rl  and  223.  It  is  also  equal  to  the  shear  just  to  the 
right  of  B  plus  the  shear  just  to  the  left  of  B.  By  taking  moments  about 
both  A  and  B,  equations  can  be  derived  from  which  these  shears  can  be 
obtained,  and  consequently  222. 

Now  it  is  evident  that  the  bending  moments,  shears,  and  reactions  on 
the  above  beam  due  to  any  number  of  such  loads  could  be  determined  by 
considering  the  loads  in  pairs,  as  in  the  above  case.  But  it  is  more  con- 
venient to  derive  equations  expressing  the  values  of  these  for  one  single 
load  at  any  point.  So  let  P  (Fig.  95)  be  the  only  load  on  the  beam. 
Then  P'  and  k,  will  not  occur  in  the  three-moment  equation,  that  is,  they 
will  be  equal  to  zero,  and  hence  the  three-moment  equation  becomes 

from  which  we  obtain 

*^    —    2(L  +  LJ  (^^)- 

Now  taking  moments  about  B,  considering  points  A  and  B,  we  have 

M''  =  LRl-P(L-kL), 

Then  substituting  this  value  of  JW,  as  given  in  (33),  in  this  last  equation, 
and  reducing,  we  have 

^1=^(1-*) -^7^=^ ('*>• 

Then  taking  moments  about  B,  considering  points  B  and  C,  we  have 

M"  =  L,223. 

Substituting  this  value  of  M'%  as  given  in  (33),  in  this  last  equation,  and 
dividing  by  L, ,  we  have 

^"-    2L,(L  +  L,) ^^^>- 

Now,  Rl  and  223  can  be  determined  for  any  load  in  the  span  AB 
from  equations  (34)  and  (35),  resptKitively,  and  likewise  for  any  load  in 
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span  BC  by  interchanging  the  R's,  that  is^  Rl  would  in  that  case  be  at  C 
and  R3  at  A — or  just  turn  the  beam  end  for  end.  If  there  are  several 
loads  in  the  two  spans,  the  reactions  221  and  RS  due  to  each  can  be  deter- 
mined  separately  and  added  algebraically  (as  R3  is  always  minus),  and 
thus  the  total  reaction  at  both  A  and  C  would  be  determined.  Then  the 
bending  moment  and  shear  at  any  point  in  the  beam  is  readily  determined, 
as  explained  above. 

Now  if  the  two  spans  are  equal,  we  have  L  =  L,  in  both  equations 
(34)  and  (35).    Then  (34)  reduces  to 

fil  =  ^  (4  -  5it  +  it») (36), 

and  (35)  reduces  to 

RS  =  -^(it  -  it») (37). 

Then  adding  (36)  and  (37)  and  subtracting  the  result  from  the  load  P 
and  reducing,  we  have  the  formula 

R2  =^  (3it  -  it») (38). 

Now  the  reactions  due  to  a  load  at  any  point  on  any  beam  continuous 
over  three  supports  and  having  equal  spans,  can  be  determined  from 
equations  (36),  (37),  and  (38).  Then  the  bending  moments  and  shears 
are  readily  determined  as  explained  above. 

As  a  practical  example,  let  L  and  L,  in  Fig.  95,  each  be  equal  to  12 
feet,  and  let  P  be  4  feet  from  A  and  let  P'  be  6  feet  from  C.  Then 
k  =  4/12  =  1/3,  and  k,  =  6/12  =  1/2. 

First  considering  P  alone  and  substituting  1/3  for  k  in  (36)  and 
reducing,  we  have 

for  the  value  of  the  reaction  at  A  due  to  the  load  P.  Next  substituting 
1/3  for  A:  in  (37)  and  reducing,  we  have 

for  the  reaction  at  C,  which  is  minus ;  that  is,  it  pulls  down  upon  the  beam 
instead  of  pushing  up.  Now  after  these  reactions  are  determined,  the 
bending  moment  and  shear  at  any  point  in  the  beam  due  to  the  load  P 
alone  can  be  determined  as  explained  above.  The  bending  moments  in 
span  BC  would  be  negative,  as  R3  is  negative ;  that  is,  the  top  elements  in 
the  beam  would  be  in  tension  while  the  bottom  ones  would  be  in  com- 
pression. 

Now  considering  P'  alone,  and  substituting  1/2  for  Ar  (  =  Ar,)  in  (36) 
and  reducing,  we  have 
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which  is  the  reaction  at  C  due  to  load  P'  in  span  BC.    Next,  substituting 
1/2  for  k  in  (37)  and  reducing,  we  have 

32      ' 

which  is  the  reaction  at  A  due  to  the  load  P'  in  span  BC.     Then  the 
reaction  at  A  due  to  the  two  loads  is 

27         32     ' 
and  the  reaction  at  C  due  to  the  same  is 

15p^_Mp 
32         54     • 

After  these  reactions  are  thus  determined,  the  bending  moment  and  shear 
at  any  point  in  the  beam  are  readily  determined,  as  explained  above. 

Now  instead  of  the  concentrated  loads  just  considered,  suppose  the 
beam  shown  in  Fig.  95  supported  a  uniform  load  of  w  pounds  per  foot  in 
span  AB  and  w^  pounds  per  foot  in  span  BC,  extending  over  the  entire 
span  in  each  case.  In  this  case,  as  the  loads  are  uniformly  distributed, 
we  would  use  the  three-moment  equation  (M),  given  above,  which,  as  M' 
and  Af "  are  equal  to  zero,  reduces  to 

2M"(L  +  L,)=-^--^ (39). 

Then  transposing  and  dividing  through  by  2(L  +  L,),  we  have 

«"=-=^rTX^ (*»'• 

Now  taking  moments  about  B,  and  considering  points  A  and  B,  according 
to  Art.  66,  we  have 


Af"  =  L/?l- 


2 


Then  substituting  the  value  of  M",  as  given  in  (40),  in  this  last  equation, 
transposing,  and  reducing,  we  have 

^^"  2        8L(L  +  LJ ^^^^- 

Now  taking  moments  about  B,  and  considering  points  B  and  C,  we  have 

and  substituting  the  value  of  M",  as  given  in  (40),  in  this  last  equation, 
transposing  and  reducing,  we  have 

^^-"2""8L,(L-fLJ ^^^^- 

After  these  reactions  are  obtained,  the  bending  moment  and  shear  at  any 

point  in  the  beam  can  be  determined  very  readily  as  explained  above. 

Suppose  the  spans  to  be  equal  in  length  and  suppose  the  loads  are 
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equal.  Then  L  =  L,  and  to  =  w\  and  substituting  L  for  L,  and  w  for  w^ 
in  both  (41)  and  (42)^  and  reducing,  we  have 

3  3 

Rl  =—wL  and  723  =  -^wL, 

o  o 

that  is,  the  reactions  at  A  and  C  are  equal  to  %  of  the  load  on  one  span. 
Then,  evidently,  the  shear  just  to  the  right  and  also  just  to  the  left  of  B 
is  equal  to  f  (te^L)  or  §  of  the  load  on  one  span,  and  hence  for  the  reaction 
at  B  we  have 

o 

Sobstitnting  L  for  L,  and  w  for  w'  in  (39)  and  reducing,  we  have 

8 

which  is  the  bending  moment  at  B,  the  central  support.  This  being  minus 
shows  that  the  top  elements  of  the  beam  are  in  tension  while  the  bottom 
ones  are  in  compression.  This  same  moment  can  be  obtained  by  taking 
moments  about  B  and  considering  either  span,  say,  span  AB,  Then  we 
have 

Bot  121  =  f  {wlS)y  as  shown  above.  So  substituting  this  value  for  221  in 
this  last  equation,  and  reducing,  we  have 

8 
Now  taking  moments  about  the  center  of  span  AB,  we  have 

•wL\L  _L  wL^ 


2  \  2  /  4 


2  8 

Substituting  f  (irL)  for  Rl,  we  have  for  the  bending  moment  at  mid-9pan 

16  8       16         ' 

which  is  one-half  of  what  it  is  at  B,  the  central  support. 

Beams  having  four  or  more  supports  can  be  analyzed  in  a  similar 
manner.  Of  course,  there  would  be  more  three-moment  equations  involved 
— being  (»  -  1)  in  each  case.  However,  the  same  general  method  as 
outlined  above  would  hold  for  all  cases. 


CHAPTER  V 


THEORETICAL  TREATMENT  OF  COLUMNS 

71.  Preliminary.— Let  CB  (Fig.  96)  represent  a  round  steel  rod 
of  uniform  cross-section  A  and  length  L  standing  vertically  upon  a 
smooth^  rigid  base  at  B  and  supporting  a  load  P  at  C  which  is  sym- 
metrically applied  in  reference  to  the  longitudinal  axis  of 
the  rod ;  that  is^  the  load  is  applied  in  the  center  of  gravity 
of  the  cross-section  of  the  rod.  It  is  evident  that  the  load 
P  will  produce  a  direct  simple  compressive  stress  P  at 
every  cross-section  of  the  rod  throughout  its  lengthy  and 
hence  the  direct  compressive  unit  stress  at  every  section 
will  be  equal  to  P/A.  All  bodies  having  a  length  much 
greater  than  their  widths  as  the  above  rod^  and  loaded  in 
the  same  manner^  thereby  being  in^compression,  are  known 
in  general  as  columns. 

Now  suppose  the  above  rod  to  be  2  inches  in  diameter 
and^  say^  4  inches  long.  Then  the  unit  compressive  stress 
would  be  equal  to 

P  P 


R 
Fig.  96 


-(I) 


which  corresponds  to  P/A  given  above.  It  is  evident  that  this  short  rod 
would  support  a  very  heavy  load  without  failure^  in  fact,  the  compressive 
stress  P/n  could  be  as  great  as  if  it  were  a  tensile  stress. 
But  suppose  the  rod  to  be  20  feet  long  instead  of  4  inches. 
We  know  that  the  rod,  if  20  feet  long,  would  not  support  as 
heavy  a  load  as  it  would  if  only  4  inches  long,  as  the  longer 
rod  would  be  too  limber,  that  is,  it  would  fail  by  bending 
transversely;  of  course,  the  direct  compressive  stress  would 
be  acting  just  the  same  in  either  case. 

If  a  column  were  absolutely  straight  and  the  load 
applied  absolutely  in  the  longitudinal  axis,  the  bending  re- 
ferred to  above  would  not  occur.  But  such  conditions  do  not 
exist,  as  we  know  from  experience.  So  in  the  designing  of 
columns  the  stress  due  to  this  bending  must  be  taken  into 
account  in  addition  to  the  direct  compressive  stress. 

72.  Rankine's  Formula.— Let  ED  (Fig.  97)  repre- 
sent a  column  which  bends  as  indicated  under  a  load  P.  It 
is  evident  that  the  elements  on  the  concave  side  of  the  column 
are  in  compression,  owing  to  the  bending,  while  the  elements 
on  the  other  side  are  in  tension,  exactly  as  in  the  case  of  a 
loaded  beam.    Now  it  is  readily  seen  that  the  maximum  stress 
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on  the  column  will  occur  on  the  compression  or  concave  side^  for  here  the 
direct  and  hending  stresses  combine^  while  the  tensile  stress  on  the  other 
side  reduces  the  direct  stress.  This  maximum  compressive  stress  will^  as 
is  readily  observed^  occur  at  the  middle  of  the  column^  where  the  deflection 
is  greatest,  which  is  represented  as  A.  The  bending  moment  on  the 
<:olumn  at  any  point  x  distance  from  E  due  to  the  load  is 

where  z  is  the  deflection.  This  moment  will  be  a  maximum  when  xr  =  A. 
Then  we  have 

Af  =  PA 

for  the  maximum  bending  moment  on  the  column.  But  from  (D),  Art. 
53,  we  have  /  =  My /I,  and  substituting  PA  for  M,  we  have 

^       I 

(where  y  =  the  distance  from  neutral  axis  of  column  to  the  extreme 
elements)  for  the  maximum  compressive  stress  on  the  column  due  to 
bending.    Now  if  we  add  this  to  the  direct  stress,  P/A,  we  have 

P     Al^v 

P=A^-T- W' 

irhich  is  the  maximum  compression  unit  stress  on  the  column. 

Now — as  is  proven  by  experiment — A  will  vary  directly  as  L^  and 
inversely  as  jf;  that  is, 

Aoc — • 

y 

Then  if  L*/y  be  multiplied  by  some  constant  c,  we  have 

A=  c  — • 

Substituting  this  value  of  A  in  (1),  we  have 

P     PcU 

But  I  =  Af^  (Art.  49).  Then  substituting  this  value  of  /  in  the  last 
equation  and  reducing,  we  have 

^=2(1  +  "?) (N). 

This  can  be  written  in  the  form 
P_      P 
^     1.^ (O), 

i  +  c-p 

which  is  known  as  Rankine's  Formula,  where 

p~ maximum  compressive  unit  stress  on  the  column; 

P  =  load  on  the  column; 

L= length  of  column  in  inches; 
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A  =  area  of  cross-section  of  the  column  in  square  inches ; 
r  =  least  radius  of  gyration  of  the  cross-section  in  inches  in 

reference  to  the  neutral  axis  of  the  column; 
c  =  a  constant  which  is  determined  by  experiment^  and  depends 

upon  the  material  composing  the  column  and  upon  end 

conditions. 

The  maximum  unit  stress  on  any  known  column  due  to  a  given  load 
can  be  determined  from  Formula  (N)  and  the  allowable  direct  or  average 
compressive  unit  stress  from  (O),  providing  the  proper  value  of  c  is 
known^  which  is  determined  from  experiment. 

The  following  practical  values  of  c  are  recommended: 

For  timber  columns  c  =  4/3,000; 
For  cast-iron  columns  c  =  4/5,000; 
For  (medium)  steel  columns  c  =  1/11,000. 
(American  Bridge  Co.) 

If  p  be  taken  as  the  elastic  limit  of  the  material  in  the  column,  P/A 
will  be  the  direct  compressive  unit  stress  that  the  column  would  be  sub- 
jected to  when  the  elastic  limit  of  the  column  was  reached,  but  if  p  be 
taken  as  the  ultimate  strength  of  the  material,  P/A  would  be  the  direct 
compressive  unit  stress  that  the  column  would  be  subjected  to  at  failure. 
If  p  be  given  either  of  these  values,  a  factor  of  safety  must  be  used  in 
determining  the  "working  stress"  for  any  column.  If  32,000  lbs.  be 
taken  as  the  value  of  p  at  the  elastic  limit  of  steel,  a  factor  of  safety  of 
2  should  be  used,  and  if  64,000  lbs.  be  taken  as  the  value  of  p  when  the 
column  fails,  a  factor  of  4  should  be  used.  For  practical  designing,  it  is 
more  convenient  to  take  p  as  the  allowable  or  working  stress  of  the 
material  in  tension.  This  for  medium  steel  may  be  taken  as  16,000  lbs., 
in  accordance  with  the  specifications  of  A.  R.  E.  Ass'n.  Now,  substituting 
this  value  of  p  and  the  above  value  of  c  in  Rankine's  Formula  (O),  we 
have 

P  16,000 


A      j^       1       /Ly (P). 


11,000 


© 


This  Formula  (P)  may  be  used  for  designing  any  steel  column,  but 
a  Straight  Line  Formula  is  preferable,  as  it  is  more  readily  applied  and 
the  results  obtained  are  practically  as  accurate. 

73.  Straight  Line  Pormula.— The  ordinates  to  the  curve  abed 
(Fig.  98)  measured  from  the  horizontal  line  OH  give  the  value  of  P/A 
corresponding  to  the  different  values  of  L/r,  as  shown.  This  curve  is 
obtained  by  substituting  the  different  values  of  (L/r)'  in  Formula  (P). 
For  example,  the  ordinate  eb  is  equal  to 

P    10,000 ^14^800  lbs. 

It  is  readily  seen  from  Formula  (P)  that  the  ordinate  Oa  is  equal  to 
16,000  lbs.,  as  L/r  =  0.  Now,  if  some  line  as  ak  be  drawn  such  that  the 
ordinates  to  it  will  be  practically  the  same  as  to  the  curve,  it  is  obvious 
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that  the  eqaation  to  tbis  line  can  be  used  as  a  column  formula  instead  of 
Formula  (P),  and  the  equation  to  the  hne  would  be  known  as  a  "Straight 
Line  Formula." 

The  ordinate  Hk  to  this  line  is  taken  here  as  7,600  lbs.,  and  the 
ordinate  Oa  is  16,000  Iba.  Then,  as  OH  is  known,  the  slope  of  the  line  ak 
can  be  determined,  and  consequent!}'  its  equation  in  reference  to  0  can  be 
derived. 

Let  9  be  the  angle  that  the  line  makes  with  the  horiiontal.  Then  we 
have  any  ordinate  y,  distance  x  from  0,  given  by  the  formula 

y  =  16,000  -  4*anfl (1). 

Nowtan0=(Oa-i/ifc)-T-O/f  =  O.14,as  Oa  and  i/ib  arc  equal  to  16,000  and 
7,600  lbs.,  respectively,  and  OH,  to  the  same  scale,  is  equal  to  60,000  lbs. 
Now  for  *,  in  terms  of  L/r,  we  have 

10,000  /L\  ■     „„  L 

Then  nibatitnting  these  values  of  tan^  and  x  in  (1),  we  have 

y  =  ^  =16,000-70-. (Q), 

which  is  the  straight  line  formula  as  given  in  the  A.  R.  E.  Ass'n  Speci- 
fications. 

As  is  obvious,  tbe  author  just  deliberately  took  the  ordinate  Hk  so 
that  the  above  formula  would  result.  If  the  line  ak  be  drawn  to  conform 
to  mere  observation,  a  slightly  different  formula  would,  very  likely,  be 
obtained. 

It  is  readily  seen  that  a  straight  line  formula  for  any  other  material 
can  be  determined  in  the  same  manner  by  simply  using  the  proper  c  and 
working  stress  in  each  case. 

74.    Examples  in  the  Application  of  Column  Fmnolas. — 

Example  1.  What  will  he  the  maximum  compressive  unit  stress 
prodnced  in  a  wooden  column  10  s  10  ins.  in  cross-section  and  12  ft. 
long  by  a  load  of  30,000  lbs.  ? 

Here  A  =  100,  L  =  144,  r  =  2.88,  and  c  =  4/3,000.  The  value  of  p  is 
desired.     Then  substituting  the  above  values  in  Formula  (N),  we  have 

In  this  example,  the  direct  unit  stress  is  ?0,000  -i-  100  =  200  lbs.  So 
the  stress  due  to  cross  bending  is  8G8  -  200  =  668  lbs.    The  working  unit 
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stress  on  timber  should  be  taken  at  about  1^200  lbs.    So  the  above  column 
will  safely  support  more  than  20,000  lbs. 

Example  2,  What  direct  unit  stress  would  the  above  column  safely 
sustain  if  the  working  unit  stress  be  taken  as  1,200  lbs.?  Here  P/A  is 
desired.     Then  using  Formula  (O),  we  have 

P  1,200  „^^„ 

^  ^  r,      4   /i44y1  =  ^^^  ^^''  P"'  «^-  ^'^• 

L       3,000  V2.88/  J 

Then  the  safe  load,  or  P,  would  be  277  x  lOO  =  27,700  lbs. 

What  is  usually  given  is  the  load  and  the  length  of  the  column.  In 
that  case  the  problem  is  to  design  a  column  outright  that  will  safely  carry 
this  known  load.  In  all  such  cases  it  is  practically  a  matter  of  first 
guessing  a  column  which  we  think  will  satisfy  the  conditions  and  then 
modifying  our  guess  until  the  conditions  are  satisfied,  as  will  be  shown  in 
the  following  problems. 

Example  S.  Design  a  timber  column  10  ft.  long  to  carry  a  load  of 
20,000  lbs.  Taking  1,200  lbs.  as  the  working  unit  stress,  then  p  will  be 
1,200.    Using  Formula  (N),  we  have 


1  onn     ^M^\^  4_/120\n 


Here  it  is  seen  that  A  and  r  are  unknown.  First  assume  that  a  column 
9x9  ins.  will  do.  Then  /I  =  81  and  r  =  2.6.  Substituting  these,  values  in 
the  last  equation,  we  have 

,^^^     20,000  r,         4     /120\n     oQQiu 
l,200=-^^|^l^^^(^_j  J  =938  lbs., 

which  is  too  small,  or,  in  other  words,  the  column  is  too  large.  So  next 
try  an  8  X  8-in.  section.     Then  we  have 

1  of^n     20.000  r,         4      /120\''|     i,on,u 
1,200  .  -64-  [^^IM0\Jl)r  ^'^^^  ^^'•' 
which  is  too  large,  that  is,  this  column  is  too  small.     So  the  correct  size  is 
between  the  two.     However,  a  9  x  9-in.  section  would  be  used,  as  more 
than  likely  nothing  between  the  two  could  be  obtained. 

In  case  of  steel  columns,  the  straight  line  Formula  (Q)  will  be  used, 
although  the  Formula  (P)  could  be  used. 

Example  4,     Design  a  steel  column  25  ft.  long  to  support  a  load  of 
160,000  lbs.     Using  Formula  (Q),  we  have 

0=16,000-70—. 

r 

The  direct  unit  stress  in  accordance  with  economy  should  not  be  less  than 
9,000  lbs.,  and  it  rarely  ever  exceeds  14,000  lbs.  So,  guessing  in  this 
case,  as  the  column  is  short,  that  it  will  be  13,000  lbs.,  and  dividing  the 
load  by  that,  we  have 

160,000     ^.„         . 

"13:000  =  ^^-^  *">•  "•'• 

From   Table   3   it   is   seen   that   2 — [s   13"   x   20.5*   have   about  this 
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section.  The  r  for  these  two  channels  in  reference  to  the  gravity  axis 
perpendicular  to  their  webs  will  be  the  same  for  the  two  as  it  is  for  one 
channel,  which  is  given  in  the  same  table  as  4.61.  The  radius  in  ref- 
erence to  the  gravity  axis  parallel  to  the  webs  can  always  be  made  equal 
to  the  one  given  in  the  table  by  moving  the  channels  far  enough  apart. 
Now  substituting  the  above  value  of  r  in  the  above  formula^  we  have 

p  =  16,000  -  70  ^  =  11,450  lbs. 

Then  dividing  this  into  the  load,  we  have 

160.000      ..^         .      /  u    xN 
11450    ~-^^'^  ^^'  ^^'  (about), 

which  is  more  than  the  area  of  the  channels  assumed.  So  try 
2— [s  12"  X  25#  =  14.7°".  Then  r,  from  Table  3,  is  4.43,  and  our 
formula  becomes 

p  =  16,000 -70^  =11,260  lbs. 

Then  dividing  this  into  the  load,  we  have 

160,000      ,.,        . 
^j^2gQ-  =  14.2sq.m8., 

which  agrees  very  closely  with  the  area  of  the  2 — [s  12"  x  25^,  which 
would  therefore  be  used.  The  channels  composing  a  column  as  just 
designed  would  be  latticed  together. 

The  method  of  applying  the  column  formula  in  the  last  example  is 
general,  but  the  form  of  column  is  only  one  of  many.  It  is  beyond  the 
limits  of  practicability  to  have  the  radii  of  gyration  tabulated  for  each 
form.  However,  the  approximate  value  of  the  radius  for  any  form  in 
general  use  can  be  obtained  from  Table  10,  where  it  is  given  in  terms  of 
the  height  and  width  of  the  section,  as  shown.  After  the  approximate 
area  of  the  cross-section  is  obtained  by  dividing  the  load  by  an  assumed 
intensity,  as  above,  the  section  can  be  selected  and  then  the  corresponding 
approximate  radius  of  gyration  can  be  obtained  from  Table  10.  In  this 
way  the  assumed  section  can  be  tested,  and,  if  found  to  be  about  correct, 
the  exact  radius  can  be  computed  and  substituted  in  the  column  formula, 
and  the  section  modified  slightly,  if  necessary,  to  satisfy  this  last  require- 
ment. The  form  of  steel  columns  depends  upon  the  kind  of  structure  and 
the  position  they  occupy  in  the  structure  as  well  as  to  the  loads  they 
support. 

The  value  of  p  for  the  diflferent  values  of  L/r  could  be  taken  from 
such^a  diagram  as  shown  in  Fig.  98  if  it  be  drawn  to  a  sufficiently  large 
scale,  or  a  table  giving  the  same  can  be  computed.  The  latter  is  often 
used  in  designing  offices. 

In  case  a  column  is  fixed  at  the  ends,  one-half  of  the  length  of  the 
column  is  taken  as  L,  and  if  ^ned  at  one  end  only,  two-thirds  of  the 
length  is  taken  as  L  in  the  column  formulas.  The  reason  for  so  doing  is 
readily  seen,  as  the  actual  length  of  the  column  as  far  as  bending  is 
concerned  in  the  first  case  is  the  distance  between  the  points  of  contra* 
flexure,  which  is  about  one-half  of  the  length  of  the  column;  and  in  the 


112 


STRUCTTJBAL    ENGINEERING 


second  case  it  is  the  distance  from  the  free  end  to  the  point  of  contra- 
flexure,  which  is  about  three-fourths  of  the  length  of  the  column,  the  same 
as  in   the  case  of  beams.     (See  Arts.  68  and  69.) 

76.    ColTunns   Eccentrically   Loaded. — ^Whenever 

possible,  the  load  on  any  column  should  be  applied  in  the 
center  of  gravity  of  its  cross-section.  However,  in  some 
cases  this  is  not  possible.  In  such  cases  the  bending 
stresses  due  to  the  eccentric  loading  must  be  considered. 
Let  AB  (Fig.  99)  represent  a  column,  which  bends 
as  indicated,  due  to  the  eccentrically  applied  load  P.  Let 
e  represent  the  eccentric  distance,  A  the  maximum  deflec- 
tion, and  X  and  y  the  co-ordinates  to  the  elastic  curve  re- 
ferred Uy  A  BiS  origin.  Now  the  bending  moment  at  any 
point  X  distance  from  A  is  equal  to 


Tig.  99 


For  convenience  let  1e  =  y/P/EI.    Then  we  have 


Now  multiplying  both  sides  of  the  equation  by  2dy,  we  have  the  form 


Integrating  {dx  constant),  we  have 


(1). 


Now,  as  is  readily  seen,  dy/dx  =  0  when  y  =  A.    Therefore,  C,  =  fc^(e  +  A)^. 
Then  substituting  this  value  of  C,  in  (1),  we  have 

Now  extracting  the  square  root  and  transposing,  we  have 

^V(«  +  A)2-(e  +  y)^  * 
Integrating  this  equation,  we  have 

'4K'I-tI>^ (^)- 

Now  y  =  A  when  x  =  L/2;  therefore,  C„  =  {L/2  -  ir/2fc).    Then  substi- 
tuting this  value  in  (2),  we  have 

Now  y  =  0  when  d?  =  0.     So,  substituting  0  in  (2)  for  both  y  and  x,  we 
have 


..^^V 
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Then  by  equating  the  two  values  of  C„,  we  have 


from  which  we  obtain 


cos- 


Then  substituting  this  value  of  A  in  (3)^  we  have 

,4(.,„-.(lll2.^).(|.f^) <,, 

Now  transposing  and  reducing,  we  have 

But,  according  to  trigonometry, 

sin[(ix-^)+|]=sin(*x-^)cos|-+cos(*x-^)sin| 

e  -h  y        kL 

=  — ~'T- 

But,  cos  w/2  =  0,  and  sin  7r/2  =  1.     Then  the  last  equation  reduces  to 

(-       kL\     e  +  y       kL 

But  again,  according  to  trigonometry, 

/,        kL\  ,         A:L      .   ,     .    kL     e^y       kL 

cos  I  kx  -  -—-    =  cosArxcos  -^r-  +  smArjrsin  — —  =  — ^cos  -rr-» 
\  2  /  2  2^2 

Dividing  through  by  cosfcL/2,  we  have 

cos^JT  +  sinArxtan  — —  = . 

2  e 

But,  tan  kL/2  =  1  -  cosArL/sinArL.     Then  substituting  this  value  of 
tan  ArL/2  in  the  last  equation,  and  reducing,  we  have 

e[sinAr(L-x) +sinArjr]        _ 

iiiifcl  *-^ ^^^- 

Now  from  this  last  equation,  y  can  be  computed  for  any  point  along 
the  colunm,  and  then  the  lever  arm  (e  +  y)  is  known  and  hence  the  stress 
due  to  bending  at  any  point  along  the  column  can  be  determined,  as  we 
have 
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according  to  Art.  53.  (d  is  here  the  distance  from  the  neutral  axis  to  the 
outermost  element  in  compression.) 

Then  by  adding  the  unit  compressive  stress  (/)  thus  obtained  to  the 
direct  unit  stress  {P/A),  we  have  the  maximum  unit  stress  at  the  point 
considered.  This^  of  course^  will  be  a  maximum  when  ^  =  A.  Now 
y  =  A  when  x  =  L/2.  Then^  substituting  this  value  of  x  in  (5)  and 
reducing^  we  have 

<8ec^-l)=A (6). 

This  last  equation  (6)  can  be  used  for  determining  A^  the  maximum 
deflection.  After  this  is  determined^  the  maximum  stress  can  readily  be 
determined  as  stated  above.  For  the  maximum  compressive  stress  we 
then  have  the  formula 

Pd(e-h^)     P 

P= — I ^T 

where  p  is  the  maximum  compressive  unit  stress  in  pounds^  I  the  moment 
of  inertia  of  the  cross-section  of  the  column^  A  the  area  of  the  cross- 
section  in  square  inches  (which  is  assumed  to  be  constant)^  and  P,  e,  and 
A  are  as  stated  above. 


CHAPTER  VI 


RIVETS,   PINS,   ROLLERS,  AND   SHAFTING 

RIVETS 

76.  E[inds  of  Stress. — Rivets  may  fail  by  shearing  off  transversely, 
by  bearing,  that  is,  by  crushing  against  the  metal  through  which  they 
pass,  or  by  bending,  as  a  beam.  So,  therefore,  we  have  to  consider  shear- 
ing, bearing,  and  bending  stresses  on  them. 

77.  Shearing  Stress. — The  shear  on  a  rivet  at  any  cross-section  is 
equal  to  the  algebraic  sum  of  the  forces  on  either  side  of  the  section — 
just  the  same  case  as  a  beam.  Let  A  and  B  (Fig.  100)  represent  two 
bars  held  together  by  one  rivet,  as  shown.  Let  P  be  the  tensile  stress  on 
each  bar.  Then  the  bar  B  would  exert  forces  along 
ab  upon  the  rivet,  the  sum  of  which  (resolved  along  the 
bar)  would  be  equal  to  P,  while  the  bar  A  would  exert 
forces  upon  the  rivet  along  cd,  the  sum  of  which  (re- 
solved along  the  bar)  would  be  equal  to  P.  The  forces 
along  ab,  acting  against  the  forces  along  cd,  tend  to 
shear  the  rivet  off  transversely.  This  shear,  as  is 
readily  seen,  varies  from  O  at  each  end  of  the  shank  to  ^in  i  ri/) 
a  maximum  at  the  cross-section  be.  If  it  were  possible  /^  ^' 
to  determine  the  intensitv  of  these  forces  at  all  points,   t 


I 


(P) 


B 


(P) 


P 

Fig.  100 


the  shear  at  any  cross-section  along  the  rivet  could  be 
obtained  by  beginning  at  either  end  of  the  shank  and 
simply  summing  up  the  forces  to  the  section  consid- 
ered. However,  it  is  not  practical  to  do  so,  neither  is 
it  necessary,  for  it  is  readily  seen  that  the  maximum 
shear  occurs  just  between  the  two  bars  at  cross-section 
be.  This  shear,  as  is  evident,  is  equal  to  P,  and  as  it 
is  the  maximum,  it  is  the  only  shear  we  need  consider. 
The  shear  between  the  pieces  connected  is  what  is  generally  referred  to  as 
the  shear  on  rivets,  and  it  is  what  we  shall  consider  as  the  shear. 

The  unit  shearing  stress,  that  is,  the  stress  per  square  inch  on  a  rivet, 
is  obtained  by  dividing  the  shear  (in  pounds)  by  the  area  (in  square 
inches)  of  the  cross-section  of  the  rivet.  Thus  if  5  be  the  shear  in  pounds 
at  a  given  section  of  a  rivet  having  a  cross-section  of  A  square  inches,  and 
F  the  imit  shearing  stress,  we  have 

-I- 

The  allowable  shear  on  a  given  rivet  is  what  we  usually  desire.  This  is 
obtained  by  multiplying  the  allowable  intensity  per  square  inch  by  the 
area  of  the  cross-section  of  the  rivet.  We  shall  take  this  allowable 
intensity  as  12,000  pounds  per  square  inch  for  shop  rivets  and  10,000 
pounds  for  field  rivets,  as  specified  by  the  A.  R.  E.  Ass'n  in  their  speci- 
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fications  for  railroad  bridges.  Then  if  *  be  the  allowable  shearing  stress^ 
we  have  s  =  12,000  x  A  for  shop  rivets,  and  s  =  10,000  x  A  for  field  rivets. 
Substituting  in  these  formulas  we  have  for  the  allowable  shear  on  a  J" 
shop  rivet,  «  =  12,000x0.6013  =  7,21 6  lbs.,  and  for  a  J''  field  rivet,  we 
have  *,=  10,000x0.6013  =  6,013  lbs.  These  values  for  the  different  size 
rivets  are  given  in  column  3  of  Table  11. 

A  rivet  is  in  single  shear  when  there  is  (so  to  speak)  one  tendency 
to  shear  it  off,  double  shear  when  there  are  two  tendencies,  triple  shear 
when  there  are  three,  and  so  on.  If  two  pieces  be  riveted  together,  as 
indicated  in  the  sketch  at  (a)  (Fig.  101),  the  rivets  will  be  in  single 
shear;  and  if  three  pieces  be  riveted  together  as  indicated  in  the  sketch 
at  (fc),  the  rivets  will  be  in  double  shear;  and  if  there  were  four  pieces, 
the  rivets  would  be  in  triple  shear.  If  the  pieces  riveted  together  are 
properly  designed,  rivets  in  double  shear  will  have  twice  the  allowable 


(O)  (I?) 

Fig.   101 


Fig.   102 


shearing  strength  of  rivets  in  single  shear,  and  three  times  in  the  case  of 
triple  shear,  and  so  on.  For  example,  the  shear  on  the  rivet  shown  at 
(o)  (Fig.  101)  would  be  equal  to  P,  while  in  the  case  shown  at  (6)  it 
would  be  equal  to  P/2,  providing  e  and  d  have  equal  cross-section. 

78.    Bearing  Stress  on  Rivets. — Let  Fig.   102   represent  a  bar 

pulling  with  a  force  of  P  pounds  against  a  rivet  which  passes  through  it. 
The  force  transmitted  to  the  rivet  thereby  will  be  a  normal  force 
uniformly  distributed  from  h  around  to  a,  as  indicated.  Let  t  be  the 
thickness  of  the  bar,  D  the  diameter  of  the  rivet,  and  let  p  be  the  uniform 
bearing  force  per  square  inch.  Now,  the  bearing  force  on  any  infini- 
tesimal strip  through  the  plate,  as  ids,  where  t  is  the  thickness  of  the 
plate,  would  be  ptds.  Now  this  force,  resolved  along  the  bar,  is  equal  to 
ptds  cosO,  where  0  is  the  angle  the  normal  force  makes  with  that  direc- 
tion, as  indicated.  Then  if  the  normal  forces  on  all  such  strips,  from 
b  around  to  a,  be  resolved  along  the  bar  and  summed  up,  we  would  have 
pf^dscosO  =  P,  But  '2,dscosd  -  ab  =  D,  the  diameter  of  the  rivet.  So  we 
have 

ptD  =  P (1). 

To  obtain  the  value  of  P,  such  that  the  rivet  would  not  be  too  highly 
stressed,  we  would  substitute  the  working  value  of  p  in  the  above  formula, 
in  which  case  p  would  be  known  as  the  allowable  unit-bearing  stress  on 
the  rivet  and  P  as  the  allowable  bearing  of  the  rivet  on  the  plate  of 
thickness  t.  For  the  unit  value  we  will  take  24,000  lbs.  per  square  inch 
for  shop  rivets  and  20,000  lbs.  for  field  rivets,  as  specified  by  the  A.  R.  E. 
Ass'n  in  their  specifications  for  railroad  bridges. 

Now  suppose  the  rivet  shown  in  Fig.  102  to  be  a  J"  shop  rivet,  and 
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suppose  the  plate  to  be  ^"  thick.     Then  substituting  in  (1),  we  have 

24,000  X  ^  X  ^  =  10,500  lbs.  =  P, 
A       o 

that  is,  the  allowable  bearing  of  a  |"  rivet  on  a  i"  plate  is  10,500  lbs. 
If  the  thickness  of  the  plate  be  \''  instead  of  Y' y  we  would  have 

24,000  X  i  X  ^  =  5,250  =  P. 
4     8 

In  this  way  the  allowable  bearing  for  rivets  of  different  diameters  on 
different  thicknesses  of  plates  can  be  computed.  These  values  are  given 
in  Table  11. 

79.  Bending  Stress  on.  BivetS. — If  rivets  are  properly  driven, 
bending  stresses  can  be  ignored,  except  in  the  case  of  loose  fillers  as  is 
illustrated  in  Fig.  103.  Here  the  bars  c,  d,  and  e  exert  double  shear  on 
the  rivet  just  the  same  as  the  case  shown  at  ^^        ^  ey 

(6),  Fig.   101,  and  the  bearing  stresses  are  ^P  ^  c  "^UTT  i!*f>/    J 
just  the  same,  but  the  idle  fillers,  /  and  g,  -^^1  \y^         '  '^ 

hold  the  bars  apart  so  that  the  rivet  is  really  pig.  los 

a  beam  loaded  in  the  center  and  supported  at 

the  ends.  Let  h  be  the  distance  from  the  center  of  the  bar  c  to  the  center 
of  the  bar  d,  and  h  the  distance  from  the  center  of  the  bar  c  to  the  center 
of  the  bar  e.  Then  the  maximum  bending  moment  on  the  rivet  is  (P/2)/: 
or  (P/2)h.  Now,  according  to  (D),  Art.  53,  the  maximum  bending 
stress  on  the  rivet  per  square  inch  is 


(Pj\p 
My_V2    /2      16Pk 


64 

where  D  is  the  diameter  of  the  rivet 

The  bending  stress  on  a  rivet  should  always  be  combined  with  the 
shearing  stress  according  to  Art.  62  so  as  to  obtain  the  maximum  stress. 

Details  should  be  so  contrived  as  to  avoid  bending  on  rivets.  In 
fact,  there  is  practically  no  excuse  for  placing  rivets  so  that  they  are 
subjected  to  bending  of  any  consequence. 

80.    Examples  in  Determining  Number  of  Bivets. — Suppose 

that  each  of  the  bars  a  and  h,  shown  at  (a),  Fig.  101,  be  Y'  thick,  and 
suppose  the  stress  P  to  be  50,000  lbs.,  how  many  J"  shop  rivets  would  be 
required  to  transmit  this  stress.^ 

The  allowable  single  shearing  stress  on  one  f "  shop  rivet,  from  Art. 
77,  is  12,000  X  ir(|)2  -r  4  =  12,000  x  0.4418  =  5,301  lbs.  Then  the  number 
of  rivets  required  for  shear  is  50,000  -r  5,301  =  9.4  rivets  (use  10). 

The  allowable  bearing  stress  on  one  5"  shop  rivet,  from  (1),  Art.  78, 
is  24,000  X  ^  X  f  =  4,500  lbs.  Then  the  number  required  for  bearing  is 
50,000  -r  4,500  =  11  rivets  (about).    So  11  rivets  is  the  number  required. 

Now  suppose  the  bars  to  be  J"  thick  instead  of  \'\  The  allowable 
shearing  stress  on  each  rivet  would  not  change.  So  10  rivets  would  be 
required  for  shear  the  same  as  before.  But  the  allowable  bearing  stress 
is  now  24,000  X  f  x  f  =  6,750  lbs.    Then  the  number  of  rivets  required 
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for  bearing  is  50,000  ^  6,750  =  7.4  (use  8).  So  in  that  case  10  rivets,  as 
required  for  shear,  would  be  used,  as  it  is  the  greater  number. 

As  another  example,  suppose  the  bar  c,  shown  at  (6),  Fig.  101,  to  be 
\''  thick,  and  each  of  the  bars  d  and  e  to  be  f"  thick,  and  suppose  the 
stress  V  to  be  60,000  lbs. ;  how  many  %"  shop  rivets  would  be  required  to 
transmit  this  stress?  The  allowable  double-shearing  stress  on  one  f" 
shop  rivet  is  2  x  12,000  x  0.3068  =  7,364  lbs.  Then  the  number  of  rivets 
required  for  shear  is  60,000  -r  7,364  =  8.15  rivets  (use  9).  The  bearing 
here,  in  one  direction,  is  on  a  \"  bar,  while  in  the  other  direction  it  is  on 
two  I"  bars,  which  is  equivalent  to  one  f "  bar.  So  the  bearing  stress  on 
the  \"  bar  (c)  will  be  the  greater.  The  allowable  bearing  stress  on  one 
rivet  is  24,000  x  ^  x  f  =  7,500  lbs.  So  the  number  of  rivets  required  for 
bearing  is  60,000  -f  7,500  =  8  rivets.  Here  the  number  of  rivets  used 
would  be  9,  the  number  required  for  shear. 

The  allowable  bearing  and  shearing  intensities  for  rivets  are  given 
in  Table  11.  However,  the  student  should  know  how  to  compute  these 
intensities. 

PINS 

81.  Kinds  of  Stress. — The  same  kind  of  stresses  occur  on  pins  as 
on  rivets.  However,  in  the  case  of  pins,  the  bending  stresses  are,  as  a 
rule,  the  most  serious. 

82.  Shearing  and  Bearing  Stresses. — ^The  shearing  and  bearing 

stresses  on  pins  arc  determined  exactly  as  on  rivets.  The  allowable  unit 
intensities  for  shear  and  bearing  are  12,000  and  24,000  lbs.,  respectively 
— the  same  as  for  shop  rivets.  The  shearing  stress  very  rarely  affects 
the  design  of  a  pin,  while  the  same  is  practically  true  of  the  bearing  stress. 
However,  the  bearing  affects  the  details  of  the  other  parts  of  a  structure 
as  each  member  connected  must  have  the  proper  thickness  of  bearing  on 
the  pin.  As  an  example,  what  would  be  the  required  thickness  of  bearing 
to  transmit  a  stress  of  250,000  lbs.  to  a  6-in.  pin?  The  allowable  bearing 
of  a  plate  1  in.  thick  on  this  pin,  according  to  Art.  78,  is  24,000  x  1  x  6  = 
144,000  lbs.  Then  the  thickness  of  the  bearing  required  is  250,000 
-f  144,000  =  1.76  ins. 

83.  Bending  Stresses  on  Pins. — The  forces  applied  to  pins  are 
assumed  to  be  applied  at  the  center  of  bearings  of  the  pieces  connected. 

The  bending  moments  on  pins  can  be  computed  most 
readily  by  utilizing  the  proposition  in  Art.  66.  For  ex- 
ample, let  AB  (Fig.  104)  represent  a  pin  acted  upon  by 
forces  Fa*  Fh*  etc.,  applied  at  sections  a,  b,  c,  etc.,  as 
shown,  and  let  Ma,  Mt,,  etc.,  and  Sa,  S^t  etc.,  represent 
the  bending  moments  and  shears,  respectively,  at  the  sec- 
tions a,  h,  c,  etc.  It  is  obvious  that  the  bending  moments 
at  sections  a  and  g  are  equal  to  zero.  Then,  by  starting 
at  either  of  these  sections  we  can  determine  the  bending 
moment  at  each  of  the  other  sections,  according  to 
Art.  ()6. 
So,  starting  from  a,  the  bending  moment  at  b  is 

M5  =  Ma(=0)  +  (a6)5a=  {ab)Fai 


and  let 
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at  c  it  is 

Mc  =  Mt+  (bc)St  =  Mb  +  hc(Fa  -  Ft)  ; 
at  d  it  is 

M4 = Af c  +  (cd)Sc  =  Me ^cd(Fa-Ft  +  Fc)  ; 
at  e  it  is 

Me  =  M4-^ide)Sa  =  Ma  +  de(Fa-Fb\^Fc-Fd); 
at  /  it  is 

Mf  =  Mc-^(ef)Se  =  Me  +  ef(Fa-Ft-hFc-Fa-hFe); 
at  <^  it  is 

Mg=Mf+(gf)Sf  =  M,  +  fg{Fa-Ft  +  Fc-F,  +  Fe-Ff)=0. 

In  determining  the  bending  moments  in  this  manner,  the  maximum 
IS  readily  observed.  Care  should  be  taken  in  regard  to  algebraic  signs. 
The  shear  in  some  cases  will  be  minus,  as  is  readily  seen^  and  consequently 
the  moments  in  some  cases  may  be  minus. 

As  a  numerical  example^  let  the  lever  arms  be  as  follows : 

a&  =  2  in.,  de  =  l  in., 

bc  =  l^  in.,  ef=li  in., 

cd  =  l  in.,  f9  —  ^  in.; 

Fo=  150,000  lbs.,  Fe=  125,000  lbs., 

Fft= -200,000  lbs.,  F/  = -200,000  lbs., 

Fc=  125,000  lbs.,  Fy  =  150,000  lbs.; 
Fd  = -150,000  lbs., 

5a  =  150,000  lbs.,  5d= -75,000  lbs., 

^6  = -50,000  lbs.,  iSc  =  50,000  lbs., 

iSc  =  75,000  lbs.,  iS/ =  -150,000  lbs. 

Now,  by  substituting  these  values  in  the  above  equations,  we  have 

ilf6  =  2  X  150,000  =300,000  in.  lbs., 

3/c  =  300,000-  75,000  =  225,000  in.  lbs., 
M4  =  225,000  +  75,000  =  300,000  in.  lbs., 
Afe  =  300,000-  75,000  =  225,000  in.  lbs., 
Af^  =  225,000+  75,000  =  300,000  in.  lbs., 
Mg  =  300,000  -  300,000  =  0. 

Here  it  is  seen  that  the  maximum  moment  on  the  pin  would  be 
300,000  inch  |>ounds,  which  happens  to  occur  at  three  points — b,  d,  and  /. 

After,  the  maximum  bending  moment  is  thus  obtained,  the  bending 
stress  is  computed  according  to  (D),  Art.  53,  just  the  same  as  if  the  pin 
were  a  beam.  Thus,  in  the  last  example,  suppose  the  pin  to  be  6"  in 
diameter.     Then  we  would  have 

/  =  300,000 X  3 -r7r|i  =  14,150  lbs.  (about). 

The   allowable  bending  stress   intensity    for   pins,   as   specified   by  the 
A.  R.  E.  Ass'n,  is  25,000  lbs.  per  square  inch. 

Let  D  be  the  diameter  of  any  pin,  M,  the  bending  moment,  and  we 
have 


then 
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^     ,^D     ^D*     32Af 

'         2    •   64       wD» 
Transposing,  we  have 

32^    (1). 


n^  '/323f 


Now  by  substituting  25^000  lbs.  for  /  in  this  last  equation^  the  diameter 
of  pin  required  for  any  given  bending  moment  can  be  determined.  The 
diameters  required  for  given  moments  are  given  in  Table  12.  Here  the 
moments  are  given  in  inch  pounds^  and  /  taken  as  25^000  pounds. 

Often  the  members  bearing  on  a  pin  act  upon  it  from  different 
directions^  as  shown  in  Fig.  105.  In  such  cases  the  stresses  in  the 
members  are  resolved  horizontally  and  vertically  and  the  bending  moments 
determined  in  each  plane^  and  the  maximum  or  resultant  moment  is  then 

obtained  by  extracting  the  square  root  of  the  sum 
of  the  squares   of  these  maximum   horizontal   and 
vertical  moments.     Thus,  in  the  case  shown  in  Fig. 
••/■/    105,  F3  would  be  resolved  horizontally  and  ver- 
Fiff.  105  tically.     Then  the  horizontal  component  would  be 

included  with  the  forces  Fl  and  F2  in  the  computa- 
tions for  the  horizontal  moments,  and  the  vertical  component  would  be 
included  with  the  force  F4  in  the  computations  for  the  vertical  moments. 

Let  Mh  represent  the  maximum  horizontal  moment,  and  let  Mv 
represent  the  maximum  vertical  moment;  then  the  maximum  or  resultant 
moment  would  be 

for  which  the  pin  would  be  designed. 

ROLLERS 

84.  Allowable  Pressure. —  In  modem  practice,  the  allowable  pres- 
sure on  rollers  is  obtained  by  the  use  of  an  empirical  formula,  which  has 
the  form 

P  =  cD (1), 

where  p  =  the  allowable  pressure  per  lineal  inch  of  roller  and  D  =  the 
diameter  of  the  roller  in  inches,  and  c  =  a  constant. 

Prof.  A.  Marston*  found  that  for  the  elastic  limit  of  soft  steel  rollers 
c  was  about  880.  (See  paper  Trans.  A.  S.  C.  E.,  Vol.  32.)  For  the 
allowable  pressure,  c  should  be  taken  as  about  one-half  of  this.  Then  for 
the  allowable  pressure  per  lineal  inch  on  soft  steel  rollers,  we  have 

p  =  440D (2). 

The  formula,  for  medium  steel  rollers  as  specified  by  the  A.  R.  E. 
Ass'n,  is 

p  =  600  D (3). 

This  is  the  formula  now  in  general  use,  as  rollers  are,  as  a  rule,  made 
of  medium  steel. 


*Dean,  Engineering  Division,  Iowa  State  College. 
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The  fonniila  is  very  readily  applied.  As  a  practical  example,  sup- 
pose a  load  of  600,000  pounds  be  supported  upon  six  6^'  rollers ;  what  will 
be  the  required  length  of  each? 

Substituting  in  Formula  (3),  we  have  p  =  600  x  6  =  3,600  lbs.  Then 
the  total  linear  inches  required  is  600,000  -r  3,600  =  166.6  ins.;  and  as 
there  are  six  rollers,  the  length  of  each  will  be  166.6  -r  6  =  27.7  ins. 

Rollers  should  always  be  as  large  in  diameter  as  is  consistent  with 
accompanying  details. 

SHAFTING 

85.  Stress  Due  to  Torsion; — Shafting  used  to  transmit  power  for 
operating  movable  bridges,  as  well  as  in  all  other  machinery,  is  subjected 
to  a  twisting  about  the  longitudinal  axis  known  as  torsion.  The  stresses 
resulting  therefrom  are  known  as  torsion  stresses.  This  stress  is  the  same 
as  the  shearing  stress  in  a  beam,  except  the  action  on  each  particle  is 
perpendicular  to  a  radius  through  the  center  of  rotation,  and  the  stress 
varies  directly  as  the  distance  out  from  this  center  of  rotation.  The 
difference  results  owing  to  the  stress  being  caused  by  a  tendency  of 
rotation  instead  of  a  tendency  of  translation,  as  in  the  case  of  a  beam. 

Let  AB  (Fig.  106)  represent  a  round  steel  shaft  subjected  to  torsion. 
Suppose  this  shaft  be  cut  off  at  ab  and  spliced  by  means  of  inserted  steel 
pins  which  fit  tightly  into  drilled  holes. 
Now  it  is  readily  perceived  that  the  tor-  ^/]^ 
sion  (twisting  of  the  shaft)  tends  merely 

to  shear  each  of  these  pins  off  transversely       

and  perpendicularly  to  a  radius  through  ^       d\Sl5ectab) 

the  center  of  rotation^  and  as  far  as  the 

torsion  is  concerned,  the  pins  have  only  a 

direct  shearing  stress  on  them.    Now,  evidently,  the  material  particles  in 

every  cross-section  of  the  shaft  are  subjected  to  exactly  the  same  kind  of 

stress  from  torsion  as  the  pins,  as  the  action  causing  the  stress  is  the  same. 

This  shearing  stress  varies  directly  as  the  distance  out  from  the 
center  of  the  shaft.  This  is  readily  seen  by  considering  again  the  pins  at 
section  ah.  Each  pin  will  be  distorted  a  certain  amount,  and  as  the 
tendency  of  rotation  is  about  the  center  of  the  shaft,  it  is  evident  that  the 
distortion  of  the  pins  will  vary  directly  as  their  distance  out  from  the 
center  of  the  shaft,  and  hence  the  stress  on  them  will  so  vary.  Then, 
evidently,  if  the  stress  on  these  pins  varies  directly  as  their  distance  out 
from  the  center  of  the  shaft,  the  stress  on  the  material  particles  at  every 
cross-section  of  the  shaft  will  vary  directly  as  their  distance  out  from  the 
center  of  the  shaft. 

So  we  have  thus  far  shown  that  the  stress  on  the  shaft  due  to  torsion  is 
a  transverse  shearing  stress  acting  perpendicularly  to  the  radii  of  rotation, 
and  that  it  varies  directly  as  the  distance  out  from  the  center  of  the  shaft. 
Now  it  remains  yet  to  determine  the  intensity  of  the  stress.  The  stress, 
of  course^  will  depend  upon  the  torsion,  which  is  directly  proportional  to 
the  moment  about  the  center  of  the  shaft  of  the  force  producing  the 
torsion.  Let  P  represent  the  force  producing  the  torsion  of  the  shaft  AB 
(Fig.  106)  and  let  d  be  its  lever  arm.  Then  the  moment  of  this  force, 
which  produces  the  torsion,  is  Pd,  This  would  be  known  as  the  "torque." 
Now  it  is  evident  that  this  moment  Pd,  or  torque,  must  be  ba\aivcftd  aV. 
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each  cross-section  of  the  shaft  by  the  moments  of  the  torsion  stresses^  at 
each  section^  about  the  center  of  the  shaft. 

Let  Fig.  107  represent  an  enlarged  cross-section  of  the  shaft  AB 
(Fig.  106).  As  the  torsion  stresses  vary  directly  as  the  distance  out  from 
the  center  of  the  shafts  the  maximum  stress  will  evidently  occur  at  the 

outermost  elements.  Let  S  be  this  stress  per  square  inch^ 
and  let  r  be  the  radius  of  the  shaft.  Then  the  stress  per 
square  inch  out  unit  distance  will  be  S/r,  and  the  stress  per 
square  inch  out  any  distance  z  will  be  (S/r)z,  But  as  the 
stress  varies  continuously  outward  from  the  center  of  the 
shaft  it  is  evident  that  there  will  not  be  a  square  inch  of 
Fig.  107  material  out  z  distance  having  a  stress  of  (S/r)z,  but  only 
an  infinitesimal  area  da  of  material  having  that  stress.  So 
the  actual  stress  or  force  out  any  distance  z  is  (S/r)zda,  and,  of  course, 
the  moment  of  this  about  the  center  of  the  shaft  is  {S/r)z^da.  Now  it  is 
evident  that  the  stress  is  the  same  on  all  material  equal  distances  out  from 
the  center  of  the  shaft,  so  da  can  be  taken  as  a  circular  strip  of  width  dz 
and  length  2'irz.  Then  we  have  da  =  2Trzdz.  Then  the  moment  of  the  tor- 
sion stress  out  z  distance  from  the  center  of  the  shaft  is 

S  S 

—z^da  =  Stt—  z^dz, 

r  r 

and  summing  up  this  for  the  entire  cross-section,  we  have 

Pd  =  27r^  [Vdz (1). 

Integrating,  we  have  Pd=^Sirr^/2,  and  transposing, 

S  =  '-^ (2), 

from  which  the  maximum  torsion  stress  per  square  inch  on  any  round 
solid  shaft,  as  the  above,  can  be  computed.  S  =  stress  per  square  inch; 
Pd  =  torque ;  and  r  =  radius  of  the  shaft. 

In  the  case  of  a  hollow  shaft,  the  integration  of  (1)  would  be  between 
the  limits  of  the  internal  and  external  radii.  Thus,  let  r  be  the  external 
radius  and  r,  the  internal  radius  of  a  hollow  shaft.     Then  we  would  have 


Pd  =  27r-       z^dz. 

'n 


Integrating,  we  have 


Transposing,  we  have 


S=-T^^^ (3), 


'(-'t) 
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Flff.  106 


from  which  the  maximom  torsion  stress  per  square  ineh  on  any  hollow 
shaft  can  be  compnted.  S  =  stress  per  square  inch ;  r  =  external  radius ; 
r^  =  internal  radius;  and  Pd  the  torque. 

In  case  of  a  shaft  having  a  square  cross-section,  da 
would  be  taken  as  any  infinitesimal  rectangular  area. 
For  instance,  let  Fig.  108  represent  the  cross-section  of  a 
square  shaft,  the  center  of  which  is  at  O.  Then,  for  the 
moment  of  the  torsion  stress  on  an  infinitesimal  area  da 
out  any  distance  z  from  O,  we  have  (S/e)z^da,  Here  S 
is  the  stress  on  the  outermost  element,  which  is  distance 
e  from  O.    Let  Pd  be  the  torque,  and  we  have 

Pd=^^s*da. 

e 

Expressing  z  in  terms  of  the  rectangular  co-ordinates  x  and  tf,  we  have 

Pd  =  ^  (l.ar'da  +  l.y^da). 

But  (^Jt^da-i-^if^da)  is  the  polar  moment  of  inertia  of  the  cross-section, 
which  is  designated  as  /  in  Art.  49.    Then  we  have 


Transposing,  we  have 

(Pd)e 


S  = 


0)> 


from  which  the  maximum  torsion  stress,  not  only  on  square  shafting  but  on 
any  shaft  whatever,  can  be  computed.  5  =  stress  per  square  inch;  Pd  = 
torque;  /  =  polar  moment  of  inertia;  and  e  =  the  distance  to  the  outermost 
element.  Formula  (4)  is  a  general  formula,  as  it  applies  to  any  form  of 
cross-section. 


CHAPTER  VII 

MAXIMUM  REACTIONS,  SHEARS,  AND  BENDING  MOMENTS 

ON  SIMPLE  BEAMS  AND  TRUSSES,  AND 

STRESSES  IN  TRUSSES 


86.  Maximum  Beactions  on  Simple  Beams. — The  reactions  on 

simple  beams  in  all  cases  can  be  determined  by  taking  moments  about  the 
supports  as  explained  in  Art.  54.  In  the  case  of  uniform  dead  load,  the 
two  reactions  are  equal  and  each  is  known  directly  as  being  equal  to  half 
of  the  dead  load  supported.  In  case  the  dead  load  is  not  uniformly 
distributed,  the  reactions  are  obtained  by  taking  moments  about  the 
supports,  as  stated  above.  In  all  cases  of  dead  load,  the  reactions  are 
fixed  in  intensity,  as  the  loads  are  fixed  in  position,  but  for  live  load  the 
case  is  different  as  the  reactions  vary  with  the  position  of  the  loads,  and 
the  maximum  reaction  occurs  when  the  loads  are  in  one  certain  position. 
If  the  live  load  be  a  uniform  load,  the  reactions  at  the  two  supports  will 
be  a  maximum  at  the  same  time  and  that  will  be  when  the  load  extends 
over  the  full  length  of  the  beam,  in  which  case  each  reaction  is  known 
directly  as  being  equal  to  half  of  the  load  supported.  The  live  load  often 
consists  of  wheel  loads,  as  in  the  case  of  locomotives,  trains,  wagons, 
traction  engines,  etc.,  where  the  loads  or  wheels  are  a  fixed  distance  apart. 
The  maximum  reaction  due  to  such  loading  will  occur,  as  is  readily  seen, 
when  the  beam  is  fully  loaded  and  the  heaviest  loads  are  as  near  as 
possible  to  the  support  considered. 

87.  Maximum  Shear  on  Simple  Beams.— The  reactions  on  simple 

beams,  in  all  cases,  can  be  determined  by  taking  moments  about  the 


Fig.  100 


supports,  as  stated  in  the  preceding  article,  and  after  the  reactions  are 
known  the  shear  at  any  vertical  section  of  a  beam  is  determined  by  simply 
adding  up  the  forces  on  either  side  of  the  section,  beginning  at  the  end  of 
the  beam,  as  explained  in  Art.  52.  This  much  applies  in  all  cases  whether 
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the  shear  be  a  maximam  or  not.  The  maximum  shear  on  any  vertical 
section  of  a  beam^  due  to  dead  load^  is  readily  obtained  as  such  loads  are 
fixed  in  position  and  hence  the  shear  obtained  by  adding  up  the  forces 
on  either  side  of  any  section  is  the  maximum  for  that  section^  but  in  the 
case  of  live  load  the  maximum  shear  is  not  so  readily  obtained  for  the 
shear  on  every  vertical  section  of  a  beam  changes  continually  as  such 
loads  move  over  the  beam^  and  hence  the  maximum  shear  will  occur  when 
the  load  is  in  one  certain  position.  As  an  example  of  live  load^  let  AB 
(Fig.  109)  represent  a  simple  beam  supporting  a  single  moving  load 
P,  and  let  R  and  Rl  represent  the  reactions  at  A  and  B,  respectively,  due 
to  this  load  when  at  any  point  on  the  beam. 

The  shear  on  any  short  strip  through  the  beam,  as  abed,  due  to  P, 
can  be  expressed  as 

when  the  load  is  at  any  point  to  the  right  of  the  strip.  The  shearing 
force  exerted  upon  the  strip  will  then  act  as  indicated.  It  is  readily  seen 
that  this  shear  on  the  strip  varies  directly  as  x  and  hence  will  be  a 
maximum  when  x  =  fit.  Then  if  we  lay  off  the  vertical  line  gh  equal  (by 
scale)  to  Pm/L  and  draw  the  line  hk,  any  ordinate  to  this  line  hk  graph- 
ically represents  the  shear  on  the  strip  abed  when  the  load  is  directly  over 
the  ordinate.  For  example,  the  ordinate  y  represents  the  shear  on  the 
strip  when  the  load  is  in  the  position  shown,  and  any  other  ordinate  as  a 
represents  the  shear  on  the  strip  when  the  load  is  over  that  ordinate. 
When  the  load  is  at  any  point  to  the  left  of  the  strip,  the  shear  on 
the  strip  can  be  expressed  as 

S'  =  ^-P=(R-P), 

but  the  shearing  forces  exerted  upon  the  strip  will  then  act  in  the  oppo- 
site direction  to  those  shown.  This  change  in  the  direction  of  action  of 
the  shearing  forces  takes  place  the  instant  the  load  passes  the  strip.  We 
would  say  that  the  shear  changes  signs  as  the  load  passes  the  strip  and 
that  the  shear  on  the  strip  is  positive  when  the  load  is  on  one  side,  and 
negative  when  on  the  other. 

It  is  seen,  from  the  last  equation,  that  S'  will  be  a  maximum  when 
R  has  its  least  value.  This,  as  is  seen,  occurs  when  the  load  is  just  to 
the  left  of  the  strip,  that  is,  when  x  =  m  +  dx,  but,  as  dx  can  be  taken  as 
an  infinitesimal,  we  would  say  when  j?  =  m.  Then  if  we  lay  off  the  vertical 
line  fg  equal  to  {Pm/L)  -P=(R-P)  and  draw  the  line  fe  we  have  the 
shear  on  the  strip  graphically  represented  for  the  load  P  at  any  point  to 
the  left  of  the  strip,  as  any  ordinate  r,  to  the  line  fe,  represents  the  shear 
on  the  strip  when  the  load  is  over  that  ordinate.  Then  we  have  the  variation 
of  the  shear  on  the  strip  abed  due  to  the  load  P,  as  it  moves  over  the  beam 
from  B  to  ^,  fully  represented  by  the  ordinates  to  the  broken  line  efhk. 
It  is  seen  from  this  that  the  loads  on  the  two  sides  of  any  vertical  section 
of  a  beam  really  neutralize  each  other  as  regards  the  shear  they  produce 
on  the  section,  and  hence  it  appears  that  the  maximum  shear  would  occur 
when  the  loads  are  on  one  side  only  and  extending  on  that  side  from  the 
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end  of  the  beam  up  to  the  section.  This  is  absolutely  true  in  the  ease  of  a 
uniform  live  load,  as  shown  in  Art.  55,  and  is  practically  true  for  prac- 
tically all  classes  of  loading,  yet  it  is  not  absolutely  true  in  some  cases  of 
concentrated  live  loads,  for  sometimes  the  maximum  shear  on  a  vertical 
section  of  a  beam,  due  to  such  loads,  occurs  when  the  loading  extends 
from  one  end  of  the  beam  to  a  little  beyond  the  section  considered.  The 
most  common  instance  of  this  is  that  of  the  typical  system  of  locomotive 
wheel  loads.  In  such  cases  the  exact  position  required  to  produce  maxi- 
mum shear  must  be  determined  by  trial. 

As  a  general  case  of  uniform  load^ 
let  it  be  required  to  determine  the  maxi- 
mum positive  and  negative  shear  on  a 
beam  12  ft.  long  at  a  point  4  ft.  from 
the  end  due  to  a  uniform  dead  load  of 
5  100  lbs.  per  foot  and  a  uniform  live  load 
of  1,500  lbs.  per  foot.  Let  AB  (Fig. 
Rt  110)  represent  the  beam,  and  let  ha 
represent  the  section  at  which  the  shear 
is  required. 

As  the  dead  load  is  symmetrically 
located  in  reference  to  the  center  of  the 
beam,  the  two  reactions  due  to  dead 
load  are  equal  to  each  other,  and  each 
is  equal  to  6  x  100  =  600  lbs.  Then  for 
the  dead-load  shear  at  the  section  ba,  adding  up  from  A  and  taking  R 
(=  600)  as  positive,  we  have 

600 -(4x100)= +  200  lbs. 

When  the  uniform  live  load  extends  from  the  end  B  up  to  the  section,  as 
shown,  one  of  the  maximum  live-load  shears  will  occur.  Taking  moments 
about  B  when  the  load  is  in  this  position,  we  have 
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(0)        (i>) 

Fig.   110 


/?  = 


1,500x8x4 
12 


=  +  4,000  lbs. 


for  the  live-load  reaction  at  A.  Then  for  the  shear  due  to  this  load  at  the 
section  ha,  adding  up  from  A,  we  have  +4,000  lbs.  as  there  is  no  inter- 
vening live  load.  This  is  the  maximum  positive  shear  at  the  section  ha 
due  to  the  live  load.  It  will  be  readily  seen  that  the  dead  load  and  the 
live  load,  where  the  live  load  extends  from  B  to  the  section  ha,  both  exert 
shearing  forces  at  the  section  which  act  in  the  direction  shown  at  (a), 
hence  the  two  will  add,  and  we  have  200 +  4,000  =  +  4,200  lbs.  for  the 
maximum  positive  shear  at  the  section  ha,  due  to  the  dead  and  live  load 
combined.  Now  if  the  live  load  extends  from  A  to  the  section  ha  instead 
of  from  B,  the  reaction  at  A,  due  to  the  live  load  in  that  position,  would  be 


i2  = 


1,500x4x10 
12 


=  5,000  lbs. 


Then  for  the  shear  at  the  section  ha  due  to  this  load,  adding  up  from  A, 
we  have  5,000- 6,000  =  - 1,000  lbs.  which  is  the  maximum  negative  shear 
at  the  section  due  to  the  live  load. 
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It  wiU  be  readily  seen  that  the  live  load  when  extending  from  A  to 
the  section  ba  will  exert  shearing  forces  at  the  section  which  will  act  as 
shown  at  (6)^  and  as  this  direction  is  opposite  to  the  direction  of  action 
of  the  shearing  forces  exerted  by  the  dead  load,  the  shear  at  the  section, 
due  to  dead  and  live  load  combined,  will  undoubtedly  be  equal  to  the 
difference  of  the  two  shears.  So  we  have  200- 1,000  =-800  lbs.  for  the 
maximum  negative  shear  at  the  section  ba  due  to  dead  and  live  load 
combined. 

Now  it  is  seen  that  in  the  above  example  the  maximum  positive  and 
negative  shear  at  the  section  ba,  due  to  dead  and  live  load  combined,  is 
simply  the  algebraic  summation  of  the  two  simultaneous  shears  in  each 
case.  This  will  hold  in  all  cases  provided  the  adding  up  of  the  forces  be 
in  reference  to  the  same  end  of  the  beam  in  each  case.  As  an  illustration, 
let  us  add  up  the  forces  in  the  above  example  from  the  end  B  instead  of 
from  A,  as  we  did  above.  The  reaction  at  B,  due  to  the  dead  load,  is 
600  lbs.  Then  for  the  dead-load  shear  at  the  section  ab,  adding  up  from 
B,  we  have,  600- 8x100  =  - 200  lbs. 

For  the  live-load  reaction  at  B,  when  the  live  load  extends  from  B  to 
the  section  ba,  we  have 

1.500x8x8 

13  ' 

Then  for  the  shear  at  the  section,  adding  up  from  B,  we  have  8,000- 
12,000  =  - 4,000  lbs.  Adding  this  to  the  dead-load  shear,  we  have 
-  200  — 4,000  =  -4,200  lbs.,  which  is  the  same  as  we  obtained  by  adding 
up  from  A,  except  the  sign  is  negative  instead  of  positive.  If  the  live 
load  extends  from  A  to  the  section  ba  instead  of  from  B  to  the  section, 
we  have 

„^      1,500x4x2      ^  ^^^  „ 
Rl  =  -^ — =  1,000  lbs. 

for  the  reaction  at  B  due  to  the  live  load.  Then  for  the  shear  at  the 
section  ba,  adding  up  from  B,  we  have  + 1,000  lbs.  Now  adding  this  to 
the  dead  load,  as  just  determined  by  adding  up  the  forces  from  B,  we 
have  -  200  +  1,000  = +  800  lbs.,  which  is  the  same  as  we  obtained  above 
by  adding  up  from  A,  except  that  the  sign  is  positive  instead  of  negative. 
Thus  we  see  that  by  adding  up  the  forces  from  one  end  we  obtain 
positive  shear  and  by  adding  up  the  forces  from  the  other  end  we  obtain 
negative  shear.  There  is  no  mystery  about  this  at  all,  as  is  readily 
perceived  by  referring  to  Fig.  Ill  where  AB  represents  a  simple  beam 
supporting  a  number  of  loads,  and  R  and  Rl  represent  the  reaction  at 
A  and  B,  respectively,  due  to  the  loads,  and  abed  represents  a  very  short 
strip  through  the  beam.  If  we  take  the  reactions  as  positive,  then  any 
force  acting  upward  will  be  positive.  By  adding  up  the  forces  from  A  to 
the  strip  abed  we  really  obtain  the  shearing  force  acting  upon  the  strip 
along  ab  and  by  adding  up  the  forces  from  B  to  the  strip  we  really  obtain 
the  shearing  force  acting  upon  the  strip  along  de.  As  these  two  shearing 
forces  on  any  vertical  section  of  a  beam  are  always  equal  and  opposite,  it 
is  evident  that  the  sum  obtained  by  adding  up  the  forces  from  one  end 
will  be  positive,  while  the  equal  sum  obtained  by  adding  up  the  forces 
from  the  other  end  will  be  negative. 
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There  will  be  no  confusion  as  regards  the  sign  of  the  shear  on  any 
section  of  a  beam  in  any  case,  providing  the  adding  up  of  the  forces^  that 
is.  the  algebraic  summation^  be  started  from  the  same  support. 


LA 


B 


Rl 


Fig.  Ill 


88.  MaxlTnum  Bending  Moments  on  Simple  Beams. — The  bend- 
ing moment  at  any  cross-section  of  a  beam,  in  all  cases,  is  equal  to  the 
algebraic  sum  of  the  moments  about  the  section,  of  the  forces  on  either 
side  of  the  section.  In  case  the  load  be  uniformly  distributed  over  the 
entire  length  of  the  beam,  the  maximum  moment  will  occur  at  the  center 
of  the  span,  and  will  be  equal  to  wL^/S  as  shown  in  Art.  56.  This  is  true 
for  all  uniformly  distributed  loads,  either  live  or  dead.  In  the  case  of 
fixed  concentrated  loads,  the  maximum  moment  will  occur  under  one  of 
the  loads  which  can  be  ascertained  readily  by  trial.  However,  it  can  be 
determined  otherwise  as  shown  later. 

If  the  live  load  be  wheel  loads,  it  is  always  necessary  to  first  deter- 
mine the  position  of  the  loads  on  the  beam  for  maximum  moment.  As 
wheel  loads  roll  over  a  beam  it  is  evident  that  the  moment  at  every  section 
is  continually  changing,  and  it  is  the  absolute  maximum  of  these  various 
moments  produced  that  we  desire,  although  it  may  last  only  for  an  instant 
during  the  passage  of  the  load. 

Let  AB  (Fig.  112)  represent 
a  simple  beam  supporting  a  system 
of  wheel  loads.  According  to  Art. 
5G,  the  maximum  moment  will  occur 
under  a  wheel.  Let  this  wheel  be 
the  one  marked  C  Let  W  be  the 
weight  of  all  the  wheels  on  the 
beam,  and  x  the  distance  from  the 
right  support  to  their  center  of 
gravity.  Further,  let  P  be  the 
weight  of  the  wheels  to  the  left  of  wheel  C,  and  h  the  distance  of  their 
center  of  gravity  from  wheel  C,  and  let  s  be  the  distance  from  the  left 
support  to  wheel  C.  Then  the  bending  moment  under  wheel  C  can  be 
expressed  as 


Fig.   112 


M=^^^-Pb=(R2-Pb) 


(1) 


Now  from  Fig.  112  it  is  seen  that  a:  =  L-a~jar.     Substituting  this 
value  of  jr  in  (1),  we  have 


M  =  ^(5L-£a-jff»)-Pfe 


(2). 


Now  any  slight  movement  of  the  loads  either  to  the  right  or  left  will 
cause  a  small  change  in  z  and  M,    Let  ds  and  dM  represent  this  incre- 


MAXIMUM  REACTIONS,  ETC.  129 

ment  of  8  and  M,  respectively,  due  to  a  slight  movement  of  the  loads. 
Adding  the  increments  in  equation  (2),  we  have 

and  reducing  we  have 

Now  subtracting  (2)  from  this  last  equation  and  reducing  we  obtain 

dM^Wdz—  adz^j-  23de (3) 

which  is  undoubtedly  the  expression  for  the  increment  of  the  bending 
moment  under  wheel  C  due  to  any  slight  movement  of  the  loads.  It  is 
readily  seen  that  if  wheel  C  is  to  the  right  of  the  point  of  maximum 
moment  any  slight  movement  of  the  loads  to  the  left  will  increase  the 
moment  M  by  the  amount  dM — in  other  words,  dM  will  be  positive — and 
that  all  such  movements  of  the  loads  to  the  left  will  increase  M  the  amount 
dM  until  wheel  C  arrives  at  the  point  of  maximum  moment  and  from  there 
on  any  slight  movement  of  the  loads  to  the  left  will  decrease  M  by  the 
amount  dM;  in  other  words,  dM  is  negative  in  that  case.  Evidently  the 
increment  dM  is  zero  just  as  wheel  C  arrives  at  the  point  of  maximum 
moment  as  it  is  positive  when  the  wheel  is  just  to  the  right  of  the  f>oint 
of  maximum  moment  and  negative  when  to  the  left  and  hence  changes 
signs  at  the  point.    So  we  have  from  (3),  when  Af  is  a  maximum^ 

W  W 

dM=Wds — ^  ads-'-jr-22de  =  0. 

Reducing,  we  obtain 

L     a 
*"2"2 

which  is  the  value  of  z  when  the  maximum  bending  moment  occurs  under 
wheel  C.  This  last  equation  shows  that  the  center  of  the  beam  bisects 
the  distance  a.  From  this  we  see,  that  the  point  of  maximum  moment  and 
the  center  of  gravity  of  all  the  wheels  are  equidistant  from  the  center  of 
the  beam  and  on  opposite  sides  of  the  center.  The  maximum  moment  will 
occur  under  one  of  the  two  wheels  adjacent  to  the  center  of  gravity, 
practically  always  under  the  wheel  nearer  the  center  of  gravity.  So,  as  a 
rule,  all  we  have  to  do  to  locate  a  system  of  wheels  on  a  beam  for 
maximum  moment  is  to  find  their  center  of  gravity  and  then  place  the 
center  of  the  beam  half  way  between  this  center  of  gravity  and  the  wheel 
nearest  to  it.  For  example,  take  the  case  shown  in  Fig.  112.  By  taking 
moments  about  either  of  the  end  wheels,  either  wheel  D  or  E,  we  can 
determine  the  center  of  gravity  of  all  the  wheels  which  comes  nearest  to 
wheel  C  and  hence  the  center  of  the  beam  will  come  half  way  bt^tween 
the  center  of  gravity  and  this  wheel.  In  any  case  where  the  center  of 
gravity  comes  near  half  way  between  two  wheels,  the  moment  under  each 
of  the  wheels  should  be  determined  in  order  to  ascertain  which  is  the 
maximum. 
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Usually  the  only  bending  moment  used  in  designing  beams  is  the 
absolute  maximum  referred  to  above,  yet  there  are  a  few  cases  where  the 
maximum  at  other  points,  other  than  the  point  where  the  absolute  niazi-> 
mum  occurs,  is  needed,  and  which  will  occur  when  the  wheels  are  in  one 
certain  position  in  reference  to  the  point  considered. 

Let  AB  (Fig.  113)  represent  a  simple 
beam  supporting  a  system  of  wheel  loads 
as  shown,  and  let  D  be  a  fK)int  distance  e 
from  A  where  the  maximum  bending  mo- 
ment, due  to  these  wheels  as  they  move 
over  the  beam,  is  desired.  Let  W  repre- 
sent the  weight  of  all  of  the  wheels  on  the 
I~^         I      P~T  F^   beam  and  x  the  distance  of  their  center  of 

'^        W  gravity  from  B.    Further,  let  P  represent 

piiT.  118  the  weight  of  the  wheels  to  the  left   of 

point  D  and  z  the  distance  of  their  center 
of  gravity  from  D. 

According  to  Art.  56,  the  maximum  moment  at  T>  will  occur  when 
a  wheel  is  at  that  f>oint.  So  let  a  wheel  be  at  the  point  as  shown.  Now 
taking  moments  about  T>  and  considering  the  forces  to  the  left,  we  have 


OQQ 


w 


M=j-ex-Pz={Re-Ps) 


(1) 


for  the  bending  moment  at  that  point.  Now,  if  the  wheels  are  in  the 
position  for  maximum  moment  at  D,  the  increment  of  the  moment  that 
would  be  caused  by  the  wheels  moving  to  the  right  or  left  an  infinitesimal 
distance  would  be  equal  to  zero.  Then  assuming  we  have  such  a  move- 
ment, M,  X,  and  z  will  have  corresponding  increments  which  we  will 
designate,  respectively,  as  dM,  dx,  and  dz.  Now  adding  these  in  equation 
(1),  we  have 

W 

-=r-  edx  -  Pz  -  Pds, 


W 
M-\^dM=  —ex^ 


and  subtracting  equation  (1),  we  have  • 

W 
dM  =  —  edx  —  Pdz, 
Xi 

But,  as. is  readily  seen,  dz-dx,  so  we  have 

W 

dM  =  -J-  edx  -  Pdx 

for  the  increment  of  the  bending  moment,  which  will  be  equal  to  zero 
when  the  loads  are  in  the  position  for  maximum  moment  at  D,  Then  we 
have 


dM  =  ~  edx-Pdx  =  0. 
X/ 


Reducing,  we  have 


W 
L 


(2), 
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In  the  last  equation  we  have  the  total  load  on  the  beam  divided  by 
the  length  of  the  beam  equal  to  the  load  on  the  left  of  the  point  Z) 
divided  by  the  distance  from  the  point  to  the  left  support.  That  is,  we 
have  the  average  unit  load  on  the  beam  equal  to  the  average  unit  load  to 
the  left  of  the  point  Then,  to  obtain  the  maximum  moment  at  any  point 
in  a  simple  beam,  due  to  wheel  loads,  the  loads  must  be  so  placed  that 
there  wUl  be  a  load  at  the  point  considered  and  at  the  same  time  the 
average  unit  load  on  the  entire  beam  will  be  equal  to  the  average  unit 
load  to  the  left  of  the  point. 

It  is  showily  in  Art.  59,  that  the  first  derivative  of  the  bending 
moment,  in  terms  of  x,  at  any  section  of  a  beam,  is  equal  to  the  shear. 
But  at  the  point  of  maximum  moment  the  first  derivative  of  the  bending 
moment  will  be  equal  to  zero.  So,  it  follows  that  the  shear  at  the  point 
of  maximum  bending  moment  will  be  zero.  Then,  as  the  point  of  maxi- 
mum bending  moment  is  at  the  point  of  zero  shear,  or  where  the  shear 
changes  signs,  which  is  the  same  thing,  the  point  of  maximum  moment 
can  be  obtained  by  adding  up  the  forces  from  one  end  of  the  beam  until 
the  point  where  the  shear  is  zero,  or  changes  signs,  is  reached,  and  this 
point  will  be  the  point  of  maximum  bending  moment.  This  method  of 
determining  the  point  of  maximum  moment  is  quite  convenient  in  the  case 
of  fixed  loads,  especially  where  the  loads  are  mixed,  uniform,  and 
concentrated. 

As  an  example,  let  it  be  required  to  determine  the  point  of  maximum 
bending  moment  on  the  beam  shown  in  Fig.  114,  due  to  the  concentrated 
and  uniform  load  indicated.  After  determining  the  reactions  shown  at 
A  and  B,  by  taking  moments  about  the  supports,  we  can  begin  at  one  end 
of  the  beam  and  ascertain  the  point  of  zero  shear  by  adding  up  the  forces 


Fig.   114 

and  noting  the  sign  of  the  shear  as  we  progress.  Thus,  beginning  at  A, 
we  have  10,766 -1,800- 3,000  =  +5,i)66  lbs.  for  the  shear  just  to  the  right 
of  the  3,000-pound  load,  and  10,766-3,000- 7,000  =  +766  lbs.  for  the 
shear  just  to  the  right  of  the  4,000-pound  load.  This  last  shear  shows  us 
that  the  point  of  zero  shear  is  just  a  little  to  the  right  of  the  4,000-pound 
load.     Let  x  be  the  distance.     Then  we  have 


from  which  we  obtain 


600  X  =  766, 
766 


«= 


600 


=  1.27  ft. 
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So  the  point  of  maximum  moment  is  1.27  ft.  to  the  right  of  the  4,000- 
pound  load.  If  the  4,000-pound  load  were  something  over  766  pounds 
heavier^  it  is  evident  that  the  point  of  maximum  moment  would  be  under 
that  load.  For  example,  suppose  that  load  weighed  6,000  pounds  instead 
of  4,000;  then,  all  the  other  loads  remaining  the  same,  the  reaction  at  A 
would  be  11,932  lbs.  instead  of  10,766.  Adding  up  from  A  we  have 
11,932 -3,000 -3,000  =+5,932  lbs.  for  the  shear  just  to  the  left  of  the 
second  load  from  A,  which  is  now  6,000  lbs.,  and  11,932-3,000-3,000^ 
6,000  =  -68  lbs.  for  the  shear  just  to  the  right  of  the  load.  As  the  shear 
is  positive  on  one  side  of  the  load  and  negative  on  the  other,  the  shear 
undoubtedly  passes  through  zero  at  the  load,  and  hence  the  point  of 
maximum  moment  is  at  the  load. 

89.    Maximum  Beaction  on  Simple  Trusses. — The  loads  on  trusses 

are  transmitted  to  the  joints,  either  directly  or  indirectly;  directly  when 
applied  at  the  joints,  and  indirectly  when  applied  between  the  joints, 
that  is^  in  the  panels.     As  an  example,  let  the  diagram  in  Fig.   115 


ri        T2 
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represent  a  truss  of  length  L  supporting  two  loads,  PI  and  P2,  as  shown. 
These  loads,  as  is  readily  seen,  would  be  transmitted  to  the  joints  c,  d, 
and  e.  Let  rl,  r2,  and  r3  represent  the  amount  transmitted  to  each  as 
indicated.  These  would  be  known  as  concentrations  or  panel  loads.  The 
intensity  of  rl  and  r3  can  be  determined  by  taking  moments  about  d  and 
treating  cd  and  de  as  simple  beams.    Thus  we  have 

rl  =  — r-  and  r6  = 


cd 


de 


By  taking  moments. about  e  we  can  determine  the  concentration  at  d  due 
to  P2,  and  by  taking  moments  about  c  we  can  determine  the  concentration, 
at  d  due  to  PI.  Then,  by  adding  these  two  concentrations  together,  we 
obtain  the  concentration  r2.     Thus  we  have 


r2  = 


d-K 
cd 


|P1  + 


de  -  k 


P2. 


In  this  manner  the  concentrations  on  the  joints  of  any  truss,  loaded  in 
any  manner,  can  be  determined.  As  the  concentrations  are  really  com- 
ponents of  the  loads,  either  may  be  used  in  determining  reactions  on 
trusses.  Thus,  for  the  reaction  at  A  (Fig.  115),  due  to  the  two  loads 
PI  and  P2,  we  have 

„     sPl  +  yP2         „      (Be)r:i+(Bd)r2+(Bc)rl. 
H  = r or  ft  =  = 
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As  a  rule,  the  loads  are  used  instead  of  the  concentrations  (owing  to 
convenience)^  in  which  case  any  concentration  at  the  end  point  due  to 
loads  in  the  end  panel  must  always  be  subtracted  from  the  reaction  found. 
For  instance,  if  there  were  loads  in  the  panel  Ab,  we  would  take  moments 
about  b  and  determine  the  concentration  at  A  due  to  the  loads  in  that 
panel,  and  subtract  this  from  the  reaction  found  at  A  by  taking  moments 
of  all  the  loads  about  B,  Other  than  this  one  step^  the  determination  of 
reactions  on  trusses  is  exactly  the  same  as  for  beams. 

Dead  load  (which  is  usually  taken  as  a  uniform  load)  and  uniform 
lire  load  are  always  considered  as  concentrated  at  the  joints.  In  such 
cases  we  deal  only  with  joint  loads,  or  panel  loads,  which  is  the  same 
thing.  If  the  panels  be  of  equal  length,  the  panel  loads  will  all  be  equal, 
and  in  such  cases  the  reactions  can  be  determined  practically  by  inspec- 
tion.    For  example,  let  the  diagram  in  Fig.  116  represent  a  truss  of  6 


equal  panels  supporting  a  uniform  load  of  w  pounds  per  foot  of  truss. 
Let  L  be  the  length  of  the  truss  and  d  the  length  of  each  panel.  If  the 
load  extends  over  the  full  length  of  the  span  there  would  be  five  panel 
loads,  represented  as  P,  each  equal  to  lad.  In  that  case  we  can  readily 
see  that  each  reaction  would  be  equal  to  2^  P.  This,  of  course,  is  mere 
inspection.  In  case  the  panel  loads  are  unequal  or  some  of  the  joints 
not  loaded,  we  can  obtain  the  reactions  by  simply  taking  moments  about 
the  supports  just  the  same  as  in  the  case  of  beams,  except  as  stated  above, 
but  if  the  panels  are  of  equal  length  it  is  more  convenient  to  deal  with 
panel  lengths  instead  of  feet.  For  example,  to  obtain  the  reaction  at  A 
due  to  a  load  at  /,  we  would  take  moments  about  B  and  the  load  at  / 
would  be  multiplied  by  d  and  divided  by  6d,  and  hence  the  reaction  at 
A  would  be  ^  of  the  load.  Similarly  a  load  at  e  would  be  multiplied  by 
2d  and  divided  by  Gd,  and  hence  the  reaction  at  A,  due  to  this  load, 
would  be  f  of  the  load  at  e,  and  likewise  the  reaction  at  A,  due  to  a  load 
at  d,  would  be  {-  of  the  load  at  d,  and  ^  and  $  for  a  load  at  c  and  b, 
respectively.  From  this  it  is  seen  that  the  reactions  on  trusses  of  equal 
panels  can  be  obtained  directly  by  numbering  the  panels  1,  2,  3,  etc.,  as 
shown  (just  below  the  diagram)  in  Fig.  IIG,  and  multiplying  the  load  on 
each  joint  by  the  number  under  it,  and  then  adding  all  the  results  together 
and  dividing  by  the  number  of  panels  in  the  truss.  If  the  reaction  at  the 
other  support  be  desired,  the  numbers  would  simply  be  reversed  in  order. 
If  the  panel  loads  are  all  equal,  the  work  will  be  shortened,  of  course,  as 
the  numbers  under  all  the  joints  loaded  can  be  added  together  and  multi- 
plied by  one  panel  load,  divided  by  the  number  of  panels.  As  an  example, 
suppose  the  joints  /,  e,  d,  and  c  each  support  a  load  P.  The  reaction  at 
A  due  to  these  four  loads  would  be 

fl  =  ?(l+2  +  3  +  4)=^10. 
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If  the  joint  b  were  loaded  also,  we  would  have 

/?  =  ?(l  +  2  +  3  +  4  +  5)=^16. 
o  o 

If  joints  e,  c,  and  h  alone  were  loaded,  we  would  have 

«  =  ^(2  +  4  +  5)=|ll. 

If  joint  c  alone  were  loaded,  we  would  have 

P  P 

and  so  on.  In  general,  the  maximum  reaction  on  a  truss,  the  same  as  a 
beam,  will  occur  when  the  span  is  fully  loaded  and  the  heaviest  loads 
are  near  the  support  considered.     Specific  cases  will  be  taken  up  later. 

90.    Maximum  Shear  on  Simple  Trusses.— The  determination  of 

the  shear  on  trusses  is  the  same  as  that  of  beams,  except  the  loads  are  con- 
sidered to  be  applied  to  trusses  only  at  the  panel  points,  or  joints.  Let 
the  diagram  in  Fig.  117  represent  a  simple  truss  supporting  a  load  P  at 
each  bottom  joint,  as  indicated,  and  let  R  and  R\  represent  the  reactions 
due  to  these  loads.  Then  the  shear  in  the  first  panel  from  the  left  end  is 
R;  in  the  second  it  is  R-P;  in  the  third  it  is  R-2P;  in  the  fourth 
it  is  i?  -  3P;  and  so  on.    This  case  is  that  of  dead  load  or  a  uniform  live 


load  extending  all  the  way  across  the  span.  In  case  of  dead  load,  this 
shear  would  be  a  maximum.  It  is  customary  to  assume  that  a  uniform 
live  load  moving  over  a  truss  increases  by  panel  loads,  in  which  case  the 
maximum  shear  in  any  panel  will  occur  when  the  joints  from  one  end  of 
the  truss  up  to  the  panel  considered  are  loaded.  By  loading  from  one 
end  we  obtain,  as  we  may  say,  the  maximum  positive  shear,  and  loading 
from  the  other  end  we  obtain  the  maximum  negative  shear.  For  example, 
one  maximum  shear  would  occur  in  the  panel  be  of  the  truss  shown  in 
Fig.  118,  when  the  joints  e,  d,  and  c  alone  are  loaded,  and  the  other 
maximum  would  occur  when  the  joints  a  and  6  alone  are  loaded.  Instead 
of  considering  the  load  to  move  on  from  the  two  directions,  we  usually 
consider  it  to  move  on  from  only  one  direction,  and  by  determining  the 
shear  in  each  panel  as  the  load  reaches  it  we  obtain  all  the  shears  we 
need,  as  the  positive  shears  are  determined  in  the  panels  on  one  side  of 
the  center  of  the  truss  while  the  negative  shears  are  determined  in  the 
corresponding  })ancls  on  the  other  side  of  the  center. 

As  the  maximum  shear  in  any  panel,  due  to  a  uniform  live  load, 
occurs  when  the  load  just  reaches  that  panel,  it  is  readily  seen  that  this 
shear,  in  all  eases,  will  be  equal  to  the  reaction  at  the  unloaded  end  of  the 
truss.  Thus,  the  maximum  shear  in  panel  ed  (Fig.  118)  due  to  a  uniform 
live  load  moving  on  from  the  right,  will  be  equal  to  the  reaction  at  A  due 
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to  the  load  at  e;  and^  similarly,  the  maximum  shear  in  the  panel  dc  will 
be  equal  to  the  reaction  at  A  due  to  the  loads  at  e  and  d;  and  the  maxi- 
mum shear  in  panel  ch  will  be  equal  to  the  reaction  at  ,A  due  to  the  loads 
at  e,  d,  and  c;  and  so  on  for  the  other  panels.  Now  if  the  panels  be  of 
equal  lengthy  these  reactions  can  be  determined  by  numbering  the  joints 
1,  2,  3,  etc.,  and  adding  these  together  for  the  loaded  joints  and  multiply- 
ing the  sum  by  one  panel  load  divided  by  the  total  number  of  panels  in 
the  truss,  as  explained  in  the  last  article.  As  an  example,  let  the  diagram 
in  Fig.  118  represent  a  truss  of  six  equal  panels,  each  of  length  d  (the 


a         b        C         ^ 
S        ^         3  2 

,    di)  &  ®  a) 

Plff.  118 

length  of  the  span  then  will  be  h  =  ^d)^  and  let  it  be  required  to  deter- 
mine the  maximum  shear  in  each  panel  due  to  a  uniform  live  load  of  w 
pounds  per  foot  of  truss  moving  over  it  from  right  to  left.  Let  W  (=  W) 
represent  the  panel  load.  Then  numbering  the  joints  1,  2,  3,  etc.,  from 
right  to  left,  as  shown^  we  have 

W 

for  the  maximum  shear  in  the  panel  ed,  when  joint  e  alone  is  loaded, 

^(1  +  2) 
for  panel  dc  when  joints  e  and  d  are  loaded, 

^(1  +  2  +  3) 
for  panel  ch  when  joints  e,  d,  and  c  are  loaded, 

y(l  +  2  +  3  +  4) 

for  panel  ba  when  joints  e,  d,  c,  and  b  are  loaded,  and 

y(l  +  2  +  3  +  4  +  5) 

for  panel  aA  when  joints  e,  d,  c,  b,  and  a  are  loaded. 

From  this  it  is  seen  that  the  maximum  shear  on  any  truss  of  equal 
panels,  due  to  a  uniform  live  load  moving  over  the  truss,  can  be  expressed 
by  the  general  formula, 

—[1  +  2  +  3 +(n-l)]. 


where  n  is  the  number  of  panels  in  the  truss  considered. 

It  will  be  found  quite  convenient  to  write  the  summation  ol  \\v^ 
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numbers  in  the  parentheses  under  the  corresponding  panel  points  as 
shown  in  Fig.  118  where  the  incircled  numbers  are  the  respective  summa- 
tions. These  summations,  as  is  readily  seen,  can  be  made  in  any  case  by 
simply  referring  directly  to  the  diagram  of  the  truss  considered.  Then 
the  shear  in  the  panels  can  be  read  off  of  a  slide  rule  directly  aa. 


-(1), 

-(3), 

W 

—(6), 


W 
-(15), 


and  so  on. 

In  the  case  of  uniform  live  load,  just  considered,  we  usually  assniney 
as  stated  above,  that  the  load  is  applied  to  the  joints  of  a  truss  in  maxi- 
mum panel  loads.     This  is  not  possible,  however,  as  such  loads  are  con- 
tinuous and  must  necessarily  extend  beyond  the  last  loaded  joint  in  order 
to  fully  load  it.    For  example,  to  fully  load  the  joints  e  and  d  (Fig.  118) 
the  uniform  live  load  would  really  have  to  extend  from  B  to  the  joint  c, 
as  is  readily  seen.     However,  as  will  be  shown  later,  the  maximum  shear 
would  occur  in  panel  dc  when  the  load  extended  a  short  distance  z  beyond 
joint  d.     In  that  case  there  would  be  less  than  a  full  panel  load  at  d  and 
a  small  concentration  at  c  due  to  the  load  in  the  panel  dc,  and  the  shear 
ill  the  panel  dc  would  really  be  equal  to  the  reaction  at  A  minus  the 
concentration  at  c.    The  error  resulting  from  the  assumption  stated  above 
is  small  in  the  case  of  a  uniform  live  load,  as  will  be  seen  later,  and  hence 
the  assumption  in  that  case  is  permissible,  but  in  the  case  of  wheel  loads 
no  such  assumption  can  be  made  as  any  slight  shifting  of  the  loads  may 
materially  change  the  shear  in  a  panel  and  conse(|uc'ntly  it  is  necessary 
for  us  to  deteruiine  the  exact  position  of  such  loads  for  maximum  shear. 

As  a  general  case,  let  the  diagram  in   Fig.   Ill)  represent  a  truss 
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supporting  a  system  of  wheel  loads.  Now  let  it  be  required  to  determine 
the  position  of  these  wheels  for  maximum  shear  in  panel  be.  Let  W  be 
the  weight  of  all  the  wheels  and  x  the  distance  from  B  to  their  center  of 
gravity,  and  let  P  be  the  weight  of  the  loads  in  the  panel  be,  and  z  the 
distance  from  c  to  their  center  of  gravity.  Now  if  /?  be  the  reaction  at  A 
due  to  W,  and  r  the  concentration  at  b  due  to  P,  the  shear  in  the  panel 
be  can  be  expressed  as 
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=«:^ (!)• 

M  22  =  — r—  and  r  =  — p 

Li  a 

Then  sobstitiitiiig  these  values,  we  have 

«     Wx      P3       . 

^^T—df-  ••• (^^- 

With  P  and  FT  constant,  any  shifting  of  the  wheels  to  the  right  or  left 

will  iffect  R  and  r,  not  the  same,  but  similarly.     The  weight  of  P  could 

be  sach  that  any  movement  to  the  left  would  increase  the  value  of  li 

nwre  than  r.     Then,  evidently,  any  such  movements  to  the  left  would 

continue  to  increase  the  shear  S  until  another  load  rolled  past  c  into  the 

P*nel  be,  when  the  rate  of  increase  of  r  would  be  greater  than  just  before 

^e  load  passed  joint  cj  but  R  would  continue  to  increase  all  the  while, 

^,  consequently,  the  shear  S  would  continue  to  increase,  unless  the  lo.id 

^  Were  increased  so  much  by  the  additional  load  that  r  would  be  increased 

at  a  greater  rate  than  R  for  each  movement  to  the  left.    So  it  is  seen  that 

^e  shear  S  will  be  a  maximum  when  the  total  load  in  the  panel  be  is  such 

^^  the  increment  of  R  is  equal  to  the  increment  of  r.     That  is,  any 

shifting  of  the  loads  with  W  and  P  constant  (for  that  instant)  would  not 

affect  the  shear  S  in  panel  he;  or,  in  other  words,  the  increment  of  the 

^hear  would  be  zero.     Now,  suppose  the  loads  move  an  infinitesimal 

"'s^Aiice  to  the  left;  then  equation  (2)  would  become 

*^  aubtracting  (2)  from  this,  we  have 

Wdx     Pdx 

dS  =  ^  -  ^ (3), 

Lt  a 

•^ol  is  the  increment  of  the  shear  S  in  panel  be  due  to  the  movement. 
"^     this  increment  will  be  zero  when  5  is  a  maximum,  and  then  we 
^^^Id  have 

Wdx     Pdx      .  ... 

"^^^-ir^-ir^^ (^)- 

"  ^8  readily  seen  that  this  occurs  when  W/L  =  P/d,  that  is,  the  shear  in 

panel  be  is  a  maximum  when  the  average  unit  load  on  the  truss  is  equal  to 

the  average  unit  load  in  the  panel.    This  will  hold  in  the  case  of  any  truss 

^*  the  type  shown  as  the  case  being  considered  is  general.     In  the  case  of 

a  truss  of  n  equal  panels,  each  of  length  d,  we  hnve  L  =  nd.     Substituting 

this  value  of  L  in  the  last  equation,  and  reducing,  we  have 

W 

P=— (5), 

That  is,  the  shear  in  any  panel  of  a  truss  of  n  equal  panels  will  he  a 
^fiaximum  when  the  load  in  the  panel  is  equal  to  the  total  load  on  the 
truss  divided  hy  the  number  of  panels  in  the  truss.  This  will  hold  for 
anv  class  of  live  load  either  concentrated  or  uniform. 

It  is  readily  seen  that  the  increment  of  the   shear  in  panel  &c» 
expressed  by  equation  (8),  will  pass  through  zero  only  as  a  \oad  p«AU» 
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joint  c,  so  there  will  be  a  wheel  at  joint  c  when  the  maximum  shear  in 
panel  be  occurs.  Thus  it  is  in  all  cases — a  wheel  will  be  at  the  joint  on 
the  loaded  side  of  the  panel  considered  when  the  maximum  shear  in  the 
panel  occurs. 

91.    Maximum  Bending  Moments  on  Simple  Trusses. — In  the 

case  of  bending  moments  on  trusses,  the  moments  are  usually  taken  about 
the  joints  only,  otherwise  the  case  is  the  same  as  that  of  beams.  As  a  gen- 
eral case  of  dead  load  or  uniform  live  load,  let  the  diagram  in  Fig.  120 
represent  a  truss  of  six  panels  supporting  a  load  at  each  bottom  joint  as 


Fig.  120 


indicated.  Let  R  and  Rl  represent  the  reaction  at  A  and  B,  respectively, 
due  to  these  loads.  Then  the  bending  moment  at  joint  &  or  ^  is  M'  =  Rjt; 
at  joint  c  or  A  it  is  M''=R{x-k-y)-Ply;  at  joint  A;  or  cf  it  is  3f '= 
/?(j?  +  y  +  2f)-Pl(y  +  £r)-P2(£r);  and  so  on. 

In  the  case  of  uniform  live  load,  the  maximum  moment  at  any  joint 
will  occur  when  the  load  extends  the  full  length  of  the  truss,  and  hence 
the  moment  at  all  joints,  the  same  as  in  the  case  of  dead  load,  is  a 
maximum.  In  the  case  of  wheel  loads  it  is  necessary  to  determine  the 
exact  position  of  the  wheels  for  the  maximum  bending  moment  at  each 
joint.  Let  the  diagram  in  Fig.  121  represent  a  truss  of  six  panels 
supporting  a  system  of  wheel  loads,  as  indicated.  Now  let  it  be  required 
to  determine  the  position  of  these  wheels  for  maximum  bending  moment 
at  joint  d. 

Let  W  be  the  weight  of  all  the  wheels  on  the  truss,  and  x  the 
distance;  from  B  to  their  center  of  gravity,  and  let  P  be  the  weight  of  the 
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wheels  to  the  left  of  joint  d  and  z  the  distance  from  d  to  their  center  of 
gravity,  and  also  let  h  be  the  distance  from  A  io  d  and  R  the  reaction 
at  A  due  to  all  the  wheels  when  in  any  position.  Then  the  bending 
moment  at  d  can  be  expressed  as 

M^Rh'Pz (1). 
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80,  snbstitiiting  this  value  of  R,  we  have 

M^h^-Ps  (2). 

Now  as  the  loads  move  to  the  left^  R  will  be  increased,  and  likewise 
the  moment  M,  mitil  P  becomes  so  great  that  the  rate  of  increase  of  Pz 
is  greater  than  the  rate  of  increase  of  (Wx  /  L)h;  then,  evidently,  the 
moment  M  eXd  will  be  a  maximum  when  its  increment  is  zero,  which,  as  is 
readily  seen,  will  occur  when  the  increment  of  (Wx  /  L)k  is  equal  to  the 
increment  of  Pz,  Now  suppose  the  loads  move  an  infinitesimal  distance  to 
the  left^  then  equation  (2)  becomes 

M^rdM  =  k^  ^k^^-Pz-Pdx. 

Then  subtracting  (2)  we  have 

Wdx    ^ 

dM^k—p^-Pdx    (3), 

la 

which  is  the  increment  of  the  bending  moment  at  d  due  to  the  movement. 
But  this  increment  will  be  equal  to  zero  when  3/  is  a  maximum,  and  lioiice 
would  have 

Wd^ 
dM=k^^-Pdx  =  0 (4). 

la 


It  is  readily  seen  that  this  occurs  when 

W     P 

L'k    


(5), 


that  is,  the  bending  moment  at  joint  d  is  a  maximum  when  the  average 
unit  load  on  the  truss  is  equal  to  the  average  unit  load  on  the  left  of  the 
joint  d.  Now,  as  the  above  is  a  general  case,  we  have:  The  maximum 
bending  at  any  joint  of  a  truss  of  the  type  shown  will  occur  when  the 
average  unit  load  on  the  truss  is  equal  to  the  average  unit  load  to  the  left 
of  the  joint  considered.  It  will  be  seen  that  this  is  the  same  as  found  for 
beams  in  Art.  88. 

92.  Stresses  in  TniSSes. — As  the  loads  supported  by  trusses  are 
applied  at  the  joints,  the  stress  produced  in  each  member  is  simple 
stress,  and  consequently  the  unit  stress  in  any  member  is  equal  to  the 
total  stress  divided  by  the  area  of  its  cross  section.  The  stresses  in  the 
individual  members  can  readily  be  obtained  by  resorting  to  the  resolution 
of  forces  and  to  the  equation  of  moments. 

As  an  example,  let  the  diagram  at  (a)  in  Fig.  122  represent  a  truss 
of  six  equal  panels,  supporting  a  load  at  each  lower  joint  as  indicated. 
Let  d  be  the  length  of  each  panel,  h  the  height  of  the  truss  center  to 
center  of  chords,  L  the  total  length  of  span  center  to  center  of  end 
bearings,  and  let  R  and  Rl  represent  the  reactions  as  in^ealtd.    To 
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obtain  the  stress  in  the  end  post  LOUl  and  in  the  bottom  chord  LOLl, 
let  S  and  SI  be  the  stress  in  each^  respectively^  and  suppose  the  two 
members  cut  off  along  the  section  mm,  and  imagine  the  part  of  the  truss 
to  the  left  of  this  section  moved  bodily  to  (6)  without  any  stresses  or 
forces  being  affected  in  the  least.    Then  we  simply  have  an  independent 
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structure  at  (6)  held  in  equilibrium  by  the  three  external  forces  R,  S, 
and  S\ — the  stresses  S  and  S\  being  unknown.  Now,  as  these  three 
forces  are  in  equilibrium,  the  algebraic  sum  of  their  components  along 
any  direction  is  equal  to  zero.    So  resolving  the  forces  vertically,  we  have 

R-ScosO-O (1), 

from  which  we  obtain 

S  =  R/cose  =  R8ece (2) ; 

and  resolving  the  forces  horizontally,  we  have 

Sl-SsinS^O    (3), 

from  which  we  obtain 

SI  =  SsinO   (4). 
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Bot^  according  to  (2)^  5=22/cos0.    Then^  substituting  in  (4),  we  have 
S1=R  ^  =  -Ktantf   ( 6) . 

Equation  (2)  shows  that  the  stress  S  in  LOUl  is  equal  to  the  shear 
(=/2)  in  the  end  panel  multiplied  by  the  secant  of  the  angle  6  which  the 
niember  makes  with  the  vertical;  and  equation  (5)  shows  that  the  stress 
^1  in  LOLl  is  equal  to  the  shear  in  the  end  panel  multiplied  by  the 
tangent  of  angle  6,  It  should  be  observed  that  R  has  no  horizontal  com- 
ponent while  SI  has  no  vertical — the  cosine  of  90°  being  zero. 

Again  referring  to  the  figure  at  (b),  by  taking  moments  about  any 
point  O  on  the  line  of  action  of  S,  we  have 

Rx  -  zSl  =  0, 
from  which  we  obtain 

3 

But  it  is  obvious  that  it  is  more  convenient  to  take  moments  about  the 
panel  point  171,  for  in  that  case  the  lever  arms  are  directly  known^  and 
we  have 

Rd'hSl^O, 

from  which  we  obtain 

S1=R^  =Rt&ne   (6). 

h 

The  stress  S  could  be  computed  by  taking  moments  about  a  point  in  the 
line  of  action  of  the  stress  SI,  but  it  is  obvious  that  S  can  be  computed 
more  readily  from  equation  (2). 

It  is  also  obvious  that  the  stress  in  the  hanger  UlLl  is  equal  to  the 
load  P  which  it  supports  directly  at  LI. 

To  obtain  the  stress  in  the  chords  U1U2,  L1L2,  and  diagonal  U1L2, 
let  S2,  S3y  and  54  be  the  stress  in  each,  respectively,  and  suppose  the 
three  members  cut  off  along  the  section  m'm',  and  imagine  the  part  of 
the  truss  to  the  left  of  this  section  moved  bodily  to  (c)  without  any 
stresses  or  forces  being  affected  in  the  least.  Then  we  have  an  inde- 
pendent structure  at  (c)  held  in  equilibrium  by  the  external  forces  R,  P, 
S2,  53,  and  54 — ^the  stresses  52,  53,  and  54  being  unknown. 

As  S2  and  54  intersect  at  Ul,  53  can  be  determined  by  taking 
moments  about  that  point.  So  taking  Ul  as  the  center  of  moments 
we  have 

Rd-hS3  =  0, 
from  which  we  obtain 

«3=-R^    (7), 

which  is  the  same  as  we  obtained  for  the  stress  in  LOLl  in  equation  (G). 
As  54  and  53  intersect  at  L2,  52  can  be  determined  by  taking  moments 
about  L2.    Therefore,  taking  L2  as  the  center  of  moments,  we  have 

2(iR  -dP-  hS2  =  0, 
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from  which  we  obtain 

S2^2^R-i  P   (8). 

h         h 

S4:,  the  stress  in  the  diagonal  U1L2,  can  be  determined  most  readily 
from  the  algebraic  sum  of  the  vertical  components  of  the  ^ve  forces,  for 
which  we  have 

R-P-Sico3e  =  0, 
from  which  we  obtain 

**=-^=(«-^)''^«^ (»>• 

This  shows  that  the  stress  S4:  in  the  diagonal  U1L2  is  equal  to  the  shear 
in  the  panel  L1L2  multiplied  by  the  secant  of  angle  0, 

To  obtain  the  stress  in  the  vertical  post  U2L2,  let  S6  be  the  stress, 
and  suppose  the  three  members  U1U2,  U2L2,  and  L2LS  be  cut  off  along 
the  section  fn"m" y  and  imagine  the  part  of  the  truss  to  the  left  of  this 
section  moved  bodily  to  (ff)  without  any  forces  or  stresses  being  affected 
in  the  least.  Then  we  have  an  independent  structure  at  (e)  held  in 
equilibrium  by  six  external  forces — R,  S7,  SQ,  So,  P,  and  PI.  The 
stresses  S7,  S6,  and  S5  may  all  be  unknown.  As  S7  and  S6  have  no 
vertical  components  (being  horizontal  members),  S6  can  be  determined 
directly  from  the  algebraic  sum  of  the  vertical  components  of  all  the 
forces,  for  which  we  have 

R-2P-SG  =  0, 
from  which  we  obtain 

S6  =  R-2P   (10). 

This  shows  that  SG  is  equal  to  the  shear  in  the  panel  L2L3. 

To  obtain  the  stress  in  the  chords  U2U\^,  L2L3,  and  the  diagonal 
U2L3,  let  510,  SS,  and  59  be  the  stress  in  each,  respectively,  and  sup- 
pose the  three  members  cut  off  along  the  section  m"  'm"  ',  and  imagine 
the  part  of  the  truss  to  the  left  of  this  section  moved  bodily  to  (/)  with- 
out any  forces  or  stresses  being  affected  in  the  least.  Then  we  have  an 
independent  structure  at  (/)  held  in  equilibrium  by  six  forces,  R,  510, 
59,  58,  P,  and  PI,  the  stresses  510,  59,  and  58  being  unknown.  Taking 
moments  about  U2,  we  have 

2dR  -dP-  hSS  =  0, 
from  which  we  obtain 

S,^2JR-dP ^jj^ 

Then  taking  moments  about  L3,  we  have 

3dR  -  2dP  -  dPl  -  ^510  =  0, 
from  which  we  obtain 

510  =  ^(3/2-2P-Pl) (12). 
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Resolving  the  forces  vertically,  we  have 

R-P-Pl-S9co3e  =  0, 
from  which  we  obtain 

89  =  ^'^'^^  =scce(R-P-Pl)    (13). 

The  above  loads  do  not  produce  any  stress  in  the  post  C73L3.  This 
uiember  coald  be  omitted  as  far  as  loads  applied  at  the  lower  panel  points 
are  concerned,  but  it  will  support  directly  any  load  applied  at  US. 

Stress  in  the  members  to  the  right  of  U3LS  can  be  determined  in 
the  same  manner  as  shown  above  for  the  members  to  the  left. 

The  above  shows  how  readilv  tlie  stresses  in  a  truss  can  be  deter- 
mined  by  considering  portions  of  the  truss  as  independent  structures,  the 
|>ortion  being  selected  each  time  to  suit  the  case  considered;  the  portion 
may  be  a  single  joint  or  several,  panels  of  a  structure.  This  manner  of 
treatment  is  known  as  the  "Method  of  Section."  It  will  apply  in  the  case 
of  any  truss  and  may  be  carried  to  any  desired  extent,  but  after  one 
becomes  familiar  with  a  certain  type  of  truss,  the  analysis  is  often  made 
Mrithont  any  thought  of  the  method  of  section,  as  will  be  seen  later. 
However,  the  method  is  really  implied. 

Problem  1,  Determine  the  stresses  in  the  members  of  the  truss 
shown  at  (a).  Fig.  120,  due  to  a  load  of  20,000  lbs.,  on  each  lower  panel 
point,  assuming  the  length  of  each  panel  to  be  25'-0'',  and  the  height  of 
the  truss  30'-0'',  center  to  center  of  chords. 


CHAPTER  VIII 

GRAPHIC  STATICS 

93.  Definition  and  Limitation  of  Oraphic  Statics. — Graphic 

Statics  is  that  part  of  Mechanics  which  treats  of  the  graphical  determina- 
tion of  static  forces.  It  results  from  the  fact  that  forces  acting  upon  a 
body  in  equilibrium  will  form  a  closed  polygon  (see  Art.  42)  wherein  all 
the  forces  act  in  the  same  direction  around  the  polygon.  This  knowledge 
applied  to  geometrical  construction  constitutes  the  method. 

A  force  is  fully  known  when  its  point  of  application,  its  intensity, 
the  direction  and  location  of  its  line  of  action,  and  its  direction  of  action 
(along  the  line  of  action)  are  known. 

The  determination  of  the  point  of  application  does  not  come  within 
the  scope  of  Graphic  Statics,  for  it  is  one  of  the  many  things  that  can  be 
ascertained  only  from  knowledge  of  actual  conditions,  and  consequently 
is  a  presupposed  knowledge  in  graphic  problems.  The  intensity,  direc- 
tion, and  location  of  the  line  of  action  and  the  direction  of  action  can  be 
graphically  determined.  •  However,  the  method  is  practically  limited  to 
the  two  following  cases: 

Case  7.  The  intensity  and  direction  of  action  of  two  forces  can  be 
graphically  determined  provided  all  of  the  other  forces  acting  upon  the 
same  body  are  fully  known  and  the  lines  of  action  of  the  two  are  known. 
This  will  hold  in  the  case  of  one  unknown  force  as  well  as  for  two. 

Case  II,  The  intensity,  direction  of  action,  and  the  direction  and 
the  location  -of  the  line  of  action  of  one  force  can  be  graphically  deter- 
mined provided  all  of  the  other  forces  acting  upon  the  same  body  are 
fully  known. 

Concisely  expressed,  the  intensity  and  direction  of  action  of  trco 
forces  can  be  found  when  the  lines  of  action  of  all  the  forces  are  known 
and  the  intensity  and  direction  of  action  of  all  except  those  two  are 
known;  and  the  intensity,  direction  of  action,  and  the  direction  and 
location  of  the  line  of  action  of  one  force  can  be  found  when  all  the  other 
forces  are  known.  As  a  rule,  the  intensity  and  direction  of  action  are  all 
that  are  desired. 

94.  Preliminary  Application. — Let  AB,  at  (a),  Fig.  123,  represent 

a  body  in  equilibrium  under  the  action  of  the  five  forces  PI — P5,  Sup- 
pose all  of  the  forces  are  known  except  P4  and  P5,  which  are  unknown 
in  intensity  and  direction  of  action  only,  which  means  their  lines  of  action 
are  known,  so  that  the  problem  comes  under  Case  I. 

To  determine  their  intensity  and  direction  of  action,  select  some 
convenient  scale  and  lay  off  AB  at  (6),  equal  and  parallel  to  PI;  and 
from  B  lay  off  BC  equal  and  parallel  to  P2 ;  and  from  C  lay  off  CD  equal 
and  parallel  to  P3.  Then,  to  complete  the  polygon,  P-t  and  P5  must 
close  on  D  and  A.  So  from  D  draw  Dy  parallel  to  P4  and  from  A  draw 
Az  parallel  to  P5,  intersecting  Dy  at  E.  Then  the  length  of  the  lines 
DE  and  AE  represents  the  intensity  of  P4  and  P5,  respectively.    Now, 
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all  of  the  forces  will  act  in  the  same  direction  around  the  polygon,  P4 
will  act  in  the  direction  from  D  to  £  and  P5  from  E  to  A,  as  the  arrow 
points  indicate.  So  we  have  their  direction  of  action,  which  is  toward 
the  body  in  each  case.  Then  the  forces  P4  and  P5  are  fully  known.  The 
two  forces  P4  and  P5  could  close  on  A  and  D,  as  AO  and  DO,  just  as 
well  as  DE  and  AE.    Either  is  correct. 

It  is  usually  convenient  to  go 
around  a  body  laying  off  the  forces 
in  consecutive  order  as  was  done  at 
(6)^  but  in  some  cases  it  is  not  pos- 
sible to  do  so^  and  in  fact  it  is  not 
at  all  necessary.  For  example,  in 
the  above  case  we  could  lay  off  the 
forces  as  they  are  shown  at  (c)  by 
laying  off  PI  first,  then  P3,  then  P2, 
and  close  on  K  and  H  with  P4  and 
P5 ;  or  we  could  lay  off  either  P2  or 
P3  first,  just  so  the  forces  are  joined 
so  that  they  act  in  the  same  direc- 
tion around  the  polygon,  which  is  the 
important  thing  to  watch.  However, 
any  mistake  in  that  respect  is  readily 
detected.  For  instance,  suppose  we 
were  to  lay  off  PI  as  AB  (at  d)  and 
then  lay  off  PS  from  A;  we  could 
readilv  see  that  the  forces  would  not 
be    acting    in    the    same    direction 

around  the  polygon  being  constructed,  and  consequently  the  polygon 
would  not  be  correct. 

Now  suppose  P2  and  P4  at  (a)  are  the  two  forces  unknown  in 
intensity  and  direction  of  action  instead  of  P4  and  P5  as  considered 
above.  In  that  case  there  would  be  a  known  force  in  between  the  two 
unknown  forces,  and  consequently  it  would  be  impossible  to  lay  off  the 
forces  in  consecutive  order  as  we  pass  around  the  body.  However,  the 
case  presents  no  trouble  at  all,  as  we  can  simply  lay  off  the  known  forces 
in  any  order,  so  long  as  they  are  placed  so  that  they  all  act  in  the  same 
direction  around  the  polygon.  For  example,  to  determine  the  intensity 
and  direction  of  action  of  P2  and  P4,  we  could  lay  off  P5  sls  AB  at  (e), 
then  from  B  lay  off  PI  as  BC,  and  from  C  lay  off  P3  as  CD,  then  closing 
on  A  and  D  with  P4  and  P2  by  drawing  Dx  parallel  to  P4  and  Ay 
parallel  to  P2,  intersecting  Dx  at  N,  Then  DN  and  NA  represent  the 
intensity  of  P4  and  P2,  respectively,  and  following  around  the  polygon 
from  A  to  B,  C,  etc.,  it  is  readily  seen  that  P4  acts  from  D  to  N,  and 
P2  from  N  to  A. 

It  is  evident  that  if  only  one  of  the  ^ve  forces  at  (a)  were  unknown 
in  intensity  and  direction  of  action,  our  problem  would  be  quite  simple. 
For  example,  suppose  P5  were  the  only  unknown  force.  We  would  simply 
construct  a  polygon  as  ABODE,  as  shown  at  (h),  and  join  E  to  A  and 
P5  would  thus  be  determined  in  intensity  and  direction  of  action. 

As  an  example,  under  Case  II,  suppose  all  of  the  forces  shown  at 
(fl).  Fig.  123,  are  completely  known  except  P5,  which  we  w\\\  i!LSs>iwit.  \a 
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completely  unknown.  By  constructing  the  force  polygon  ABCDEA  at 
(/)  we  have  P5  given  in  intensity,  direction,  and  direction  of  action  by 
the  line  EA,  but  the  location  of  its  line  of  action  is  unknown.  To  locate 
its  line  of  action  select  any  point  O,  at  (/),  as  a  pole,  and  draw  the  ray 
diagram  as  shown,  and  construct  at  (a)  the  equilibrium  polygon  fabcdf^ 
(as  explained  in  Art.  45).  Then  prolonging  the  segments  df^  and  fa 
until  they  intersect  at  /  and  through  /  drawing  Im  parallel  to  EA,  we 
have  the  line  of  action  of  the  resultant  of  the  four  forces  PI,  P2,  PS, 
and  P4.  Now,  as  all  five  of  the  forces  are  in  equilibrium,  the  resultant 
just  found  must  balance  P5,  which  requires  that  P5  must  act  along  the 
same  line  as  the  resultant.  (See  Art.  42.)  Therefore,  the  line  Im  is 
the  line  of  action  of  P5,  and  thus  P5  is  fully  determined.  P5  may  be 
applied  upon  either  side  of  the  body  as  far  as  equilibrium  is  concerned. 
Referring  to  the  force  polygon  at  (6),  Fig.  123,  it  is  evident  that 
if  P4  and  P5  were  parallel,  a  straight  line  joining  A  and  D  would 
represent  the  direction  and  intensity  of  both,  but  it  would  be  impossible 
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to  determine  the  intensity  of  either  directly  from  the  polygon,  as  there 
would  be  no  break  in  the  line  indicating  where  the  two  join.  However, 
their  intensities  are  readily  determined  by  the  aid  of  the  equilibrium 
polygon.  For  example,  let  AB,  at  (a),  Fig.  124,  represent  a  body  held 
in  equilibrium  by  the  five  forces  PI .  .  .  P5  as  indicated.  Let  PI  and  Po 
be  the  two  unknown  parallel  forces.  By  constructing  the  force  polygon 
ABCDA,  at  (fc),  we  have  the  combined  intensities  of  the  two  given  by  the 
line  DA,  Next  select  any  point  as  O,  at  (6),  as  a  pole  and  draw  the  ray 
diagram  ABCDOA,  Then,  beginning  at  any  point  on  the  line  of  action 
of  one  of  the  known  forces,  say  at  b  on  the  line  of  action  of  P2,  construct 
the  equilibrium  polygon  fbcdf%  as  explained  in  Art.  45.  Then  the  three 
known  forces  P2,  P3,  and  P4  are  replaced  by  components,  all  of  which 
are  balanced  except  f  &t  b  and  /'  at  d.     As  the  next  step,  prolong  the 
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segment  bf  from  h  until  it  intersects  the  line  of  action  of  the  unknown 
force  PI  at  a,  and  likewise  prolong  the  segment  df  from  d  until  it 
intersects  the  line  of  action  of  the  other  unknown  force  P5  at  e.  In  order 
to  extend  the  equilibrium  polygon  farther,  it  is  neceasary  to  resolve  PI 
into  two  components  such  that  one  of  them  will  be  equal  and  opposite  to 
the  known  component  /  at  b,  and  P5  into  two  components  such  that  one 
of  them  will  be  equal  and  opposite  to  the  known  component  /'  at  d.  This 
could  be  readily  accomplished  if  the  forces  PI  and  P5  were  known,  but 
s5  they  are  nnknown  we  have  only  one  component  in  each  case  to  start 
with;  that  ia,  f  at  a  and  f  at  e. 

Bat  as  the  five  forces  are  in  equilibrium,  their  components  will  be  in 
eqoiUbrinm.  Therefore,  the  unknown  component  f"  of  PI  must  balance 
tbe  nnknown  component  of  P5,  and  consequently  they  will  act  along  the 
same  line.  So,  by  drawing  the  line  ea,  we  have  the  line  of  action  of  the 
two  unknown  components,  as  this  is  the  only  hne  that  both  could  act 
along.  Now  at  e  we  have  one  known  force  f  and  the  direction  of  the 
two  unknown  forces  P5  and  /",  each  of  which  can  be  graphically  deter- 
mined by  drawing  the  force  triangle  DEO  as  shown  at  (c).  PI  and  /" 
at  a  can  he  graphically  determined  in  the  same  way.  But  it  ia  not  neces- 
sary to  construct  the  triangle  at  (r)  as  /'  is  given  in  the  diagram  at  (b) 
by  the  line  OD,  and  by  drawing  OE  parallel  to  the  line  ae  we  would  have 
the  same  forces  given  by  the  equal  triangle  ODE  at  (b),  and  the  forces 
at  a  by  the  triangle  OEA,  as  indicated;  and  thus  PI  and  P5  are  fully 
determined  as  £A  and  ED,  respectively,  in  the  diagram  at  (&). 

Referring  to  Fig.  1S4,  it  will  be  observed  that  the  equilibrium 
polygon  closea,  which  always  occurs  in  the  case  of  any  system  of  forces 
in  eqnilibrium.    The  line  ea  is  known  as  the  closing  line. 

95.  Qraphical  Determination 
of  Beactions  and  Bending  Mo- 
ments on  Simple  Beams. — Let  AB, 

at  (a).  Fig.  125,  represent  a  simple 
beam  supporting  the  four  vertical 
loads  PI. .  .P4  as  indicated,  and  sup- 
pose the  reactions  R  and  Rl,  due  to 
these  loads,  are  unknown  in  intensity. 
First  lay  off  the  load  line  AB  as 
shown  at  (b).  Then  select  any  point 
O  as  a  pole  and  draw  the  ray  dia- 
gram as  shown  and  construct  the 
equilibrium  polygon -4'o6c(/B'  at  (c). 
Then  from  0  draw  the  line  OE  par- 
allel to  the  closing  lint  A'B',  and, 
according  to  the  last  article,  we  have 
ft  given  hy  the  line  AE  and  HI  by 
the  line  BE,  and  thus  the  reactions 
are  determined. 

Conceive  of  the  closing  line  A'B' 
at    {c)    as    being   a   beam    and    the 

other  part  of  the  equilibrium  polygon  as  a  rope  suspended  from  the  ends 
of  this  beam,  and  imagine  the  loads  supported  upon  the  rope  as  indicated. 
Then  the  equilibrium  pol7gon  ready  becomes  a  stmctuie  upon  wWtV  'Otis. 
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bending  moment  at  any  vertical  section  will  be  the  same  as  for  the  beam, 
and  consequently  it  may  be  treated  instead  of  the  beam  for  the  purpose 
of  finding  these  moments. 

Then  to  obtain  the  bending  moment  at  the  section  mm  of  the  beam, 
extend  this  section  on  down  to  the  equilibrium  polygon^  cutting  it  off 
along  the  section  ee\  Then  imagine  the  part  of  the  equilibrium  polygon 
to  the  left  of  this  section  moved  bodily  to  (d)  without  any  loads  or  forces 
being  affected  in  the  least.     Then  taking  moments  about  e,  we  have 

aR-bPl-cP2  =  M. 

Now^  this  moment  is  balanced  by  the  moment  of  f2  about  e,  then  we  have 

M  =  dif2), 
and  taking  moments  about  e%  we  have 

M  =  it(/5). 

Both  f2  and  f5  (J2  being  the  stress  in  the  rope  from  6  to  c,  and  /5  the 
stress  in  the  beam  throughout)  are  given  in  the  ray  diagram^  and  d  and  k 
can  be  ascertained  by  scale.  A  better  way  to  obtain  the  moment  is  to 
resolve  /2  and  /5  into  horizontal  and  vertical  components  as  shown,  and 
then  taking  moments  at  either  e  or  e' ,  we  have 

M  =  IIh. 

II  is  the  same  for  all  segments,  as  is  seen  from  the  ray  diagram  at  (fe), 
and  is  known  as  the  "pole  distance."  Then,  evidently,  the  bending 
moment  at  any  vertical  section  of  the  beam  is  equal  to  this  pole  distance 
(//)  multiplied  by  the  vertical  ordinate  between  the  closing  line  and  the 
broken  line  of  the  equilibrium  polygon  at  the  same  vertical  section.  For 
example,  the  bending  moment  at  the  section  m'm'  is  equal  to  Hy,  at 
m"m'\  Hz,  and  so  on.  The  ordinates  are  measured  in  feet  or  inches  to 
the  same  scale  as  the  beam,  while  //  is  in  pounds,  so  many  thousand 
pounds  per  inch.  In  laying  out  the  ray  diagram,  H  can  always  be  taken 
as  some  convenient  number,  as  100,000  lbs. 

96.  Graphical  Analysis  of  Trusses  consists  in  graphically  deter- 
mining the  reactions  and  stresses.  The  reactions  are  determined  by 
means  of  the  equilibrium  polygon,  while  the  stresses  are  determined  as 
concurrent  forces  at  the  joints  by  means  of  force  polygons,  one  polygon 
for  each  joint,  the  joints  being  considered  in  the  order  that  the  applica- 
tion of  the  method  requires,  being  usually  the  consecutive  order. 

Example  1,  Let  the  diagram  at  (a).  Fig.  126,  represent  a  truss 
supporting  the  three  loads  PI,  P2,  and  P3,  as  indicated,  and  let  R  and 
Rl  represent  the  reaction  at  A  and  B,  respectively,  due  to  the  three  loads. 

Let  it  be  required  to  determine  the  reactions  on  the  above  truss  and 
the  stresses  in  the  members  due  to  the  three  loads  PI,  P2,  and  P3. 

To  determine  the  reactions,  first  construct  the  ray  diagram  at  (6), 
which  is  accomplished  by  laying  off  the  line  1-2  to  any  convenient  scale, 
equal  and  parallel  to  PI,  and  line  2-3  equal  and  parallel  to  P2,  and  line 
3-4  equal  and  parallel  to  7^3,  thus  obtaining  the  load  line  1-2-3-4,  and 
then  taking  any  point  O  as  a  pole  and  drawing  the  rays  1-0,  2-0,  etc. 
Then  construct  the  equilibrium  polygon  CghkD,  which  is  accomplished 


GRAPHIC  STATICS 


149 


by  taking  any  point  on  the  line  of  action  of  one  of  the  forces^  say  point 
g,  on  the  line  of  action  of  PI,  and  resolving  PI  into  two  components  by 
drawing  Cg  parallel  to  the  ray  1-0  and  gh  parallel  to  2-0  and  virtually 
resolving  each  of  the  other  two  loads  into  two  compK)nents  by  drawing  hh 
parallel  to  3-0  and  kD  parallel  to  4-0^  and  drawing  the  closing  line  CT> 


Fig.  126 


for  completion.  Then  by  drawing  OE  parallel  to  the  closing  line  CD, 
we  have  the  reaction  R  given  by  the  line  1-E  and  -Rl  by  the  line  4rE, 
These  lines  can  be  scaled  and  thus  the  reactions  will  be  fully  known  as 
we  know  their  direction  of  action  will  be  upward,  in  order  to  balance  the 
loads. 

After  the  reactions  are  determined  all  of  the  external  forces  arc 
known  and  we  can  proceed  to  determine  the  stresses  in  the  truss  members. 

Any  joint  of  any  truss  can  be  considered  as  being  a  small  body 
acted  upon  by  the  truss  members,  meeting  at  the  joint,  and  any  load 
there  applied.  The  details  should  be  such  that  these  will  really  be  con- 
current forces  in  every  case  and  are  so  considered  in  graphic  analysis. 

Then  at  joint  A  we  have  three  concurrent  forces:  the  reaction  R,  the 
force  exerted  by  the  member  Ac,  and  the  one  exerted  by  the  member  Ab. 
At  joint  c  we  have  four  concurrent  forces,  the  load  PI  and  one  for  each 
of  the  three  members  meeting  at  that  joint;  at  joint  h  we  have  four  con- 
current forces^  one  for  each  of  the  members  meeting  at  that  ]0\iil\  «\.  ^ovdX. 
d  we  have  five  oancarreDt  forces,  the  load  P2  and  one  iox  eac^i  oi  VXx^ 
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members  meetmg  at  that  joint;  and  likewise  at  joints  e,  B,  and  /  wc 
have,  respectively,  four,  three,  and  four  ooncorrent  forces,  as  is  readily 
seen. 

The  intensity  of  the  force  exerted  by  any  member  on  a  joint  will  he 
equal  to  the  stress  in  the  member  exerting  the  force,  and  if  the  force  acts 
toward  the  joint  the  member  exerting  it  will  evidently  be  in  compression 
and  hence  the  stress  in  the  member  will  be  compression,  while  if  the  for^^ 
acts  away  from  the  joint  the  member  exerting  it  will  be  in  tension  an^ 
hence  the  stress  in  the  member  will  be  tension.  So  if  the  force  exert^^ 
at  a  joint  by  a  member  be  known,  the  stress  in  the  member  will  be  knowtf^* 

Now  it  is  evident  that  the  graphical  determination  of  the  stress^-^ 
in  the  truss  members  is  simply  a  matter  of  determining  the  concurrer^-^ 
forces  at  each  joint,  which  we  can  do  by  simply  drawing  a  force  polygv: 
for  each  joint.  However,  we  cannot  begin  with  just  any  joint,  as  tip- 
application  of  the  method  is  limited,  as  stated  in  Art.  86.  It  will  be  seei 
upon  inspection  of  the  diagram  at  (a)  that  the  only  joints  that  can 
analyzed  at  the  beginning  are  joints  A  and  B.  Here  we  have,  in  ead^^ 
case,  all  forces  known  in  direction  and  only  two  unknown  in  intensity  an^^ 
direction  of  action.  So  we  have  simply  Case  I,  Art.  86.  Then  let  us  tak^^ 
joint  A  to  begin  with: 

Laying  off  1-2  at  (c),  to  any  convenient  scale,  equal  and  parallel  to  ^ 
R,  and  drawing  2-3  parallel  to  the  member  Ac  and  1-3  parallel  to  the 
member  Ab,  we  have  the  force  diagram  1-2-3-1  representing  the  concur- 
rent forces  at  Joint  A,  where  2-3  represents  the  force  exerted  by  the 
member  Ac,  and  1-3  represents  the  force  exerted  by  the  member  Ab. 
By  scaling  2-3  and  1-3  we  obtain  the  intensity  of  these  forces,  respect- 
ively. We  know  that  R  acts  upward  and  hence  will  act  from  1  to  2  in 
the  force  polygon.  Then  as  all  of  the  forces  must  act  in  the  same  direc- 
tion around  the  polygon,  we  have  the  force  exerted  by  ^r  acting  from 
2  to  3  (in  the  polygon)  and  the  one  exerted  by  ^46  acting  from  3  to  1. 
Now  transferring  these  directions  to  joint  A  we  have  the  force  exerted 
by  the  member  Ac  acting  away  from  the  joint  and  the  force  exerted  by 
the  member  Ab  acting  toward  it,  as  indicated.  Then  the  stress  in  Ac  will 
be  tension  and  the  stress  in  Ab  compression,  and  as  the  intensity  of  the 
first  is  given  by  the  line  2-3,  and  the  intensity  of  the  second  by  the  line 
1-3,  in  the  force  polygon,  we  have  the  stresses  in  the  two  members  Ac 
and  Ab  fully  determined. 

Knowing  the  force  exerted  by  the  member  Ac  at  joint  A,  we  know 
the  force  it  exerts  at  joint  c,  as  the  two  will,  undoubtedly,  be  equal  and 
opposite,  and  hence  the  one  at  c  will  act  away  from  the  joint,  as  indicated, 
and  likewise,  knowing  the  force  exerted  at  joint  A  by  the  member  Ab, 
we  know  the  force  it  exerts  at  joint  b,  which  acts  toward  b. 

Joint  b  cannot  be  analyzed  as  yet  for  there  are  still  three  unknown 
forces  acting  at  that  joint,  but  joint  c  can  be,  as  there  are  only  two 
unknown  forces  there.  Then  laying  off  2-3  at  (d)  equal  and  parallel  to 
the  line  2-3  at  (c)  and  2-4  equal  and  parallel  to  PI  and  drawing  4-5 
parallel  to  the  member  cd  and  3-5  parallel  to  cb,  we  have  the  force 
polygon  2-3-5-4-2  representing  the  forces  at  joint  c,  where  the  force 
exerted  by  the  member  cd  is  represented  by  the  line  4-5,  and  the  force 
exerted  by  the  member  cb  is  represented  by  the  line  3-5,  which  is  equiva- 
lent to  saying  that  the  intensity  of  the  stress  in  cd  is  given  by  the  line  4-5^ 
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and  the  intensity  of  the  stress  in  cb  is  given  by  the  line  3-5^  and  by 
scaling  these  lines  we  have  the  intensity  of  the  stress  in  each  of  the  two 
members.  As  the  force  exerted  at  joint  c  by  the  member  Ac  acts  to  the 
left  from  the  joint,  it  will  act  from  3  to  2  in  the  polygon  at  (d),  and  as 
the  other  forces  must  act  in  the  same  direction  around  the  polygon^  it  is 
readily  seen  that  the  forces  exerted  by  the  members  cd  and  ch  both  act 
away  from  the  joint,  and,  hence,  the  stress  in  each  of  the  two  members 
will  be  tension  and  thus  we  have  the  stresses  in  the  members  cd  and  cb 
fuUy  determined. 

Now  as  the  force  exerted  at  c  by  the  member  cb  is  fully  determined, 
the  force  exerted  at  b  by  the  same  member  is  known  and  acts  away  from 
the  joint,  as  indicated.  Then  we  have  only  two  unknown  forces  at  joint  6 
and  hence  the  joint  can  now  be  analyzed.  'Then  laying  off  1-3  at  (<?), 
equal  and  parallel  to  the  line  1-3  at  (c),  and  3-5  equal  and  parallel  to 
the  line  3-5  at  {d),  and  drawing  5-6  parallel  to  the  member  bd,  and  1-0 
parallel  to  the  member  be,  we  have  the  force  polygon  1-3-5-6-1  repre- 
senting the  forces  at  joint  b,  where  5-6  and  1-6  represent  the  intensity  of 
the  force  exerted  by  the  member  bd  and  be,  respectively.  Then  by 
scaling  these  lines  we  obtain  the  intensity  of  the  stress  in  the  members 
bd  and  be. 

Now  the  force  exerted  upon  the  joint  b  by  the  member  Ab,  as 
previously  stated,  acts  toward  the  joint  and  the  force  exerted  by  cb  acts 
away  from  the  joint.  Then  transferring  these  directions  to  the  polygon 
at  (^),  it  is  readily  seen  that  the  forces  will  act  around  the  polygon,  as 
indicated,  and  that  the  force  exerted  by  the  member  bd  acts  in  the  polygon 
from  5  to  6,  while  the  force  exerted  by  the  member  be  acts  from  6  to  1, 
and  transferring  these  directions  to  joint  b,  we  have  the  first  acting  away 
from  the  joint  and  the  second  toward  it,  hence  the  stress  in  6^  is  tension 
while  the  stress  in  be  is  compression,  and  thus  we  have  the  stresses  in  the 
two  members  bd  and  be  fully  determined. 

The  force  exerted  at  b  by  the  member  bd  being  determined,  the  force 
exerted  by  the  same  member  at  d  is  fully  known  and  the  same  is  true  of 
the  force  exerted  at  d  by  the  member  cd.  Then  there  are  but  two  unknown 
forces  at  d  and  hence  the  joint  can  be  analyzed  by  drawing  the  force 
polygon  shown  at  (/)  and  thus  the  stresses  in  the  members  de  and  df  can 
be  determined.  Then  next  the  joints  /  and  e  can  be  analyzed  in  the  same 
way  and  thus  the  stresses  in  all  the  members  in  the  truss  can  be  deter- 
mined, but  one  continuous  diagram  as  shown  at  (/i),  wherein  the  forces  at 
each  joint  and  likewise  the  stress  in  each  member  are  represented,  can  be 
constructed  more  readily  than  the  separate  diagrams,  providing  we  pass 
around  all  the  joints  in  the  same  direction.  Either  direction,  clock-wise 
or  counter  clock-wise,  can  be  taken  for  the  first  joint  analyzed,  but  when 
the  direction  is  once  taken  we  should  pass  around  each  of  the  other  joints 
in  the  same  direction,  for  otherwise  there  is  apt  to  be  confusion. 

For  convenience,  let  S,  SI,  S2,  and  so  on,  represent  the  stresses  in 
the  various  members  of  the  truss,  as  indicated  at  (a). 

To  construct  the  continuous  diagram  at  (/i),  let  us  begin  at  joint  A, 
as  before,  and  pass  around  the  joint  counter  clock- wise.  Beginning  witli 
the  known  force  R  we  lay  off  1-2  at  (h)  to  any  convenient  scale,  equal 
and  parallel  to  R,  The  next  force  we  come  to  is  the  one  exerted  by  the 
member  Ac.    So  from  2  draw  a  line  2-d?  parallel  to  the  member  Ac.    Then 
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thefnext  force  we  come  to  is  the  one  exerted  by  the  member  Ab.  So  from 
1  draw  a  line  parallel  to  this  member^  intersecting  the  line  2-jr  at  3,  and 
we  have  the  force  polygon  1-2-3-1  representing  the  forces  at  joint  A, 
where  the  line  2-3  represents  the  intensity  of  the  stress  S  in  the  member 
Ac  and  the  line  1-3  represents  the  intensity  of  the  stress  SI  in  the 
member  Ab.  As  22  acts  upward  the  force  exerted  by  Ac  acts  from  2  to  3 
(in  the  polygon),  and  the  force  exerted  by  the  member  Ab  acts  from 
3  to  1, — all  in  the  same  direction  aromid  the  polygon.  Transferring  these 
directions  to  joint  A,  we  see  that  S  is  tension  and  SI  compression,  as 
explained  above,  and  thus  we  have  S  and  SI  fully  determined.  Passing 
on  to  joint  c,  we  have  the  force  exerted  by  the  member  Ac  represented  by 
the  line  2-3  and  acting  from  3  to  2  as  iS  is  tension.  The  next  force  we 
come  to,  passing  around  the  joint  counter  clock- wise,  is  PI,  which  we  lay 
off  downward  as  2-4.  Then  from  4  draw  a  line  4-2r  parallel  to  the 
member  cd,  and  from  3  draw  a  line  parallel  to  the  member  cb,  and  we 
have  the  force  polygon  3-2-4-5-3,  representing  the  forces  at  joint  c,  where 
the  line  4-5  represents  the  intensity  of  the  stress  S2  in  the  member  cd, 
and  the  line  5-3  represents  the  intensity  of  th6  stress  SS  in  the  member 
cb.  As  the  force  exerted  by  the  member  Ac  acts  (in  the  diagram)  from 
3  to  2,  and  PI  from  2  to  4,  the  force  exerted  by  the  member  cd  will  act 
from  4  to  5  and  the  force  exerted  by  the  member  cb  will  act  from  5  to  3. 
Transferring  these  directions  to  joint  c,  we  have  the  force  exerted  by  the 
member  cd  acting  away  from  the  joint  and  the  force  exerted  by  the 
member  cb  acting  away  from  it  also.  Then  S2  and  S3  are  both  tension 
and  thus  we  have  both  fully  determined.  At  joint  6  the  force  exerted  by 
the  member  ^&  is  known,  as  its  intensity  was  determined  at  joint  A,  and 
its  direction  of  action  at  b  will  be  in  the  opposite  direction  to  that  of  the 
equal  force  exerted  by  the  same  member  at  A,  and  hence  toward  the  joint 
b,  as  indicated,  and  the  force  exerted  at  b  by  the  member  cd  is  known  as 
its  intensity  was  determined  at  joint  c,  and  its  direction  of  action  will  be 
in  the  opposite  direction  to  that  of  the  equal  force  exerted  by  the  same 
member  at  joint  c,  and  hence  away  from  joint  b.  Then  only  the  forces 
exerted  by  the  members  bd  and  be  remain  to  be  determined  at  joint  b. 
Beginning  with  the  force  exerted  by  the  member  Ab  wc  have  its  intensity 
represented  by  the  line  1-3  and  it  acts  from  1  to  3  in  reference  to  joint  6. 
Passing  on  around  the  joint  counter  clock- wise,  we  have  next  the  force 
exerted  by  the  member  cb,  the  intensity  of  which  is  represented  by  the 
line  5-3,  and  it  acts  from  3  to  5.  The  next  force  we  come  to  is  the  one 
exerted  by  the  member  bd.  So  from  5  draw  a  line  5-r  parallel  to  the 
member  bd  and  close  the  polygon  by  drawing  a  line  from  1  parallel  to 
the  member  be,  intersecting  the  line  5-r  at  6,  and  we  have  the  polygon 
1-3-5-6-1  representing  the  forces  at  joint  6.  As  the  force  exerted  by  the 
member  Ab  acts  (in  the  polygon)  from  1  to  3  and  the  one  exerted  by  cb 
acts  from  3  to  5,  the  force  exerted  by  the  member  bd  will  act  from  5  to  6, 
and  the  one  exerted  by  the  member  be  from  6  to  1.  Transferring  these 
directions  to  joint  b  we  have  the  force  exerted  by  bd  acting  away  from 
the  joint  and  the  force  exerted  by  be  acting  toward  it.  Hence  the  stress 
54  in  bd  is  tension  and  the  stress  S5  in  be  is  compression,  and  as  the 
intensity  of  54  is  given  by  the  line  5-6  and  that  of  55  by  the  line  6-1,  we 
have  the  stress  in  the  members  bd  and  be  fully  determined. 

Passing  on  now  to  joint  d  we  have  the  forces  exerted  by  the  members 
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bdajidcd  and  also  the  load  PI  known,  to  determine  the  forces  exerted  by 
the  members  de  and  df.    Beginning  with  the  fcgrce  exerted  by  the  member 
hd,  ami  passing  around  the  joint  counter  clock- wise,  we  have  that  force 
represented  by  the  line  6-5  and  it  acts  from  6  to  5^  and  the  force  exerted 
by  the  member  cd  represented  by  the  line  5-i  and  it  acts  from  5  to  4. 
Now,  as  P2  acts  downward,  from  4  lay  off  4-7  downward  and  equal  and 
parallel  to  P2  and  from  7  draw  a  line  7-n  parallel  to  the  member  J/  and 
close  the  polygon  by  drawing  from  6  a  line  parallel  to  the  member  de 
intersecting  the  line  7-n  at  8,  and  we  have  the  polygon  6-5-4-7-8-6  repre- 
senting the  forces  at  joint  d.     Following  around  this  polygon  in  the 
direction  of  the  action  of  the  known  forces,  that  is,  from  6  to  5,  from 
5  to  4,  on  around  to  6,  we  see  that  the  forces  exerted  by  the  member  df 
and  de  each  act  away  from  joint  d  and  hence  the  stress  in  each  of  the 
members  df  and  de  will  be  tension,  and,  as  the  intensity  of  the  stress  SQ 
in  the  member  df  is  given  by  the  line  7-8  and  the  intensity  of  the  stress 
^  in  the  member  de  by  the  line  8-6,  we  have  the  stress  in  each  of  the 
members  df  and  de  fully  determined. 

Passing  on  to  joint  /  we  have  the  forces  exerted  by  the  member  df 
*nd  the  load  PS  known,  to  determine  the  forces  exerted  by  the  members 
fB  and  fe.     The  force  exerted  by  the  member  df  is  represented  by  the 
line  8-7  and  acts  from  8  to  7.     Then  from  7  lay  off  7-9  downward  and 
cqnal  and  parallel  to  P3  and  drawing  9-10  from  9  parallel  to  the  member 
fB  and  8-10  from  8  parallel  to  the  member  fe,  we  have  the  force  polygon 
8-7-9-10-8  representing  the  forces  at  joint  /  where  the  line  9-10  repre- 
sents the  force  exerted  by  the  member  fB  and  10-8  represents  the  force 
exerted  by  the  member  fe.    Following  around  the  polygon  in  the  direction 
of  the  action  of  the  known  forces,  that  is,  from  8  to  7,  7  to  9,  on  around 
to  8,  we  have  the  force  exerted  by  the  member  fB  and  by  the  member  fe 
both  acting  away  from  the  joint  /,  and  hence  the  stress  SS  in  fB  and  the 
stress  S9  in  fe  are  both  tension  and  as  the  line  9-10  gives  the  intensity  of 
S8,  and  10-8  the  intensity  of  S9,  we  have  the  stresses  in  the  two  members 
fB  and  fe  fully  determined. 

Now,  passing  on  to  joint  e,  we  have  here  all  of  the  forces  known 
except  the  one  exerted  by  the  member  eB.  Starting  with  the  force 
exerted  by  the  member  be,  and  passing  around  the  joint  counter  clock- 
wise, we  have  the  force  exerted  by  the  member  (6e)  given  by  the  line  1-6 
and  it  acts  from  1  to  6;  the  force  exerted  by  the  member  de  given  by  the 
line  6-8  and  it  acts  from  6  to  8 ;  and  the  force  exerted  by  the  member  fe 
given  by  the  line  8-10  and  it  acts  from  8  to  10.  Then  a  line  drawn  from 
10  parallel  to  the  member  eB  should  close  the  polygon  1-6-8-10-1  repre- 
senting the  forces  at  joint  e.  If  this  polygon  should  not  close  it  shows 
that  the  continuous  diagram  has  not  been  accurately  drawn  and  hence 
must  be  wholly  redrawn  to  insure  that  the  intensity  of  the  stresses  thus 
obtained  is  correct.  The  intensity  of  the  stress  SIO,  in  the  member  eB, 
is  given  by  the  line  10-1,  and  as  the  force  exerted  by  that  member  at  joint 
e  acts  from  10  to  1  in  the  polygon  1-6-8-10-1,  SIO  is  seen  to  be  compres- 
sion and  hence  is  fully  determined,  and  thus  the  stresses  in  all  of  the  truss 
members  are  found. 

For  joint  B  we  have  the  force  polygon  10-9-1-10,  where  the  line  9-1 
represents  the  reaction  Rl,  and  1-10  and  10-9  the  stress  in  eB  and  fB, 
respectively.     The  continuous   diagram  at   (/i)    would  be  Vtvoyiti  ul**  ti 
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"stress  diagram/'  in  fact  all  such  diagrams  representing  stresses  are 
known  as  stress  diagrams. 

It  will  be  observed  that  all  of  the  external  forces,  which  consist  of 
the  two  reactions  and  the  three  loads,  are  laid  off  on  the  same  line  2-9, 
which  is  known  as  the  load  line ;  yet  these  forces,  as  they  hold  the  truss 
in  equilibrium,  really  form  a  closed  polygon,  so  to  speak,  where  the 
reaction  R  is  laid  off  from  1  to  2  and  the  load  PI  from  2  down  to  4,  P2 
from  4  to  7,  P3  from  7  to  9,  and  Rl  from  9  back  to  1 — ^the  starting  point 
— all  acting,  as  we  may  say,  in  the  same  direction  around  the  polygon 
1-2-4-7-9-1,  which  would  really  be  a  polygon  if  the  forces  were  not 
parallel.  In  constructing  any  stress  diagram  the  force  polygon,  known 
as  the  load  line,  formed  by  the  external  forces  can  be  laid  off  first  and  the 
remainder  of  the  diagram  added  to  this  polygon,  as  shown  in  the  follow- 
ing example: 

Example  2,  Let  it  be  required  to  determine  the  stresses  in  the 
members  of  the  truss  shown  at  (a).  Fig.  127,  due  to  the  three  loads  PI, 
P2,  and  P3.  Let  R  and  Rl  represent  the  reaction  at  A  and  B,  respect- 
ively, due  to  the  three  loads. 
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Fig.   127 


Beginning  with  R  and  passing  around  the  truss  as  a  whole  counter 
clock- wise,  and  taking  the  forces  in  consecutive  order,  we  obtain  at  (6) 
the  force  polygon  1-2-3-4-5-1  by  laying  off  1-2  equal  and  parallel  to  R, 
2-3  equal  and  parallel  to  PI,  3-4  equal  and  parallel  to  P2,  4-5  equal  and 
parallel  to  7^3,  and  5-1  equal  and  parallel  to  iH,  thus  closing  the  polygon. 
As  is  readily  seen,  the  forces  act  in  the  order  1-2-3-4-5-1. 

To  obtain  the  stresses,  we  can  begin  at  either  A  or  R,  say,  P,  and 
passing  around  that  joint  counter  clock-wise  we  obtain  the  polygon 
1-11-5-1,  representing  the  forces  at  that  joint,  by  drawing  1-11  parallel 
to  qB  and  5-11  parallel  to  /P.  The  line  1-11  gives  the  stress  in  gR  and 
5-11  the  stress  in  /P.  As  PI  acts  upward  from  5  to  1,  the  force  exerted 
by  c)B  will  act  from  1  to  11,  and  hence  toward  the  joint,  and  the  force 
exerted  by  /'P  will  act  from  11  to  5,  and  hence  away  from  the  joint. 
Thus  it  is  seen  that  the  stress  aS12,  in  the  member  (7P,  is  compression, 
while  the  stress  4SIO,  in  /P,  is  tension. 

Passing  on  to  joint  /,  we  obtain  the  polygon  4-5-11-10-4  by  drawing 
11-10  ])arallel  to  gf  and  10-4  parallel  fo  jd.  We  really  begin  with  the 
load  7*3,  whieh  acts  from  4  to  5.  Then  the  force  exerted  by  /P  comes 
next,  which  acts  from  5  to   11,  and  next  is  the  force  exerted  by  the 
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member  gf  which  we  can  lay  off  from  11  only  as  a  line  parallel  to  gf, 
and  its  length  is  then  obtained  by  drawing  a  line  from  4  parallel  to  fd, 
thus  closing  the  polygon.  In  a  similar  manner  the  polygon  10-11-1-9-10 
for  joint  g  is  obtained^  and  likewise  the  polygon  9-1-8-9  for  joint  e, 
3-4-10-9-8-7-3  for  joint  d,  1-8-7-6-1  for  joint  6,  and  3-7-6-2-3  for  joint  c. 
By  scaling  in  each  case  the  line  representing  the  intensity  of  stress  and 
observing  at  the  same  time  the  direction  of  action  of  the  force  exerted  at 
the  joints^  the  stress  in  each  member  is  fully  determined. 

If  the  direction  around  the  joints  in  examples  1  and  2  be  taken 
dock-wise  instead  of  counter  clock- wise,  as  above^  the  stress  diagram 
would  simply  fall  on  the  left  side  of  the  load  line  instead  of  the  right  as 
shown  at  (A),  Fig.  126,  and  (6),  Fig.  127. 

Stress  diagrams  should  be  drawn  without  the  aid  of  any  letters  or 
marking  of  any  kind  other  than  the  forces  on  the  load  line,  and  the 
stresses  in  the  members  may  be  indicated  in  the  way  shown  above;  how- 
ever, after  a  little  practice,  even  this  marking  will  be  found  to  be 
superfluous.  The  student  should  not  acquire  the  habit  of  laying  off  the 
load  line  and  drawing  the  stress  diagram  without  fully  analyzing  each 
joint  of  the  truss,  and  if  this  is  done,  no  marking  of  the  diagram  is  needed. 

Example  S.  So  far  we  have  considered  loads  only  at  the  bottom 
of  the  trusses,  which  is  often  the  case  for  live  load,  but  for  dead  load, 
especially,  we  have  loads  applied  at  both  the  top  and  bottom  of  the 
trusses  as  shown  at  (a).  Fig.  128.  Let  it  be  required  to  determine  the 
reactions  on  the  truss  shown  there,  and  also  the  stresses  in  the  members, 
due  to  the  six  loads  indicated.  Let  R  and  Rl  represent  the  reaction  at 
A  and  B,  respectively,  due  to  these  loads. 

The  most  practical  way  of  determining  the  reactions  is  to  add  the 
top  load  at  each  panel  point  to  the  bottom  load  and  treat  the  sum  as  a 
single  load  in  each  case.  Then  the  ray  diagram  is  constructed  as  shown 
at  (&)  and  an  equilibrium  polygon  as  shown  at  (c)  can  be  drawn.  How- 
ever, the  loads  can  be  laid  off  on  a  load  line  in  any  order  and  a  ray 
diagram  constructed  and  a  corresponding  equilibrium  polygon  drawn. 
For  example,  suppose  the  loads  be  laid  off  on  the  load  line  in  consecutive 
order,  passing  around  the  truss,  as  a  whole,  counter  clock-wise,  as  shown 
at  (</).  Then  taking  G  as  a  pole  and  drawing  the  ray  diagram  at  (J)  and 
beginning  at  any  convenient  point  on  the  line  of  action  of  one  of  the 
forces,  say,  point  1,  on  the  line  of  action  of  PI,  resolve  PI  into  two 
components  /I  and  /2,  which  is  accomplished  by  drawing  fl  (at  point  1) 
parallel  to  the  ray  1-G  and  /2  parallel  to  ray  2-G.  As  fl  and  fl  are 
components  of  PI,  the  first  will  act  in  the  ray  diagram  from  1  to  G  and 
the  second  from  G  to  2,  and  transferring  these  directions  to  point  1  we 
have  them  acting  as  shown.  By  prolonging  the  line  of  action  of  /?  from 
point  1  till  it  intersects  the  line  of  action  of  P2  at  point  2,  and  resolving 
P2  into  two  components  /2  and  /3  by  drawing  fl  parallel  to  the  ray  2-G 
and  /3  parallel  to  the  ray  3-G,  we  have  the  component  at  point  2  balanc- 
ing the  component  /2  at  point  1,  and  drawing  the  line  2-3  parallel  to  the 
ray  3-G,  3-jr  parallel  to  the  ray  4-G,  3-4  parallel  to  the  ray  5-G,  and  so 
on,  we  obtain  the  polygon  y-l-2-3-jr-3-4-5-ir,  wherein  the  forces,  or  com- 
ponents, are  all  balanced  except  f\  and  /7.  Then  prolonging  the  line  of 
action  of  fl  until  it  intersects  the  line  of  action  oi  Rl  at  K  and  prolongino; 
the  line  of  action  of  fl  until  it  intersects  the  line  of  action  oi  R  a^  11 ,  oxA 
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drawing  the  closing  line  H^,  we  have  the  equilibrium  polygon  X-y-1-2-3- 
X'3'4r5-H'K  closed,  and  by  drawing  E^-G,  at  (d),  parallel  to  the  closing 
line  HK  we  have  the  reaction  R  given  by  the  line  JB'-l  and  the  reaction 
Rl  by  the  line  £'-7.  The  polygon  could  be  closed  just  as  well  by  draw- 
ing ar-X'  and  l'H\  and  then  H'-K'y  which  is  the  closing  line  in  that  case^ 
and  which  is  parallel  to  H-K, 

As  another  case,  suppose  the  loads  are  laid  off  on  the  load  line,  as 
we  may,  just  in  any  order  as  shown  at  (e).  Then  constructing  the  ray 
diagram  as  shown  we  can  draw  the  equilibrium  polygon  ^-6-7-8-9-10- 
t'lO-U'V  as  shown  at  (/),  where  UV  is  the  closing  line.     Then  drawing 


Fiff.  128 

£"-P  parallel  to  U-V  we  have  the  reaction  R  given  by  the  line  £"-F  and 
Rl  by  the  line  E'^-T. 

Complicated  diagrams  and  polygons  should  be  avoided  as  much  as 
possible.  We  can  accomplish  this  result  only  by  judicious  selection  of 
order  and  position,  for  which  no  fixed  rule  can  be  given,  and  one  must  be 
guided  by  experience  and  common  judgment.  Complicated  diagrams  and 
polygons  are  more  objectionable  on  account  of  inaccuracy,  as  a  rule,  than 
on  account  of  difficult  construction.  For  example,  it  is  obvious  that  there 
is  more  chance  of  error  in  constructing  the  polygon  at  (/)  than  there  is 
in  the  case  of  the  one  at  (c). 

The  most  practical  way  of  obtaining  the  stresses  in  the  truss  shown 
at  (a)  is  to  lay  off  the  load  line  as  shown  at  (^),  which  is  accomplished 
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by  b^^iiming  with  R  and  passing  aronnd  the  truss  counter  clock-wise^ 
taking  the  forces  in  consecutive  order.  Thus  we  lay  off  at  (g)  the  line 
1-2  upward^  equal  and  parallel  to  R.  Then  from  2  lay  off  2-3  downward, 
equal  and  parallel  to  PI,  3-4  equal  and  parallel  to  P2,  4-5  equal  and 
parallel  to  P3,  and  from  5  lay  off  5-6  upward,  equal  and  parallel  to  221, 
and  from  6  lay  off  6-7  downward  equal  and  parallel  to  P4,  7-8  equal  and 
parallel  to  P5,  and  the  line  8-1  closing  the  polygon  1-2-3-4-5-6-7-8-1 
should  be  equal  and  parallel  to  PG.  After  the  load  line  is  laid  off,  we 
can  start  either  from  joint  A  or  B,  and,  passing  around  each  joint  counter 
clock- wise,  the  stress  diagram  shown  at  (g)  can  be  readily  constructed. 

97.  Oblique  Keactions. — As  a  rule,  the  dead  and  live  load  upon 
structures  act  vertically,  producing  vertical  reactions,  but  the  pressure 
due  to  the  wind,  known  as  wind  load,  produces  reactions  which  are  not 
vertical.     However^  the  method  of  determining  such  reactions  is  prac- 
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tically  the  same  as  for  vertical  reactions.  As  an  example,  let  the  diagram 
at  (a).  Fig.  129,  represent  a  truss  supporting  five  wind  loads,  PI — P5, 
applied  normally  to  the  sloping  side  of  the  truss  as  indicated.  In  case 
the  truss  be  equally  fixed  at  its  supports  A  and  B,  the  reactions  R  and  Rl 
will  be  parallel  to  the  loads  as  indicated,  or  in  case  the  loads  are  not  all 
parallel,  the  reactions  will  be  parallel  to  their  resultant. 

To  determine  the  reactions  R  and  /?1,  first  lay  off  the  load  line  CD 
at  (6)  and  draw  the  ray  diagram  as  shown  and  construct  the  equilibrium 
polygon  ahcdega  at  (a)  the  same  as  for  any  other  forces.  Then  by 
drawing  OE  in  the  ray  diagram  parallel  to  the  closing  Wive  ag  oi  \)afc 
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equilibrium  polygon^  we  have  the  reaction  R  given  by  the  line  EC  and  Rl 
by  the  line  ED, 

There  is  nothing  about  the  equilibrium  polygon  at  (a)  out  of  the 
ordinary^  except  at  point  a.  At  e  the  force  P5  is  resolved  into  two  com- 
ponents, and  the  line  of  action  of  the  one  to  the  right  (/5)  is  prolonged 
until  it  intersects  the  line  of  action  of  Rl  at  g.  Now,  at  a  exactly  the 
same  method  of  procedure  is  followed,  but  as  PI  and  R  have  the  same 
line  of  action,  the  segment  parallel  to  the  ray  CO  does  not  appear  as  its 
length  is  zero. 

After  the  reactions  are  known,  the  stress  in  the  individual  members 
of  the  truss  can  be  graphically  determined,  as  explained  above,  by  begin- 
ning at  either  joint  A  or  B, 

In  case  one  end  of  a  truss  be  supported  upon  rollers,  the  reaction  at 
that  end  will  be  vertical,  as  the  rollers  will  not  resist  any  horizontal  force. 
In  such  cases  we  always  know  the  direction  of  the  one  reaction,  but,  as  a 
rule,  the  intensity  of  that  one  and  the  intensity  and  direction  of  the  other 
remain  to  be  determined. 

Let  the  diagram  at  (a).  Fig.  130,  represent  the  same  truss  and  loads 
as  represented  at  (a).  Fig.  129.    First,  suppose  the  truss  supported  upon 
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rollers  at  B  and  upon  a  fixed  bearing  at  A.  Then,  the  end  B  being  upon 
rollers,  the  reaction  there,  indicated  by  R,  will  act  vertically  and,  conse- 
quently, we  know  its  line  of  action,  while  the  reaction  at  A,  indicated  as 
721,  will  evidently  act  obliquely,  as  it  resists  the  horizontal  component  of 
the  wind;  but,  further  than  this,  7?1  is  unknown. 

Lay  off  the  load  line  CD  at  (6),  Fig.  130,  and  draw  the  ray  diagram 
the  same  as  in  any  other  case,  and  construct  the  equilibrium  polygon 
AahcdeA  at  (a)  by  beginning  at  A,  the  point  of  application  of  the 
oblique  reaction.  Then  treating  this  equilibrium  polygon  as  a  truss,  we 
can  obtain  R  by  analyzing  joint  e,  as  the  stress  in  the  member  ed  is 
given  by  ray  6  in  the  ray  diagram  at  (6).  Then  by  drawing  from  D,  at 
(6),  the  line  DE  parallel  to  R  and  closing  on  O  with  line  OE  drawn  from 
O  parallel  to  the  member  eA  (at  c),  we  have  the  intensity  of  R  given 
by  the  line  DE,  Then,  as  the  forces  P\ — P5  and  the  two  reactions  R 
and  Rl  are  a  system  in  equilibrium,  they  will  form  a  closed  polygon. 
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DECD,  wherein  the  forces  act  in  the  same  direction  around  the  polygon. 
So,  evidently^  the  line  EC,  at  (6)^  represents  the  other  reaction  ^1  in 
intensity  and  direction.  However^  the  analysis  of  joint  A  will  show  this^ 
for  beginning  with  PI,  we  have^  at  (6)^  the  force  polygon  CmOEC. 

In  case  the  truss  were  supportol  upon  rollers  at  A  and  upon  a  fixed 
bearing  at  B,  we  would  begin  at  B,  as  that  would  be  the  point  of  applica- 
tion of  the  oblique  reaction^  and  construct  an  equilibrium  polygon  as 
Ba'h'c'd'e'W  and  then  analyze  the  points  H'  and  B  to  obtain  the  reac- 
tions 222  and  R2,  whence  their  intensity  and  direction  would  be  given^  at 
(6),  by  the  lines  CF  and  FD,  respectively. 

98.  Method  of  Drawing  an  EqniUbrimn  Polygon  through  Two 
and  Three  Given  Points. —  As  a  case  of  two  points^  let  PI,  P2,  and  PZ, 

Fig.  131,  represent  three  given  forces  and  let  A  and  B  be  the  two  given 
points.  Imagine  the  line  AB,  joining  the  two  points,  as  being  a  beam 
supporting  the  three  forces.  Then  the  reactions  on  this  beam,  due  to  the 
three  forces,  will  be  parallel  to  the  resultant  of  the  forces.  By  con- 
structing the  force  polygon  CabDC,  at  (6),  we  have  the  resultant  of  the 
forces  given  by  the  line  CD.  Then  the  reaction  at  A  and  B,  represented, 
respectively,  as  R  and  Rl,  can  ^ 

be  drawn,  as  shown,  parallel  to  I  p.  \p2  ^^ 

the  line  CD.     Taking  any  point  i"  \a  \ 

O,  at  (6),  as  a  pole  and  con- 
structing the  ray  diagram  as 
shown,  we  can  draw  the  equi- 
librium polygon  A'l'2'd-B^'A, 
as  shown  at  (a).  Then  drawing 
OE  parallel  to  the  closing  line 
AB'  we  have  R  given  by  the 
line  EC  and  Rl  by  the  line  ED. 
These  reactions  will,  of  course, 
be  constant  regardless  of  the 
slope  of  the  closing  line  of  the  ^^"^"^^  P 
equilibrium  polygon  used  to  de-  ^C"^-^^ 

termine  them.    So,  regardless  of  ^         ^" 

the  location  of  the  pole  in  the 
diagram,    the    line    drawn 
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through  it  and  parallel  to  the 
closing  line  of  the  correspond- 
ing equilibrium  polygon  will 
pass  through  E.  Then  evidently  the  pole  of  any  ray  diagram,  where  the 
corresponding  equilibrium  polygon  passes  through  both  A  and  B  will  be 
on  a  line  through  E  parallel  to  /IB  as  Ex,  and  as  any  equilibrium  polygon 
drawn  from  A,  having  a  closing  line  parallel  to  AB,  will  pass  through 
both  A  and  B,  it  follows  that  any  point  on  the  line  Ex  can  be  taken  as  a 
pole  and  the  corresponding  equilibrium  polygon  will  pass  through  the  two 
points  A  and  B.  Thus,  taking  01  on  the  line  Ex,  at  (6),  as  a  pole,  and 
constructing  the  ray  diagram,  as  shown,  the  equilibrium  polygon  A'4:-5-6-B 
can  be  drawn,  and  taking  02  as  a  pole  and  constructing  the  ray  diagram 
to  the  left  of  the  load  line,  as  shown,  the  equilibrium  polygon  ^4-7-8-9-5 
can  be  drawn. 
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As  a  case  of  three  points,  let  PI — P5,  shown  at  (a),  Fig.  132,  repre- 
sent five  given  forces  and  let  A,  B,  and  C  be  three  given  points  through 
which  an  equilibrium  polygon  is  to  be  drawn. 

First  construct  the  ray  diagram  at  (6)  by  laying  off  the  forces  in 
consecutive  order,  to  any  convenient  scale,  thus  obtaining  the  load^  line 
DabGcF,  and  taking  any  point  O  as  a  pole  and  drawing  the  rays. 

Imagine  the  line  AB,  joining  the  two  points  A  and  B,  as  being  a 
beam  supporting  the  three  forces  PI,  P2,  and  P3  (as  loads).  Then  the 
reactions  on  beam  AB,  at  A  and  B,  due  to  the  three  forces,  will  be 
parallel  to  the  resultant  of  the  three  forces,  which  is  represented  by  the 
line  DG  in  the  ray  diagram.  Then  by  drawing  a  line,  as  yy,  through 
each  of  the  points  A  and  B,  parallel  to  DG,  we  have  the  lines  of  action 
of  the  two  reactions  on  the  beam  AB  which  are  indicated  as  R  and  121. 

We  can  consider  the  part  ODG  of  the  ray  diagram  as  pertaining  to 
beam  AB.     By  drawing  the  equilibrium  polygon  A-l-2-3-m-A,  as  shown 
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at  (a),  and  then  drawing  OE  parallel  to  the  closing  line  Am,  and  from 
E  drawing  a  line  parallel  to  AB,  we  have  the  line  Ex,  any  point  of  which 
could  be  taken  as  a  pole  for  a  ray  diagram,  and  the  corresponding 
equilibrium  polygon  would  pass  through  the  points  A  and  B  as  shown 
above  for  the  case  of  two  points. 

Next,  imagine  the  line  BC  as  being  a  beam  supporting  the  two  forces 
P4  and  P5.  Then  the  reactions  on  this  beam  at  B  and  C  would  be 
parallel  to  GF  (shown  at  (6))  and  by  drawing  the  lines  tt  through  B 
and  C  parallel  to  GF  we  have  the  lines  of  action  of  the  reactions  on  the 
beam  BC  which  are  represented  as  R2  and  R3.  The  part  OGF  of  the  ray 
diagram  can  be  considered  as  pertaining  to  the  beam  BC.  Then  drawing 
the  equilibrium  polygon  n-4-5-A-n  and  next  the  line  OEl  parallel  to  the 
closing  line  nh  and  from  El  drawing  a  line  parallel  to  BC  we  have  the 
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line  El'S,  any  point  of  which  could  he  taken  as  a  pole  for  a  ray  diagram^ 
and  the  corresponding  equilibrium  polygon  would  pass  through  the  two 
points  B  and  C,  provided^  of  course,  that  the  polygon  be  started  from 
one  of  the  points.  But,  as  any  point  on  the  line  E-x  can  be  taken  as  a 
pole  for  a  ray  diagram,  and  the  corresponding  equilibrium  polygon  would 
pass  through  points  A  and  B,  provided  it  be  started  from  one  of  the 
points,  undoubtedly  if  the  point  T,  the  intersection  of  E-x  and  Els,  be 
taken  as  a  pole  of  a  ray  diagram,  the  corresponding  equilibrium  polygon 
will  pass  through  all  three  points  A,  B,  and  C,  if  started  at  one  of  the 
points. 

Problem  1.  Determine  graphically  the  bending  moment  on  the  beam 
AB,  as  shown  in  Fig.  125,  at  load  P3  due  to  the  loads  PI,  P2,  P3,  and  P4, 
assuming  that  each  of  the  loads  weighs  8,000  lbs.  and  that  all  are  spaced  4 
feet  apart  along  the  beam  and  load  PI  4  feet  from  R,  and  load  P4  5  feet 
from  221.   . 

Problem  2*  Determine  graphically  the  stress  in  the  members  of  the 
trass  shown  in  Fig.  126  due  to  the  loads  indicated.    Assuming: 

PI  =  8,000  lbs.,  P2  =  10,000  lbs.,  and  P3  =  12,000  lbs. 
Length  of  span  =  4  panels  @  25'  =  100'. 
Height  of  truss  =  28'. 

Problem  S.  Determine  graphically  the  stress  in  the  members  of  the 
trass  shown  in  Fig.  127  due  to  the  loads  indicated.    Assuming: 

PI  =  20,000  lbs.,  P2  =  30,000  lbs.,  and  P3  =  20,000  lbs. 
Length  of  span  =  4  panels  @  26'  =  104'. 
Height  at  c  and  /  =  28'. 
Height  at  rf  =  34'. 
Problem  4.     Determine  graphically  the  stress  in  the  members  of  the 
trass  shown  in  Fig.  128  due  to  the  loads  indicated.    Assuming: 

PI  =  22,000  lbs.,  P2  =  24,000  lbs.,  P3  =  25,000  lbs. 
P4  =  8,000  lbs.,  P5  =  7,000  lbs.,  P6  =  9,000  lbs. 
Length  of  span  =  4  panels  @  26'  =  104'. 
Height  of  truss  =  31'. 
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99.  Definition. — An  influence  line  is  a  line  showing  the  intensity 
and  variation  of  reactions^  shears,  moments,  and  stresses,  produced  on 
beams  or  trusses  by  a  single  moving  load.  Owing  to  convenience  the  single 
moving  load  is  taken  as  a  unit  load. 

100.    Influence  Line  for  Reactions  and  Shears  on  a  Simple 

Beam. — Let  AB,  Fig.  133,  represent  a  simple  beam  supporting  a  single 
moving  load  P  and  let  R  and  Rl  represent  the  reaction  at  A  and  B, 
respectively,  due  to  this  load  P  when  at  any  point  on  the  beam. 

Suppose  that  the  load  P  moves  over  the 
beam  from  B  to  A;  the  shear  on  all  vertical 
sections  of  the  beam  between  A  and  the  load  P, 
due  to  that  load,  at  all  times  will  be  equal  to  R, 
which  varies,  of  course,  with  the  position  of 
the  load.  Then  for  the  shear  at  all  points  be- 
tween A  and  the  load,  including  the  point  at 
the  load,  we  have  R  =  Px/L,  which  is  an  ccjua- 
tion  to  a  straight  line. 

From  the  equation  we  have  R  =  P  when 
x  =  L,  and  R  =  0  when  jr  =  0.  Then  if  we  draw 
the  horizontal  line  ab  (=L)  and  erect  the  perpendicuhir  ac  equal  to  P 
(by  scale)  and  draw  the  line  cb,  any  ordinate  as  y  to  the  line  cb  will  be 
equal  to  the  reaction  at  A  and  also  to  the  shear  on  the  vertical  section  of 
the  beam  just  over  the  ordinate  when  the  load  P  is  at  that  point,  and  from 
this  it  is  seen  that  the  reaction  R  and  the  shear  in  the  beam  varv  from 
0  to  P  as  the  load  moves  from  B  to  A.  So  then  the  line  cb  is  the  influence 
line  for  the  reaction  at  A  and  also  for  the  shear  in  the  beam  when  the 
single  moving  load  moves  from  B  to  A,  In  case  the  load  moved  from  A 
to  B,  the  line  ad  would  be  the  influence  line  for  the  reaction  at  B  and  for 
the  shear  in  the  beam  ii  bd  he  laid  off  equal  to  P, 

As  an  example  of  application,  suppose  we  wish  to  determine  the 
reaction  at  A  and  B  and  the  shear  on  the  beam  due  to  a  load  of  20,000 
lbs.  at  C  and  a  load  of  30,000  lbs.  at  M,  For  the  sake  of  illustration^ 
suppose  P,  the  single  moving  load  referred  to  above  (which  is  really  a 
mythical  load  and  is  not  on  the  beam  at  all  and  is  used  only  to  construct 
the  influence  line),  is  equal  to  1,000  lbs.  Then  the  ordinate  2  represents 
(by  scale)  what  the  reaction  R  would  be  if  the  l,0()0-lb.  load  were  at  C 
Then,  evidently,  the  reaction  at  A,  due  to  the  20,000-lb.  load  at  C,  would 
be  20  times  as  much  or  20-?,  and  similarlv  the  reaction  at  A  due  to  the 
30,000-lb.  load  at  M  will  be  30^,  and  hence  the  reaction  at  A  due  to  both 
the  20,000-  and  30,000-lb.  loads  is  equal  to  20^:  +  30*,  wliich  is  also  equal 
to  the  shear  anywhere  between  A  and  C,  while  the  reaction  at  B  and  also 
the  shear  anywhere  between  B  and  M  is  equal  to  20i;  4  30/  and  the  shear 
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anvwhere  between  M  and  C  is  equal  to  20s  +  30#  -  20,000  or  20v  +  30t  - 
30*000. 

The  value  of  any  ordinate,  as  z,  s,  etc.,  will  always  be  given  to  the 
same  scale  as  that  used  in  laying  off  the  single  moving  load  P.  It  is 
always  convenient  to  take  this  single  moving  load  P  as  unity,  for  in  that 
case  it  does  not  appear  in  the  computations  at  all. 

Example  1.  Determine  the  maximum  reaction  and  shear  on  a  simple 
beam  30  ft.  long  due  to  the  wheel  loads  as  per  diagram. 

The  placing  of  the  wheels  in 
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order  to  obtain  the  maximum  re- 
action or  shear  on  a  simple  beam  is 
really  a  matter  of  trial,  yet  in  most 
cases  we  can  determine  the  position 
by  mere  inspection.   As  in  this  case, 

we  can  readily  see  that  the  maximum  reaction  will  occur  when  wheel  2 
is  at  the  end  of  the  beam  and  wheel  1  off  of  the  beam  altogether.  Then, 
to  obtain  the  maximum  reaction,  draw  the  line  ab  (Fig.  134)  to  represent 
the  length  of  the  beam  to  some  convenient  scale,  say,  -^^  =  I'-O",  and 
space  the  loads  to  the  same  scale,  placing  wheel  2  at  a.  Then  wheels  2,  3, 
4,  o,  G,  and  7  will  be  on  the  beam  as  shown  in  Fig.  134.  Next  draw  the 
vertical  ordinate  ac  to  represent  1  lb.  to  a  convenient  scale,  say,  1  in.  = 
1  lb.,  and  then  draw  the  influence  line  cb.  Next  draw  the  vertical  lines 
through  the  loads  as  shown  and  we  are  then  ready  to  find  the  reaction  at  a, 
which  we  do  in  the  following  manner: 

Take  a  pair  of  dividers,  put  one  of  the  points  at  c  and  bring  the  other 
point  to  a,  then  we  have  the  length  ac  on  our  dividers ;  then  set  one  point 
at  e  and  rest  the  other  point  at  o  (eo  =  ca)  ;  hold  the  point  firmly  at  o  and 

open  the  dividers,  bringing 
the  point  e  to  /;  then  we  will 
have  the  length  of  ca  and  ef 
on  our  dividers.  Then  put 
one  point  of  the  dividers  at  g 
and  rest  the  other  point  at  o' 
(o'gr  =  ca  -h  ef  =  of)  ;  holding 
the  point  firmly  at  o'  bring 
the  point  at  g  down  to  h. 
Then  put  one  point  of  the 
dividers  at  k  and  rest  the 
other  at  o"  (o''k  =  ac  +  ef  + 
gh)  ;  holding  the  point  firmly 
at  o"  bring  the  point  at  k 
down  to  m,  and  the  distance 
o"m  on  the  dividers  equals 
the  sum  of  the  ordinates  ac, 
ef,  gh,  and  km,  each  of  which 
is  an  ordinate  under  a  20,000- 
Ib.  load.  Then  lay  the  di- 
viders on  a  scale  divided  to  1/10  inches  and  suppose  we  find  that  we  have 
3.03  inches  (=o"in).  Then  the  reaction  at  a  due  to  the  four  20,()0()-lb. 
loads  is  equal  to  20,000  x  3.03  =  (>0, 600  lbs.  Then  with  our  dividers  yre. 
get,  in  the  same  manner^  the  distance  nt  and  rp,  the  sum  ol  -wYvveVv  s\v^^o%^ 
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we  find  is  0.25  of  an  inch.  Then  the  reaction  at  a  due  to  the  two.  13^00- 
Ib.  loads  is  equal  to  13,000  x  0.25  =  3,250  lbs.  Then  the  total  reaction  at  0 
is  60,600 +  3,250  =  63,850  lbs.  In  the  case  of  wheel  loads,  as  a  rale,  time 
can  be  saved  by  using  the  ordinatesat  the  centers  of  gravity  of  the  dif- 
ferent groups  of  wheels  instead  of  the  ordinates  directly  under  the  wheeb. 
For  example,  the  ma2dmum  reaction  in  the  above  case  is  equal  to 

80,000  X /  + 26,000  X /'. 

The  maximum  reaction  at  h  due  to  the  above  wheel  loads  would  be 
the  same  as  at  a,  and  would  be  determined  in  the  same  manner,  but  of 
course  the  loads  and  the  influence  line  would  be  reversed,  end  for  end, 
from  the  position  shown  in  Fig.  134. 

To  determine  the  maximum  shear  at  any  intermediate  point  in  the 
beam,  the  first  thing  to  do  after  constructing  the  influence  line  is  to  place 
some  wheel  which  we  think  will  be  at  the  point  in  question  when  the 
maximum  shear  occurs.  Then  determine  the  end  reaction  in  the  same 
manner  as  was  shown  above  and  subtract  the  intervening  loads,  if  any, 
from  the  reaction,  and  the  difiPerence  will  be  the  shear  at  the  point. 

Thus,  let  ab  (Fig.  135)  represent  a  beam  to  a  convenient  scale,  and 
let  it  be  required  to  find  the  maximum  shear  at  point  d  due  to  a  system  of 
wheel  loads  as  shown.     First  construct  the  influence  line  cb,  making  ac 
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equal  unity.  Say  we  place  wheel  2  at  d,  as  shown,  and  find  the  reaction  at 
a  in  the  same  manner  as  was  shown  above.  Then  subtract  wheel  1  from 
this  reaction  and  the  difference  will  be  the  shear  at  d.  If  there  be  any 
question  as  to  this  being  the  maximum  shear  at  d,  wheels  1  and  3,  and 
possibly  4,  should  each  in  turn  be  placed  at  d  and  the  shear  computed. 
In  this  way  we  can  readily  ascertain  the  wheel  to  place  at  d  for  maximum 
shear  at  that  point. 

101.    Influence  Line  for  Bending  Moments  on  Simple  Beams. — 

As  a  general  case,  let  AB  (Fig.  136)  represent  a  simple  beam  of  length 
L  and  let  cc  be  any  section  a  distance  from  A  and  6  distance  from  B. 
Imagine  a  single  load  P  moving  over  the  beam  from  ^  to  ^4.  The  reaction 
at  A  due  to  this  load  P,  at  any  time,  will  be  72  =  Px/L,  When  P  is  to  the 
right  of  cc,  the  moment  at  that  section  is 

M^=Ra  =  P^a, 

which  is  an  equation  to  a  straight  line  wherein  M^  =  0  when  jr  =  0,  and 
M^  =  P(b/L)a  when  a?  =  6.     Then  drawing  A'B'  (=-^)  as  a  reference 
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line,  and  laying  off  am  =  P(b/L)d,  we  can  draw  the  line  mB\  which 

endently  is  the  influence  line  for  the  bending  moment  at  the  section  cc 

for  loaih  on  the  right  of  the  section,  as  any  ordinate  y  represents  the 

-bendini^  moment  at  the  section  cc  due  to  P  when  P  is  directly  over  that 

ordinate,  and  the  moment  for  any  other  load  can  be  obtained  by  direct 

proportion.    When  P  is  to  the  left  of  cc,  the  moment  at  that  section  is 

Af,=i?a-P(x-fe)=P^a-P(x-b), 

which  is  also  an  equation  to  a  straight  line  wherein  Af ,  =  0  when  x  =  L  and 
I  =  P(b/L)a  when  x-h.    Then,  evidently,  the  line  mA^  is  the  influence 
for  the  bending  moment  at  the  section  cc  for  loads  to  the  left  of  the 
g<sction,  as  any  ordinate  y^  represents  the  bending  moment  at  the  section  cc 
ne  to  P  when  P  is  directly  over  that  ordinate,  and  the  moment  for  any 
>^her  load  can  be  obtained  by  direct  proportion. 

The  two  lines  B'tn  and  mA'  combined   would   be  known   as  the 

flnence  line,  which  would  be  referred  to  as  influence  line  A'mB\     By 

Tolong^ng  the  line  mB^  until  it  intersects  the  line  of  action  of  R  at  n,  wc 

Bve  two  similar  triangles,  A'B'n  and  oB'm,    From  these  similar  triangles 

e  have 

A'n     A'B' 


om 

oB' 

A'n 

L 

"i- 

"b 

"^^om  which  we  obtain  A^n  =  Pa.    But  if  P  =  unity,  we  would  have  A'n^a, 

^nd  the  influence  line  for  unit  load  could  then  be  constructed  by  making 

A.^n  =  a,  drawing  B'n,  dropping  the  perpendicular  om,  and  drawing  A'm. 

Or  the  same  thing  could  be  accomplished  by  laying  off  B^r  =  h,  drawing 

AW,  dropping  the  perpendicular  om,  and  drawing  mB\ 

Example  1.  Let  it  be  required  to  determine  the  maximum  bending 
moment  on  a  40-ft.  girder  due  to  the  loading  given  in  Example  1  of  the 
preceding  article.  Wheels  1  to  6  are  the  heaviest  that  can  be  placed  on 
the  girder,  and  consequently  will  very  likely  produce  the  maximum 
moment — ^this  much  being  determined  by  mere  inspection.  It  is  first 
necessary  to  determine  the  center  of  gravity  of  these  wheels  in  order  to 
place  them  on  the  girder  so  as  to  satisfy  the  position  for  maximum 
moment.  (See  Art.  88.)  In  such  problems  it  is  quite  convenient  to 
determine  the  center  of  gravity  by  means  of  proportional  triangles.  (See 
Art  45.)     This  is  accomplished  in  the  following  manner: 

First  lay  out  the  diagram  of  the  loads  to  a  convenient  scale  (say, 
y  =  I'-O")  as  shown  on  line  AB  in  Fig.  137.  We  know  from  observation 
that  the  center  of  gravity  of  wheels  S  to  5  inclusive  is  at  d.  Then  the 
center  of  gravity  of  wheels  2  to  5  inclusive  being  at  d,  the  problem  reduces 
to  finding  the  center  of  gravity  of  wheels  1,  6,  and  the  80,000  pounds 
acting  through  d.  From  wheel  1  draw  the  line  ax,  making  a  convenient 
angle  with  line  AB  and  lay  off  ah  =  80,000  lbs.  and  be  =  10,000  lbs, 
(weight  of  wheel  1)  to  any  convenient  scale.     Then  30m  c  aadi  d  mA 
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through  b  draw  a  line  parallel  to  cd  and  the  point  e  where  it  intersects 
the  line  AB  will  be  the  center  of  gravity  of  all  of  the  wheels  from  1  to  5 
inclusive.  Next,  from  e  draw  the  line  ex^  at  random^  making  any  con- 
venient angle  with  AB,  and  lay  off  ef  =  13,000  lbs.  (weight  of  wheel  6) 


e'-o" 


.'  ^f 


s-o"   s'-o"   s'-o" 


QiO" 
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and  /<7  =  90,000  lbs.  (weight  of  wheels  1  to  5).  Then  join  g  and  h,  and 
through  /  draw  a  line  parallel  to  gh  and  the  point  k  where  it  intersects  the 
line  AB  is  the  center  of  gravity  of  all  of  the  wheels  from  1  to  6  inclusive, 
which  was  desired. 

Now,  as  this  point  h  is  nearest  wheel  4,  the  maximum  moment  will 
(very  likely)  occur  under  that  wheel,  ^nd  the  line  SS  bisecting  the  dis- 
tance from  h  to  wheel  4  will  be  the  center  of  the  span.    Then,  by  laying 

/  off  20  ft.  on  each  side  of  this  line 


dx 


^mmmmk/mm^^2mmm//A 


SS  to  the  same  scale  as  the  load 
diagram,  we  have  the  girder  in 
position  represented  as  DE.  By 
dropping  the  perpendicular  from 
15  wheel  4  we  have  the  point  o  on  the 
IPi  beam  where  the  maximum  moment 
occurs.  The  influence  line  DmE 
for  the  moment  at  that  point  is  then 
constructed  by  laying  off  EF  =  oE 
and  drawing  FD,  om,  and  mE,  as 
explained  above.  Then  by  drop- 
ping perpendiculars  down  from  the  loads,  we  have  the  ordinates  1,  2,  3, 
...  6,  and  by  multiplying  each  by  the  load  above  it,  and  adding  these 
products,  we  will  have  the  bending  moment  at  o,  which  is  the  maximum 
bending  moment  on  the  beam.     The  sum  of  the  ordinates  2,  3,  4^  and  5 


FiflT.   138 
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can  be  obtained  by  the  use  of  dividers  as  explained  in  the  preceding 
article. 

Example  2.  As  a  case  of  uniform  load,  let  AB  (Fig.  138)  represent 
a  simple  beam  supporting  a  uniform  load  of  p  pounds  per  foot,  and  let  o 
be  any  section  a  distance  from  A  and  h  distance  from  B.  The  influence 
line  AmB  for  the  bending  moment  at  o  is  constructed  in  the  same  manner 
as  explained  above  by  laying  oS  An  =  Ao  =  a,  then  drawing  nB,  om,  and 
^m  in  consecutive  older.    From  proportional  triangles  we  obtain 

h 

01»  =  y  a. 

We  can  consider  the  uniform  load  as  made  up  of  infinitesimal  loads 
each  weighing  pdx  pounds.  Then  for  the  bending  moment  at  o  due  to  any 
such  infinitesimal  load  at  x  distance  to  the  right  of  o  we  have 

dM  =  pdx^ (1). 

But  from  proportional  triangles  we  have 

y  h-x 


(I) 


from  which  we  obtain 


»  =  7  (b-x). 


Now  substituting  this  value  of  jf  in  (1),  we  have 

dAf  =  1  a(fe-«)d* (2). 

Then  for  the  bending  moment  at  o  due  to  all  such  loads  to  the  right,  we 
have 

M=^af  (b-x)dx  =  p^(^xj^a^b^. 

But  i(h/L)axh  =  area  of  the  triangle  omB,  since  the  ordinate  om  = 
{h/L)a.  So  we  have  the  bending  moment  at  o  due  to  the  uniform  load  to 
the  rij^t  equal  to  the  area  of  the  triangle  omB  multiplied  by  the  uniform 
load  per  linear  foot  of  span.  In  a  similar  manner  it  can  be  shown  that 
the  bending  moment  at  o  due  to  the  uniform  load  to  the  left  of  o  is  equal 
to  the  area  of  the  triangle  omA  multiplied  by  the  uniform  load  per  linear 
foot.  Then  letting  M  represent  the  total  bending  moment  at  o  due  to  the 
total  uniform  load  on  the  girder,  we  have 

=  area  of  triangle  AmB  x  p (3), 

that  is,  the  total  bending  moment  at  o  is  equal  to  the  area  of  the  triangle 
AmB  (formed  by  the  influence  line  and  the  reference  line)  multiplied  by 
the  uniform  load  per  linear  foot  of  span. 
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If  the  section  be  taken  at  the  center  of  the  span^  we  have  6  =  a  =  L/2. 
Substituting  in  equation  (3)^  we  have 


M 


=p{h^)  = 


pL 

8 


2 


which  is  readily  recognized  as  the  formula  for  the  bending  moment  at  the 
center  of  a  beam  uniformly  loaded. 

102.    Influence  Lines  for  Shears  and  Bending  Moments  on 

Trasses. — Let  the  diagram  at  (a),  Fig.  139,  represent  a  simple  truss  and 
let  it  be  required  to  construct  an  influence  line  for  the  shear  in  any  panel 
as  CD.  It  is  evident  that  any  load  as  W  when  at  D  or  to  the  right  of  D 
will  produce  tension  in  the  diagonal  UD,  while  any  load  as  Wl  when  at 
C  or  to  the  left  of  C  will  produce  compression  in  the  same  diagonaL 


Then  evidently  there  must  be  some  point  between  C  and  D  where,  if  a 
load  were  placed,  the  stress  in  the  diagonal  due  to  the  load  would  be  zero. 
Then  evidently  the  influence  line  for  the  shear  in  the  panel  will  be  of  the 
form  EdcF  shown  at  (6),  which  is  readily  constructed  for  a  unit  load  by 
laying  off  En  and  Fw'  each  equal  to  unity  and  dropping  the  perpen- 
diculars ef  and  hd  under  the  panel  points  and  drawing  ed.  The  shear 
in  the  panel  producing  tension  in  the  diagonal  VD,  due  to  any  load  as  W 
when  at  any  point  x  distance  from  B,  is  equal  to  Wy^,  y^  being  the 
ordinate  under  the  load  as  shown,  while  the  shear  in  the  panel  producing 
compression  in  the  diagonal  due  to  any  load  as  W\  is  equal  to  ^^1^2* 

It  is  evident  then  that  to  obtain  the  maximum  shear  in  panel  CD 
producing  tension  in  the  diagonal  VD,  whieli  we  will  call  positive  shear, 
there  should  be  no  loads  to  the  left  of  O,  and  to  obtain  tlie  maximum 
shear  producing  compression  in  the  same  diagonal,  which  we  will  call 
negative  shear,  there  should  be  no  loads  to  the  right  of  0.  That  is,  one 
kind  of  shear  will  be  a  maximum  when  the  loads  extend  from  B  to  O,  and 
the  other  kind  will  be  a  maximum  when  the  loads  extend  from  A  io  0. 
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oase  of  a  uniform  live  load^  the  maximum  positive  shear  would  be  equal 
to  the  area  of  the  triangle  Fke  multiplied  by  the  load  per  foot,  while  the 
maximum  negative  shear  would  be  equal  to  the  area  of  the  triangle  Edk 
multiplied  bv  the  load  per  foot.  In  case  of  uniform  dead  load,  the  shear 
is  equal  to  the  difference  of  the  areas  of  the  two  triangles  Edk  and  Fke 
izmultiplied  by  the  dead  load  per  foot.  In  the  case  of  concentrated  live 
loads,  as  wheel  loads,  to  obtain  the  maximum  shear  in  the  panel  the  loads 
^ivoold  be  so  placed  that  a  load  would  be  at  the  panel  point  and  the  front 
loAd  as  near  the  point  0  as  possible  (not  beyond).  For  example,  to  obtain 
tile  maximum  positive  shear  in  panel  CD  a  load  would  be  placed  at  D,  the 
one  that  would  bring  the  front  load  closest  to  the  point  0,  and  to  obtain 
^lie  maximum  negative  shear  the  load  would  be  placed  at  C  that  would 
Qg  the  front  load  as  near  O  as  possible.  The  same  result  is  obtained 
this  manner  (graphically)  as  would  be  obtained  by  satisfying  the 
c^rtterion  of  Art.  90. 

The  influence  line  for  the  shear  in  each  of  the  other  panels  can  be 
on  the  same  preliminary  construction  at  (6)  as  used  for  panel  CD, 
^OT"   example,  the  influence  lines  for  panel  MC,  LX,  NB  are  Ed'e'F, 
^^^^e"F,  and  Ed"  '  F,  respectively.     The  construction  .of  each  is  accom- 
pli slied  in  the  same  manner  as  explained  above  in  the  case  of  panel  CD. 
In  the  case  of  trusses,  the  bending  moments  are  desired  only  at  the 
P^Hcl  points.     The  influence  lines  for  the  moments  at  these  points  are 
^^^^^structed  the  same  as  though  the  points  were  on  a  simple  beam,  which 
^^3  treated  in  the  preceding  article.     For  example,  the  influence  line  for 
*^^^cling  moment  at  the  panel  point  C  of  the  truss  represented  a^   (a) 
v^'^tue  for  point  U)  is  constructed  as  shown  at  (c)  by  laying  off  Gs  =  a, 
y^^   distance  of  the  panel  point  from  A,  and  drawing  sH,  mm',  and  mG 
\^    oonsecutive  order,  as  explained  in  the  last  article  for  simple  beams. 
_^  *^e  influence  line  for  the  bending  moment  at  any  other  panel  point  would 
^    constructed  in  the  same  manner.     The  moment  at  any  panel  point 
^^uld  be  obtained  in  the  same  way  as  explained  in  the  preceding  article 
^^^  the  case  of  any  point  on  a  simple  beam.    The  exact  placing  of  concen- 
^^ted  loads  for  maximum  moments  at  the  different  panel  points  would  be 
^<^rding  to  Art.  91. 

103.    Influence  Lines  for  Stresses  in  Trass  Members. — Instead 

^f  constructing  influence  lines  for  the  shears  and  moments  as  in  the  last 
Article  and  then  determining  the  stresses  in  the  truss  members  from  these, 
U  is  more  convenient  to  construct  influence  lines  for  the  stresses  in  the 
luembers,  thereby  obtaining  the  maximum  stresses  directly  from  the 
influence  lines  without  dealing  with  either  shears  or  moments. 

Let  the  diagram  at  (a),  Fig.  140,  represent  a  truss  and  let  it  be 
required  to  construct  an  influence  line  for  the  stress  in  the  diagonal  ED, 
First  draw  the  line  -4'B'  at  (b)  (=L)  and  lay  off  A'n  and  B'n'  each  equal 
to  unity  and  draw  nB'  and  A'n\  Then  by  drawing  the  ordinates  de  and 
fb  and  the  line  db  we  have  the  influence  line  A'bdB'  for  the  shear  in  the 
panel  CD  the  same  as  in  the  preceding  article.  The  ordinate  ed  is  equal 
to  the  positive  shear  that  would  be  produced  in  the  panel  by  a  unit  load 
at  D,  and  the  ordinate  fb  the  negative  shear  in  the  panel  that  would  be 
produced  by  a  unit  load  at  C.  Now,  as  the  stress  in  the  diagonal  ED 
varies  as  the  shear  in  the  panel,  it  is  evident  that  if  the  ordinates  dc  aud 
bf  were  laid  off  to  represent  the  stress  in  the  diagonal  l\va\.  -SROViXii  >a^ 
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produced  by  a  unit  load  at  these  same  points  and  an  influence  line  be 
constructed  accordingly^  we  would  have  an  influence  line  for  the  stress  in 

the  diagonal. 

For  example,  if  e'd'^  at  (c),  were  equal  to  the  stress  produced  in  the 
diagonal  ED  by  a  unit  load  at  D,  and  fW  were  equal  to  the  stress  pro- 
duced in  the  same  by  a  unit  load  at  C,  the  line  A"h'd'B"  would  be  the 
influence  line  for  the  stress  in  the  diagonal.  And  likewise,  if  /'<",  at  (c), 
and  r"e'  were  equal,  respectively,  to  the  stress  produced  in  the  post  KC 
by  a  unit  load  at  C  and  D,  the  line  A''V'r"B"  would  be  the  influence  line 
for  the  stress  in  the  post. 

Laying  off  B'h  at  (6),  equal  to 
BD  and  drawing  \cA\  ea,  and  aB'  in 
consecutive  order,  we  have  the  influ- 
ence line  for  the  bending  moment  at 
panel  point  D,  as  explained  in  the 
last  article.  Now,  as  the  stress  in 
the  top  chord  EF  varies  directly  as 
this  moment,  it  is  evident  that  if  ev, 
at  (6),  were  equal  to  the  stress  pro- 
duced in  the  chord  by  a  unit  load  at 
D,  the  line  A'vB'  would  be  the  influ- 
ence line  for  the  stress  in  the  chord 
EF,  From  the  above  it  is  evident 
that  an  influence  line  for  the  stress  in 
any  truss  member  can  be  drawn  as 
readily  as  the  influence  lines  for  the 
moments  and  shears  on  the  truss  by 
computing  the  maximum  stress  in  the 
member  considered,  due  to  a  unit 
Fiff.  140  load  and  using  this  value  as  the  ordi- 

nate in  establishing  the  influence  line. 
The  stresses  due  to  the  unit  load  can  be  determined  most  readily  by 
graphics. 

As  an  example,  let  us  first  construct  the  influence  line  for  the  stress 
in  the  top  chord  EF.  The  first  thing  to  do  is  to  determine  the  stress  in 
the  member  due  to  a  unit  load  at  D,  Imagine  00'  (drawn  through  the 
top  chord)  to  be  a  beam,  and  each  of  the  lines  OD  and  DO'  to  be  a  rod 
or  a  rope.  Then  we  would  have  a  structure  00' D  such  that  the  stress  in 
the  member  00' y  produced  by  a  unit  load  at  D,  is  the  same  as  the  stress 
produced  in  the  top  chord  EF  by  a  unit  load  at  the  same  point.  Now  this 
structure  00' D  is  very  readily  analyzed  graphically.  The  reaction  at  O 
due  to  a  unit  load  at  D  is  given  by  the  ordinate  de,  at  (6).  Then  con- 
sidering the  point  0  and  drawing  from  d  a  line  parallel  to  00'  and  from 
e  a  line  parallel  to  OD  intersecting  the  first  line  at  r,  we  have  the  stress 
in  00'  given  by  the  line  dr  which  is  also  the  stress  in  the  top  chord  EF. 
Then  from  e  lay  off  ev  equal  to  dr,  just  found,  and  the  influence  line 
B'vA'  for  the  stress  in  the  top  chord  EF  is  drawn. 

Next,  let  us  construct  the  influence  line  for  the  stress  in  the  diagonal 
ED,  The  stress  in  the  diagonal  corresponding  to  positive  shear  due  to  a 
unit  load  at  D  is  given  by  the  line  r$,  at  (&),  which  is  drawn  from  r 
parallel  to  the  diagonal,  and  as  hf  is  equal  to  the  negative  shear  in  the 
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panel  that  would  be  produced  by  a  unit  load  at  C,  by  drawing  the  lines 
OC  and  CO'  and  6r'  and  r'f  parallel,  respectively,  to  00'  and  CO'y  and 
r'n'  paraUel  to  the  diagonal,  we  will  have  the  stress  in  the  diagonal  that 
would  be  produced  by  a  unit  load  at  C  given  by  this  last  line  r's\  Then 
by  laying  oflF  e'd'  =  r#,  at  (c),  and  /'6'  =  r'«',  the  influence  line  A''h'd'B'' 
is  readily  constructed.  In  like  manner  the  influence  line  A^fr^B''  for 
the  stress  in  the  post  £C  is  readily  constructed  by  laying  off  the  ordinates 
e'r"  =  ri  (given  at  (6))  and  /"/'  =  ^'^' y  ^s  it  will  be  readily  seen  that  rt 
is  equal  to  the  stress  in  the  post  due  to  a  unit  load  at  D,  and  r'V  is  equal 
to  the  stress  in  the  same  due  to  a  unit  load  at  C  The  influence  line  for 
the  stress  in  any  member  of  any  truss  can  be  readily  constructed  in  the 
same  manner  as  shown  for  the  above  cases. 

There  are  other  methods  employed  to  determine  the  stresses  in  the 
truss  members  due  to  the  unit  load,  and  these  will  be  presented  later  as 
the  practical  application  of  influence  lines  is  taken  up. 


CHAPTER  X 

DESIGN  OF   I-BEAMS  AND  PLATE  GIRDERS 

104.  General  Data. — 

Specifications^  A.  R.  E.  Ass'n.*    (For  steel  railroad  bridges.) 
Allowable  bending  stress  on  beam  and  girder  flanges .  16^000  lbs.  per  sq.  in. 

Allowable  shearing  stress  on  shop  rivets 12,000  lbs.  per  sq.  in. 

Allowable  shearing  stress  on  field  rivets  and  webs. . . .  10,000  lbs.  per  sq.  in. 

Allowable  bearing  stress  on  shop  rivets 24,000  lbs.  per  sq.  in. 

Allowable  bearing  stress  on  field  rivets 20,000  lbs.  per  sq.  in. 

Allowable  bearing  on  masonry 600  lbs.  per  sq.  in. 

DESIGN  OF  I-BEAMS 

105.  Outline   of  Usual  Method  of  Procedure. — In  designing 

I-beams  the  first  thing  to  do  is  to  determine  the  maximum  bending  mo- 
ment in  inch  pounds.  Then,  using  Formula  C,  Art.  53,  we  have  the 
bending  moment 


mJI'- 


dividing  through  by  f,  we  have 


1~y 

The  quantity  I/y  is  known  as  the  "Section  Modulus,"  which  is  given  in 
Tables  1  and  2  in  the  back  of  this  book,  for  practically  all  I-beams,  and 
the  same  will  be  found  in  structural  handbooks,  such  as  Carnegie, 
Cambria,  etc.  So  the  size  of  an  I-beam  required  to  resist  a  known 
bending  moment  can  be  determined  by  simply  dividing  the  bending 
moment  (in  inch  pounds)  by  the  allowable  stress,  which  is  specified  above 
as  16,000  lbs.,  thus  obtaining  the  required  section  modulus,  and  from  the 
tables  we  find  the  lightest  I-beam  having  this  or  approximately  this 
modulus  and  that  will  be  the  beam  to  use. 

For  example,  suppose  the  bending  moment  for  a  given  span  is 
433,000  inch  pounds.  Then  the  section  modulus  of  the  beam  required 
for  the  span  is 

433,000 

16,000  • 

Glancing  over  column  10  of  Table  1  we  find  that  a  10-inch  by  30-poiind 
beam,  which  has  a  section  modulus  of  26.8,  is  the  nearest  to  the  required 
beam,  and  hence  would  be  used. 

After  an  I-beam  is  designed  to  resist  the  maximum  bending  moment, 
it  can  be  tested  for  shear,  by  dividing  the  maximum  shear  by  the  area  of 

•  These  speclflcationR  can  bo  obtnlnod  from  the  Socrotary.  American  Railway  En- 
gineering Association,  900  South  Michigan  Avenue,  Chicago,  111.  Twenty«flve  cents  per 
copy,  or  less  if  several  copies  arc  ordered  at  one  time. 
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the  cross-section  of  the  beam.  If  this  should  exceed  10^000  lbs.  per 
square  mch,  the  permissible  intensity,  a  heavier  beam  should  be  used  or 
the  web  of  the  beam  should  be  reinforced.  However,  there  are  but  ve^y 
few  cases  where  the  shear  affects  the  design  of  an  I-beam,  owing  to  the 
'webs  of  I-beams  being  comparatively  thick. 

An  I-beam  can  be  designed  by  using  Formula  D,' 

My 


/= 


and  finding  values  for  y  and  I  that  will  give  /=  16,000  (approximately). 
Sut,  as  is  readily  seen,  this  is  not  a  very  convenient  method  of  procedure. 

106.  Example  1. — Design  an  I-beam  of  15-ft.  span  to  support  a 
total  uniform  load  of  800  lbs.  per  foot. 

The  maximum  bending  moment  (=pLV8)  =  ^x800xl5*xl2  = 
270,000  inch  lbs. 

Then,  270,000    _^        ^.  ,. 

^^  ^^^  =  lo.8  =section  modulus. 
1d,U0U 

The  I-beam  having  a  section  modulus  nearest  this  value  is  the  8-in. 
by  25.5-lb.,  but  the  9-in.  by  21-lb.  would  be  used  as  it  is  lighter.  It  is 
seen  that  the  8-in.  beams  are  all  too  small  except  the  2o.5-lb.  beam. 

107.  Example  2. — Determine  the  size  of  I-beam  required  in  the 
case  of  the  simple  beam  shown  in  Fig.  141,  where  AB  represents  the 


^' 


■-"'"*""'^'- 


]B 


Rl 


Flff.  141 


beam  supporting  the  loads  indicated.  By  taking  moments  about  B  we 
find  12  =  19^630  lbs.  Adding  up  the  forces,  beginning  at  ^,  we  find  that 
the  shear  passes  through  zero  at  the  2,000-lb.  load,  hence  the  maximum 
bending  moment  occurs  at  that  load.  (See  Art.  88.)  Then  for  the 
maximum  bending  moment  we  have 

Af=[19,630x6-(l,600x6x3)-(9,000x3)]12  =  743,760  inch  lbs. 

'  ^  !.^^    =  46.4  =  Section  Modulus. 

10,000 

So  a  15-in.  by  42-Ib.  I-beam  would  be  used.  The  12-in.  by  40-lb.  is  too 
light  and  12-in.  by  45-lb.  is  heavier  than  the  15-in.  by  42-lb.  beam. 

108.  Example  S. — Determine  the  size  of  I-beam  required  in  the 
case  of  the  simple  beam  shown  in  Fig.  142,  where  AB  represents  the 
beam  supporting  a  load  which  varies  from  0  at  ^  to  2,000  lbs.  at  B,  as 
indicated. 

For  conrenience^  let  p  (=2,000  lbs.)  represent  the  intensity  ol  VSwt 


174 


STRUCTURAL  ENGINEERING 


load  at  B,    Then  for  the  total  load  on  the  beam  (neglecting  the  weighs 
of  the  beam)  we  have 


Fig.  142 

2 

and  for  the  intensity  of  the  load  at  any  point  x  distance  from  ^  we -have 

px 
T' 

Now^  taking  moments  about  B  we  have 

for  the  reaction  at  A, 

Now  for  the  bending  moment  at  any  point  x  distance  from  ^,  we  have 

M=^x-i^ (1). 


6  6L 


When  this  moment  is  a  maximum 


dM     pL     px- 


dx 


ZL 


=  0 


(2) 


(which  is  obtained  by  differentiating  (1)).    This,  as  is  readily  seen,  will 
occur  when  L^^^x^,  from  which  we  obtain 


=  L^  —  =  0.58L  (approximately). 


So  the  point  of  maximum  bending  moment  is  0.58L  from  A,  Then 
substituting  0.58L  for  x  in  equation  (1)  we  have  for  the  maximum 
bending  moment 


M^  (|)o.58L»-  (£)o.l9L»  =  J  (0.39L«), 


and  substituting  the  numerical  value  of  L  and  p,  and  multiplying  by  13, 
to  reduce  the  moment  to  inch  pounds,  we  have 


af= 


2,000 
6 


(0.39  X 144  X 12)=  224,600  inch  lbs. 
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for  the  mazimiim  bending  moment. 

224,600 


Then, 


16,000 


=  14= section  modulus. 


So  an  8''  X  18#  I-beam  would  be  used. 

In  case  the  weight  of  the  beam  were  considered,  we  would  simply 
include  the  moment  of  this  weight  in  an  equation  for  the  bending  moment, 
corresponding  to  (1).  Thus,  if  the  weight  of  the  beam  be  w  pounds  per 
foot,  the  equation  for  the  bending  moment  at  any  point  x  distance  from  A 
would  then  be 


wL 


war 


6       6L  ^  a        a 


(3), 


Then  by  placing  dM/dx^^O,  the  point  of  maximum  moment  can  be 
determined  and  then  the  maximum  bending  moment  at  that  point  due  to 
the  combined  loads  can  be  obtained  and  the  beam  designed  accordingly. 

109.  Example  4. — Determine  the  size  of  I-beam  required  in  the 
case  of  the  overhanging  beam  shown  in  Fig.  143,  where  ABC  represents 
the  beam  supporting  the  loads  indicated. 


3' 


\ 


T 


6' 


—T 


7///////m///////m>3isy^::m^/iW//////M 


mL 


Rl 
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In  this  case  there  are  two  bending  moments  to  consider;  one  at  B 
and  the  other  at  the  point  of  zero  shear  in  the  span  BC, 
For  the  bending  moment  at  B  we  have 

M=  (4,000x3  +  600x5x2.5)  12  =  234,000  inch  lbs. 

Then  taking  moments  about  C  we  have 

fi  =  ^  (600x15x7.5  +  8,000x4  +  4,000x13)=  15,150  lbs. 

for  the  reaction  at  B.    Then  for  the  reaction  at  C  we  have  the  total  load 
on  the  beam  minus  H,  that  is, 

Bl  =  21,000  - 15,150 = +5,850  lbs. 

Now  beginning  at  C  and  adding  up  the  forces  toward  the  left  we 
find  that  the  shear  changes  signs,  that  is,  passes  through  zero,  at  the 
8,000-lb.  load.  So  the  maximum  bending  moment  in  span  BC  occurs  at 
that  load.  Then  taking  moments  about  that  load  and  considering  the 
forces  to  the  right  of  it,  we  have 

af'=(5,850x4- 600x4x2)  12  =  223,200  inch  lbs. 

for  the  mazimiim  bending  moment  in  span  BC.    The  bending  moment  at 
B  is  the  greater  and  hence  the  I-beam  must  be  designed  ior  ^«X.  xxiOTotsSu 
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So^  using  the  moment  at  B,  we  have 

234,000     ,.^       ^  ,  I 

-7^-^777--=  14.6  =  section  modulus^ 
1d,uU0 

and  hence  an  8-in.  by  18-lb.  I-beam  would  be  used. 

110.  Example  6. — Determine  the  size  of  I-beam  required  in  the 
case  of  the  continuous  beam  shown  in  Fig.  144,  where  ABC  represents  the 
beam  supporting  4  ft.  of  uniform  load  in  span  AB  and  a  single  load  of 
18,000  lbs.  in  span  BC. 


,  4X'Of  , 


M' 


m^j  r 


€r^kL*c) 


i 


'^'  J.f'W  !^^  i.,f'fe) 


Flff.  144 


Applying  the  three-moment  equation,  (L), 

M'L  +  2M"(^J^i)+ M'"  Li  = -PL2(A:-A:»)- P'Lf  (2A:,  -  3Ar?  +  ifcf  ), 
given  in  Art.  70,  we  have  both  M'  and  Af"  '  =  0,  and  the  quantity 

-P..<.-.,=-rp^..(l-g)=-,(^-f;-^.-) 

and  the  quantity 

-P'Lf  (2A:i  -  3A:J  +  A:f  )  =  -pY2cLi-3c2+|^) 

Then  substituting  these  values  in  the  general  three-moment  equation, 
we  have 


UI 


Now  everything  in  this  equation  is  known  except  AT",  the  bending  moment 
at  support  B.  Then  by  substituting  the  numerical  values  of  the  known 
quantities,  as  given  in  Fig.  144,  and  reducing,  we  have 

M''= -25,363  ft.  lbs.  =-304,356  inch  lbs, 

for  the  bending  moment  at  B. 

Then  taking  moments  about  B,  we  have 

-25,363  =  10i21- 4,000x4, 

frem  which  we  obtain 

i21  =  -9361bs. 

for  the  reaction  at  ^,  and  taking  moments  about  B  and  considering  span 
BC,  we  have 

-26,363  =  12  i23  - 18,000  x  6, 
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from  which  we  obtain 

.i23= +6,884  lbs. 

for  the  reaction  at  C. 

NoWy  as  the  three  reactions  must  be  equal  to  the  total  load  on  the 
beam,  we  have 

22,000  =  -936  -¥R2-{-  6,886, 

from  which  we  obtain 

i22=+ 16,050  lbs. 

for  the  reaction  at  B. 

Now,  as  all  of  the  reactions  arc  determined,  the  moments  and  stresses 
on  the  above  beam  can  be  determined  as  readily  as  for  any  beam.  There 
are  three  bending  moments  to  consider  in  the  above  case ;  the  maximum  in 
each  of  the  spans  and  the  one  at  support  B. 

The  reaction  221  being  minus,  it  is  readily  seen  that  the  maximum 
bending  moment  in  span  AB  will  occur  at  support  B,  and  as  span  BC 
supports  only  the  one  load  it  is  evident  that  the  maximum  bending 
moment  in  that  span  will  occur  under  the  load.  Then  we  really  have  only 
the  moment  under  the  18,000-lb.  load  yet  to  determine  as  the  moment  at 
B  is  determined  above. 

Then,  taking  moments  about  the  18,000-lb.  load,  we  have 

M,  =  6x123  =  6x6,884  =  41,316    foot    lbs.  =  41,316x12  =  495,792    inch    lbs. 

for  the  bending  moment  at  that  load,  which  is  greater  than  the  moment  at 
B  and  hence  is  the  maximum  bending  moment  on  the  beam,  and  conse- 
quently the  beam  must  be  designed  to  resist  this  moment.    Thus  we  have 

495,792 

=31.0  =  section  modulus. 

16,000 

So  a  12*in.  by  31.5-lb.  I-beam  would  be  used. 

DESIGN  OF  PLATE  GIRDERS 

111.  Description. — A  plate  girder  is,  for  the  most  part,  a  built 
I-beam  composed  of  a  plate  web  and  angle  flanges  which  are  riveted  to 
the  edges  of  the  plate  as  shown  at  (a).  Fig.  145.  Yet  in  addition  to  these 
parts  there  are  usually  vertical  angles,  known  as  stiffeners,  riveted  to  the 
web,  as  shown  at  (&),  to  stiffen  the  web  against  buckling.  The  stiffeners 
are  either  bent  around  the  flange  angles  as  shown  at  (c)  or  filler  plates 
are  placed  between  them  and  the  web,  as  shown  at  {d).  When  they  are 
bent  around  the  flange  angles  we  say  they  are  crimped.  It  is  practice  to 
limit  the  thickness  of  metal  to  about  §  of  an  inch  and  when  the  area 
required  in  a  flange  is  greater  than  that  of  two  6"  x  6"  x  f "  Z  s,  plates  are 
riveted  to  the  backs  of  the  outstanding  legs  of  the  flange  angles  as  shown 
at  («),  to  provide  for  the  additional  area  required.  These  plates  are 
known  as  cover  plates,  or  flange  plates.  The  area  of  the  cover  plates  in 
any  flange  should  never  be  much  greater  than  that  of  the  two  flange 
an^es,  and  when  they  exceed  the  area  of  the  angles  very  much,  plates, 
known  as  side  plates,  are  placed  between  the  flange  angles  and  the  web 
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as  shown  at  (/)  so  that  the  area  of  the  cover  plates  can  be  reduced.  In 
this  case  the  side  plates  are  considered  as  part  of  the  flange.  There  are 
other  t3rpes  of  flanges  used  occasionally  which  will  be  shown  later. 


112.    Stress  and  Area  in  Flange. — In  case  of  a  bcaoa  composed  of 
one  piece,  as  an  I-beam,  the   stress  due  to  cross  bending  is  obtained 
through    the    application    of    For- 
mula D,  Art.  53,  but  in  the  case  f 
of  a  plate  girder,  while  the  same 
method  would  apply,  quite  a  dif- 
ferent one  is  used,  wherein  the  web 
and  flanges  are  treated  separately. 
The    cross   bending  is   resisted   by 
the  flanges  and  web  combined,  but 
the  resistance  of  the  web  is  ignored 
by    some    engineers,    while    others    , 
consider  it.    So  wc  really  have  two 
cases  to  consider. 

In  case  the  resistance  of  the 
web  be  ignored,  the  stresses  in  the 
two  flanges  form  a  couple  which 
will  be  eqnal  and  opposite  to  the 

algebraic  sum  of  the  external  cou-  pHg.  i4e 

pies  on  either  side  of  any  cross-section — which  is  the  same  thing  as  thb 
bending  n 
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Let  Fig.  146  represent  a  portion  of  a  plate  girder: 

Let  M  =  bending  moment  at  section  cc; 

F  =  total  stress  in  each  flange  at  that  section; 

d  =  distance  between  the  centers  of  gravity  of  the  flanges^ 

which  IS  known  as  the  effective  depth. 

Then^  in  accordance  with  the  condition  of  equilibrium^  we  have 

M=Fd  or  F=^ (1). 

If  /  be  the  allowable  unit  stress^  the  area  required  for  each  flange  will  be 

"*-  /  -fd- (^)- 

This  is  assuming  that  the  unit  stress  is  the  same  over  the  entire  cross- 
section  of  each  flange — an  assumption  invariably  made^  although  not 
absolutely  true  in  any  case^  bpt  quite  accurate  enough  for  practical 
designing. 

In  case  the  resistance  of  the  web  be  considered^  the  bending  moment 
will  be  resisted  by  the  flanges^  the  same  as  shown  above^  aided  by  the 
weby  which  is  reaUy  a  rectangular  beam.  Then  for  the  bending  moment 
we  have 

"'''*T .' (8), 

2 

where  /'  represents  the  unit  stress  on  the  extreme  elements  of  the  web, 
and  h  and  I  represent,  respectively,  the  height  and  moment  of  inertia  of 
the  web,  while  the  other  letters  signify  the  same  as  they  do  in  equation 
(2),  except  F,  of  course,  is  less. 

Now,  let  t  be  the  thickness  of  the  web,  A'  its  area  of  cross-section 
and  A  the  area  of  each  flange;  then  we  have 

A'=:th,I  =  ^th^ 
12 

and  as  the  unit  stress  on  the  extreme  elements  of  the  web  is  practically 
the  same  as  that  of  the  flanges,  we  have  /'=/  and  also  F  =  f'A  =fA.  Then 
by  substituting  these  values  in  (3),  we  have 

M  =  fAd^'-- — 
o 

But  h  =  d,  practically,  so  we  have 

M=fAd+f^  =  fd(A+^y 
from  which  we  obtain 

(-fOv^ (*). 

which  shows  that  one-sixth  of  the  area  of  the  web  appears  as  flange  area, 
but  owing  to  the  moment  of  inertia  of  the  web  being  reduced  in  most  cases 
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by  rivet  holes^  one-eighth  is  assumed  in  practice  instead  of  one-sixth^  in 
which  case  we  have 

^  +  T=/d (^>' 

from  which  we  obtain 

^=/T-T (^> 

for  the  area  required  in  each  flange. 

113.  Economic  Depth. — It  is  seen  from  the  preceding  article  that 
the  area^  and  consequently  the  weighty  of  the  flanges  of  a  plate  girder 
varies  inversely  as  the  depth  of  the  girder  and  it  is  evident  that  the 
weight  of  the  web,  stiffeners,  and  fillers  varies  directly  as  the  depth.  Then 
evidently  a  plate  girder  will  have  a  theoretical  economic  depth  when  the 
weight  of  the  two  flanges  equals  the  combined  weight  of  the  web^  stif- 
feners,  and  fillers.  There  are  really  two  cases  to  consider^  which  are  as 
follows : 

Case  I,     When  the  weh  is  not  considered  to  resist  cross  bending. 

Let  M  =  maximum  bending  moment  in  inch  pounds ; 
L  =  length  of  girder  in  feet ; 
/  =  allowable  unit  stress  on  flanges ; 
i  =  thickness  of  web  in  inches ; 
W  =  total  weight  of  girder  in  pounds; 
X  =  depth  of  girder  in  inches  back  to  back  of  flange  angles. 

Girders  xvithout  cover  plates.  For  the  area  of  the  cross-section  of 
the  two  flanges  we  have 

fx 

assuming  depth  and  effective  depth  as  being  equal,  and  for  the  weight  of 
the  two  flanges  we  have 

2  ^  X  3.4L. 
fx 

As  a  bar  of  steel  one  square  inch  in  cross-section  and  one  foot  long 
weighs  3.4  pounds,  the  total  weight  of  the  web  alone  is  equal  to  S.4X»tx 
and  the  total  weight  of  the  stiff eners,  fillers,  splices,  etc.,  usually  runs 
about  60  per  cent  of  the  weight  of  the  web,  so  the  total  weight  of  the  web, 
stiffeners,  fillers,  etc.,  can  be  taken  as  l.G(^ALtx), 

Now  adding  the  weight  of  the  web,  stiffeners,  fillers,  etc.,  to  that  of 
the  flanges,  we  have 

W  =  2^x SAL  +  1.6(3ALtx)   (1) 

fx 

for  the  total  weight  of  the  girder. 
This  will  be  a  minimum  when 

dW  M 

— -  =  -2—  x3.4L  +  1.6(3.4L0=0, 
dx  fx- 

which  is  obtained  by  differentiating  (1).* 
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From  this  we  obtain  for  the  economic  depth 

«= 1.12^^   (2). 

Girders  with  cover  plates.  In  this  case  the  area  of  the  flanges  varies 
from  the  center  to  the  ends  of  the  span.  If  the  cover  plates  have  theo- 
retical lengths^  the  average  cross-section  of  each  flange  will  be  about  0.75 
of  the  maximum  area.    So  for  the  total  weight  of  the  two  flanges  we  have 

1.5^(3.4L). 

Now  substituting  this  instead  of  2(M/fx)  x  (3.4L)  in  (1)  and  diflfer- 
entiating  and  reducing  we  obtain  for  the  economic  depth 


(3), 


Case  IL     When  the  web  is  considered  to  resist  bending  moment. 

By  assuming  the  web  to  resist  bending  moment  each  flange  can  be 
reduced  in  area  to  the  amount  of  one-eighth  of  the  area  of  the  cross- 
section  of  the  web^  and  hence  the  total  weight  of  the  girder  would  be 
reduced  an  amount  equal  to  2{itx)3AL. 

Then  subtracting  this  from  (1)  we  have 

FF=2  (j^  3.4L+1.6(3.4L<ar)-(|  tx\  3.4L (4) 

for  the  total  weight  of  the  girder.  Differentiating  this  equation  and 
placing  the  first  derivative  =  0^  and  reducing^  we  obtain 

x  =  1.22yjj^ (^) 

for  the  economic  depth  of  girders  without  cover  plates^  and  by  substituting 
1.5(Af//x)  X  (3.4L)  for  2{M/fx)  x  (3.4L)  in  (4)  and  differentiating  and 
placing  the  first  derivative  =  0^  and  reducing^  we  obtain 


X  =  1.065 -y/^ (6) 

for  the  economic  depth  of  girders  with  cover  plates. 

The  theoretical  economic  depth  of  plate  girders  can  be  computed 
from  the  above  formulas.  An  inch  or  two  either  way  from  the  theoretical 
depth  will  affect  the  design  but  little. 

114.  Length  of  Cover  Plates. — A  flange  of  a  plate  girder  varies  in 
area  along  the  girder  practically  as  the  ordinates  of  a  parabola^  the  same 
as  the  bending  moment.  (See  Art.  56.)  Then,  if  AB  (Fig.  147)  repre- 
sents the  length  of  a  plate  girder  and  OC  the  total  area  of  the  cross- 
section  of  one  flange  at  the  center  of  the  span,  any  ordinate  x  to  the 
parabola  ABC  will  represent  (approximately)  the  area  of  the  flange  at 
that  point. 

Suppose  the  flange  of  this  girder  to  be  composed  of  two  angles  and 
diree  corer  platet. 
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Let al  =  area  of  top  plate; 

a2  =  area  of  second  plate  from  the  top; 
a3  =  area  of  third  plate  from  the  top; 
a4  =  area  of  the  two  angles;  and 
A  =  total  area  of  the  flange. 

Theoretically^  net  areas  should  be  used  throughout  and  one-eigfath  of 
the  area  of  the  web  should  be  included  with  the  area  of  the  angles^  but  to 
provide  against  discrepancies  that  may  result  by  assuming  that  the  bend- 
ing moment  varies  along  the  girder  as  the  ordinates  to  a  parabola  (which 
is  not  absolutely  true  in  the  case  of  concentrated  loads),  we  will  use  gross 
areas  throughout  and  neglect  the  one-eighth  of  the  web  in  determining 
the  length  of  cover  plates. 


X 


/-/v.  102^ 


hPh  los 


2'is 


y^ 


Fig.  147 

Now,  if  these  areas  be  laid  off  to  scale,  on  the  line  OC  (Fig.  147), 
the  theoretical  diagram  of  the  cover  plates  can  be  drawn  as  shown  and 
then  the  theoretical  length  of  each  plate  can  be  determined  by  scale.  In 
this  manner  the  length  of  the  cover  plates  on  any  plate  girder  can  be 
graphically  determined,  but  in  practice  the  lengths  are  usually  computed 
from  the  formulas  given  below,  as  that  is  the  more  convenient  way. 

In  accordance  with  the  properties  of  the  parabola  we  have,  referring 
to  Fig.  147, 

2 


yr  _^i 


from  which  we  obtain 


for  the  half  length  of  the  top  cover  plate,  and  multiplying  this  by  2,  we 
have 


2yi=iVi' 


(1) 
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for  the  full  theoretical  length.    Likewise  we  have 

y^f      fll  +  a2 


^-^T-' 


from  which  we  obtain 


_  L    \al  +  a% 


for  the  half  length  of  the  second  cover  plate  from  the  top,  and  multiplying 
this  by  2,  we  have 


2y« 


=Lyj^^ (2) 


for  the  full  theoretical  length  of  that  plate. 
In  the  same  manner  we  obtain 


2y„ 


'  =  W A ^^^ 


for  the  full  length  of  the  third  cover  plate  from  the  top,  and  further,  we 
have 


^  V2  r  \        ^         ^ 


for  the  full  length  of  the  angles. 

Now  from  the  above  it  is  readily  seen  that  the  general  formula  for 
the  theoretical  length  of  cover  plates  can  be  written  as 

l^Lj^+^Zm^ (a). 

Then  for  the  length  of  the  first  or  outside  plate,  in  either  the  top  or  bottom 
flange,  we  have 

^'=^'^  (b), 

for  the  second  plate  from  the  top  or  bottom  we  have 

^  ~^\—r- (*=)' 

and  for  the  third  we  have 

r-L^iH^I^ (d), 

and  so  on. 

The  theoretical  lengths  of  cover  plates  can  be  determined  very 
readily  by  the  use  of  the  ordinary  slide  rule.  When  a  slide  rule  is  used. 
Formula  (a)  should  be  squared,  thereby  obtaining 

P  =  — Cal  +  a2  .  .  .  -fan). 

J* 
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Then,  first  tbe  quantity  Z?/A  can  be  set  off  on  the  upper  scale,  once  far  alL 
By  multiplying  this  by  al,  (al  +  aS),  (al  +  a8  +  o3),  and  so  on,  we  obtain, 
respectively,  the  sqnare  of  the  lengths  of  the  first,  second,  third,  etc., 
cover  plate,  and  at  the  same  time  the  square  root  of  this  in  each  case 
(which  is  the  length  desired)  is  read  off  on  the  bottom  scale.  Thas  the 
length  of  each  cover  plate  on  a  girder  can  be  determined  by  one  setting  of 
the  rule. 

115.    Increment  of  Uie  Flange  Stress. —  Imagine  the  web  of  the 
girder  shown  at  (a),  Fig.  145,  to  be  made  up  of  vertical  strips  each  of 
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which  is  connected  to  each  flange  by  one  rivet,  as  shown  ]q  Fig.  148. 

Suppose  the  girder  supports  a  number  of  loads  and  let  fi  and  ill  be 
the  reactions  due  to  these  loads  and  for  the  sake  of  simplicity  snppoM 
both  of  the  reactions  and  all  of  the  loads  to  be  applied  directly  to  the  web. 

The  loads  tend  to  move  the  girder  downward  as  a  whole;  this  motion 
is  prevented  by  the  reactions,  and  through  the  balancing  of  this  activity 
results  first  a  vertical  shearing  couple  on  each  of  the  imaginary  strips 
which  tends  to  rotate  each  strip,  but  rotation  of  each  is  prevented  by  the 
rivets  connecting  it  to  the  flange  angles,  whereby  the  flange  stress  results. 
To  show  this,  let  us  first  consider  the  end  strip  at  A.  The  shearing  conple 
on  that  strip  tends  to  rotate  it  clock-wise  which  causes  the  strip  to  exert 
(through  the  connecting  rivet)  a  force  to  the  right  upon  the  top  flange 
angles  and  an  equal  force  to  the  left  upon  the  bottom  flange  angles,  arid 
the  same  is  true  of  Uie  second  strip  from  the  end  A,  and  of  the  third,  and 
so  on,  while,  as  is  readily  seen,  the  shearing  couple  on  each  of  the  strips 
near  end  £  tends  to  rotate  each  of  those  strips  in  the  opposite  direction,  or 
counter  clock-wise,  and  hence  the  force  exerted  on  the  top  flange  angles 
by  each  will  be  to  the  left,  while  the  equal  force  in  each  case  will  be 
exerted  to  the  right  upon  the  bottom  flange  angles. 

The  end  rivet  in  the  top  flange  angles  at  A  and  the  corresponding  end 
rivet  at  H,  acting  toward  each  other,  produce  a  simple  compressive  stress 
in  the  flange  angles  throughout  the  distance  between  these  rivets,  and, 
similarly,  the  second  rivets  from  the  ends,  acting  toward  each  other,  will 
produce  a  like  stress  in  the  angles  throughout  the  distance  between  those 
rivets,  and  the  third  rivets  from  the  ends  will  produce  a  like  compressive 
stress  in  the  flange  angles  from  one  rivet  to  the  other,  and  so  on.  The 
same  is  true  of  the  bottom  flange  except  the  direct  stress  produced  there  is 
tension. 

Thus  it  is  seen  that  the  stress  in  the  flanges  of  a  simple  plate  girdez 
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is  increased  by  each  flange  rivet  as  we  pass  from  either  end  up  to  the 
point  of  maximum  moment.  (See  Art.  60.)  This  increase  at  each  rivet 
is  the  increment  of  the  flange  stress^  which  is  often  referred  to  as  the 
"flange  increment."  The  summation  of  these  increments  between  any  two 
points  would  be  known  as  the  increment  of  the  flange  stress  between  the 
two  points. 

116.    Spacing  of  Rivets  in  the  Vertical  Legs  of  Flange  Angles. 

— The  rivets  in  a  plate  girder  are  practically  always  the  same  size 
throughout  the  girder^  in  which  case  the  rivets  in  the  vertical  legs  of  the 
flange  angles  should  be  so  spaced  that  the  pressure  against  the  flange 
angles  would  be  the  same  for  each  rivet  throughout  the  girder^  and  hence 
the  stress  on  each  rivet  would  be  the  same  throughout.  So  the  problem 
involved  is  to  determine  the  pitch  of  the  rivets  so  that  the  increment  of  the 
flange  stress  is  just  equal  to  the  allowable  stress  on  the  flange  rivet  at  all 
points  along  the  flange. 

Let  S  be  the  shear  on  any  strip  abed  (Fig.  148)  of  longitudinal 
length  p,  and  let  r  represent  the  increment  of  the  flange  stress  at  that 
strip.  Now  as  the  couple  rh  is  equal  to  the  equal  and  opposite  couple 
reacting  on  the  strip  and  balancing  the  shearing  couple  Sp,  we  have 

Sp  =  rh, 
from  which  we  obtain 

'4 (')• 

From  this  the  length  of  any  strip  can  be  computed  for  any  desired  value 
of  r.  But  the  length  of  any  strip  can^  in  all  cases^  be  taken  as  the  pitch 
of  the  rivets  at  the  same  point  and  hence  if  r  be  taken  as  the  allowable 
stress  on  one  rivet^  the  required  pitch  of  the  rivets  in  the  vertical  legs  of 
the  flange  angles  at  any  point  can  be  computed  from  this  formula. 

It  is  readily  seen  (from  Fig.  148)  that  these  rivets  would  fail  either 
in  double  shear  or  in  bearing  on  the  web,  and  r,  in  any  case,  should  be 
taken  equal  to  whichever  is  the  least  The  bearing  on  the  web  is  usually 
the  least. 

There  are  really  four  cases  to  consider: 

Case  I.  When  the  loads  are  applied  directly  to  the  web  and  the 
resistance  of  the  web  to  bending  is  neglected.  In  this  case  the  pitch  of 
the  rivets  at  any  point  of  the  flange  is  determined  from  the  above  equation, 

"4 « 

where  p= pitch; 

r= allowable  stress  on  one  rivet  in  either  double  shear  or  bearing 

on  the  web,  whichever  is  the  least ; 
A = vertical  distance  between  the  rivets  in  the  two  flanges; 
iS= shear  on  the  girder  at  the  point  considered. 

Case  II.  When  the  loads  are  applied  directly  to  the  web  and  the 
resistance  of  the  web  to  bending  is  considered.  In  this  case  a  certain  part 
of  the  shear  couple  Sp  is  resisted  by  the  web. 

Let  iSss shear  on  the  girder  at  any  point; 

A  sarea  of  the  cross-section  of  one  flange  at  any  point;    ■ 
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A.'  =area  of  the  cross-section  of  the  web; 
f  =  stress  per  square  inch  transmitted  to  each  flange  hy  each 

rivet ; 
r  =  pressure  exerted  upon  the  flange  by  cacfa  rivet; 
h  =  vertical  distance  between  the  rivets  in  the  two  flanges ; 
f  =  pitch  of  flange  rivets. 
It  is  shown  in  Art.  113  thnt  the  resistance  of  the  web  to  cross  bending 
can  be  accounted  for  by  considering  one-eighth  of  its  area  as  being  con- 
centrated in  each  flange.    So  the  portion  of  the  shearing  couple  Sp  resisted 
by  the  web  can  be  approximately  expressed  as  f.i'k/S  and  the  remaining 
portion  of  the  couple  which  is  resisted  by  the  flanges  can  be  approximately 
expressed  as  fAh.    Then  adding  these  two  expressions,  we  have 


fAk  + 


f  = 


Bat, 

then  substituting  this  value  of  /  i: 

-f(-a 

for  the  pitch  of  the  rivets. 

Cate  III.  When  the  load*  are  applied  di- 
rectly  to  the  flange  angle*  and  the  retisiance  of 
the  v>eb  to  bending  is  neglected.  In  this  case  the 
loads  will  exert  a  vertical  force  upon  the  rivets  in 
addition  to  the  liorizonlal  force  considered  above. 
Let  V  (P"ig.  119)  represent  the  verticil  force  per 
linear  inch  of  flange  and  r  the  horizontal  force  on 
the  rivet  (the  same  ns  above).  Then  for  the 
resultant  force  we  liave 

But  from  (2)  we  have 


the  last  equation  and  reducing,  wc  have 
(3) 


and  substituting  this  in  tht 


last  equation,  we  have 


Then  transposing  and  extracting  the  square  root,  we  have 


>-(r 


■  w 


for  the  pitch  of  the  rivets,  where 
p  =  pitch; 
S  =  shear  i 
V  =  load  o 


I  the  girder  at  point  considered ; 
the  flange  angles  per  linear  inch; 


DESIGN  OF  I-BEAMS  AND  PLATE  GIRDERS  187 

iZ=strcM  on  rivet,  which  should  be  taken  as  tlie  allowable  stress  on 

one  rivet; 
A=Tertical  distance  betireen  the  rivets  in  the  two  flanges. 
Ca*e  IV.     When  the  loadt  are  applied  direetlg  to  the  flange  angle* 
and  the  retiitance  of  the  web  to  bending  it  considered.     We  have  here, 
the  same  as  in  Cose  III, 

which  ia  obtuned  from  (3). 

Then  sobstitnting  this  value  of  r,  we  have 


except 


«■=(.?)■+ 


t(-^))' 


from  which  wc  obtain 


I 
I 

I 


"/•(■■4J 


.(5) 


for  the  (ritdi,  where  the  letters  signify  the  same  as  specified  above. 

In  case  the  flange  angles  have  double  rows  of  rivets,  h  should  be 
taken  as  the  mean  vertical  distance  between  the  rivets  in  the  two  flanges. 

117.  Web  SpUoe.— It  is  always  desirable  that  the  web  of  any  plate 
girder  be  one  continnons  piece,  but  the  length  of  such  plates  is  limit^  by 
the  steel  mills  and  whenever  the  length  of  a  web  exceeds  these  limits  it 
becomes  necessary  to  splice  it. 


In  practice  there  are  two  standard  ways  of  splicing  a  web,  both  of 
Idi  are  shown  in  Fig.  150.    The  splice  shown  at  (a)  is  made  up  of  six 
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splice  plates^  three  on  each  side  of  the  web^  while  the  splice  shown  at  (&) 
is  made  up  of  only  two  plates^  one  on  each  side  of  the  web.  The  splice 
plates  should  have  sufficient  material  to  transmit  the  shear  at  the  point  of 
splice^  and  also  the  cross  bending  on  the  web.  The  maximum  shearing 
and  maximum  bending  stress  at  any  point  in  a  simple  girder  do  not  occur 
at  the  same  time^  as  is  readily  seen^  yet  in  designing  web  splices  it  is 
practice  to  consider  the  two  occurring  simultaneously  at  the  splice — which 
is  an  assumption  entirely  on  the  side  of  safety.  > 

In  the  case  of  the  splice  shown  at  (a)  the  plates  marked  pi  are 
usually  assumed  to  resist  only  the  cross  bending  on  the  web^  wldle  the 
plates  marked  p2  are  assumed  to  resist  only  the  shear  on  the  web.  That 
is^  the  plates  pi  and  their  connection  to  the  web  are  designed  as  if  no 
shear  occurred  at  the  splice  and  plates  p2  and  their  connection  to  the  web 
are  designed  as  if  no  cross  bending  occurred.  To  illustrate  this  method  of 
designing  the  splice: 

Let /= allowable  stress  per  square  inch  in  each  flange; 
^'  =  area  of  the  cross-section  of  the  web; 
d  =  vertical  distance  between  the  centers  of  gravity  of  the  flanges ; 
d'  =  vertical  distance  center  to  center  of  plates  pi ; 
F  =  stress  in  each  pair  of  plates  pi ; 
iS  =  maximum  shear  at  the  splice. 

Then  the  resistance  of  the  web  to  bending  is  represented  by  the 
couple  (fAyS)d  which  must  be  equal  to  Fd'  and  hence  we  have 


-m 


for  the  direct  stress  in  each  pair  of  plates  pl^  due  to  the  cross  bending  on 
the  web.  Now,  evidently,  these  plates  should  be  designed  to  take  this 
stress  F  and  the  number  of  rivets  on  each  side  of  the  splice  connecting 
each  pair  of  these  plates  to  the  web  should  be  sufficient  to  transmit  the 
stress  F  in  either  double  shear  or  bearing  on  the  web,  whichever  requires 
the  greater  number  of  rivets.  However,  as  the  bending  stress  varies 
directly  as  the  distance  out  from  the  center  of  the  web,  the  intensities  used 
in  designing  the  plates  pi  and  also  the  stress  allowed  on  the  rivets  con* 
nccting  them  to  the  web  must  be  proportional  to  the  intensities  allowed  in 
the  flange.  For  example,  if  the  allowable  stress  in  the  flange  is  /  per 
square  inch,  the  intensity  to  allow  on  the  plates  pi  would  be  (/)  d^/d, 
and  if  r  is  the  stress  allowed  on  a  rivet,  say,  in  bearing  on  the  web  at  the 
flange,  the  same  size  rivet  through  the  plates  would  have  an  allowable 
bearing  on  the  web  of  (r)  dyd. 

Then  for  the  net  area  of  cross-section  of  each  pair  of  plates  pi  we 
have 

d_ 
)d' 

And  for  the  number  of  rivets  required  on  each  side  of  the  splice^  we  have 

F 

d 


•=(f 
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In  designing  the  plates  p2,  all  we  have  to  do  is  to  select  two  plates 
that  have  sufficient  net  area  along  the  vertical  section  to  transmit  the 
shear  and  wide  enough  to  admit  the  necessary  rivets  on  each  side  of  the 
splice.  However^  as  a  matter  of  fact^  there  is^  as  a  rule^  more  metal  in 
the  two  splice  plates  than  is  necessary  to  carry  the  shear,  as  each  plate  is 
usually  as  thick  as  the  web,  in  which  case  the  two  plates  would  have  twice 
the  net  cross-section  of  the  web.  The  number  of  rivets  connecting  the 
plates  p2  to  each  side  of  the  splice  should  be  sufficient  t6  transmit  the 
shear.  If  r  be  the  allowable  stress  on  each  rivet — and  we  will  assume 
that  each  resists  the  same  amount  of  stress — we  have 

,  s 

n  =  — 

r 

for  the  number  of  rivets  on  each  side  of  the  splice  in  plates  p2.  The 
value  of  r  in  this  case  is  the  full  allowable  intensity  on  a  rivet  in  double 
shear  or  bearing  on  the  web,  using,  of  course,  whichever  is  the  least. 

The  assumption  that  plates  pi  resist  only  the  cross  bending  on  the 
web  and  plates  p2  only  the  shear  is  quite  a  reasonable  assumption  as 
plates  p2  are  too  near  the  center  of  the  web  to  resist  so  very  much  of  the 
cross  bending  and  plates  pi  are  really  so  narrow  and  too  far  from  the 
center  of  the  web  to  transmit  so  very  much  of  the  shear.  As  a  matter  of 
fact,  however,  the  plates  p2  do  resist  some  of  the  cross  bending  and  plates 
pi  resist  some  of  the  shear. 

In  the  case  of  the  splice  shown  at  (&)  the  two  plates  should  have 
sufficient  net  area  of  cross-section  along  the  line  cc  or  c'c'  to  resist  the 
cross  bending  on  the  web  and  also  the  shear. 

Let /'  =  stress  per  square  inch  on  the  outer  edges  of  the  splice  plates; 
/=the  allowable  stress  per  square  inch  in  the  flanges; 
J' =  area  of  cross-section  of  the  web; 
A  =  height  of  each  splice  plate; 

J=net  moment  of  inertia  of  the  two  splice  plates  along  the 
section  cc  or  c^c^  (deducting  the  moment  of  inertia  of  the 
rivet  holes).    Then  we  have 


"=(f)^4 


for  the  stress  per  square  inch  on  the  outer  edges  of  the  splice  plates.  This 
stress  should  not  exceed  fh/d.  As  a  matter  of  fact  it  never  does,  as  the 
two  splice  plates,  as  a  rule,  have  at  least  twice  as  much  area  of  cross- 
section  as  the  web.  However,  the  stress  /'  should  be  considered  in  doubt- 
ful cases.  The  net  area  of  the  cross-section  of  the  two  splice  plates  along 
section  cc  or  c^c*  should  be  sufficient  to  transmit  the  shear.  That  is,  the 
shear  divided  by  the  net  area  should  not  exceed  the  allowable  unit  shear- 
ing stress  on  the  web,  say  10,000  lbs.  per  square  inch,  as  specified  in  the 
A.  R.  E.  Ass'n  Specifications. 

In  case  the  web  be  spliced  as  shown  at  (b)  we  can  not  well  consider 
other  than  that  the  maximum  stress  on  each  rivet  is  due  to  the  cross 
bending  on  the  web  and  shear  combined.  The  cross  bending  produces  a 
horizontal  force  on  each  rivet  while  the  shear  produces  a  vertical  force 
and,  as  is  evident,  the  maximum  stress  on  each  rivet  will  be  the  resultant 
of  these  two  forces.    The  vertical  shearing  stress  will  \)e  pTacXicaSX-y  ^^ 
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same  for  each  rivet^  but  the  stress  due  to  cross  bending^  which  (as  stated 
above)  is  transmitted  to  each  horizontally^  will  vary  directly  as  their 
distance  out  from  the  center  of  the  web. 

Let  8  be  the  horizontal  stress  due  to  cross  bending  on  each  of  the 
rivets  farthest  out^  as  indicated  at  (&),  and  let  e  be  the  distance  of  these 
rivets  from  the  center  of  the  web.  Then  if  there  were  a  rivet  out  unit 
distance  from  the  center  of  the  web  the  stress  on  it  would  be  equal  to  s/e 
and  evidently  the  stress  on  any  rivet  out  z  distance  from  the  center  of  the 
web  would  be  (s/e)s  and  the  moment  of  this  force  or  stress  about  the 
center  of  the  web  would  be 


ii'H) 


8^ 


Now  it  is  evident  that  if  this  moment  be  determined  for  each  and 
every  rivet  on  one  side  of  the  splice,  and  these  be  added  together^  their 
sum  would  be  equal  to  the  couple  (JA'/%)d.    So  we  have 


;7)-c4>- 


From  this  equation  s  can  be  determined  and  if  v  be  the  vertical  shear  on 
each  rivet,  which  is  readily  computed,  we  have 

for  the  maximum  resultant  stress  on  each  outer  rivet  which  is  the  absolute 
maximum. 

As  an  example,  let  a,  b,  c,  d,  and  e  represent,  respectively,  the  dis- 
tance of  the  first,  second,  third,  fourth,  and  fifth  horizontal  row  of  rivets 
out  from  the  center  of  the  web,  shown  at  (6),  Fig.  150,  then  we  have 

2sa^     2sb'     2sc'     2sd"     ^ 

-  f- -F + -f  2se 

e  e  e 

From  this  we  obtain 

fA'd 


8  = 


_/fl-       b'       c       d-         \ 

!2    —  +  —  +  —  4 +  e  I 

\e       e        e       e         I 


Then  combining  this  with  the  vertical  shear,  as  shown  above,  the  maximum 
stress  on  the  rivets  can  be  obtained.  However,  s  should  not  exceed  the 
allowable  at  the  flange  multiplied  by  2e'd, 

The  maximum  stress  on  the  rivets  in  the  type  of  splice  shown  at  (a) 
can  be  determined  in  the  same  manner.  In  fact,  the  rivets  in  all  web 
splices  should  be  tested  in  this  manner. 

118.  The  Stiffening  Angles  on  a  plate  girder  really  have  two  func- 
tions: one  is  to  stiffen  the  web  against  buckling,  and  the  other  is  to 
transfer  loads  from  the  flanges  directly  to  tlie  web.  It  is  obvious  that  the 
closer  the  stiff eners  are  spaced  along  a  web  the  stronger  the  web  is 
against  buckling,  and  consequently  the  higher  the  web  can  be  stressed. 
So  the  design  of  the  web  is  influenced  by  the  spacing  of  the  stiffening 
angles. 

There  is  no  theoretical  way  of  determining  the  spacing  of  stiffeners. 
A  practical  rule  is  to  space  them  so  that  their  distance  apart  along  the 
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girder  is  equal  to  the  depth  of  the  girder^  but  in  no  case  farther  apart 
than  Ave  feet  or  a  little  over.  However,  to  satisfy  modern  requirements, 
it  is  usually  necessary  to  space  them  closer  together  near  the  ends  of  the 
girders  than  this  practical  rule  calls  for  in  order  to  obtain  an  economic 
web.  The  allowable  spacing  of  the  stiffeners  for  a  given  stress  on  the 
web  is  specified  as 

rf  =  ^  (12,000-0 (1) 

in  the  Specifications  prepared  by  the  A.  R.  £.  Ass'n, 

where  <f  =  distance  between  the  stiffeners  (as  shown  at  (6),  Fig.  145); 

t  =  thickness  of  web ; 

«  =  shearing  stress  per  square  inch  in  the  web^  which  is  obtained 

by  dividing  the  shear  at  the  section  considered  by  the  gross 

area  of  the  cross-section  of  the  web. 

Equation  (1)  is  really  an  empirical  formula. 

It  is  not  economic,  as  a  rule,  to  space  stiffeners  closer  together  than 
half  the  depth  of  the  girder.  When  a  spacing  less  than  that  at  the  ends 
of  a  girder  is  given  by  the  above  formula,  a  thicker  web  should  be  used. 

There  should  always  be  stiffeners  at  any  point  where  excessive 
concentrated  loads  are  applied.  These  stiffeners  should  be  designed  as  a 
column  to  support  the  load,  the  effective  length  being  taken  as  half  the 
depth  of  the  girder. 

119.  Example  1. — Let  it  be  required  to  design  a  girder  30  ft.  long 
(c.r.  end  bearings),  to  support  a  uniform  dead  load  of  400  lbs.  per  linear 
foot  of  girder,  and  a  live  load  of  4,000  lbs.  per  foot. 

For  the  maximum  bending  moment  we  have  from  dead  load 

M = I X  400  X  30%  12  =  540,000''  lbs. 

o 

and  from  live  load 

M'  =  ^  X  4,000  X  30*  X 12  =  5,400,000"  lbs., 

o 

making  a  total  of  5,940,000''  lbs.  bending  moment. 

Let  us  assume  the  web  to  be  f "  thick,  and  that  the  loads  are  applied 
directly  to  the  top  flange,  and  that  the  web  resists  bending.  Having  made 
these  assumptions  we  can  proceed  with  the  determination  of  the  economic 
depth.  Formula  (5),  Art.  113,  will  be  used,  as  girders  of  such  short 
lengths  usually  have  no  cover  plates.  So,  substituting  in  this  formula  we 
have 


=i-^^ViS 


940,000        ^Q  .  . 

=  38.4  ms. 


000  X  3/8 


for  the  economic  depth  of  the  girder.  So  we  will  assume  a  38"  z  f "  web. 
The  next  thing,  we  will  test  this  web  to  see  if  it  is  satisfactory.  For  the 
mflyimnm  end  sheaT  we  have  from  dead  load 

5=400x15  =  6,000  lbs. 
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and  from  live  load 

S'  =  4,000  X  15  =  60,000  lbs., 

making  a  total  of  66,000  lbs.  end  shear. 

Now    dividing    this    by    the    area    of    cross-section    of    the    web 
(=38"xf'0,wehave 

66,000 


14.25 


=  4,630  lbs. 


for  the  actual  average  unit  shearing  stress  on  the  web. 

Next,  substituting  this  in  Formula  (1),  Art.  USl,  we  have 

d  =  ^  (12,000  -  4,630)=  69.2  ins. 

for  the  maximum  theoretical  distance  between  stiff eners  at  the  ends  of  the 
girder;  and  as  this  spacing  is  not  less  than  half  the  depth  of  the  girder 
the  web  itself  is  satisfactory,  but  common  practice  is  not  to  permit  the 
distance  between  the  stiffeners  to  be  greater  than  the  depth  of  the  girder. 
So  we  will  space  them  so  as  not  to  violate  this  practice,  that  is,  the  clear 
horizontal  distance  between  the  stiffeners  will  not  be  made  more  than  38^' 
in  any  case.  J.  t  S 

Then  substituting  38  for  d  in  Formula  (1),  Art.  rt^  we  have 


from  which  we  obtain 


38=1(12,000-*),  ' 


*= 7,946  lbs. 


as  the  allowable  unit  shearing  stress  on  the  web. 
Now  dividing  this  into  the  shear  we  have 

66,000      -„ 
-;j;^g^  =  8.3sq..ns. 

for  the  required  area  (of  cross-section)  of  the  web,  which  is  5.95°" 
(=14.25-8.3)  less  than  the  area  of  the  assumed  web.  So  theoretically 
the  web  can  be  thinner  than  §",  but  we  will  use  the  assumed  web  as  the 
specifications  limit  the  thickness  to  f".  However,  in  the  cases  of  build- 
ings and  highway  bridges,  the  web  would  likely  be  reduced  in  thickness^ 
but  in  no  case  should  it  be  thinner  than  J". 

As  an  example  in  such  cases,  let  us  assume  a  38"  x  J"  web  which  has 
an  area  of  cross-section  of  9.5°"  (=38"xi").  Then  for  the  actual  unit 
shearing  stress  on  the  web  we  have 

-^=6,952  lbs. 

9.5 

i 
Substituting  this  in  Formula  (1),  Art.  117|  we  have 

^^40  (1^^00^-^*^5^)=31.5  ins, 

for  the  required  spacing  of  the  stiffeners  at  the  end  of  the  girders,  and  as 
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this  is  not  less  than  half  the  depth  of  the  girder  the  web  is  satisfactory 
and  hence  would  be  used. 

We  wiU  next  take  up  the  designing  of  the  flanges.  Let  us  first  try 
2— Ls  6"  X  6"  X  i"  for  each  flange.  From  Table  6  we  find  that  the  dis- 
tance from  the  back  of  these  angles  to  their  center  of  gravity  is  1.68". 
So  if  the  girder  be  made  38^"  deep  back  to  back  of  flange  angles,  that  is, 
J"  greater  than  the  depth  of  the  web,  which  is  usual  practice,  we  have 
38.25-1.68x2  =  34,89"  for  the  effective  depth.  Now,  by  dividing  this 
into  the  maximum  bending  moment  we  have 

6,940,000      ^  ^^  ^^^  ,^ 
-^3^^  =170,000  lbs. 

for  the  stress  in  each  flange,  and  by  dividing  this  by  16,000,  the  allowable 

unit  stress,  we  have 

170,000      ^^^ 
■  ^  ^  ^^-    =  10.6  8Q.  ms. 
16,000  ^ 

for  the  required  net  flange  area. 

We  have 

2— Ls  6"  X  6"  X  i"  =  1 1 .50  - 1     =  10.50°"  net 
i  of  web  =  (14.25  x  i)  =  1.78°"  net 

12.28°"  net 
This  is  too  large,  so  let  us  try 

2— Ls  6"  X  6"  X  A"  =  10.12  -  .87  =  9.25°"  net 
iofweb=  1.78°"  net 

11.03°"  net 

This  flange  section  is  about  right,  being  only  about  0.4°"  more  than 
required,  but  the  specifications  require  that  the  thickness  of  these  flange 
angles  be  at  least  one-twelfth  of  the  width  of  the  outstanding  legs  which 
are  6".  So  these  •^"  angles  are  too  thin  and  consequently  if  6"x6" 
angles  be  used  at  all  the  6"  x  6"  x  i"  angles  would  have  to  be  used,  which 
gives  an  excess  of  metal. 

Let  us  try  2 — Ls  6"x4"xi"  (the  4"  legs  outstanding)  for  each 
flange. 

The  distance  from  the  back  of  the  4"  leg  to  the  center  of  gravity  of 
each  of  these  angles  is  (given  in  Table  4)  1.99",  say,  2".  Then  for  the 
effective  depth  we  have  38.25-2x2  =  34.25". 

Now  dividing  this  into  the  maximum  bending  moment  we  have 

^^^^=173,000  lbs. 

for  the  stress  in  eseh  flange,  and  dividing  this  bj  16,000  we  have 

173,000      ,--        . 

for  the  required  net  flange  area. 
We  have 

2— L»  6"x4"xl"  =  9.50  -  1  =  8.50°"  net 
4  of  web  =  1.78°"  net 

10.28°''  ncfc. 
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This  flange  section  is  0.52°'^  less  than  the  required^  so  let  us  try  the 
following: 

2— Ls   6"  X  4"  X  A"  =  10.62  - 1.12  =  9.50°"  net 
i  of  web  =  L78°"  net 

11.28°"  net. 

This  section  is  0.48°"  more  than  required.  So  either  of  the  last  two 
sections  may  be  used.  We  will  use  the  latter  (6"x4"x^"  angles)  as 
that  is  on  the  side  of  safety. 

The  size  of  the  intermediate  stiflfeners  is  governed  practically  by  the 
specifications  which  require  that  they  be  no  less  than  §"  thick  and  the 
width  of  their  outstanding  legs  be  no  less  than  -^(^  of  the  depth  of  the 
girder  plus  2  inches.  So  in  this  case  we  will  use  S^^xS^^xf"  angles 
for  stiffeners  throughout  as  this  is  the  minimum  size  allowed.  Thickness 
of  the  end  stiffeners  would  very  likely  be  -^^  or  J",  depending  upon 
conditions.  If  the  girder  be  supported  upon  masonry,  these  stiffeners 
would  be  designed  as  columns  to  take  the  end  shear  or  reaction,  one-half 
of  the  depth  of  the  girder  being  taken  as  the  length  of  the  column. 

If  the  girder  be  riveted  at  the  ends  to  other  girders  or  to  columns 
which  wholly  support  the  girder,  the  end  stiffeners  in  that  case  would  be 
at  least  ■]^"  thick  to  provide  for  the  facing  of  the  ends  of  the  girder 
which  is  usually  required  in  modern  practice. 

To  obtain  the  spacing  of  the  flange  rivets  at  the  ends  of  the  girder, 
we  have 

22  =  7,880  lbs.  allowable  bearing  of  a  J"  rivet  on  the  f"  web; 

t;  =  333  lbs.  =  4,000 -r  12; 
iS  =  66,000  lbs., • 
A=31.5=  (38.25-  6.75). 

Then  substituting  these  values  in  Formula  (4),  Art.  116,  (the  formula 
required  by  the  specifications),  we  obtain 

r,880 

^=    /_    /Gcooox^^^-^^'^^- 

for  the  pitch  of  the  flange  rivets  at  the  ends  of  the  girder.  This  pitch 
should  be  used  for  a  distance  out  from  the  ends  of  the  girder  equal  to  the 
depth  of  the  girder  and  varied  from  there  on  toward  the  center  of  the 
span  to  suit  the  shear  at  the  different  points,  no  pitch,  however,  being 
greater  than  6"  in  accordance  with  the  specifications. 

From  the  above  calculations  the  necessary  information  for  making 
the  detail  drawing  of  the  girder  is  obtained,  and  when  this  drawing  is 
finished  the  design  of  the  girder  is  complete.  All  plate  girders  are 
designed  in  this  manner. 


CHAPTER  XI 

DESIGN  OF   SIMPLE   RAILROAD   BRIDGES 


120.  Tjrpes. — Simple  railroad  bridges  can  be  divided  into  four 
general  types:  beam  bridges,  plate  girders^  viaducts,  and  truss  bridges. 
Plate  girders  and  truss  bridges  can  be  further  divided  into  deck  and 
through  bridges;  deck  when  the  track  is  supported  on  the  top  of  the 
structure;  and  through  when  the  track  is  between  the  main  girders  or 
trusses.    Beam  bridges  and  viaducts  are  always  deck  bridges. 

121.  The  Specifications  prepared  by  the  American  Railway  Engi- 
neering Association^  referred  to  in  the  preceding  chapter,  will  be  used 
throughout  this  work. 

122.  The  Live  Load  usually  specified  for  railroad  bridges  consists 
of  two  typical  consolidated  locomotives  and  tenders  coupled  in  tandem 
followed  by  a  uniform  train  load,  and  a  special  load  concentrated  on  two 
axles  which  is  used  in  case  of  very  short  spans.  The  most  common  load- 
ing of  this  type  is  that  known  as  "Cooper's  Loading,"  devised  by  Theodore 
Cooper,  M.  A.  Soc.  C.  E.  Cooper's  loadings  vary  in  weight  and  are  desig- 
nated, beginning  with  the  lightest,  as  £30,  £35,  £40,  £45,  £50,  £55,  and 
£60.  These  loadings  vary  by  a  certain  ratio  so  that  if  any  stress,  shear, 
bending  moment,  etc.,  due  to  any  one  of  the  loadings  be  known  the  intensi- 
ties of  the  same  due  to  any  one  other  of  the  loadings  can  be  obtained  by 
direct  proportion,  and  hence  any  tables  or  diagrams  giving  the  shears, 
moments,  etc.,  for  any  one  of  the  loadings  can  be  used  for  any  of  the  other 
loadings.  The  figures  following  the  letter  £  are  the  indices  of  the  ratio 
referred  to  above.  Thus,  for  example,  if  any  stress,  shear,  etc.,  due  to 
£40  be  known,  the  intensity  of  the  same  for  £50  will  be  50/40  of  that 
due  to  £40;  60/40  for  £60;  35/40  for  £35;  and  so  on.  Most  of  the 
railroads  in  this  country  have  adopted  some  one  of  Cooper's  loadings, 
either  exactly  or  slightly  modified.     The  trend  has  been  toward  the  using 
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oi  the  heavier  loadings.  At  present  £50,  represented  in  Fig.  151,  is  used 
quite  extensively.  The  spacing  of  the  wheels  is  the  same  for  all  of  the 
loadings. 

The  £40  loading  is  the  most  convenient  to  use  owing  to  the  loads 
being  in  even  thousands  of  pounds. 

Table  A*  gives  for  this  loading  moments  about  any  wheel  of  the 
wheels  to  the  right  or  to  the  left  of  it,  as  will  be  seen  upon  inspection. 

^  The  student  sboold  verify  the  results  givpn  in  this  tahle. 

195 
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This  table  is  quite  convenient  in  determining  the  centers  of  grayity, 
shears^  and  moments^  as  will  be  shown  later. 

123.  ''An  Equivalent  Uniform  Live  Load"  is  sometimes  used 
instead  of  the  wheel  loads  described  above.  In  the  case  of  beams  and  deck 
girders  this  will  give  exactly  the  same  results  as  the  wheel  loads,  while  in 
the  case  of  trusses  and  through  girders  the  results  obtained  are  only 
approximately  the  same  as  for  the  wheels. 

To  obtain  an  equivalent  uniform  live  load  for  the  bending  moment 
on  a  beam  or  deck  girder  of  length  L,  the  maximum  bending  moment  Af 
due  to  the  wheel  loads  is  computed,  and  then  we  have 

8 
from  which  we  obtain 

8M 

for  the  equivalent  uniform  load  per  foot  which  will  produce  the  same 
maximum  moment  on  the  beam  or  girder  as  the  wheels. 

To  obtain  an  equivalent  uniform  live  load  for  the  end  shear  or 
reaction  on  a  beam  or  deck  girder  of  length  L,  the  maximum  reaction  R 
due  to  the  wheel  loads  is  computed  and,  then  we  have 

from  which  we  obtain 

2R 

L 

for  the  equivalent  uniform  live  load  which  will  produce  the  same  maxi- 
mum end  shear  or  reaction  as  the  wheels. 

In  practice  the  equivalent  uniform  live  load  for  trusses  is  usually 
taken  either  as  the  uniform  load  that  will  produce  as  great  a  bending 
moment  at  the  quarter  point  of  the  span  as  the  wheel  loads  or  the  uniform 
load  that  will  produce  as  great  a  shear  in  the  end  panel  as  the  wheel 
loads. 

The  first  is  obtained  by  computing  the  maximum  bending  moment 
Af'  at  the  quarter  point  due  to  the  wheel  loads,  the  span  being  considered 
as  a  simple  deck  beam,  and  then  we  have 

from  which  we  obtain 

32Af' 

■ 

for  the  equivalent  uniform  live  load  per  foot  where  L  is  the  length  of 
span  in  feet. 

The  second  equivalent  load  is  obtained  by  computing  the  maximum 
shear  S  in  the  end  panel  due  to  the  wheel  loads  and  then  we  have 


p'= 


s 


-'  m 
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from  which  we  obtain 

,       S 

2 

for  the  equivalent  uniform  live  load  where  L  is  the  length  of  span  and  d 
the  panel  length  in  feet. 

The  first  loading  gives  stresses  too  low  for  web  members  and  chords 
near  the  end  and  too  high  for  the  chords  near  the  center  of  the  span, 
'while  the  second  loading  gives  stresses  about  correct  in  all  web  members^ 
but  considerably  too  high  in  the  chord  members^  except  the  chords  in  the 
end  panels.  To  correct  for  this  discrepancy  the  author  has  proposed  the 
reduction  of  the  stresses  in  the  chords  (except  the  chords  in  the  end 
panels)  by  the  per  cent  given  by  the  following  empirical  formula  :* 

where  L  is  the  length  of  span  in  feet. 

For  example^  the  chord  stresses  in  a  300-ft.  span  would  be  reduced 
by  5.5  per  cent.    This  does  not  apply  to  chords  in  end  panels. 

124.  Dead  Load  consists  of  the  weight  of  the  metal  in  the  structure 
(except  the  metal  at  the  supports)^  and  the  weight  of  the  track^  known 
as  the  deck.  The  approximate  weight  of  metal  per  foot  of  single-track 
bridges  designed  for  Cooper's  i:r'50  loading  can  be  obtained  from  the 
following  formulas  wherein 

p  =  weight  of  metal  per  foot  of  span^ 

L  =  length  of  span  in  feet^  c.  c.  end  bearing: 

For  beam  spans  without  lateral  bracing,  and  stringers, 

p  =  12L  +  100 (1), 

For  deck  girder  spans  and  beam  spans  with  lateral  bracing, 

p.=  12L  +  150 (2), 

For  through  plate  girder  spans^ 

p=13L  +  600   (3), 

For  truss  spans, 

p  =  7L  +  660 (4). 

The  weight  obtained  from  the  above  formulas  is  for  the  metal  alone^ 
and  to  this  must  be  added  the  weight  of  deck  which  in  the  case  of  ordinary 
wooden  decks  can  be  taken  at  400  lbs.  per  foot  of  track.  The  weight 
obtained  from  the  above  formulas  is  usually  correct  enough  for  computing 
stresses,  as  10  per  cent  variation  is  permissible,  but  it  should  not  be  used 
in  niiaking  estimates  of  cost. 

The  approximate  dead  weight  of  metal  in  bridges  designed  to  carry 
Cooper's  £60  loading  is  about  one-eighth  more  than  given  by  the  above 
formulas,  and  the  weight  of  those  designed  to  carry  the  £40  loading  is 
about  one-eighth  less  than  that  given  by  the  above  formulas. 

The  weight  of  metal  in  double-track  bridges  depends  upon  their 
construction.  Their  weight  as  for  metal  is  about  70  per  cent  heavier  than 
that  of  single-track  bridges  if  three  or  two  main  girders  or  trusses  are 
used,  but  about  100  per  cent  if  four  trusses  or  girders  are  used. 

•  See  Bnglmeering  Vew9,  September  13,  1900. 
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In  case  of  concrete  or  metal  floors  the  floor  should  be  designed  and 
then  the  weight  of  it  computed^  and  then  the  weight  of  the  main  girders 
or  trusses  can  be  assumed  and  added  to  this  weight  and  in  this  way  the 
approximate  dead  load  can  be  determined^  which  should  be  within  10  per 
cent  of  the  actual  weight ;  if  not^  the  dead  load  stresses  should  be  redeter- 
mined^ using  a  revised  dead  load. 

125.  Impact. — Rapidly  moving  trains  will  produce  greater  stresses 
in  bridges  than  the  same  load  when  simply  standing  on  a  structure^  as  we 
consider  it  when  computing  the  live-load  stress,  and  to  provide  for  this 
additional  stress  a  certain  amount  of  the  live-load  stress  in  each  member 
is  taken  as  the  impact  stress  which  is  added  to  the  corresponding  live-load 
stress.  The  impact  stress  is  obtained  by  simply  multiplying  the  maximum 
live-load  stress  by  a  coeflicient  obtained  from  an  empirical  formula.  The 
following  formula  is  the  one  most  used: 

300 
L  +  300' 

Then  for  the  impact  stress  in  any  member  we  have  the  formula 


/ 


-5/^_300_\ 
•"^\L  +  300/ 


as  specified  by  the  A.  R.  £.  Ass'n  in  their  Specifications  referred  to  aboye^ 
where 

/  =  impact  stress, 

5  =  maximum  computed  live-load  stress, 

L  =  length  of  track   (in  feet)  loaded  when  the  maximum  live-load 
stress  occurs. 

126.  Wind  Loads. —  The  horizontal  pressure  exerted  on  bridges  by 
the  wind  is  known  as  the  "Wind  Load."  As  a  rule  this  load  can  be  safely 
taken  at  30  lbs.  per  square  foot  of  the  horizontal  projection  of  both  the 
structure  and  the  live  load  carried.  But,  in  addition  to  this,  some  pro- 
vision should  be  made  for  lateral  vibration  due  to  the  live  load.  To  pro^ 
vide  for  this  and  the  wind  load  a  greater  pressure  than  30  lbs.  probably 
should  be  used  in  some  cases. 

The  lateral  force,  which  includes  the  wind  pressure,  specified  in  the 
A.  R.  £.  Ass'n  Specifications,  will  be  used  in  this  book. 

BEAM  BRIDGES 

127.  Preliminary. —  Beam  bridges  are  used  only  for  short  spans, 
rarely  ever  exceeding  20  ft.  in  length.  There  are  usually  at  least  two 
I-beams  under  each  rail  connected  to  each  other  by  diaphragms,  similar  to 
that  shown  in  Figs.  158  and  159,  thus  forming  a  compound  girder.  These 
compound  girders  should  be  braced  to  each  other  by  diagonal  and  trans- 
verse bracing,  as  shown  in  Fig.  159,  whenever  the  span  exceeds  12  ft. 
When  the  span  length  exceeds  15  ft.,  four  panels  of  bracing  should  be 
used,  in  which  case  a  horizontal  diaphragm  is  needed  at  each  lateral 
connection.  In  case  there  be  more  than  two  beams  in  each  compound 
girder  the  beams  can  be  placed  somewhat  closer  together  than  in  the  case 
of  two  beams. 
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Complete  Design  of  a  10-ft.  Span 
138.    Data.— 

Length  =  10'  c.c.  end  bearings. 

Dead  load  =  220 +  400  =  630  lbs.  per  foot  of  span. 

(From  (1),  Art.  123.) 

Live  load.  Cooper's  £50  (shown  in  Fig.  151). 

Specifications  A.  R,  £.  Ass'n. 

129.     Calculations. — For  the  maximam  bending  moment  due  to  dead 


load  we  have 


3f=Lx^xl0'xl2  =  46,500  inch  lbs. 


From  mere  inspection  of  the  live-load  diagram,  in  Fig.  151,  it  is  seen 
that  the  maximum  moment  will  occur  either  when  one  62,500-lb.  axle  load 
(of  the  special  load)  is  on  the  span  or  when  two  of  the  50,000-lb.  axle 
loads  are  on.    So  we  have  two  cases  to  try. 

The  maximum  moment  due  to  the  63,500-lb.  axle,  one-half  of  which 
fptea  to  each  ^rder,  will  occur  (according  to  Art.  88)  when  the  toad  is  at 
the  center  of  the  span,  as  shown  in  Fig.  152.    Each  of  the  reactions  will 


r|/-«1 


2.S'    \'.?S\i.ZS\ 


be  equal  to  one-half  of  the  load  on  each  girder,  or  15,635  lbs.    Then  we 
have 

15,625x5x12  =  937,500  inch  lbs. 
for  the  maximum  bending  moment  due  to  this  load. 

The  maximom  due  to  the  two  50,000-lb.  axles  will  occur  when  the 
loads  are  in  the  position  shown  in  Fig.  153  (according  to  Art.  88)  and  it 
will  occur  under  the  wheel  marked  3. 

Taking  moments  aboat  A  (Fig.  153)  we  have 

BI X 10  -  25,000  X  1.25  -  25,000  x  6.35  =  0, 
from  vhlch  we  obtain  the  reaction 

Bl  =  18,750  lbs. 
Then  for  the  bending  moment  at  wheel  3  (which  is  the  maximum) 
we  have 

af'  =  18,750x3.75x12  =  843,700  inch  lbs., 
which  ia  less  than  that  produced  by  the  one  wheel  of  the  apec\a\  \o»&,  «& 


200  STRUCTURAL  ENGINEERING 

is  seen  above,  and  hence  the  moment  due  to  the  special  load  will  be  used. 
Then  for  the  maximum  impact  moment  we  have 


/     300     \ 
\10  +  300/ 


7  =  937,500  Lq^3qq)  =907,000  inch  lbs. 

Now  adding  the  maximum  dead>  and  live-load  moments  and  impact 
together  we  have 

46,500  +  937,500  +  907,000  =  1,891,000  inch  lbs., 

which  is  the  total  moment  which  the  girder  under  each  rail  must  be 
designed  to  resist. 

Dividing  this  by  16,000  (see  Art.  105)  we  have 

\  '    '.     =118.2  for  the  section  modulus. 
lo,UUU 

From  Table  I  we  find  that  this  calls  for  2— Is  15"  x  42#  under 
each  rail. 

We  can  now  make  a  preliminary  estimate  of  the  dead  load.  The 
weight  of  the  four  Is  is  168  lbs.  per  foot  of  span,  and  the  details  can  be 
neglected  as  the  channel  diaphragm  (see  Fig.  158)  at  the  center  of  the 
span  is  all  the  detail  there  is  to  consider.  Then  adding  this  168  lbs.  to 
the  weight  of  the  deck  we  have  568  lbs.,  which  is  52  lbs.  less  than  the 
assumed  dead  load,  but  as  this  is  within  10  per  cent  of  the  assumed  load 
no  recalculations  are  necessary. 

For  the  end  shear  or  reaction  due  to  dead  load  we  have 

_     620      10     ,  _.  ,, 
R  =  —r-  X  — -  =  1,550  lbs. 
2         2 

The  maximum  end  shear  or  reaction  due  to  the  live  load  will  occur 
when  the  two  62,500-lb.  axles  are  on  the  span  and  in  the  position  indi- 
cated in  Fig.  154. 

Taking  moments  about  the  support  B  we  have  *^  g 

jR^x  10 -31,250x10 -31,250x3  =  0,     |  S* 


from  which  we  obtain  (^        (^ 

R^  =  40,600  lbs.,  a:^ ^^^ 


4  ''  \^^'\ 


^B 


which  is  the  maximum  live-load  end  sliear  or  reaction.      ■  ,q 

For  the  impact  we  have  Pi^,  154 

Now  adding  the  above  reactions  and  impact  together  we  have 

1,550  +  40,600  +  39,300  =  81,450  lbs. 
for  the  total  end  shear  or  reaction.    Dividing  this  by  600  we  have 

81,450 


600 


-  =  136  sq.  ins. 


for  the  required  area  of  bearing  on  the  masonry  for  each  of  thcj  four 
supports.  This  completes  the  necessary  calculations,  and  next  the  flpiieral 
drawing,  as  shown  in  Fig,  158,  or  a  shop  drawing  can  be  made  £<*  the 
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span.     The  details  shown  in  Fig.  158  should  be  studied  by  the  student 
until  thoroughly  understood. 

Complete  Design  of  a  15-Ft.  Span 
130.    Data.— 

Length  =  15'  c.c.  end  bearings. 

Dead  load  =  330  +  400  =  730  lbs.  per  ft.  of  span. 

(From  (2),  Art.  123.) 

Live  load^  Cooper's  £50. 

Specifications^  A.  R.  £.  Ass'n. 

131.  CalcnlatioilS. — For  the  maximum  bending  moment  due  to  dead 
load  we  have 

M  =  i  X  -^^  X  15^  X 12  =  123,000  inch  lbs. 
8       2 

'q^  It  is  readily  seen,  from  the  diagram 

S  in  Fig.  151,  that  the  heaviest  loading  pos- 

^  sible  for  this  span  is  three  50,000-lb.  axle 

(3)         ^^  loads,  and,  according  to  Art.  88,  these  will 

-  produce     the     maximum     moment     when 

placed  in  the  position  shown  in  Fig.  155, 

^ A        where   the   loads    are   indicated   for   one 

girder  only. 

Then  taking  moments  about  B  (Fig.  155)  we  have 

«  X  15  -  25,000  X  2.5  -  25,000  x  7.5  -  25,000  x  12.50  =  0, 

from  which  we  obtain 

R  =  37,500  lbs. 

for  the  reaction  at  A.  Then  taking  moments  about  the  center  load  we  have 

Af '  =  (37,500  X  7.5  -  25,000  x  5)  12  =  1,875,000  inch  lbs., 

and  for  the  impact  we  have 

7=1,875,000  (^yj^)  =1,785,000  inch  lbs. 

Now  adding  the  dead  and  live  moments  and  impact  together  we  have 
3,783,000  inch  lbs.  for  the  maximum  bending  moment.  Then  dividing 
by  16,000  we  have 

3,783,000      ^_. 
16,000     =^^^-^ 

for  the  section  modulus  which  calls  for  2 — Is  20"  x  70^  under  each  ralL 
This  beam  appears  a  little  heavy,  from  the  section  modulus,  but  the 
material  cut  oat  of  the  web  along  the  vertical  row  of  rivets  at  the  center 
of  the  span  must  be  taken  into  account.  This  is  done  by  subtracting  the 
moment  of  inertia  of  the  material  cut  out  of  the  web  from  the  moment  of 
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inertia  of  the  beam.    Then  substituting  this  net  moment  of  inertia  in  the 

formula 

.My 

which  is  Formula  D^  Art.  53^  we  obtain  the  maximum  stress  on  the  beam, 
which  should  not  exceed  16,000  lbs. 

The  area  of  cross-section  cut  out  of  the  web  at  each  rivet  hole, 
assuming  that  f "  rivets  are  used,  is  H  x  ^  =  0.46  square  inches.  Then 
taking  moments  about  the  neutral  axis,  which  we  will  assume  is  at  the 
third  rivet  from  the  bottom  of  the  beam,  which  is  only  approximately  true 
(see  drawing.  Fig.  160),  we  have 

0.46x6?r5   +0.46x2^  =23.8 

for  the  moment  of  inertia  of  the  material  cut  out  above  the  neutral  axis, 
and 

0.46x2^*+0.46x6*  =  19.4 

for  the  moment  of  inertia  of  the  material  cut  out  below  the  neutral  axis. 
Then  adding  these  together  we  have  43.2  for  the  total  moment  of  inertia 
of  the  material  cut  out.  Subtracting  this  from  the  moment  of  inertia  of 
one  beam  we  have 

1219.9-43.2  =  1176.7 

for  the  net  moment  of  inertia  of  one  beam. 

Now  substituting  in  the  above  formula  we  have 

1      3,783,000x10     ,.,..„ 
*    2^ 1176.7 ^  16,100  lbs., 

which  is  very  nearly  the  allowable  stress.  So  the  beam  has  practically 
the  correct  section. 

The  rivet  holes  in  the  beams  shown  in  Fig.  158  are  so  near  the 
neutral  axis  that  the  moment  of  inertia  is  affected  but  little,  and  hence 
the  material  cut  out  was  not  considered  in  designing  those  beams. 

We  can  now  make  a  preliminary  estimate  of  the  dead  weight. 

The  four  beams  will  weigh  280  lbs.  per  foot  of  span  and  the  laterals 
and  details,  including  lateral  connections  and  diaphragms,  will  be  about 
30  lbs.  per  foot  of  span,  so  the  total  effective  weight  of  metal  per  foot  is 
about  280  +  30  =  310  lbs.  Adding  this  to  the  weight  of  the  deck  we  have 
710  lbs.,  which  is  20  lbs.  less  tlian  the  assumed  dead  weight,  but  this  is 
much  less  than  the  allowable  10  per  cent  deviation,  so  recalculation  is 
unnecessary. 

The  weight  of  details  can  be  correctly  assumed  only  by  experienced 
designers.  It  is  necessary  that  the  student  draw  out  the  details  to  some 
extent  in  order  to  get  the  weight  of  metal  to  any  reasonable  degree  of 
accuracy. 

For  the  maximum  end  shear  or  reaction  due  to  dead  load  we  haye 

12  =  ip  X  7.5  =  2,740  lbs. 

The  maximum  live-load  end  shear  or  reaction  will  occur  at  A  when 
the  wheels  are  in  the  position  shown  in  Fig.  156. 


DESIGN  OF  SIMPLE  RAILROAD  BRIDGES 


203 


Then  taking  moments  about  B  we  have 

fi'  X 15  -  (25,000  X 15  +  25,000  x  10  +  25,000  x  5)  =  0, 

from  which  we  obtain 

R'  =  50,000  lbs. 

for  the  maximum  live-load  end  shear  or  reaction.    For  the  impact  we  have 

300 


7=50,000 


( 


A  =47,600. 


15  +  300, 

Adding  these  reactions  and  impact  together  we  have 

2,740  +  50,000  +  47,600  =  100,340  lbs. 

for  the  maximum  end  shear  or  reaction. 
Dividing  this  by  600  we  have 

100,340 


600 


=  167.2  sq.  ins. 


for  the  required  bearing  on  the  masonry,  for  each  of  the  four  supports. 
According  to  the  A.  R.  E.  Ass'n  Specifications  the  lateral  force  on 
the  laterals  will  be 

200  +  5,000  X  0.10  =  700  lbs.  per  foot  of  span. 

This  force  is  applied  to  the  laterals  only  at  the  central  connection.  Let 
Fig.  157  represent  the  plan  of  the  laterals.  There  will  be  a  load  of 
700x7.5  =  5^50  lbs.  applied  at  the  central  connection  which  must  be 


2)  1^(3)    S'G),JL^ 


B 


Fiff.  iBe 


Fig.  167 


transmitted  to  the  ends  by  the  laterals,  one-half  going  each  way.  So, 
evidently,  the  maximum  shear  in  each  panel  will  be  2,625  lbs.,  which  is 
one-half  of  5,250  lbs.  The  stress  in  each  lateral  will  then  be  equal  to 
2,625  xsec^.  Sec^  is  equal  to  about  2.6.  Then  we  have  2,625x2.6  =  6,825 
lbs.  for  the  stress  in  each  lateral.  If  this  stress  be  tension,  as  it  would  be 
in  the  case  shown  in  Fig.  157,  the  net  area  required  in  each  lateral  would 
be  equal  to 

^^^^33-  =  0.43  8q..ns. 

but  when  the  lateral  force  is  exerted  in  the  opposite  direction  the  laterals 
would  be  subjected  to  stress  of  the  same  intensity,  but  it  would  be  com* 
pressioo,  in  which  case  the  area  required  would  be  equal  to 

6,825 


( 16,000  -  70  -  ^ 
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So  the  laterals  miist  be  designed  as  compression  members  as  well  as 
tension  members.  Now  as  the  stress  is  so  very  small  the  ratio  of  length 
to  radius  of  gyration  will  really  govern.  This  should  not  be  over  120. 
As  regards  construction^  a  single  angle  for  each  lateral  is  the  best  section. 
Then  if  we  use  an  angle  the  first  question  is — which  radius  of  gyration 
shall  we  use  in  designing  it?  The  laterals  are  fixed  at  their  ends  in  the 
horizontal  plane  so  that  if  the  radius  about  the  vertical  axis  be  used^  only 
one-half  of  the  length  of  each  lateral  should  be  taken  as  the  length.  In 
the  vertical  plane  the  laterals  are  only  partially  fixed  at  their  ends^  as  the 
connection  plates  resist  bending  upward  and  downward  only  to  a  limited 
extent  so  that  if  the  radius  about  the  horizontal  axis  be  taken^  the  full 
length  of  the  lateral  should  be  taken^  which^  to  be  sure^  is  on  the  side  of 
safety.  As  the  laterals  are  fixed  in  the  horizontal  plane  and  partially 
fixed  in  the  vertical  plane  they  cannot  fail  readily  about  the  45^  axis^  so 
it  would  not  be  correct  to  use  the  least  radius  of  gyration  of  an  angle. 
From  this  it  is  seen  that  the  radius  about  the  horizontal  axis  is  the 
one  to  use.  The  length  of  each  of  the  laterals  is  about  8  ft.  or  96  ins. 
Then  the  radius  of  gyration  about  the  horizontal  axis  must  not  be  less  than 

il-08 

which  permits  the  use  of  a  3^^  x  3^^  angle^  but  the  specifications  limit  use 
to  3i"  X  3i"  X  I"  angles^  so  this  size  will  be  used. 

In  the  designing  of  the  transverse  struts^  sense  of  fitness  must  govern 
to  some  extent  as  rigidity  is  the  thing  sought.  However^  the  stress  is 
readily  determined.  The  one  at  the  center  of  the  span  has  the  greatest 
load  which  is  5^250  Ibs.^  which  produces  a  compression  stress  in  the  strut 
of  that  amount^  as  is  readily  seen  from  Fig.  157.  A  9'^  [  is  the  maximum 
size  that  will  give  us  a  convenient  three-rivet  connection.  This  size  also 
looks  about  correct  as  far  as  rigidity  is  concerned. 

The  lengrth  of  these  struts  is  about  42  ins.  and  the  least  radius  of 
gyration  of  the  9"  [  is  0.64.     Then  we  have 

^^  =66  for- 


0.G4  r 

which  is  quite  low.  So  the  9'^  [  appears  to  be  satisfactory^  and  we  will 
use  1 — [  9"x20^  for  each  transverse  strut. 

This  completes  the  necessary  calculations  and  next  a  general  draw- 
ing as  shown  in  Fig.  159  can  be  made.  This  drawing  shows  the  design  only 
in  a  general  way  and  the  bridge  could  not  he  fabricated  from  it.  Su<^ 
drawings  are  usually  made  in  railroad  offices  and  in  the  offices  of  con- 
sulting engineers.  A  bridge  company  would  make  a  shop  drawing  as 
shown  in  Fig.  160,  and,  in  addition,  the  necessary  shop  bills  from  which 
the  bridge  would  be  fabricated. 

The  following  shop  bills  are  about  what  a  bridge  company  would 
require  for  the  work.     However,  bridge  companies  use  printed  forms. 

Page  No.  1  of  the  shop  bills,  which  would  accompany  the  shop 
drawing  shown  in  Fig.  160,  is  principally  for  the  templet  and  bridge  sbop. 

Pages  No.  2  and  No.  5  are  principally  for  the  forge  shop. 

Page  No.  8  is  principally  for  the  pattern  shop  and  foundry. 

Pages  No.  4  and  No.  5  would  be  used  by  the  shipping  department 
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The  superintendent  of  the  shops,  the  inspectors,  the  erectors  and 
others  would  receive  the  shop  drawing  and  bills,  depending  upon  the  way 
the  work  is  handled.  The  different  companies  do  not  have  exactly  the 
same  kind  of  bills  nor  do  they  handle  the  work  exactly  in  the  same  way. 
The  above  bills  are  intended  only  as  a  fair  example  of  shop  bills. 


DRAWING  ROOM  EXERCISE  NO.  8 

Design  a  IS-ft.  I-beam  span  and  make  a  general  drawing  to  a  1" 
scale  and  a  tracing  of  the  same.    The  details  to  be  similar  to  those  shown 
in  Fig,  159. 
Data: 

Length  =  12'0"  c.c.  end  bearings. 

Width  =  5' 0"  e.c.  of  girders. 

Dead  load  to  be  assumed. 

Live  load,  Cooper's  £50. 

Specifications,  A.  R.  E.  Ass'n. 
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A  layout  to  a  1^"  or  3"  scnle  similar  to  the  one  shown  in  Fig.  161 
should  be  made  Wforc  beginning  tlic  final  drawing  for  the  span  in  order 
to  determine  the  correct  dimensions  of  details. 
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DECK  PLATE  GIRDER  BRIDGES 

132.  Pnlimiliaiy. —  Deck  plate  girder  bridges  are  used  for  spans 
ranging  from  25  ft.  to  110  ft.  There  have  been  a  few  spans  longer  than 
110  ft.  built,  but  such  lengths  are  not  economic,  as  a  rule. 

A  single-track  deck  plate  girder  bridge  is  composed  of  two  main 
girders  connected  to  each  other  by  cross  frames  and  laterals.  An  isometric 
view  of  a  tjpical  single-track  span  is  shown  in  Fig.  163  where  the  names 
of  the  different  parts  of  the  structure  are  given. 

Double-trsdc  deck  plate  girder  spans  are,  as  a  rule,  composed  of  two 
single-track  spans  placed  side  by  side. 


Complflte  Dflsign  of  60-ft.  Single-Track  Deck  Plate  Oirder  Spai 
133.    Data.— 

Length  =  50 '-0"  c.c.  end  be.irings. 

Width  =  6'-B"c.c.  girders. 

Dead  !oad  =  C750  +  400)  =  l,loO  lbs.  per  ft.  of  span  (Art.  124). 

Live  load.  Cooper's  £50. 

Specifications,  A.  R.  E,  Ass'n. 
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134.  Calculations  for  Blain  Oirders. — For  the  maximum  bending 
moment  due  to  dead  load  we  have 

•  M  =  i  X  575  X  50*x  12  =  2,156,000  inch  lbs. 

o 

From  inspection  of  the  diagram  of  the  loading  in  Table  A,  we  can  see 
that  the  maximum  moment  due  to  live  load  will,  very  likely,  occur  under 
one  of  the  heavy  wheels,  either  wheel  12  or  13.  Let  us  assume  wheel  13, 
and  let  us  consider  wheels  9  to  16  on  the  span.  Taking  moments  about 
wheel  16  (using  Table  A)  we  have 

for  the  distance  that  the  center  of  gravity  of  these  wheels  (9  to  16 
inclusive)  is  to  the  left  of  wheel  16.  This  shows  that  the  center  of  gravity 
comes  2.24  ft.  to  the  left  of  wheel  13.  Then  the  maximum  bending 
moment  under  wheel  13  will  occur  when  the  loads  are  in  the  position 
shown  in  Fig.  163.    (See  Art.  88.) 


4.88 
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Fig.  168 


Taking  moment  about  B   (Fig.  163),  and  using  Table  A,  we  have 

ill  X  50  -  2,740  -  (155  -  26)  4.88  =  0, 


from  which  we  obtain 


R  =  67,390  lbs. 


for  the  reaction  at  A. 

Then  taking  moments  about  wheel  13,  considering  the  forces  to  the 
left,  we  have 

M'  =  67,390x26.12 -818,000  =  942,200  foot  lbs. 


or  11,306,000  inch  lbs.  for  the  bending  moment  at  that  wheel  when  wheels 
9  to  16  are  on  the  span.  Next,  suppose  wheels  10  to  16  on  the  span. 
Taking  moments  of  these  wheels  about  16  (using  Table  A)  we  have 


'.- {MS-^ -''■''"■ 
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for  the  distance  that  the  center  of  gravity  of  the  wheels  (10  to  16 
inclusive)  is  to  the  left  of  wheel  16.  Therefore,  the  center  of  gravity  is 
0.43  ft.  to  the  right  of  wheel  13.  But  when  these  wheels  are  placed  on 
the  span  for  maximum  moment,  wheel  17  comes  on  from  the  right.  So 
we  will  consider  wheels  10  to  17  on  the  span.  Taking  moments  ahout 
wheel  17  we  find  that  the  center  of  gravity  of  wheels  10  to  17  is  2.9  ft. 
to  the  right  of  wheel  13.  So  this  group  of  wheels  will  be  in  the  position 
shown  in  Fig.  164  when  the  maximum  under  wheel  13  occurs. 


23.  ss' 
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(^  a'  Of)i^m 
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Fir  1^ 


Then  taking  moments  about  B  (Fig.  164)  (using  Table  A)  we  have 

22x50 -2,851 -(142 -13)  1.45  =  0, 

from  which  we  obtain 

12  =  60^760  lbs.  for  the  reaction  at  A. 

Then  taking  moments  about  wheel  13  we  have 

M"  =  60,760  X  23.55  -  480,000  =  950,900  foot  lbs. 

or  11,411,000  inch  pounds  for  the  maximum  bending  moment  under  wheel 
13  for  this  group  of  wheels.  This  is  the  absolute  maximum  as  will  be 
found  by  further  trials.  It  is  seen  that  the  center  of  gravity  is  a  little 
nearer  to  wheel  14  than  it  is  to  13,  yet  the  maximum  moment  occurs  under 
wheel  13.  This  is  one  of  the  few  cases  where  the  maximum  does  not 
occur  under  the  wheel  nearer  the  center  of  gravity.  (See  Art.  88.) 
Generally,  the  position  of  the  wheels  for  maximum  moment  can  be  ascer- 
tained the  first  trial.  The  above  span  is  about  as  troublesome  as  any 
found. 

For  the  maximum  impact  we  have 

7  =  11,411,000  X  f—?^?—^  =9,780,000  inch  lbs. 

Now  multiplying  the  above  maximum  moment  and  impact  each  by 
50/40,  as  the  loading  specified  is  £50,  and  adding  these  results  to  the 
dead-load  moment,  we  have 

2,156,000+14,263,000  +  12,220,000  =  28,639,000  inch  lbs. 
for  the  total  maximum  moment  on  the  span. 

The  next  thing  is  to  determine  the  economic  depth.  Assuming  the 
thickness  of  the  web  to  be  |''  and  substituting  in  equation  (6),  Art.  113, 
we  have 


/2S,(;39,000  _ 
*  =  l-^^^\  16,000  X I  " 

so  we  will  use  a  72"  x  |"  web. 


72.7  ins.. 


218  STRUCTURAL  ENGINEERING 

We  can  now  determine  the  flange  area  required.  It  is  readily  seen 
that  the  effective  depth  will  likely  be  a  little  less  than  the  depth  of  the 
web^  so  let  us  assume  71'^  as  the  effective  depth.    Then  we  have 

28,639,000  -r  71  =  403,000  lbs. 
for  the  flange  stress. 

Then  403,000  -r  16,000  =  25.2  sq.  Ins., 

the  net  area  required  for  each  flange. 
Using  the  following: 

2-4.S  6"  X  6''  X  ^''  =  12.86  -  2.25  =  10.61°"  net 
1— cover  plate  14"  x  i"  =  7.00  -  1  =  6.00°"  net 
1— cover  plate  14"xy^"=  6.12  -  0.87  =  5.25°"  net 
i  of  the  web  =   3.37°"  net 

25.23°"  net 

for  each  flange  we  have  practically  the  required  area. 

We  can  now  determine  the  actual  effective  depth.  Let  Fig.  165 
represent  the  cross-section  of  the  above  flange. 


,urf 

Ficr.  166 

Then  taking  moments  about  the  center  of  the  top  cover  plate  (see 
Art.  47),  we  have 

-     13.8fi  X  2.42  +  7.00  x  0.46     ^  „^  . 
^=  25:98 =  1.32  ms. 

for  the  distance  from  the  center  of  the  top  cover  plate  to  the  center  of 
gravity  of  the  flange. 

Then  we  have  • 

1.32-0.71  =  0.61  ins. 

as  the  distance  from  the  back  of  the  angles  to  the  center  of  gravity  of  the 
flange. 

The  web  is  assumed  72"  deep  and  according  to  practice  the  vertical 
distance  from  the  back  of  top  flange  angles  to  the  back  of  the  bottom 
flange  angles  will  be  0.25"  more  or  72.25".  Then  for  the  actual  e^ffective 
depth  we  have 

d  =  72.25  -  (O.Gl  X  2)  =  71.03  ins., 

which  is  almost  what  we  assumed^  so  recalculation  of  the  flange  is 
unnecessary.  As  a  rule,  the  assumed  effective  depth  does  not  come  so 
close  to  the  actual;  however,  ^"  cither  way  will  not  materially  affect  final 
results.  If  a  greater  difference  than  i"  is  obtained  the  stress  and  section 
of  the  flange  should  be  recalculated,  using  the  computed  effective  depth. 
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The  thickest  cover  plates  should  always  be  placed  next  to  the  flange 
angles.  So  in  this  case  the  ^^  plate  will  be  next  to  the  angles^  as  shown 
in  Fig.  165. 

For  the  length  of  the  -f^^^  cover  plate^  or  outside  plate,  we  have 

(see  Art- 114)  and  for  the  length  of  the  i''  cover  plate  we  have 

It  is  customary  to  make  cover  plates  from  two  to  three  feet  longer 
than  the  theoretical  length,  so  we  will  make  the  above  plates  27  and  37 
feet  long,  instead  of  24.3  and  35.5. 

The  next  thing  to  determine  is  the  stiffening  angles  and  the  web.  To 
do  this  the  first  thing  is  to  calculate  the  maximum  end  shear,  y,. 

For  maximum  reaction  or  end  shear  due  to  dead  load  we  have 

j^     1,150     50     .,  .^niK      '  ,^^ 
R  =  —r —  X  -T-  =  14,400  lbs.      ^-'^ 

V 

The  maximum  live-load  reaction  or  end  shear  will  occur  when  the 
wheels  are  in  the  position  shown  in  Fig.  166.     (See  Art.  86.) 

2' 


f^'  so' 
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'    Taking  moments  about  B,  Fig.  166,  and  using  Table  A,  we  have 

R'x50-4,072~U2x2  =  0, 

from  which  we  obtain 

R'  =  87,100  lbs. 

for  the  maximum  reaction  or  end  shear  at  A  due  to  JEJ40  loading.     Then 
for  £50  we  have 

i    87,100  X  ^  =  108,900  lbs.    - 

For  impact  we  have 

/=  108,900  X  ~~  =  93,100  lbs.     • 

Now  adding  the  above  dead-  and  live-load  reactions  and  impact 
together  we  have 

14,400  + 108,900  +  93,400  =  216,700  lbs. 

for  the  maximum  reaction  or  end  shear  on  each  j]:irder. 

According  to  the  specifications  the  outstanding  legs  of  intermediate 
stiffeners  must  not  be  less  than  one-thirtieth  of  the  depth  of  the  girder 
pins  two  inches.    So  we  have 

1^.8=4.4  ins. 
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for  the  required  width  of  their  outstanding  legs.     The  standard  angle 

coming   nearest   to   this   requirement   is    a    5^'x3^''^ 

u  which  will  be  used  throughout. 

S"     \ s'  S"  1^\it,  end  stiffeners  must  be  designed  to  transmit 

j"  f  ■  V    ,        H  the  total  maximum  reaction,  each  pair  being  consid- 

v^sBs^^  I  1^^™^^  ered  as  a  column  having  a  length  equal  to  one-half 

i  1^  *^^  depth  of  the  girder. .  (See  specifications.)   |Then 

I  ^  *  assuming  Ls  -  5"  x  3^"  x  \"  used,  we  have  for  each 

pair  a  column   having  a   cross-section  as   shown   in 

Fig.  167. .   For  the  radius  of  gyration  of  this  column 

in  reference  to  axis  y-y,  we  have 


-<^ 


r  =.  /o.  X 2.41^  +  19.98  ^g  gg 

8  '     *     ' 


Then  substituting  this  radius  and  36''  for  the  length  in  Formula  Q, 
Art.  73,  we  have  i  /^^ 

16,000  -  70  -^  =  15,100  lbs.  ^ 

for  the  allowable  compressive  unit  stress  on  the  end  stiffeners. 
Now  dividing  this  stress  into  the  maximum  reaction  we  have 

O  ^       216.700      ,.,_        . 

for  the  required  area  of  cross-section  of  the  end  stiffeners.     So  we  will 
use  two  pairs,  or 

4— Ls  5"x3i"xJ"  =  16.0  sq.  ins., ' 

the  5  X  3^  X  -jV  angles  being  a  little  too  small. 

There  is  no  theoretical  way  of  computing  the  area  of  the  inter- 
mediate stiffeners.  It  is  practice  to  make  them  as  thin  as  the  specifica- 
tions will  permit.  So  we  will  use  5"  x  Z\"  x  J"  angles  throughout  for 
intermediate  stiff eners.^ 

Using  the  assumed  web,  72"  x  §",  we  have 

:         ,^ll|^  ^8^020  lbs. 

for  the  maximum  average  unit  shearing  stress  in  the  web. 
Then  substituting  in  Formula  (1),  Art.  118,  we  have 

d  =  ~  (12,000 -8,020)  =37  ins.  (about) 

for  the  required  distance  between   the  stiffeners  near  the  ends  of  the 
girders.     Now  as  this  spacing  is  not  less  than  half  thq  depth  of  the  web 
the  assumed  web  is  economic  and  hence  will  be  used. 
For  the  bearing  on  the  masonry  we  have 

216,700      _, 
-^^^^=361  sq.  ins. 

Each  support  must  be  so  designed  that  there  will  be  at  least  this  much 
area  of  bearing  on  the  masonry. 
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This  completes  the  necessary  calculations  for  the  main  girders^  as 
far  as  the  general  design  is  concerned,  and  the  next  thing  is  the  designing 
of  the  lateral  bracing,  that  is^  the  laterals  and  frames. 

135.    Calcnlations  for   Lateral   Bracing. — The   lateral   bracing 

should  always  be  symmetrical  about  the  center  of  the  span.  The  laterals 
should  have  a  slope  as  near  45°  as  is  practicable.  The  distance  between 
cross- frames  should  never  be  over  15  ft.  In  accordance  with  this  there 
must  be  three  intermediate  cross-frames  in  a  50-ft.  span,  as  a  less  number 
would  place  them  more  than  15  ft.  apart.  So  the  lateral  bracing  will  be 
as  shown  in  Fig.  168. 

so' 


According  to  the  specifications  the  laterals  must  resist  a  uniform 
lateral  force  of  2004  0.10  (5,000)  =  700  lbs.  per  ft.  of  span,  considered 
as  a  moving  load. 

Suppose  this  force  or  load  acts  from  the  direction  indicated  by  the 
arrows,  and  suppose  it  moves  on  to  the  span  from  the  right,  as  a  uniform 
live  load.    The  panel  load  at  any  point  h,  g,  etc.,  will  be 

P=  700x6.2  =  4,340  lbs.  (about). 

Then  for  the  maximum  shear  in  the  different  panels,  according  to 
Art.  90,  we  have 

4340 
Shear  in  panel  A<7  =  -^x    1=      540  lbs. 
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^    4340 
^      4340 


3=    1,630  lbs. 


6=   3,260  lbs. 


^J  =  i^xlO=   5,420  lbs. 

o 

e£c=-^xl5=   8,140  lbs. 
0 

c6  =  ^^x  21  =  11,400  lbs. 

o 

6fl=i^x  28  =  15,200  lbs. 

o 


Now  if  each  of  these  shears  be  multiplied  by  the  secant  of  the  angle 
marked  B  we  shall  obtain  the  stress  in  the  corresponding  diagonals  (see 
Art.  92). 
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The  tangent  of  angle  0,  for  the  purpose  of  determining  stresses, 
can  be  taken  as 

1^^  =  0.962  (about), 

and  the  corresponding  secant  can  then  be  found  in  almost  any  table  of 
natural  trigonometrical  functions  (see  Carnegie  or  Cambria  handbook)^ 
or  the  secant  can  be  determined  directly  by  arithmetic. 
For  the  above  assumed  figures  we  have 

Sec  e  =  1.39. 

Then  for  the  maximum  stress  in  the  diagonals  we  have 

5,420x1.39=-  7,500  lbs.  for  diagonal  nd, 

8,140x1.39  =  +11,300  lbs.  for  diagonal  dm, 

11,400x1.39  =  -15,800  lbs.  for  diagonal  mh, 

15,200x1.39  =  +21,000  lbs.  for  diagonal  hi. 

These  are  all  of  the  stresses  that  we  need  determine  with  the  load 
applied  as  indicated  as  the  corresponding  diagonals  in  the  right  half  of 
the  span  will  have  the  same  stress  when  the  force  moves  on  to  the  span 
from  left  to  right. 

If  the  lateral  force  comes  from  the  other  direction  than  that  indi- 
cated by  the  arrows,  the  panel  loads  will  be  twice  as  great  as  given  above, 
as  there  are  only  half  as  many  panels  considered. 

Then  the  stress  in  each  of  the  diagonals  nd  and  dm  is 

^^^^?^  X  3  X  1.39  =  ±  9,050  lbs. 
4 

and  '    I        X  6  X  1.39  =  ±  18,100  lbs. 

in  each  of  the  diagonals  mb  and  bl. 

We  now  have  the  maximum  stresses  in  the  diagonals  determined 
which  are  indicated  in  the  diagram  in  Fig.  168. 

The  plus  and  minus  signs  above  signify  compression  and  tension, 
respectively. 

It  is  seen  from  the  above  that  the  diagonals  have  to  resist  both 
tension  and  compression.     Compression  will  likely  govern. 

Let  us  try  a  single  angle,  say,  1 — L  3i'' x  3^'^  x  J'^,  as  this  is  the 
smallest  that  the  specifications  will  permit.  From  Table  (>,  or  from  a 
Carnegie  or  Cambria  handbook,  we  have  1.07  for  the  radius  of  g\'ration 
of  this  angle  about  the  horizontal  axis  (see  Art.  130)  and  the  length  of 
each  lateral  will  be  about  8  ft.  or  96  ins.,  which  can  be  determined  accu- 
rately enough  by  scale.  Then  substituting  in  Formula  Q,  Art.  73,  we 
have 

16,000-70^^=9,700  lbs. 

for  the  allowable  unit  stress. 

Dividing  the  greatest  conij)rcssive  stress,  which  occurs  in  the  lateral 
bl,  by  this  intensity  we  have 

21,000      oi/> 
-^^-  =  2.16  sq.  ins. 
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for  the  required  cross-section  of  the  lateral^  and  the  assumed  angle  has 
2.48°".  Then,  as  the  ratio  of  h/r  is  only  about  90,  the  assumed  angle  is 
safe  in  the  case  of  the  greatest  compressive  stress. 

As  is  seen  above  the  greatest  tension  is  18,100  Ibs.^  which  occurs  also 
in  lateral  hi.    Then  we  have 

18,100      ,,,        . 

=  l.lo  SQ.  ins. 

16,000  ^ 

for  the  required  net  cross-section,  and  as  the  angle  assumed  has 
[2.48-(§"xl'0]  2.11°"  it  is  quite  safe  for  the  greatest  tension.  So 
we  will  use  1 — L  3^"  x  3^"  x  J"  for  each  end  lateral.  But  as  this  angle 
is  the  smallest  permitted  in  this  work  the  laterals  throughout  will  each 
be  made  of  1—3^"  x  3^"  x  f "  angle. 

The  intermediate  cross- frames  are  not  subject  to  theoretical  analyses 
and  hence  their  design  is  governed  principally  by  experience  and  sense  of 
fitness. 

The  end  cross-frames  can  be  fairly  well  analyzed.  The  stress  in  the 
top  angle  of  the  frame  can  be  taken  equal  to  one-half  of  the  lateral  forcc^ 
per  foot  of  span  multiplied  by  one-half  the  length  of  the  span,  and  this 
force  multiplied  by  the  secant  of  the  slope  of  the  diagonals  in  the  frame 
is  equal  to  the  stress  in  each  of  these  diagonals.  The  bottom  angle  of  the 
frame  has  no  stress  (theoretically). 

Then  according  to  the  above  we  have 

700* 
-^x  25  =  8,750  lbs. 

for  the  stress  in  the  top  angle  of  the  end  frame,  and  as  the  diagonals  of 
the  frame  slope  about  45°  with  the  horizontal  we  have 

8,750x1.4  =  12,250  lbs. 

for  the  stress  in  the  diagonals  of  the  end  frame.  From  this  it  is  seen  that 
very  small  angles  are  required  theoretically  for  the  end  frames  which 
are  subjected  to  greater  stresses  (apparently)  than  the  intermediate 
frames,  but  as  Z\"  x  3^"  x  J"  angles  are  practically  the  minimum  size 
used  in  railroad  bridges  we  will  use  this  size  in  all  of  the  frames. 

This  completes  the  necessary  preliminary  calculations  except  for  the 
preliminary  estimate  of  the  dead  weight.  The  stress  sheet  for  the  span, 
as  shown  in  Fig.  169,  can  be  drawn  from  the  information  given  in  the 
above  calculations.  The  estimate  of  the  dead  weight  in  this  case  will  be 
deferred  until  after  the  detail  shop  drawing  of  the  span  is  considered  so 
as  to  familiarize  the  student  with  details  before  taking  up  preliminary 
estimates  of  dead  weight. 

136.  Making  of  the  Shop  Drawing. — After  the  stress  sheet 
(Fig.  160)  is  completed  the  shop  drawing  for  the  span,  as  shown  in  Fig. 
171,  can  be  made.  This  work  is  known  as  detailing  and  includes  not  only 
the  drawing  but  the  calculations  for  the  details  as  well. 

To  evolve  this  drawing  (Fig.  171)  the  details  are  first  drawn  in 
pencil  to  a  f  scale  upon  a  24"  x  36"  sheet  of  ordinary  drawing  paper. 
After  selecting  the  relative  positions  for  the  different  views,  so  that  no 
part  of  the  sheet  will  be  crowded,  we  start  the  drawing,  as  shown  in  Fig. 
170,  by  drawing  the  center  line  CC  of  the  span.    Then  scalinf^  oil  ^  iC^ 
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the  line  BB  through  the  center  of  bearing  is  drawn.  Next,  the  line  EE, 
through  the  end  of  the  apan,  must  be  located  and  drawn.  The  end 
stiffeners  should  be  placed  6"  back  to  hack  aa  shown,  this  being  about  the 
minimani  distance  permissible  on  account  of  driving  rivets  in  the  ont- 
standing  legs  of  the  stiffeners  connecting  to  the  end  cross-frames.  Then 
allowing,  say,  2"  from  the  end  pair  of  stiffeners  to  the  end  of  the  girders, 
we  have  3"  +  31"  +  2"=8^"  for  the  distance  from  the  line  BB  to  line 


EE,  and  the  line  EE  locating  the  end  of  the  span  can  then  be  drawn. 
Then  the  top  plan  of  each  girder  is  drawn  as  shown  in  Fig,  170.  The 
next  thing  after  that  is  to  locate  the  cross-frames  as  shown,  so  that  the 
lateral  bracing  will  be  symmetrical  about  the  center  line  CC,  and  the 
laterals  will  all  have  the  same  length  (thus  saving  templets).  Now  there 
will  be  a  pair  of  stiSeners  on  each  girder  at  each  cross-frame,  one  of 
which,  in  each  case,  will  be  connected  to  a  frame,  and  when  the  position 
of  the  cross-frames  is  fixed  these  stiSencrs  to  which  the  frames  connect 
are  also  fixed  in  position.  Then  the  elevation  of  one  of  the  girders, 
always  the  far  girder,  can  be  drawn  and  the  drawing  completed  as  far  as 
is  shown  in  Fig.  170. 

The  next  thing  is  to  draw  the  laterals  and  the  lateral  plates  connect- 
ing the  laterals  to  the  girders  (as  shown  in  Fig.  171).  As  the  laterals 
are  all  of  the  same  section  and  the  strength  of  each  is  greater  than  is 
required  by  the  stress,  each  end  connection  must  contain  enough  rivets 
to  develop  the  strength  of  the  lateral  in  compression  (see  specifications). 
Now,  as  shown  above,  each  lateral  will  safely  resist  9,700  lbs.  per  square 
inch  of  cross-section.  Then,  as  2.48'^"  is  the  area  of  cross-section  of 
each  lateral,  we  have  2.48x9.700  =  34.000  lbs.  for  the  total  allowable 
compressive  Btress  in  each  lateral.     Then  nsing  |"  fic\d  tV?***  Iot  ftvt 


GcfiERAL  Bridge  Compamy 
Shop  Bill, 

NflMEOFSTRUCTURE  SOf/.SKDecA P/o/eO/rx^er3r,'a'ije./hrA//M^./? 

no. 

of 

PJeMS 

Moferlol 

Piece 
Mor)< 

Ken7arU 

Colc'd 
Weigh 

Mill  Order 

Item 

Kind 

Sccfiora 

tenghh 

Sedion 

^natt. 

ft 

ins 

ft. 

^ 

. 

. 

?■ 

rt 

r( 

/^ 

/ 

-■- 

s 

TOij 

** 

1? 

?*; 

//?4 

f5 

? 

'4 

■^ 

^/ 

T 

HI 

s^ 

z 

14 

'/2 

.?7 

e 

'M 

?7 

8 

^/?.  ^< 

<; 

6 

% 

.5 

rf 

/e 

T 

'/p 

^ 

3ij!I* 

?1 

3f 

Yf^ 

<^ 

■'f 

sc 

Crimped 

*f 

p 

8 

..     ,. 

J- 

3^ 

^/^ 

//^ 

DSl^ 

?1 

91 

•f 

-y 

H 

^/R 

.? 

<^^- 

f'f- 

F.lli 

3* 

* 

^^ 

7d' 

^-r 

/ 

n 

Sp-  Pis. 

/oi 

% 

.^ 

^ 

^■f 

-F 

..     •■ 

If 

% 

^ 

Z4 

/ 

1? 

ji 

^-4 

f 

/-WO"  5,/ 

'* 

S 

d 

LC 

/^ 

s- 

At 

LS 

■^f 

H 

^^ 

P 

Pi 

z 

// 

Drawrog  Mo. — L?fJ CmrArack  Nq 

t^nAf  h,i      C.  D.  M.  "/£  t9fO.  C\\fFVnA  bii  dW-f  ':*4«RiaR     No. 

3 

^ 

General  Bridge  CoMPAriY 
Shop  Bill. 

flAME  OF  Structure  SOfiSTDecf<  P/a/e  GirderBr,y_gs  fi>rA^SiY.ff./^. 

Mo. 
of 

Maferlol 

Morfc 

Remarks 

Weight 

Milt  Order 

Hem 

Kind 

Secfior, 

.»■ 

Section 

qtf> 

ft. 

inl 

ft 

T 

I'. 

«/ 

r^ 

F/ 

10 

'^ 

?* 

v. 

*? 

/^ 

am 

■s 

fi 

10 

ii 

!f 

?iS^ 

y» 

7 

,?<^ 

P 

W 

s 

?o 

^/i-. 

^fl 

/ 

/:! 

ak 

! 

77 

7 

s 

P/5 

Vj 

F'fi 

-9 

S 

^A 

o 

'- 

-f7 

'    -c 

>otp 

Z 

^ 

Pis. 

/;■ 

^? 

'/■f 

PI 

£ 

12 

yf 

z* 

' 

— 

P2 

1 

I 

II 

-f 

/? 

.^^ 

? 

fi- 

P3 

^ 

/, 

12 

^/? 

^ 

— 

P4 

9 

II 

12 

/ 

3 

_ 

PS 

1 

r.r 

4 

^ 

12 

(7 

^f 

PS 

Drav^mg  ^o.^^LztL Con(rac+ No. -35^-. 

Mode  by_i:.Gj^^?_'?^a.Ch«l(cdby^-^'?24«J'oge    No_2.-. 

General  Bridse  Company 

MlSCELLAMEOUa 

\\Mf[ZQf  ST9\SCr\lHZ  ^0  ft  DecJi  PlaM  Girder  Bridge  ^Ai/.2(yK/i. 

Skefcb 

Mat-erial 

Calc'd 

Order     1 

Pct 

Descriptioo 

Unat-h 

Mark 

Item 

Tns, 

,       '-^' 

iS-^crff.! 

^ 

li'^ArxharBolh 

*; 

AA 

3 

*StandMsx./fi^ 

ConUact  Wq^382_ 
Made  bpy  9,-R.ifiM.{^!?..,  ..Checked  by  rf^.^^*    ftjge  No.  ,.3._ 

Gemeral  Bridge  Compamy 
Sketch  Sheet. 

Mame  or  Structure  JpS&TJb^frfiok^/c<^r^:£i^&6i!zM?i^J^-. 


/-  6" 


^'W^'fi^'l 


4-Casf5kel  Peds-CP 


Confroct  No.  352 
Made  by  «*a  ^'IL'... Checked  by  «.«j^«..JSi9«No.4 


General  Bridge  Company 
erectors  lfstof  field  rivets  amd  80lts 

fte. 

of 

6np 

Krf 

%'. 

th  of  Bolt 
terHead 

Pieces  Connecfed 

« 

^ 

Her. 

S*M« 

Button 

^ 

^ 

'^^ 

i'4 

t> 

10 

F^ 

LaAi.^/  /oFJ.  F4.  gf  G/rdei-. 

40 

„ 

Si' 

H 

P/ofes  P3  &>  G/rr/er 

l')fi 

„ 

'#' 

/z 

sv^- 

fO 

„ 

3i 

30 

f'/p 

.< 

■^% 

8- 

'^e 

* 

Zt 

Z'^ 

'/p 

a 

» 

2^4 

sie 

■w 

' ..Xn^s//^.LS. 

f2 

/k 

u 

^^ 

fj. .              Contract  No  3S£„ 

lade 

b, 

^P 

f^J', 

'i^9/a       Checked  by  tf-^f  ^'«' Page  Mo.  -5" 

Gemeral  Bridge  Company 

SUMMARY  OF  FIELD  RIVETSAND  BOLTS 
WKyiZar  S,m\it,J\]HZ  ^oHST  Peck  PJofeG/rc/er  Bridge  for  A.K^>^/fR. 

Dlo. 

^^f 

LergfhofBolf 
Under  Head 

Remorks 

Weight- 

T=l 

P=t 

He«, 

Square 

Jc^ften 

/:/£ 

•"/* 

2'4 

44 

yy 

3¥' 

ZS 

M 

2jf' 

20 

H" 

M 

?<f- 

V 

10 

-£% 

Drawing  No.   -is/.l Controct  No,^^?--. 

General  Bridge  Company 

SHiPPme  BH.L 

Member 

r 

oleriol                  1 

CatcV 

No. 

ftome 

norlc 

SIvet 
Mo. 

SiiuafNuiWr 

Uh, 

Rdrwrks 

M(,M 

Ft 

I"? 

t 

6/rder 

A 

/ 

7€"*  /4-' 

f/ 

5- 

/ 

G/raer 

n 

/ 

7B'*  /-f-' 

<■/ 

,C 

fl 

i-atero/s 

A/ 

/ 

3i-.3t- 

fl 

3 

s 

Cross  Frames 

Pf 

2 

73 -.7^- 

// 

7. 

La^.   P/of<ss 

P/ 

B 

/2V  ^A- 

7 

2 

Laf:  P/a/e-s 

P2 

P. 

,z-.^s- 

5 

4- 

lot.  F/ofes 

P3 

P 

/?"-  ^^ 

Z 

/f 

•3 

l0/.0sfes 

P-4- 

2 

/Z"x^ 

^^ 

3 

Lof:P/!7f<^% 

PS~ 

2 

/2-^^^' 

/ 

.? 

-? 

Lot  P/ofes 

F'd 

2 

/Z-'xVs" 

Q 

9( 

-f 

r^sf-Sfee/fledi. 

/a-*B" 

/ 

*■■* 

fht.//{>.484^ 

H 

A/tcJtor  So//s 

fiA 

3 

/iit- 

/ 

e 

I'Kct.rMit 

Confroef  No.-'3fl£.. 
Made  by  -C-e.«--^i2'S-Ch«ked  b<i^MJ^IP..  Page  Mo.-7.... 

234  STRUCTURAL  BNGINBBRINO 

lateral  connections,  the  value  of  which  in  single  shear  will  govern,  6,000 
lbs.  being  the  allowable  value  of  each,  we  have 

24,000 


6,000 


=  4 


for  the  number  of  rivets  required  in  each  end  of  each  lateral. 

Now,  the  number  of  rivets  connecting  the  lateral  plates  to  the  girders 
must  be  sufficient  to  take  the  component  along  the  girder  of  the  lateral  or 
laterals.  Twenty-four  thousand  pounds  is  the  strength  of  each  lateral, 
and  using  J^"  field  rivets  in  single  shear,  the  number  of  rivets  for  inter- 
mediate points  will  be 

^  /  24,000  X  sin^  \  ^  /  24,000  x  .695  \  _  ^  ^ 
^V        6,000  '    r^\        6,000       ; "  ^'^' 

The  number  used  would  be  not  less  than  6,  or  3  for  each  lateral. 

The  laterals  and  lateral  plates  can  now  be  drawn  in  the  top  plan 
(shown  in  Fig.  171),  giving  the  spacing  of  the  rivets  at  each  connection, 
and  determining  clearances  and  the  sizes  of  plates  by  scale  as  the  work 
progresses,  using  separate  sketches  for  each  point  drawn,  say,  to  1^"  or 
3"  scale.  After  this  work  is  completed  the  stiffencrs  between  the  cross- 
frames  can  be  drawn  on  the  elevation  of  the  girder,  care  being  taken  to 
space  the  stiffencrs  so  as  to  miss  the  lateral  plates  as  much  as  possible. 
Then  the  longitudinal  section  showing  the  bottom  flange  can  be  drawn. 

After  this  the  next  thing  is  to  space  the  rivets  in  the  vertical  legs  of 
the  flange  angles.  As  the  live  load  is  applied  directly  to  the  top  flanges 
and  the  specifications  ignore  the  one-eighth  of  the  web  in  determining  the 
spacing  of  flange  rivets,  the  problem  of  determining  the  spacing  comes 
under  Case  III,  Art.  116. 

We  assume  that  each  wheel  of  the  live  load  is  distributed  over  three 
ties  and  assuming  ties  8"  wide  and  spaced  6"  apart  (face  to  face)  we 
have  42"  for  the  length  over  which  each  wheel  is  distributed.  Then  for 
the  greatest  vertical  load  per  linear  inch  of  flange  due  to  the  live  load 
(Cooper's  JB50),  when  the  maximum  shear  occurs,  we  have 

-^ —  =595  lbs.,  say  600  lbs., 

per  linear  inch,  and  adding  a  100  per  cent  for  impact  will  make  a  total 
of  1,200  lbs.  per  inch. 

Now  referring  to  Case  III,  Art.  116,  we  have 

v=   1,200  lbs. 
R=   7,880  lbs.,  which  is  the  allowable  bearing  of  a  J"  shop 

rivet  on  the  2"  web. 
S=  216,700  lbs.,  which  is  the  maximum  shear  at  either  end  of 

each  girder. 
^=66  ins. 

Then  substituting  these  values  in  Formula  (4),  Art.  116,  we  have 

7  880 
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for  the  theoretical  spacing  of  the  riveta  near  tlie  ends  of  the  girders,  and 
the  theoretical  spacing  at  other  points  along  the  girders  can  be  deter- 
mined by  computing  the  maximum  shear  at  each  of  the  points  and  apply- 
ing Formula  (4),  Art.  116,  iu  each  case.  However,  the  following  graph- 
ical method  of  determining  the  spacing  is  preferable  as  it  saves  time  and 
is  accurate  enough  for  practical  work: 

The  shear  due  to  dead  load  is  quite  small  compared  with  that  due  to 
live  load  and  impact,  so  that  the  maximum  shear  can  be  assumed  to  vary 
across  the  span  as  the  ordinates  to  a  parabola  (see  Art.  55). 

Now  the  above  spacing  (S.87")  gives  about  5.3  rivets  per  foot  of 
girder.  Then  if  we  lay  off  a  vertical  line  AB  (Fig.  172)  equal  to  5.3", 
and  taking  a  pair  of  dividers  divide  the  line  AB  into  any  convenient 


number  of  equal  parts  and  from  A  step  off  the  same  number  of  equal 
parts  on  the  line  AC  (the  equal  parts  on  the  line  AC  can  be  taken  any 
length,  just  so  ^.  to  C  is  a  convenient  distance),  and  construct  the 
parabola  CDB  (see  Art.  58)  and  draw  the  horizontal  lines  to  the  curve 
through  the  points  1,  2,  3,  etc.,  we  have  a  diagram  from  which  the 
required  spacing  of  the  rivets  at  any  point  between  the  end  and  the 
center  of  the  span  can  be  obtained,  as  the  distance  AC  corresponds  to 
the  length  of  the  span  and  the  line  AB  gives  the  shear  (correspondingly) 
in  number  of  rivets  per  foot  of  girder.  From  the  diagram  (Fig.  172)  it 
is  seen  that  about  one  and  one-third  rivets  per  foot  are  required  at  the 
center  of  the  span,  and  practically  three  rivets  per  foot  at  the  quarter 
point.  The  required  spacing  nt  all  other  points  from  A  to  the  center  of 
the  span  is  seen  at  a  glance. 

It  is  not  practical,  if  not  impossible,  to  space  the  rivets  throughout 
a  girder  according  to  the  theoretical  requirements,  as  no  two  spaces 
would  be  the  same  (which  is  impractical)  and  the  spaces  next  to  stif- 
feners  can  not  be  less  than  about  3\",  which  in  some  cases  is  greoter  than 
the  required;  so  the  best  we  can  do  is  to  fit  the  rivets  in  between  the 
atiffenen  to  sbont  the  theoretical  spacing. 
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The  theoretical  spacing  of  the  flange  rivets  as  determined  in  the 
manner  shown  above  will  satisfy  the  requirements  of  the  speeifieations, 
which  are  as  follows: 

"The  flanges  of  plate  girders  shall  he  connected  to  the  web  with 
sufDcient  number  of  rivets  to  transfer  the  total  shear  at  any  point  in  a 
distance  equal  to  the  effective  depth  of  the  girder  at  that  point  combined 
with  any  load  that  is  apphed  directly  to  the  flange." 

This  is  simply  a  practical  manner  of  obtaining  approsimately  the 
theoretical  spacing.  To  show  the  justification  of  the  above  requirement 
given  in  the  specifications  let  AB,  Fig.  173,  represent  a  plate  girder. 
Let  M  and  S  be  the  bending  moment  and  shear,  respectively,  at  section 
C.  Then  for  the  bending  moment  at  section  D  we  have 
M'  =  M  +  Sj;-%  Pz.     (See  Art.  66.) 

Now,  Sx-  2Ps  is  the  difference  between  the  moments  at  the  two  scctioi 
If  the  intervening  loads  be  neglected,  which  ia  an  error  on  the  side 

safety,  the  difference  between   the    two 

moments  is  5.r,  and  if  this  be  divided  hj 

the  effective  depth  the  result  would   be 

^^^m        the  difference  between  the  flange  stresses 

IM        at    the    two    sections,    which    would    be 

t  T         equal  to  the  shear  when  x  is  equal  to  the 

Tif.  178  effective  depth,  as  is  readily  seen.     This 

difference  of  flange  stress  is  simply  the 

Increment  of  the  flange  stress  between  the  two  sections  and  of  course 

there  should  be  a  sufficient  number  of  rivets  to  transfer  this  from  the 

web  to  the  flange  and  at  the  same  time  support  whatever  vertical  load 

there  is  applied  to  the  flange.     This  is  entirely  in  accord  with  Arts,  115 

and  116. 

Now,  having  the  stiffeners  spaced  as  shown  in  Fig.  171  we  can  begin 
spacing  the  rivets  in  the  vertical  legs  of  the  flange  angles.  Beginning  at 
the  end  of  the  girder,  the  theoretical  spacing  as  given  above  is  2.27",  but 
we  will  use  3:}"  in  order  to  have  practical  spaces.  So  we  obtain  the 
spacing  from  the  end  of  the  girder  to  the  first  intermediate  stiffener  as 
shown  in  Fig.  171.  Between  the  first  and  second  stiiTcners  we  can 
increase  the  spacing  a  little  as  shown  by  the  diagram  in  Fig.  17'i,  and 
between  the  second  and  third  stiffeners  we  can  increase  the  spacing  a 
little  more  and  so  on  towards  the  center  of  the  span  until  the  limit  of  6" 
spacing  is  reached,  which  according  to  the  specifications  must  not  lie 
exceeded.  It  is  practice  to  limit  the  fractions  in  the  spacing  to  no  less 
than  i".  If  necessary  the  stiffeners  can  be  shifted  slightly  lo  suit  the 
spacing. 

After  the  rivets  are  spaced  in  the  vertical  legs  of  the  flange  angles 
the  rivets  in  the  horizontal  legs,  connecting  the  cover  plates  to  the  angles, 
can  be  spaced.  The  theoretical  requirement  in  this  case  is  that  the  rivets 
be  spaced  so  that  the  number  of  rivets  per  foot  will  be  sufficient  to 
transmit  the  part  of  the  flange  increment  taken  by  the  cover  plates.  The 
part  of  the  flange  increment  taken  at  any  point  by  the  cover  plates  will 
be  to  the  total  flange  increment  at  that  point  as  the  area  of  the  cross- 
section  of  the  cover  plates  is  to  the  total  area  of  the  cross-section  of  the 
ffange  ai  that  point.     As  an  example,  let  M  be  the  bending  moment  found 
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at  section  C  (Fig.  173)  and  M'  the  bending  moment  at  section  D,  which 
is  a  short  distance  to  the  right  of  C  (say,  a  foot).  Then  for  the  total 
flange  increment  between  the  two  sections  we  have 

where  h  is  the  effective  depth  of  the  girder.  Now  it  is  obvious  that  there 
must  be  a  sufficient  number  of  rivets  in  the  vertical  legs  of  the  flange 
angles  between  the  two  sections  to  take  all  of  this  increment  as  the  total 
increment  is  transmitted  through  these  rivets^  but  as  the  cover  plates 
take  only  their  proportional  part  of  the  increment,  the  number  of  rivets 
connecting  them  to  the  flange  angles  need  be  only  sufficient  to  take  their 
part.  So  if  r  be  the  allowable  stress  on  each  rivet  connecting  the  cover 
plates  to  the  flange  angles,  and  A  the  total  area  of  cross-section  of  the 
flange  between  section  C  and  D,  and  A'\  the  area  of  the  cover  plates,  we 

have 

F     A'' 
n=- X— 7 
r      A 

for  the  number  of  rivets  required  in  the  cover  plates  between  the  two 
sections  and  the  number  of  rivets  required  to  connect  the  cover  plates  to 
the  flange  angles  at  any  other  point  along  the  girder  can  be  determined 
in  the  same  manner,  but  the  same  result  can  be  obtained  in  any  case  with 
much  less  work  by  using  such  a  diagram  as  shown  in  Fig.  172.  So  we 
will  use  the  above  diagram  (Fig.  172)  in  this  case.  Beginning  at  the 
center  of  the  span,  the  number  of  rivets  per  foot  required  to  take  the  total 
flange  increment  is  1^.  Then  as  the  net  area  of  cross-section  of  the 
flange  at  that  point,  not  including  the  one-eighth  of  the  web^  is  21.86^'% 
and  the  net  area  of  the  cover  plates  is  11.25^''^  we  have 

11  9*5 
lixii;||-  =  0.68  (about) 

for  the  number  of  rivets  per  foot  in  the  cover  plates,  which  gives  a 
spacing  of  17.6'^.  This  would  be  the  spacing  if  the  allowable  stress  on 
the  rivets  in  the  horizontal  legs  were  the  same  as  in  the  vertical.  But  as 
the  rivets  in  the  horizontal  legs  must  be  considered  in  single  shear  and 
the  rivets  in  the  vertical  legs  in  bearing  on  the  f"  web,  the  above  number 
(0.68)  must  be  multiplied  by  7,880/7,200.     So  we  have 

^-  11.25  4,880         t\  niw 

"= ^*  ^21:86^ -7:200 =*^-^' 

for  the  number  of  rivets  per  foot  in  the  cover  plates  at  the  center  of  the 
span,  which  gives  (12/0.75)  16"  spacing,  but  as  there  are  two  rows  of 
rivets  in  the  cover  plates  the  spacing  of  the  rivets  in  each  flange  angle 
would  really  be  twice  this,  or  32". 

Again^  from  the  diagram  (Fig.  172)  the  required  number  of  the 
rivets  in  the  vertical  legs  of  the  flange  angles  at  the  quarter  point  is  3  per 
foot.  Then  for  the  number  of  rivets  required  at  that  point  in  the  cover 
plate  (as  the  -^^  plate  only  extends  to  about  that  point),  we  have 

^      6.00       7,880 
^^16:61^7:200  =^-'^P^^^^'' 
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which  gives  a  spacing  of  10.1"  or  20.2"  along  each  angle.  Now,  if 
other  points  along  the  girder  be  considered  it  will  likewise  be  found  that 
the  required  spacing  of  the  rivets  in  the  cover  plate  or  plates  will  exceed 
the  6"  maximum  allowed.  So  that  if  we  were  to  space  the  rivets  in  the 
cover  plates,  using  the  6"  maximum  allowable  throughout,  there  would  yet 
be  an  excess  of  rivets.  Now  the  spacing  of  the  rivets  in  the  lateral  plates 
is  determined  when  the  laterals  are  detailed,  as  stated  above,  and  as 
these  rivets  must  be  spaced  to  suit  those  details  it  only  remains  to  fit  the 
rivets  in  between  the  lateral  connections  using  as  near  the  maximum  6" 
spacing  as  will  fit  in  nicely  without  interfering  with  the  stiff eners.  So 
we  obtain  the  spacing  shown  in  the  plan  of  the  top  flanges  (Fig.  171)  and 
the  same  spacing  can  be  used  in  the  bottom  flange,  as  shown  in  the  longi- 
tudinal section  below  the  girder.  As  is  evident,  the  spacing  selected  at 
the  different  points  depends  entirely  upon  individual  judgment  and  hence 
no  two  persons  are  likely  to  make  the  same  selection.  However,  this  is 
not  a  serious  matter  at  all  as  any  reasonable  variation  is  permissible. 

We  shall  next  space  the  rivets  in  the  stiff encrs.  Now  according  to 
shop  practice  the  rivets  in  the  stiffeners  should  all  line  up  horizontally 
all  the  way  across  the  girders. 

There  is  no  definite  rule  for  determining  the  number  of  rivets 
required  in  the  intermediate  stiffeners  other  than  that  there  should  be  a 
sufficient  number  to  clamp  the  stiffeners  firmly  to  the  web,  and  the 
maximum  6"  spacing  usually  suffices  for  this,  but  the  end  stiffeners  should 
be  connected  with  a  sufficient  number  to  transmit  the  total  end  shear 
from  the  web  to  the  masonry,  as  these  stiffeners  are  really  columns  bear- 
ing against  the  bottom  flange  of  the  girder  and  really  transmit  this  force. 
It  is  customary  to  space  the  rivets  in  the  end  stiffeners  so  that  about 
every  other  rivet  of  this  spacing  can  be  omitted  for  the  spacing  in  the 
intermediate  stiffeners  whereby  an  economic  spacing  that  lines  up  hori- 
zontally throughout  the  full  length  of  the  girder  is  obtained.  It  is 
economic  to  crimp  all  stiffeners  on  all  girders  over  three  feet  deep,  but  it 
is  usual  shop  practice  to  put  fillers  under  end  stiffeners  and  under  the 
stiffeners  at  all  points  where  cross-frames  connect.  So  we  shall  put 
fillers  under  the  end  stiffeners  and  under  the  stiffeners  at  cross- frames. 
The  rivets  in  the  stiffeners  are  in  double  shear  and  bearing  on  the  §"  web. 
Then,  using  J"  shop  rivets,  we  have 

12,000  X  O.n  X  2  =  14,400  lbs. 

for  the  allowable  shear  on  each  rivet  and 

24,000  X  J  X  5  =  7,880  lbs. 

for  the  allowable  bearing  on  each  rivet.  So  the  bearing  governs  the 
number  of  rivets. 

Now,  taking  the  case  of  the  end  stiffeners,  the  maximum  end  shear 
being  216,700  lbs.,  we  have 

210,700  "    „^^ 
.  :^27.5,  say,  28, 

for  the  number  of  rivets  required  in  the  two  pairs  of  end  stiffeners  at  each 
support.  But,  as  the  end  stiffeners  are  on  fillers  there  must  be  an  excess 
of  50  per  cent,  according  to  the  specification,  so  42  rivets  will  be  used  as 
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shown  (Fig.  171)^  and  by  omitting  every  other  rivet  in  the  spacing  shown 
in  the  end  stiffeners  we  obtain  the  spacing  shown  in  the  intermediate 
stiff eners.  The  rivets  in  the  stiffeners  can  be  made  to  line  up  horizontally 
without  any  trouble  if  3'^  spacing  be  used  in  the  end  stiffeners.  In  case 
this  spacing  gives  more  rivets  in  the  end  stiffeners  than  are  required^ 
some  of  the  rivets  can  be  omitted,  thus  making  some  C  spaces. 

The  distance  from  the  toe  of  any  flange  angle  to  the  first  rivet  out 
(in  the  stiffener)  from  the  flange,  according  to  shop  practice,  should  be 
equal  to  not  less  than  twice  the  thickness  of  the  flange  angle  plus  1^^ 
So  in  this  case  we  have  1  J"  +  l^"+ 1^"  =  4^"  for  the  minimum  allowable 
distance  from  the  outer  gauge  line  in  the  flange  angles  to  the  first  rivet 
out  from  the  flange.  These  distances  are  given  in  the  spacing  at  the  end 
of  the  girder  (Fig.  171)  as  41'^,  which  exceeds  the  minimum  allowed 
by  V\  These  spaces  should  not  be  less  in  any  case  nor  much  more  than. 
^"  greater  than  the  minimum  allowed  in  conformity  with  the  practice 
mentioned  above. 

After  the  rivets  are  spaced  in  the  stiffeners  the  web  splices  can  be 
calculated  and  drawn  to  conform  to  this  spacing.  The  number  of  web 
splices  is  always  limited  in  all  cases  to  as  few  as  is  possible,  which 
depends  altogether  upon  the  maximum  length  of  the  web  plates  obtainable 
from  the  steel  mills.  Each  sjilice  should  be  at  a  stiffener.  The  maximum 
length  of  72"  X  2"  plates  is  given  in  Table  9  as  30  ft.  So  one  splice  is 
necessary  in  the  above  50-ft.  span. 

Let  us  use  the  type  of  splice  shown  at  (a).  Fig.  150,  Art.  117.  The 
first  thing  to  do  is  to  determine  the  size  of  the  longitudinal  splice  plates 
next  to  the  flanges.  These  plates  should  have  at  least  three  horizontal 
rows  or  rivets  in  them  in  order  to  get  a  good  hold  on  the  web.  This  much 
is  simply  a  matter  of  judgment.  So  let  us  assume  that  there  are  three 
horizontal  rows  of  rivets  in  each  pair,  then  the  distance  from  the  center 
of  gravity  of  the  rivets  in  the  top  pair  of  plates  to  the  center  of  gravity 
of  the  rivets  in  the  bottom  pair  is  equal  to  the  distance  from  the  second 
rivet,  from  the  top  flange,  to  the  second  rivet  from  the  bottom  flange, 
which,  as  seen  from  the  spacing  on  the  girder  (Fig.  171)  is  4  ft.  or  48". 
Now,  according  to  Art.  117,  using  the  figures  given  above,  we  have 


(lMl^)ri=48xF. 


from  which  we  obtain 

F  =  79,600  lbs. 

for  the  direct  longitudinal  stress  on  each  pair  of  plates. 

Then  we  have  79,600^  (16,000)  48/71  =  7.35°"  for  the  required  net 
area  of  each  pair  of  plates,  or  about  3.67°"  for  each  plate.  Allowing  ^" 
clearance  between  these  plates  and  the  flange  angles  and  the  same  clear- 
ance between  them  and  the  vertical  splice  plates,  we  obtain  lOJ"  for 
their  width.  Now,  let  us  assume  that  they  are  ^"  thick,  and  that  their 
cross-section  is  reduced  by  three  rivet  holes  (for  J"  rivets),  then  we  have 

(lOixJ)- 1x^x3  =  3.63°" 

for  the  net  area  of  cross-section  of  each  plate,  which  is  about  equal  to  the 
required  area.     But  if  the  plates  be  4"  thick  a  -^^'  dliex  'wox^id  \^ 
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required  under  each  of  the  stiffeners  at  the  splice  and  to  avoid  these  thin 
fillers  we  will  make  the  plates  as  thick  as  the  flange  angles,  which  is  ■^'\ 
This,  of  course,  gives  a  little  excess  area,  hut  the  result  obtained  justifies 
its  use. 

The  next  thing  is  to  determine  the  number  of  rivets  in  these  longi- 
tudinal plates.  As  the  number  of  rivets  depends  upon  their  allowable 
bearing  upon  the  f  web,  which  is 

(7,880)^=5,330  lbs.. 


we  have 

79,600 


=  15  (about) 


5,330 

for  the  number  of  rivets  required  on  each  side  of  the  splice  in  each  pair  of 
plates ;  and  spacing  them  in  the  plates,  so  as  to  conform  to  the  spacing  in 
the  stiffeners  and  flange  angles  previously  established,  we  obtain  the 
spacing  shown  in  Fig.  171. 

The  next  thing  is  to  determine  the  size  of  the  vertical  splice  plates 
and  the  number  of  rivets  required  in  them  to  transmit  the  maximum  shear 
at  the  splice  as  explained  in  Art.  117. 


^^  G)  s' G\(^£^:(^  ..  d) 


a 


h ^^ J 

Fig.  174 

Placing  the  wheel  loads  on  the  span  so  that  wheel  2  will  be  at  the 
splice,  as  shown  in  Fig.  174,  and  taking  moments  about  the  support  B 
(using  Table  A),  we  have 

ie=(l:^*^±M2ii)  1,000  =  34,900  lbs. 

for  the  reaction  at  ^4,  then,  we  have 

(34,900-10,000)  ^  =31,200  lbs. 

for  the  maximum  live-load  shear  at  the  splice. 
For  the  impact  we  have 


^l'^««(25^)^ ''''''''" 


Now,  as  the  dead-load  shear  at  the  splice  is  zero,  we  have 

31,200  +  28,800  =  60,000  lbs. 

for  the  total  maximum  shear  at  the  splice. 
Then  we  have 

60,000      ^^ 

10:000"=^'^^^'^"^- 

for  the  required  net  area  of  the  vertical   section  of  the  vertical  splice 
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plates,  but  as  the  splice  plates  are  made  -f^'^  thick  in  order  to  avoid  the 
-^'^  fillers  under  the  stiffeners,  referred  to  above^  there  will  be  consider- 
able more  metal  in  them  than  is  required  for  shear,  so  they  will  be  amply 
strong  as  far  as  shear  is  concerned.  This  is  practically  always  the  case, 
for  the  splice  plates  cannot,  according  to  the  specifications,  be  less  than 
y  in  thickness  and  the  two  of  them  will  always  be  thicker  than  the  web 
they  splice.  The  number  of  rivets  required  to  connect  these  plates  to  the 
web  will  depend  upon  their  allowable  bearing  on  the  f  web  as  shown 
above.    So  we  have 

60.000     ^ft  Q        . 

-^-gg5j-  =  7.6,say,8, 

for  the  required  number  of  rivets  on  each  side  of  the  splice,  but  a  greater 
number  will  be  used  as  there  must  be  two  rows  of  rivets  on  each  side  of 
the  splice  in  order  to  securely  clamp  the  plates  to  the  web  and  the  spacing 
must  conform  to  that  already  established  in  the  stiff eners.  So  following 
out  these  requirements  without  spacing  the  rivets  farther  apart  than  6'% 
we  obtain  the  spacing  shown  in  Fig.  171. 

Now  to  test  the  splice  as  a  whole,  let  S  =  the  horizontal  stress  on  each 
of  the  rivets  in  the  horizontal  rows  farthest  out  from  the  center  of  the 
web,  that  is,  in  the  rows  next  to  the  flanges,  and  let  V  =  the  vertical  shear 
on  each  rivet,  which  we  will  assume  to  be  the  same  for  each  rivet  in  the 
splice,  that  is, 

„    60,000      ^  ^^ .  „ 
r=  — ^, —  =  1,764  lbs. 

Now  taking  moments  about  the  center  of  the  web,  as  explained  in 
Art.  117,  we  have 

2  iz  [3*+  6»+  9»+(12)»+  2(15)»+  2(18)«+  5(21)«+  5(24)«+  6(27)«]= 

16,000x3.37x71, 
from  which  we  obtain 

iS= 6,118  lbs. 

Then  for  the  maximum  resultant  stress  which  occurs  on  the  outer 
rivets,  we  have 

^ = V  5ji82  +X764*  =  6,413  (about), 

which  is  about  567  lbs.  less  than  the  allowable,  which  is  6,980=  (7,880) 
27  X  2/71.  So  the  splice  is  all  right  and  the  drawing  of  it  can  be  com- 
pleted as  shown. 

It  is  seen  from  the  above  equation  that  the  rivets  near  the  center  of 
the  web  are  of  little  value,  in  resisting  bending. 

We  will  next  take  up  the  detailing  of  the  cross-frames.  The  first 
thing  to  do  is  to  draw  the  vertical  lines  representing  the  centers  of  the 
girders  as  shown  in  the  detail  to  the  right  of  the  girder.  Next  the  top 
and  bottom  horizontal  angles  should  be  located  and  the  position  of  the 
diagonal  determined.  Then  the  next  thing  is  to  determine  the  size  of 
each  of  the  connection  plates  marked  ok.  The  size  of  each  of  these  plates 
will  depend  upon  the  number  of  rivets  in  the  ends  of  the  diagonals.  As 
the  diafponals  take  both  tension  and  compression  we  consider  tbeta  %& 
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compression  sembers^  and  assuming  them  independent  of  each  other^  each 
has  a  length  of  97"  (about).    Then  we  have 

97 
16,000  -  70  j-r  =  9,650  lbs. 

for  the  allowable  unit  compressive  stress  on  each  diagonal, 

and  9,650  x  2.48  =  23,900  lbs. 

for  the  allowable  stress  on  each.     Then  using  |'^  shop  rivets,  we  have 

23,900     ^^  . 

-^;^^=3.3,say,4, 

for  the  number  of  rivets  required  in  each  end  of  the  diagonals. 

Now  a  large  scale  drawing  of  one  of  the  four  plates  ak,  showing  the 
entire  detail  at  that  point  (girder  and  all)  can  be  made  from  which  the 
location  of  the  rivets  and  all  necessary  clearances  can  be  determined. 
Then  the  cross-frame  and  the  cross-section  of  the  girder  can  be  drawn  as 
shown  and  the  pencil  drawing  is  then  complete  and  the  tracing  of  the 
same  can  be  made  and  by  adding  the  required  list  and  writing  on  the 
title  and  general  notes  we  have  the  shop  drawing  for  the  span  completed 
except  for  the  anchor  bolts  and  cast  pedestals  which  are  detailed  on 
sketch  sheets  included  in  the  above  shop  bills  which  are  made  after 
the  shop  drawing  is  completed.  After  the  shop  drawing  and  bills  are 
checked  and  approved  blueprints  arc  made  of  them  which  are  used  in  the 
fabricating,  shipping,  and  erecting  of  the  span. 

137.    Estimate  of  Dead  Weight  and  Cost  of  Span. — From  the 

shop  drawing  (Fig.  171)  we  have  the  following  weight  of  metal: 

Estimate  of  the  weight  of  main  girders. 

l_web  72x§x91.8  lbs.  x  51.4' 4,718  lbs. 

4— Ls  6x6x^x21.9  lbs.  x  51.4' 4,503  lb.s. 

2— cov.  pis.  14  x^Vx  20.82  lbs.  x  27.0'  (top  and  bot.) 1,124  lbs. 

1— cov.  pi.  14  X  i  X  23.80  lbs.  x  51.4'  (top) 1,223  lbs. 

1— cov.  pi.  14  X  i  X  23.80  lbs.  x  37.0'  (bot.) 881  lbs. 

8— Ls  5  X  3i  X  i  X  13.6  lbs.  x  6.0'  (end  stiff.) 653  lbs. 

26— Ls  5  X  3i  X  3  X  10.4  lbs.  x  6.0'  (int.  stiff.) 1,622  lbs. 

12— fills.  3ix^%x6.7  lbs.  x  5.0' 402  lbs. 

2— sp.  pis.  16  X  ^  X  30.6  lbs.  x  3.2' 196  lbs. 

4— sp.  pis.  10x^^x19.14  lbs.  x  2.1' 161  lbs. 

2— sole  pis.  14x5x35.71  lbs.  x  1.3' 93  lbs. 

15,576  lbs. 
1,015*  rivets  @  .44  lbs.  per  pair  of  heads  (J"  rivets) 446  lbs. 

Total  weight  of  one  main  girder 16,022  lbs. 

Total  weight  of  two  main  girders 32,044  lbs. 

Total  weight  of  main  girders  per  foot  of  span  equals 

'■^^^  =  G41  lbs. 
50 


•For  weight  of  rivet  heads  soe  Carncsic  Ilandbook. 
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It  will  be  seen  from  the  above  that  the  weight  of  the  rivet  heads  is 
about  3  per  cent  of  the  weight  of  the  other  material  in  the  girders. 

Estimate  of  the  weight  of  laterals  and  lateral  plates. 

8— Ls  3i  X  3J  X  f  X  8.5  lbs.  x  8.2' 558  lbs. 

7— pis.  12  X  I X  15.3  lbs.  X  2.6' 278  lbs. 

2— pis.  12  X  J  X  15.3  lbs.  X  2.0' 61  lbs. 

2— pis.  12x  f  X  15.3  lbs.  X  1.3' 40  lbs. 

n— pis.  12  X  ^  X  15.3  lbs.  X  1.0' 137  lbs. 

4— pis.  12  X  I X  15.3  lbs.  X  0.8' 49  lbs. 

Total  weight  of  laterals  and  lateral  plates 1,123  lbs. 

Estimate  of  the  weight  of  cross- frames. 

2— Ls  3i  X  3i  X  S  X  8.5  lbs.  x  6.2' 105  lbs. 

2— Ls  3|x3|xSx8.5  lbs.  x  7.3' 124  lbs. 

4— pis.  14x|xl7.86  1bs.  X  1.1' 78  lbs. 

1— pi.  8J  X  f  X  10.84  lbs.  X  0.8' 9  lbs. 

316  lbs. 
33  rivets  @  0.44  lbs 14  lbs. 

Total  weight  of  one  frame 330  lbs. 

Total  weight  of  five  frames 1,650  lbs. 

Total  weight  of  lateral  system  =  1,123  +  1,650  =  2,773  lbs. 

Total  weight  of  lateral  system  per  foot  =    *         =  55  lbs.  per  ft.  of  span. 

Estimate  of  the  total  effective  dead  load  per  ft.  of  span. 

2  girders 641  lbs. 

Lateral  system 55  lbs. 

Deck   (track) 400  lbs. 

Total   1,096  lbs. 

Difference  between  the  assumed  dead  load  and  estimated  =  1,150  - 
1,096  =  54  lbs.,  which  is  less  than  10  per  cent,  so  no  recalculation  is 
necessarv  on  account  of  error  in  assumed  dead  load. 

Summary  of  total  weight  of  metal  in  span. 

2  girders 32,044  lbs. 

Lateral  system 2,773  lbs. 

4  pedestals  @  360  lbs 1,440  lbs. 

Anchor  bolts  and  nuts 61  lbs. 

Total   36,318  lbs. 

Approximate  Cost  of  Span  Erected:  36,318  lbs.  @  3J^  =  $1,180. 
Three  and  one-quarter  cents  is  only  a  fair  average  price  for  this  class  of 
work  erected.  The  price  will  vary  from  2J^  to  4^^.  It  depends  upon  the 
market  price  of  steel  and  the  freight. 
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It  will  be  seen  from  the  above  thst  the  weight  of  riret  heada  (=  t,000 
lbs,,  approximately)  is  equal  to  about  3  per  cent  of  the  weight  of  the 
other  metal  (=3S,T00  lbs.)  in  the  span,  not  considering  the  pedestals.  So 
in  making  preliminary  estimates  of  such  structures  the  weight  of  the  rivet 
heads  can  be  taken  at  about  3  per  cent  of  the  weight  of  the  other  metal. 

138.  Hints  Begarding  Shop  Bills.— The  above  shop  bills  are  for 
the  most  part  self-en planatory.  Pages  Nos.  1  and  2  are  for  the  structural 
material  proper.  The  finiiihed  mntcrlnl  is  given  on  the  material  side  of 
the  bills  exactly  as  it  appears  on  the  shop  drawing.  The  length  of 
malcrial  as  obtained  from  the  rolling  mills  is  likely  to  vary  slightly  from 
the  length  ordered,  so  in  case  of  long  pieces  where  an  under  run  would  be 
objectionable  a  J"  or  so  is  added  in  the  length  given  on  the  mill  order  side 
as  shown.  In  case  of  short  pieces  having  a  length  of  10  ft.  and  under, 
and  having  the  spme  section,  they  are  ordered  in  multiple,  that  is,  they 
are  combined  and  ordered  as  one  or  more  pieces,  as  is  seen. 

All  pieces  planed  {marked  fin.)  on  one  side  are  ordered  -^"  thicker 
than  the  finished  thickness  and  J"  thicker  if  planed  on  two  opposite  sides. 
All  pieces  planed  on  the  ends  are  ordered  \"  to  J"  longer  than  the 
finished  length.     This  Is  in  addition  to  the  amount  added  for  under  runs. 

The  dimensions  ap[>caring  nn  the  mill  order  side  .ire  only  those 
differing  from  the  finislji'd  dimensions.  In  cases  where  the  material  is  to 
be  ordered  exactly  as  the  finished  material,  it  is  not  repeated  on  the  mill 
order  side,  as  a  rule. 

The  cast-steel  pedestals  ore  detailed  on  page  No.  4.  The  required 
area  of  bearing  on  the  masonry  of  each  pedestal  is  given  in  Art.  134  as 
3gjn«     The  actual  area  is 

20Jx  18  =  364.5  sq.  ins., 

which  is  about  the  correct  area.  The  thickness  of  metal  in  such  pedestals 
should  not  be  less  than  IJ"  in  order  to  insure  the  molds  to  properly  fill. 
The  top  of  each  pedestal  (where  tile  girder  rests)  should  be  as  small  as  ia 
consistent  with  goiMl  details. 

Everything  shown  on  such  bills  as  the  above  is,  as  a  rule,  written  on 
by  the  draughtsman  making  the  shop  drawing.  The  item  numbers  are 
given  by  the  order  clerk  as  the  final  mill  order  blanks  are  made  out  in  the 
order  department,  which,  as  a  rule,  is  a  separate  department  from  the 
drawing  room.  The  bills  not  mentioned  are  considered  as  being  entirely 
self-explanatory. 

Partial  Design  of  a  75-Ft.  Single-Track  Deck  Plate  Girder  f 

139.  Data.— 
Length  =  75' 0"  c.c.  end  bearings. 
Dead  Load  =  12x75  +  550  =  1,450  lbs.  per  ft.  of  span. 
Live  Load.  Cooper's  £50, 
Specifications,  A.  R.  E.  Ass'n. 

140.  Ca]cillati01ia.~ln  a  manner  similar  to  that  shown  in  ^ 
for  the  50-ft.  span,  wc  obtain  the  following  fur  the  75-ft.  span: 
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Hazimnm  End  Shear: 

D=   27,200  lbs. 

Ir=  147,200  lbs. 

/=  117,700  lbs. 

292,100  lbs. 


Maximum  Moment: 

7)=  6,117,000  in.  lbs. 
L=:  28,875,000  in.  lbs. 
7  =  23,100,000  in.  lbs. 

58,092,000  in.  lbs. 


Assuming  the  web  to  be  i^  in.  thick  we  have 


for  the  economic  depth.  So  we  will  try  a  96  x-^"  web.  Using  the 
ordinary  flange  the  effective  depth  is  about  95"  (merely  an  assumption). 
Then  we  have  58,092,000  ^  95  =  011,500  lbs.  for  the 'flange  stress,  and 
611,500  -r  16,000  =  38.2°"  for  the  net  area  of  the  flange.  As  stated 
before,  about  half  of  this  area  (minus  ^  of  the  area  of  the  web)  should 
be  in  each  pair  of  flange  angles.  This  would  require  angles  which  would 
be  entirely  too  thick  if  6"  x  G"  angles  be  used.  So  either  G"  x  G"  angles 
with  side  plates  and  cover  plates,  or  8"  x  8"  angles  with  cover  plates 
should  be  used.  The  last-mentioned  section  is  really  the  ordinary  flange 
wherein  the  angles  are  8"  x  8". 

Let  us  first  try  the  flange  made  up  of  6"  x  6"  angles,  side  plates 
and  cover  plates.  As  the  effective  depth  in  this  case  is  less  than  in  the 
case  of  ordinary  flanges,  the  area  of  the  flange  will  be  a  little  larger  than 
indicated  above.     So  let  us  assume  the  following  section: 

Gross  Area  Net  Area 

2— 4_s  6''  x  6"  X  S"  =  1 1.22°"  -  2.5  n"  =  1 1 .72°'' 

2— Side  plates  13"  x  V     =13.00°'' -3.0  n//=io.00°" 
1— Cover  plate  16"  x  ^"     =    8.00°"- 1.0  ""=    ?.00°" 


1 — Cover  plate  IG 
I  of  web 


i« 


=    7.00°"-0.RT°"=    G.13°" 

=    5.25°" 


40  o9n'' 


40.10°" 


The  flange  is  assembled  as  shown  in  Fig.  175. 

By  taking  moments  about  the  center  of  the  top  cover  plate  we  obtain 


-      8x4  +  14.22x2.48  +  13x7i      ^^, 
X  = -— ^; ^  =  3.24 


ms. 


for  the  distance  from  the  center  of  the  top 
cover  plate  to  the  center  of  gravity  of  the 
flange.     Then  we  have 

3.24 -0.75  =  2.49  ins. 

for  the  distance  from  the  back  of  the  flange 
angles  to  the  center  of  gravity  of  the 
flange,  and 

96.25 -4.98  =  91.27  ins. 

for  the  effective  depth. 


^r?^ 


^ 


9i 


F\l.  \U 
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Then  using  this  effective  depth  we  have 

''for  =^37,000  lbs,  (about) 

for  flange  stress^  and 

637,000 
16,000 


=  39.8  sq.  ins. 


for  the  required  net  area  of  each  flange.  This  shows  that  the  above 
assumed  flange  is  about  correct. 

Next  let  us  try  a  flange  made  up  of  8"  x  8"  angles  and  cover  plates. 

First  assume  the  following  section:    - 

Gross  Area  Net  Area 

2— Ls  8"  x8"  X  H"  =21.06°" -2.75°"  =  18.31°'' 
2— cov.  pis.  18"  X  I"  =  18.00°"  -  2.00°"  =  16.00°" 
i  of  web  =    5.25°" 

39.06°"  39.56°" 

Taking  moments  about  the  center  of  the  top  cover  plate  we  obtain 

-    9x^  +  21x3     .^^. 
X- ~rr =1.73  ins. 

for  the  distance  from  the  center  of  the  top  cover  plate  to  the  center  of 
gravity  of  the  flange,  and  hence  we  have 

1.73  -  0.75  =  0.98  ins.,  say  1  in., 

for  the  distance  from  the  back  of  the  angles  to  the  center  of  gravity  of 
the  flange.  This  gives  96.25  -  2  =  94.25"  for  the  effective  depth.  Then 
we  have 

58,092,000 


94.25  X  16,000 


=  38.55  sq.  ins.  (about) 


for  the  required  net  area  of  each  flange.  This  shows  that  the  section 
assumed  above  is  a  little  too  large.  By  making  one  of  the  cover  plates 
■j*^"  thick  (instead  of  ^")  the  section  will  be  about  correct. 

It  is  seen  from  the  above  that  the  flange  made  up  of  8"  x  8"  angles 
and  cover  plates  is  more  economic  than  the  flange  made  up  of  6"  x  6" 
angles,  side  plates,  and  cover  plates,  and  hence  apparently  should  be 
used.  However,  this  will  depend  mostly  upon  whether  the  8"  x  8"  angles 
can  be  readily  obtained  from  the  rolling  mills  at  the  same  price  as  the 
other  sections.  In  case  sever,al  spans  are  required  it  would  very  likely 
pay  to  use  8"  x  8"  angles,  but  in  case  of  only  one  span  it  would  likely 
be  best  to  use  the  6"  x  6"  angles,  side  plates,  and  cover  plates. 

The  calculations  for  the  remainder  of  this  span  would  be  quite 
similar  to  that  shown  above  for  the  50-ft.  span,  and  when  completed  the 
corresponding  stress  sheet,  detail  shop  drawing,  and  shop  bills  could  be 
made.  Fig.  176  shows  a  partial  detail  of  the  girder  where  the  flanges 
are  made  up  of  6"  x  6"  angles,  side  plates,  and  cover  plates. 

The  student  will  have  no  trouble  in  designing  and  detailing  this  type 
of  girder  if  the  outline  given  above  for  the  50-ft.  span  be  followed. 


ei  ]  2-S,dePls.l3"*t' 
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Partial  Design  of  a  QO-Ft.  Single-Track  Deck  Plate  Girder  Span 

141.  Data,— 

Length  =  90'-0"  c.c.  end  bearings. 

Dead  Load  =  12  x  90  -r  550  =  1,630  lbs.  per  ft.  of  span. 

Live  Load,  Cooper's  E50, 

Specifications,  A.  R.  £.  Ass'n. 

142.  Calculations. — Fop  the  main  girders  of  this  span  we  have: 

Maximum  End  Shear:  Maximum  Moment: 

D=   36,700  lbs.  D=   9,902,000  in.  lbs. 

Ir  =  171,500  lbs.  Ir  =  40,057,000  in.  lbs. 

7=132,000  lbs.  7=30,813,000  in.  lbs. 

340,200  lbs.  80,772,000  in.  lbs. 

Assuming  the  web  to  be  ^"  thick,  we  have 

.  ^^^    / 80,772,000     ,,«.        ,  ,     ,. 
x=  1.055^/      '  ^  A^^  =113  ins.  (about) 

for  the  economic  depth.  But,  as  a  few  inches  either  way  from  the  theo- 
retical depth  in  case  of  such  deep  girders  will  not  materially  affect  the 
design,  it  will  be  better  to  take  108''  as  the  depth,  as  this  will  give  us  a 
108''  web,  which  is  a  very  common  plate,  much  more  so  than  the  112" 
or  113".    So  we  will  assume  a  108"  x  ^''  web. 

There  are  three  types  of  flanges  suitable  for  this  girder:  One  made 
op  of  6"  X  6"  angles,  side  plates,  and  cover  plates,  as  shown  in  Fig.  176; 
one  made  up  of  8"  x  8"  angles  and  cover  plates,  as  ordinary  flanges;  or 
one  made  up  of  4 — 6"  x  6"  angles  and  side  plates  for  the  top  flange  and 
8"  X  8"  angles  and  cover  plates  for  the  bottom  flange,  as  shown  in 
Fig.  177. 

The  flanges  made  up  of  8"  x  8"  angles  and  cover  plates  the  author 
thinks  preferable.  However,  the  design  shown  in  Fig.  177  has  some 
desirable  features.  For  instance,  there  are  no  rivet  heads  on  the  top 
flange  to  interfere  with  the  ties,  as  there  are  no  cover  plates  and  the  top 
laterals  are  connected  to  the  bottom  angles  of  the  top  flange. 

The  stress  sheet  and  detail  shop  drawing  and  bills  for  this  span 
can  be  worked  up  in  the  same  manner  as  shown  above  for  the  50- ft.  span. 

All  spans  over  75  ft.  long  should  be  supported  at  one  end  upon 
rollers.  Fig.  178  shows  the  general  details  for  such  a  bearing,  which  is 
for  the  above  90- ft.  span.  Fig.  170  shows  the  general  details  for  the 
corresponding  fixed  support  for  the  same  span.  Figures  180  and  181 
show  the  shop  details  for  the  girder  shoe,  roller  shoe,  roller  nest,  and 
pedestal. 

In  designing  and  drawing  up  such  a  bearing  as  that  shown  in  Fig. 
1 78,  the  first  thing  is  to  determine  the  space  taken  up  by  the  rollers.  For 
the  above  90-ft.  span  we  have  340,200*  for  the  maximum  reaction.  The 
minimum  siae  of  rollers  is  limited  by  the  specifications  to  6"  diameter, 
and  as  plate  girder  bridges  are  comparatively  small  bridges  we  will  use 
the  minimum  siae  roller.     The  allowable  pressure  per  linear  inch  on 


X-  eJ©  -Rq — e— 

T  T  T        - 


tbese  rollrra  Is  600  x  6 
We  then  bare 
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3,600*.      (See  specifications,  also  Art.  84.) 


for  the  linear  incbea  of  roller  required.     If  we  use  five  rollers  we  have 
^^  =  19  ins.  (about) 


for  the  required  net  length  of  each  roller,  and  adding  4J"  to  each  to 
provide  for  the  slots  in  tiie  pcd' 
estal  we  have  23^"  for  the  total 
length  of  each  roller,  as  shown  in 
Fig.  178.  All  rollers  having  a 
diameter  of  6"  and  over  ere 
usually  flattened  on  the  sides  like 
those  shown  in  Figs.  178  and  181, 
and  are  known  as  segmental 
rollers.  These  rollers  should  be 
placed  quite  close  to  each  other 
so  that  their  sides  will  come  to- 
gether whenever  they  are  rolled 
beyond  the  amount  desired.  Thus 
the  rollers  are  prevented  from  fall- 
ing over.  The  distance  between 
the  rollers  (between  the  sides)  is 
usually  about  \",  as  shown  in  Fig. 
181.  After  determining  the  sise 
of  the  roller  nest,  a  preliminary 
drawing  of  the  shoes  and  pedestal 
«an  be  made  limilar  to  that  shown 
in  Fig.  178,  wherein  the  general 
dimensions  are  made  to  conform 
~to  thoae  of  the  roller  nest,  while 
the  correct  sise  of  the  pin  passing 
through  the  shoes  and  the  thick- 
ness of  metal  throughout  are  de- 
termined as  the  work  progresses. 
We  begin  by  deciding  upon  the 
general  form  of  the  shoes.  Then 
we  assume  the  siie  of  the  pin  passing  through  thorn.  Next  we  calculate 
the  required  thickness  of  the  bearings  of  the  shoes  for  the  pin  assumed. 
If  this  seems  satisfactory  we  proceed  with  the  work  of  calculating  the 
stress  on  the  pin  to  determine  whether  the  pin  assumed  is  of  correct  sisc, 
and  if  the  sise  is  found  to  be  correct  we  proceed  farther  with  the  design, 
hut  if  found  to  be  incorrect  we  start  over  and  moke  some  new  assumption, 
and  so  on,  until  the  design  is  worked  out  satisfactorily. 


V  'h  3'ih^  Acfci 


f^ 


■C  e- /(offer Shoes- F5. 
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Taking  the  case  shown  in  Fig. 
'  178,  let  us  assume  the  pin  to  be  4^" 
in  diameter.  The  total  thickness  of 
the  required  bearing  on  each  shoe  is 
then 

340,200     _    ,. 
24,000  X  41  ~   ^  "*^ 

The  central  bearing  of  each  shoe 
will  likely  be  subjected  to  a  little 
more  pressure  than  either  of  the  side 
bearings.  So  we  will  make  them  a 
little  thicker  than  the  side  bearings. 
By  making  the  central  bearing  .of 
each  shoe  l^"  thick  and  each  side 
bearing  IJ"  we  have  3J"  for  the 
total  thickness  of  bearing  on  each 
shoe,  which  is  about  equal  to  that 
required,  and  as  the  aide  bearings 
are  of  mintmum  thickness  for  such 
castings  these  thicknesses  are  quite 
satisfactory  and  hence  will  be  used. 
The  maximum  shear  and  cross 
bending  on  the  pin  occur  at  the  side 
bearings.  For  the  mazimnm  shear 
we  have 

340,200  x||  =  109,300  lbs. 


shearing  uriit  stress  on  the  4J"  pin  we  have 

109,300   _109,.TO0  _.....,. 


-in 


14.18 


For  the  maximum  cross  bending  on  the  pin  we  have 

109,300xlf"  =  150,000  inch  lbs.  (about) 
and  for  the  maximum  fiber  stress  due  to  cross  bending  we  have 

150,000  xgj  _ 


/  = 


=  20,000 lbs.  (about). 


\G4/ 


Now,  as  the  allowable  shciir  on  pins  is  12,000  lbs.  per  square  inch  sr' 
the  allowable  fiber  stress  is  24,000  lbs.  per  square  inch  (see  specific^ 
tions),  it  is  seen  from  the  above  tiiat  the  4:}"  pin  assumed  is  amply  strong 
in  fact  it  could  be  reduced  in  size,  but  as  tile  saving  in  cost  would  0 
insignificant  we  will  use  the  size  assumed.  It  also  appears  to  be  abo~ 
the  correct  size- 
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In  addition  to  having  sufficient  bearing  on  the  pin  the  shoes  should 
be  deep  enough  and  contain  enough  metal  to  resist  the  cross  bending  to 
which  they  arc  subjected. 

Considering  the  girder  shoe  (GS)  we  have  a  case  of  cross  bending 
as  indicated  in  Fig.  182.     For  the  maximum  moment  we  have  • 

^^^340^00_  X  7^  X  3j  ^  638,000  inch  lbs.  (about), 
15 

which  occurs  at  the  vertical  transverse  section  c-c  through  the  pin  hole. 
The  moment  of  inertia  of  this  cross-section  of  the  shoe  (not  subtracting 
the  pin  hole)  is  about  390.  Then  for  the  maximum  compressive  unit 
stress  due  to  cross  bending  we  have 

and  for  the  maximnm  tensile  unit  stress  we  have 

.     638,000x31      ^^^^,^ 

f'=      390      -'^^QQ^^«' 

This  shows  that  the  girder  shoe  is  amply  strong,  as  far  as  cross  bending 
is  concerned,  as  16,000  lbs.  unit  stress  is  permissible.  The  bending  on 
the  roller  shoe  {RS)  can  be  determined  in  the  same  manner.  Further 
designing  of  the  shoes  is  very  much  a  matter  of  common  judgment. 

Regarding  the  above  calculations 
it  may  first  appear  that  the  material  cut 
out  of  the  vertical  section  c-c  by  the  pin 
hole  should  be  deducted  from  the  sec- 
tion in  determining  the  moment  of 
inertia.  But  this  is  far  from  being  cor- 
rect, as  the  top  half  of  the  pin  is 
assumed  to  transmit  24,000  lbs.  per 
square  inch  against  the  shoe — this  we 
can  rely  upon — and  owing  to  the  lateral 
deformation  of  the  pin  there  will  be 
some  horizontal  pressure  (perhaps  equal 
to  Poisson's  ratio) ;  so,  taking  all 
in  all,  the  above  assumption  is  fairly 
correct. 

The  designing  of  the  pedestal  (RP)  is  very  much  a  matter  of  com- 
mon judgment.     The  pedestal  should  be  at  least  4  ins.  or  5  ins.  high  in 
order  to  have  the  rollers  above  snow,  slush,  and  dirt,  and  should  be  broad 
and  long  enough  to  support  the  load  coming  on  them  without  producing 
a  greater  pressure  upon  the  masonry   than   600   lbs.   per  square   inch. 
There  should  be  open  slots  extending  down  from  the  top  as  shown  in 
Fig.    178,  so  that  dirt  will   not   accumulate  between   the   rollers.     The 
longitudinal  circular  holes  should  be  cored  in  the  casting  and  the  slots 
^t  from  the  solid  when  the  nedrstnls  nre  being  finished  in  the  machine 
shon.     Th»<i  will  fmurd  aeain<?t  the  peHrstal  war^^ing  when  cooling.     The 
^et«fls  of  fhe  fixed  bearing  shown  in  Fig.  179  are  considered  to  be  self- 
explanatory. 


0 
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143.  Flange  Splices. — The  flanges  of  all  plate  girders  over  90  ft- 
long  must  be  ^plicL-d,  as  that  is  about  the  maximum  length  of  angles  aiid 
cover  plates  obtainable.  These  splices  should  preferably  he  syoi metrically 
arranged  in  rcfercnee  to  the  center  of  the  span.  The  flange  angle  splf 
should,  as'  a  rule,  be  nearer  to  the  ends  of  the  girder  than  to  llie  cen 
of  the  span,  and  only  one  flange  angle  should  be  cut  off  at  a  sphce.  That 
is,  one  flange  angle  should  be  spliced  on  one  side  of  the  girder  on  one 
side  of  the  center  of  the  span  and  the  other  flange  angle  should  be 
spliced  on  the  other  side  of  the  girder  at  a  corresponding  point  on  the 
other  side  of  the  center  of  the  span,  as  shown  in  Fig.  183.  Here  the 
near  flange  angle  is  spliced  at  D,  one  part  extending  from  2>  to  B,  and 
the  other  part  from  D  to  A,  while  the  far  flange  angle  is  spliced  at  E, 
one  part  extending  from  £  to  ^J  and  the  other  part  from  E  to  B. 


hat  -    ^ 


The  splice  of  a  flange  angle  should  be  made  by  means  of  an  an^ 
having  the  aauie  net  area  of  cross-section,  as  the  flange  angle.  The  spli 
angle  must  be  ground  to  lit  the  fillet  of  the  flange  angle  end  its  legs  cut 
so  as  not  to  project  beyond  the  legs  of  the  flange  angle,  as  indicated  at 
section  S-S.  (Fig.  183.)  It  is  general  practice  to  use  two  splice  angles 
at  each  splice,  one  on  each  side  of  the  girder.  The  splice  angle  on  the 
side  of  the  flange  angle  .spliced  should  he  of  sufficient  cross-section  in 
tvery  case  to  splice  that  angle.  The  splice  angle  on  the  other  side  of 
the  girder  is  used  simply  to  balance  the  flange  section  at  that  point. 

The  cover  plates  are  usually  spliced  by  extending  the  adjacent  covex 
plates  a  short  distance  beyond  their  theoretical  length,  as  shown  in  "" 
183.     As  a  rule,  the  cover  plates  next  to  the  flange  angles  are  the 
ones  that  need  to  he  spliced.     Cover  plates,  of  course,  can  be  spliced 
simply  using  a  short  plate  having  the  same  area  of  cross-seetion  as 
plate  spliced,  but  usually  this  presents  an  unsightly  appearance. 

As  an  example  in  figuring  splices,  let  the  two  flange  angles  shown 
Fig.  183  be  2— Ls  ti"  x  (J"  x  g",  as  indicated.  For  the  net  area  of  eith* 
of  these  flange  angles  we  hove  (using  j"  rivets)  7.11-1.25  =  5.861^".  Then 
for  the  allowable  stress  in  each  flange  angle  wc  have  5.86x16.000  = 
!)3,T00*.  Then  for  the  number  of  J"  shop  rivets  required  on  each  side 
of  the  splice  (in  the  splice  angle)  we  have  93,7004-7,200  =  13  rivets  (ifti 
single  shear),  Aa  is  seen,  14  arc  used — 7  in  tile  vertical  leg  and  7  in  "" 
horizontal  leg.  The  splice  angle  at  each  splice  should  have  5.86°" 
Using  a  6"s6"s  ji"  angle,  and  deducting  1.37'^"  for  rivet  holes 
0.86°"  for  the  cutting  of  the  legs  and  for  the  grinding  to  fit  fiUrt, 
have  7.78-1.37-0.86  =  5.55°"  net,  which  is  about  correct. 


»Vt!X    ^^ 

ith»  1^ 
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The  calcalation  for  the  splicing  of  a  cover  plate  is  simply  a  matter 
of  determining  the  namber  of  rivets  required  in  single  shear  to  develop 
the  strength  of  the  plate  spliced.  The  student  should  have  no  trouble 
in  doing  that. 

144.  Oraphical  Determiiiatioa  of  Live-Load  Shear  and  Bending 
Uoment  on  Deck  Plate  Girder  Bridges.— The  analytical  method  out- 
lined in  Art.  133  is  generally  used,  as  it  is  simple  in  application  and  the 
resnlts  obtained  arc  absolutely  numerically  accurate,  yet  the  graphical 
method  is  fully  as  simple  in  application  and  the  results  obtained  are 
quite  accurate  enough.  The  graphical  method  at  least  affords  an  excel- 
lent means  of  checking  results  obtained  anal3^ically,  and  if  for  no  other 
reason  than  this  the  engineer  should  be  familiar  with  the  method.  In 
fact,  there  are  two  methods :  that  of  influence  lines  and  the  one  wherein 
the  eqailifariom  polygon  is  used. 


The  application  of  infiuence  lines  is  fully  given  in  Arts,  100  and 
101.  As  an  application  of  the  equilibrium  polygon  let  us  take  the  case 
of  the  50-ft.  span  treated  analytically  in  Art.  133,  where  Cooper's  £50 
loading  is  used.  Let  AB  (Fig.  184)  rcprcsL'nt  the  span  drawn,  say,  to 
i"  scale.  From  inspection  of  the  diagram  in  Table  A  (in  the  back  of 
this  book)  we  can  see  that  the  maximum  end  shear  will  occur  when 
wheel  2  is  at  the  end  of  the  girder  and  wheels  2  to  10  (inclusive)  are 
on  the  span,  as  shown  in  Fig.  184.  After  the  loads  are  thus  placed,  the 
next  thing  to  do  is  to  lay  oS  the  load  line  uo  (say,  to  n  ^-in.  scale)  at 
(6),  and  construct  the  ray  diagram,  as  explained  in  Alt.  95,  and  draw 
the  corresponding  equilibrium  polygon  ab  . .  .na  at  (a).  Then  by  draw- 
ing from  O  (at  b)  the  line  OE  parallel  to  the  closing  line  an,  we  have 
the  maximum  end  shear  given  by  the  part  of  the  load  line  extending  from 
E  to  u  which  can  be  scaled,  using  the  same  unit  of  scale  as  was  used  in 
laying  off  the  load  tine. 

To  determine  the  shear  at  any  point  K  of  the  girder,  place  the  point 
K  under  wheel  2  by  moving  the  girder,  so  to  speak,  to  the  left,  so  that 
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the  end  A  will  be  at  ^'  and  the  other  end  will  be  at  B'  and  wheels  1  to  7 
will  be  on  the  span.  Then  add  wheel  1  to  the  load  line  and  draw  the 
ray  wO  and  extend  the  equilibrium  polygon  on  to  «  and  we  have  the 
equilibrium  polygon  sta . . .  fs^s.  Then  draw  OE'  in  the  ray  diagram 
parallel  to  the  closing  line  ss^  and  we  have  the  maximum  shear  at  point 
K  given  by  the  part  of  the  load  line  extending  from  E'  to  ii.  In  this 
manner  the  maximum  shear  at  any  point  on  the  span  can  be  determined. 
To  determine  the  maximum  bending  moment  place  the  loads  on  the 
span,  as  shown  in  Fig.  185,  so  as  to  satisfy  the  criterion  for  maximum 
bending  moment  as  per  Art.  88.     Then  construct  the  ray  diagram   as 


L^        ft  K  lOQOOcf 


@  (^(^@@    (j^oi^ah 


B 


d^     f 


Fiff.   185 


shown  at  (&)  and  draw  the  corresponding  equilibrium  polygon  a& . . .  ma, 
and  we  obtain  the  maximum  moment  by  multiplying  the  ordinate  e^e 
under  wheel  13  (c'e  must  be  scaled  off  in  feet  or  inches  to  the  same 
scale  as  was  used  in  laying  off  the  length  of  span  at  (a)  and  spacing 
the  loads)  by  //,  the  pole  distance  which  is  laid  off  in  pounds  to  the 
same  scale  as  the  load  line.  If  the  ordinate  e'e  is  taken  in  feet  the 
bending  moment  will  be  in  foot  pounds,  and  if  taken  in  inches  the  bending 
moment  will  be  in  inch  pounds. 

Such  a  diagram  as  shown  in  Fig.  186  is  very  convenient  if  the  work 
to  be  done  is  extensive  enough  to  warrant  the  drawing  of  it.  In  offices 
where  one  loading  is  used  for  all  bridges  it  is  advisable  to  draw  up  such 
a  diagram  of  tlie  loading  on  a  sheet  of  thick  cardboard,  inking  in  all 
linos  shown  in  Fig.  18()  except  the  closing  lines.  The  closing  lines  can 
be  drawn  lightly  in  pencil  as  needed  and  then  erased.  In  this  way  the 
diagram  can  he  used  in  determining  the  shears  and  moments  for  any 
number  of  bridges.  The  diagram  shown  in  Fig.  186  is  for  Cooper's  £40 
loading.  Tlic  loads  are  spaced  off  to  -j^-in.  scale  on  the  horizontal  line 
at  the  top  of  the  sheet.  Then  the  load  line  LL  is  laid  off  to  a  V<^-in.  scale 
and  the  ray  diagram  is  constructed,  as  sliown,  and  the  corresponding 
equilibrium  polygon  ABC  is  drawn,  and  then  the  scale  lines  are  drawn 
below  this,  as  shown. 

To  show  the  manner  of  using  the  diagram  in  Fig..  186,  let  us  take 
the  case  of  a  50-ft.  span.  The  maximum  moment  due  to  Cooper's  loading 
in  the  case  of  most  deck  plate  girder  bridges  will  occur  under  one  of  the 
four  wheels  11  to  14  (this  we  obtain  from  experience).  So,  beginning  with 
zero  at  wheel  13  we  lay  off  the  scale  line  HII  into  5-ft.  units.  To  determine 
the  maximum  bending  moment  in  this  50-ft.  span  let  us  start  by  assuming 
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that  the  span  extended  out  35  ft  each  side  of  wheel  13.  Then  drawing 
the  closing  line  1-1  we  have  the  equilibrium  polygon  1-B-l,  and  by 
scaling  off  the  maximum  ordinate  between  the  closing  line  1-1  and  the 
curve  1-B-l  and  moltiplying  it  by  the  pole  distance  given  in  the  ray 
diagram  we  obtain  the  maximum  bending  moment  for  the  span  in  that, 
positian.  By  moving  the  span  5  ft.  to  the  right  and  drawing  the  closing 
line  2-2  we  have  the  eqtiilibrium  polygon  2-B-2  and  by  scaling  off  the 
maximum  ordinate  and  multiplying  it  by  the  pole  distance  we  obtain 
the  maximum  bending  moment  for  the  span  in  that  position,  and  moving 
the  span  to  the  left  the  eqiiilibrium  polygon  3-B-3  is  drawn  and  the 
maximnm  bending  moment  for  the  span  in  that  position  can  be  deter- 
mined. Now,  by  simply  drawing  a  few  of  these  sub- equilibrium  polygons 
the  absolute  maximum  ordinate  can  be  ascertained  from  the  intersection 
of  the  closing  lines  with  the  verticals  through  the  wheels.    The  maximum 


JUi.i,ii.i.liii.i,ii.i. 


ordinate  will  always  be  tmder  a  wheel,  and  after  a  sufficient  number 
of  closing  lines  are  drawn  the  maximnm  ordinate  can  be  quickly  deter- 
mined by  the  aid  of  a  pair  of  dividers  and  then  scaled  off  and  multiplied 
by  the  pole  distance.  In  this  way  the  maximnm  bending  moments  are 
determined  without  bothering  with  the  criterion  for  maximum  moment, 
as  is  necessary  when  other  methods  are  used. 

To  determine  the  maximum  end  shear  on  the  50-ft.  span,  place 
wheel  2  at  the  end  of  the  span.  Now  using  the  scale  line  SS,  the  span 
will  extend  50  ft.  to  the  right  of  wheel  2  and  wc  obtain  an  equilibrium 
polygon  which  has  the  closing  line  nn'.  Then  drawing  Pr  in  the  ray 
diagram  parallel  to  this  closing  line  we  have  the  maximum  end  shear 
or  resetioa  g^ven  by  the  part  of  the  load  line  extending  itom  t  te  c.  l^-^ 
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the  following  construction  the  end  shears  can  he  ohtained  more  quickly 
than  if  scaled  from  the  ray  diagram:  From  n  (on  the  equilibrium 
polygon)  lay  off  the  horizontal  line  nm  equal  lo  the  pole  distance  EP 
and  draw  the  vertical  line  Jck'  through  tn  and  prolong  the  segment  gn, 
of  the  equilibrium  polygon^  until  it  intersects  this  vertical  line  at  k\ 
Then  we  have  the  triangle  nmk'  equal  to  the  triangle  Pre  (in  the  ray 
diagram),  and  hence  xk^  is  equal  (by  scale)  to  the  maximum  end  shear 
on  the  50- ft.  span.  Likewise,  x'  k'  and  x''A:'  are  equal,  respectively,  to 
the  maximum  end  shear  on  a  60-ft.  and  75-ft.  span. 

The  equilibrium  polygon  ABC  can  be  used  in  general  to  determine 
the  shear  at  any  point  in  a  span  in  the  manner  explained  in  the  case 
shown  in  Fig.  184. 

Problem  L  Construct  a  diagram  for  Cooper's  £50  loading  similar 
to  the  diagram  shown  in  Fig.  186  and  determine  from  it  the  maximum 
end  shears  and  bending  moments  on  a  40-ft.,  50-ft.,  60-ft.,  70-ft,  80-ft., 
and  90-ft.  span. 

DRAWING  ROOM  EXERCISE  NO.  3 

Design  a  60-ft.  single-track  deck  plate  girder  railroad  bridge  and 
make  a  stress  sheet  for  the  same.  The  finished  drawing,  similar  to  that 
shown  in  Fig.  169,  is  to  be  upon  an  18''  x  24''  sheet  of  tracing  cloth. 

DaU: 

Length  =  60 '-0"  c.c.  end  bearings. 

Width  =  6'-6"  C.C.  girders. 

Height,  to  be  determined  by  student. 

Dead  Load,  to  be  determined  by  the  student. 

Live  Load,  Cooper's  E50, 

Specifications,  A.  R.  E.  Ass'n. 

DRAWING  ROOM  EXERCISE  NO.  4 

Make  a  shop  drawing  and  shop  bills  for  the  60-ft.  bridge  specified 
in  Drawing  Room  Exercise  No.  3.  The  finished  drawing,  similar  to  that 
shown  in  Fig.  171,  is  to  be  upon  a  24"  x  36"  sheet  of  tracing  cloth. 

THROUGH  PLATE  GIRDER  BRIDGES 

146.  Preliminary. —  Through  plate  girder  bridges  are  used,  as  a 
rule,  only  when  the  under  clearance  will  not  permit  of  the  use  of  a  deck 
span — owing  to  the  cost  of  the  through  bridge  being  considerably  more 
than  the  deck  bridge.  The  ordinary  through  plate  girder  bridge  is  com- 
posed of  two  main  girders  and  a  floor  system  composed  of  longitudinal 
beams  (or  girders),  which  support  the  ties  and  are  known  as  stringers, 
and  cross  beams,  which  support  the  stringers  and  are  known  as  floor 
beams. 

An  isometric  view  of  an  ordinarv  single-track  through  plate  girder 
span  is  shown  in  Fig.  187,  where  the  names  of  the  different  parts  of 
the  structure  are  given. 

Double-track  through  plate  girder  bridges  are  usually  the  same  in 
construction  as  the  single-track  bridges,  except  the  main  girders  in  the 
dooble-track  strnctnres  are  farther  apart  and  the  floor  system  provides 
for  the  two  tracks,  which  requires  twice  as  many  stringers. 
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Complete  Design  of  a  60-Ft.  Single-Track  Through  Plate  Girder  Span 

146.  Data.— 

Length  =  4  panels  @  15'-0"  =  60'-0"  c.c.  end  bearings. 
Width  =  15''-6"  c.c.  main  girders. 
Assumed  Dead  Load: 

For  main  girders,  (13  x  GO  +  600  ^  400)  =  1,780  lbs.  per  ft, 

of  span. 
For  stringers,  (12  x  15  +  100  +  400)  =680  lbs.,  say  700  lbs., 
per  ft.  of  span. 
Live  Load,  Cooper's  E50  loading. 
Specifications,  A.  R.  E.  Ass'n. 

147.  Design  of  15-Ft.  Stringers. — It  is  usually  necessary  to  make 
the  stringers  in  through  plate  girders  just  as  shallow  as  good  details  will 
permit,  owing  to  the  under  clearance  being  limited.  This  can  be  accom- 
plished best  by  the  use  of  I-beams,  two  or  more  under  each  rail.  So  we 
will  use  I-beams. 

For  dead-load  moment,  using  the  load  assumed  in  Art.  146,  we  have 

M=^x-^x  15%  12  =  118,000  inch  lbs. 

For  live-load  moment  we  have 

Af' =  1,875,000  inch  lbs.  (same  as  Art.  130). 
For  impact  we  have 

/=  1,785,000  inch  lbs.   (same  as  Art.  130). 
Then  we  have  for  the  total  bending  moment 

11 8,000  +  1,875,000  +  1,785,000  =  3,778,000  inch  lbs. 

Then  for  the  section  modulus  we  have 

3,778,000 


16,000 


=  236.     (See  Art.  105.) 


This  calls  for  2 — Is,  20"  x  70^,  under  each  rail.     That  is,  each  stringer 
is  to  be  composed  of  2 — 20"  x  70^  I-beams. 

For  dead-load  end  shear  on  each  stringer  we  have 

R=--  X  -^-  =2,625  lbs.,  sav  2,600  lbs. 
2        2'  >      >      » 

For  live-load  end  shear  we  have 

22' =  50,000  lbs.  (same  as  Art.  130) 

and  for  impact  we  have 

7  =  47,600  lbs. 

Then,  for  the  total  end  shear  we  have 

2,600  +  50,000  +  47,600  =  100,200  lbs. 
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Preliminary  estimate  of  weight  of  stringers. 

4— li   20''x:0^xl5'-0''   =4/200  lbs. 
1— [   9'' X  20#  X  3'-9' 


k// 


=      7 


2 — end  con.  Ls  on  9"  [s     = 
2— [s   12"x25#xr-3''      = 


5  lbs. 
21  lbs. 
62  lbs. 


I 


I 


Total  weight  of  one  panel  =  4^358  lbs. 

Weight  of  stringers  per  ft.  of  span  =  4^358-r  15  =  289  lbs.  metal. 
Weight  of  deck  =  4001bs.  metal 

Total  dead  load  for  stringers  per  ft.  of  span  =  689  lbs.  metal. 

This  shows  that  the  700  lbs.  dead  load  assumed  above  is  about 
correct- 

148.    Design  of  Intermediate  Floor  Beams. — The  dead  load  on 

these  beams  consists  of  the  dead  weight  applied  to  them  by  the  stringers 
and  also  tlic  weiglit  of  the  floor  beams  themselves. 

The  dead  load  from  the  stringers  is  concentrated  on  the  floor  beams 
at  the  points  where  the  stringers  are  connected  to  them.  This  concen- 
tration at  each  point  is  equal  to  twice  the  dead-load  end  shear  on  one 
stringer  which  is  given  above  as  '^,600  lbs.  So  each  concentration  is 
2,<>0()  x2  =  o,'200  lbs.  The  weight  of  the  floor  beam  is  a  uniform  load. 
Such  floor  beams  usually  weigh  about  3^600  lbs.  each.  So  we  will  assume 
that  weight.  Then  the  dead  load  on  any  intermediate  floor  beam  will  be 
as  shown  in  Fig.  187 A,  where  A-B  represents  the  beam. 

It  is  readily  seen  from  Fig.  187A  that 
zero  shear  occurs  at  the  center  of  the  beam 
and   hence   that  is   the   point   of  maximum 
moment.     As   the   bending  moment  on  the 
floor  beam  due  to  the  two  concentrated  loads 
is  constant  between  the  stringers  it  is  cus- 
tomary to  multiply  one  concentration  by  its 
distance  from  the  end  of  the  beam  to  obtain 
the  bending  moment  due  to  these  loads. 
To  show  the  correctness  of  this  method  let  AB,  Fig.  188,  represent 
a  floor  beam  supporting  the  two  equal  concentrated  loads  P,  as  shown. 
Taking  moments  about  the  center  of  the  beam  we  have,  since  R  =  P, 

«=«(..^-)-p|,p«.p|-p|.=p.. 

That  the  moment  between  the  loads  is  constant  can  also  be  shown  very 

readily  by  graphics:    Lay  off  the  load  line  VJVS 

(Fig.  ISS)  and  construct  the  ray  diagram  J'OS 

and  draw  the  corres|>onding  equilibrium  polygon 

efffhe.     Now,  as  the  reactions  are  equal  for  the 

two  loads,  the  closing  line  eh  must  be  parallel  to 

the  ray  OIF,  and  as  the  segment  ffj  is  parallel 

to  this  ray  also,  it  is  seen  that  the  ordinates  of 

the   equilibrium   polvgon   are   constant   between 

the  two  loads,  and  hence  the  moment  between 

them  must  be  constant.     Now  going  back  to  the  Pi^.  igg 


.■»""J    F'""'  •  •  •■  f  »J 


R 


S-J"  15'0' 


mm/m. 


S^j'lt 


t 


fs-i; 


Flff.  187A 
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problem  in  hand^  we  have  the  moment 

M  =  5,200  X  63  =  327,600  inch  lbs. 
from  the  concentrated  load  and 

M'  =i  X  ^^^  X  15^5'  X  12  =  83,700  inch  lbs. 
8       15.5 

from  the  weight  of  the  floor  beam,  making  a  total  maximum  of  411^300 
inch-lbs.  dead-load  bending  moment. 

It  is  obvious  that  the  maximum  live-load  bending  moment  on  the 
floor  beam  will  occur  when  the  maximum  live-load  concentrations  from 
the  stringers  on  to  the  floor  beam  occur.  So  it  is  first  necessary  to  deter- 
mine the  position  of  the  wheels  when  the  maximum  live-load  concentra- 
tions occur. 

Let  Fig.  189  represent  two  adjacent  panels  of  stringers  with  a  floor 

beam  at  each  of  the  ends.  A,  B, 
X  ^  z  and   C.     Let  I  be  the  length   of 

panel  AB  and  V  the  length  of 
panel  BC,  as  indicated.  Let  W 
be  the  total  weight  of  the  wheels 
in  panel  AB,  the  center  of  gravity 
of  which  we  will  assume  is  x  dis- 
tance from  A,  and  let  W^  be  the  total  weight  of  the  wheels  in  panel  BC, 
the  center  of  gravity  of  which  we  will  assume  is  z  distance  from  C. 
Let  r  be  the  concentration  on  the  floor  beam  at  B  due  to  the  wheels  in 
the  panel  AB,  and  let  r'  be  the  concentration  due  to  the  wheels  in  the 
panel  BC,  and  let  R  be  the  concentration  on  the  floor  beam  at  B  from 
the  wheels  in  both  panels.     Then  we  have 


E 


o  o 


1 


a 


'^v 


*c 


Fiir.  189 


r\ 


R  =  r+r' 

Taking  moments  about  A  we  have 

•~  I 

and  taking  moments  about  C  we  have 


(1). 


r'  = 


V 


Then  substituting  these  values  in  (1)  we  have  the  general  expression 

Wx     Wz 

jr (2) 


^=^^-^- 


l 

for  the  concentration  on  the  floor  beam  at  B,  Now,  if  the  wheels  roll 
to  the  left,  r  will  decrease  and  r'  increase  provided  no  wheels  pass  B, 
and  just  the  reverse  is  true  if  the  wheels  roll  to  the  right.  Now  if  the 
weight  of  the  wheels  in  the  two  panels  is  such  that  the  increment  of  r 
is  just  equal  to  the  increment  of  r'  for  a  very  slight  movement,  it  is  evi- 
dent that  the  increment  of  the  concentration  R  will  be  zero  and  hence  R 
will  then  be  a  maximum,  for  otherwise  it  would  be  either  increasing  or 
decreasing.  If  increasing,  it  evidently  has  not  reached  the  maximum; 
and  if  decreasing,  it  has  passed  the  maximum.  So,  differentiating  equa- 
tion (2)  we  have 
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_,„    Wdx     W'ds     „ 


■Butdz  =  dx.    Then  we  have 


dR 
dx 


W 

I 


r 


w    w 


=  0    or  -r-  = 


I        V 


fl 


^feat  is,  the  unit  load  in  one  panel  will  be  equal  to  the  unit  load  in  the 
®^lier  panel  when  the  maximum  concentration  on  the  floor  beam  occurs. 
If  the  panels  are  of  equal  length,  as  they  are  here,  we  have 

■*  ^^at  is,  the  maximum  concentration  on  the  floor  beam  will  occur  when 

*^  ^  load  in  one  panel  is  equal  to  the  load  in  the  other.     Now  the  increment 

^^      R  can  change  sign  only  when  a  wheel  passes  the  floor  beam  at  B, 

^^^^    there  will  be  a  load  at  that  point  when  the  maximum  concentration 

urs.     It  is  evident  that  this  criterion  for  maximum  concentration  on  the 

r  beam,  so   far  established,  can  be  satisfied  by  most  any  grou})  of 

eels,  but  it  is  also  evident  that  the  absolute  maximum  concentration  will 

C2ur  when  the  heaviest  group  of  wheels  is  near  the  floor  beam.     So  the 

«>ole  criterion  for  maximum  concentration  on  an  intermediate  floor  beam 

*^^^^  be  stated  as  follows: 

The  maximum  concentration  will  occur  when  the  heaviest  group  of 
"^^^^eels  is  near  the  floor  beam  and  one  wheel  at  it,  and  when  the  load  in 
^'^€  panel  is  equal  to  the  load  in  the  other. 

The  next  thing  in  our  case  is  to  satisfy  this  criterion.  Referring  to 
*  able  A  we  can  see  that  wheels  1  to  5  are  as  heavy  a  group  of  wheels  as 
^^n  be  placed  on  two  adjacent  panels. 

Let  us  place  them  as  shown  in  Fig.  190.  Then  the  load  in  panel 
^5  =  30,000  lbs.,  and  that  in 
Be  =  40,000  lbs.  This  does  not 
Seem  to  be  very  close  to  the  re- 
quirement— that  the  loads  in  the 
two  panels  be  equal.  But  by  trial 
it  will  be  found  to  be  as  close  as 
possible  and  still  satisfy  the  first 
part  of  the  criterion  at  the  same 
time.     It  is  not  often  that  this 

criterion  can  be  satisfied  absolutely  as  to  the  loads  in  the  panels  being 
equal.  We  should,  however,  place  the  loads  so  that  the  criterion  is  as 
nearly  satisfied  as  possible.  In  testing  for  the  criterion  the  load  at  the 
floor  beam  can  be  considered  as  bcinc:  equally  divided  between  the  two 
panels;  that  is,  one-half  of  its  weight  being  considered  in  each  panel, 
or  it  can  be  ignored  as  was  done  above.  It  will  make  no  difference  which 
way  it  is  considered. 

So,  taking  the  position  shown  in  Fig.  100  as  satisfying  the  criterion  and 
taking  moments  about  C,  we  have 
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^ 
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*  ,s'  f  I.'  f 


Fig.   100 


20,000  (~^)  =  20,000  lbs., 
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and  taking  moments  about  A  we  have 

10,000  X  2  +  20,000  X  10 
15 


=  14,660  lbs. 


Then  adding  these  two  concentrations  to  the  20,000-lb.  load  at  the  floor 
beam,  we  have 

R  =  20,000  + 14,660  +  20,000  =  54,600  lbs. 

for  the  maximum  floor  beam  concentration  due  to  Cooper's  £40  loading, 
and  multiplying  this  by  50/40  to  reduce  it  to  £50,  we  have 

Kf) 

^  X  54,600  =  68,200  lbs.  (about) 
for  the  maximum  concentration. 


s 

S 


I 


Then  the  maximum  live  load  on  the  floor 
beam  will  be  as  shown  in  Fig.  191. 
B  For  the   maximum   live-load   bending  mo- 


^1     ^-^^^^2^J    ^-^^[|    ment,  we  have 

^  ^^  M  =  68,200  X  63  =  4,297,000  inch  lbs., 

and  for  the  impact  we  have 


7  = 


300 


X  4,297,000  =  3,906,000  inch  lbs. 


30  +  300 

Now  adding  the  above  maximum  dead-  and  live-load  bending  moments 
and  impact  together  we  have 

411,000  +  4,297,000  1 3,900,000  =  8,614,000  inch  lbs. 

for  the  total  maximum  bending  moment  oif  the  floor  beam  for  which  the 
beam  must  be  designed  to  resist. 

For  the  maximum  end  shear  on  the  floor  beam  due  to  dead  load  we 
have 

5,200  +  ^^^  =  7,000  lbs.   (See  Fig.  187A.) 

From  live  load  we  have  68,200  lbs.,  as  sliown  above  (Fig.  191),  and  from 
impact  we  have 

Then  adding  the  above  dead-  and  live-load  end 
shears  and  impact  together,  we  have 

7,000  +  68,200  +  62,000  =  137,200  lbs. 

for  the  total  maximum  end  shear. 

The  next  thing  is  to  design  the  floor  beam. 
The  flanges  of  such  floor  beams  are  usually  com- 
posed of  6'^  X  6^'  angles,  and  the  stringers  should 
fit  in  between  the  flanges  as  shown  in  Fig.  192  so 
as  to  avoid  fillers.  So  giving  a  ^''  clearance  at  both  the  top  and  bottom 
of  the  stringers,  as  shown,  we  obtain  a  floor  beam  32^^'  deep.      The 


Fig.   192 
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distance  from  the  back  of  the  6"  x  (5"  flange  angles  to  their  center  of 
irravity  could  be  obtained  from  a  handbook  or  from  Table  0  provided 
the  exact  weight  of  them  were  known.  However,  we  can  obtain  the 
average  from  this  source.  So  let  us  tnke  1.7.S"  as  the  average.  Then 
for  the  approximate  effective  depth  we  have 

32.5-1.78x2  =  28.94  ins. 

Now  dividing  this  into  the  maximum  bending  moment  given  above  we  have 

^'ol*oT"  =  2!'8,000  lbs.  (about) 

for  the  flange  stress.    Then  we  have 

298,000 


16,000 


=  18.0  sq.  ins. 


for  the  net  flange  area  required  minus  one-eighth  of  the  area  of  the  cross- 
section  of  the  web.  Let  us  assume  the  web  to  be  32"  x^".  Then  one- 
eighth  of  the  area  of  web  =  2°". 

Then  for  the  make-up  of  each  flange  we  have 

Gross  Net 

2_Ls  6"  X  6'  X  fj"=  18.18"" -1.62  =  16.56°" 
i  area  of  web  =    2.00°" 


18.56°" 

Now  for  the  actual  effective  depth   (since  we  know  the  weight  of  the 
flange  angles)  we  have 

32.5-1.8x2  =  28.9  ins., 

which  is  practically  the  same  as  assumed  above. 

As  the  floor  beam  has  no  regular  stiffeners  (the  stringers,  however, 
stiffen  it)  the  vertical  distance  between  the  flange  angles  can  be  taken  as 
d  in  Formula  (1),  Art.  118.    Then  we  have 

20.5= -^(12,000-*). 
40 

from  which  we  obtain 

*  =  10,360  lbs.,  say,  10,000  lbs. 

Now  dividing  this  into  the  maximum  end  shear  given  above  we  have 

137,200 


10,000 


=  13.72  sq.  in. 


for  the  required  area  of  the  eross-soetion  of  the  web.  The  web  assumed 
above  has  16°",  which  is  a  little  more  than  required,  but  if  a  thinner  web 
be  used  the  flange  rivets  would  be  quite  close  together,  perhaps  too  close. 
This  trouble  often  occurs  in  such  shallow  floor  beams.  So  we  will  use  the 
assumed  web  32"  x  J". 
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Preliminary  estimate  of  the  weight  of  an  intermediate  floor  beam.* 

1— web  32"  X  V  X  15.5'  x  54.4# =    843  lbs. 

4— Ls  6"  X  6"  X  if'  x.15.5'  x  31# =1,922  lbs. 

Gusset  plates  (1  plate  GO"  x  i"  x  4'-0"  for  the  two)  @  102# 

per  ft =    408  lbs. 

4— Ls  3i"  X  3^"  X  f"  X  4'-0"  x  8.5#  (on  gusset  plates  or 

brackets) =     136  lbs. 

2— Ls  3i"  X  3i"  X  t"  X  2'-6"  x  8.5^  (end  con.  angles) =      42  lbs. 

4— special  plates  16"  x  J"  x  l'-8"  x  27.20# =     181  lbs. 

3,532  lbs. 

2.5%  for  rivets 88  V-s. 

Total    3,0^0  Ijs. 

This  shows  that  the  3,600  lbs.  assumed  weight  of  the  floor  beam  is 
very  close  to  the  actual  weiglit  and  hence  no  recalculations  are  necessary 
as  10  per  cent  variation  either  way  is  permissible. 

149.    Design  of  End  Floor  Beam. — The  designing  of  end  floor 

beams  is  very  much  the  same  as  that  of  intermediate  floor  beams.  The 
concentrations,  however,  are  different  and  the  weight  of  the  beams  them- 
selves is  a  little  less. 

Each  concentration  from  dead  load  is  equal 
to  the  dead-load  end  shear  on  a  stringer  and 
each  live-load  concentration  is  equal  to  the  maxi- 
mum live-load  end  shear  on  the  same.  Then 
assuming  the  weight  of  an  end  floor  beam  to  be 
3,000  lbs.  we  have  the  loading  on  the  beam  as 
shown  in  Fig.  193,  using  the  end  slicars  given 
in  Art.  146.  Then  we  have  for  the  dead-load 
moment. 

M  =  2,600  X  63  =  163,800  inch  lbs. 

from  the  concentrated  dead  load  and 

M'  =  ^x  3,000x15.5x12  =  69,750  inch  lbs. 

from  the  weight  of  the  floor  beam,  making  a  total  of  233,550  inch  lbs.  for 
the  total  maximum  dead-load  bending  moment. 
For  the  live-load  bending  moment  we  have 

M"  =  50,000x63  =  3,150,000  inch  lbs., 

and  for  the  impact  we  have 

7  =  3,150,000  (^7^7^^^^  1  =  3,00 0,000  inch  lbs. 

\l0  +  e30()/ 

Now  adding  these  moments  and  impact  together,  we  have 

233,550  +  3,150,000  I  3,000,000  =  6,383,550  inch  lbs. 

for  the  total  maximum  bending  moment. 

Assuming  an  effective  depth  of  29"  we  have 

6,383,550 


A 


w//m///AVA'msi;)hm//m/m 


5-3"  .    S'-O" ,   S-3'' 


IS '6 


// 


FiflT.  193 


29 


=  220,000  lbs.  (about) 


•  Those  prGliminary  estimates  are  made  before  the  detail  drawings  are  made  and 
are  intended  to  be  only  approximately  correct. 
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for  the  flange  stress.    Then  we  have 

-^g-jjjjjj-  =  13.70  sq.  .ns. 

for  the  net  area  required  for  each  flange  minus  one-eighth  of  the  area  of 
the  cross-section  of  the  web. 

Assuming  the  web  to  be  32"  x  |"  =  12°",  one-eighth  of  the  area  of 
the  web  is  1.5°".    Then  for  each  flange  we  have 

2— Ls  6"  X  G"  X  T%"  =  12.86°"  -  1.12  :?11.74°"nct 
i  area  of  web  =  1.50°"  net 

13.24°"  net 

As  is  seen,  the  net  area  of  this  flange  is  about  0.51°"  less  than  required, 
but  the  6"  X  6"  x  |"  angles  give  a  flange  about  0.72°"  too  large,  so  the 
above  will  be  used. 

For  the  maximum  end  shear,  as  is  readily  seen  from  Fig.  193,  we  have 

D  =  1,500  +  2,600     =    4,100  lbs. 
L  =  50,000  lbs. 

^^^  ^      =  47,600  lbs. 


=  50,000  ( 


315/ 


20.5  =  i  (12,000-0, 


ToUl  101,700  lbs. 

For  the  allowable  stress  on  the  web  we  have 

.a 
40 

from  which  we  obtain 

#  =  9,815  lbs.,  say,  10,000  lbs. 

Then  di\nding  this  into  the  above  shear  we  have 

101,700 


10,000 


=  10.17  sq.  ins. 


for  the  required  area  of  the  web.  So  the  assumed  web  32"  x  f"  =  12°" 
is  satisfactory,  as  the  specifications  permit  of  no  thinner  web. 

The  flange  angles  and  web  as  specified  above  for  the  end  floor  beam 
weigh  about  2,000  lbs.,  which  is  about  765  lbs.  less  than  the  flange  angles 
and  web  in  the  intermediate  floor  beam.  Then  as  the  other  parts  are  about 
the  same  as  for  an  intermediate  floor  beam  we  have  3,6'21  -  765  =  2,856 
lbs.  for  the  weight  of  the  end  floor  beam.  So  the  assumed  3,000  lbs.  for 
the  weight  of  an  end  floor  beam  is  within  the  10  per  cent  limit. 

150.    Design  of  the  Main  Girders. — In  the  case  of  through  plate 

girder  bridges  the  live  load  is  applied  to  the  main  girders  only  at  the 
panel  points,  that  is,  where  the  floor  beams  connect  to  the  main  girders, 
just  the  same  as  in  the  ease  of  through  truss  bridges.  The  dead  load  is 
applied  to  the  main  girders  in  the  sime  way  except  for  the  weight  of  the 
girders  themselves  which  is  uniformly  distributed  along  the  girders.    B\it 
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it  is  usual  practice  to  consider  the  dead  load  as  wholly  applied  at  the 
panel  points  as  ahout  the  same  result  is  obtained  as  if  the  more  exact 
conditions  were  considered. 

Taking  the  assumed  dead  load  given  in  Art.  146  we  have 

^5^^x15  =  13,350  lbs. 

for  the  panel  load  of  dead  load  per  girder.  Then  the  dead  load  per  girder 
will  be  as  shown  in  Fig.  194,  where  AB  represents  the  girder.  Now  it  is 
obvious  that  the  maximum  bending  moment  due  to  this  dead  load  will 
occur  under  the  load  at  C.    So  taking  moments  at  C  we  have 

M=  (20,025x30 -13,350x15)  12  =  4,806,000   inch   lbs. 

for  the  maximum  bending  moment  due  to  dead  load. 

The  live  load  will  be  ap-  ^  .*  % 

plied  at  the  panel  points,  but 
of  course  the  panel  loads  will 
not  be  equal  to  each  other  as 
in  the  case  of  dead  load.  The 
maximum  bending  moment 
will  occur  at  a  panel  point  as 
in  the  case  of  a  truss.  It  is 
readily  seen  that  the  maximum  moment  will  occur  at  the  panel  point  C, 
at  the  center  of  the  span.  Then  the  first  thing  to  do  is  to  place  the 
wheel  loads  so  as  to  obtain  the  maximum  moment  at  that  point  which  is 
simply  the  satisfying  of  the  criterion  for  maximum  moment  as  given  in 
Art.  91.  That  is,  the  maximum  live-load  bending  moment  on  the  girder 
(which  will  occur  at  C)  will  occur  when  the  average  load  to  the  left  of  C 
is  equal  to  the  average  load  on  the  span. 

Now  referring  to  Table 
A,  let  us  trv  wheel  13  at  C 
Then  the  loads  will  be  in  the 
position  shown  in  Fig.  195, 
and  for  the  average  unit  load 
on  the  left,  considering  half 
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of  wheel  13  as  being  on  the  left,  we  have 

73,000 


30 


=  2,430  lbs.  (about). 


and  for  the  average  unit  load  on  the  whole  span,  we  have 

142,000 


60 


=  2,370  lbs. 


Now  it  is  quickly  seen  that  this  position  will  give  the  maximum  moment 
at  C.  For  if  wheel  14  be  placed  at  C  there  would  be  80,000  lbs.  to  the 
left  which  would  give  2,660  lbs.  average  unit  load  to  the  left  and  the 
average  unit  load  on  the  span  would  be  the  same  as  given  above,  and  if 
wheel  12  be  placed  at  C  the  average  unit  load  on  the  left  will  be  53,000  ~ 
30  =  1,760  lbs.  and  the  average  unit  load  on  the  span  will  remain  the  same 
as  before.  So  the  wheels  when  in  the  position  shown  in  Fig.  195  will 
produce  the  maximum  bending  moment  on  the  girder. 
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TThen,  the  next  thing  is  to  determine  the  bending  moment  about  wheel 

'-^  ^^  that  is  the  moment  desired.    To  do  this  we  must  first  determine  the 

"^^ction  R  at  A  which  we  do  by  taking  moments  about  B.    As  wheel  18 

}^«t  liappens  to  come  exactly  at  B  we  can  obtain  the  moments  of  all  the 

^^^els  on  the  span  directly  from  Table  A.    Passing  down  the  line  through 

"^heel  18  (in  the  table)  until  we  come  to  the  zigzag  line,  then  passing  to 

^c  left  until  we  come  to  the  vertical  line  through  wheel  9,  we  find  the 

moment  -^,224  which  is  the  moment  in  thousands  of  foot  pounds  of  all  the 

wheels,  9  to  17  inclusive,  about  wheel  18,  which  happens  to  be  at  the  right 

support 

Then  for  the  reaction  R  we  have 


(m-'o- 


4  (thousands). 

Then  taking  moments  about  wheel  13  we  have  (using  Table  A) 

Af=  (70.4x30 -818)  1,000x12  =  15,528,000  inch  lbs. 

Then  multiplying  this  by  50/40  to  reduce  it  to  Cooper's  i:.'50,  we  have 

15,528,000  X  ^  =  19,410,000  inch  lbs. 
40 

for  the  maximum  live-load  bending  moment  on  the  girder. 
Then  for  the  impact  we  have 

19,410,000  X  f-—^^^^  =  16,175,000  inch  lbs. 

\  oO  +  oOO  / 

Now  adding  the  above  dead-  and  live-load  moments  and  impact  together 
we  have 

4,806,000  + 19,410,000  + 16,175,000  =  40,391,000  inch  lbs. 

for  the  total  maximutn  bending  moment  on  the  girder.     Now,  assuming 
the  web  will  be  §"  thick,  we  have 


,  ^^_     /40,39 1,000      _  .  .        ,  ,      ^, 

^=^'^^N  16,000  X  a  =^^'^ '''''  (^^"'^ 


for  the  economic  depth.     So  we  will  use  a  web  84"  deep  (as  this  is  a 
common  plate)  and  assume  it  to  be  {J"  thick. 

The  total  depth  of  the  girder  back  to  back  of  angles  will  then  be 
84.25".  Then  subtracting  about  an  inch  we  have  83.2"  for  an  assumed 
effective  depth.  Dividing  tliis  into  the  maximum  moment  given  above  we 
have 

40,391  000  ^^3^QQQ  ^^^   ^^^^^^ 
83.2  '  ^  ^ 

for  the  flange  stress,  and  then  we  have  > 

-jyj^  =  30.4  sq.  ins.  (about) 
for  the  required  net  area  of  the  cross-section  of  each  flange. 
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The  area  of  the  cross-section  of  the  84"  x  2"  web  =  31.5°",  and 
i  =  3.9°".    Then  for  the  make-up  of  each  flange  we  have 

Gross     (J"  rivets)     Net 
2— Ls  6"  X  6"  X  H"  =  15.56°" -2.75°"  =  12.80°" 
1— cov.  pi.  14"  X  t"=   8.75°"- 1.25°"=   7.50°" 
1— cov.  pi.  14"  X  4"=    7.00°" -1.00°"=   6.00°" 
i  area  of  web  "  =   3.90°" 

31.31°"  30.20°" 

Now  taking  moments  about  the  center  of  the  top  cover  plate   (see 
Fig.  196)  we  have 

-     2.62  X  15.56  +  8.75  x  0.56     ,  ,^  . 

^= sU =  ^-^^  ^^'- 

Uf       for  the  distance  from  the  center  of  the  top  cover 
plate  to  the  center  of  gravity  of  the  whole  flange. 
4-^     Then  we  have 

1.46-0.87  =  0.59  ins. 

Fig.  196 

for   the   distance    from    tlie   back    of   the    flange 
angles  to  the  center  of  gravity  of  the  flange.     Then  we  have 

84.25  -  (0.59  X  2)  =  83.07  ins. 

for  the  actual  effective  depth  of  the  girder,  which  is  quite  close  to  that 
assumed  above,  so  no  recalculation  on  account  of  the  assumed  eflfective 
depth  is  necessary. 

For  the  length  of  the  ^"  cover  plates,  which  will  be  the  outside  cover 
plates  on  the  girder,  we  have 


y  =  CO  yj^  =  28'-6"  + 1'-6"  =  30'. 
For  the  f "  cover  plate  we  have 

y'  =  60^  /^  =  42'-6"  +  l'-6"  =  44'. 

The  maximum  end  shear  due  to  dead  load  is  equal  to  the  reaction 
shown  in  Fig.  194  plus  the  weight  of  the  girder  for  half  of  the  length  of 
the  end  panel.  The  four  flange  angles  of  the  girder,  as  given  above, 
weight  106^  per  ft.  of  girder,  the  web  weighs  108^  per  ft.,  and  the  weight 
of  stiffeners  and  details  at  this  point  on  the  girder  will  be  about  90  per 
cent  of  the  weight  of  the  web  per  ft.,  or  97*,  and  the  two  §"  cover  plates 
weigh  about  60*,  making  in  all  about  370*,  say,  400*  per  ft.  of  girder. 
Then  we  have 

5  =  20,025  +  400x7.5  =  23,000  lbs.  (about) 

for  the  maximum  end  shear  on  the  girder. 

The  maximum  end  shear  on  the  girder  due  to  live  load  is  equal  to 
the  maximum  shear  in  the  end  panel  due  to  that  load.  Now  according  to 
Art.  90  the  maximum  shear  in  the  end  panel   (the  same  as  in  a  truss 
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bridge)  will  occar  when  the  load  in  the  panel  is  equal  to  the  total  load  on 
the  bridge  divided  by  the  number  of  panels.  So  the  first  thing  is  to 
satisfy  this  criterion  for  maxi- 

mom  shear  in  the  end  panel.  ••       ^>.  >^  /^  a-n  *fr 

Placing  wheel  3  at  the  first     J^  ^^(^y)f(^  K  <^J(?)^'(^s^  ^  tii 

p is: J     /^ L    '^'    \ ^'     . 


panel  point  out  from  the  end  of 

the  girder  as  shown  in  Fig.  197        I* €o*-(f'' 


we  have  (using  Table  A)  Fig.  197 

10,000  +  20,000  + 10,000  =  40,000  lbs. 

for  the  load  in  the  end  panel  AD,  considering  one-half  of  wheel  3  in  the 
panel.  With  the  wheels  in  this  position  the  total  load  on  the  span  is 
152,000^.    Then  we  have 

i5M00=  38,000  lbs., 
4 

which  to  satisfy  the  criterion  should  be  40,000^.     But  this  is  as  close  as 
the  criterion  can  be  satisfied,  as  can  be  verified  by  trial. 

The  next  thing  is  to  determine  the  shear  in  the  end  panel  AD  with 
tlie  wheels  in  the  position  shown  in  Fig.  197.  First  of  all  the  shear  in  the 
panel  is  equal  to  the  reaction  R  at  A,  due  to  all  of  the  loads  on  the  span, 
minus  the  concentration  r  from  the  stringers,  due  to  the  loads  in  the  panel 
AD.     In  fewer  words,  the  shear  in  the  end  panel  JD  is 

5'  =  jB-r. 

Taking  moments  about  the  right  support  B  (using  Table  A)  we  have 

^^4,632.000  H^152,000x2^3^3^^  lb,., 

and  taking  moments  about  the  panel  point  D  we  have 

230,000      .-onnik 

r= T— —  =  15,300  lbs. 

15 

Then  for  the  maximum  shear  in  the  end  panel  AD  we  have 

S'  =  82,300  -  15,300  =  67,000  lbs., 

and  multiplying  this  by  50/40  we  have 

67,000  X  ^  =  84,000  lbs.  (about) 

for  the  maximum  live-load  shear  on  the  girder. 
Then  for  the  impact  we  have 


=  «^''^^«(4^)  =  '^'*'««^^^- 


Now  adding  together  the  dead-load  and  live-load  end  shears,  given  above, 
and  the  impact,  we  have 

23,000  +  84,000  +  73,000  =  180,000  lbs. 
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for  the  total  maximum  end  shear  on  the  girder^  which  is  practically  tb^ 
shear  throughout  the  end  panel. 

Now  for  the  unit-shearing  stress  on  the  assumed  84"  x  f "  web  wc 

^*^«  180,000 


31.5 


=  5,710  lbs. 


Then  substituting  this  for  s  in  Formula  (1),  Art.  117,  we  have 

ci  =  ^(12,000 -5,710)  =59  ins. 

for  the  maximum  spacing  of  the  stiff eners  at  the  ends  of  the  girders. 
Now,  as  this  is  not  less  than  the  half  depth  of  the  girder,  the  assumed 
web  is  satisfactory.  The  specification  will  not  permit  of  the  web  being 
made  thinner. 

The  outstanding  flanges  or  legs  of  the  stiffeners,  to  satisfy  the  speci- 
fications, should  not  be  less  than  1/30x84  +  2  =  4.6".  This  requires  the 
use  of  5"  X  3^"  angles,  the  5"  leg  outstanding.  All  intermediate  stiffeners 
can  be  taken  as  5"  x  3^"  x  f"  angles  without  hesitating — this  being  the 
minimum  thickness  allowed — but  the  end  stiffeners  must  have  sufficient 
area  of  cross-section  to  take  the  maximum  reaction  on  the  girder  when 
considered  as  columns,  as  per  specifications.  The  cross-section  of  a  pair 
of  these  angles,  considered  as  a  column,  is  shown  in  Fig.  198. 

^  iV 


IS'         I  fS'  I  /S'  \  iS* 


60-0" 


Fig.  198  Fig.   199 

Let  US  first  assume  them  to  be  5"  x  3^"  x  g"  angles.     Then  for  the 
radius  of  gyration  about  the  axis  ij-y  we  have 


r-A 


■  2 


2  X  7.78  +  2.48    x  6.1     „  ^^  . 
=2.96  ins. 

6.1 


Then  taking  one-half  the  depth  of  the  girder  as  the  length,  as  per  speci- 
fication, we  have 

42 
p  =  16,000  -  70  ^,  =  15,000  lbs.  (about) 
'^  2.90 

for  the  allowable  unit  stress  on  such  a  column. 

Now  from  Fig.  194  it  is  readily  seen  that  the  total  maximum  dead- 
load  reaction  is 

20,025  +  6,675  =  20,750  lbs.,  say,  27,000  lbs. 

The  maximum  live-load  reaction,  as  is  readily  seen,  will  occur  when 
the  wheels  are  in  the  position  shown  in  Fig.  199,  where  AB  represents  the 
span. 


DESIGN  OF  SIMPLE  RAILROAD  BRIDGES  273 

Taking  moments  about  B  (using  Table  A)  we  have 
R  =  ( -^ -r j  1,000  =  97,600  lbs. 

^or  the  maximum  live-load  reaction  at  A  due  to  Cooper's  £40,  and  multi- 
plying this  by  50/40,  to  reduce  it  to  Cooper's  £50  loading,  we  have 

97,600  X  ^  =  122,000  lbs. 
40 

^or  the  maximum  live-load  reaction  desired. 
Then  for  the  impact  we  have 

Sow  adding  together  the  above  maximum  dead-  and  live-load  reactions 
and  the  impact  we  have 

27,000  + 122,000  + 101,000  =  250,000  lbs. 

for  the  total  maximum  reaction.    Now  dividing  this  by  the  allowable  unit 
stress  as  found  above  for  the  end  stiff eners  we  have 

250,000 


15,000 


=  16.6  sq.  ins. 


for  the  required  area  of  the  end  stiff eners. 

It  is  necessary  to  have  two  pairs  of  end  stiffeners  at  each  end  of  the 
girders  in  order  to  properly  distribute  the  pressure  over  the  pedestal. 
Two  pairs  of  the  stiffeners  assumed  above  have  12.2°"  cross-section, 
vrhich  is  about  4°"  less  than  required.  So  thicker  angles  than  those 
assumed  will  have  to  be  used.  The  allowable  unit  stress  will  not  be 
materially  affected  by  using  thicker  angles  as  the  radius  of  gyration  varies 
but  little  with  the  thickness.  So  we  can  use  any  two  pairs  of  5"  x  3^" 
angles  that  have  the  proper  area.  It  is  seen  from  a  handbook,  or  from 
Table  4,  that  4 — Ls  5"  x  ^''  x  ^"  have  16°"  cross-section,  and  that 
4— Ls  5"  X  3i"  X  jY'  have  17.88°".  As  is  seen,  the  i"  angles  have  an 
area  of  cross-section  that  is  0.G°"  smaller  than  required,  and  the  3%" 
angles  have  about  1.28°"  more  than  required.  So  let  us  use  4 — Ls  5"  x 
3|"  x  Y'  =  16.0°"  at  each  support  for  end  stiffeners. 

For  area  of  bearing  on  the  masonry  we  have  required 

250,000      ,,^ 
-^jj^^  =  417sq.ins. 

The  pedestal  should  be  made  to  suit. 

Preliminary  estimate  of  the  weight  of  one  main  girder. 

4— Ls  6"  X  6"  X  li"  X  69'-0"  x  26.5#  (combined 

with  end  Ls) 7,314  lbs. 

1— web  84"  X  f"  X  62'-0"  x  107.12^ 6,641  lbs. 

1— cov.  pi.  14"  X  i"  X  60'-0"  X  23.80^  (2  combined)  1,428  lbs. 

1— cov.  pi.  14"  X  5"  X  118'-0"  X  29.75^ 3,510  lbs.  18,893  lbs. 
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8— end  sUff.  Ls  5"  x  3J"  x  J"  x  13.6»  x  7'-0" 763  lbs. 

2G— int,  stiff.  Ls  5"  x  3i"  s  f "  s  10.-t#  x  T'-O" 1 ,893  lbs. 

7— fiUers  8"  x  U"  s  {!'-0"  x  IS.T^  (at  floor  beams)  .     785  Iba.  II 

8— splice  pis.  10"  X  ii"  X  2'-3"  x  23.38» -fil  lbs.  fl| 

4— splice  pis.  14"  x  }J"  x  4'-4"  x  32.72W riGSlbs.  ^^ 

3— fills.  3i"xiJ"x6'-0"x8.18* M7lbs.     4,57flTlit" 

23,460  lbs. 

3%  for  rivet  heads 700  lbs. 

Total  weigbt  of  one  main  girder 24,169  lbs. 

Totnl  weight  of  two  ninin  gii-dcrs 4K,3.t8  lbs. 

Total  wdght  of  main  girders  per  ft,  of  spau  =  48,338/G0  =  805  lbs. 

To  make  tills  estimate  tbe  student  would  have  to  sketch  the  dc-tails  of 
the  girders  to  soiae  extent. 

151.    Design  of  Lateral  System.— The    laterals    with    the    floor 

beams  and  main  girders  form  a  horizontal  double  truss  as  shown  in  Fig. 

20(1,  where  AB  represents  one  renin  girdirr 

and  CD  tile  other.  The  laterals,  accordin|r 

to  the  specifications,  must  be  designed  In 

resist  a  lateral   force  of  300  + 5,001)  >.  0.10 

'  =  700'  per  ft.  of  span  considered  as  a  lire 

lofld.     One  .system  can  be  considrFcd   m 

taking  the  force  when  applied   from  onr 

Fig,  200  direction  and  the  other  system  when  it  is 

applied  from  the  other  direction.     So  tbe 

laterals  may  be  considered  as  taking  tension  only. 

For  a  panel  load  we  have 

P  =  700xl5  =  10,500  1bs. 
Then  asaaming  the  lateral  force  to  be  applied  from  the  direction  indicated 
by  the  arrows  and  suppose  it  moves  onto  the  structure  from  right  to  ' 
loading  panel  points  G  and  F,  we  have 


S  =  ^xin,500  =  7,800  lbs. 


1 


,  for  the  maximum  shear  in  panel  FE  (sec  Art.  W),  and  for  the  maximum 
shear  in  panel  EA,  we  have 

S'=|xlf>,500  =  15,700  lbs. 

By  multiplying  each  of  these  shears  by  the  secant  of  the  angle  6  we  will 
obtain  the  stress  in  the  corresponding  laterals.     As  angle  6  is  about  4' 
degrees  we  can  take  the  secant  as  1.4.    Then  for  tlie  stress  in  the  diagi 
marked  (a)  we  have 

r^lS.TOOx  1.4  =  22,000  lbs., 


and  for  the  stress  in  the  diagonal  marked  (fi)  wc  have 
r'  =  7,800  X  1.4  =  10.!)00  lbs. 
If  the  lateral  force  were  applied  in  the  opposite  direction  to 
indicated  by  the  arrows,  the  lateral  marked  (c)  would  be  subjected  to  a 
Q  stress  of  2^.000=  and  the  lateral  marked  (rf)  would  be  subjected 
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^  ^  maximam  stress  of  10,900^  and  laterals  (a)  and  (6)  in  that  case 
"^^Tild  have  no  stress.    The  same  maximum  stresses  would  be  found  in  the 
laterals  in  the  right  half  of  the  span  if  the  lateral  force  were  considered 
*o  move  onto  the  span  from  left  to  right. 

The  stresses  in  the  floor  beams  due  to  the  lateral  force  (=  700^)  can 
k  neglected,  as  the  stress  produced  is  simple  compression  in  the  bottom 
&nges,  which  are  in  tension  from  dead  and  live  load.  It  is  readily  seen 
that  the  stresses  calculated  above  are  all  that  we  need  for  designing  the 
laterals. 

For  the  laterals  marked  (a)  and  (c)  we  have 

22,000      ,o,y 
-jp^  =  1.37sq.ins. 

for  the  required  area  of  cross-section. 

Use  1— L  3i"  X  3''  x  3"  =  2.30  -  0.37  =  1.93°"  net  This  is  the 
smallest  angle  allowed  by  the  specifications  and  therefore  the  same  size 
irill  be  used  for  each  of  the  other  laterals. 

Preliminary  estimate  of  weight  of  lateral  system. 

8— Ls  3i"  X  3"  X  §"  X  7.9^  x  20' l,2G41bs. 

6— lat.  pis.  17"  X  f "  X  21.6#  x  3' 389  lbs. 

4— lat.  pis.  17"  X  5"  X  21.6#  x  2' 173  lbs. 

4— sp.  pis.  9"  X  3"  X  11.5#  X  3' 138  lbs. 

16— Ls  6"x4"  X  i"  X  16.2#  x  1' 259 lbs. 

rivets    ." 70  lbs. 

2,293  lbs. 

Total  weight  of  laterals  per  ft.  of  span  =  2,293/60  =  38#  per  ft. 

152.    Preliminary  Estimate  of  Weight  and  Cost. — 

Estimates  of  effective  dead  weight  per  ft.  of  span. 

Weight  of  stringers  per  ft.  of  span  (Art.  147)  .  .  289  lbs. 
Weight  of  intermediate   floor  beam  per   ft.   of 

span  (3,621/15)   (Art.  148) 242 lbs. 

Weight  of  main  girders  per  ft.  of  span  (Art.  150)  805  lbs. 

Weight  of  laterals  per  ft.  of  span  (Art.  151) 38  lbs. 

Weight  of  deck  per  ft.  of  span 400  lbs. 

Total  weight  of  dead  load  per  ft.  of  span. . .    1,774 lbs. 

As  1,780^  was  assumed  no  recalculations  are  necessary. 

Estimate  of  total  weight  of  metal  in  span. 

2  main  girders  at  24,169^ 48,338  lbs. 

3  intermediate  floor  beams  at  3,621# 10,863  lbs. 

2  end  floor  beams  at  2,S56# 5,712  lbs. 

4  panels  of  stringers  and  details  at  4,358* 17,432  lbs. 

8  laterals  and  details 2,293  lbs. 

4  pedestals  and  sole  plates 2,200  lbs. 

86,838  lbs. 
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For  the  cost  at  3^  we  have  86,838  x  0.035  =  $3,039.33.    3^^  per  lb • 

is  a  common  price  for  this  class  of  work  erected.  However,  the  poondK 
price  will  vary  from  2J^  to  4^^.  It  depends  upon  the  market  price  of^ 
metal  and  freight. 

This  completes  the  necessary  preliminary  calculations  for  the  span — 
Next  a  stress  sheet  as  shown  in  Fig.  201  can  be  drawn.  Then  the  ahop  ^ 
drawings  (Figs.  303  and  303)  for  the  span  can  be  made. 


The  work  up  to  the  completion  of  the  stress  sheet,  as  a  rule,  is  done 
in  the  designing  office  of  a  bridge  company,  or  in  the  office  of  a  railroad 
company,  or  in  the  office  of  a  consulting  engineer.  Consulting  engineers 
as  a  rule  (and  sometimes  railroad  companies)  make  general  drawings, 
similar  to  the  one  shown  in  Fig.  S04,  instead  of  stress  sheets.  In  that 
ease  the  general  drawing  for  the  span  is  submitted  to  the  different  bridge 
companies  for  use  in  preparing  their  bids  for  fabricating  and  (usually) 
erecting  the  structure.  After  the  contract  is  awarded,  the  general  draw- 
Jng,  instead  of  a  stress  sheet,  is  used  as  a  guide  in  making  the  shop  draw- 
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ings  by  the  bridge  company  obtaining  the  contract.  As  a  rule  bridge 
companies  do  not  make  general  drawings  of  such  structures — only  the 
stress  sheets  and  shop  drawings. 

163.    Making  of  the  Detail  Drawings. — In  beginning  the  work, 

the  first  thing  to  do  is  to  draw  a  half  cross-section  of  the  span,  as  shown 
in  Fig.  205,  to  a  large  scale,  say  1^"  scale.  In  making  this  sketch  (Fig. 
205)  first  draw  the  cross-section  of  the  main  girder  and  the  stiffeners. 
Then  the  next  thing  to  do  is  to  draw  the  floor  beam.  Counting  from  the 
back  of  the  bottom  flange  angles  of  the  main  girder,  we  have  jj"  for  the 
thickness  of  the  flange  angle,  and  5''  for  the  thickness  of  the  lateral  plate, 
making  in  all  U  +  |  =  li^"  for  the  distance  from  the  back  of  the  flange 
angles  of  the  main  girder  to  the  back  of  the  bottom  flange  angles  of  the 
floor  beam.  This  distance  being  determined,  the  bottom  flange  of  the  floor 
beam  is  located  and  can  be  drawn.  The  distance  from  the  back  of  the 
bottom  flange  angles  to  the  back  of  the  top  flange  angles  of  such  shallow 
floor  beams  is  usually  made  ^^  more  than  the  depth  of  the  web.  So  in  this 
case,  as  the  web  is  32"  deep,  we  have  32^"  for  the  distance  from  the  back 
of  the  bottom  flange  angles  to  the  back  of  the  top  flange  angles,  and  thus 
the  top  flange  is  located  and  can  be  drawn.  Next  the  cross-sections  of  the 
two  I-beams  composing  the  stringer  can  be  drawn  at  their  proper  location. 
Then  by  drawing  a  horizontal  line  9^"  above  the  top  of  these  beams 
(using  10"  ties  dapped  ^"  on  the  stringer)  we  have  the  base  of  rail 
located,  and  having  the  base  of  rail  located  the  clearance  line  can  be  drawn 
as  shown.  This  is  about  as  far  as  we  can  proceed  with  the  drawing  (Fig. 
205)  until  the  required  spacing  of  the  rivets  in  the  floor  beam  is  deter- 
mined. 

For  the  shear  on  the  part  of  the  floor  beam  between  the  end  and 
where  the  stringer  connects,  we  have  137,200^  (see  stress  sheet).  The 
vertical  distance  from  the  center  of  rivets  in  the  top  flange  to  center  of 
rivets  in  the  bottom  flange  is  about  25.5",  and  the  allowable  bearing  of  a 
f"  shop  rivet  on  the  i"  web  is  10,500#.  So,  substituting  137,200  for  S, 
25.5  for  h,  and  10,500  for  r  in  Formula  (2)   (Art.  116),  we  have 

10,500  X  25.5     .  ^^  . 
P=        137,200       =^'^^'^''> 

say,  2",  for  the  theoretical  spacing  of  the  flange  rivets  in  the  part  of  the 
floor  beam  between  the  end  and  the  stringer. 

The  shear  on  the  part  of  the  floor  beam  between  the  stringers  is  very 
slight.  In  fact  there  is  no  shear  at  all  except  that  due  to  the  weight  of  the 
intervening  part  of  the  floor  beam  itself.  This  being  the  case,  the  flange 
rivets  in  that  part  of  the  floor  beam  can  be  spaced  6"  apart,  which  is  the 
maximum  spacing  allowed. 

Now  beginning  at  the  end  of  the  floor  beam  (Fig.  205)  we  space  the 
rivets  2"  apart  (as  required)  in  the  flange  angles  out  to  the  splice  (where 
the  gusset  and  web  meet)  and  the  only  break  in  the  2"  spacing  there  is 
that  necessary  to  fit  the  details  of  the  splice.  The  splice  is  located  so 
as  to  bring  the  bracket  just  inside  the  clearance  line  as  shown. 

The  rivets  in  the  splice  should  line  up  with  those  in  the  stringer 
connection  and  at  the  same  time  with  those  in  the  end  details  of  the  floor 
beam. 

There  must  be  enough  rivets  in  each  stringer  connection  to  transmit, 
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■atian.     For  Ij^^H 
l»  from  the  l^H 


in  bearing  on  the  web,  the  maKimum  floor  beam  con  cent  ratian. 
concentration  we  have  5,20O«  from  the  dead  load,  6H,200»  _ 

load  as  given  in  Art.  148,  and  (i2,000»  [=  300  -i-  (30  +  300}  x  68,200]  from 
the  impact,  making  a  total  of  135,400^.  The  allowable  bearing  of  a  J" 
field  rivet  on  the  J"  web  ia  J  x  20,000  x  J  =  8,r50».  Then  for  the  number 
of  rivets  required  in  each  stringer  connection  we  have  _ 

135,400      , ,  ,  „     .  ■ 

=  15.4,  Bay    16,  rivets.  ^1 


line  of  rivets  in  each  of  the  an^ea 
r  beam  is  suRicient.     So  we  have  this 


8,760 
It  is  seen  from  this  that  a  singli 
connecting  the  stringers  to  the  floi 
much  data  for  later  use. 

Now  the  next  thing  to  do  is  to  determine  the  vertical  spacing  of  the 
rivets  in  the  floor  beam.  It  appears  that  there  is  no  question  but  that  the 
rivets  should  be  spaced  as  closely  as  is  permissible  in  the  vertical  direction 
in  the  case  of  such  shallow  floor  beams.  So  we  will  simply  try  putting  in 
as  many  rivets  in  the  vertical  direction  as  will  fit  in.  Beginning  at  the 
bottom  of  the  floor  beam,  we  will  make  the  first  gauge  in  the  flange  angle 
SJ",  as  the  angle  is  quite  tiiick  (-{|"),  and  the  second  gauge  81",  which 
leaves  1|"  edge  distance  on  the  jirgle.  For  the  next  space  we  have  1|" 
(edge  distance  on  the  angle)  plus  ^"  (clearance)  plus  1^"  (edge  distance 
for  fillers  and  splice  plates),  making  in  all  aj".  Now  these  same  spaces 
will  be  used  at  the  top  of  the  floor  beam  in  order  to  have  symmetrical 
spacing.    So  we  have 

32J-2(2l-t-2i  +  3J)=17in9. 


for  the  remaining  distance  in  which  rivets  are  to  be  spaced.     It  is  ri 

seen  that  3"  spacing  will  not  fit  in  this  distance  and  that  five  spaces  is  tbe 

maximum  number  possible.     So  we  will  space  the  rivets  as  shown. 

We  will  now  see  how  this  spacing  fits  the  detail  at  the  end  of  the  floor 
beam,  at  the  splice,  and  at  the  stringer  connection.  There  should  be 
enough  rivets  in  the  end  of  the  floor  beam  proper  to  transmit  the  greater 
part  of  the  maximum  end  shear  on  the  beam  to  the  main  girder.  In  the 
detail  shown  we  hove  8  field  rivets  in  double  shear  or  bearing  on  I  A" 
metal.  The  double  shear  being  the  least  we  have  8  x  0.6  x  (10,000  x  2)  = 
%,000  lbs.  for  the  amount  that  thrse  rivets  will  be  considered  to  transniit- 
This  leaves  41,200  lbs.  (=137,200-96,000)  to  be  taken  by  the  rivcU 
the  bracket  above  the  floor  beam  proper.  These  rivets  are  in  single 
and  hence  the  allowable  stress  on  each  is  6,000  lbs.     Then  we  have 

-^^3^  =  fi.8r,vets,say   7, 

required  in  the  bracket  above  the  beam  proper.  So  the  detail  as  shown  for 
the  end  of  the  floor  beam  is  quite  satisfactory,  as  the  extra  rivets  at  the  top 
of  the  bracket  are  really  needed  to  hold  the  bracket  which  stiffens  the  top 
flange  of  the  main  girder.  Now  by  prolonging  the  lines  giving  the  vertical 
spacing  on  to  the  stringer  connection,  it  is  seen  that  this  spacing  fits  nicely 
at  that  point,  as  wc  obtain  the  detail  shown.  The  connecting  angles 
between  the  I-bcama  arc  shop  riveted  to  the  floor  beam  to  avoid  c'~ 
field  riveting,  as  it  would  be  difficult  work  to  drive  the  rivets  c 
these  angles  to  the  floor  beams  in  the  field. 


r^ 
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Let  us  now  tarn  our  attention  to  the  splice.  The  most  satisfactory 
way  of  designing  such  splices  is  to  draw  in  what  looks  to  be  about  correct, 
and  then  determine  the  stress  on  the  rivets  assumed,  and  make  whatever 
modifications  are  necessary.  So  let  us  assume  we  need  three  rows  of  rivets 
on  each  side  of  the  splice  as  shown.  First  suppose  that  the  f  plates 
extending  over  the  flange  angles  are  omitted  and  that  there  is  just  a  single 
f '^  splice  plate  on  each  side  of  the  web. 

Now^  for  the  vertical  force  on  each  rivet  due  to  the  vertical  shear  we 
have 

137,200     ^  ^„^  „ 
V = — Yg —  =  ^>^^^  ^^®-' 

and  let  a  be  the  maximum  horizontal  force  on  each  of  the  rivets  farthest 
out  from  the  center  of  the  web  due  to  cross  bending.  Then,  according  to 
Art  117,  we  have  the  equation 


2x3(1.75   +5.25  +  8.5  )  x  * -f  8.6  =  1/8  area  of  web 

multiplied  by  16,000x  A  (=2  x  16,000x29)  =928,000  in.  lbs.,  from  which 
we  obtain 

928,000     ,„Qrt^„ 

This  horizontal  force  should  not  exceed  (J  x  24,000  x  J)  17/25.6  =  7,000 
lbs.,  so  the  splice  as  j  ust  considered  would  not  be  sufficient. 

As  one  more  line  of  rivets  on  each  side  of  the  splice  will  not  be 
sufficient,  it  is  obvious  that  it  will  be  best  to  use  the  f  plates  extending 
over  the  flange  angles  as  shown.  So,  considering  the  splice  as  it  is  shown 
in  Fig.  205,  we  have 

2  Uii^fK^  ^5JE\s^^)+2(Tij6    +13.75*) J j^  =  928,000 in. lbs., 

from  which  we  obtain 

,     928,000      ^  ^^^  „      /  v    i.x 
'  =    139  0    =  ^>^^^  l^s-  (about) 

for  the  horizontal  force  on  the  outer  rivets  (which  are  those  in  the  outer 
gauge  lines  in  the  flange  angles).  These  rivets  are  so  near  the  top  and 
bottom  edge  of  the  beam  that  the  vertical  shear  on  them  can  be  neglected 
(see  Art.  61). 

The  above  6,700^  force  can  be  considered  as  applied  to  the  rivets  by 
the  web  and  transmitted  from  there  to  the  angles  and  on  to  the  |"  plates 
producing  a  shear  of  3,330^  on  each  rivet  at  each  f  plate.  The  flange 
increment  can  be  considered  as  being  transmitted  by  the  3"  plates  and 
web  combined.  Taking  the  flange  increment  as  10,500^  (allowable  bear- 
ing of  a  I"  rivet  on  the  4"  web)  and  assuming  that  one-third  is  trans- 
mitted to  the  flange  angles  by  the  web  and  one-third  by  each  of  the  f " 
plates,  we  have 

^^^4^ +  3,330  =  6,830  lbs. 
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for  the  shear  on  each  rivet  at  each  f "  plate  and 

l^J^  +  6,700  =  10,200  lbs. 

for  the  bearing  stress  on  the  web.  Now,  as  7,200^  is  allowed  in  the 
former  case  and  10,500^  in  the  latter,  the  top  and  bottom  part  of  the 
splice  is  about  correct. 

The  rivets  connecting  the  splice  plates  to  the  web  directly,  not  passing 
through  the  flange  angles,  are  in  double  shear  and  bearing  on  the  web. 
The  allowable  bearing  on  the  web,  which  is  10,500  lbs.,  is  less  than  doable 
shear,  and  hence  the  maximum  stress  on  these  rivets  results  from  the 
bearing  on  the  web.  Now,  as  a  test  for  these  rivets,  let  us  consider  the 
ones  farthest  out  from  the  center  of  the  web,  which  are  8J"  out.  Let 
#"  be  the  horizontal  force  on  each.    Then  we  have 

2  [3  (1:75*  +  5:25'+  S:^)  +  2  (ire"  +  13.75')]^  =  928,000  in.  lbs., 
from  which  we  obtain 

*"=  ^^foT  =4,140  lbs.  (about) 

(this  could  be  as  great  as  7,000  lbs.). 

Then  for  the  resultant  force  on  each  of  these  rivets  we  have 


R'  =\/4,1402  +  7,6202  =  8,670  lbs., 

which  is  less  than  the  allowable  bearing  of  each  on  the  ^"  web,  and  hence 
the  splice  as  shown  is  amply  strong. 

The  splice,  as  shown  in  P'ig.  205,  is  designed  to  develop  the  strength 
of  the  beam  (as  should  be  done),  while  as  a  matter  of  fact  the  flange  at 
the  point  of  splice  is  practically  twice  as  strong  as  need  be,  as  the  bending 
moment  at  that  point  is  only  about  one-half  the  maximum  on  the  beam 
and  if  the  splice  were  designed  to  carry  only  the  shear  no  actual  weakness 
would  be  detected  in  it. 

This  completes  the  necessary  calculation  in  connection  with  the 
drawing  of  the  general  cross-section  shown  in  Fig.  205.  Next  a  sketch 
to  1^"  scale  for  each  of  the  lateral  connections,  and  also  a  sketch  (to  a 
large  scale)  of  the  curved  end  of  the  main  girder,  should  be  made.  After 
these  preliminary  sketches  are  made,  we  can  proceed  with  the  making  of 
either  the  general  drawing  (Fig.  204)  or  the  shop  drawings  (Figs.  202 
and  203).  We  simply  transfer  the  dimensions  on  these  sketches  to  the 
final  drawings. 

Most  of  the  calculations  for  the  details  shown  on  these  drawings  are 
quite  similar  to  those  given  in  Art.  135  for  the  50- ft.  deck  plate  girder. 
The  main  difference  is  in  the  determination  of  the  flange  rivets  in  the 
main  girders.  In  the  ease  of  the  through  girder,  here  considered,  the 
loads  are  applied  directly  to  the  web  of  the  main  girders  (by  the  floor 
beams)  instead  of  to  the  flanges  as  in  the  ease  of  the  deck  girder  treated 
in  Art.  135. 

So  Formula  (2)  of  Art.  116  is  used  to  determine  the  pitch  of  the 
flange  rivets  instead  of  Formula  (4).  The  shear  in  each  panel  is  prac- 
tically constant  throughout  the  panel,  and  consequently  the  rivet  spacing 
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should  be  constant  throughout  each  respective  panel.  Taking  the  case  of 
the  end  panels  we  have 

5=180,000^  (maximum  end  shear); 

r=  7,880*  (=  allowable  bearing  of  a  J''  rivet  on  the  |"  web); 
A  =  77''. 

Now  substituting  these  values  in  Formula  (2)  (Art.  116),  we  have 

^     7,880  X  77     .  _  .  .^  . 

^  ~    180  000    ^  '  **^'    *  ^^'' 

for  the  theoretical  pitch  of  the  flange  rivets  in  the  end  panels.  The  shear 
on  the  girder  is  reduced  some  by  the  weight  of  the  girder  itself,  as  we 
pass  from  the  end  toward  the  center,  and,  consequently,  the  pitch  can  be 
increased  slightly  as  the  first  intermediate  floor  beam  is  approached^  as  is 
shown  in  Fig.  202. 

The  dead-load  shear  in  the  second  panel  from  the  end,  as  seen  from 
Fig.  194,  Art  150,  is 

20,025-13,350  =  6,670  lbs. 

The  maximum  live-load  shear  occurs  in  the  second  panel  when  the 
wheel  loads  are  in  the  position  shown  in  Fig.  206,  as  the  criterion  of  Art. 
90  is  satisfied.  /.' 

Taking  moments  about         1^       0)  a'  g)i(g)i G)s(s)  ^'  (Sis&i  f. 


the  end  B  of  the  span  (Fig.        t"*    ,,•       T     «-       :       ,.•      i       ,,- 

206)    we  have   (using  Ta-        i^"^^ "^ J'  J,  ^ — 

ble  A)  ' ^ 


Flff.  206 

_     2,155,000  4-  116,000  x  1     ,,  ^^^  „ 
R go =  37,900  lbs. 

for  the  reaction  at  A,     Then  taking  moments  about  the  floor  beam  at  C 

we  have 

80,000     ^  „„^  „ 
r  =  — -rz — =5,330  lbs. 
lo 

for  the  stringer  concentration  on  the  floor  beam  at  Z).  Then  we  have 
R-r^  37,900  -  5,330  =  32,570  lbs.  for  the  live-load  shear  in  the  second 
panel  from  the  end  of  the  span  due  to  Cooper's  £40;  and  for  Cooper's 
£50  we  have 

32,570x^  =  40,700  lbs., 

and  for  impact  we  have 

Now  adding  the  above  dead-  and  live-load  shears  and  the  impact 
together,  we  have 

6,670  +  40,700  +  37,000  =  84,370  lbs. 

for  the  total  maximum  shear  in  the  second  panel  from  the  end  of  the  span. 
Then  using  Formula  (2)  (Art.  116)  we  have 

',880  X  74 


^""sTiro""^        ins.  (about) 
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for  the  theoretical  spacing  of  the  dauge  rivets  in  the  main  girders  through- 
out the  second  panel  from  the  end  of  the  span.  So  (i",  the  maximum 
spacing  allowed,  will  be  used. 

Further  analyses  of  the  details  of  the  above  span  arc  considered 
nnnecessary,  for  if  the  details  of  the  deck  plate  girder  spans  previously 
treated  are  thoroughly  understood,  the  student  should  have  little  trouble  in 
making  the  detail  drawings  for  through  plate  girder  spans,  and  especially 
if  the  drawings  shown  in  Figs.  20'^,  203,  and  S04  be  observed  closely  as 
the  work  progresses.  The  shop  bills  for  this  work  are  practically  the 
same  as  for  deck  spans. 

154.  Oeneral  Remarks. — The  general  discussion  given  above, 
regarding  the  design  of  flanges  and  end  bearings  for  deck  plate  girder 
bridges,  holds  in  the  ease  of  through  plate  girder  bridges. 

The  floor  beams  for  through  plate  girder  bridges  are  sometimes  made 
HS  shown  in  Fig.  307.    This  type  of  detail  eliminates  the  web  splice  in  the 


floor  beam.  The  brackets  are  usually  shipped  loose  and  riveted  U>  the 
floor  beams  and  main  girders  in  the  Se\d,  especially  when  the  main 
girders  are  quite  deep.  While  this  type  simpliiies  the  details  of  the  floor 
beam,  it  complicates  the  details  of  the  main  girders  and  tliere  are  con- 
siderably more  field  rivets  than  there  are  in  the  type  used  above  fer  the 
60-ft.  span.  The  details  of  the  two  types  vary  considerably  in  practice, 
and  the  details  given  here  are  intended  only  as  a  fair  esample. 

The  stringers  for  through  plate  girder  bridges  are  sometimes  plate 
girders  (where  the  under  clearnnee  will  permit),  in  which  case  two 
stringers  per  track  are  used. 

155.  Graphical  Determination  of  Live-Load  Shears  and  Bend- 
ing Moments  on  Main  Girders  of  Through  Plate  Girder  Bridges. — 
The  "influence  line"  mclhod,  outlined  in  Arts.  V>0  and  101,  is  llie  roost 
convenient  graphical  method  in  the  case  of  through  plate  girder  bridges. 
However,  the  equilibrium  polygon  can  be  used  if  one  so  desires. 

As  an   illustration,  let  it  be   reqiiire<I   to  determine   the   mnximinn 
reaction,  end  shear,  and  Wnding  moment  on  a  T.'I-ft,  single-track  thro 
plate  girder  span  of  five  l.5-ft.  panels,  due  to  Cooper's  E50  loading, 
diagram.  Fig.  1.51.) 
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To  deteimine  the  maximnm  reaction^  lay  off  the  span  AB  (Fig.  208) 
say,  i^^  scale,  and  place  the  loads  as  shown. 
Then  draw  the  base  line  ab  and  lay  off  ac  =  V  =  1^  and  draw  the 
influence  line  cb,  and  draw  the  ordinates  1,  2, ...  13  under  the  loads,  as 
sho^wn,  and  all  is  ready  for  determining  the  reaction.  Take  a  pair  of 
diw^ders  and  step  off  the  ordinates  1  to  8  as  explained  in  Example  1,  Art 
l-OO^  and  multiply  their  sum,  in  inches,  by  25,000^.  Next,  in  the  same 
Tj  step  off  Uie  ordinates  9  to  12  and  multiply  their  sum  by  16,250^. 


IJ! 


'Gls(S)s(i)  a;  (k  a'Ohii^iQ^m 


\B 


i>r^ 


xe 


Flff.  20S 

tn  multiply  the  length  of  ordinate  13  by  12,500  and  add  all  three  of 
Tesults  together,  and  the  desired  reaction  is  thus  obtained. 

To  determine  the  maximum  shear  in  the  end  panel  AD  (Fig.  209), 
:e  the  wheels  as  shown,  thus  satisfying  the  criterion  for  maximum 
wt  (Art.  90).     Then  draw  the  reaction  influence  line  cb  for  the  span 

cd  for  the  panel  AD,  Then  by  multipl3ring  the  sum  of  the  ordinates 
as  explained  above)  ef,  1,  2,  3,  4,  and  5  by  25,000^,  6  to  9  by 
'50^,  and  A  and  10  by  12,500^,  and  adding  these  products  together, 
maximum  shear  in  the  end  panel  ^D  is  obtained. 

To  determine  the  maximum  shear  in  any  of  the  intermediate  panels 


»'  a^G^^OuG)  ,*  (S)d(h£(^d(^  i  Q^y  ODiOh 


Flff.  200 


^  DE  (Fig.  210),  first  draw  the  reaction  influence  lines  eb  and  af  and 
%hen  the  influence  line  adcb  for  shear  in  the  panel,  as  explained  for  trusses 
in  Art.  102,  and  place  the  wheels  as  shown  for  maximum  shear  in  the 
)>anel,  as  per  Art.  90.  Then  by  multiplying  the  sum  of  the  ordinates 
S  to  5  by  25,000^,  6  to  9  by  16,250^,  and  ordinate  1  by  12,500^,  and 
adding  tiie  products  together,  the  maximum  shear  in  the  panel  DE  is 
obtained. 

It  should  be  noted  in  the  last  case  that  the  position  of  the  wheels  for 
maxinium  shear  in  the  panel  can  be  determined  directly  from  the  influence 
line.  For,  according  to  Art.  102,  no  load  should  pass  the  point  0  (Fig. 
210),  and  there  must  be  a  load  at  E,  so  by  placing  wheel  1  as  near  0  as 
ponible,  with  a  wheel  at  E,  we  have  the  position  oi  VVi^  ^\k&«^&  \nt 
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maximum  shear  in  the  panel.  The  position  of  the  wheels  for  maximum 
shear  in  any  of  the  intermediate  panels  can  be  determined  in  this  manner. 
The  maximum  bending  moment  will  undoubtedly  occur  at  the  floor 
beam  nearest  the  center  of  the  span^  and^  as  there  are  two  floor  beams 
live  load  (in  reference  to  C)  as  shown^  thus  satisfying  the  criterion  for 

-♦■— -     J. 


t 


"*  "*••»■., ^r 


FIff.  210 

equally  near  the  center,  the  location  of  either  beam  can  be  taken  as  the 
ppint  of  maximum  moment.  So,  if  AB  (Fig.  211)  represents  the  span, 
either  C  or  D  can  be  taken  as  the  point  of  maximum  bending  moment. 
Let  us  take  point  C.  Then  to  determine  the  maximum  moment,  place  the 
maximum  moment  given  for  trusses  in  Art.  91.  Next  construct  the 
influence  line  aOb  for  the  bending  moment  at  C  as  explained  in  Art.  101, 
and  also  in  Art.  102.  Then  by  multiplying  the  sum  of  the  ordinates  1  to  4 
by  25,000#,  5  to  9  by  16,250#,  10  by  12,500^,  and  one-half  of  11  by 


^  8'  Ch 


I  2  ^  f  la^ 


Fig.  211 

(2,500^  X  10')  and  adding  these  products  together,  we  obtain  the  maxi- 
mum bending  moment  on  the  main  girders. 

To  determine  the  maximum  shear  in  any  panel,  as  CD  (Fig.  212), 
by  means  of  an  equilibrium  polygon,  first  place  the  load  for  maximum 
shear  in  the  panel,  as  shown,  and  draw  the  ray  diagram  MNO,  and  the 
corresponding  equilibrium  polygon  a-c-b  ...  a.  Then  by  drawing  OE, 
in  the  ray  diagram,  parallel  to  the  closing  line  ac  we  have  the  reaction 
(R)  at  A  due  to  the  loads  given  by  the  line  EM,  The  shear  in  panel  CD 
is  equal  to  R  minus  the  stringer  reaction  (r)  at  C  due  to  the  load  in  panel 
CD.  By  drawing  the  closing  line  ek  we  have  the  equilibrium  polygon 
ekhe  for  the  pnnel  CD.  Then  by  drawing  E^O  (in  the  ray  diagram) 
parallel  to  the  closing  line  eh  we  have  the  stringer  reaction  r,  at  C,  due  to 
wheel  1  (as  that  is  the  only  load  in  the  pnnel),  given  by  the  line  E'M. 
Then,  evidently,  the  maximum  shear  in  panel  CD  is  given  by  the  line  EE\ 
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The  maximnin  shear  in  the  other  panels  can  be  detennined  in  the.  aame 
manner. 

To  determine  the  maximum  bending  moment  on  the  main  girders  by 
means  of  an  equiUbrium  polygon,  first  place  the  loads  on  the  span  for 


maximam  moment  at  any  panel  point  aa  C  (Fig.  213),  as  explained  above, 
and  draw  the  ray  diagram  STP  and  the  correaponding  equilibrium  polygon 
aeda.  Then  the  mnximum  moment  at  C  is  equal  to  the  ordinate  y  multi' 
plied  by  the  pole  distance  H.  H  is  measured  in  pounds  to  the  aame  scale 
■s  used  in  drawing  the  ray  diagram  and  y  is  measured  in  feet  or  inches  to 


the  same  scale  as  naed  in  drawing  the  span  AB  and  in  spacing  the  loads. 
If  jr  is  taken  in  feet  the  moment  will  be  in  foot  pounds,  and  if  taken  in 
inches  the  moment  will  be  in  inch  pounds. 

In  case  an  equilibrium  polygon  similar  to  the  one  shown  in  Fig.  186 
(Art.  144)  be  drawn  t)ie  shears  and  bending  moments  for  any  number  <A 
through  plate  girder  spans  can  be  determined  from  it 


290 


STRUCTURAL  ENGINEERING 


The  shear  wonld  be  determined  as  shown  in  Fig.  218,  the  irfie^*^ 
being  placed  for  maximum  shear  as  per  criterion.  Art  90.  The  maxiDH^'"' 
moment  at  any  panel  point  C  can,  however,  be  determined  without  refe;'^ 
ence  to  the  criterion  for  maximum  bending  moment,  very  macb  the  tta^Z, 
as  the  case  af  deck  spans  treated  in  Art-  144,  the  main  difference  bdn^^ 
that  the  moment  here  is  for  a  certain  point  on  the  girder. 

As  an  illnstration  let  WW  (Fig.  214)  represent  an  equilibrinm 
polygon,  similar  to  the  one  shown  in  Fig.  186.  We  start,  say,  by  first 
placing  the  point  C,  the  panel  point  where  the  moment,  is  desired,  nnda 


wheel  11  and  drawing  the  closing  line  1-1,  we  obtain  the  ordinate  y.  Next 
placing  the  point  C  under  wheel  Vi  and  drawing  the  closing  line  2-8  we 
obtain  the  ordinate  y' ,  and  placing  C  under  wheel  13  and  drawing  the 
closing  line  3-3  we  obtain  the  ordinate  y",  and  so  on.  In  this  manner  the 
maximum  ordinate  for  point  C  is  obtained  by  trial,  and  by  multiplying 
this  maximum  ordinate  by  the  pole  distance  the  maximum  bending  moment 
is  obtained. 

The  maximum  bending  moment  at  any  panel  point  can  be  obtained  in 
this  manner. 

156.  Plate  Oirder  Bridges  with  Solid  Floors.  —  Plate  girder 
bridges,  especially  through  spans,  sometimes  have  solid  floors,  particularly 
those  over  streets  in  cities  where  an  ordinary  open  floor  is  undesirable 
owing  to  the  dripping  of  water  from  the  floor  upon  the  sidewalk  and 
street  below  due  to  rain  and  melting  snow. 

These  structures,  in  reference  to  floor,  taking  the  most  common  coo- 
struction,  can  be  divided  into  two  general  types;  those  having  solid  metal 
floors  covered  with  concrete  and  ballast,  and  those  having  reinforced  con- 
crete floors  covered  with  ballast.  The  moat  common  of  the  solid  metal 
floors  is  that  known  as  the  trough  floor  shown  in  Fig.  215  where  the  floor 
proper  is  made  up  of  vertical  and  horizontal  plates  connected  by  angles 
SO  as  to  form  successive  troughs.  In  designing  such  bridges  the  first  thing 
to  do  is  to  draw  a  longitudinal  section  of  the  floor,  enough  to  include  three 
ties  18"  on  centers,  as  shown  to  a  large  scale  in  Fig.  215.  At  the  start  the 
irhole  thing  is  an  assumption,  that  is,  we  draw  in  what  looks  to  be  correct. 
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From  this  sketch  we  determine  the  dead  weight  of  the  floor^  including- 
metal^  concrete,  ballast  and  track.  Then  we  compute  the  dead-  and  live- 
load  stresses  on  this  assumed  floor  and  if  necessary  modify  the  design  until 
it  agrees  with  the  final  computation. 

As  an  example  let  it  be  required  to  design  the  through  plate  girder 
span  indicated  in  Fig.  215,  using  Cooper's  £50  loading.  Estimating  from 
the  longitudinal  section  of  the  floor  (Fig.  215),  taking  concrete  to  weigh 
150^  and  ballast  126^  per  cu.  ft.,  we  have  for  a  strip  through  the  floor  one 
foot  wide  and  two  feet  long,  along  the  track,  the  following  weights : 

1^  cu.  ft.  of  concrete  at  150* 225  lbs. 

1  cu.  ft.  of  ballast  at  125* 125  lbs. 

Tie  (G  ft.  B.  M.)  at  6  X  4i# 27  lbs. 

3i  ft.  of  12'' X  t"  plates  at  15.3#. .  53  lbs. 

4  ft.  3^  X  3^  X  f  Ls  at  8.5* 34  lbs. 

Rails  (90*)  and  spikes 12  lbs. 

Tar,  stone  dust,  and  burlap 20  lbs. 

Total 496  lbs. 

for  two  square  feet  of  floor,  or  248*  for  each  square 
foot  (horizontal  projection).  The  floor  can  be  con- 
sidered as  being  made  up  of  independent  Z-shape  sec- 
tions, each  composed  of  one  vertical  plate,  two  angles 
and  two  halves  of  horizontal  plates  as  indicated  in 
Fig  216  ^^^'    ^^^*      This    section   can   be   treated   as   an    inde- 

pendent transverse  beam.     For  the  moment  of  inertia 
of  this  beam  with  reference  to  axis  0-0,  we  have 


5I 


J2 


% 


V 


2  X  6.43  X  G"  X  f '' =186   (hor.  pis.) 

t^  X  I  X  12^ =     54  (vert,  pi.) 


2  (5.25    X  5  +  2.87) =  281    (angles) 

521 


-(1.5°" xij,2^  ) (rivets  staggered)  ..       -60 

Total 461 

If  the  main  girders  are  15'-6"  apart 


IIL 


1  ill  i  1 1  liHI 


B 


II  ine  mam  inraers  are   lo -o      aparr  ,,»'.•  ,^,^^  ^^    ,    ^         ,»     ^ 

the  dead  load  on  our  Z-beam  will  really  be    p    ]*  y — I 

as  indicated  in  Fig.  217,  as  the  248-lb.  load 
computed  above  holds  only  for  the  part  of 
the  floor  directlv  under  the  track.  But  as 
the  final  result  will  not  be  aflPected  mate- 
rially'if  we  assume  the  248  lbs.  to  extend 
the  full  length  of  the  beam,  we  shall  so  consider  it. 

Then  for  the  maximum  bending  moment  due  to  dead  load  we  have 


IS'€' 


Fig.   217 


M  =  Jx  248x15.5   X  12  =  89,370  incVi  lbs. 

The  next  thing  is  to  determine  the  maximum  bending  moment  due  to 
live  load.     In  accordance  with  the  usual  practice  we  will  assume  the 
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T&ajtimnm  live  load  in  this  case  to  be  the  heaviest  axle^  distributed  over 
three  ties.    So  we  have  (special  load^  see  diagram^  Fig.  151) 

^^=20,833  lbs. 

for  the  total  load  on  each  tie.  Now  from  the  longitudinal  section  of  the 
floor  (Fig.  215)  we  can  see  that  our  Z-beams  carry  from  half  of  this  load 
to  practically  all  of  it.  So  to  be  sure  we  will  assume  that  each  carries  the 
20yS33  lbs.  uniformly  distributed  along  the  beam  by  the  tie. 

Then  for  the  maximum  bending  moment  due  to  live  load  we  have 

3r  =  i  X  20,833  X  15.5  x  12 =484,300  inch  lbs. 

Now  adding  together  the  above  dead-  and  live-load  moments  and  allowing 
100  per  cent  for  impact  we  have 

Af"  =  89,370 +  2  (484,300)=  1,057,970  inch  lbs. 

for  the  total  maximum  bending  moment  on  our  Z-beam. 

Then  substituting  the  above  values  in  Formula  (D),  (Art.  53),  we 
have 

.    1,057,970  X  6.6     -.,.^„ 
/= ^ =  15,100  lbs. 

for  the  maximum  bending  stress  on  our  Z-beam  which  is  the  maximum 
bending  stress  on  the  floor.  This  shows  that  the  floor  is  but  little  heavier 
than  necessary  for  cross  bending,  16,000  lbs.  being  the  allowable  bending 
stress. 

For  the  end  shear  on  our  Z-beam  we  have 


from  dead  load  and 


248  X  i^  =  1,920  lbs. 


^^4^  =  10,416  lbs. 


from  lire  load  and  the  same  from  impact,  making  23^700  lbs.  in  all. 
Then  to  resist  this  shear  we  should  have 

22,700.     „  .„ 
-jp^=2.27sq.uu,. 

of  cross-section  in  the  vertical  plate  of  our  Z-beam.  This  shows  that  the 
shear  on  the  floor  is  amply  provided  for,  as  each  vertical  plate  contains 
4.5  sq.  ins. 

The  above  calculations  show  that  the  floor  shown  in  Fig.  215  is  about 
as  correct  as  we  can  design  it,  as  %''  metal  is  the  minimum  thickness 
allowed. 

Having  the  floor  designed,  the  dead  weight  coming  onto  the  main 
larders  from  the  floor  can  be  computed  and  by  adding  this  per  foot  of 
f^rder  to  the  assumed  weight  of  girder  itself  (per  ft.)  we  obtain  the 
dead  load  for  determining  the  dead-load  stress  in  the  main  girders.  Then, 
using  the  formula  pL^/8,  the  maximum  dead-load  bending  moment  on  the 
main  girders  can  be  determined. 
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To  obtain  tlie  maximum  live-lond  slicar  and  bending  moment  on  Uic 
[  main  girders  the  live  load  is  placed  just  the  same  aa  in  the  case  of  dedt 
I  spans. 

The  trough  floor  shown  in  Fig.  315,  while  it  is  the  most  common  type 
^  and  a  good  design,  is  only  one  of  several  tjpes  of  solid  floors  in  use.  For 
example,  there  is  the  buekle  plat*  floor  composed  of  buckle  plates  (see 
manufacturers'  handbooks)  laid  upon  I-beam  or  plate  girder  rtringen, 
flut  plates  laid  upon  I-beams  used  either  as  stringers  or  transverse  beams, 
the  rolled  trough  section,  etc.  la  addition  to  these  types  there  are  the 
I-beam  and  concrete  floors  shown  in  Fig.  218,  in  which  case  the  I-beams 
are  designed  to  carry  all  of  the  lond.     All  of  these  types  are  used  mostly 

^  (Ba/iitf 

TO 


[  for  through  plate  girder  bridges.  The  trough  floor  is  sometimes  lued  on 
deck  spans,  in  which  case  the  troughs  are  placed  transversely  resting 
directly  upon  the  main  girders. 

The  out  and  out  reinforced  concrete  floors  are  used  on  deck  plat« 
girders.  These  floors  are  simple  concrete  slabs  resting  directly  upon  the 
top  of  the  main  girders  and  turned  up  at  each  end  so  as  to  hold  the 
ballast,  as  shown  in  Fig.  31!). 

In  designing  all  plate  girder  bridges  having  solid  floors,  the  first 
thing  to  do  is  to  design  the  floor  and  determine  its  weight.  Then  the 
weight  of  the  main  girders  can  be  assumed  and  added  to  the  weight  of  the 
floor  and  we  have  the  dead  weiglit  for  determining  the  dead-loud  stresses 
in  the  main  girders.  The  other  work  involved  is  practically  the  same  as 
given  above  for  ordinary  bridges. 

157.     Double-Track  Spans.— Double-track  deck  plate  girder  bridges 

are  practically  always  eom|)Osed  of  two  simple  single-track  spans  placed 

by  side,  as  previously  stated.     Double-track  through  spans  arc  usually 

[  composed  of  two  main  girders  placed  far  enough  apart  to  admit  the  two 

parallel  tracks  13-ft.  centers.     In  the  case  of  ordinary  open  floors  there 

Are  usually  four  lines  of  stringers.    The  load  in  that  case  on  each  stringer 

I  is  just  the  same  as  in  the  case  of  !>ingte'track  spans,  while  the  floor  Waus 

I  have  four  equal  concentrations,  each  concentration  being  the  same  as  for  • 

I   single-track  span.     The  de.id  load  on  the  main  girders,  as  stated  in  Art. 

134,  is  about  TO  per  cent  more  than  for  single-track  spans,  while  the  lite 

load  is  just  twice  as  much,  two  trains  being  considered  as  moving  abreast 

k  over  the  structure.      In  the  ease  of  double-track  through  plate  girder 

P  bridges  composed  of  three  main  girders,  there  are  two  independent  singUr- 

'  track  floor  systems.     The  loads  in  that  case  carried  by  each  floor  and  by 

!  Mch  outside  main  girder  are  the  some  as  for  a  singlr-trnck  span,  while  the 

central  girder  carries  practically  twice  as  much  as  each  of  the  outside 
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girders.  The  objection  to  the  three-girder  type  is  that  it  is  usually 
necessary  to  "spread"  the  tracks  at  the  location  of  these  bridges  in  order 
to  obtain  the  necessary  side  clearance. 


DRAWING  ROOM  EXERCISE  NO. 


5 


Design  a  64- ft.  single-track  through  plate  girder  bridge  and  make  a 
stress  sheet  for  same  upon  a  24^'  x  18^'  sheet  and  tracing  of  same. 

Length  of  span  =  4  panels  at  16'-0''  =  G4'-0''  c.c.  end  bearings. 
Width  =  15'-8''  C.C.  girders. 
Live  load^  Cooper's  £50  loading. 
Dead  load^  to  be  assumed  by  student. 
Specifications^  A.  R.  E.  Ass'n. 

The  required  work  consists  of  making  the  calculations  and  the 
drawing  of  a  stress  sheet  for  the  span^  similar  to  the  one  shown  in  Fig. 
201  for  the  60- ft.  span. 

VIADUCTS 

158.  Prelimixiary. — The  ordinary  railroad  viaduct  is  a  bridge  com- 
posed of  a  series  of  deck  plate  girder  spans  supported  upon  towers.  How* 
ever,  as  a  rule  any  bridge  supported  upon  towers  is  classed  as  a  viaduct. 
Viaducts  are  used  where  the  crossings  are  so  deep  that  ordinary  concreU- 
or  masonry  piers  are  impracticable  as  to  cost.  The  most  common  type  of 
viaduct  is  shown  in  Fig.  220(a).  The  type  shown  in  Fig.  220(6)  is 
built  to  some  extent.     The  principal  difference  in  the  two  types  is  in  the 


OostSecfion 


(a) 


Cross  Section 


Flff.  220 


tower  bracing.  Two  columns  connected  together  transversely  by  bracing 
constitutes  what  is  known  as  a  bent  (see  Fig.  221).  Two  bents  connectrd 
together  by  longitudinal  bracing  constitutes  what  is  known  as  a  tower.  J; 
is  usual  practice  to  make  the  spans  between  the  towers  twice  as  long  as 
the  tower  spans^  excei>t  where  the  heiglit  of  the  viaduct  is  40  ft.  and 
under,  in  which  case  the  spans  are  usually  made  equal  in  length. 

From  actual  calculations  the  economic  lengths  of  spans  are  found  for 
ordinary  cases  to  be  as  follows:  30'  and  30'  for  viaducts  30  to  40  ft. 
high;  30'  and  CO'  for  a  height  of  40  to  80  ft.;  and  40'  and  80'  for  a 
height  of  80  ft.  and  over. 

The  cost  of  erection  governs  the  lengths  of  spans  to  quite  an  extent. 

The  approximate  weight  of  metal  in  towers  of  ordinary  single-track 
viaducts  is  given  on  the  diagram  in  Fig.  222.  This  diagram  is  self- 
explanatory. 


296  STRUCTURAL  ENQINEERINQ 

Complete  Design  of  an  Ordinary  Single-Track  Viadnct 
169.    Data. — Specifications,  A.  R.  £.  A^'n. 
Live  Load,  Cooper's  £50, 
160.    General  Layoat  of  Stmctnre. — The  first  thing  the  designer 
needs  is  a  good  profile  of  the  crossing,  which  is  usually  furnished  by  the 
railroad  company.    Let  the  profile  shown  in  Fig.  223  be  such  a  profile  of 
the  crossing  for  which  we  are  to  design  a  viaduct. 


Transverse  Vmf  of  Ben/. 


Usually  (the  first  thing)  we  would  redraw  this  profile  carefully  to  a 
convenient  scale  (as  n  rule  to  a  -i^- scale)  so  tli;it  it  can  be  traced  on  the 
general  stress  siictt  for  the  structure.  Then  upon  this  profile  the  positions 
of  the  towers  are  chosen,  avoiding  the  stream  and  obtaining  as  many 
towers  and  columns  of  equal  length  as  possible,  using  the  length  of  spans 
that  is  economic  for  the  height  of  the  viaducL  Working  in  this  manner 
wc  obtain  the  general  layout  of  our  structure  as  shown  at  the  top  of  the 
general  stress  sJicet,  Fig.  334.  After  this  preliminary  work  we  start  the 
detail  design  by  taking  up  the  spans  first. 

161.  Designing  of  the  Spans. — This  work  is  just  the  same  prac- 
tically as  previously  outlined  for  deck  plate  girder  bridges,  except  the 
50-ft!  spans  in  this  case  are  made  the  same  depth  as  the  60-ft.  spans  in 
order  to  simpHfy  construction,  the  (iO-ft.  spans  being  of  economic  depth. 
Tlie  complete  stress  diagram,  or  stress  slieet,  as  we  might  say,  for  the 
three  different  lengths  of  spans  is  given  on  the  general  stress  sheet 
(Fig.  224). 

162.  Designing  of  the  Columns  and  Tower  Bracing. — In  design- 
ing  a  column  the  first  thing  to  do  is  to  determine  the  maximum  conceotra- 
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tions  on  the  top  of  it  due  to  dead  and  live  load.  The  total  dead  load 
applied  to  the  top  of  c.ich  colu:im  is  equal  to  the  sum  of  the  dead-load 
reactions  on  the  two  girders  9up])ortcd  and  the  greatest  live  load  applied 

Weighf of  Single  TrackV/aducfTbwers. 


in 

Jtl|ttB|lh-;:-:l";:-    ■ 

II 

■■:-',\^- 

-^-.'.  -- 

-•/& 

So'Sp 

=»» 

■  \ 

4:::i 

i;i:;!S!!i;|i|iipit!»|« 

^■■-, 

■;fp 

n::-::„iHn!iiHi 

■,  -■■!  "-'■ '    '    ■!  -§ 

«WHi 

m(i'iiii^it'm!t|tiui-i!:|:nn:i;Htin;riii  'mk 

Heightcf7bn/«ri(frombQseoFrcilfomosO'7/-y} 

to  the  top  of  each  is  the  maximum  live-load  concentration  coming  from 
the  live  load  in  the  two  adjacent  .sjians,  just  the  s.inic  as  in  the  case  of  an 
intermediate  floor  beam.  (Art.  1  IH.)  These  loads  arc  the  aame  for  all 
columns  in  bents  1  to  SI  (Fig.  2"-'4),  as  each  supports  an  end  of  a  30-  and 


IS  in  hent  10  is  that  coming  from  a 
5<)-ft.  spans  in  the  case  of  bent  11. 
for  the  girders  on  the  stress  sheet. 


fiO-ft  span.  The  load  on  the  col 
.10-  and  50-ft.  span  and  from  the 
Using  the  dead-load  reactions  gi' 
Fig.  'Z'l\,  we  have 

in,000 +0,800  =  25,800  lbs. 
for  the  dead-load   concentration  on  all  columns  supporting 
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60-ft.  spans^  which  includes  the  columns  in  bents  1  to  9^  and 

6,800  + 14,400  =  21,200  lbs. 
for  columns  in  bent  10  and 

14,400  X  2  =  28,800  lbs. 

for  those  in  bent  11. 

To  obtain  the  maximum  live-load  concentration  on  a  column  we  place 
the  loading  so  that  the  heaviest  loads  (wheels)  are  near  the  column  with 
one  load  at  the  colunm  and  the  unit  load  in  one  adjacent  span  equal  to 


A 


^^Oig)    9'    (S^S(^6'(S)S(3)    B'  Q>   ^' 0J)i(^i0y);04)    B'    (J^S(i^6  6h 


I 6SLL. 


^ 


Fig.  225 


the  unit  load  in  the  other,  which  is  in  accordance  with  Art.  148;  the  spans 
in  this  case  being  of  unequal  length. 

Taking  fiwt  the  columns  supporting  30-ft.  and  GO-ft.  spans,  let  C 
(Fig.  225)  r^>resent  the  column  considered.  By  placing  the  loads  as 
shown  in  Fig.  225,  we  have  (see  Table  A)  (considering  one-half  of  wheel 
12  in  each  span) 

i^%S^  =  2,533  lbs. 

for  the  average  unit  load  in  the  GOrft.  span,  and 

76,000 


30 


=  2,533  lbs. 


for  the  average  unit  load  in  the  30-ft.  span. 

This  shows  that  the  criterion  is  exactly  satisfied,  and  we  need  go  no 
farther  with  the  work  of  satisfying  the  criterion.  Taking  moments  about 
A  (using  Table  A)  we  have 

iM5iti|iii)L220  =  62,000  lbs. 

for  the  reaction  on  the  column  at  C  due  to  loads  3  to  11  (inclusive),  and 
taking  moments  about  B  we  have 

1.121x1.000^3  ^^^ 

30 

for  the  reaction  on  the  colunm  at  C  due  to  wheels  13  to  16  (inclusive). 
Now  adding  these  two  reactions  and  the  weight  of  wheel  12  together  wc 
have 

62,000  +  37,300  +  20,000  =  1 1 0,300  lbs. 

for  the  maximum  live-load  concentration  on  the  column  for  Cooper's  jE40 
loading  and  multiplying  this  by  50/40  we  have 

119,300x^  =  149,000  lbs. 
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for  the  maximum  live-load  concentration  due  to  the  £50  loading  which 
is  the  concentration  desired. 

Then  for  the  impact  we  have 


/     300     \ 
\90  +  300/ 


Now  owing  to  the  columns  sloping  transversely^  known  as  the  batter, 
the  actual  stress  in  the  columns  due  to  the  above  concentrations  is  equal  to 
the  concentrations  multiplied  by  the  secant  of  the  slope  angle.  The  slope, 
or  batter,  will  be  taken  as  2  in  12,  which  is  the  usual  batter  for  such 
columns.  So  we  have  1.014  for  the  secant  of  the  slope  angle.  Then  we 
have 

25,800  X  1.014  =  26,000  lbs. 

in  bents  1  to  9  (inclusive)  for  the  dead-load  stress  in  the  top  portion  of 
the  columns,  and 

149,000  X  1.014  =  151,000  lbs. 

for  the  live-load  stress  in  these  colunms  throughout  their  whole  length  and 

115,000  X  1.014  =  116,000  lbs. 

for  the  impact. 

Now  adding  these  together  we  have 

26,000  + 151,000  + 116,000  =  293,000  lbs. 

for  the  total  maximum  stress  in  the  top  sections  of  all  columns  in  bents 
1  to  9  (inclusive). 

^       We   will  next  determine   the   dead-   and   live-load   stresses   in    the 
columns   in  bent   10.     The   dead-load   concentration  on   each   of  these 


30'  I SO' 


ScnhIO 

Flff.  226 


^ 


columns  is  given  above  as  21,200  lbs.,  and  we  will  proceed  to  determine 
the  live-load  concentration  on  them.  Placing  the  loads  as  shown  in  Fig. 
226  we  have  (considering  one-half  of  wheel  13  in  each  span) 

1^M^  =  2,240  lbs. 
50 

for  the  average  unit  load  in  the  50-ft.  span,  and 

69,000 


30 


=  2,300  lbs. 


for  the  average  unit  load  in  the  30-ft.  span. 

This  shows  that  the  load  in  the  30-ft.  span  is  a  little  too  great.     So 
let  us  place  wheel  14  at  column  C.     Then  we  have 

132,000     „.,^„ 
ZTT =  2,640  lbs. 
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for  the  average  unit  load  in  the  50- ft.  span^  and 

62,000 


30 


=  2,066  lbs. 


for  the  average  nnit  load  in  the  30-ft.  span.  So  it  is  seen  that  the 
|x>sition  of  the  wheels  shown  in  Fig.  226  will  give  the  maximum  concen- 
tration on  the  colunm.  So  taking  moments  about  A  (using  Table  A) 
ire  have 

916x1.000^3  ^^^ 

30  ' 

for  the  reaction  on  the  column  at  C  due  to  loads  17  to  14  (inclusive)^  and 
taking  moments  about  B  we  have 

(2,036-^102x8)1,000^  ^^^ 

50 

for  the  reaction  due  to  wheels  6  to  12  (inclusive). 

Now  adding  these  reactions  and  the  weight  of  wheel  13  together  we 
have 

30,500  +  57,000  +  20,000  =  107,500  lbs. 

for  the  maximum  live-load  concentration  on  each  column  in  bent  10  due 
to  the  £40  loading.    Then  for  the  £50  loading  we  have 

^  X  107,500  =  134,000  lbs. 
40 

and  for  the  impact  we  have 

Now  multiplying  the  dead-  and  live-load  concentrations  and  impact 
by  the  secant  of  the  slope  angle  of  the  column,  as  was  done  above,  and 
adding  all  three  of  the  results  together  we  obtain  264,000  lbs.  for  the 


^5'(7>6(g)y@    f^'  (gfi  S' G)k(Mim)    ^' (^5^(8)6- (^5'@iP 


tS 


SO' 


tttittaat 


%  B 

so' 


Benh/I 
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total  maximum  stress  in  each  of  the  columns  in  bent  10.  Next  placing 
the  wheel  loads  as  shown  in  Fig.  !2'37  and  proceeding  in  the  same  manner 
as  above,  in  the  case  of  the  other  columns,  we  obtain 


128,600x^  =  161,000  lbs. 
40 
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for  the  live-load  concentration  on  each  column  in  bent  11,  and 
}lbs. 


-^''"^''^{m^)  ='''''''' 


for  the  impact  concentration. 

Then,  taking  the  dead-load  concentration   found   above    for   these 
columns,  we  have 

28,800x1.014  =  29,200  lbs. 
for  the  dead-load  stress,  and 

161,000x1.014  =  163,000  lbs. 


■ 

/  ■ 

\(f{/J  / 

y/sj- 

for  the  live-load  stress,  and 

121,000x1.014=  122,000  lbs. 

for  the  impact,  making  in  all  314,000  lbs.  stress  in  each  of  the  columns 
in  bent  11. 

Having  the  stresses  in  the  columns  this  far  determined  we  can  now 
write  the  dcnd,  live  and  impact  stri-ss  on  tlicm  nt  the  eross-sections,  as 
shown  in  I'ig.  221,  increasing  the  dend-lo.id  stress  in  the  lower  sections 
of  the  columns  where  the  weiglit  of  the  part  of  the  tower  above  increases 
the  stress  an  nppreci.nble  amount.  The  dead  wdgiit  per  ft.  of  height  of 
towers  1-2  and  T-8  as  seen  from  the  diagram  in  Fig.  222  is  about  1,000 
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lbs.  So  the  weight  per  ft.  of  column  would  be  250  lbs.  Then  the  dead- 
load  stress  in  the  lower  portion  (about  one-half  of  the  height)  of  the 
columns  in  these  towers  will  be  increased  (in  the  worst  case)  about 
250  X  28  =  7,000  lbs.,  about  11,000  lbs.  in  the  case  of  towers  3-4  and  5-6. 
In  tower  9-10  and  bent  11  this  increased  dead  weight  is  ignored  as  it  is 
inappreciable. 

We  shall  next  determine  the  stresses  in  the  columns  and  transverse 
bracing  due  to  wind  load.  According  to  the  specifications:  "Viaduct 
towers  shall  be  designed  for  a  force  of  50  lbs.  per  sq.  ft.  on  one  and 
one-half  times  the  vertical  projection  of  the  structure  unloaded;  or  30  lbs. 
per  sq.  ft.  on  the  same  surface  plus  400  lbs.  per  linear  ft.  of  structure 
applied  7  ft.  above  the  rail  for  assumed  wind  load  on  the  train  when  the 
structure  is  fully  loaded  with  empty  cars  assumed  to  weigh  1,200  lbs.  per 
linear  ft.  of  track." 

Let  us  first  consider  the  towers  3-4  and  5-6  (see  Fig.  224),  and  let 
the  diagram  at  (a).  Fig.  228,  represent  the  elevation  of  one  of  these 
towers  drawn  to,  say,  a  -j^-  scale.  The  wind  load  coming  onto  a  single 
bent  as  AB  would  be  that  applied  between  the  vertical  sections  SS  and 
S^S\  This  load  will  be  considered  (in  accordance  with  practice)  to  be 
applied  at  the  joints  of  the  bents  and  on  the  girders  and  train  as  shown 
in  the  cross-section  at  (6),  Fig.  228.  To  obtain  the  intensities  of  these 
forces  it  is  first  necessary  to  estimate  the  areas  of  the  vertical  projection 
of  the  structure  at  the  different  points.  The  area  of  the  vertical  projec- 
tion of  the  train  need  not  be  considered  as  the  load  on  it  is  given  in  the 
specification  as  400  lbs.  per  ft.  of  track.  However,  the  train  is  usually 
considered  to  be  10  ft.  high. 

For  the  area  contributing  to  force  Fl  we  have  1.5  x  45  =  67°'  in 
round  numbers  from  ties  and  guard  rail ;  3.5  x  30  =  105°'  from  the  60- ft. 
girder,  and  2.25  x  15  =  33°'  from  the  30-ft.  tower  girder,  making  in  all 
205°'  (=  67°'  +  105°'  +  33°').     (See  Figs.  221  and  232.) 

In  the  case  of  F2  we  have  the  same  area  from  the  girders  (=  105  + 
33  =  138°')  and  9  ft.  of  tower.  From  the  tower,  we  have  0.8  x  15  =  12°' 
from  the  top  longitudinal  strut  (see  detail  of  tower.  Fig.  232,  also  see 
Fig.  221),  0.5x24  =  12°'  from  one-half  of  the  longitudinal  diagonal,  and 
1.5  X  9  =  14°'  from  the  column,  making  in  all  176°'  (=138°'  +  12°'  + 
12°'  +  14°'). 

For  F3  we  have  1.5  x  18  =  27°'  from  the  column  (only). 

For  F4  we  have  1.5  x  27.7  =  42°'  from  the  column;  0.8  x  15  =  12°' 
from  the  longitudinal  strut  and  0.5  x  48  =  21°'  from  the  two  longitudinal 
diagonals  (one-half  of  each),  making  in  all  78°'  (=  42°'  +  12°'  +  24°'). 

Now  by  increasing  each  of  the  above  areas  by  one-half  (as  per 
specification)  we  obtain  the  areas  (to  the  nearest  square  feet)  indicated  at 
(6).  The  wind  load  on  the  lower  part  of  the  bent  is  transmitted  directly 
to  the  masonry  and  hence  is  not  considered. 

Taking  first  the  ease  of  the  50-lb.  load  (when  the  train  is  not  on  the 
structure)  we  obtain  the  forces  indicated  at  (r)  by  multiplying  the  given 
areas  by  50.  Tlicn  layinp:  off  these  forces  on  the. load  line  BC,  at  (/), 
we  obtain  the  diap^rnm  of  the  stresses  in  the  bent,  as  shown,  by  beginning 
at  a  and  passing  around  each  joint  counter  clock-wise.  The  intensities 
of  the  stresses  tlius  obtained  for  the  different  members  are  given  on  the 
bent  at  (c).    Next  for  the  case  of  the  30-lb.  load  on  the  sttwclxxte.  aTA>Qc\i& 
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400-lb.  per  linear  ft.  on  train,  we  have  the  forces  shown  at  (J).  ThoM 
applied  to  the  structure  here  are  obtained  by  multiplying  the  correspond- 
ing arcaa  given  at  {b)  by  30  and  the  load  on  the  trnui  by  mnltiplj-infc 
400  by  45',  the  length  of  the  train  contributing  pressure  to  bent  AB. 
By  drawing  on  and  np  we  have  tlic  forces  acting  upon  a  continuous  frame 
which  can  he  graphically  analyzed  and  the  addition  of  the  niciubera  on 
and  np  will  not  affect  the  stresses  in  the  members  of  the  bent  in  the  leari. 
Then  by  laying  off  the  forces  on  the  load  line  BD  and  beginning  at  joint 
n  and  passing  around  each  joint  counter  cloek-wise  we  obtain  the  dingram 
of  the  stresses  shown  at  (g).  The  intensities  of  the  stresses  thus  obtained 
for  the  different  members  are  given  on  the  bent  at  (rf). 

This  work  completes  the  determination  of  the  wind  stresses  in  the 
towers  3-4  and  fl-S.  and  we  shall  nest  take  op  the  determination  of  the 
stresses  in  these  same  towers  due  to  the  longitudinal  force  from  the  train. 
This  force  is  known  as  traction.  It  is  the  force  exerted  along  the  rails 
when  the  brakes  are  applied  to  the  wheels  of  a  moving  train  canstng  the 
wheels  to  slide  on  the  rails.    The  intensity  of  this  force,  as  is  evident,  is 


Pis.  2ZS  ^^1 


equal  to  the  coefficient  of  friction  (of  the  wheels  on  the  rails)  times  the 
vertical  load  on  the  wheels.  This  coeflicient  is  designated  in  the  specifica- 
tions as  0.20.  We  will  consider  the  traction  on  each  of  the  towers,  3-4 
and  5-6,  as  coming  from  the  loads  on  the  girders  rigidly  connected  to  the 
tower  in  each  case,  or,  in  other  wrds,  the  loads  between  the  eip&nsioii 
points  of  the  girders.  This,  as  is  seen  from  Fig.  224  (the  points  of 
expansion  being  marked  £j'),  wiU  be  the  loads  on  n  30-ft.  and  60-ft.  gpui, 
making  in  all  90  ft.  of  continuous  load.  The  load  will  he  a  mnxinnm 
when  the  wheels  are  in  the  position  shown  in  Fig.  229.  This  gires  a 
toad  of  348,000  lbs.  (see  Tabic  A)  for  Cooper's  £40  and  310,000  Uu. 
(=  848,000  X  50/40)  for  £50.  Then  for  the  traction  force  on  each  tover 
we  have 

7  =  310,000  x0.9  =  C2,000  lbs., 

which  is  applied  at  the  top  of  Ihc  rail.  Dy  drawing  mit  and  itn  at  the  tap 
of  the  tower  as  shown  at  (e)  we  have  the  load  applied  to  a  contilKunil 
frame  which  can  be  graphically  analyzed.  The  diagram  of  stresaei  in 
the  tower  shown  at  (A),  due  \xt  this  62,000-lb.  force  is  obtained  by  lajrli^ 
off  .4B  (representing  the  force)  as  a  load  line  and  then  beginning  at  \ 
and  passing  around  each  joint  counter  clock-wise.  The  intensities  of  tlie 
stresses  thus  obtained  are  given  on  the  elevation  of  the  lower  at  (e).  The 
exact  values  of  the  stresses,  however,  are  obtained  by  multiplying  each  of 
the  given  stresses  by  the  secant  of  the  slope  angle  of  the  columns,  bot  of 
each  stress  is  increased  but  a  small  amount  we  will  ignore  this  correction 
(as  is  usual  practice)  and  use  the  stresses  shown. 
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W'e  now  have  all  of  the  stresses  determined  in  the  towers  3-4  and  5-6 
except  the  dead^  live^  impact^  and  traction  stresses  in  the  top  transverse 
struts  (see  Fig.  221)  of  the  bents.  These  stresses  are  due  to  the  columns 
bein^  inclined.  Owing  to  this  inclination  the  columns  exert  a  horizontal 
thrust  toward  each  other  upon  this  strut  causing  a  compressive  stress  in 
it  equal  to  the  vertical  load  at  the  top  of  the  column  multiplied  by  the 
tangent  of  the  slope  angle  of  the  columns.  The  slope  of  the  columns  is 
2  in  12,  so  the  tangent  of  the  slope  angle  is  0.1666.  Then  for  the  top 
transverse  strut  we  have  tlie  following  stresses^  in  round  numbers: 


D=  25,800x0.1666=   4,000  lbs. 

L  =  149,000  X  0.1 666  =  25,000  lbs.    Y  +  48,000  lbs. 

7=115,000x0.1666  =  19,000  lbs. 

r=    88,000x0.1666  =  15,000  lbs. 

W=  26,000  lbs. 


I] 


+  89,000  lbs. 

,  ^n  order  to  design  the  column  bases  and  anchorage  it  is  necessary  to 
noj%^  the  positive  and  negative  reactions  on  each  column.     The  maximum 

Positive  reaction  on  each  is  equal  to  the  maximum  combined  stress  in  the 

ijottonri  section  of  the  column  divided  by  the  secant  of  the  slope  angle  of 
K-  ^^^w™^  pl^s  one-fourth  of  the  weight  of  the  lower  half  of  the  tower, 

^iiioH  is  about  11,000  lbs.    So  we  have  (see  Fig.  224) 

+i2  =  11,000 +  ^^^^^^  =  +567,000  lbs. 

1.U14 

^'  ^«^^  maximum  positive  reaction. 

,  *rhe  maximum  negative  reaction,  if  there  be  such,  will  occur  when 

ne  s-t^ucture  is  loaded  with  a  train  of  empty  box  cars  which  is  assumed 
^^^i^h  1,200  lbs.  per  ft.  of  track,  as  per  specification. 

^Ve  have  -98,000  lbs.  for  the  negative  reaction  due  to  wind  load  as 
Y  J^^^    at  (g)y  Fig.  228.    For  the  traction  force  along  each  rail  due  to  the 

*     ^-'V^      IKo     1iv#»  Irtfl^   nr^  }iav^ 


lbs.  live  load  we  have 

1,200 


X  0.2  X  90  =  10,800  lbs. 


^^ow  this  10,800-lb.  force  can  be  applied  to  the  top  of  the  tower  as 

j^^     ^one  with  the  62,000-lb.  force  (at  (e).  Fig.  228)  and  the  reaction 

£         "^o  it  determined  graphically.    But  as  the  reaction  due  to  the  62,000-lb. 

^^^     is  already  determined  (at  (h)),  the  one  due  to  the  10,800-lb.  force 

'  "^^  determined  very  readily  by  proportion  as  the  reactions  are  directly 

l^^^rtional  to  the  forces.     Hence  we  have 

"*'=SS  X  160,000  =  -28,000  lbs. 
e  negative  reaction  due  to  traction. 
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For  the  positive  reaction  doe  to  the  l,200-!b,  live  load  we  have 
_  1.200 


+R" 


x45  =  +27,000  1b3. 


Now  adding  (algebraically)  this  and  the  dead-load  reactioo,  which  u 

11,OOQ  +  ?''^"^' =48,000  lbs. 

(see  cross-sectioo  of  bents.  Fig.  224),  to  the  above  negative  reactions  we 
have  • 

27,000  +  48,000 -  98,000  -  28,000  =  -51,000  lbs. 
for  the  maximum  negative  reaction  that  can  occur  on  each  column  and  for 
which  anchorage  must  be  provided. 

This  method  of  determining  these 
negative  reactions  is  not  absolutely  correct 
as  the  effect  of  the  wind  and  traction  forces 
being  in  different  planes  is  not  taken  into 
account.  The  tendency  of  rotation  of  each 
1        ',  tower,  as  is  obvious,  will  really  be  about 

~  axes  perpendicular  to  the  resultant  of  the 

two  kinds  of  forces.  However,  owing  to 
the  uncertainty  of  the  intensities  of  the 
forces  in  the  first  place  and  to  the  result* 
ing  error  being  small,  the  more  exact  anal- 
ysis is  not  really  justifiable  and  hence  will 


w 


■R 


H4- 


not  be  given. 

As  we  now  have  all  of  tli 
we  can  write  tilt'  same  on  tli 
in  tlie  longitudinal  bracing 


can  tlien  proceed  with  the  designing  of  the 
bers  in  these  towers. 

Taking  the  columns  first   (bents  ;l,    1, 
following  section  for  the  to]»  portion  of  eacli 

l_cov.  pi.  18"xS"  =  n.35°" 

2— [s  15"  X  luff       =2:!..'>2"" 

34.77°" 

center  of  the  cover  plaU:  (. 

_  2:U3x  7.81  _,,„,..„     . 


stresses  delcrmincil  for  towers  3-4  and  5-6 
stress  sinit  (I'ig-  ~-4)  ns  shown,  tlie  stresses 
1  the  eleviitinn  of  the  towers  and  those  in  the 
ins  on  till'  cross-si'ctioii  of  the  bents,  and  wc 


etions  of  the  different  mem— 
I,  and  G)  let  us  assume  the? 


Taking  moments  about  the 


c  l''ig.  230)  we  bavt 


for  the  distance  to  the  center 

center  of  the  cover  pinte  (axi 

Now  for  tile  moment  of 


ai.'ir         ■ 

of  grnvitv  of  Ihf 
iiertia  about  axis 


7  =  347.5x2+ (■- 
and  hence  for  the  radius  i 


i  gj-ratiun  about  o 


n.ssimied  section  from  the 


.35)  =  1,159, 
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For  the  moment  of  inertia  about  axis  y-y  we  have 


/'  =  9.39  X  2  +  (6.03   x  23.52)  +  303.75  =  1,178, 
and  for  the  radius  of  gyration  about  the  same  axis  we  have 


r' 


-    S!-582 
"  \ 34.77  "^•^^- 


The  distance  along  the  colunm  between  the  points  of  connection  of  the 
longitudinal  bracing  is  the  greatest  unsupported  length  (as  is  seen  from 
Fig.  224)  and  hence  will  be  taken  as  the  length  of  column.  This  length 
(as  obtained  by  scale)  is  about  36'  or  432".  Then  substituting  this 
length  and  the  radius  r'  (as  the  column  would  fail  about  axis  y-y)  in  the 
colunm  formula,  we  have 

0=16,000-70^  =10,800  lbs. 

5.82 

for  the  allowable  unit  stress  in  the  case  of  the  combined  dead-  and  live- 
load  and  impact  stresses.  As  the  maximum  stresses  due  to  live  load,  wind 
and  traction  are  not  likely  to  occur  simultaneously  the  unit  stress  can  be 
increased  25  per  cent  for  the  case  of  combined  dead-  and  live-load,  impact, 
wind,  and  traction  stresses,  as  per  specifications. 
So  we  have 

293,000     ^^, 
-^^^^^  =  27.1  sq.  ins. 

for  the  area  required  for  the  combined  dead-  and  live-load  and  impact 
stresses,  and  for  the  combined  dead,  live,  impact,  wind,  and  traction 
stresses  wc  have 

468,000  _  468,000  . 

10,800(1  +  0.25)"   13,500  -'^-^-^^  s^- ^"^-^ 

which  is  the  actual  required  area,  being  the  greater.    The  section  assumed 
is  satisfactory  as  it  is  about  as  near  the  required  area  as  we  can  get  it. 
Taking  next  the  bottom  portion  of  the  column,  let  us  assume  the 
following  section: 

1— cov.  pi.  18"x  U''=12.37n" 
2— [s  15"x50#        =29.42°" 

41.79°" 
Taking  moments  about  the  center  of  the  cover  plate  (see  Fig.  231)  we  have 

-     29.42  X  7.84     ^  ,„  . 
"=        41.79        =^'^^'"^' 

for  the  distance  to  the  center  of  gravity  of  the  section  from  the  center  of 
the  cover  plate. 

For  the  moment  of  inertia  about  axis  x-x  we  have 


/=:40?.7x2  +  (2.32  x 29.42)  +  (5.52   x  12.37)  =  1,341, 
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and  for  the  radius  of  gyration  about  the  same  axis  we  have 
For  the  moment  of  inertia  about  axis  y-y  we  have 


r  =  (6.05  X  29.42)  +  (11.22  x  2)  +  334.13  =  1,433, 
and  for  the  radius  of  gyration  we  have 


_    /1,433 


The  length  of  the  bottom  portion  of  the  columns  is  about  36  ft.,  or 
132  ins.^  and  as  this  length  is  the  same  as  regards  the  two  axes,  r  the 
smaller  radius  will  be  used  in  the  column  formula.     So  we  have 

p  =  16,000  -  70  f^  =  10,680 

5.00 

for  the  allowable  unit  stress.     Dividing  this  into  the  combined  dead,  live, 
and  impact  stress  we  have 


304.000 
10,680 


=  28.46  sq.  ins. 


for  the  required  area  of  the  column,  and  by  increasing  this  unit  stress 
'ib  per  cent  and  dividing  it  into  the  combined  dead,  live,  impact,  wind,  and 
traction  stress  we  have 


564,000 
13,360 


42.2  sq.  ins. 


Z32|5./gJl;>-34 


L  7.g4"=|  X 


FIgr.  231 


for  the  required  area  which  is  the  greater 
of  the  two.  The  assumed  section  is  about 
as  near  to  the  required  section  as  is  pos- 
sible to  obtain,  so  it  will  be  used. 

We  will  next  take  up  the  designing 
of  the  transverse  bracing.  Beginning 
with  the  top  diagonals  (see  cross-section  of 
bents  3,  4,  5,  and  6,  Fig.  224)  we  have 
a  stress  of  38,000  lbs.,  which  we  will 
assume  to  be  carried  in  tension  by  one 
system,  so  we  have 


38,000 
16,000 


=  2.37  sq.  ins. 


for  the  required  net  area  of  each  of  the  top  diagonals.  It  is  necessary  to 
use  two  angles  for  eacli  diagonal  in  order  to  obtain  good  details.  It  is 
seen  that  comparatively  small  angles  could  be  jused  as  far  as  the  area  of 
cross-section  is  concerned,  but  as  3i'' x  3^'' x  5"  angles  are  about  as  small 
as  is  consistent  with  good  practice  in  the  design  of  railroad  bridges  we 
will  use  2— Ls3i''x  31'' X':!''  =  4.98 -0.37  =  4.61  sq.ins.net  for  each  diag- 
onal. 
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Now  as  these  angles  are  the  minimum  size  used  and  the  stresses  being 
less  in  the  other  transverse  diagonal  than  in  the  ones  just  considered^ 
2 — Ls  3i"x3i"xf"  will  be  used  for  each  of  the  other  transverse 
diagonals. 

In  designing  the  transverse  struts  h/r  should  not  be  greater  than 
120^  and  100  would  be  better.  The  stresses^  as  is  seen^  are  so  small  in 
these  struts  that  the  designing  of  the  sections  really  consists  in  selecting 
sections  that  will  be  sufficiently  rigid  and  provide  good  details. 

The  bottom  strut  is  about  31^^  or  372'%  long.    So  we  have 


100 


for  the  required  radius  of  gyration  to  give  h/r  =  100.  We  will  use 
2 — [s  10"  X  20^  which  have  a  radius  of  3.66  and  considerable  more 
section  than  required^  but  it  is  about  as  satisfactory  a  section  as  is  obtain- 
able and  hence  will  be  used  for  the  bottom  transverse  strut. 

The  second  transverse  strut  from  the  bottom  is  about  18'-6''^  or  222'% 
long,  ^o  we  have 

100 

for  the  required  radius.  Here  we  will  use  2 — [s  8"  x  13.75^  which  have 
a  radius  of  2.98.  We  will  use  the  same  section  for  the  next  strut  above 
also,  in  order  to  obtain  uniform  details. 

Let  us  next  take  the  case  of  the  top  strut.  This  strut  has  a  length  of 
about  78".  Let  us  assume  2— Ls  5"  x  3^"  x  f"  =  6.10°".  The  least 
radius  of  gyration  of  these  two  angles  taken  as  a  strut  is  1.60.  Then 
substituting  in  the  column  formula  we  have 

p  =  16,000  -  70  -^  =  12,600  lbs. 

for  the  allowable  unit  stress  for  the  combined  dead,  Uve,  and  impact 
stresses.    So  we  have 

48.000      „„ 

for  the  required  area  of  cross-section,  and  increasing  the  above  unit  stress 
25  per  cent  and  dividing  it  into  the  combined  dead,  live,  impact,  wind,  and 
traction  stresses  we  have 

89,000      .  . 
j^^^  =  o.6sq.ms. 

for  the  required  area  which  is  the  greater.  So  our  assumed  section  is 
about  correct  and  hence  will  be  used. 

We  will  next  take  up  the  designing  of  the  longitudinal  bracing  in 
towers  3-4  and  5-6.  Here  each  diagonal  will  be  designed  to  carry  the 
96,000-lb.  stress  in  tension,  assuming  only  one  system  to  act  at  a  time. 
So  we  have 

96,000     p        .       .    .X 

IMOO"  =  ^'  ^^-  ^^^-  ^°"*) 
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for  the  required  net  area  of  cross-section  of  each  diagonal.  Then  for  each 
diagonal  we  can  use  (counting  out  of  each  angle  one  rivet  hole)  2 — Ls 
6"  x4''  X §''  =  7.22  - 0.75  =  6.4?  sq.  ins.  (net). 

We  will  next  consider  the  longitudinal  struts,  which  are  really 
columnfl  30^  or  360^^  long.  The  maximum  stress  of  62^000^  occurs  on 
the  intermediate  one.  Let  us  assume  a  section  composed  of  2 — [s  lO'^x 
20#=lL76n'',    Then  we  have 

^  =  36CI 
r     3.66  ' 

and  we  also  have 

p  =  16,000  -  70 1^  =  9,110  lbs. 

o.ob 

for  the  allowable  unit  stress.    Dividing  this  into  the  stress  we  have 

62>000     ^^. 
.^-j^=6.79sq.ms. 

for  the  required  area  which  is  much  less  than  the  area  of  the  assumed 
section,  yet  we  will  use  the  assumed  section  for  each  of  the  longitudinal 
struts  as  the  L/r  is  about  correct  This  completes  the  design  for  the 
towers  3-4  and  5-6,  and  the  sections  can  be  written  on  the  stress  sheet  as 
shown  (Fig.  224). 

The  other  towers  can  be  designed  in  the  same  manner  as  shown  above 
for  towers  3-4  and  5-6  and  then  the  stress  sheet  can  be  finished  as  shown 
in  Fig.  224. 

163.  Detail  Drawings.— After  the  stress  sheet  (Fig.  224)  is 
completed  a  general  drawing  of  one  (at  least)  of  the  towers  should  be 
made  in  order  to  show  the  kind  of  details  desired  unless  standard  draw- 
ings for  such  details,  previously  made,  are  available.  The  tower  selected 
for  detailing  should  be  one  of  medium  height  so  as  to  obtain  average 
details.  In  this  case  we  will  select  tower  1-2  (see  stress  sheet,  Fig.  224). 
The  general  details  for  the  tower  will  be  sufficiently  shown  by  drawing 
the  details  of  one  column  and  the  principal  details  of  the  bracing  connect- 
ing to  the  column.  The  first  thing  to  do  is  to  make  large  scale  detail 
sketches  of  the  column  cap,  base,  and  of  the  principal  intermediate  points. 
From  these  sketches  we  determine  the  exact  slopes  and  clearances  for  the 
bracing,  in  fact  all  essential  details  are  worked  out  on  these  sketches  and 
simply  transferred  to  the  finished  general  drawing.  Working  in  this 
manner  we  obtain  the  general  drawing  for  the  tower  1-2  shown  in 
Fig.  232. 

The  calculations  for  these  details  are  quite  simple.  The  cap  is  made 
as  small  as  is  consistent  with  good  details.  The  I-beam  diaphragm  at 
the  top  of  the  column  is  for  the  purpose  of  distributing  tlie  loads  from  the 
girders  equally  to  the  two  channels.  There  should  be  a  sufficient  number 
of  rivets  in  each  side  of  this  diaphragm  to  transmit  one-half  of  the 
maximum  end  shear  on  the  longer  girder  minus  the  dead-load  end  shear 
on  the  shorter  girder.    So  in  this  case  we  have  (see  stress  sheet.  Fig.  224) 

243  000  ,6^800^114^700  lbs. 
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for  the  shear  that  these  rivets  are  to  transmit.  Dividing  this  by  7^00 
(the  value  of  a  f'^  shop  rivet  in  single  shear)  we  obtain  practically  16 
rivets.    Sixteen  is  the  number  used. 

The  bolts  connecting  the  girders  to  the  columns  should  be  sufficiently 
large  to  transmit  the  shear  due  to  traction^  neglecting  the  friction  on  the 
expansion  end.  Taking  the  case  of  the  GO-ft.  span^  the  heaviest  load  will 
occur  when  wheels  2  to  11  (inclusive)  are  on  the  span.  This  (for  Cooper's 
£50,  see  Fig.  151)  gives  a  load  of  205,000  lbs.  per  girder. 

Then,  we  have  0.2  x  205,000  =  41,000  lbs.  for  the  horizontal  thrust 
on  each  girder  which  must  be  taken  by  the  bolts  at  the  fixed  end  of  the 
girder.  We  have  four  bolts  taking  this,  so  each  must  take  one-fourth  of 
it  or  10,250  lbs.  This  calls  for  1^"  bolts,  as  the  area  of  cross-section  of 
each  is  0.994°",  and  stressing  them  10,000  lbs.  per  square  inch  gives 
9,940  lbs.,  which  is  about  the  required  value.  The  same  size  bolts  are 
used  for  the  tower  spans  in  order  to  have  uniform  sizes,  although  the 
shear  due  to  traction  in  that  case  does  not  require  them  to  be  so  large. 

The  column' base  should  have  sufficient  area  so  as  not  to  stress  the 
masonry  more  than  600  lbs.  per  square  inch  (see  specifications).  The 
maximum  reaction  on  bents  1  and  2  (see  stress  sheet.  Fig.  224)  is  512^000 
lbs.  Dividing  this  by  600  we  obtain  853  sq.  ins.  for  the  required  area  of 
bearing  on  the  masonry.  The  masonry  plate  or  base  plate  used  has 
(30"  X  29")  870  sq.  ins.,  which  is  about  the  correct  area.  The  masonry 
plate  should  be  symmetrically  placed  in  reference  to  the  center  of  gravity 
of  the  column  and  the  details  should  be  such  that  the  pressure  from  the 
column  is  quite  uniformly  distributed  over  the  plate. 

The  anchor  bolts  should  be  large  enough  to  take  the  maximum  nega- 
tive reaction  (uplift)  on  the  column  at  1 0,000  lbs.  per  square  inch.  The 
splice  in  the  column  is  considered  to  be  a  butt  joint,  tliat  is,  the  top  section 
of  the  column  is  considered  to  bear  firmly  against  the  bottom  section  so 
that  the  stress  is  transmitted  from  one  to  the  other  without  the  aid  of  the 
rivets  in  the  splice.  In  that  case  there  need  be  only  enough  rivets  in  the 
splice  to  hold  the  column  in  line.  Just  how  many  to  use  in  such  cases 
must  be  determined  by  mere  judgment. 

The  calculation  for  the  other  details  is  mostly  a  matter  of  develop- 
ing the  sections  in  the  bracing  which  the  student  should  have  no  trouble 
in  doing.  Take,  for  example,  the  longitudinal  diagonals.  Each  of  these 
diagonals  is  composed  of  2— Ls  6"  x  4"  x  §"  =  7.2*3  -  0.75  =  6.47  sq.  ins.(net). 
Multiplying  this  net  area   (of  the  two  angles)   by  16,000  lbs.  we  have 

6.47x16,000  =  103,500  lbs. 

for  the  tensile  strength  of  each  diagonal.  Dividing  this  by  6,000  lbs.  we 
obtain  about  17 — J"  field  rivets  to  develop  the  section.  Eight  on  a  side 
are  used  (in  the  end  connections),  which  is  about  correct. 

Take  next  the  longitudinal  struts  which  are  composed  of  2 — [s 
10"  x20#=  11.76°".  The  strength  of  these  struts  as  given  in  the  last 
Article  is  9,110  lbs.  per  square  inch.  Then  for  the  total  strength  of  each 
we  have 

11.76x9,110  =  107,000  lbs. 
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Dividing  this  by  6,000  lbs.  we  obtain  about  18 — J"  field  rivets.  Nine  on 
a  side  are  used  (in  the  end  connections),  which  is  correct.  The  riveting 
in  the  end  connections  and  splices  of  the  transverse  bracing  is  obtained  in 
the  same  manner. 

The  stress  sheet  (Fig.  2*^4)  and  the  general  drawing  of  the  tower  1-2 

(Fig.  232)  are  quite  sufficient  for  general  drawings  in  this  case  as  the 

work  is  quite  similar  throughout.     However,  there  should  always  be  a 

sufficient  number  of  general  drawings  to  fully  show  the  character*  of  the 

work.    All  special  towers  should  really  be  detailed. 

From  these  general  drawings  the  bridge  company,  obtaining  the 
contract  for  fabricating  the  structure,  works  up  the  shop  drawings  for 
the  work. 

In  working  up  the  shop  drawings  usually  the  first  thing,  after  large 
scale  sketches  of  the  principal  details  of  the  towers  are*  made,  is  to  make 
a  drawing  showing  the  location  of  the  anchor  bolts.  This  is  known  as  the 
masonry  plan.  This  drawing  is  used  by  the  party  building  the  sub- 
structure and  is  usually  the  first  drawing  called  for.  The  material  as  a 
rule  is  next  ordered  and  line  drawings  of  the  towers  are  made  upon  which 
the  lengths  of  all  members  are  given,  which  are  usually  computed  by  the 
aid  of  logarithmic  tables.  After  this  the  making  of  the  shop  drawings 
proper  (and  bills)  proceeds.  The  shop  drawings  for  the  girders  are  prac- 
tically the  same  as  previously  shown  for  deck-plate  girder  bridges.  The 
shop  drawings  for  the  towers  are  quite  easy  to  make;  the  columns  should 
he  on  separate  sheets  from  the  bracing.  All  should  be  drawn  as  much  in 
their  relative  position  as  possible  to  aid  in  checking  and  also  in  identifying 
the  members. 

We  will  next  make  a  preliminary  estimate  of  the  weight  and  cost  of 
metal  in  the  structure. 

164.    Preliminary  Estimate  of  Weight  of  Metal  and  Cost. — 

Taking  up  the  weight  of  the  girders  first  wc  have  the  following: 

Weight  of  metal  in  one  60- ft.  span. 
Weight  of  one  girder, 

1— web  84"  X  3"  X  107.1^  x  fiO' 6,426  lbs. 

4— Ls  6"  X  6"  X  i"  X  2-1.2^  x  GO' 5,808  lbs. 

1— cov.  pi.  14''  X  r'  X  29.76-  x  60' 1,786  lbs. 

1— cov.  pi.  14"  X  5''  X  29.7(;^  X  44' 1,309  lbs. 

2— cov.  pis.  14"  X  ^"  X  23.8#  x  29' 1,380  lbs. 

2^>— stiff.  Ls  5"  X  3i"  X  2"  X  10.4^  x  7' 1,893  lbs. 

S— end  stiff.  Ls  5"  x  3.1"  x  -jV  x  12.0^  x  7' 672  lbs. 

4— fillers  7"  x  5"  x  14'88^  x  6' 357  lbs. 

8— sp.  pis.  10"  X  g"  X  21.25#  X  2.4' 408  lbs, 

4— sp.  pis.  14"  X  5"  X  29.76^  x  4.3' 512  lbs. 

2— sole  pis.  12"  X  J"  x  30.6#  x  1.2' 74  lbs. 

6— fillers  3J"  x  g"  x  7.44*  x  6' 268  lbs. 

20,893  lbs. 
rivets,  3^    (=20,890  x  0.03) 627  lbs. 

Total  weight  of  1  girder 21,520  lbs. 

2 

Total  weight  of  2  girders 43,0  iO  lbs. 
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Weight  of  one  frame, 

2— Ls  3i"  X  3i''  X  r'  X  8.5#  x  6.1' 104 

2— Ls  3|"  X  3i''  X  t"  x  8.5#  x  8.2' 140 

4— pis.  12^"  X  f "  X  15.94#  X  1.1' 70 

1— pi.  9"  X  §"  X  11.48#  X  0.8' 9 


rivets 


323 
22 


lbs. 
lbs. 
lbs. 
lbs. 

lbs. 
lbs. 

lbs. 


Total  weight  of  1  frame 345 

6 

Total  weight  of  5  frames 1,725  lbs. 


612 
300 
230 

61 

27 


Weight  of  laterals  and  lateral  plates. 

8— Ls  3i"  X  3V'  X  t"  X  8.5#  x  9' 

7— pis.  12"  X  §"  X  15.3#  X  2.8' 

15— pis.  12"  X  I"  X  15.3#  X  1.0' 

2— pis.  12"  X  f"  X  15.3#  X  2.0' 

rivets 

Total  weight  of  literals  and  lateral  plates 1,230 

Summary  of  weight. 

2— girders   43,040 

5— frames ' 1,720 

laterals  and  plates 1 ,230 


lbs. 
lbs. 
lbs. 
lbs. 
lbs. 

lbs. 


lbs. 
lbs. 


lbs. 

Total  weight  of  metal  in  1— 60-ft.  span 45,990  lbs. 


Weight  of  metal  in  one  30-ft.  span. 
Weight  of  one  girder, 

1— web  54"  X  g"  X  GS.8r)#  x  25' 1,721 

4— Ls  G"  X  6"  X  S"  X  24.2#  x  30' 2,904 

2— end  pis.  30"  x  •;!"  x  38.25#  x  6' 459 

4— sp.  pis.  12"  x  i^"  x  25.5^  x  3.5' 357 

4— Ls  G"  x  G"  X  tt"  X  19.G^  x  4'  (bent) 314 

549 

305 

655 

102 

74 


"  X  19.G^  X  7' 


4— Ls  G"  X  G"  X  \ 

1— fillers  G"  X  5"  x  12.7#  x  G' 

14— Ls  5"  x  3.1"  x  2"  X  10.4#  x  4.5' '. 


2— pis.  12"  X  •;"  x  25.5*  X  2' 

2— sole  pis.  12"  X  2"  X  30.G#  x  1.2 


or 


7,440 


lbs. 
lbs. 
lbs. 
lbs. 
lbs. 
lbs. 
lbs. 
lbs. 
lbs. 
lbs. 

lbs. 
lbs. 

lbs. 


o. 

V 

1- 


rivets,    2% 150 

Total  weiglit  of  1  girder 7,590 

2 

Total  weight  of  2  girders 15,180  lbs. 

IV eight  of  frames. 

-end  frames  -  HIT)  x  2 GOO  lbs. (from 60-ft. span) 

-interior  frame 320  lbs.  (computed) 

Total  weight  of  3  frames 1,010  lbs. 
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-^ 0  =  615#  (  from  60-ft.  span) 

Summary  of  weight. 

2— girders  15,180  lbs. 

3— frames 1,010  lbs. 

laterals  and  plates 615  lbs. 

Total  weight  of  metal  in  1 — 30' tower  span 16,805  lbs. 

Weight  of  metal  in  one  50-ft.  span. 

1— web  84"  I  f"  I  107.1#  x  50'   5,355  lbs. 

4 — Ls  6"x  6"x  J"  X  :j;i.l*  x  5o' 6,620  lbs. 

22— Ls  5"  X  3i"  X  i)"  X  10.4*  x7' 1,602  lbs. 

4— Ls  5"  X  3i"  X  i^"  X  1  L'.O*  X  7' 336  lbs. 

4— fillers  7"  x  |"  x  20.83#  x  6' 500  lbs. 

4— fillers  3i"  t  i"  x  10.42*  x  6' 250  lbs. 

splice  plates  (see  60-ft.  span) 650  lbs. 

sole  plates  (see  60-ft.  span) 7i  lbs. 

15,387  lbs. 

rivets,  3% 450  lbs. 

Total  weight  of  1  girder 15,837  lbs. 

2 

Total  weight  of  3  girders 31,664  lbs. 

Lateral  system  =  (about  same  as  50-ft  span.  Art.  137) . .   2,776  lbs. 

Total  weight  of  metal  in  1 — 50-ft.  span 34,440  lbs. 

Weight  of  metal  in  tower  1-2. 

(Detailed,  Fig.  232.) 

One  Column. 

2— [s  15"  X  33#  X  S3.75' 1,568  lbs. 

"    -cov.  pi.  18"  X  §"  X  22.95*  x  83.7' 544  lbs. 

■[s  15"  X  50#  X  26.6' 2,660  "■ 

-cov.  pi.  18"  X  fff"  X  26.78«  x  26.6' 712  lbs. 

Total  weight  of  main  section 5,484  lbs. 

Cap. 

-cap  plate  20J"  x  3"  X  52.28«  x  3.1' , 

I  10"  X  30»  X  2.3' 

2— fills.  5"  X  i"  X  4.25#  X  3.3' , 

2— Ls  6"  X  4"  X  t"  X  20*  x  1.7' 

2— Ls  6"  X  4"  X  g"  X  20*  x  1.0' 

-gus.  pi.  2!)"  X  r'  X  3G.!)7#  x  2.4' 

-gus.  pi.  3G"  x-|"  X  45.!)0*  x  2.6' ■ 

2— Ls  3i"  X  3J"  X  S"  X  8.5*  x  1.4' 

2— pis.  16"  X  i"  X  20.4*  X  1.75' 

2— Ls  5"  X  3i"  X  I"  s  10.4*  x  1.0' 

*  Average  width  and  length  of  plates  are  given. 


69 

lbs 

20  lbs 

68 

lbs 

41) 

lbs 

8i) 

lbs 

120  lbs 

24  lbs 

71 

lbs 

21 

lbs 

684  lbs 

316  STRUCTURAL  ENGINEERING 


f 


Intermediate  details. 

3— tie  pis.  18"  X  I"  X  22.95#  x  1.5' 103  lbs. 

2— lat.  pis.  14"  X  f"  X  17.85#  x  3' 107  lbs. 

4— sp.  pis.  12"  X  f"  X  15.3#  X  1.85' 113  lbs. 

2— sp.  pis.  18"  X  f"  X  22.95#  x  2.0' ' 92  lbs. 

2— lat.  pis.  16"  X  f"  X  20.4#  x  3.0' 122  lbs. 

2— lat.  pis.  20"  X  f"  X  25.5#  x  3.4' 173  lbs. 

128  ft  of  2i"  X  f "  latt.  bars  @  3.19#  per  ft 408  lbs. 

1,118  lbs. 

Base. 

1— base  plate  30"  x  f"  x  89.25#  x  2.5' 223  lbs. 

2— Ls  6"  X  6"  X  f"  X  24.2#  x  1.1' 63  lbs. 

2— Ls  6"  X  4"  X  I"  X  20#  x  1.6' 64  lbs. 

2— Ls  6"  X  6"  X  f"  X  24.2#  x  0.4' 19  lbs. 

2— Ls  6"  X  6"  X  f"  X  24.2#  x  0.8' 39  lbs. 

4— Ls  5"  X  3i"  X  f"  X  10.4#  x  1.0' 42  lbs. 

2— Ls  5"  X  3|"  X  10.4#  x  2.0' 42  lbs. 

1— L  6"  X  6"  X  f"  X  24.2#  x  2.4' 68  lbs. 

2— fills.  3^"  X  S"  X  7.44#  X  1.5' 22  lbs. 

1— pi.  9"  X  f"  X  11.48#  X  1.5' 17  lbs. 

2— Ls  3i"  X  3^"  X  f"  X  8.5#  x  1.5' 26  lbs. 

1— gus.  pi.  30"  X  f"  X  38.25#  x  3.3' 126  lbs. 

1— gus.  pi.  28"  X  I"  X  35.7^  x  1.8' 64  lbs. 

2— gus.  pis.  30"  X  f"  X  38.25#  x  1.75' 134  lbs. 

929  lbs. 

Summary  of  weight  of  details. 

Cap 684  lbs. 

Int.  details 1,118  lbs. 

Base 929  lbs. 

Rivets 200  lbs. 

2,931  lbs. 


2  931 
Percentage  of  details  =    \       =  53%  of  main  section. 

5.484 


Summary  of  weight  of  one  column  (bents  1  and  2). 

Details    2,931  lbs. 

Main  section 5,484  lbs. 

8,415  lbs.  =  total  weight  of  one  column. 
4 


33,660  lbs.  =  total  weight  of  four  columns. 
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Longitudinal  bracing. 

Longitudinal  strut 

2 — [s  10''  X  20*  X  28.4' 1,136  lbs. 

4:— tic  pis.  12"  X  f"  X  15.3#  x  1.25' 77  lbs. 

164  ft  latt  bars  of  2^'  x  f"  @  2.87#  per  ft 470  lbs. 

rivets 53  lbs. 

(Details  =  44%.)  1,736  lbs. 

6^ 

Weight  of  metal  in  six  stmts 10,416  lbs. 

Diagonal. 

2— Ls  6"  X  4"  X  I"  X  12.3#  x  35.5' 873  lbs. 

Z—iie  pis.  12"  X  f"  X  16.3#  x  1.25' 38  lbs. 

48  ft  latt  bars  2i"  x  f "  @  2.87#  per  ft 138  lbs. 

rivets 20  lbs. 

(Details  =  22%.).  1,069  lbs. 

4 

Weight  of  metal  in  four  diagonals 4,276  lbs. 

Diagonal  (spliced). 

4— Ls  6"  X  4"  X  S"  X  12.3#  x  17.5' 861  lbs. 

4— tie  pis.  12"  X  f"  X  15.3#  x  1.25' 77  lbs. 

2— sp.  pis.  13"  X  t"  X  16.57#  x  3.5' 116  lbs. 

44  ft  latt.  bars  2i"  x  f"  @  2.87#  per  ft 126  lbs. 

rivets 21  lbs. 

(Details  =  40%.)  1,204  lbs. 

4 

Weight  of  metal  in  four  diagonals 4,816  lbs. 

Total  weight  of  longitudinal  bracing 19,508  lbs. 

Transverse  bracing  (bents  1  and  2). 

Strut  (beginning  at  top  of  bent). 

2— Ls  5"  X  3i"  X  I"  X  10.4#  x  4.0' 83  lbs. 

7  ft  2i"  X  f"  lat.  bars  @  2.87# 20  lbs. 

rivets 2  lbs.     1 05  lbs. 

(Details,  27%.) 

Diagonal, 

2— Ls  3i"  X  3i"  X  I"  X  8.5#  x  12.75' 217  lbs. 

2— tie  pis.  9"  X  f"  X  11.48^  x  1.0' 23  lbs. 

16  ft  lat  bars  2^"  x  |"  @  2.87^ 46  lbs. 

rivets 11  lbs.     297  lbs. 

(Details,  36%.^ 
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Diagonal. 

2— La  3i"  X  3J"  t  f"  x  8.3#  s  3.75' G4  lbs. 

2— Lb  3i"  X  3i"  x  g"  x  8.5»  x  8.4' U3  Iba. 

4— tie  pla.  9"  x  g"  x  11.48#  x  1.0' 46  Iba. 

2— sp.  pis.  13"xt"x  15.3*  X  3.0' Hit  lbs. 

14  ft.  latt.  bars  SJ"  x  g''  ®  2-87# 40  lbs. 

rivets IG  lbs. 

(DcUiU, 
Strut. 

2— [s  8"  X  13.75*  X  8.75' 240  lbs. 

4— tie  pis.  12"  X  3"  s  15.3«  x  0.8' 49  lbs. 

20  ft.  lot.  bars  2^"  x  %"  @  2.87* 57  lbs. 

rivets 18  lbs. 

(Details, 
Diagonal. 

S— La  3i"  X  3i"  X  |"  x  8.5#  i  17.2' 292  lbs. 

2— tie  pis.  9"  X  §"  X  11.48*  x  1.0' 23  Iba. 

34  ft.  lot.  bars  SJ"  x  f"  @  2.87* 97  lbs. 

rivets If!  lbs. 

(Details, 
Diagonal. 

8— La  3i"  X  3i"  x  9"  x  8.5*  x  6.0' 112  Iba. 

.  8— La  3i"  X  3J"  X  I"  X  8.5*  X  10.0' 170  lbs. 

4— tie  pla.  9"  x  |"  x  11.48*  x  1.0' 4G  lbs. 

30  ft.  lat.  bars  2i"  x  3"  @  2.87* 86  lbs. 

2— sp.  pis.  12"  X  g"  X  15.31  s  3.0' 92  lbs. 

rivets 20  lbs. 

(Details, 
Strut. 

2— fs  8"  X  13.75*  X  13.3' 3G6  lbs. 

4— tie  pis.  12"  X  I"  X  15.3*  x  0.8' 49  Iba. 

40  ft.  lat.  bara  2i"  1 1"  @  2.87* 115  Iba. 

rivets 40  lbs. 

(Details, 
Diagonal. 

3— Ls  3J"  X  3i"  X  3"  X  8.5*  x  27.2' 462  Iba. 

2— tie  pis.  9"  X  f  X  11.48*  x  1.0' 23  lbs. 

48  ft.  lat.  bars  9J"  x  g"  @  2.87* 137  lbs. 

rivets 26  lbs. 

(Details, 
Dioffonat, 

2— Ls  3J"  X  3i"  X  I"  X  8.5*  x  10.6' 180  lbs. 

S— La  3|"  X  3i"  X  f"  x  8.5*  x  IC.O' 272  lbs. 

4— tie  pis.  9"  X  3"  X  11.48*  x  1.0' 4G  lbs. 

44  ft.  lat.  bars  2i"  x  }"  @  '>.87# 126  lbs. 

2— sp.  pis.  13"  I  3"  X  15.3*  X  3.0' !>2  lbs. 

rivets -lO  lbs. 

(Details, 


9%0 


46%.) 


40%.) 


657c.) 


F 
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Strut. 

Z—[8  10"  X  20#  X  20.5' 820  lbs. 

4— tie  pis.  12"  X  f"  X  15.3#  x  0.8' 49  lbs. 

72  ft.  lat  bars  2i"  x  f"  @  2.87# 206  lbs. 

rivets 50  lbs.  1,125  lbs. 

(Details,  37%.) 

Weight  of  transverse  bracing  in  one  bent  =  5,204  lbs. 

Weight  of  transverse  bracing  in  two  bents  or  tower  =  10,408  lbs. 

Summary  of  weight  of  metal  in  tower  1-2. 

4  colmnns 33,660  lbs. 

Long,  bracing 19,508  lbs. 

Trans,  bracing. 10,408  lbs. 

Total 63,676  lbs. 

Proceeding  in  the  same  manner  the  following  weights  are  found: 

Weight  of  metal  in  each,  of  the  towers  3-4  and  5-6. 

4  columns  (36^0  details) 52,200  lbs. 

Long,  bracing 21,820  lbs. 

Trans,  bracing 14,440  lbs. 

Total 88,460  lbs. 

Weight  of  metal  in  tower  7-8 64,900  lbs. 

Wei^t  of  metal  in  tower  9-10 42,380  lbs. 

Weight  of  metal  in  bent  11 8,420  lbs. 

Summary  of  weight  of  metal  in  structure. 

5— 60-ft.  spans  @  45,990  lbs 229,950  lbs.1 

.5— 30-ft.  spans  @  1(5,805  lbs 84,025  lbs.  >  382,855  lbs. 

2— 50-ft.  spans  @  34,440  lbs 68,880  lbs.  J 

1— tower  (1-2) 63,670  Ibs.^ 

2— towers  (3-4  and  5-6)  @  88,460  lbs 176,920  lbs. 

1— tower   (7-8) 64,900  lbs. 

1— tower  (9-10) 42,380  lbs. 

1— bent   (10) 8,420  Ibs.J 

Total  weight  of  metal 739,151  lbs. 


>  356,296  lbs. 


Cost  of  structure  (superstructure). 

Girders,  382,855  lbs.  @  3^ $11,486 

Towers,  356,296  lbs.  @  3^^ 12,470 

Total  cost  of  steel  work  (except  anchor  bolts) $23,956 

This  price  is  only  a  fair  average  pound  price. 

165.  Double-Track  Viaducts. — The  ordinary  double-track  viaduct 
^as  a  double  line  of  spans,  that  is,  four  lines  of  track  girders,  which,  as 
^  rule,  are  supported  upon  cross-girders  as  shown  in  Fig.  233  instead  of 
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rcsUng  directly  upon  the  top  of  colamiu.  The  towen,  ■■  for  gEMnl 
design,  are  practically  the  same  as  for  single-track  visdncta.  The  riinn  II 
trations  at  the  top  of  the  towers  due  to  dead  and  lire  load  and  '"^pirt  ne 
jost  twice  as  much  as  for  single-track  viaducts  nnd  otmaeqnenttjr  tte 
stresses  in  the  columns  dne  to  the  same  will  be  twice  as  much,  fnmidcd 
of  course,  the  columns  in  the  two  cases  have  the  same  batter.  We  UHOM 
that  two  trains  move  abreast  over  the  double-track  stmctnre.  The  tn^ 
tion  is  just  twice  as  much  for  a  double-track  as  it  is  for  a  nn^e-traA 
viaduct,  while  the  wind  pressure  is  practically  the  same  for  the  two  itil^ 
tares.     (See  specifications  for  wind  load.) 

The  method  of  procednre  in  designing  dooble-irac^  Tiadocta  la  tte 
same  as  for  single-track  viaducts  except  the  trasBTerae  bradng  fa  ai^ 


jcctcd  to  live-load  stress  and  impact  when  only  one  trnck  is  loaded.  Thii 
is  due  to  thi'  uiit'Cjual  thrusts  excrt<.-d  by  the  two  columns  upon  the  top 
strut,  or  croNN'girili-r.  As  an  illustration,  suppiisi-  the  right-hand  trnck  of 
a  doulilc-trnck  viiiduct  (stc  Fig.  2^!i)  to  tic  himhd  with  thu  maximum  hve 
load  and  no  liir  load  on  the  left-hand  track.  Tlii.-  rif;lit-liand  column  will 
receive  most  of  llic  load,  as  is  cvid<;nt.  l.ct  J'  =  the  concontrntion  on  the 
riglit-hnnd  coliiinn  nnil  F'  the  eoncentnition  on  the  left-hand  column  and 
1ft  ift  rtpri-siiit  the  slope  angle  of  the  columns.  The  horizuntal  thrust  on 
the  cross-girdir  exerted  by  the  right-hand  column  is  cijual  to  /'tan^,  anJ 
that  cicrtid  by  the  lift-iiand  column  is  equal  to  /"tan0.  Now  if  thett 
two  thrusts  were  equal  they  would  just  balance  each  other  and  there 
would  be  no  live-load  stress  in  the  transverse  brnciiip.  But  as  they  are 
unequal  the  tr.ins verse  bracing  must  transmit  the  difTerencc  (which  pn)- 
duces  a  horizontal  shear)  down  to  the  masonry.  This  force  (=  J'tan^ - 
r'tan^)  can  Iw  assumed  as  applied  at  the  bottom  flange  (considered  ai  s 
strut)  of  the  cross-girder  (just  exactly  as  a  wind  h)ad)  and  the  strc»»«* 
in  the  transverse  bracing  due  to  it  graphically  determined. 
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The  mazimDm  stress  in  the  columns  occurs  when  the  two  tracks  arc 
folly  loaded,  at  which  time  no  live-load  stress  occurs  in  the  transverse 
bracing. 

166.    Analytical  Hethod  of  Deterndnitig  Stresses  in  Tower 

Bracing. — Let  Fig.  23-i  represent  a  transverse  view  of  a  bent  of  an 
ordinary  viaduct,  acted  upon  by  forces  as  indi- 
cated. Let  OS  first  suppose  that  the  horizontal  o 
wind  forces  F,  Fl,  FZ,  and  F3  alone  are  acting 
and  that  the  stress  in  the  diagonals  AD,  CN,  and 
in  the  stmt  CD,  due  to  these  forces,  is  to  be  deter 
mined. 

To  determine  the  stress  in  the  diagonal  AD.\^ 
first  assume  the  part  of  the  bent  (forces  and  all) 
below  the  section  mm  removed.  Then  the  part 
aboTe  this  section  mm  is  held  in  equilibrium  by 
the  forces  F,  Fl,  FZ,  S.  S3,  and  S4,  where  S,  SZ. 
ar^d  54  represent  the  stress  in  members  AD,  AC, 
and  BD,  respectively.  The  stress  S  is  what  we 
desire.  By  prolonging  the  lines  of  action  of 
"te  forces  (stresses)  SZ  and  S\  and  taking  mo- 
menta aboQt  their  point  of  intersection,  0,  we 
'eliminate  these  forces  from  the  equation  of  moments 
•Od  we  have 

'on  which  we  obtain  (in  known  quantities) 
„    cF  +  AFl  +  iFS 


Similarly,  to  determine  the  stress  S3  in  diagonal  CN,  assume  the 
^4rt  of  the  bent  below  the  section  nn  removed  and  taking  moments  about 
^  we  have 

cF  +  AFl  +  ltF2  +  tFZ  +  dSZ  =0, 

*  tvm  which  we  obtain  the  required  stress 
„„     cF  +  AFl  +  AF2  +  rF3 


.(18). 


To  determine  the  stress  51  in  the  strut  CD  assume  the  part  of  the 
%^cnt  below  the  section  oo  removed  and  then  taking  moments  about  0  we 
*»ave 

cF  +  AFl  +  iF2  +  rF3  +  rSX  =  0, 

Yrom  which  we  obtain  the  required  stress 

cF  + AFl  +  tFa  +  fF3 


Instead  of  wind  loads,  as  just  considered,  suppose  there  be  an  cccen- 
trically  applied  load  W  acting  upon  the  beat.  Then  taking  momenta 
«bont  0,  as  before,  we  have 
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from  wbich  we  obtain 


and  similarly  we  obtain 


JVe  We 


Eccentricallj  applied  loads^  as  just  considered^  occur  mostly  on 
viaducts  built  on  curve  and  on  double-track  viaducts  when  only  one  track 
is  loaded  with  live  load. 

If  desired,  the  stresses  in  the  columns  can  be  determined  by  taking 
moments  about  panel  points.     For  example,  the  stress  54  in  BD  can  be 

J^___^_^^  obtained  by  passing  the  section  mm  and  taking 
^^  moments  about  A.  By  passing  section  oo  and 
i  taking  moments  about  D  the  stress  S3  in  AC  can 

j^  /      J  be  determined,  and,  by  taking  moments  at  the  same 

YYeos  -  time  about  C  the  stress  56  in  DN  can  be  determined. 

L  Similarly,   by   passing  the   section   nn   and   taking 

I  moments   about  N  the   stress   S5   in   CM  can   be 

Fiff  236  determined. 

The  only  objection  to  the  above  method  is  that 
the  length  of  some  of  the  lever  arms  is  troublesome  to  determine  unless 
it  be  determined  by  scale,  which,  as  a  rule,  is  not  a  very  satisfactory 
manner  unless  special  care  be  taken. 

167.  Oeneral  Bemarks. — Viaduct  columns  are  sometimes  built 
without  cover  plates  as  shown  in  Fig.  235.  There  is  no  question  but  that 
«  column  with  a  cover  plate  is  better  than  one  without.  Whenever  a 
peater  area  is  required  than  can  be  obtained  by  using  two  channels  and  a 
cover  plate  a  section  like  the  one  shown  in  Fig.  236  should  be  used. 
However,  in  case  there  be  just  a  few  column  sections  in  a  structure 
requiring  more  area  than  is  contained  in  two 
channels  and  a  cover  plate,  the  area  may  be 
increased  so  that  that  type  of  section  can  be 
used  by  riveting  a  plate  to  the  back  of  each 
channel. 

The  batter  of  the  columns  in  single- 
track  viaducts  varies  from  1 J  in  12  to  3  in  12, 
for  verv  low  bents.  Two  in  12  is  a  verv 
common  batter.  The  batter  of  the  columns  in 
double-track  viaducts,  as  a  rule,  is  less  tlian 
in  the  ease  of  single-track  structures.  The 
batter  should  be  sufficient  to  limit  the  negative 
reactions  at  the  bases  of  the  columns  to  a 
reasonable  intensity,  at  least.  In  fact  it 
would  be  better  to  have  no  negative  reaction 

at  all,  but  as  a  rule  it  is  not  practical  to  have  that  condition  in  the  case  of 
single-track  viaducts. 

There  should  be  sufficient  material  in  each  pedestal  (which  is  usually 
made  of  concrete)  to  properly  distribute  the  positive  reaction  of  the 
column  supported  and  at  the  same  time  have  sufficient  weight  to  t^&vel 


^^O  Anchor  bolh 


Fig.  237 
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the  negative  reaction  of  the  column.    The  anchor  bolts  should  extend  well 
down  into  the  pedestals  as  indicated  in  Fig.  237. 

In  the  case  of  viaduct  towers  having  no  horizontal  struts^  as  shown 
in  Fig.  221,  the  two  systems  of  bracing  are  usually  considered  to  act 
simultaneously^  which  requires  that  each  member  of  the  bracing  be 
designed  for  compression  as  well  as  for  tension^  but  at  the  same  time, 
however,  the  stress  in  each  is  only  half  as  much  as  obtains  in  the  type 
of  bracing  shown  in  Fig.  220^  assuming  only  one  system  to  act  at  a  time. 

DRAWING  ROOM  EXERCISE  NO.  6 

Design  and  make  stress  sheet  of  a  single-track  viaduct  for  tlie 
following  crossing: 


Elevation  of 

Station 

Elevation  of  Ground 

Base  of  Rail 

400 

640 

648 

400  +  81 

588 

648 

401 

579 

648 

401  +  70 

568 

648 

402  + 13 

564 

648 

402  +  20 
402  +  40 

554  1  ^      , 
654  J  ^'^^^ 

648 
648 

402  +  49 

566 

648 

.     403 

567 

648 

403  +  44 

564 

648 

404+   5 

608 

648 

404  +  41 

613 

648 

404  +  80 

626 

648 

405+   2 

646 

648 

Data: 

Live  load. 

Cooper's  E50  loading. 

Specifications,  A.  R.  E.  Ass'n. 

Dead  loadj 

,  to  be  determined  by  student. 

TRUSS  BRIDGES 

168.  Preliminary. — Truss  bridges  are  used  for  spans  100  ft.  in 
length  and  ovor.  With  regard  to  the  location  of  the  track  there  are  two 
types  of  truss  bridges,  the  through  and  the  deck  bridge,  the  same  as  in 


Pro//  Truss 


Curbed  Chord  Pro f/ Truss 


PeftitTrussCa) 


PemTruss(b) 
Flff.288 
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the  caM  of  pUte  girders.  The  tntough  type  is  used  wherever  the  tmder 
clearance  will  not  permit  of  the  use  of  the  deck  trpe. 

The  four  trusses  shown  in  Fig.  2<38  are  the  most  common  types  uned 
for  through  bridges.  Pratt  trusses  are  used  for  spans  up  to  175  ft.  in 
length  And  as  a  rule  are  riveted  trusses.  Curved  chord  Pratt  trusses  are 
used  for  spans  from  200  ft.  to  325  ft.  long  and  as  a  rule  are  pin-connected 


trusses.  Pettit  trusses,  both  (a)  and  (t)  types,  are  used  for  long  spans, 
.S50  ft.  in  length  and  over. 

There  are  other  types  of  bridge  trusses  which  are  used  to  some 
extent    These  will  be  considered  later. 

In  the  case  of  deck  bridges,  the  Pratt  truss  is  practically  always 
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used.  The  end  panels^  however^  are  modified  either  as  shown  at  (a)  or 
(6),  Fig.  239. 

The  diagram^  Fig.  240^  gives  the  names  of  the  different  parts  of  an 
ordinary  Pratt  truss  bridge^  but  the  same  names  hold  for  bridge  trasses 
in  general. 

Complete  Design  of  a  150-Ft.  Single-Track  Through  Rnreted 

Pratt  Truss  Span 

169.  Data.— 

Length  =  6  panels  @  25'-0"  =  150'-0"  c.c.  end  pins. 
Width  =  16'-0"  C.C.  of  trusses. 
Height  =  30'-0"  c.c.  chords. 
Stringers  spaced^  6'-6"  c.c. 
Live  Load^  Cooper's  £50  loading. 
Specifications^  A.  R.  £.  Ass'n. 

170.  Design  of  25-Ft.  Stringers. — (For  detail  of  stringers^  see 

Fig.  290.)  For  dead  load  on  stringers  we  have,  from  (1)  Art.  124, 
w  =  12x25 +  100 +  400  =  800  lbs.  per  ft.  of  span  or  400  lbs.  per  ft.  of 
stringer.    Then^  using  this  load^  we  have 

M'  =  Jx400x25^  X  12  =  375,000  inch  lbs. 

for  the  maximum  bending  moment  due  to  dead  load. 

It  is  seen  from  Table  A  that  the  maximum  live-load  moment  will 
likely  occur  when  wheels  2  to  5  are  on  the  stringer,  and,  according  to  Art. 
88,  they  will  be  in  the  position  shown  in  Fig.  241. 

J  J,  Taking  moments  about  A   (Fig.  241),  to 

lT^s  '     fi"d  the  reaction  R  (using  Table  A),  we  find 

i  first  the  moment  of  wheels  3,  4  and  5  about  2 
-B  by  passing  down  the  vertical  line  through 
-  wheel  2  to  the  zig-zag  line,  then  to  the  right 
^  to  the  vertical  line  through  wheel  5  and  the 
^*^-  ^*^  figure  GOO,  just  to  the  right  of  this  line,  is  the 

moment  of  wheels  3,  4  and  5  about  2,  in  thousands  of  foot  pounds. 

Then  multiplying  the  total  weight,  in  thousands  of  pounds,  of  the 
wheels,  2  to  5,  by  3.75  (see  Art.  46)  and  adding  this  product  to  the  600, 
we  have  the  moment  of  the  wheels,  2  to  5,  about  A.  So  we  can  write 
the  equation  of  moment  about  A  as 

600  +  (80  X  3.75)  -  (72  x  25)  =0, 
from  which  we  obtain 

R  =  600^80x3.75)  ^  ^^^  ^  ^^^^^^  ^^^^ 

for  the  reaction  at  B. 

Then  taking  moments  about  4,  as  the  maximum  moment  occurs  under 
that  wheel  (see  Art.  88),  we  have  the  moment  of  R  about  wheel  4  minus 
the  moment  of  wheel  5  about  wheel  4  for  the  maximum  bending  moment; 
that  is    we  have 

yr  =  36,000  X  11.25  -  5  X  20,000  =  305,000  ft.  lbs., 

for  the  maximum  live-load  bending  moment  due  to  Cooper's  ^40  loading. 


~~^s&)\ 


f2.$' 
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and  multiplying  this  by  50/40  and  by  12  we  have  4,575,000"#  for  the 
desired  maximum  live-load  moment  in  inch  pounds^  provided  the  correct 
g^oup  of  wheels  were  selected^  which  can  be  ascertained  by  trials  in  case 
of*  doubt. 

Then  for  the  impact  moment  we  have 

I = 4,575,000  X  ^  =  4,223,000  inch  lbs. 

Now  adding  the  above  moments  together  we  have 

M = 375,000  +  4,575,000  +  4,223,000  =  9,173,000  inch  lbs. 

for  the  total  maximum  bending  moment  on  the  stringer. 

Next  let  us  assume  the  web  as  §''  thick.     Then  substituting  in  (5) 
of  Art.  113  (stringers,  as  a  rule,  never  have  cover  plates),  we  have 


000  =^^-^^'^'- 


Mi 


25' 


Fiff.  242 


/'      for  the  economic  depth.     So  we  will  use  a  web  48'' 

2)i(3)iff)5(5)  B'  ^      deep. 

For  the  dead-load  end  shear  on  the  stringer, 
we  have 

400x12.5  =  5,000  lbs., 

and  placing  the  wheels  as  shown  in  Fig.  242  and  taking  moments  about 
the  support  B  (using  Table  A)  wc  have 

„     1,320+ (93x1)      ^^^^     KCKomu 
^- ^ /  X  1,000  =  56,520  lbs. 

for  the  maximum  end  shear  due  to  Cooper's  JEJ40  and 

^  X  56,500  =  70,050  lbs.,  say  71,000  lbs., 
due  to  Cooper's  JEJ50  loading,  and  for  impact  we  have 

71,000  X 1^  =  66,000  lbs.  (about) 

and  adding  we  have 

6,000  +  71,000  +  66,000  =  142,000  lbs. 

for  the  total  maximum  end  shear  on  the  stringer. 

Now  for  the  unit  shear  on  the  assumed  web  we  have 

^1^=7,888  lbs., 
§x48 

and  substituting  this  in  (1)  of  Art.  118,  we  have 

j=:  i_  (12,000 -  7,888)  =  39  ins.  (about) 

for  the  maximum  distance  allowed  between  the  stiffeners  near  the  ends 
of  the  stringer,  and,  as  this  is  more  than  half  the  depth  of  the  girder 
and  as  the  minimum  thickness  of  web  allowed  by  the  specifications  is 
f  in.,  wc  will  use  a  48''  x  f "  web. 
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To  determine  the  area  of  flanges  the  first  thing  to  do  is  to  approxi- 
mate the  effective  depth  of  the  stringer.  Assuming  that  6''  x  6"  angles 
will  be  required  we  find  from  Table  6,  or  from  some  handbook^  that  the 
average  distance  from  the  back  to  the  center  of  gravity  of  these  angles 
is  about  1.75  ins.^  and  taking  the  depth  of  the  girder  as  ^^^  more  than 
the  web,  we  have 

48.25  - 1.75  X  2  =  44.75,  say  45  ins., 

for  the  approximate  effective  depth.  Dividing  this  into  the  maximnm 
total  bending  moment,  we  have 

9,173,000  ^  204:fi00  lbs.  (about) , 
45 

for  the  stress  in  each  flange  (see  Art.  112),  and  dividing  this  by  16,000 
we  have 

204,000     ,..^       . 
-j^^^^=  12.75  sq.ms., 

for  the  net  area  of  each  flange.     Let  us  try 

2— Ls  6''  X  G''  X  V  =  (5.75  x  2)  -  1  =  10.50°"  net 
i  area  of  web  =   2.25^"  net 

12.75°"  net 

This  gives  exactly  the  area  indicated.     Now  checking  back,  we  have 

48.25 -1.08x2  =  44.89  ins. 

for  the  actual  effective  depth,  which  differs  so  little  from  the  assumed 
that  the  area  of  the  flanges  would  be  changed  but  very  little,  and  hence 
recalculation  of  flanges  is  unnecessary. 

The  stiffencrs  on  stringers  are  usually  made  of  3|"  x  3i"  angles. 
There  is  no  rational  way  of  determining  them.  Owing  to  the  planing  off 
of  the  ends  of  the  stringers  to  obtain  exact  length,  the  end  stiffencrs  are, 
as  a  rule,  made  3,/'  ^o  i''  thicker  than  the  intermediate  stiffencrs,  which 
are  of  minimum  (2")  thickness. 

The  laterals — bracing  for  stringers — are  designed  the  same  as  for 
any  deck  plate  girder.     (See  Art.  135.) 

171.    Design  of  Intermediate  Floor  Beams. — (For    details    of 

floor  beams,  see  Fig.  291.)  The  dead  load  on  an  intermediate  floor  beam 
consists  of  the  dead-load  concentrations  from  the  stringers  and  the  weight 
of  the  floor  beam  itself. 

Each  concentration  from  the  stringers  is  equal  to  twice  the  end  shear 
on  one  stringer  and  such  floor  beams  weigh,  depending  on  details,  from 
3,000^  to  3^800^  each.  So  let  us,  in  this  case,  assume  3,000^  as  the 
weight  of  one  intermediate  floor  beam  complete,  or  225^  per  ft.  of  floor 
beam.  Then,  for  dead  load  we  have  the  case  shown  in  Fig.  243,  and 
for  the  maximum  bending  moment  due  to  dead  load,  we  have 

10,000x4.75x12  =570,000  in.  lbs. 
^x  225x16^x12   =   80,000  in.  lbs. 

656,000  in.  lbs. 
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and  for  the  maximum  end  shcar^  due  to  the  same  load^  we  have 

3,600 


2 


+  10,000  =11,800  lbs. 


To  determine  the  maximum  live-load  bending  moment  and  end  shear 
on  the  floor  beam  we  must  first  satisfy  tlic  criterion  of  Art.  148  for 
maximum  live-load  concentration  on  the  floor  beam.  That  is,  the  loads  in 
the  two  adjacent  panels  must  be  as  nearly  equal  as  possible  and  at  the 
same  time  the  heaviest  loads  must  be  near  the  floor  .beam,  with  one  load 
exactly  at  it. 


mm 


^  4-9''[  €'6"  [4-9'^ 
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By  trial  (using  Table  A)  it  will  be  found  that  the  maximum  con- 
centration on  the  floor  beams  will  occur  when  the  wheels  are  in  the 
position  shown  in  Fig.  244,  as  the  criterion  is  most  nearly  satisfied  with 
them  in  that  position,  that  is,  the  heaviest  wheels  are  near  the  floor  beam, 
wheel  13  at  it,  and  the  load  in  panel  BC ,  consisting  of  wheels  14,  15,  and 
IG  (wheel  17  is  exactly  over  the  floor  beam  at  C  and  hence  is  not  in  the 
panel  -BC),  weighs  46,000  lbs.,  while  the  load  in  panel  AB,  consisting  of 
wheels  10,  11,  and  12,  weighs  ,50,000  lbs.  This  is  as  close  as  the  crite- 
rion can  be  satisfied,  as  will  be  found  by  further  investigation.  So, 
taking  moments  (using  Table  A)  about  A  to  find  the  concentration  at  B 
due  to  wheels  10,  11,  and  12,  we  have 

r  =  (420  +  50  X  7)  ^^  =  30,800  lbs., 

and  taking  moments  about  C  to  find  the  concentration  at  B  due  to  wheels 
14,  15,  and  IG,  we  have 

r'  =  ^  X  1 ,000  =  24,850  lbs. 
25        '  ' 

Now  adding  these  concentrations  and  the  weight  of  wheel  13  together, 
we  have 

R^t^t'\  20,000  =  30,800  f  24,850  -1  20,000  =  75,650  lbs., 

for  the  maximum  live-load  concentration  due  to  Cooper's  /v40  loading, 
and  multiplying  this  by  50/10  wo  have  04,562^,  say  04,500^,  for  the 
maximum  live-load  concentration  due  to  Cooper's  £50  loading. 

Then  for  the  live  load  on  each  intermediate  floor  beam  we  have  the 
case  shown  in  Fig.  245,  and  for  the  maximum  live-load  moment,  taking 
moment  about  either  C  or  D,  we  have 

4.75  X  94,500  x  12  =  5,386,000  inch  lbs., 

and  for  the  impact  we  have 

5,386,000  X  ^  ~  =  4,61 6,800,  say,  4,620,000  inch  lbs. 
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(The  load  extends  over  two  panel  lengths,  or  50  ft.) 

Now  adding  the  above  dead,  live,  and  impact  moments^  we  have 

M  =  656,000  +  5,386,000  +  4,620,000  =  10,662,000  inch  Ibi., 

for  the  total  maximum  bending  moment  on  the  floor  beam,  and^  as  it 
seen  from  Fig.  245,  the  maximum  live-load  shear  is  94,500^  and  the 
impact  =  94,500x300/350  =  8 1,000^.  So  by  adding  these  to  t)ie  ahore 
dead-load  shear  we  have  11,800 +  94,500  + 81,000  =  187,300#  for  the  total 
maximum  end  shear  on  the  floor  beam. 

The  depth  of  the  floor  beam  is  governed  practically  by  the  depth 
of  the  stringers.  The  bottom  laterals  and  the  bottom  flanges  of  the  Boar 
beams  should  be  in  the  same  plane,  as  the  bottom  flanges  of  the  beams 
act  as  stmts  in  the  bottom  lateral  system,  and  there  should  be  suffidcnt 
distance  from  the  bottom  of  the  stringers  down  to  the  bottom  of  the  floor 
beam  to  permit  the  laterals  to  pass  beneath  the  stringers,  which  usually 
requires  from  4'^  to  G'%  depending  on  the  size  of  the  laterals,  and  the  dis- 
tance from  the  top  of  the  floor  beams  down  to  the  top  of  the  stringers 
is  usually  about  3'\  In  this  case  we  will  assume  3'^  as  the  distance 
from  the  top  of  the  floor  beams  down  to  the  top  of  the  stringers  and 
5^^  from  the  bottom  of  the  stringers  down  to  the  bottom  of  the  floor 
beams,  which  gives  56j''  for  the  depth  of  the  floor  beam  as  shown  In 
Fig.  246.  It  will  be  found  upon  investigation  that  floor  beams,  as  a  rnle, 
are  deeper  than  the  economic  depth. 
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After  having  decided  upon  the  depth  of  the  floor  beam,  the  next 
thing  is  to  ai)proximate  the  effective  dcj)th.  Assuming  that  each  flange 
of  the  floor  beam  will  be  composed  of  *l — G"  x  G"  angles,  we  can  take 
about  tlie  average  distance  from  the  back  of  the  angles  to  their  centers 
of  gravity,  which  is  given  in  Table  G  as,  say,  1.75".  Then,  for  the 
approximate  effective  depth,  wc  have 

5G.25- (1.75x2)  =  52.ro,  say  53  ins. 

Dividing  this  into  the  above  maximum  bending  moment,  we  have 

10,GG2,00()  +  r>:]  =  v>0 1,000  lbs.  (about) 

for  the  flange  stress,  and  dividing  this  by  ]G,000  wc  have 

201,000  +  ]  G,000  =  12.5G  sq.  in. 

for  the  required  net  area  of  each  flange. 

Assuming  a  5G"  x  y,/'  web  which  has  a  section  of  24.5°''  (=56X'^), 
let  us  try 

2— Ls  6"  X  G''  X  \"  =  (5.75  x  2)  -  1  =  10.50""  net 
\  area  of  cross-section  of  web  =    o.OG""  net 


13.5G°"  net 
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This  gives  1°"  more  than  is  required.  2— Ls  6''  x  6"  x  ^"  have  a 
section  more  nearly  equal  to  the  required  area,  but  the  specifications 
require  the  angles  to  be  i"  thick  if  the  outstanding  leg  is  6'',  so,  to  com- 
ply with  the  specifications,  the  above  section  will  be  used. 

It  will  be  seen  that  the  true  effective  depth  here  is  slightly  less  than 
the  assumed,  as  the  distance  from  the  back  of  the  6"  x  G"  x  \"  angles  is 
1.68".     So,  for  the  actual  effective  depth,  we  have 

56.25 -(1.68x2)  =52.89  ins. 

This,  however,  is  so  near  the  assumed  effective  depth  that  recalculations 
are  unnecessary. 

For  the  maximum  unit  shear  on  the  floor  beam  we  have 

1 87,300  ^  24.5  =  7,644  lbs.  per  sq.  in. 

Now  substituting  this  value  for  *  in  (1),  Art.  118,  we  have 

J  =  1^(12,000-  7,644)  =47.6  ins., 

for  the  allowable  distance  between  stiffeners.  The  shear  is  practically 
zero  between  the  stringers,  so  that  no  stiffeners  are  required  there,  and 
the  clear  distance  from  stringer  to  truss  is  4' -9"  minus  about  7"  for 
half  width  of  truss  and  6"  (at  least)  for  connections,  leaving  3' -8",  or 
44",  for  the  actual  value  of  J,  while  47.6"  is  allowed,  so  the  assumed 
web  is  quite  thick  enough.  In  fact  it  could  be  thinner,  but  the  rivets, 
spaced  along  the  flanges  between  the  stringers  and  trusses,  would  be 
closer  than  desired,  if  a  thinner  web  be  used,  and  hence  the  assumed 
5G"xiV'  web  will  be  used,  even  though  it  is  a  little  thicker  than 
required. 

The  end  stiffeners  on  the  floor  beams  are  usually  6"  x  6"  x  ^"  angles, 
placed  upon  fillers  as  shown  in  Fig.  291. 

172.    Design  of  End  Floor  Beams. — The  dead  load  on  an  end 
floor  beam  consists  of  the  two  dead-load  concentrations  from  the  stringers. 
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each  of  which  is  equal  to  the  dead-load  end  shear  on  one  stringer,  and  the 
weight  of  the  floor  beam  itself.  The  dead-load  end  shear  on  a  stringer,  as 
given  in  Art.  170,  is  5,000^,  and  such  end  floor  beams  weigh  about  2,400^, 
or,  say,  150^  per  foot.  Then  the  dead  weight  on  each  end  floor  beam  is 
as  shown  in  Fig.  247. 

For  the  maximum  bending  moment:,  due  to  this  dead  load,  we  have 

5,000x4.75x12   =  285,000  inch  lbs. 

i  X 150  X  ie"""  X 12  =   57,600  inch  lbs. 

342,600,  say  343,000  mdxWi^,^ 
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and  for  the  maximum  end  shear^  due  to  the  same  dead  load,  we  have 

5,000  + 150x8  =  6,200  lbs. 

The  maximum  live-load  concentrations  from  the  stringers  on  an  end 
floor  beam  are  each  equal  to  the  maximum  live-load  end  shear  on  one 
stringer,  which  is  given  in  Art.  170  as  71,000^.  So  the  live  load  on  an 
end  floor  beam  is  as  shown  in  Fig.  248. 

For  maximum  bending  moment,  due  to  this  live  load,  we  have 

71,000  X  4.75  X 12  =  4,047,000  inch  lbs., 
and  for  the  impact  we  have 

4,047,000  X  1^  =  3,735,000  inch  lbs., 

and  for  maximum  end  shear,  due  to  live  load,  we  have  71,000,  and  for 
end  shear,  due  to  impact,  we  have 

71,000  X 1^  =  66,000  lbs.  (about). 

Now  adding  the  above  moments,  we  have 

343,000  +  4,047,000  +  3,735,000  =  8,125,000  inch  lbs., 

for  the  total  maximum  bending  moment,  and  adding  together  the  above 
end  shears  we  have 

6,200  +  71,000  +  66,000  =  143,200  lbs., 

for  the  total  maximum  end  shear  on  an  end  floor  beam. 

Now  assuming  53''  for  the  effective  depth,  the  same  as  for  the  inter- 
mediate floor  beam,  and  dividing  it  into  the  above  moment,  we  have 

8,125,000     ,,oA^^„ 

-^-—^ =  153,000  lbs. 

oo 

for  the  flange  stress,  and  dividing  this  by  16,000,  we  have 

153,000     ^..       . 

le^ooo^^-^^'^-^^*' 

for  the  required  net  area  of  each  flange.  Now  it  is  readily  seen,  from 
Table  6,  that  6"  x  6"  angles  are  too  large  for  tliese  flanges  and  hence  we 
will  use  G"  X  4''  angles  with  the  6"  leg  along  the  web  to  provide  for  the 
flange  rivets. 

Let  us  try,  assuming  a  56"  x  §"  web  (same  depth  as  the  intermediate 
floor  beams), 

i  area  of  web  =  (56  x  g)  +  8      =  2.62^'' net 

10.11"'' net 

This  flange  section  is  about  correct.  It  is  0.55°"  greater  than  called  for 
above,  but  the  assumed  effective  depth  is  greater  than  the  actual,  which  is 
really  56.25  -  (2  x  1.96)  =  52.33". 
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Dividing  the  moment  by  this^  we  have 

8,125,000  ^  52.33  =  155,000, 

and  dividing  this  by  16,000^,  we  have 

155,000 


16,000 


=  9.68  sq.  ins. 


for  the  actual  flange  area  required,  which  is  0.43^^'  less  than  the  above 
assumed  section,  but  the  above  section  will  be  used,  as  6"  x  4"  x  §''  angles 
are  too  small,  giving  a  net  area  of  0.59^'^  less  than  required. 

Dividing  the  end  she/ir  by  the  area  of  cross-section  of  the  web, 
we  have 

^^^-^^-=6,819  lbs.. 


21 

for  the  actual  unit  shear  on  the  web.  Substituting  this  value  for  $  in  (1), 
Art.  118,  we  have 

il  =  ^  (12,000- 6,819)  =48.5  ins., 

for  the  allowable  distance  between  stiffeners,  but  as  the  unsupported  dis- 
tance between  stringers  and  truss  is  about  S^'-S",  or  44'',  according  to 
the  preceding  article,  no  stiffeners  arc  needed  and  the  assumed  56"  xf 
web  will  be  used.  The  actual  allowable  stress  on  it  is  determined  by  sub- 
stituting 44''  f or  ci  in  (1),  Art.  118,  and  solving  for  9,    Thus  we  have 

44=1(12,000-0, 

from  which  we  obtain 

*  =  7,306  lbs., 

for  the  actual  allowable  unit  stress.  Now  dividing  this  into  the  maximum 
end  shear,  we  have 

143,200 


7,306 


=  19.57  sq.  ins.. 


for  the  required  area  of  cross-section  of  the  web.  The  area  of  the 
56"  X  3"  web,  which  we  propose  to  use,  is  *^1^",  which,  as  is  seen,  is 
more  than  is  required,  but  the  area  of  a  5<)"  x  /j"  web,  which  is  the  next 
in  size,  contains  only  17.5°".  Therefore,  a  thinner  web  could  not  be 
used  even  if  the  specifications  would  permit  it.  From  this  it  is  seen  that 
the  assumed  56"  x  8"  web  is  as  near  the  correct  section  as  is  possible 
to  obtain  and  hence  will  be  used. 

This  completes  the  desitni  of  the  floor  system,  and  next  we  will  take 
up  the  design  of  the  trusses. 

173.    Determination  of  Dead-Load  Stresses  in  Trusses.— The 

dead  load  of  an  ordinary  bridge  is  eonsidered  as  uniformly  distributed 
along  the  span  but  applied  to  the  trusses  only  at  the  panel  points  or 
joints,  one- third  at  the  top  joints  and  two-thirds  at  the  bottom  joints,  in 
the  case  of  through  bridges,  and  just  the  reverse  in  the  case  of  dcek  s\iwvi. 


^ 
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This  load  consists  of  the  weight  of  metal  in  the  span  and  the  wci^ 
of  the  deck. 

From  (4),  Art,  124,  we  have 

p  =  rxl50  +  G60-l,7101bs., 

for  the  approsimnte  weight  of  the  metal  per  foot  of  span,  and  addinf 
400*  for  the  weight  of  the  deck,  we  have 

1,710 +  400  =  2,1 10  lbs., 

for  the  total  assumed  dead  load  per  foot  of  span,  or  2,110/2  =  1,055*  p 
fool  of  truss. 

Multiplying  this  by  25,  the  panel  length  in  feet,  wc  hnve 

»'=l,055x25  =  S(i,37.')lbs., 

for  the  panel  load  on  each  truss.  One-third  of  this  is  considered  h 
applied  at  each  top  joint  and  two-thirds  at  each  bottom  joint.  However^ 
this  assumption  affects  only  the  verticals,  and,  as  far  as  the  strcntcs  ia 
the  other  members  are  concerned,  the  full  panel  load  eould  be  considered 
at  the  bottom  joints,  or  top  either,  as  for  that. 

After  having  thus  computed  the  panel  load,  the  next  thing  to  do  It 
to  draw  a  sketch  of  the  truss,  as  shown  in  Fig.  249  (as  a  guide),  and  then 
compute  the  values  of  tan  S  and  sec    0. 


Tanfi^ 


0.8333  and  sec  6  =  1.899,  say  1,3, 

n  the  n 


In  determining  the  dead-lood  stresses  in  the  wrh  members  (diagonals 
and  verticals),  we  cnn  begin  either  at  tile  cenler  of  the  span  or  at  the 
cod.  The  dead-load  stresses  in  these  members  can  really  be  detenniiMNl 
by  mere  inspection. 


A 

J  anoBo'r 

H.M^d 

%  ^WtefJ 

fl4Wh«»  A 

5 

S 

/      i 

£: 

"Uzi^    S 

ji      <- 

Beginning  at  the  center  of  the  span  and  considering  the  poat  dH,  it 
is  obvious  that  this  post  can  do  nothing  more  than  carry  the  load  applied 
to  the  top  of  it,  which  is  one-third  of  the  panel  load;  so,  evidently,  the 
stress  in  it  is  26,375  ■r3  =  8,7<)I#,  say  ft,000a,  compression. 

The  one-third  of  a  panel  load  transmitted  by  the  post  dD  down  to 
joint  D  combines  with  the  two-thirds  at  D  and  undoubtedly  one-half  of 
this  combination  is  transmitted  to  the  two  ends  of  the  truss.  Therefore, 
the  shear  in  panel  CD  is  one-half  of  a  panel  load  and  the  stress  in  tbe 
diagonal  cD  is 

51  Bee  tf  =  5HIi  X  1.3  =  17,143,  say  17,000  lbs.  tension. 
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The  stress  in  the  post  cC  is  equal  to  the  half  panel  load  coming  from  panel 
point  D,  or  the  vertical  pull  of  diagonal  cD,  plus  the  one-third  panel 
load  at  c.    So^  for  the  stress  in  post  cC,  we  have 

?  +  ?  =  ^  =  |x26,3'^5  =  21,980,8ay  22,000  lbs. 

^  O  D  O 

Likewise,  it  is  evident  that  the  diagonal  hC  must  transmit,  so  to 
speak,  the  i  W  coming  from  the  central  panel  point  D,  the  ^  W  from  c, 
and  the  §  W  from  C,  making  1^  W*m  all,  which  is  the  shear  in  panel  BC 
and  must,  undoubtedly,  be  equal  to  the  vertical  component  of  the  stress  in 
the  diagonal  hC,  and  hence  the  stress  in  the  diagonal  is  equal  to  l^X 
26,375  X  sec  ^=51,430#,  say  61,000#,  tension. 

The  member  hB,  known  as  a  hanger  or  hip  vertical,  as  is  readily 
seen,  can  carry  nothing  more  than  the  load  hung  on  (so  to  speak)  at  the 
joint  B,  and  hence  the  stress  in  it  is  fx  26,375  =  17,582#,  say  18,000^, 
tension. 

It  is  evident  that  the  end  post  hA  must  transmit  \  W  from  the  cen- 
tral panel  point  D,  the  ^  W  from  c,  the  §  W  from  C,  the  |  W  from  B, 
and  the  J  W  from  h,  making  in  all  2\W,  which  is  the  shear  in  panel  AB 
and  equal  to  the  vertical  component  of  the  stress  in  this  member  hA,  So 
the  stress  in  it  is  equal  to  2^  x  26,375  x  sec  ^  =  85,718#,  say  85,000#,  com- 
pression. 

Now,  if  we  begin  at  the  end  of  the  span  instead  of  at  the  center,  as 
we  did  above,  we  have  first  the  reaction  72  =  2J  W  eX  A.  (This  is  obtained 
from  mere  observation.)  As  this  reaction  acts  vertically  the  end  post 
hA  must  resist  it,  as  the  end  post  is  the  only  member  at  point  A  having  a 
vertical  component.  So  we  have  2^  W  sec  6  for  the  stress  in  the  end  post, 
the  same  as  found  above  for  this  member.  The  stress  in  the  hanger  hB 
is  §  ^,  as  found  before.  The  shear  in  panel  BC  is  equal  to  the  reaction 
R  (=2i  W)  minus  the  J  fF  at  6  and  §  fF  at  B,  so  that  we  have  ^W - 
W-\^W  for  the  shear  in  panel  BC.  This,  evidently,  must  be  equal  to 
the  vertical  component  of  the  stress  in  diagonal  hC,  as  that  member  is  the 
only  member  in  that  panel  having  a  vertical  component  force,  and  hence 
the  stress  in  diagonal  hC  is  equal  to  1^  W  sec  6,  the  same  as  found  before. 
Likewise,  the  stress  in  diagonal  cD  is  equal  to  the  shear  in  panel  CD 
times  sec^.  The  shear  is  equal  to  R-2W  =  ^W,  and  hence  the  stress  is 
equal  to  ^W  sec  0,  the  same  as  found  before.  The  stress  in  the  post  cC 
is  equal  to  the  vertical  component  of  the  diagonal  cD,  which  13  ^W  (the 
shear  in  panel  CD)  plus  the  iWatc,  making  f  W,  the  same  as  found 
before,  or  it  is  equal  to  the  vertical  component  of  diagonal  hC,  which  is 
li  ^  (*^^  shear  in  panel  BC),  minus  the  f  W  at  C 

The  expression  for  the  stresses  in  the  web  members  can  be  written 
on  the  members,  as  shown  on  the  right  half  of  the  truss  (Fig.  249),  and 
the  numerical  results  of  the  same  may  be  found  very  quickly  by  the  use 
of  the  slide  rule. 

For  the  chord  stresses  we  can  assume  the  full  panel  loads  as  applied 
at  the  bottom  panel  points,  in  order  to  simplify  the  work. 

Let  us  first  write  out  the  formulas  for  the  chord  stresses.  For  the 
stress  S  in  bottom  chords  AB  and  BC,  we  have,  taking  moments  about 
point  h  (see  Fig.  249), 

Rd-Sh  =  2iWd^Sh  =  6. 
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Transposing,  we  have 

S=2i  W^  =  (2i)  Wt&n  6 (1). 

For  the  stress  82,  in  chord  he,  we  have^  taking  moments  about  C, 

from  which  we  obtain 

d         d 
S^  =  5W-r-W^  =  5Wt8Lne-Wt&ne  =  4:Wtane (2) 

for  the  stress  in  chord  be.  We  obtain  the  same  thing  for  bottom  chord 
CD  by  taking  moments  about  c. 

For  the  stress  ^3,  in  top  chord  ed,  we  have,  taking  moments  about  D, 

RxSd-(Wx2d)-Wd-{S^xh)=3x2iWd-2Wd-Wd-(Sj,xh)=0, 

from  which  we  obtain 

S^  =  7iW^-'2Wj-JV^=^7iWiaxie-3Wt8Lne  =  4:iWt&ne(^S). 

We  thus  have  an  expression  for  the  stress  in  each  chord  member. 
Substituting  the  numerical  values  in  (1),  we  havf 

5  =  2^x26,375x0.8333  =  54,945,  say  55,000  lbs. 

tension  for  the  stress  in  chords  AB  and  BC,  and  by  substituting,  like- 
wise, the  numerical  values  in  (2)  and  (3)  we  obtain  87,672^,  say 
88,000^,  for  the  stress  in  the  chord  members  be  and  CD,  and  98,631*, 
say  99,000*,  for  the  stress  in  the  chord  member  ed.  This  completes  the 
calculations  for  the  dead-load  stresses  in  the  trusses,  as  the  structure  is 
symmetrical  about  the  center  of  the  span. 


Fir  250 

It  will  be  seen  from  Formulas  (1),  (2),  and  (3)  that  rTtan^  is  a 
constant,  and  after  the  coefficients  are  written  out  the  stresses  in  the 
chords  could  be  quickly  determined  by  the  use  of  the  slide  rule. 

These  coefficients  can  be  written  down  on  the  chord  members  by 
mere  inspection.  For  example,  let  Fig.  250  represent  a  truss  of  nine 
equal  panels. 

Taking  moments  about  b  for  the  stress  in  the  bottom  chords  AB  and 
BC,  we  have  4JVd/h,  so  the  coefficient  for  chords  AB  and  BC  is  4. 

Taking  moments  about  C  for  stress  in  top  chord  be,  we  have 
(AW)2d/h-  Wd/h,  so  the  coefficient  for  chord  be  is  7.  It  is  the  same  for 
the  bottom  chord  CD,  as  the  center  of  moments  in  that  ease  is  at  c,  which 
is  in  the  same  vertical  line  as  point  C.  Taking  moments  about  either  d 
or  D,  for  the  stress  in  chords  ed  and  DE,  we  have  the  A  at  A  multiplied 
by  3c?  minus  the  W  at  B  multiplied  by  2c?  and  minus  the  W  at  C  multi- 
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plied  by  Id,  so  the  coefficients  for  chords  cd  and  DE  are  each  (4x3)- 
2-1  =  9. 

Similarly,  taking  moments  about  e  or  E,  for  the  stress  in  chords  de 
and  EF,  also  ef,  we  have  (4x4) -3-2- 1  =  10  for  the  coefficient  to  be 
^sed  in  determining  the  stress  in  these  chords. 

After  a  little  practice  the  student  can  write  these  coefficients  down 
without  hesitating. 

If  the  slide  rule  is  used,  about  all  that  need  be  written  down,  out- 
side of  the  stresses  (as  they  are  determined),  are  the  numerical  values 
of  the  chord  coefficients  and  that  of  W,  tan  ^,  and  sec  0,  and  if  found 
convenient  or  necessary,  W  ta,n6  and  W  seed. 

174. — Determination  of  Live-Load  Stresses  in  Trusses. — ^First, 

draw  a  sketch  of  the  truss,  as  shown  in  Fig.  251,  for  reference. 

Member  bA.    Suppose  we  start  by  determining  the  maximum  stress 
.in  the  end  post  bA.    As  is  readily  seen,  the  stress  in  this  member  vnll  be 


h  »  260O00C  '*'29400dd 
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a  maximum  when  the  shear  in  the  panel  /4B  is  a  maximum,  and  this  will 
occur  when  the  wheels  are  in  the  position  that  most  nearly  satisfies  the 
criterion  of  Art.  90,  which  is:  The  load  in  the  panel  AB  must  be  as 
nearly  equal  as  possible  to  the  total  load  on  the  bridge  divided  by  the 
number  of  panels,  and,  at  the  same  time,  a  wheel  must  be  at  B,  Now 
placing  wheel  4  at  B,  as  shown  in  Fig.  252,  we  have  (using  Table  A) 
125  -  01  =  34  ft.  of  uniform  load  on  the  bridge,  making  a  total  of  352,000# 
=  (284  +■  34  X  2)  1,000  per  truss,  and  dividing  by  the  number  of  panels 
we  have 

i^  =  58,666  lbs. 
6 

The  load  in  the  panel  including  one-half  of  wheel  4  is  60,000^.  So  this 
position  comes  as  near  to  satisfying  the  criterion  for  shear  as  is  possible, 
as  will  be  found  by  trying  the  other  positions. 


;i  0  (SO)®® 


s 


D 
Flff.  2S2 


at  pvv\w.^s^^>!\^.^v^^^|Q 
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Taking  moments  about  G  (Fig.  252),  we  have  (using  Table  A) 

——2 

J2  =^16,364  +  284x34  +  2 x^  ^i^  =  181,172 lbs. 
for  the  total  reaction  at  A.     Then  taking  moments  about  B,  we  have 

y  =  /M^  1,000  =  19,200  lbs. 
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for  the  floor  beam  coDcent radon  at  A,    So  we  thee  have 

B-  r=  181,173  -  19,300  =  161,372,  say  162,000  11 
for  the  roaximnm  shear  in  the  end  panel  AB,  due  to  Cooper's  £40  loadioK 
and  for  A'50  we  have 

162,000  X  1^  =  302,500  lbs. 

Then  for  the  maximum  live-load  stress  in  the  end  post  bA  we  Lave 
202,500x1.3  =  263,350,  say  263,000  lbs.  (compression) 
Member  bB.      The  maximum  live-load  stress  on  the  hanger  bB,  u  i« 
obvious,  is  equal  to  the  maximum  Hoor  br.am  coneentration  found  id  AzL 
171  to  be  94,500»,  and  hencL-  we  will  not  recalculate  it. 

'^IH h^'^'^ 5 7 T-^^ 

Pic   303 

Member  bC.  The  maximum  stress  in  the  diagonal  hC  will  occur 
when  the  shear  in  panel  BC  is  a  maximum,  as  this  member  carries  the 
shear  in  that  panel.  Placing  wheel  3  at  panel  point  C,  as  shown  in  Fijt 
253,  we  have  100-96  =  4  ft.  of  uniform  load  on  the  bridge,  making  in  all 
2a2,000»=  (284  +  2x4)1,000  on  one  truss. 

Dividing  this  by  the  number  of  panels,  we  have  293,000  ^  6  =  4S.C6G«, 
and  the  load  ia  panel  BC  is  40,000*,  including  one-half  of  the  wheel  3, 
at  C  (see  Fig.  353).  This  does  not  seem  to  satisfy  the  criterion  very 
closely,  so  we  will  try  wheel  4  at  C,  in  which  ease  we  have  H  ft.  of  uni- 
form load  on  the  bridge,  making  a  total  load  of  302,000^  per  truss,  and 
dividing  by  the  number  of  panels  we  have  302,000  ■=■  6  =  50,333*,  and  the 
load  in  the  panel  is  60,000.  This  position  does  not  satisfy  the  criterim 
as  closely  as  the  first,  and  hence  the  first  position,  with  wheel  3  at  C, 
will  be  taken.  It  is  evident  that  no  other  positions  need  be  tried,  as  the 
load  in  the  panel  in  the  first  case  was  too  light  and  in  the  second  it  was 
too  heavy. 

Then  taking  moments  about  G  (Fig.  253),  we  have  (using  Table  A) 

6,364  +  284x4-1-4')  ^^  =  116,773 
for  the  reaction  at  A,  and  taking  moments  about  C  we  have 
,  =  230xi|5?  =9,2„0,b,. 

for  the  concentration  at  point  B. 

Then,  for  the  maximum  shear  in  the  panel  BC,  dne  to  the  £40 
loading,  we  have 

R-T=  11 6,773  -  9,200  =  107,573, 
and  for  the  £50  loading  we  have  134,466,  say  134,500*.     Then  mnlti- 
plying  this  by  secfi,  we  have 

134,500x1.3  =  174,850,  say  175,0001bs. 
for  the  maximum  tensile  stress  in  the  diagonal  bC 


B  =  ('l6,3( 
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Member  cD.    The  maximnm  live-load  stress  in  the  diagonal  cD  will 

occur  when  the  live-load  shear  in  the  panel  CD  is  a  maximum.     To 

satisfy  the  criterion  for  maximum  shear  in  that  panels  let  us  try  wheel  3 

«t  point  D  (see  Fig.  254).    This  position  of  the  wheels  brings  wheel  15 

exactly  at  G,  the  right  support 


^ — 5 — r  '"^y  ■. — y — f' 


Then  the  load  on  the  bridge  (not  including  wheel  15)  is  232,000^. 

Dividing  this  by  the  number  of  panels,  we  have  232,000-5-6  =  38,666^, 

And  the  load  in  the  panel  is  40,000^  (including  one-half  of  wheel  3). 

I^Iiis  comes  as  near  satisfying  the  criterion  as  is  possible,  as  will  be  seen 

*>y     trying  other  positions. 

Now,  by  taking  moments  about  G  (using  Table  A)  we  obtain 

R  =  10,810  X  i^  =  72,107  lbs. 

150 

^^^^^  the  ruction  at  ^,  and  taking  moments  about  D  we  obtain 

r= 230x^^5^  =  9,200  lbs. 

*^^  the  concentration  at  C. 

Then,  for  the  shear  in  panel  CD,  due  to  the  J&40  loading,  we  have 

12  -  r  =  72,107  -  9,200  =  62,907  lbs. 

^i»d  for  the  -B50  loading  we  have  78,633^.     Multiplying  this  by  sec^, 
"^e  have 

78,633  X  1.3  =  102,223,  say  102,000  lbs. 

for  the  maximum  live-load  tensile  stress  in  the  diagonal  cD, 

Member  cC.  As  the  live  load  is  applied  wholly  on  the  bottom  chord 
joints,  the  post  cC  will  have  a  maximum  compression  stress  when  the 
diagonal  cD  has  maximum  tension,  as  the  post  takes  only  the  vertical 
component  of  the  stress  in  that  diagonal.  The  maximum  vertical  com- 
ponent of  the  stress  in  the  diagonal  cD,  as  seen  above,  is  equal  to  the 
maximum  shear  in  the  panel  CD  and  given  there  as  78,633.  So  the 
maximum  live-load  compressive  stress  in  the  post  cC  is,  say,  78,000^, 
using  round  numbers. 

Member  dD,  There  is  no  live-load  stress  in  the  post  dD  at  all,  as 
there  is  no  member  (as  a  diagonal)  connecting  to  the  top  of  it  that  will 
resist  vertical  action.  For  the  sake  of  illustration,  let  us  assume  a  live- 
load  stress,  S,  in  this  post.  Then  the  components  of  this  stress  must  be 
taken  by  the  top  chords,  and  we  would  have 

5cos90°  =  C  =  0,as  cosof  90^  =  0. 

Members  eE  and  eD,  If  the  span  is  loaded  from  the  right  end  so 
that  maximum  shear  occurs  in  panel  DE,  the  post  eE  will  be  subjected  to 
maximum  live-load  tensile  stress  and  the  diagonal  eD  will  be  subjected 
to  maximum  compressive  stress. 
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If  whed  2  be  placed  at  E,  wheel  10  will  be  just  2  ft.  from  the  right 
end  of  the  span^  as  shown  in  Fig.  255,  and  the  total  load  on  the  bridge 
will  be  152,000^. 

Dividing  this  by  the  number  of  panels  we  have  152,000-7-6  =  25,333^, 
and  the  load  in  the  panel  DE  is  equal  to  20,000^,  including  one-half  of 
wheel  2.     Now,  if  wheel  3  be  placed  at  E,  the  total  load  on  the  bridge 


y 1 z i     "0'^ 


i 


I" 
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will  be  152,000^.     Dividing  this  bv  the  number  of  panels,  we   have 
152,000 -=-6  =  25,333^,  and  the  load  'in  the  panel  DE  is  then  40,000^. 
So  it  is  seen  that  the  position  of  the  wheels,  shown  in  Fig.  255,  oomea 
nearest  to  satisfying  the  criterion  for  shear  in  panel  DE. 
Taking  moments  about  G  (Fig.  255),  we  obtain 

/2 =^4,632  + 152  x2^i^  =  32,906  lbs. 

for  the  reaction  at  A,  and  taking  moments  about  E  we  obtain 

r= 80x^^  =  3,200  lbs. 

for  the  concentration  at  D. 

Then,  for  the  shear  in  panel  DE,  due  to  the  E40  loading,  we  have 

R-r  =  32,906  -  3,200  =  29,706  lbs., 

and  multiplying  by  50/40  wc  have  37,100*  for  the  shear  due  to  the  JE:50 
londin^,  which  is  the  maximum  live-load  tensile  stress  in  post  eE,  and 
multiplying  this  by  sec  ^  we  obtain  -1S,*3:?0*,  say  48,000*,  for  the  maxi- 
mum live-load  compression  stress  in  diagonal  eD. 

*  r 
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Member  fE.  Now  placing  wheel  2  at  F,  wheel  6  will  be  just  1  ft. 
to  the  left  of  the  right  end  of  the  span  as  shown  in  Fig.  256.  Then  the 
load  on  the  span  is^l03/)00*.  Dividing  this  by  0  we  have  17,166*,  and 
the  load  in  panel  EF  is  20,000*.  This  position  comes  the  nearest  to 
satisfying  the  criterion,  as  will  be  found  by  trial. 

Taking  moments  about  G  (Fig.  256),  we  obtain 

22  =^,640  + 103  j^^^- 11,620  lbs. 
for  the  reaction  at  A,  and  taking  moments  about  F  we  obtain 

r  =  80  xi^^-  =  3,200  lbs. 
for  the  concentration  at  E, 
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Then,  for  the  shear  in  panel  EF,  due  to  the  JB50  loading,  we  have 
(r  -  rY^  =;  ^ll,fi20  -  3,200^ ~  =  10,525  lbs. 

Multiplying  this  by  sec^  we  have  13,G82#,  say  14,000#,  for  the 
maximum  live-load  compressive  stress  in  diagonal  fE. 

It  is  seen,  from  Fig.  251,  that  diagonal  bC  has  175,000^  tension  in 
it,  while  the  corresponding  diagonal  fE,  on  the  right  half  of  the  span, 
has  14,000*  compression,  that  the  post  cC  has  78,000*  compression, 
while  the  corresponding  post  eE  has  37,000*  tension  and  diagonal  cD  has 
102,000*  tension  while  the  corresponding  diagonal  on  the  right  half  of 
the  span  has  48,000*  compression.  Now  it  is  evident  that,  if  the  span 
Is  loaded  from  the  left  end  instead  of  the  right  end,  as  it  was  above,  and 
the  maximum  stresses  in  the  web  members  computed,  just  the  opposite 
results  will  be  obtained,  that  is,  for  example,  diagonal  hC  would  be  sub- 
jected to  14,000*  compression,  while  diagonal  fE  would  be  subjected 
to  175,000*  tension. 

So  it  is  seen  that  we  have  now  determined  both  maximum  tensile 
and  compressive  live-load  stresses  in  the  web  members  throughout  the 
structure,  and  we  will  next  determine  the  chord  stresses. 

Members  AB  and  BC.  It  is  obvious  that,  if  either  of  the  members 
AB  or  BC  (Fig.  251)  be  cut,  rotation  would  take  place  instantly  about 
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joint  b.  Therefore  these  members  undoubtedly  prevent  rotation  about 
that  joint,  and  hence  the  greater  the  tendency  of  rotation  the  greater  the 
stress  in  these  two  members ;  so  undoubtedlv  the  maximum  live-load  stress 
in  them  will  occur  when  the  live-load  bending  moment  about  2;  is  a 
maximum. 

According  to  Art.  91,  the  moment  about  b  will  be  a  maximum  when 
the  average  unit  load  on  the  left  of  the  panel  point  is  equal  to  the  average 
unit  load  on  the  bridge. 

Placing  wheel  4  at  B  (Fig.  257),  we  have  34  ft.  of  uniform  load  on 
the  bridge  (see  Table  A).  Then  for  the  average  unit  load  on  the  span 
we  have 


^284  +  34  X  2)ip^  =  2,346  lbs. 


and  for  the  average  unit  load  on  the  left  of  B  (or  6)  we  have,  including 
one-half  of  wheel  4,  60,000  -=-  25  =  2,400*. 

This  position  of  the  wheels  satisfies  the  criterion  as  nearly  as  pos- 
sible, as  will  be  found  by  trying  other  positions  of  the  wheels. 

Now,  taking  moments  about  G,  we  have 

K  =  181, 173  lbs. 
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for  the  reaction  at  A.     Then  taking  moments  about  h  we  have^  using 
Table  A, 

181,173  X  25  -  480  x  1,000  =  4,049,300  ft.  lbs. 

for  the  maximum  bending  moment  about  h,  and  multiplying  this  by  50/40 
and  dividing  by  the  height  of  span  (see  Art.  92),  we  obtain  168,000^ 
tension  for  the  maximum  live-load  stress  in  member  AB,  and  also  in  BC. 
M  ember  $  he  and  CD.  By  imagining  the  top  chord  he  (Fig.  258)  to 
be  cut,  it  is  readily  observed  that  this  member  resists  rotation  about  joint 
C.  So  the  live-load  stress  in  the  top  chord  he  will,  evidently,  be  a  maxi- 
mum when  the  load  is  in  the  position  for  maximum  moment  about  panel 
point  C,  and  a  maximum  in  the  bottom  chord  CD  when  the  load  is  in  the 
position  for  maximum  moment  about  panel  point  e.  But  as  joints  C  and  c 
are  in  the  same  vertical  line  the  position  of  the  wheels  will  be  the  same 
in  the  two  cases,  and  it  will  make  no  difference  which  joint  be  taken  as 
the  center  of  moments. 


By  placing  wheel  7  at  panel  point  C,  there  will  be  28  ft  of  uniform 
load  on  the  bridge,  as  shown  in  Fig.  258,  and  we  have 

(284,000  +  5G,000)  ^  150  =  2,2G6  lbs. 

for  the  average  unit  load  on  the  bridge,  and 


(l03, 


000+—^— 1-50  =  2,1 90  lbs. 


2 


for  the  average  unit  load  to  the  left  of  joint  C.  This  position  of  the 
wheels  comes  as  near  to  satisfying  the  criterion  for  maximum  moment 
about  joint  C  or  c  as  possible.  Then,  taking  moments  about  G,  we  have 
(using  Table  A) 


R 


=  (l6. 


36 1  +  284  X  28  +  28^^  -'^  =  107,333  lbs. 


for  the  reaction  at  A  (Fig.  258),  and  then  taking  moments  about  C 
we  have 

167,333  X  50  -  (2,155  x  1,000)  =  6,211,650  ft.  lbs. 

for  the  bending  moment  about  joint  C,  Now,  it  is  a  question  as  to  whether 
the  actual  maximum  moments  occur  at  C  or  at  the  corresponding  joint  K 
on  the  right  half  of  the  structure,  as  the  load  passes  to  the  left  over  the 
bridge.     Therefore,  to  make  sure,  we  will  test  for  joint  E, 

By  placing  wheel  14  at  E,  we  have  20  ft.  of  uniform  load  on  the 
bridge,  as  shown  in  Fig.  259,  and  for  the  average  unit  load  on  the  span 
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ire  haye 

and  for  the  average  unit  load  to  the  left  of  E  we  have 


A 


tt* 
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This  position  of  the  wheels  comes  nearest  to  satisfying  the  criterion  for 
maximum  moment  about  E,  Taking  moments  about  G,  with  the  wheels 
in  this  position^  we  obtain 


«=  (l6. 


,364  +  284x20  +  20*^^^^  =  149,600 


»\  l.OOC 
/   150 


for  the  reaction  at  A,  and  taking  moments  about  E  of  the  forces  to  the 
left  we  obtain 

149,600  X 100  -  8,728  x  1,000  =  6,232,000  ft.  lbs. 

for  the  maximum  moment  about  E,  which  is  greater  than  found  above  for 
point  C,  and  consequently  will  be  taken  as  the  maximum  bending  moment 
for  determining  the  stress  in  chords  he  and  CD  or  for  the  corresponding 
chords  ef  and  DE  on  the  right  half  of  the  bridge — which  amounts  to  the 
same.  Multiplying  this  moment  by  50/40  and  dividing  by  30,  the  depth 
of  the  truss  (in  feet),  we  have  259,666,  say  260,000^,  for  the  stress  in 
top  chord  he  and  also  in  bottom  chord  CD,  being  compression  in  he  and 
tension  in  CD. 

It  is  obvious  from  Fig.  259  that  the  bending  moment  about  E  would 
be  increased  if  a  uniform  load  be  placed  to  the  left  of  wheel  1,  in  which 
case  a  uniform  load  would  be  preceding  the  engines  as  well  as  following 
them.  This  loading  is  used  in  some  cases,  but,  when  such  is  used,  the 
impact  added  should  be  materially  less  than  when  the  engines  are  not 
preceded  by  a  uniform  load,  for  the  reason  that  the  speed  of  the  train 
is  not  likely  to  be  very  high  when  the  engines  are  pushing  as  well  as 
pulling  a  load.  In  other  words,  a  train  so  loaded  is  not  likely  to  reach 
the  "critical  speed." 

As  an  illustration,  let  us  assume  wheel  13  at  E  and  18  ft.  of  uniform 
load  (2,000^  per  ft.)  ahead  of  the  engines,  as  indicated  in  Fig.  260. 

Then,  for  the  average  unit  load  on  the  bridge,  we  have 


( 


36  +  284  +  30 


\  1,000 
/  150 


=  2,333  lbs., 
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and  for  the  average  unit  load  to  the  left  of  E  we  have 

.000 


^36  +  202^^j^  =  2,380  lbs. 


This  position  of  the  loading  comes  nearest  to  satisfying  the  criterion 
for  the  maximum  moment  about  E,    Taking  moments  about  G,  we  obtain 


/2  =  (  36  X 141  + 16,364  +  284  x  15  +  15*^i^  =  172,833  lbs. 


=0 


150 


for  the  reaction  at  A. 
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Now  taking  moments  about  E,  of  the  forces  to  the  left,  we  obtain 

172,833  X 100  -  7,668  x  1,000  -  36  x  91  x  1,000  =  6,339,300  ft.  lbs., 

for  the  maximum  bending  moment  due  to  Cooper's  £40  loading.  Multi- 
plying by  50/40  and  dividing  by  30  we  obtain  264,137^,  say  264,000#, 
for  the  stress  in  chords  be  and  CD,  which,  as  is  seen  from  the  above,  is 
about  4,000^  greater  than  for  the  usual  load,  but  if  the  impact  is  reduced, 
say,  50  per  cent  below  the  usual  amount,  the  final  result  would  be  much 
less  than  that  obtained  from  using  the  usual  loading. 

Member  cd.  It  is  evident  that  the  maximum  live-load  stress  will 
occur  in  the  top  chord  cd  when  the  live-load  moment  about  joint  D  is  a 
maximum.  By  placing  wheel  12  at  D  we  have  35  ft.  of  uniform  load,  as 
shown  in  Fig.  261,  and  for  the  average  unit  load  on  the  bridge  we  have 


( 


284  +  70 


/   150  "    ' 


360  lbs.. 


and  for  the  average  unit  load  on  the  left  of  D  we  have  (including  one- 
half  of  wheel  12) 

i^  =  2,4271bs. 


This  position  of  the  loading  comes  the  nearest  to  satisfying  the  crite- 
rion for  maximum  moment  about  joint  D.  Taking  moments  about  G,  we 
obtain 


R 


=  (l6. 


364  +  284  X  35  +  35^^^^  =  183,526  lbs. 


^  1,00(1 
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for  the  reaction  at  A,  and  taking  moments  about  joint  D  we  obtain 

183,526  X  75  -  6,708  x  1,000  =  7,056,450  ft.  lbs. 

for  the  maximum  live-load  moment  about  that  point,  due  to  the  £40  load- 
ing. Then  multiplying  this  by  50/40  and  dividing  by  30  we  have  294,018, 
say  294,000^  compression  stress  in  top  chord  cd. 

As  the  bridge  is  symmetrical  about  the  center  of  span  we  have  all 
of  the  live-load  stresses  now  determined  and  we  will  next  determine  the 
impact  and  make  a  summary  of  all  the  stresses  in  the  trusses. 

175.    Snmmariziiig  of  Stresses  and  Determination  of  Impact  in 

the  Trusses. — The  dead-  and  live-load  stresses  can  be  written  on  the 
members,  as  shown  in  Fig.  262,  directly  from  Figs.  249  and  251,  and  we 
have  only  the  impact  to  determine. 
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The  live  load  extends  practically  over  the  entire  length  of  the  bridge, 
as  seen  above,  when  the  chords  and  end  posts  receive  their  maximum  live- 
load  stress.  So,  in  determining  the  impact  stress  in  these  members,  L 
in  the  impact  formula  (Art.  125)  will  be  taken  as  the  total  length  of  the 
span,  or  150  ft. 

Then  we  have 

for  the  coefficient  of  impact  for  these  members,  and  multiplying  the  live- 
load  stress  in  each  bj'  this  coefficient  wc  obtain  the  impact  given  on  them 
in  Fig.  262.  As  an  example,  the  impact  in  the  end  post  bA  is, 263,000 x 
0.6666  =  175,315,  say  175,000^;  in  chord  6c  it  is  260,000x0.6666  =  173,- 
316,  say  173,000^;  and  so  on  for  the  other  chord  members. 

The  maximum  live-load  stress  in  hanger  bB  results  from  loads  in 
the  two  adjacent  panels,  AB  and  BC,  alone.  So  the  L  in  the  impact 
formula  would  be  taken  as  50  ft.,  the  sum  of  the  lengths  of  the  two  panels, 
in  determining  the  impact  stress  in  that  member.  Then  for  the  impact 
stress  in  hanger  bB  we  have 

When  the  maximum  live-load  tensile  stress  occurs  in  the  diagonal 
bC  the  live  load  extends  from  the  right  support  to  a  little  be^oivd  \^«iv^ 
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point  C  (see  Fig.  253).  In  the  case  of  a  uniform  live  load  the  distance 
from  the  right  support  C  would  he  taken  as  L  in  the  impact  formula^  as 
in  that  case  the  loads  are  considered  to  he  only  at  panel  points,  and  as  the 
result  is  affected  hut  little  we  will  use  the  same  distance  in  the  case  ot 
the  concentrated  loads.    So  for  the  impact  stress  in  diagonal  bC  we  have 

175,000  X  (^Q(f^3QQ)  =131,250,  say  131,000  lbs.  tension. 

The  maximum  live-load  compression  occurs  in  post  cC  when  the  load 
extends  from  the  right  support  to  a  little  beyond  panel  point  D,  and  the 
maximum  tension  occurs  in  diagonal  cD  (see  Fig.  254)  at  the  same  time. 
So  the  distance  from  the  right  support  to  panel  point  D  (75  ft.)  will  be 
taken  as  L  in  determining  the  impact  in  these  members.  Then  for  the 
impact  (compression)  in  post  cC  we  have 

78,000  X  (  75^^300)  =  62,400,  say  62,000  lbs., 
and  for  the  impact  (tension)  in  diagonal  cD  we  have 

102,000  X  L^^^     j  =81,600,  say  82,000  lbs. 

The  maximum  live-load  tension  in  post  cC  and  maximum  compression 
in  diagonal  cD  occur  when  the  load  extends  from  the  left  support  to  a 
little  beyond  panel  point  C.  (See  case  of  corresponding  members  («JB 
and  eD)  on  right  half  of  truss.  Fig.  255.)  So  the  distance  from  the  left 
support  to  panel  point  C  will  be  taken  as  L  in  determining  the  impact 
in  this  case,  and  we  have 

37,000  X  (,/^!?^,)  =31,685,  say  32,000  lbs. 
for  the  impact  (tension)  in  post  cC  and 

48,000 X  (-0^^300)  =41,146,  say  41,000 lbs. 

for  the  impact  (compression)  in  diagonal  cD, 

The  impact  stress  found  above  for  each  respective  member  can  now 
be  written  on  each  member,  and  adding  them  in  each  case  to  the  dead- 
and  live-load  stresses  the  total  combined  stresses,  as  shown  in  Fig.  262, 
are  obtained. 

In  the  case  of  members  cC  and  cD  we  have  what  is  known  as 
reversal  of  stress.  The  dead-load  stress,  which  acts  at  all  times,  is  com- 
pression in  post  cC  and  tension  in  diagonal  cD.  When  the  live  load 
moves  onto  the  structure  from  the  left  a  tensile  stress  of  37,000^  occurs 
in  post  cC  and  a  compression  stress  of  48,000^  in  diagonal  cD,  as  shown 
for  the  corresponding  members  (eE  and  cD)  on  the  right  half  of  the 
bridge  (Fig.  251).  Now  it  is  evident  that,  if  the  dead-load  compression  in 
post  cC  were  just  equal  to  the  37,000^  live-load  tension,  the  two  stresses 
would  just  balance  each  otlicr  niul  consequently  the  actual  stress  in  the 
post  would  be  zero  when  the  maximum  live-load  tension  occurred  in  the 
po^t;  but,  if  the  dead-load  stress  were  less  than  the  live,  the  actual  stress 
would  he  the  difference  between  the  two.     In  any  case,  before  the  dead 
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load  is  subtracted  the  impact  should  be  added  to  the  live-load  stress.  To 
be  sure  that  reversal  is  well  provided  for^  as  a  rule  not  all  of  the  dead- 
load  stress  is  subtracted  from  the  sum  of  the  live-load  and  impact  stresses. 
The  A.  R.  £.  Ass'n  specification,  the  one  we  are  using^  calls  for  §. 
Therefore^  for  the  tensile  stress  in  post  cC,  we  have 

-37,000 -32,000  +  1x22,000 =-54,334,  say  54,000  lbs., 
and  for  the  compressive  stress  in  diagonal  cD  we  have 

+48,000  +  41,000 -|x  17,000  =  +77,667,  say  78,000  lbs. 

In  case  §  of  the  dead-load  stress  in  any  member  is  greater  than 
the  sum  of  the  reverse  live-load  stress  and  impact,  the  member  is  not 
reversed  and,  consequently,  the  reverse  stress  is  ignored,  as  in  the  case 
of  diagonal  feC.  In  hC  we  have  14,000^  (see  Fig.  251)  live-load  com- 
pression and  14,000  X  300 +(25  + 300)  =13,000#  (about)  impact,  making 
in  all  a  stress  of  14,000 +  13,000  =  2  7,000#  compression,  but  f  of  the 
dead-load  tension  is  51,000x2/3  =  33,666^  and  hence  no  reversal  takes 
place,  that  is,  the  diagonal  is  always  in  tension,  due  to  dead  load,  and, 
consequently,  the  reversal  stress  can  be  ignored.  The  same  is  true  in  all 
such  cases. 

176.  Designing  of  Members  in  Trusses.— After  all  of  the  maxi- 
mum stresses  are  computed  in  the  members  of  the  trusses  and  combined 
as  shown  in  Fig.  262,  the  next  thing,  logically,  to  do  is  to  design  the 
sections  of  these  members.  The  first  thing  to  do  in  such  work  is  to 
glance,  so  to  speak,  over  the  structure  and  associate  the  details  of  the 
different  members  and,  as  far  as  possible,  ascertain  the  governing 
members. 

In  this  case,  as  in  all  such  bridges,  the  intermediate  posts  are  the 
governing  members,  as  their  width  governs  the  width  of  practically  all 
of  the  other  members  of  the  trusses.  So  we  will  first  design  the  inter- 
mediate post  cC  (Fig.  262). 

Member  cC.  (See  Fig.  262.)  Let  us  assume 
each  of  these  posts  to  be  composed  of  2 — 15"  [s 
placed,  in  reference  to  each  other,  as  shown  in  Fig. 
263.    The  distance  d  between  the  toes  of  the  flanges  | 

is    really    the    governing    distance.      This    distance 


^     '     ^ 


should  not  be  less  than  5^"  in  any  case,  and  a  little    ^  [ 

more  is  preferable.      If  this  distance  is  less  than  'x 

b\"  it  is  impossible  to  get  the  jaw  of  an  ordinary  Fig.  268 

riveter  inside  of  the  member  and  consequently  the 

rivets  would  have  to  be  hand  driven,  which  is  expensive  work.     From 

table  3  it  is  seen  that  the  average  width  of  flange  of  15"  [s  is  about  3^", 

making  7"  for  the  two  flanges,  and  if  we  make  J=6^",  we  have 

xe;  =  6J  +  7  =  13^  ins. 

for  the  width  of  the  posts.  The  least  average  radius  of  gyration,  which 
is  in  reference  to  axis  x-x,  as  seen  from  Table  3,  is  about  5.5".  Tlveiv 
substituting  this  value  of  r  in  the  column  formula  oi  x\t\,.  ^v'X^  tvxv^  \a^BA\!L% 
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L  as  30  ft.,  or  360  ins.,  we  have 

16,000  -  70  ^  =  11,420  lbs. 
5.5 

for  the  allowable  unit  compressiye  stress  on  the  post. 

For  the  stress  in  the  post  we  have  162,000^  compression  and  54,000 
tension,  as  given  in  Fig.  262.    Now,  according  to  the  specifications,  e 
of  these  stresses  must  be  increased  by  0.5  of  the  lesser.     So  we  h^"^ 
162,000  + 0.5  x54,000  =  189,000#  compression  and  54,000  +  0.5x54,000 
81,000^  tension  which  the  post  must  be  designed  to  carry. 

Taking,  first,  the  case  of  compression,  we  have 

189,000     _.       .       /  .     .X 
'        =  16.6  sq.  ins.  (about) 

for  the  area  required  for  compression  and 

81,000 


16,000 


-  5.06  sq.  ins. 


for  the  net  area  required  for  tension.     The  area,  16.6°",  required  f^^ 
compression  governs.     The  nearest  to  this  (considering  15"  channels)      • 
2— [s  15"x33^,  which  have  an  area  of  19.8°".     These  channels  ha. 
3.2°"  more  area  than  required,  so  let  us  try  2— [s  12"x30^.     Th 
we  have 

16,000  -  70  .^  =  10,100  lbs. 

4.28 

for  the  allowable  unit  stress  on  the  post,  and  dividing  this  into  the  stre 
we  have 

189,000  +  10,100  =  18.7  sq.  ins. 

for  the  required  area.  This  shows  that  the  12"x30^  channels  are  tcr 
light  and  that  the  12"x35^  channels  would  have  to  be  used,  which  ar' 
heavier  than  the  15"x33^  channels;  and,  besides,  better  details  are  ol^ 
tained  by  using  the  15"  channels,  so  we  will  use  the  2 — [s  15"  x  33^  ^ 
The  radius  of  gyration  of  these  channels  is  5. 62,  within  0.12  of  th^^ 
assumed  radius,  and  hence  recalculations  are  unnecessary. 

Member  dD.     The  post  dD  carries  nothing  but  the  9,000^  of  dead^^ 
load  compression  and  theoretically  could  be  made  of  very  light  section ^^ 
but  to  keep  the  floor  beams  the  same  throughout  the  span  and  other  details 
constant,  as  well  as  for  general  appearance,  we  will  make  this  post  of^ 
2 — [s  15"x33^  (the  same  as  post  cC)y  that  is,  each  of  these  posts  will 
be  made  of  2 — [s  15"x33^   (the  lightest  15"  channels)   regardless  of 
the  excess  of  metal. 

Member  bB.  The  hangers  bB,  or  hip  verticals  as  they  are  often 
called,  are  not  posts  but  wholly  tension  members,  and  it  is  not  necessary 
that  they  be  of  the  same  type  of  section  as  the  posts;  however,  they  are 
often  made  so,  but  more  often  they  are  made  of  four  angles  built  into  an 
I-section.  (See  Fig.  298.)  The  total  stress,  as  given  in  Fig.  262,  divided 
by  the  allowable  unit  intensity  gives  103,500  +  10,000  =  12.09°"  (net) 
for  the  required  area  of  cross-section.     We  will  use  4 — Ls  6"x4"xf"  = 
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14.44:13'' -1.5°"  =  12.94°"  (net),  deducting  a  one-inch  hole  (for  |-in. 
'^et)  out  of  each  angle.  This  type  of  member  is  cheaper  than  the  two 
cnam^el  sections,  as  used  in  the  posts,  as  there  are  fewer  details  and,  con- 
^^ttently,  less  shop  work,  but  it  is  not  an  economic  column  section,  as  the 
I'aditxs  of  gyration  is  small  in  comparison  with  the  area  of  cross-section 
'^t^.ingd^  as  in  comparison  with  two  channels  of  an  equal  cross-section. 
,  Member  bC,     The  diagonal  is  subjected  to  tension  only,  and,  using 

"*^   U^aximmn  stress  given  in  Fig.  262,  we  have 

357,000  -r  16,000  =  22.31  sq.  ins.  (net) 

^\  '^lie  Tcquired  area  of  cross-section.    We  could  use  either  four  angles, 

*^  ^^•^  the  case  of  hanger  bB,  or  two  channels,  as  the  member  is  subjected 

^^»sion  only,  but  the  two-channel  section  is  better  in  this  case  as  the 

^'^^l)er  is  subjected  to  some  cross  bending  due  to  its  own  weight,  and 

J      ^«^e  channel  section  is  the  more  capable  of  resisting  this  it  will  be  used. 

^^     "^is  try  2 — fs  15"x40^.     We  can  consider  either  two  rivet  holes  cut 

*•      €Df  each  web  or  one  hole  cut  through  each  flange,  whichever  is  the 

^^^^ter.     The  web  of  the  15''x40#  [  is  J5''  thick  (see  Table  3)  and 

.,  ^       9^P  thickness   {g)  on  the  flange  is  §J'',  hence  the  holes  through 

^^      «anges  govern.     Then  we  have  2— [s  15'' x  40^  =  23.52 -4x21/32  = 

2     '^C^".     As  is  seen,  these  two  channels  are  too  light.     So  let  us  try 

.r^         f7s  15"x45^.     In  this  case  the  thickness  of  the  web  and  the  grip 

,^*^xigh  the  flanges  are  the  same,  and  hence  either  can  be  taken  in  deter- 

o-i'^^^ig  the   net   section   of   member.      So   we    have    2 — [s    15"x45^  = 

^l^.-"^S-4x  1  =  23.98°"  (net),  which  is  1.67°"  more  than  required,  but 

#    *^      is  the  best  we  can  do  if  we  use  channels,  so  we  will  use  this  section 

^      ciiagonal  feC. 
,vj^  Member  cD.     This  diagonal  is  subjected  to  201,000^  tension  and 

^  >^00^  compression,  as  given  in  Fig.  262.     Now  increasing  each  by  0.5 
"^lie  lesser,  as  we  did  above  in  the  case  of  post  cC  (according  to  the 
^^^ifications),  we  have 

201,000  +  0.5  X  78,000  =  240,000  lbs.  tension 

78,000  +  0.5  X  78,000  =  117,000  lbs.  compression. 

^^en  dividing  the  tensile  stress  by  16,000^  (the  allowable  unit  stress) 
^'e  have 

240,000  ^  16,000  =  15.0  sq.  ins. 

^or  the  net  area  of  cross-section  required  to  carry  the  tension.  Now 
Assuming  the  member  to  be  made  of  two  15"  channels  having  a  radius  of 
ft^ration  of  5.6  (a  mere  guess)  and  taking  the  length  of  the  diagonal  as 
^9  ft.,  or  468  ins.,  we  have 

16,000  -  70  44-  =  10,150  lbs. 
5.0 

^or  the  allowable  compressive  unit  stress.  Dividing  this  into  the  com- 
pressive stress,  we  have 

1 17,000  4- 10,150  =  11.5  sq.  ins. 

for  the  required  area  of  cross-section  to  carry  the  compression.  Deduct- 
ing for  four  rivet  holes,  out  of  the  flanges  of  the  two  Ughlest  15"  eWTvTv^"^^ 
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we  have  2— fa  15"«  33#  =  19.8-4  y  21/32  =  17.2^"  (about)  for  the  net 
area  to  carry  tension,  which  is  2.20"  more  than  required.  The  total, 
19. 8°"  is  available  for  compression,  so  the  section  is  larger  than  is  neces- 
sary for  compression  as  well  as  f«r  tension,  but  this  section  will  be  used 
sa  it  IS  desirable  to  have  all  of  the  diagonals  of  the  same  width.  We  now 
have  all  of  the  web  members  designed  and  we  will  next  take  np  the 
designing  of  the  chord  members. 

Membert  AB  anil  BC.     The  bottom  chords  are  purely  tension  mrni- 
bers;  so,  dividing  the  maximum  stress  in  chord  AB  or  BC  by  lfi,0O0^ 
.ire  hATe  ^H 

335,000  ~  1C,000  =  20.93  sq.  ins.  ^M 

for  the  net  area  required.  By  glancing  over  the  table  of  channels  (lee 
Table  3)  we  ace  that  two  15"- channels  enn  be  used  as  section  for  these 
members.     Deducting  four  rivet  holes  from  the  Sangra  we  have  2 — (s 

s40#  =  23,5a-2.fi  =  20.9r]",  which  is  practically  the  section  required, 
and  hence  these  channels  will  be  used. 

Member  CD.  For  the  net  area  of  cross-section  required  for  chord 
CD.  we  have  521.000-rl6,000  =  32.56sq.ins.  Now,  from  the  table  of 
channels  (see  Table  3  or  any  structural  handbook,  as  Cambria  or  Car- 
negie) it  is  seen  that  no  two  15"  channels  will  have  the  required  net  sec- 
tion. So,  if  channels  are  used,  they  will  have  to  be  reinforced  by  riveting 
plates  to  their  webs.     Let  us  try  the  following  sections : 


-[al5"x45#     =26.48-4x5/8   =23.98n"nd 

-pis.  12"  X  r/16  =  10.60  -4x7/16=   8.75°"  net 

32.73°"  net 


k  The  net  area  of  this  is  practically  equal  to  the  area  of  the  r«p 
'  section  and  hence  will  be  used. 

Top  chord*.     The  top  chords  and  end  posts  of  such  bridges  are 


I 


ally  nude  up  of  either  two  channeb 


plate  as  shown  at  (<i). 
Fig.  264,  or  of  two  built  chan- 
nels and  a  cover  plate  as  shown 
nt  {b).    The  rolled  channels  are 
used    whenever    that    section    is 
suflteient.     It  is  not  desirable  ti> 
use  the  heaviest  channels,  which 
arc  of   ^it"  metal,  aa  the   shop 
work  is  rather  expensive  on  ac- 
count of   the  thick   metal,   and 
whenever  the  end  post  or  hcaT- 
icst  chord   members  exceed    the 
area  of  the  cover  plate  and,  say, 
section  similar  to  the  one  shown  at  (h).  Fig. 
»ould  be  unsightly  conHlructinn 
bridge  of  rolled  channels  and 
will  first  ascertain  as  to 
ihown  at  (a), 


fPt 


(b) 

two  15"x45*  channeb 
264,  is  used  throughout  the  structure, 
to  build  part  of  the  chord  members 
purt  of  plates  and  angles.    So,  in  th 
whether  we  can  or  cannot  use  the  rolled  channel  section 
Fig.  2G4,  for  Ihe  top  chord.  The  member  ed,  as  is  seen  from  Fig.  3R3,  will 
^^  the  beivictt  member,  th&t  is,  the  one  requiring  the  greatest  ares  o£ 
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cross-section.  In  preliminary  calculations  the  least  radius  of  gyration  of 
this  type  of  section  can  be  taken  as  0.40  of  its  depth.  Then,  assuming  15^' 
channels,  we  have  15x0.40  =  6.0  for  the  approximate  radius  of  gyration 
about  axis  x-x,  which  is  usually  the  least  radius.  Now  substituting  this 
value  of  r  and  the  length  of  the  member,  which  is  25  ft.,  or  300  ins.,  into 
the  column  formula,  we  have 

16,000  -  70^  =  12,500  lbs. 
o.U 

for  the  allowable  unit  stress  on  the  member.  Then  dividing  the  maximum 
stress,  as  given  in  Fig.  262,  by  this,  we  have 

589,000      ,^^ 
-j^^^^  =47.1  sq.  ins. 

for  the  required  area  of  cross-section  of  the  member.  The  width  of  the 
intermediate  pjosts,  as  found  above,  is  13^'',  and  allowing  for  two  f" 
gusset  plates  and  V  (  =  3ix2)  for  the  flanges  of  the  channels,  we  have 

13i  +  li  +  7  =  21J,  say  22ins. 

for  the  width  of  the  cover  plate.  The  cover  plate  should  be  as  thin  as  is 
consistent  with  good  practice.  The  specifications  limit  this  to  ^  of 
the  distance  (shown  as  d  at  (a).  Fig.  264)  between  the  lines  of  rivets 
connecting  the  plate  to  the  other  parts  of  the  member.  That  distance 
here,  using  2"  gauge  in  channel  flanges,  is  13^4- 1J  +  4  =  18|'',  say  19 
One-fortieth  of  this  is  practically  ^",  so  the  cover  plate  would  be  22"  x  -J 
Now,  using  the  heaviest  channels  that  it  is  practical  to  use,  we  have  the 
following  sections : 

2— [si  5'' x  45^       =26.48°'' 
l_cov.  pi.  22''  X  y  =  11. OOP" 

37.48°" 

This  is  about  10°"  less  than  the  required  area  found  above,  and  hence 
the  rolled  channel  section  has  not  sufficient  area;  and,  therefore,  the  type 
of  section  shown  at  (6),  Fig.  2G4,  will  be  used. 

In  designing  the  top  chords  it  is  best  to  begin  with  the  lightest  sec- 
tion, which  is  the  member  having  the  least  stress,  and  make  it  of  minimum 
thickness  of  metal  and  then  increase  the  area  of  cross-section  of  the 
other  top  chord  members  by  increasing  the  thickness  of  webs,  leaving  the 
other  parts  about  constant.  For  by  so  doing  the  centers  of  gravity  of 
the  chords  will  practically  be  in  tlie  same  plane  throughout.  Therefore, 
-we  will  take  up  the  designing  of  chord  he  first — it  being  the  lightest. 

Member  be.  The  maximum  stress  in  chord  be,  as  given  in  Fig.  262, 
is  521,000*^.  Then  assuming  the  allowable  unit  stress  to  be  12,500"  (see 
£xample  4,  Art.  74),  we  have 

521,000      .^  „       . 
-j^^^^^  =  41.68  sq.ms. 

for  the  approximate  required  area.     Next  draw  a  sketch  of  the  cross- 
section  of  the  ehord   as  shown  in   Fig.   265.     The  cover  plate  and  top 
angles  should  be  made  as  light  as  the  specifications  will  permit  in  order 
that  the  ijravity  axis  .r-j-  be  asnear  the  center  of  the  web  as  po%wte\^.     K.^ 
seen  above,  the  cover  plate  must  be  about  ^"  thick  8Jid  Viie  soibSX^^V.  «sv^^% 
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Flff.  265 


that  can  be  used  at  the  top^  considering  details  and  all,  are  3^^  x  3Y'  x  |'^ 
The  bottom  angles  should  be  as  heavy  as  is  practical  to  use  for  the  same 
reason  that  the  top  ones  are  made  light.     So  for  the  bottom  angles  we 
will  use  6^^  X  4^^  x  ^^^,  as  that  is  about  the  maximum  size  and  thickness 
used  for  such  work.    The  cover  plate,  top  angles,  and  the  bottom  angles 
are  usually  about  constant  throughout  the  chord. 

Allowing  for  2 — f  gusset  plates  and  for  2 — J"  webs  (a  mere  guess), 
we  have 

13i  +  li  +  l  +  7  =  22fins. 

for  the  width  of  cover  plate.  To  insure  a  neat  finish,  the  cover  plate 
should  project  y  or  ^^  beyond  the  angles.     So  we  will  make  the  cover 

^  plate  23''  wide.     However,  the  details 

(/  <  should  always  be  such  that  the  width  of 

*d"1r^      n f  ^^^^'  plate  would  be  in  even  inches. 

^    V         (^  The  depth  of  webs  should  be  such 

that  the  radius  of  gyration  about  the 
horizontal  axis  (x-x.  Fig.  265)  is  about 
equal  to  the  radius  about  the  vertical 
axis  (y-y).  For  preliminary  calcula- 
tions the  radius  of  gyration  in  reference 
to  axis  X'(t  of  such  chords  can  be  taken 
as  0.4  of  the  depth  of  the  web,  and  the 
radius  in  reference  to  axis  y-y  can  be 
taken  as  the  horizontal  distance  out 
from  the  axis  to  the  outer  face  of  the  web.  So,  in  this  case,  we  have 
(assuming  ^"  webs) 

13^  +  H  +  l  ^  ,^87 

for  the  approximate  radius  about  axis  y-y.  Then  for  equal  radii  about 
the  two  axes,  we  have  OAh  =  7.87,  from  which  we  obtain  for  the  depth 
of  the  web 

^=  -^—r  =  19.6  ins. 
0.4 

As  the  work  here  is  only  fairly  approximate  this  figure  shows  only  about 
what  the  depth  of  the  web  should  be,  and  hence  any  web  about  this  depth 
can  be  used.  A  10"  web  is  an  odd  width  and  a  20"  web  appears  a  little 
deep  for  this  section,  so  we  will  use  an  18"  web.  Now  the  radius  of 
gyration  of  the  section  about  the  horizontal  gravity  axis,  which  is  usu- 
ally the  least  radius,  is  about  0. 1  of  the  depth  of  the  web,  as  stated  above, 
so  we  have 

0.4x18  =  7.2  ins. 

for  the  approximate  value  of  the  least  radius  of  gyration  of  the  section. 
Then  substituting  this  value  of  r  in  the  column  formula,  we  have 

16,000  "  70  ^  =  13,084,  say  13,000  lbs. 
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for  the  approximate  allowable  unit  stress.  Then  dividing  this  into  the 
stress  we  have 

521,000  -^  13,000  =  40.07  sq.  ins. 

for  the  approximate  required  area.  Taking  this  as  a  guide,  let  us  assume 
the  following  section  for  chord  be: 

1— cov.  pi.  23"  X  J"  =11.50°" 
2— web  pis.  18"  X  f "  =  13.50°" 
2— Ls  3i"  X  3 J"  X  f "  =  4.96°" 
2— Ls  6"  X  4"  X  3%"   =  10.62°" 

40.58°" 

The  next  thing  in  order  is  to  determine  the  center  of  gravity,  moment 
of  inertia  and  radius  of  gyration  of  this  section  and  check  back  to  see  if 
the  section  is  actually  the  correct  one  to  use. 

Taking  moments  about  the  center  of  the  cover  plate  (Fig.  265), 
we  have 

-     13.50  X  9.37  +  4.96  x  1.26  + 10.62  x  16.4^     ^  ,^  . 
x  = ^^^ 5  =7.59ins. 

for  the  distance  from  the  center  of  the  cover  plate  to  the  horizontal  grav- 
ity axis  x-x,  and  for  the  moment  of  inertia  about  this  axis  we  have  the 
following: 


cover  plate  11.50x7.59  +0  =   662.49 

webs  13.50  xrr8%  182.25x2  =  407.27 


top  angles  4.96  x  6.33  +  2.87  x  2  =   204.48 

bot.  angles  10.62x8^  +  19.26x2     =   874.07 

2,148.31 

Then  for  the  radius  of  gyration  about  this  same  axis  x-x  we  have 


/2,]48.31_^^„ 


which  is  within  0.08  of  0.4  of  the  depth  of  the  web. 

As  the  section  is  symmetrical  about  the  vertical  plane  through  the 
center  of  the  cover  plate,  the  vertical  gravity  axis  y-y  will  pass  through 
the  center  of  the  cover  plate  and  for  the  moment  of  inertia  of  the  section 
about  this  axis  y-y  we  have  the  following: 

cover  plate  0  +  506.96  =   506.96 

webs  13.50  X  7^56%  0  =   771.57 


top  angles  4.96x8.76  +2.87x2   =   386.36 


bot.  angles  10.62x8.78  +6.91x2=   832.50 

2«497.39 
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Then  for  the  radius  of  gyration  about  this  axis  y-y  we  have 

.-,SZ;i!  =  7.84  ins., 
"\    40.58 


r' 


which  is  a  little  larger  than  the  radius  about  the  x-x  axis. 

Now  substituting  the  value  of  r  (the  least  radius)  in  the  column 
formula,  we  have 

16,000  -  70  1^  =  13,116  lbs. 

for  the  actual  allowable  unit  stress  on  the  chord.     Dividing  this  into  the 

stress^  we  have 

521,000      ^„  „^       . 
j^g  j^j^g    =  39.72  sq.  ins., 

which  is  0.86°"  less  than  the  section  assumed  above,  but  as  this  is  about 
as  close  as  we  can  obtain  we  will  use  the  assumed  section  for  chord  he. 
Member  cd.  There  will  be  such  a  small  difference  between  the  allow- 
able unit  stress  for  the  other  top  chord  members  and  that  found  above 
for  chord  be  (as  can  be  verified  by  actual  calculations)  that  the  allowable 
unit  stress  found  for  that  member  will  be  used  in  designing  the  others. 
So,  dividing  the  maximum  ^ress  in  chord  ed,  as  given  in  Fig.  262^  by 
that  unit  stress,  we  have 

■      589,000  . 

^3^jg-  =  44.9sq.ins. 

for  the  required  area  of  cross-section  of  the  member  ed. 

Then  using  the  same  size  angles  and  cover  plate  as  for  chord  be 
and  increasing  the  thickness  of  the  web  to  y%  we  have 

1— cover  pi.  23"  xr'  =11.50°" 
2— web  pis.  1 8"  X  i"  =  1 8.00°" 
2— Ls  3J"x3tt"xl"  =  4.9G°" 
2— Ls  6"x4"x^V'      =10.62°" 

45.08°" 

This  section  is  quite  close  to  the  required  section,  being  only  0.18°" 
larger,  and  hence  will  be  used  for  chord  cd. 

This  completes  the  design  of  the  main  truss  members,  as  the  bridge 
is  symmetrical  about  the  center  of  the  span,  except  the  end  posts,  which 
will  be  designed  later,  after  the  bending  moment  on  them  due  to  the 
wind  pressure  is  determined. 

177.    Designing  of  the  Bottom  Lateral  System.— The  bottom 

lateral  system  is  really  a  horizontal  truss  in  tlie  plane  of  the  bottom  chord. 
It  is  for  the  purpose  of  resisting  the  wind  pressure  on  the  lower  portion 
of  the  structure,  and,  in  the  ease  of  through  bridges  (such  as  the  one  we 
are  now  designing),  the  wind  pressure  on  the  train  as  well  as  the  vibra- 
tion due  to  the  swaying  of  the  train.  A  double  system  of  diagonals,  or 
laterals,  is  practically  always  used,  which  is  as  indicated  in  Fig.  26G, 
where  the  bottom  lateral  system  is  shown  in  plain  view,  one  system  of 
laterals  being  dotted  to  avoid  confusion. 
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The  bottom  chords  of  the  main  trusses  act  as  tlie  chords  in  this  lat- 
eral system  and  the  floor  beams  as  posts.  The  stress  in  the  chords  due 
to  the  wind  and  vibration  is^  as  a  rule^  ignored  unless  it  reverses  the  dead- 
load  stress,  taking  the  wind  pressure  in  that  casc/on  the  unloaded  struc- 
ture as  350^  per  foot  of  span  or  where  the  maximum  exceeds  25  per  cent 
of  the  maximum  combined  dead^  live^  and  impact  stresses  (see  specifica- 
tions) ^  in  which  case  it  is  combined  with  the  dead^  live^  and  impact 
stresses  as  in  the  case  of  viaduct  columns  (Art.  162).  This' combination, 
however,  is  very  rarely  necessary  in  ordinary  bridges.  The  stress  in  the 
floor  beams  (acting  as  columns),  due  to  wind  and  vibration,  is  ignored 
entirely,  as  the  laterals  are  connected  to  the  bottom  flange  of  the  beams, 

I®  ^l 
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"which  are  in  tension  due  to  dead  and  live  load,  and  hence  the  compres- 
sion in  these  same  flanges,  due  to  wind  and  vibration,  only  tends  to 
reverse  the  dead-  and  live-load  stress  in  them. 

There  are  two  ways  of  considering  the  bottom  lateral  system:  One 
is  to  consider  the  double  system,  in  which  case  the  two  diagonals  in  any 
panel  resist  equally  the  shear  in  the  panel,  that  is,  one  diagonal  is  con- 
sidered as  having  the  same  intensity  of  stress  as  the  other,  one  being  in 
compression  and  the  other  in  tension;  the  other  way  is  to  consider  only 
a  single  system,  one  system  being  in  action  when  the  pressure  comes 
from  one  direction  and  the  other  system  acting  when  the  pressure  comes 
from  the  opposite  direction.  We  will  consider  the  single  system,  in  which 
case  the  diagonals  carry  only  tension,  and  then  investigate  for  rigidity 
after  the  sections  are  determined  for  the  single  system. 

According  to  the  specifications,  the  pressure  or  horizontal  load  on 
the  bottom  lateral  system,  here  considered,  is  200  +  0.10x5,000  =  700^ 
per  foot  of  span.     So,  for  a  panel  load  we  have 

JF= 700x25  =  17,500  lbs. 

This  is,  according  to  the  specifications,  to  be  considered  a  moving  load 
(live  load).  Let  us  assume  that  this  load  acts  in  the  direction  indicated 
by  the  arrows  (Fig.  266)  and  that  it  moves  over  the  structure  from  right 
to  left,  that  is,  from  G  to  A.    Now,  from  Art.  90,  we  have 


S=^ri  +  2....(n-l)l 


for  the  maximum  shear  in  the  different  panels,  and  hence  for  the  maximum 
stress  in  the  corresponding  diagonal  (considering  single  system)  we  have 


r=—    1  +  2 (n-1)    seco). 
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Tan  0)  =  25/16  =  1.56,  and  sec  o)  =  1.85,  which  is  most  readily  obtained 
from  a  table  of  natural  functions  after  the  tangent  is  computed. 
Then  for  the  maximum  stress  in  diagonal  cD  we  have 

^==— (1  +  2  +  3)  sec co  =  :!^^4^><  6x1.85  =  32,375, 
n  o 

say  32,000  lbs.  (tension), 
and  for  the  maximum  stress  in  bC  we  have 

S'=—  (1 +  2  + 3  +  4)  seca,=  ^5^^^x10x1.85  =  53,958, 
ft  o 

say  54,000  lbs.  (tension), 

and  for  the  maximum  stress  in  aB  we  have 

W  17  'iOO 

A'"  =  — (1  +  2  + 3 +  4+5)  sec o)  =  —-^x  15x1.85  =  80,937, 
n  6 

say  81,000  lbs.  (tension). 

This  completes  the  necessary  determination  of  stress  in  the  diagonals  or 
laterals  (as  they  are  called)  due  to  wind  and  vibration,  as  the  structure 
is  symmetrical  about  the  center  of  the  span,  and  we  will  next  design  the 
sections  for  these  members. 

Taking  the  first  lateral  aB,  we  have 

81,000     ,-.       . 

for  the  net  area  of  cross-section  required.  Using  1 — L  5"x3^"x}"  = 
5.81-0.75  =  5.06°",  we  have  exactly  the  correct  net  area  for  that  dia^^ 
onal.     For  lateral  hC,  we  have 

•'^4,000  . 

3g^  =  3.37  sq.  ms. 

for  the  net  area  of  cross-section  required  and  by  using  1 — L  5"x3J"xi" 
=  4 -0.5  =  3. 5°",  we  have  about  the  correct  area,  at  least  about  as  near 
the  correct  area  as  is  possible  to  obtain.     For  lateral  cD,  we  have 

32,000     .        . 

Tmoo  =  ^  '^-  ""'• 

for  the  net  area  of  cross-section  required,  and  by  using  1 — L  5"  x  3i"  x  f '^ 
=  3.05- 0.37  =  2.68°"  we  have  0.68°"  more  net  area  than  required,  but 
we  will  use  this  angle  so  as  to  have  the  bottom  laterals  made  of  5"  x  3^" 
angles  throughout. 

As  the  structure  is  symmetrical  about  the  center  of  the  span,  we 
now  have  all  of  the  laterals  designed,  considering  the  single  system,  and 
we  will  now  investigate  the  double  system.  The  laterals  are  connected 
to  the  bottom  of  the  stringers  at  the  points  of  intersection  and  hence 
the  longest  unsupported  length  of  lateral  is  between  the  stringer  and 
truss.  This  maximum  unsupported  length  is  about  8'-0",  or  96".  Now 
taking  the  end  lateral  aB,  which  is  composed  of  1 — L  5"  x  3^"  x  }",  we 
have  L/r  =  96/0.96  =  100,  which  is  quite  satisfying  as  the  maximum  yalae 
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for  L/r  is  120^  and  substituting  the  value  of  L  and  r  in  the  column 
formula  we  have 

16,000  -  70  ;f^  =  9,000  lbs. 

for  the  allowable  compressive  unit  stress,  and  dividing  this  into  one-half 
of  the  stress  found  above  (the  stress  that  it  would  be  considered  to  resist 
if  acting  in  the  double  system)  we  have 

40,500      ..       . 

for  the  required  area  of  cross-section,  which  is  considerably  less  than  the 
cross-section  of  the  angle.  So  this  lateral  is  sufficient,  considering  either 
a  single  or  double  system,  and  the  same  is  true  for  the  other  laterals,  as 
will  be  found  upon  investigation.  So  the  bottom  laterals  as  designed  are 
capable  of  resisting  the  forces  coming  on  them  from  wind  and  vibration 
when  considered  cither  as  a  single  or  double  system. 

The  bottom  laterals  are  subjected  to  stress  from  traction  in  addition 
to  the  stress  resulting  from  wind  and  vibration.  As  an  illustration,  sup- 
pose a  rapidly  moving  train  to  come  onto  the  structure  and  the  brakes  to 


Floor  BeaiTK  Botfom  Chortfy^  Sfrmgei 


Fir  267 

be  suddenly  applied — ^the  wheels  would  skid  or  tend  to  skid  along  the 
rails,  whereby  a  longitudinal  thrust  would  be  exerted  along  the  stringers 
which  would  tend  to  bend  the  floor  beams  transversely  as  indicated  in 
Fig.  267  (where  the  train  is  assumed  to  be  moving  from  right  to  left). 
Now  this  bending  of  the  floor  beams,  which  would  cause  serious  stresses 
in  them,  is  prevented  by  attaching  the  laterals  to  the  bottom  of  the  string- 
ers so  that  the  longitudinal  thrust  exerted  by  the  stringers  is  transmitted 
directly  to  the  laterals,  and  from  there  to  the  bottom  chords  of  the  trusses 
and  on  out  to  the  end  supports.  As  the  stringers  are  connected  to  one 
another  rigidly,  end  to  end,  throughout  the  length  of  the  structure,  it  is 
evident  that  the  traction  from  any  loading  would  be  transferred  more  or 
less  from  stringer  to  stringer,  and  hence  would  be  distributed  to  some 
extent  to  all  of  the  laterals;  so  in  computing  the  stress  in  the  laterals 
due  to  traction  we  will  consider  that  the  laterals  in  any  panel  resist 
the  traction  from  an  average  panel  load  of  fully  loaded  bridge.  Then 
placing  wheel  1  (see  Table  A)  at  one  end  of  the  bridge,  we  have 

2  (284  +  41x2)  1,000x^=915,000 lbs. 

4U 

for  the  weight  of  the  full  live  load  (Cooper's  £50  loading)  on  the  bridge. 
Dividing  this  by  the  number  of  panels,  we  have 

il^^=  152.500  lbs. 
o 
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^  is 
for  the  average  panel  load.  Two-tenths  (0.2)  of  this  vertical  loaiT  ^ 
considered  as  traction  and  is  exerted  along  the  track,  that  is,  the  co^"^^ 
cient  of  friction  of  the  wheels  on  the  rails  is  taken  as  0.2,     So  we  ha 

152,500  X  0.2  =  30,500  lbs. 

as  the  traction  force  ex 
on  the  two  stringers  in  eaci 
panel,  or  15,250^  to  eacfc^ 
stringer.  This  force  on  eaclp 
stringer  is  transmitted  Uf 
the  laterals  at  two  points, 
where  the  laterals  and 
stringers  connect,  so  we  can 
consider  the  case  as  indi- 
cated in  Fig.  268.  One 
component  of  the  traction 
force,  15,250#  ^2  applied  at 
each  of  the  points  c  will,  in 
each  case,  act  along  the  lat- 
eral, causing  compression  in 
the  case  of  the  part  Be  and  tension  in  the  part  T>c,  and  the  other  com- 
ponent at  each  point  c  will  act  along  member  cc. 

Without  the  members  cc,  there  would  be  transverse  bending  on  the 
stringers  from  traction,  and  hence  cc  is  an  essential  member  in  the 
system.* 

Then  for  the  stress  in  a  lateral,  due  to  traction,  we  have 

1  K  ocjo  1  ^  *^^0 

'^      xsec<^=      ;;       X  1.18  =  8,997,  say  9,000  lbs., 

which  is  compression  in  the  part  cB  and  tension  in  part  cD,  and  just  the 
reverse  if  the  train  were  moving  in  the  opposite  direction.  For  the  stress 
in  member  cc,  which  can  be  called  a  tie  or  strut,  we  have 

— X  tan  <f>  = X  0.64  =  4,880  lbs.. 


Tig.  26S 


which  is  compression  in  one  and  tension  in  the  other. 

These  stresses  are  not  very  great  in  the  first  place,  as  is  seen,  and 
they  are  not  very  likely  to  occur  at  the  same  time  that  the  maximum 
wind  stress  occurs  and  hence,  as  a  rule,  are  ignored  in  the  designing  of 
the  sections  of  the  laterals.  However,  the  traction  should  be  provided 
for  in  so  far  as  making  the  laterals  capable  of  taking  compression 
(L/r <C120)  and  the  inserting  of  the  ties  cc.  The  tie  cc  does  not  neces- 
sarily have  to  be  a  very  heavy  section.  They  are  usually  made  of  1 — L 
3i"x3''xf",  in  which  ease  we  have 

lG,000-rO^|^-=  9,034  lbs. 


•   Aa  far  ns  the  author  knows,  Dr.  J.  A. 
point  out  the  nocossltj'  of  those  struts. 


L.  Waddcll,  M.A.Soc.C.E.,    was   the  first  to 
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for  the  allowable  unit  stress  for  compression.     Then  we  have 

gg  =0.49  sq.  ins. 

^or  the  required  area  in  the  case  of  compression^  and  less  is  required  for 

^^^ion^  as  is  obvious.     So  it  is  seen  that  the  theoretical  required  area  of 

^^e  struts  {cc)  is  not  the  governing  feature^  but  that  it  is  a  matter  of 

Staining  sufficient  rigidity.     That  means  that  L/r  should  not  exceed  120 

"i  any  case.     The  L/r  for  a  3^"  x  3"  x  g"  angle  is  about  0.87,  which  is 

Reasonably  low.    This  angle  is  used  as  it  is  a  very  common  angle  in  this 

dass  of  work^  and  it  is  about  the  minimum  size  permitted  and  it  fits  the 

esse  wherein  common  judgment  decides. 

For  the  wind  stress  in  the  bottom  chord  ah  or  BC  (Fig.  2G6)  we  have 

2iJF  tan  (0  =  2^x17,500x1.56  =  68/250  lbs., 

which  is  compression  in  ah  and  tension  in  BC,  in  this  case.  Now,  as 
shown  in  Fig.  262^  the  maximum  combined  stress,  dead,  live  and  impact, 
is  335,000^  tension.  Twenty-five  per  cent  of  this  is  83,750^,  so  the  maxi- 
mum wind  stress  in  these  chords  can  be  ignored.  (See  specifications.) 
In  case  of  combined  dead,  live,  impact,  and  wind  stresses,  the  allowable 
unit  stress  is  raised  25  per  cent,  as  the  probability  of  all  of  these  stresses 
being  a  maximum  at  the  same  time  is  very  remote.  The  same  is  true 
of  the  other  bottom  chords,  as  will  be  found  upon  investigation.  Now, 
so  far,  the  wind  stresses  in  the  bottom  chords  can  be  ignored ;  but  further, 
suppose  the  bridge  to  be  unloaded,  that  is,  no  live  load  on  it,  the  wind 
pressure  of  course  will  be  less.  Let  us  then  assume  a  pressure  of  350^ 
per  foot  of  span,  which  is  about  correct,  instead  of  700^.  Then  the 
stress  in  the  chord  ah  or  BC  is 

68,250  X  1^  =  34,125  lbs., 

-which  here,  in  the  case  of  ah,  is  compression.  But,  as  this  does  not 
reverse  the  dead-load  tension  in  the  member,  which  is  55,000^,  the  wind- 
load  stress  need  not  be  considered.  The  same  will  be  found  to  be  true 
for  the  other  bottom  chords,  so  the  stresses  in  the  bottom  chords  of  this 
bridge,  due  to  wind — or  lateral  pressure,  as  the  specifications  call  it — can 
be  ignored.    The  same  is  true  for  most  all  ordinary  railroad  bridges. 

178.    Designing  of  the  Top  Lateral  System. — The  top  lateral 

system  is  really  a  horizontal  truss  in  the  plane  of  the  top  chords.  In  the 
case  of  through  bridges  (such  as  we  are  designing)  it  is  for  the  purpose 
of  holding  the  top  chords  transversely  and  resisting  the  wind  pressure 
coming  on  the  top  portion  of  the  structure,  but  in  the  case  of  deck  bridges, 
where  the  track  is  on  the  top  of  the  structure,  the  wind  pressure  on  the 
train  and  vibration  due  to  the  train  must  be  provided  for  also,  in  which 
case  the  designing  of  the  top  lateral  system  would  be  the  same  as  shown 
in  the  last  article  for  the  bottom  lateral  system.  The  top  lateral  system, 
as  a  rule,  has  a  double  system  of  diagonals,  the  same  as  the  bottom  lat- 
erals, except  in  the  case  of  through  bridges  a  portal  is  placed  in  each 
end  panel  in  the  plane  of  the  inclined  end  posts  which  takes  the  place 
of  diagonals  in  those  panels.  So,  following  the  usual  practice,  the  top 
lateral  system  in  this  case  will  be  made  as  shown  in  Fig.  269,  where  one 
system  is  dotted  to  avoid  confusion. 
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The  lateral  pressure  or  tnnd  which  this  system  must  be  designed 
to  carry,  according  to  the  specifications,  is  300^  per  foot  of  span.  Thit' 
horizontal  load  should  be  considered  as  a  moving  load,  that  is,  as  a  niA- 
form  live  load.  Then  f«r  a  panel  load  we  have 
P^25x200^5,0001bs., 
one-half  of  which  is  to  be  conaidercd  as  applied  to  each  truss,  that  'a, 
wherever  it  is  necessary  to  do  so. 


Now,  assuming  Ihis  lond  as  moving  onto  the  bridge  from  the  ri^ 
pnd.  and  acting  in  the  direction  indicated  by  the  arrows  (Fig.  369),  we 
obtain 

6x^scc...  =  6x^^^>:  1.85  =  !>,250,  s.nv  !),300IbB. 

h  6  ■  ^ 

for  the  maximum  tensile  stress  in  diagonal  cD,  and 

xl.85  =  15,416,  say  l.^,4001bs. 


5,000 


for  the  maximum  tensile  stress  in  diagonal  hC. 

Assuming  a  foil  panel  load  at  each  of  the  points  F  and  E  and  a  half 
panel  load  at  d  (none  at  D),  we  have 

„     5,000      5.000 


6 


=  5,000  lbs. 


for  the  maximum  compressive  stress  in  strut  dD,  and  assuming  a  full 
panel  load  at  each  of  the  points  F,  £,  and  Z>,  and  a  half  panel  load  at  e 
(none  at  C),  we  have 

-      5.000     5,000      „,„„ 
6x— 5 — +  — - —  =  7,550  lbs. 


for  the  maximum  compression  in  strut  eC. 

This  really  completes  the  necessary  calculation  for  the  stresses  in 
the  top  lateral  system,  as  will  be  seen  upon  investigation.  For  example, 
when  panel  point  F  alone  is  loaded,  and  the  forces  acting  as  indicated, 
the  stress  in  diagonal  eF  will  be  tension,  as  is  obvious,  but  this  diagoud 
has  maximum  tension  when  the  panel  points  arc  loaded  from  the  left 
end  up  to  and  including  point  E  with  forces  acting  in  the  opposite 
direction,  in  which  case  the  streas  in  the  diagonal  would  be  15,400*,  the 
same  as  found  for  diagonal  bC  and  loading  points  F  and  £,  and  the 
forces  acting  as  indicated,  diagonal  dE  would  be  in  tension;  hot  the 
ataximuia  tension  will  occur  in  this  diagonal  when  the  span  is  loaded 


DESIGN  OF  SIMPLE  RAILROAD  BRIDGES  361 

^^m  the  left  end  up  to  and  including  point  D  and  forces  acting  in  the 
opposite  direction^  in  which  case  the  tension  in  diagonal  dE  would  be 
^,*^00^,  the  same  as  found  for  diagonal  cD,  So  it  is  seen  that  one  sys- 
tem can  be  considered  in  action  when  the  span  is  loaded  from  one  direc- 
tor! and  tlie  otlicr  system  when  loaded  from  the  opposite  direction,  and 
«s  the  lateral  system  is  symmetrical  about  the  center  of  span  it  is  obvious 
that  the  stresses  determined  above  are  sufficient  for  designing  all  the 
members  in  the  system. 

The  members  (diagonals  and  struts)  should  be  as  deep  as  the  top 
chords,  in  order  to  hold  the  top  chords  rigidly.  The  diagonals,  which 
arc  usually  designed  as  tension  members,  are  as  a  rule  made  of  two 
angles  latticed  together,  one  angle  being  in  the  plane  of  the  top  of  the 
chord  and  the  other  being  in  the  plane  of  the  bottom  of  the  chord.  The 
struts  (members  cC,  dD,  and  eE)  are  compression  members  and  are,  as 
a  rule,  made  of  four  angles,  two  at  the  top  of  the  cliord  and  two  at  the 
bottom.  These  are  latticed  together  in  the  vertical  plane  so  as  to  form 
an  I-section. 

Now,  beginning  with  diagonal  bC  (Fig.  269),  we  have 

15,400     ^.        . 

i6:ooo=^-^'^-^^'- 

for  the  required  net  area  of  cross-section  of  the  member,  considered  as  a 
tension  member.  This,  as  is  seen,  (theoretically)  calls  for  two  very 
small  angles,  but  (practically)  the  angles  should  be  such  that  L/r  be  not 
less  than  120,  to  insure  against  vibration.  The  length  of  L  can  be  taken 
as  one-fourth  of  the  total  length  of  the  member. 

(The  diagonals  are  connected  to  each  other  at  their  intersection; 
this  alone  reduces  the  length  one-half,  and  each  half  can  be  considered 
as  a  fixed  column,  thus  reducing  the  length  to  one- fourth  of  the  total 
length.)  The  total  length  of  the  diagonal  center  to  center  of  end  con- 
nections is  about  30  ft.,  or  360  ins.  Then  using  one- fourth  of  this, 
we  have 

^  =  120=^-^^ 

for  the  required  radius  of  gyration. 

According  to  this  and  to  the  required  area  of  cross-section,  found 
above,  2i"x2i"  or  3"x3''  angles  could  be  used,  but  as  much  better 
details  can  be  obtained  by  using  3J"x  3  J"  angles — and  the  weight  of  the 
top  lateral  system  is  a  small  item — we  will  use  2 — Ls  3^''x3J"xf"  for 
each  of  the  diagonals  throughout,  as  cB,  eF,  and  fE  require  the  same 
section  as  bC,  and  the  others,  theoretically,  require  less. 

The  designing  of  the  struts  cC,  dD,  and  eE  is  very  similar  to  the 
designing  of  the  diagonals;  it  is  mostly  a  matter  of  obtaining  rigidity 
and  the  selecting  of  sections  that  are  satisfactory  as  to  details.  But  in 
all  such  cases  the  theoretical  requirement  should  always  be  determined 
before  the  selection  of  section  is  made. 

These  struts  are  more  or  less  fixed  at  their  ends,  but  as  they  are 
wholly  compression  members  we  will  take  the  distance  center  to  center 
of  trusses,  as  their  length,  which  is  16  ft.,  or  192  ins.    In  oxdct  \o  Ktl'sei^^ 
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rigidity^  1j/t  should  not  exceed  120.     Then^  taking  L  as  192^  we  liay«^ 

192 


r= 


120 


=  1.6 


for  the  allowable  maximum  radius  of  gyration.  The  most  satisfactor]^" 
section  for  these  struts  is  four  unequal  leg  angles,  arranged  in  reference 
to  one  another  as  shown  in  Fig.  270.  The  long  legs  of  the  angles  are 
turned  out  so  as  to  make  the  radius  of  gyration  about  axis  y-y  as  large 
as  is  possible,  for,  as  is  obvious,  the  least  radius  is  about  that  axis.  The 
lattice  bars  hold  the  angles  about  \''  apart,  and,  as  the  radius  of  gyration 
about  axis  y-y  is  the  same  for  one  pair  of  angles  as  it  is  for  the  two 
pairs,  we  can  select  the  angles  from  Table  5  by  using  the  angles  having 
r3  equal  to  1.6 — the  required  radius.  As  is  seen  in  this  table,  the  3"x  2^" 
angles  are  too  small,  as  r3  for  them  is  less  than  1.6;  the  3|"x2i"  are 
large  enough,  but  to  use  a  2^"  leg  would  necessitate  the  using  of  f  ' 
rivets,  while  f"  would  be  used  in  all  the  other  members;  so  we  will  use 
the  2>V'  X  3"  X  f "  angles,  in  which  case  r3  is  a  little  more  than  1.71,  as 
seen  in  Table  5.  Now  substituting  this  value  for  r  in  the  column  formula^ 
we  have 

IQO 

16,000  -  70-i^  =  8,140  lbs.  (about) 

for  the  allowable  unit  stress  on  a  strut  made  of  these  angles.^  Dividing 
this  into  the  greatest  stress  found  in  these  struts,  which  is  7,250^,  we 
obtain  less  than  a  square  inch  of  metal  for  the  required  section.  So  it 
is  seen  that  the  stress  does  not  really  influence  the  design  and  that  each 


L 


y 

Fig.   270 


Fig.  271 


Strut  will  be  made  of  4— Ls  3i"  x  3"x  §'^  =  9.2°",  as  this  fits  the  case 
most  satisfactorily  as  regards  rigidity  and  details. 

179.  Design  of  Portals.—  There  are  several  types  of  portals  in 
use.  Tlie  type  shown  in  Figs.  2(19  and  271  will  be  used  in  this  case,  as 
it  is  a  type  commonly  used;  it  is  quite  simple,  very  rigid,  and  in  fact 
quite  satisfactory  for  ordinary  bridges. 

In  determining  the  stresses  in  portals,  the  first  thing  to  do,  the  same 
as  in  the  case  of  all  frames,  is  to  locate  all  of  the  applied  forces  affecting 
it.    As  is  obvious,  the  maximum  stresses  in  the  portals  will  occur  when 
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^11  of  the  panel  points  B  to  F,  inclusive  (Fig.  269)^  are  loaded.  As  a 
specific  case^  let  us  consider  the  portal  at  the  left  end  of  the  bridge 
(at  bB)  and  let  us  assume  that  all  of  the  panel  points  are  loaded  and 
that  the  loads  act  as  indicated  in  Fig.  269.  Then  assuming  that  the 
diagonals  carry  only  tension^  the  diagonal  bC  (the  diagonal  connecting 
to  the  portal  at  6)  will  be  in  tension  and  there  will  be  no  stress  in 
diagonal  cB.  One  component  of  the  stress  in  bC  will  be  taken  by  the 
portal  and  the  other  by  the  top  chord  be.  The  component  taken  by  the 
portal  is  applied  (as  is  obvious)  at  b  and  is  equal  to  the  shear  in  panel 
BC,  the  panel  next  to  the  portal.  This  force  we  will  designate  as  R, 
In  addition^  there  will  be  one-half  of  a  panel  load  at  b  and  also  one-half 
of  a  panel  load  at  B.  Designating  the  panel  load  as  P,  we  then  have  the 
loading  on  the  portal  as  shown  in  Fig.  271:  (/2  +  P/2)at  point  b  and 
P/2  at  point  B.  If  the  pressure^  or  load^  acted  in  the  opposite  direction^ 
the  loading  of  the  portal  would  be  just  the  reverse,  that  is,  the  force 
(/J  +  P/2)  would  be  applied  at  B  and  P/2  at  b.  These  forces  applied 
to  the  portal  are  held  horizontally  by  the  two  equal  horizontal  reactions, 
one  at  the  bottom  of  each  end  post.  Let  each  of  these  reactions  be  repre- 
sented by  H  and  we  have 

-[(-fH]l=^ «■ 

These  two  horizontal  reactions  at  the  bottom  of  the  end  posts  and  the 
horizontal  forces,  (22  + P/2)  and  P/2,  at  the  top  of  the  portal  form  a 
couple  which  must  be  balanced  by  two  equal  and  opposite  reactions,  V 
applied  along  and  at  the  bottom  of  the  end  posts.  Now,  as  the  forces 
(/J  +  P/2),  P/2,  the  two  H%  and  the  two  V's  balance,  evidently,  the 
frame  formed  by  the  end  posts  and  portal  can  be  treated  as  an  inde- 
|>endent  structure  in  equilibrium  under  the  action  of  these  forces.  So, 
taking  moments  about  u  (Fig.  271),  and  considering  the  end  posts  and 
portal  combined  as  a  frame,  we  have 

or  taking  moments  about  w,  we  have 

.r=(/2  +  P)^ (2). 

In  the  designing  of  portals  for  bridges,  there  are  two  cases:  one 
when  the  end  posts  are  considered  as  hinged  at  the  bottom  ends,  and 
the  other  is  when  the  end  posts  are  considered  as  fixed  at  the  bottom  ends. 
The  top  ends  of  the  end  posts  are  practically  always  considered  to  be  fixed 
by  the  portal.  In  the  case  of  light  bridges,  and  especially  when  end 
floor  beams  are  not  used,  the  end  posts  are  not  very  rigidly  fixed  at  the 
bottom  ends  and  the  actual  condition  is  most  closely  met  by  considering 
the  bottom  ends  of  the  end  posts  hinged,  while  in  the  case  of  heavy 
bridges,  with  end  floor  beams  and  with  wide  shoes,  there  is  no  question 
but  that  the  bottom  ends  of  the  end  posts  are  fixed. 

In  the  case  of  the  bridge  we  are  designing,  there  is  no  question  but 
that  the  end  posts  will  be  quite  rigidly  fixed  at  the  bottom  ends,  but  for 
the  sake  of  illustration  we  will  first  determine  the  stresses  in  the  portals. 
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assuming  the  bottom  ends  of  the  end  posts  to  be  hinged,  and  then  dd^^^ 
mine  them,  assuming  the  bottom  ends  of  the  end  posts  to  be  fixed.  ^^ 

By  imagining  the  part  to  the  left  of  section  n-n  (Fig.  271),  indudin^^^ 
the  end  post  bu  and  a  portion  of  the  portal,  moved  bodily  (forces  and  all^    ^ 
to  a  new  position  we  obtain  the  structure  shown  in  Fig.  272  which  i: 
acted  upon  by  the  known  forces  (22  +  P/2),  H,  -V,  and  by  the  unknowi^ 
forces  S  and  51,  S  being  the  stress  in  member  ho  and  51  the  stress  in  fo. 
The  dotted  members  shown  in  the  portal  are  assumed  to  have  no  stress 
in  them  as  they  are  redundant  members  intended  only  to  brace  the  main 
members  of  the  portal,  which  are  shown  in  full  lines,  and  hence  the  dotted 
members  are  ignored  in  the  calculations.     By  taking  moments  about  p 
(Fig.  272)  we  eliminate  S\  and  -V  from  the  equation  of  moments^  and 
as  the  moments  of  H  and  (/2  +  P/2)  (about  p)  have  the  same  sign,  both 
tending  to  produce  clock-wise  rotation  about  p,  it  is  evident  that  the  sum 
of  the  moments  of  the  two  forces  about  p  must  be  equal  but  of  opposite 
sign  to  the  moment  of  S  about  p.    So  we  have 


=(-^) 


Sh=[R^-z)k^Hm, 


from  which  we  obtain 


(S) 


for  the  stress  in  portal  member  ho.  Now  it  is  readily  seen  from  Fig.  272 
that  this  stress  S  is  compression,  as  H  and  (22  +P/2)  both  tend  to  produce 
clock-wise  rotation  about  p,  and  as  S  alone  prevents  this  rotation  it  must 
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evidently  act  to  the  left  toward  h,  and  hence  is  compression.  In  other 
words,  the  member  ho  pushes  to  the  left  against  the  end  post  and  un- 
doubtedly is  in  compression. 

To  determine  the  stress,  S\,  in  the  portal  member  po,  let  us  con- 
sider it  resolved  at  point  p  into  two  components,  one  (/)  along  the  end 
post  and  the  other  (Ji)  perpendicular  to  the  end  post.  Then  taking 
moments  about  h  (Fig.  272),  we  eliminate  -V,  f,  S,  (22+P/2),  and  P/2 
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Ctooi  the  equation  of  moments  and  we  have 

(HxL)'-(hxIc)=0, 
from  which  we  obtain 

,      HxL 

for  the  component  of  51  perpendicular  to  the  end  post.    Then  we  have 
Sl  =  h3cce=^^^^  sccO (4) 

for  the  stress  in  the  portal  member  (knee  brace)  po.  Stress  SI  is  ten- 
sion^  as  is  seen  bv  considering  point  6  as  the  center  of  rotation ;  the  force 
H  acting  to  the  left  would  necessitate  h  acting  in  the  opposite  direction 
or  away  from  the  post  at  point  p,  which  indicates  the  component  h  to  be 
tension,  and  hence  the  stress  SI  is  tension. 

The.  stress  SI  can  also  be  determined  from  the  summation  of  the 
vertical  forces.     In  which  case  we  have 

(-F  and  /  being  the  only  vertical  forces).    From  this  we  have 

and  multiplying  by  sec  <f>  we  obtain 

Sl=fsec<f>  =  Fsec<f>=(R  +  P)2S€c<f> (6). 

/  equals  V,  and  as  these  two  forces  must  balance  each  other  it  is  seen 
that  /  acts  as  indicated  in  Fig.  272,  which  shows  SI  to  be  tension. 

By  imagining  the  part  to  the  right  of  section  n'-n^  (Fig.  271),  in- 
cluding end  post  wB  and  a  portion  of  the  portal,  moved  bodily  (forces 
and  all)  to  a  new  position  we  obtain  the  independent  structure  shown  in 
Fig.  273  acted  upon  by  the  known  forces  H,  V,  and  P/2  and  by  the 
unknown  forces  (stresses)  S2  and  S^,  Taking  i  as  the  center  of  moments, 
it  is  seen  that  P/2  and  //  both  tend  to  produce  clock- wise  rotation,  and  as 
this  rotation  is  prevented  by  S2  alone,  we  have 


P 
S2xk=-k  +  Hm, 


from  which  we  obtain 


'^-rT W 

for  the  stress  in  portal  member  Bo,  This  stress  is  tension,  as  is  readily 
seen,  as  it  acts  away  from  the  end  post  at  point  B,  that  is,  the  member 
Bo  pulls  on  the  end  post  at  point  B  and  hence  is  in  tension. 

Resolving  (at  point  i)  the  stress  jS3  into  two  components  W  and  /', 
and  taking  moments  about  B,  we  have 
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from  which,  we  obtain 

and  multiplying  by  sec  6  we  have  , 

53  =  A'  secd=^y^sec^ (7) 

for  the  stress  in  portal  member  ot. 

By  considering  point  B  (Fig.  273)  as  the  center  of  moments^  the 
stress  S3  is  seen  to  be  compressive^  as  H  acting  to  the  left  requires  the 
member  ot  to  act  to  the  right  against  the  end  post^  and  hence  the  member 
ot  is  in  compression. 

As  is  seen  by  comparison^  (4)  and  (7)  are  exactly  alike.  That 
means  that  the  stress  in  po  is  equal  to  the  stress  in  ot,  but,  as  stated 
above^  one  is  tension  and  the  other  is  compression. 

Now,  having  derived  a  formula  for  the  stress  in  each  member  of  the 
portal,  we  will  proceed  with  the  determination  of  the  stress  in  the  mem- 
bers. To  do  this  it  is  first  necessary  to  determine  the  value  of  P,  R,  II, 
L,  m,  k,  and  sec^.  P  is  given  in  the  last  article  as  5,000^.  R  is  equal 
to  the  shear  in  the  panel  BC  (Fig.  269)  when  all  the  panels  are  loaded. 
Beginning  at  the  center  of  the  span,  we  have  one-half  of  a  panel  load  at 
D  and  a  full  panel  load  at  C,  making  in  all  one  and  one-half  panel  loads 
as  the  shear  in  the  panel  BC,  hence  we  have 

R  =  ^^  +  5,000  =  7,500  lbs. 

for  this  shear.     Then  from  (1)  we  have 

L  is  about  39  ft.,  as  the  height  of  the  span  is  30  ft.  and  the  panel  length 
is  25  ft.  It  will  be  close  enough,  for  designing,  to  take  6  as  45  degrees. 
Then,  Ar  =  8ft.,  m  =  31,  and  sec ^=1.4.  Now,  using  the  above  values, 
from  (3)  we  obtain 

5  =  7,500+^^+6,250x^  =  34,218,  say  34,000  lbs. 

2  8 

(compression)   for  the  stress  in  portal  member  bo.     From    (4)   or    (7) 

we  obtain 

fi  250  X  '^O 
51  =  53  =  -^^ X  1.4  =  42,655,  say  43,000  lbs. 

o 

for  the  tensile  stress  in  portal  member  po  and  compressive  stress  in  oL 
From  (6)  we  obtain 

^^     5,000      6,250x31      ^^^.^  o,v /^A/^,l 

52  =  -^-—  +  — — =  26,718,  say  27,000  lbs. 

for  the  tensile  stress  in  the  portal  member  Bo.  By  comparing  (3)  and 
(6)  it  is  seen  that  the  stress  in  member  Bo  differs  from  the  stress  in 
member  bo  bv  the  value  of  R. 
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This  completes  the  calculations  for  the  siresaes  in  the  portals  under 
uic  asBomption  that  the  bottom  ends  of  the  end  posts  are  hinged,  and 

*e  will  now  determine  the  stress  in  the  portal,  assuming  the  bottom  ends 

of  the  end  posts  fixed.     To  illustrate  conditions,  let  e  and  g  at  (a)  (Fig. 

^74)  representtwothin  wooden  strips  connected  rigidly  by  another  piece  h. 

If  this  frame  be  supported  as  shown  at  {b)  and  a  force  F  be  applied, 

tbe  pieces  t  and  g  would  bend  as  indicated  at  (6),  and  we  thus  have 

an  illustration    of    the    case    just    considered 

where  the  end  posts  were  assumed  hinged  at 
the  bottom  ends.  Now,  suppose  the  bottom 
ends  of  the  pieces  to  be  buried  in  concrete  ss 
indicated  at  (c)  and  the  concrete  be  allowed 
to  set  and  the  force  F  be  then  applied.     The 

pieces  t  and  g  would  then  bend  as  indicated  at  ,^ 

(c),  and  we  thus  have  an  illustration  of  the  '     •' 

case  to  be  considered  where  the  bottom  ends  ^ 

of  the  end  posts  are  assumed  to  be  fixed.  The 
points  o'  are  the  points  of  contra- flexure,  where 
the  bending  moment  on  the  pieces  e  and  g  is 
■ero,  as  is  readily  seen  from  the  sketch.  The 
points  o'  are  at  mid-distance  from  the  con- 
crete to  the  piece  h,  or  m/3  from  h,  neglecting 
the  portion  buried  in  the  concrete  as  being  too 
small  to  materially  change  the  length  of  the 
part  marked  m. 

Now,  as  there  is  no  bending  at  the  points 
o'  (points  of  contra- flexure),  the  frame  can  be 
ftssumed  as  cut  off  at  those  points  and  we  have 
the  independent  structure  shown  at  (d).  From 
this  it  is  seen  that  the  problem  of  determin- 
ing the  stresses  in  portals,  when  the  bottom 
ends  of  the  end  posts  are  considered  fixed,  is 
the  same  as  in  the  case  of  hinged  ends,  except  ' 
the  distance  m  (Figs.  271  and  273)  is  one-  ■ 
half  as  great,  and  hence  the  above  fornialas  for 
determining  the  stresses  in  the  portals  are  ap-  fls.  st* 

plicable    if    in/2    be    substituted    for    tn    and 

(L-m/2)  or  (fc  +  m/2)  for  L.  In  an  imaginary  sense,  we  simply  move 
the  bottom  supports  of  the  end  posts  half  way  up  their  unsupported 
length,  and  proceed  with  the  determination  of  the  stress  in  the  portals  in 
the  same  manner  as  if  the  bottom  ends  of  the  end  posts  were  hinged. 
Thus  substituting  in  (3),  we  have 


7,50n  + 


5,000 


+  fi,250x 


=  22,109, say  22,000 lbs.  (compression) 


for  the  stress  in  portal  member  bo  (Fig.  271),  « 

of  the  end  posts  fixed;  and  substituting  in  (4), 

^.      6,250  X  (39  ^-g^) 


turning  the  bottom  ends 


!<  1.4  ^25,703,  say  2C,000  lbs. 
for  the  tensile  stress  in  portal  member  po  and  also  for  the  compressive 
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stress  in  portal  member  ot,  and  likewise  substituting  in  (6)  we  have 

^^     P     Hm/2      5,000      6,250  xi»5>^     ^  ^  ^^^  ...aaaiv 

52  =  -  +  — 77—  =  -h —  +  -^—5 =  14,609,  say  15,000  lbs. 

for  the  tensile  stress  in  portal  member  Bo.  Thus  we  have  all  the  stressed 
in  the  portals  determined  when  assuming  the  bottom  ends  of  the  end  posts 
to  be  fixed.  These  stresses  will  be  used  in  designing  the  sections  of  the 
portal  members  as  the  bridge  considered  is  designed  for  a  heavy  loading; 
and  we  have  provided  end  floor  beams,  consequently  the  bottom  ends  of 
the  end  posts  will  be  fixed  quite  securely. 

Each  member  of  the  portals  will  be  as  deep  as  the  end  posts  and 
composed  of  two  angles,  latticed  together  vertically,  similar  to  the  top 
laterals. 

As  seen  above,  the  members  are  subjected  to  one  kind  of  stress 
when  the  wind  load  comes  from  one  direction  and  just  the  reverse  when 
it  comes  from  the  opposite  direction,  that  is,  each  portal  member  is  sub- 
jected to  reversal  of  stress,  and  hence  the  members  must  be  designed  to 
carry  both  compression  and  tension. 

The  members  po  and  ot  (known  as  knee  braces)  are  each  subjected 
to  26,000^  stress,  considered  to  be  either  tension  or  compression.  Taking 
the  case  of  tension  firsts  we  have 

26,000  . 

3^^=1.62sq.ms. 

for  the  required  net  area  of  cross-section  of  each,  which  shows  that  two 
very  small  angles  could  be  used  (theoretically)  as  far  as  tension  is  con- 
cerned. As  for  compression,  the  length  of  each  member  is  about  11.3  ft. 
(^  =  45°),  but  as  the  redundant  members  (those  dotted,  in  Fig.  271)  sup- 
port each  at  mid-point,  the  length  L  can  be  taken  as  11.3/2  =  5.6  ft.,  say 
^Q  ins.  As  the  members  are  subjected  to  reversal  of  stress,  L/r  should 
be  reasonably  low,  say  80.    Then  we  have 

for  the  required  value  of  the  radius  of  gyration. 

Now,  glancing  over  the  table  of  angles  (Tables  5  and  6)  it  is  seen 
that  this  calls  for  very  small  angles.  So  the  ease  here  is  the  same  as 
that  of  the  top  lateral  struts — very  much  a  matter  of  judgment.  3 J'' x 
3^"x|"  angles  are  as  small  as  are  used  in  this  class  of  work  (as  it  is 
desirable  to  use  f"  rivets  throughout),  so  we  will  try  that  section.  Sub- 
stituting the  radius,  found  in  Table  6,  for  this  angle  in  the  column 
formula,  we  have 

16,000- 70  T^  =11,682  lbs. 

for  the  allowable  unit  compressive  stress  in  each  of  the  members  po  and 
ot.     Dividing  this  into  the  stress,  we  have 

26,000  -r  11,682  =  2.22  sq.  ins. 

for  the  required  area,  while  2 — Ls  3^' x  3i"x  2''  have  4.06'^'',  more  than 
twice  the  amount  required  for  compression,  and,  as  found  above,  only 
1,62^'^  is  required  for  tension.     So  it  is  seen  that  3^"x3J''xf"  angles 
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^e  much  heavier  than  required^  theoretically^  yet  smaller  angles  would 
^ve  the  portals  a  flimsy  appearance  even  if  satisfactory  details  were 
obtained  by  their  nse.     So  we  are  now  to  the  point  where  the  selection 
^ust  be  made  mostly  upon  appearance.     As  the  stress  in  the  members 
^0  and  Bo  is  less  than  in  members  po  and  ot,  and  their  lengths  are  also 
lesS;  it  is  not  necessary  to  compute  the  required  sections  for  those  mem- 
bers, but  use  the  same  as  used  for  members  po  and  ot.    As  the  3i"  x  3^" 
angles  are  our  minimum  size  we  could  use  two  of  these  for  each  portal 
member,  but  for  the  sake  of  details  and  appearance  we  will  use  2 — Ls 
4"x4''x|"  for  each  of  the  main  members  and  2— Ls  3i"x3|"xf"  for 
each  of  the  redundant  members,  thus  giving  the  main  members  a  dis- 
tinctive outline. 

In  the  case  of  large  bridges  these  members  can  be  designed  theoretic- 
ally correct,  as  the  required  area  of  cross-section  in  those  cases  is  such 
that  sections  can  be  found  which  are  both  theoretically  and  practically 
correct,  but  in  the  case  of  small  bridges  it  is  very  much  a  matter  of 
judgment,  as  is  seen  from  the  above  calculations. 

180.  Design  of  End  Posts. — The  designing  of  the  section  of  the 
end  posts  is  here  taken  as  a  special  problem  for  the  reason  that,  unlike 
the  other  main  truss  members,  it  is  subjected  to  bending  stress  in  addi- 
tion to  direct  stress.  To  correspond  with  the  top  chord,  it  will  be  made 
of  18''  webs,  23''  cover  plate  and  four  angles.     The  length  of  the  end 


post,  considering  the  x-x  axis  (see  Fig.  265)  is  the  total  length  L  (shown 
in  Fig.  275  to  equal  AB)  unless  a  collision  strut  OM  be  inserted,  in  which 
case  the  length  is  L/2  and  the  length,  considering  axis  y-y,  is  equal  to  tn. 
The  collision  strut  should  be  used  as  a  safeguard  in  case  a  derailed  train 
should  strike  the  end  post,  and  therefore  we  will  use  one  in  this  case. 
Then  the  len^h  of  the  post  in  reference  to  the  x-x  axis  is  19.5  ft  or  234 
ins.,  and  31  ft..  (=m)  or  372  ins.  in  reference  to  axis  y-y. 

Using  the  radii  found  for  top  chord  be  (Art.  176),  which  will  be 
about  the  same  in  this  case,  we  obtain 

16,000 -70 1^  =  13,750  lbs. 

<  ./Co 

for  the  allowable  unit  direct  compressive  stress  in  the  end  post,  consider- 
ing axis  X'X,  and 

16,000 -70 1^  =  12,678  lbs. 

7.04 
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for  the  allowable  unit  direct  compressive  stress  considering  axis  jf-i 
Now  dividing  the  latter^  as  it  is  the  smaller^  into  the  total  direct  str< 
in  the  end  post^  as  given  in  Fig.  262,  we  obtain 

12.678    ^         ^^'  ^^^'  (*^^*) 

for  the  required  area  of  cross-section  of  each  end  post,  providing  then 
were  no  cross  bending,  due  to  the  wind  load,  on  the  posts.  But  as  the 
bending  stress  on  the  compression  side  of  the  posts  adds  to  the  direcS^-! 
stress,  the  two  unit  stresses  must  be  combined.  However,  in  case  these 
stresses  be  combined,  the  allowable  unit  stress  can  be  increased  25  pel 
cent,  so  the  above  area  may  be  about  correct.  As  preliminary  let  us  ti 
the  section  used  for  top  chord  be,  which  contains  40.58°".  • 

In  determining  the  bending  moment  on  the  end  posts,  which  is  du( 
to  wind — and  consequently  a  transverse  moment — we  can  consider  eacl 
post  as  composed  of  two  cantilevers  as  indicated  at   (a)   in  Fig.  275— 
Then  the  moment  on  each  post  at  any  point  either  above  or  below  th< 
point  of  contra-flexure  (o')  is  Hjc.    Now  it  is  seen  that  this  moment  is 
maximum  at  the  points  p  and  t  and  at  the  bottom  of  each  post,  and  thai 
the  maximum  in  each  case  is  equal  to  Hm/2.    As  the  points  p  and  t  an 
the  farthest  out  from  the  ends  of  the  member,  where  the  column  formuh 
really  applies,  we  will  consider  the  bending  at  those  points  only, 
the  last  article,  we  have  Jf  =  6,250  lbs.  and  m  =  31  ft.  or  372  ins.     Then^:"^^-'* 
for  the  moment  at  p  or  <  (Fig.  275  (a))  we  have 

M  =  6,250  x^=  1,162,500  inch  lbs. 

Now  using  the  moment  of  inertia  found  in  Art.  176  for  chord  be  in 
reference  to  axis  y-y  and  taking  the  horizontal  distance  to  the  extreme 
fiber  as  7.75  4  4=  ]  l!75"  (see  Fig.  265),  we  obtain 

1,162,500x13.75     ,,..,, 
f= 2:497 =5^4.0  lbs. 

for  the  unit  stress  due  to  cross  bending,  assuming  that  the  same  section 
as  used  for  chord  be  is  used  for  tlie  end  post. 

Now  dividing  the  area  of  the  section  into  the  total  direct  stress, 
we  have 

^ffy  =12,880  lbs.  (about) 
40.58 

for  the  actual  direct  unit  stress,  and  adding  this  to  the  unit  stress  due 
to  cross  bending  we  have 

5,470 +  12,880  =  18,350  lbs. 

for  the  combined  unit  stress.  The  allowable  unit  stress  as  given  above  is 
12,678.  But  this  can  be  increased  25  per  cent  in  the  case  of  combined 
stress,  as  per  specifications.     So  we  have 

(12,678)  1.25  =  15,847  lbs. 

for  the  actual  allowable  combined  unit  stress,  and  as  it  is  less  than  the 
above  (18,350^)  a  larger  section  will  have  to  be  used  for  each  end  post 
than  was  just  considered. 
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Let  us  assume  the  following  sections: 

1— cov.  pi.  23"  xi''  =  11.50°" 
2— web  pis.  18"  xi"  =  18.00°" 
2— Ls  3i"x3i"xf"=  4.96°" 
2— Ls  6"x4"x|"     =11.72°" 

46.18°" 

As  the  post  is  stronger  in  reference  to  the  x-x  axis  than  in  reference  to 
the  y-y  axis^  owing  to  the  length  being  greater  in  the  last  case  (using 
the  collision  strut)  ^  we  need  consider  the  ab?ve  section  only  in  reference 
to  the  y-y  axis. 

For  the  moment  of  inertia  about  the  y-y  axis  (see  Fig.  276)^  we  have 

cov.pl.  507  +  0  =    507  (about) 

web  pis.  0  +  7^*  X  9  X  2  =  1,045 

top  angles  2.87x2  +  8^^x2.48x2=    397 

hot.  angles  7.52  x  2  +  8T9Q^x  5.86  x  2  =    943 

2,892 
Then  for  the  radius  of  gyration  about  axis  y-y  we  have 


/2,892  ^  ^  gg^ 
\  46.18 


6M. 


Now  substituting  this  radius  in  the  column  formula,  we  have 

970 

p  =  16,000  -  70  §^=  12,710  (about) 

7.9/v 

for  the  allowable  unit  stress  for  direct  compression, 
and  increasing  this  25  per  cent  we  obtain  15,890^ 
for  the  allowable  unit  stress  in  the  case  of  direct 
compression  and  bending  stress  combined.  Then, 
using  the  last  assumed  section,  we  have 

^^^^=11,320  lbs.  (about) 
4d.1o 

for  the  actual  direct  unit  compressive  stress,  and 


1 


7.^2 


i'i 


7| 

« =— » 


L 


Flff.  276 


r= 


1,162,500x11.75 
2,892 


=  4,730  (about) 


for  the  unit  stress  due  to  bending.  Now,  adding  these  two  stresses 
together,  we  have  11,320  +  4,730  =  16,050^  for  the  combined  unit  stress, 
which  is  only  160^  (=16,050-15,890)  greater  than  the  15,890#  allowed, 
and  as  this  is  about  as  close  as  we  can  obtain  we  will  use  the  above 
section  for  each  end  post. 

181.    Designing   of   Collision    Struts. — ^These  members  should  at 

least  have  sufficient  section  to  resist  the  thrust  that  an  ordinary  loaded 
car  moving  at  an  ordinary  rate  would  exert  upon  them  in  case  the  car 
were  derailed.    The  problem  involved  is  of  such  a  nature  that  \Xv^  «5^a:t^ 
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I   premises  must  rest  upon  prnctical  assumptions.    We  will  assame  tli*t  Ibe 
car  and  its  load  weigh  100,0I)0»  and  that  it  has  a  velocity  of  30  (L  per 


second,  wliicli  is  ai  little 

:  car  brottglit  to  rest 
Formula  A  (Art.  23),  we  have 

ion,ooox30 


i  per  hour,  and,  further,  we  t 
le  second.     Then  substituting  i: 


=  93,750,  say  94,000  lbs.,  ^B 

for  the  constant  force  required  to  stop  the  car  in  one  second.  Bot^l 
the  beginning  of  conlact  the  force  would  be  zero  and  a  masimum  when  the 
car  was  brought  to  rest,  so  Uic  maximum  force  exerted  by  the  car  would 
really  be  twice  the  constant  force  required  to  stop  it,  or  94,000x2  = 
188,000*.  This  force  would  be  exerted  on  the  end  post  at  a  point  about 
9.6  ft.  above  the  bottom  chord  (sec  Fig.  277),  ao  that  the  horizontal  forer 
exerted  afininst  the  collision  strut  would  be  about  9.5/15  of  the  188,000, 
or  l]i).000#. 

Then  multiplying  one-half  of  this  by  sec  p,  which  we  will  take  at 
1.50,  /3  being  the  complement  of  6,  we  have 

S  =  ^"''"'^''  X  1 .5G  =  93,820,  say  93,000  lbs. 


k 


for  the  sireas  in  Ihc  collision  strut.  It  may  appear  that  the  collision  stmt 
I  should  connect  to  the  end  post  at  the  point  where  the  18S,U00*  is  applied, 
but  this  is  not  the  case,  for  if  the  blow 
of  188,000*  were  struck  at  the  point 
where  the  strut  connects  to  the  end 
post  there  would  be  but  little  resilience 
and,  consequently,  the  structure  would 
be  subjected  to  severe  shock. 

It  is  seen  from  the  amount  of  stress 
that  the  section  of  the  collision  struts 
need  not  be  large  as  far  as  direct  stress 
isconeerncd,  but  the  value  of  L/r  should 
not  exceed  80  in  order  to  obtain  rigidity. 
The  best  section  for  these  struts  is  two  channels  latticed  together,  and 
as  8"  channels  are  aliout  the  smallest  used  in  this  class  of  work  we  will 
try  2 — [s  8"s  16.25*.  The  length  of  each  strut,  center  to  center  of 
end  connections;  is  about  1!).5  ft.,  or  234  ins.,  and,  as  seen  from  Tal 
3,  the  radius  of  gyration  of  the  channels  is  2.89,  so  we  have 

l_  2M 
r~2.8y  ^ 
Then  for  the  allowable  unit  compressive  stress  on  each  strut  we  banj 

p  =  1 6,000  -  70  X  81  =  10,330  lbs. 
Now,  dividing  this  into  the  stress,  we  have 

93/)nn 

To7330  ~~ 
tor  the  section  required.     The  area  of  the  section  of  the  two  dial 
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*«»^iiied,  as  seen  from  Table  3,  is  9.56°",  which  is  0.56°"  more  than  the 
Acquired  area,  but  we  will  use  this  section  as  it  is  about  as  close  to  the 
'*^^Uired  area  as  we  c.in  come  and  at  the  same  time  obtain  good  details. 
The  above  analysis  is  only  an  attempt  to  provide  for  reasonable 
*<?cicients,  as  we  might  term  it.     The  actual  intensity  of  the  blow  struck 
'^y    ci  derailed  car  is  distinctively  problematic  for  the  reason  that  there 
^^^i^cl  be  so  many  different  conditions  assumed.     As  an  illustration,  sup- 
P^^se  a  derailed  car  in  the  middle  of  a  train  should  strike  the  end  post 
p^    ^  bridge.     How  much  would  the  cars  in  the  rear  of  the  derailed  car 
^'^o^case  the  blow?     And  how  much  would  the  engine  pulling  on  the 
^^^.ixi  increase  it?    And  how  much  would  the  resistance  of  the  wheels  of 
"*^     derailed  car  bumping  over  the  ties  diminish  it?     And,  further,  sup- 
a  train  traveling  50  miles  per  hour  should  jump  the  track  just  as 
to  the  bridge  and  the  engine  should  strike  the  end  post.    There  is 
c  doubt  but  that  the  bridge  would  be  destroyed,  yet  it  might  glance 
«nd  do  but  little  damage.     It  is  obvious  that  it  would  be  absolutely 
acticable  to  provide  for  resisting  the  blow  in  the  last  case ;  and  prac- 
^^^y  the  same  is  true  in  several  cases  that  could  be  assumed,  yet  it 
^^^'9JMld  not  be  good  engineering  to  make  no  provision  for  reasonable  acci- 
^^'^^'ts,  as   past  experience   has   taught  us,  and   that   is   what   we   have 
savored  to  do  above. 

182.  .  MaTlimim  Beaction  on  Shoe. — For  the  dead-load  reaction  on 

^  shoe  we  have  one-half  of  a  panel  load  from  D  (Fig.  249),  a  full 

el  load  from  B  and  C  each,  and  one-half  (so  considered)  of  a  panel 

from  A,  making  in  all  three  panel  loads  on  each  shoe.    Then  taking 

dead-load  panel  load  as  found  in  Art.  173,  we  have 

72  =  3x26,375  =  79,125,  say  80,000  lbs. 

■"  the  dead-load  reaction  on  each  shoe. 

As  is  evident,  the  maximum  live-load  reaction  on  a  shoe  will  occur 
^n  the  span  is  fully  loaded  and  the  heaviest  wheels  are  near  the  shoe 


off 

1 
tl 


Q-WMm^/////ff//m.'mmmm'' 


^tid  one  directly  over  it — that  is,  over  the  end  floor  beam.  So,  placing 
the  live  load  as  shown  in  Fig.  278  with  wheel  (2)  at  ^  and  taking 
nioments  about  G,  using  Table  A,  wc  have 

—  2 

^, ^  715,2744  274  X  49 +  4!)  \  ^^^^^  ^  50  ^  ...^  ^^^  ^^^^  ^^^         ^^^ 
\  loO  /  40 

for  the  maximum  live-load  reaction  on  the  shoe  at  A,  which  is  the  same 
as. for  the  others,  and,  for  the  impact,  we  have 

259,000  X  ^^  -  1 72,666,  sav  173,000  lbs. 
450  »       -      .  ' 
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Now  adding  the  above  dead^  live^  and  impact  reactions  together^  we  have 

80,000  +  259,000  + 173,000  =  512,000  lbs. 
for  the  maximnm  reaction  on  each  shoe. 

183.  Stress  Sheet. — After  having  completed  the  calculations  as 
above  for  the  span  the  "stress  sheet,"  Fig.  279,  can  be  made.  This  draw- 
ing contains  all  the  information  resulting  from  the  calculations;  in  fact, 
the  drawing  is  really  a  summary  of  the  calculations.  After  the  stress 
sheet  (Fig.  279)  is  completed  the  detail  drawings  can  be  made. 

184.  OalculatioilS  of  Details. — In  starting  the  detail  drawings,  a 
large  scale  pencil  sketch  (1^'^  2^'  or  3^'  scale)  of  each  joint  should  be 
made  first.  Such  a  drawing  for  joint  LO  is  shown  in  Fig.  282.  The 
calculations  of  the  details  are  made  as  the  sketches  are  being  drawn. 

Joint  LO.  Taking  first  the  case  of  joint  LO  (Fig.  282),  the  first 
thing  to  do  is  to  locate  the  center  line  of  the  pin  in  the  end  post.  The 
section  of  the  end  post  is  given  on  the  stress  sheet  (Fig.  279),  also  in 
Art.  180.      ' 

Taking  moments  about  the  center  of  the  cover  plate  of  the  section 
(see  Pig.  280)  we  have 

-     1.26x4.96  +  18x9.37  +  11.72x16.47     367.9     ^  ^^ . 

«  = rrr-^r = -rr-^^=  7.96  ms. 


46.18 


46.18 


for  the  distance  from  the  center  of  the  cover  plate  down  to  the  gravity  axis 
X'X  ot  the  end  post.  Now,  as  far  as  the  direct  stress  in  the  end  post  is 
concerned,  the  pin  could  be  properly  placed  on  this  gravity  axis  x-x;  but 
the  member  tends  to  bend  downward  as  shown  in  Fig.  281,  owing  to  its 
own  weight,  and  it  is  necessary  to  place  the  pin  a  short  distance  below 
the  gravity  axis  so  as  to  counterbalance  this  bending.  The  pin  being 
placed  below  the  gravity  axis  x-x,  the  direct  stress  tends  to  bend  the 
member  upward  as  indicated  by  the  dotted  line,  and,  as  is  evident,  if  the 
pin  be  placed  just  the  correct  distance  below  the  gravity  axis  the  end  post 
will  be  straight  when  the  maximum  stress  in  it  occurs.  For  the  weight  of 
the  end  post  per  foot  of  length  we  have 


Flff.  28U 


Flff.  281 


W  =  46.18°"  X  3.4#  =  157  lbs., 

and  increasing  this  one-third  to  provide  for  details  we  have  210^  for  the 
total  weight  of  the  member  per  foot  of  length.  This  weight  acts  vertically 
and,  as  the  member  is  inclined,  only  the  component  perpendicular  to  the. 
member  causes  transverse  bending.    So,  for  the  bending  xcLOXCL<ei)X)  ni^ Vv^^ 
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M  =  i  X  210  X  ainO  x  19!?  x  12  =  76,658  inch  lbs.     (Sinfl  =  0.64.) 

Now  by  placing  the  pin  a  distance  s  below  the  gravity  axis  x-x,  we 
have  s  x  523^000  for  the  moment  caused  by  the  direct  stress  which  tends 
to  bend  the  end  post  upward,  and  hence  the  end  post  will  be  straight 
when  z  x  523,000  =  76,658,  from  which  we  obtain 

76,658  ■    ...... 

s  = =  U.14oD  ins.. 

523,000     ^-^^"^  *"*••' 

which  is  the  distance  that  the  pin  should  be  placed  below  the  gravity  axis 
x-x.  Now  adding  this  to  F  (given  above)  we  have  7.96  +  0.1466  =  8.1066" 
for  the  distance  from  the  center  of  the  cover  plate  doMm  to  the  center  of 
the  pin,  and  substracting  one-half  of  the  thickness  of  the  cover  plate  from 
this  we  have  8.1066  -  0.25  =  7.8566"  for  the  distance  from  the  under  side 
of  the  cover  plate  to  the  pin.  The  distance  from  the  under  side  of  the 
cover  plate  to  the  working  line  in  the  top  chord,  which  would  be  the  cen- 
ter line  of  the  pins  if  the  top  chord  were  pin-connected,  should  be  the 
same  as  for  the  end  post  in  order  to  obtain  uniform  construction  of  these 
members,  and  hence  at  this  juncture  it  is  necessary  to  examine  the  top 
chord  sections  and  select  a  distance  suitable  for  all  top  chord  members 
and  end  posts. 

Considering  the  case  of  the  top  chord  section  172-173  (Fig.  279),  and 
taking  moments  about  the  cover  plate  as  was  shown  above  in  the  case  of 
the  end  post  we  obtain 

-     1.26  X  4.96  +  18  x  9.37  +  10.62  x  16.49     ^  ^^  . 

"= r5:o8 ='-''  ^'^^ 

for  the  distance  from  the  center  of  the  cover  plate  down  to  the  horizontal 
gravity  axis.    For  the  weight  of  the  section  we  have 

45.08  x  3.4  =  153  lbs. 

per  foot  and  adding  one-third  for  details  we  have  204^  for  the  weight  of 
the  member  per  foot  of  length.    Then  we  have 

M  =  4x204x25%  12  =  191,000  lbs.  (about) 

for  the  bending  on  the  chord  due  to  its  own  weight,  and  for  the  distance 
z'  below  the  horizontal  gravity  axis,  where  pins  would  have  to  be  placed 
to  balance  the  above  moment^  wc  have 

,     191.000     ^_.. 

Adding  this  to  the  above  7.76"  and  subtracting  one-half  of  the  thickness 
of  the  cover  plate  we  have 

7.76  +  0.325  -  0.25  =  7.84  ins. 

for  the  distance  down  from  the  under  side  of  the  cover  plate  to  the  work- 
ing line.  In  the  same  manner  we  find  that  the  corresponding  distance  in 
the  case  of  chord  U1-U2  is  7.75".  So  it  is  seen  that  7 J"  is  about  the  cor- 
rect value  to  use  for  the  distance  from  the  under  side  of  the  cover  plate  to 
the  pin  center  or  working  line,  as  the  case  may  be,  and  hence  this  distance 
will  be  taken  in  the  case  of  all  top  chord  sections  and  end  posts  throughout 
the  structure.  Thus  we  have  the  pin  LO  located  and  the  outline  ol  iVxfc 
portion  of  the  end  post  shown  (Fig.  282)  can  be  dxawiv  axi^  >J3tv^  tvn^^ 
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spaced  transvcrsety  in  it  as  shown  and  then  the  drawing  of  the  oOta 
details  can  proceed.  Tlic  end  post  should  extend  far  enough  beyond  the 
pin  so  that  the  bottom  chord  and  end  floor  beam  connections  bAlance  falri; 
well  about  the  pin.  This  part  is  at  first  determined  merely  by  appearance. 
After  this  the  shoe  can  be  sketched  so  as  to  clear  the  end  pust,  the  nttmbei 
of  rollers  required  is  determined  by  sketching  roughly  their  length,  and  at 
the  same  time  the  length  of  the  pedestal  can  be  determined.  After  Uiis  is 
done  the  required  pin  bearing  on  the  end  post  can  be  figured.  This  bear- 
ing must  be  sufficient  to  carry  the  maximum  vertical  reaction,  which  it 
612,000*^  (see  stress  sheet.  Fig.  279),  Let  us  assume  a  5J"  pin.  Then 
ve  have 

( =  512,000  -T-  (5J  X  24,000)  =  3.87  ins. 

for  the  required  thickness  of  bearing  on  the  two  sides  of  the  end  post  or 
1.93"  (=lfj])  for  each  side.  As  shown,  we  have  a  f"  gusset  plate,  J" 
web,  I"  filler,  and  a  ■^"  plate,  making  in  all,  f  +  i  +  S  +  i^a  =  ^•^",  "lucli 
is  i"  thicker  thnn  required.  But  this  is  about  as  close  as  wc  can  cotnc, 
as  the  gusset  plate  should  be  g"  thick  (as  will  be  seen  later)  and  ihc  J" 
filler  can  not  be  reduced,  as  the  bottom  angles  ou  the  end  post  have  Ihit 
thickness  and  the  ■^"  plate  Is  as  thin  as  should  be  used,  owing  to  the  coun- 
tersunk rivets  (3"  rivets  should  not  be  countersunk  in  metal  less  thnn 
^"  thick).  So  we  will  use  the  metal  shown.  There  should  be  enough 
rivets  above  the  pin  to  hold  thesr  plates.  First,  there  should  be  enough 
rivets  connecting  the  ^"  filler  and  the  ■^"  plate  to  the  end  post  and  go*- 
set  plate  to  transmit  the  pin  pressure  coming  on  the  two.  For  tliis  pres- 
sure we  have  (i-h^)  5Jx 24,000  =  140,000«  (about).  The  rivets  are  j" 
shop  rivets  in  single  shear,  each  of  which  is  good  for  IJ.OOO  x  O.G  =  7,300*. 
So  we  have  140,000-=- 7,200  =  19.5,  say  20  rivcU.  We  have  just  sboot 
20  rivets  above  die  pin,  so  the  detail  is  satisfactory  so  far.  The  rivets  in 
the  I"  filler  are  not  included,  as  they  simply  hold  that  narrow  filler. 
There  should  be  enough  rivets  in  the  ■^"  plate  to  take  the  pin  pressure 
upon  it,  which  is  ,'^  x  5i  x  24,000  =  57,750*.  Dividing  this  by  7,200  wc 
have  67,750  -i-  7,200  =  8  rivets — whereas  we  have  over  twice  that  nimibcr, 
and  that  part  is  amply  strong.  To  be  on  the  safe  side  there  should 
be  enough  rivets  connecting  the  end  post  to  the  gusset  plate  to  tran*- 
mit,  in  single  shcAr,  one-half  of  the  stress  in  the  end  post,  which  i* 
62^,000 -=-2  =  201,500  (see  Fig.  S79).  Dividing  this  by  7,201}  wc  have 
2til,500-;- 7,200  =  36.3,  say  37  rivets.  We  have  about  38  above  the  pin. 
so  that  part  of  the  detail  is  satisfactory.  We  will  next  consider  the  bol- 
lora  chord  connection.  The  net  area  of  the  bottom  chord  is  20.9'3"  (»« 
Fig.  279),  and  for  its  strength  we  have  20.0  x  Ifi.OOO  =  3.14,4O0«  Then 
as  the  rivets  are  I"  field  rivets,  we  have  334,100  ^  (i.OOO  =  55.7,  say,  56 
rivets,  or  28  on  each  side.     We  have  30,  so  that  detail  is  correct. 

The  end  floor  beam  is  cut,  as  shown  (Fig.  282),  to  clear  the  shoe,  pin, 
and  the  details  on  the  end  post.     Dividing  the  end  shear  on  the  end  S 
beam   (see  Fig.  379)   by  G,000   we  have  143,200-rfi,0OO  =  23.8. 
rivets  for  the  number  of  J"  field  rivets  required  in  each  end  e 
As  is  seen.  24  rivets  are  used.    The  thickness  of  pin  bearing  on  t 
need  be  (theoretically)  but  IjS"  on  a  side,  as  found  above  for  I 
post,  but  there  should  lie  a  point  of  bearing  on  each  side  of  each  i 
the  end  post  (as  shown)  so  as  to  distribute  the  pressure  well  t 
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rollers  and  at  the  same  time  lighten  the  stress  on  the  pin^  and  as  every 
part  of  such  castings  should  be  at  least  1^^  in  thickness^  we  will  make 
each  of  these  bearings  1^^  thick^  although  we  obtain  an  excess  of  bearing. 
However^  as  the  shoe  is  subjected  to  both  bending  and  shear  from  the 
direct  load  (see  Art.  141)  and  wind^  the  metal  is  not  so  overly  excessive 
as  at  first  appears. 

Assuming  one-fourth  of  the  maximum  reaction  on  the  shoe^  which  is 
equal  to  512,000  4-4  =  128,000^,  as  coming  on  each  bearing  of  the  shoe, 
and  taking  moments  about  the  center  of  bearing  of  the  end  post,  we  have 

128,000  X  2§  =  304,000  inch  lbs. 

for  the  maximum  bending  moment  on  the  5^"  pin.  The  lever  arm  2}" 
can  be  either  computed  or  scaled  from  the  drawing.  For  the  bending 
stress  on  the  pin,  due  to  this  moment,  we  have 


;=304^0^  =  18,6001bs. 
(V64)(5i)* 


per  sq.  in.  (about) 


which  shows  the  pin  to  be  amply  strong,  as  25,000^  per  square  inch  is 
allowed.  It  requires  a  moment  of  408,350"^  to  stress  the  5^"  pin  25,000# 
per  square  inch.  The  maximum  bending  moment  allowed  on  the  different 
sizes  of  pins  is  to  be  found  in  tables  of  practically  all  structural  hand- 
books, and,  in  designing  pins,  usually  these  tables  are  consulted  instead 
of  computing  the  fiber  stress  as  is  done  above. 

For  the  maximum  shearing  stress  per  square  inch  on  the  pin  we  have 

128,000  -f  7rr2  =  128,000  -r  23.75  =  5,390  lbs.  per  sq.  in., 

which  is  quite  low,  as  12,000^  is  allowed.  As  seen  from  above,  the  pin  is 
really  larger  than  required  and,  theoretically,  should  be  made  smaller; 
but  if  reduced  in  size  the  bearing  would  increase,  little  would  be  saved, 
and,  judging  from  general  appearance,  a  5^^  pin  is  as  small  as  should 
be  used  in  this  class  of  work;  hence  the  assumed  5^^'  pin  will  be  used. 

Six-inch  rollers  are  the  minimum  size  permitted  by  the  specifications, 
and  as  that  size  appears  to  be  about  the  correct  size  for  this  case,  they 
will  be  used.    Then,  for  the  linear  inches  of  roller  required,  we  have 

512,000 


600x6 


=  142.2  ins. 


Now,  making  each  roller  30"  long  and  deducting  for  the  7 — |"  slots  in 
pedestals,  we  have  (30  -  7  X  f )  x  6  =  148.5",  which  is  a  few  inches  more 
than  is  required,  but  is  about  as  close  as  we  can  come  and  at  the  same  time 
obtain  good  details  all  around.  So  6 — 6"  rollers,  each  30"  long,  as  shown, 
will  be  used.  The  rollers  are  notched  Y'  into  the  cast  shoe  and  pedestal, 
so  as  to  prevent  their  sliding  transversely  (due  to  wind),  and  the  side 
bars  on  their  two  ends  control  their  relative  longitudinal  motion.  It  is 
necessary  that  the  pedestal  and  the  base  of  the  shoe  project  to  clear  the 
side  bars  and  bolt  heads.  In  some  cases  it  is  necessary  for  the  pedestal 
and  the  base  to  project  out  farther  to  obtain  sufficient  bearing  on  the 
masonry.    In  this  case  we  have 

,     512,000     Q„       . 
^     600     ^        ^^'  ^^^' 
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for  Uic  required  area  of  bearing  and  we  have,  as  shown,  C^'"^")^* 
(2'  -  4J")  =  1,1040",  which  ia  about  3W^"  more  than  required,  but  ti 
roller  nest  requires  about  the  saroe  size  of  pedestal  as  shown  and  the 
would  be  but  little  saving,  if  any,  in  reducing  it  to  exactly  the  tbcoretie^ 
size.    So  the  size  shown  will  be  used. 

In  drawing  the  lateral  connection  at  LO,  we  first  determine  the  nam- 
ber  of  J"  field  rivets  necessary  to  develop  the  lateral  in  tension.  Tbt 
lateral  ia  a  5"  x  aj"  x  3"  angle,  which  has  a  net  area  of  o.Oli"^"  (allowing 
for  1 — 1"  rivet  hole),  Mulliplving  this  area  bv  lf!,000  and  dividing  l» 
6,000  we  obtain  13.5,  say  14  rivets.  As  is  seen",  14  are  used.  The  bolt* 
connecting  the  ^5"  lateral  plate  to  the  slioe  should  be  suffident  to  carry 
the  component  (along  the  end  floor  beam)  of  the  stress  in  the  lalrrnl. 
This  component  is  equal  to  81,000  -i-  secw  =  81,000  -^  1.85  =  43,800*  (about) 
(see  Art.  177).  Dividing  this  by  0,000  we  obtain  7.3  for  the  number  ol 
J"  turned  bolts  retjuired.  As  ia  seen,  7  are  used.  Part  of  the  component 
(43,800*)  may  be  transferred  along  the  floor  beam  to  the  other  shoe,  in 
which  case  less  than  7  bolts  would  he  required;  hut  by  using  the  7  wc  are 
sure  that  the  detail  is  sufficiently  strong. 

For  the  component  of  the  stress  in  the  lateral  along  the  bottom  chord 
we  have 

Sl,000xainu.  =  8I,000xO.8418  =  G8,900  lbs.  (about). 

Dividing  this  by  G,000  (the  allowable  shear  on  a  J"  fic'd  rivet)  we  o 
11.3,  say  12  rivets.     Wc  have,  aa  shown,  14.     However,  some  of  thj 
r  sre  also  needed  to  transmit  the  direct  stress  of  the  bottom  chord  into  j 
I  gusset  plate,  but  as  the  maximum  stress  in  the  bottom  chord  and  late 
are  not  likely  to  occur  at  the  same  time,  the  detail  as  shown  willj| 
considered  sufficient.     The  shop  rivets  connecting  the  2 — 1"  X 
to  the  ^V'  literal  plate  should  he  sufficient  to  transmit  the  68,200*  « 
poncnt  in  hearing  on  the  -/a"  plate.  

One  I"  rivet  at  24,000*  bearing  on  a  ^j"  plate  will  transmft 
J  XiVx  24,000  =  9.188#.  Then  we  have  08,200-^9,188  =  7.4  for  the  num- 
ber of  rivets  required,  and,  as  is  seen,  8  are  used.  The  number  of  rivets 
required  to  connect  the  -^g"  lateral  plate  to  the  bottom  of  the  end  floor 
beam  should  be  sufficient  to  take  at  least  one-half  of  the  component  along 
the  floiir  beam  of  the  stress  in  the  lateral.  This  requires  about  4  riveta, 
but  to  obtain  a  good,  rigid  connection,  more  are  needed.  So  8  arc  naed,  ' 
wherein  we  are  governed  very  much  by  appearance  and  sense  of  fitn 

The  3V  longitudinal  holes  in  the  cast-steel  pedestal  should  be  c 
in  casting  and  the  3"  ^'ftts  cut  at  the  machine  shop.     If  the  slots  w 
be  made  in  casting,  the  pedestal  would  be  likely  to  warp  in  cooling, 
■lots  and  holes  in  the  pedestal  are  for  two  purposes:  one  is  to  save  D 
find  the  other  one  is  to  permit  dust  and  dirt  that  would  accumulate  b 
the  rollers  to  fall  down  into  the  hnles.     In  other  words,  this  arruigt 
permits  the  dirt  that  is  blown  into  the  roller  nest  to  be  blown  out,  1 
the  roller  nest  is  not  likely  to  become  clogged  with  dirt  and  nut. 
side  bars  at  each  end  of  the  rollers  should  he  nt  least  £"  thick  to  ll 
much  service. 

Joint  IA.  Taking  the  nest  lower  eliord  joint  L\  (Fig.  2! 
cross-section  of  the  floor  beam  and  end  connection  angles  of  the  s 
be  drawn  as  shown,  and  the  outline  of  the  bottom  chord  collision  atP 
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the  hangtr  can  be  sketched — cart  being  token  to  provide  about  J"  e 
ance  between  these  members.  Then  the  rivet  hues  can  be  drawn  aiulfl 
rivets  spaced  as  shown.  The  stress  in  the  collision  strut  as  given  in  Art 
ISl  is  93,Cr00#.  Dividing  this  by  6,000?^  we  obtain  15.5.  say,  IG— i" 
field  rivets  or  bolts,  as  bolts  should  be  used  in  this  particubir  conncetioo. 
As  is  seen,  16  are  used.  Dividing  the  maxininm  end  shear  on  the  fluor 
beam,  which  is  given  on  the  stress  sheet  (h'ig.  37!))  as  187,300,  bj-  (i,<iOO 
n  about  31  rivets  for  the  number  of  J"  field  rivets  required  to  con- 
nect the  floor  beam  to  the  truss.  All  of  these  should  be  above  the  bottom 
'  chord,  as  there  is  no  diaphragm  in  the  bottom  chord  to  transmit  the 
,  pressure  across  to  the  other  side  of  the  hanger  and,  consequently,  the 
tivets  shown  connecting  llie  floor  beam  to  the  bottom  chord  mnst  not  br 
considered  to  carry  any  of  the  end  shear  on  the  floor  beam.  As  is  seen. 
there  arc  32  rivets  connecting  the  floor  beam  directly  to  the  hanger, 
vfaich  is  really  one  more  tlian  required  theoretically. 

After  spacing  the  rivets  in  the  collision  strut  nnd  floor  beam,  the 
gusset  plate  con  be  drawn  to  suit  this  spacing  as  shown.  The  rivcti 
connecting  the  gusset  plate  to  the  bottom  chord  should  at  least  be  suffi- 
cient to  transmit  the  component  of  the  stress  in  the  collision  stmt  which 
is  equal  to  93.000  x  sine  =  59,50(1*.  Dividing  this  by  7,200  we  obtain  a 
little  over  H — J"  shop  rivets,  or  4  on  a  side,  whereas  12  (not  including 
the  field  rivets  passing  through  the  floor  beam)  are  used,  but  the  det.iil 
is  satisfactory,  as  this  number  is  necessary  to  obtain  a  well-balanced 
joint.  Next,  the  bottom  lateral  connections  cnn  be  drawn.  The  number  of 
tivets  required  in  the  lateral  to  the  left  of  LI  is  14 — J"  field  rivets,  ai 
determined  at  LO,  and  the  detail  can  be  drawn  as  shown.  The  lateral  na 
the  right-hand  aide  of  LI  (Fig.  28.'J)  is  made  of  1—5"  s  s]"  x  J"  angle, 
which  will  have  a  net  area  of  S.^'^".  Then  for  the  strength  of  tliis  lat- 
eral we  have  3.5  x  16,000  =  56,000*  Dividing  this  by  0,000  we  obUio 
about  9—1"  field  rivets.  This,  as  is  seen,  is  the  numbe'r  used.  The  num- 
ber of  rivets  connecting  the  lateral  plate  to  the  floor  beam  should  be  suffi- 
cient to  transmit  the  component  of  the  lateral  to  the  left  of  Z.1  along  the 
floor  beam.  This  component  is  equal  to  5.0G  x  10.000  x  cosn,  =  fiO.iliiO  x 
0.5397  =  -13,700*  Dividing  this  by  0,000  we  obtain  about  7~i"  field 
rivets,  whereas  10  arc  used.  After  the  rivets  are  spaced  in  the  laterals 
the  lateral  plate  can  be  drawn  to  suit;  that  is,  so  the  edges  at  no  ]>oii)l 
will  be  less  than  1  J"  from  the  rivets.  Then  the  rivets  connecting  the  lat- 
eral plate  to  the  floor  beam  can  be  spaced  as  shown. 

Joint  LZ.  We  will  next  comidir  lower  chord  joint  Z2  (Fig.  283). 
The  floor  beam  connection  at  this  joint  must  be  exactly  the  same  as  at 
/.I.  as  the  floor  beams  shonld  be  the  same  throughout.  However,  If  (he 
spacing  established  at  LI  does  not  suit  at  L2,  it  must  be  changed  so  it 
will  be  salistttctory  for  the  two  joints  and,  likewise,  for  the  other  joint*. 
In  each  case  there  must  be  32  rivets  above  the  chord  as  was  determined 
at  LI.  After  drawing  the  cross-section  of  the  floor  beam  and  the  end 
connection,  as  shown  (h'ig.  283),  the  outlines  of  the  bottom  chord  uul 
diagonal  can  he  drawn.  The  net  area  of  the  main  diagonal,  os  given  oa 
the  stress  sheet  (Fig.  979).  is  23.90".  Multiplying  this  by  1(1,000  and 
dividing  by  6,000  we  oblain  about  61 — I"  field  rivets  for  the  end  con- 
nection, or  32  on  .i  side,  which,  as  is  seen,  is  Ihe  nnmher  used.  There 
shoaid  he  a  sufficient  number  of  rivets  connecting  the  gusset  plates  to 
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e  post  to  transmit  the  vertical  component  of  the  stress  in  the  diagonal^ 
hich  is  equal  to  23.9  x  16,000  -r  sec^  =  294,000#.    Dividing  this  by  6,000 
e  obtain  49 — J''  field  rivets  or,  say,  24  on  a  side.    As  is  seen,  24  on  a 
Ide  are  used. 

There  should  be  a  suflBcient  number  of  rivets  to  the  left  of  the  floor 
am  connecting  the  gusset  plate  to  the  chord  (at  L2)  to  transmit  the 
Kmorizontal  component  of  the  stress  in  the  diagonal.  For  this  component 
^mwe  have  23.9  x  16,000  x  sin^  =  244,700#  and  dividing  by  7,200  we  obtain 
^4 — J''  rivets  (shop),  or  17  rivets  on  each  side  of  the  chord,  whereas  16 
^^re  used,  but  the  rivets  passing  through  the  floor  beam  and  those  to  the 
^ight  of  the  floor  beam  can  be  counted  on  for  more  than  making  up  for  the 
ne  rivet  missing. 

The  splice  in  the  bottom  chord  just  to  the  left  of  L2  should  be  suffi- 

dent  to  develop  the  strength  of  the  bottom  chord  member  L1-L2.     The 

hord  is  spliced,  as  is  seen,  by  the  12"  x  .y\"  inside  plates,  by  the  12"  x  i" 

ftutside  splice  plates  and  the  5"  tie  plates.     The  rivets  through  the  web 

f  the  channels  to  the  left  of  the  splice,  which  are  field  rivets,  are  in  double 

^hear  and  bearing  on  the  web  of  the  channels.    The  strength  of  the  chan- 

i-iels  is  equal  to  20.9x16,000  =  334,000^,  or  167,000^  for  each  channel. 

*Then  considering  one  channel,  the  16  field  rivets  in  the  web  are  good  for 

X92,000^  (=2x6,000x16)  in  double  shear,  and  145,600#  (=0.52  xjx 

16  X  20,000)  in  bearing  on  the  web  of  the  channel ;  and  hence  the  latter 

governs.      The   6    rivets   in    the    flanges   of   the   channel   are   good    for 

€5  X  6,000  =  36,000^.     Adding  this  to  the  145,600#  we  have   181,600#, 

^hich  is  14,600^  more  than  is  necessary  to  provide  for ;  or,  in  other  words, 

there  is  at  least  one  rivet  too  many ;  but  the  rivets  in  the  tie  plates  are  none 

too  numerous  to  hold  those  plates  and  to  omit  one  rivet  in  the  web  would 

leave  the  spacing  unbalanced;  that  is,  unsymmetrical,  and  to  omit  two 

would  be  too  much  of  a  reduction,  so  the  rivets  as  shown  will  be  used. 

There  should  be  enough  rivets  in  the  12"  x^"  splice  plate  on  each  side 

of  the  splice  to  develop  the  strength  of  that  plate.    The  net  section  of  the 

plate  is  equal  to  12x^-1  =  5°".     Multiplying  this  by  16,000  we  have 

80,000^  for  the  strength  of  the  plate.     Dividing  this  by  7,200  we  obtain 

11  for  the  number  of  required  shop  rivets,  and  dividing  it  by  6,000  we 

obtain  13.3,  say  14,  for  the  number  of  required  field  rivets.     As  is  seen, 

we  have  12  shop  rivets  on  one  side  of  the  splice  and  16  field  rivets  on 

the  other  side,  so  that  the  riveting  as  far  as  the  outside  splice  plates  are 

concerned  is  quite  satisfactory. 

The  net  area  of  the  ir'xjV  plate  is  5.25-0.87  =  4.38°",  and  the 
net  area  of  the  12"  x^"  plate  is  5°",  making  a  total  of  4.38  +  5  =  9.38°" 
in  the  splice  plates,  while  the  net  area  of  the  15"x40^  channel  is 
10.45°";  but  the  area  of  the  tie  plates  can  be  counted  to  the  extent  of  6 
field  rivets.  This  is  equal  to  6,000  x  6  + 16,000  =  2.25°".  Adding  this  to 
the  area  of  the  splice  plates  we  obtain  ll.G3°"  for  the  total  net  area  of 
the  plates  splicing  each  channel — which  is  quite  sufficient. 

The  number  of  rivets  in  the  laterals,  shown  at  L2  (Fig.  283),  is 
obtained  by  developing  the  laterals.  For  example,  the  lateral  to  the  left 
of  the  floor  beam  is  a  5"  x  3  J"  x  ^"  angle  which  has  a  net  section  of 
4-0.5  =  3.5°".  Multiplying  this  by  16,000  we  obtain  56,000#  for  the 
strength  of  the  lateral,  and  dividing  this  by  6,000  we  obtain  9 — J"  field 
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rivets,  whereas  9  are  used.    The  number  of  rivets  in  the  other  laterals  is 
obtained  in  the  same  manner.  / 

Joint  L3.  Next  we  will  make  a  sketch  of  the  details  at  the  joint 
LSy  as  sho¥ni  in  Fig.  284.  In  drawing  this  sketch,  we  can  draw  the 
outline  of  the  bottom  chord,  diagonals  and  post.  Then  we  can  draw  the 
end  connections  of  the  floor  beam  onto  the  sketch  and  draw  the  rivet 
lines  in  all  the  members,  and  then  we  are  ready  to  determine  the  number 
of  rivets  and  spacing  of  same  for  each  member  connecting  at  that  joint. 

The  rivets  in  the  connection  of  the  two  diagonals  will  be  the  same 
for  each.  These  diagonals  are  subjected  to  both  tension  and  compres- 
sion, and,  according  to  the  specifications,  the  sum  of  the  two  stresses 
should  be  used  in  determining  the  required  number  of  rivets  in  the  end 
connections..  So  we  have  (201,000  + 78,000)  =279,000*  for  the  stress  to 
be  considered  (see  Fig.  279).  Dividing  this  by  6,000  we  obtain  46.5— |" 
field  rivets  or,  say,  24  on  each  side  of  each  diagonal,  and,  as  is  seen,  24 
are  used.  The  rivets  on  each  side  of  the  fioor  beam  connecting  the 
gusset  plate  to  the  bottom  chord  should  be  sufficient  to  transmit  the  com- 
ponent of  the  stress  in  the  diagonal  along  the  bottom  chord.  This  com- 
ponent is  equal  to  279,000* x sin  ^  =  279,000x0.64  =  178,000*  (about). 
Dividing  this  by  7,200*  (the  allowable  single  shear  on  a  J"  shop  rivet) 
we  obtain  24.8  rivets  or,  say,  13  on  a  side  and,  as  is  seen,  14  are  used. 
The  rivets  in  the  diagonals  should  be  spaced  first  and  the  edge  of  the 
gusset  plate  located  and  drawn  down  to  the  bottom  chord,  and  the  rivets 
arranged  in  the  bottom  chord  to  suit  the  gusset  plate.  Then  the  next 
thing  to  do  is  to  determine  the  rivets  connecting  the  floor  beam  to  the 
truss,  as  was  explained  above  in  the  case  of  panel  points  LI  and  L2. 

After  having  the  rivets  spaced  in  the  floor  beam  connection,  the 
gusset  plate  can  be  drawn  completely;  however,  the  spacing  in  the  floor 
beam  connection  selected  for  this  joint  must  be  the  same  as  for  the  other 
intermediate  lower  chord  joints.  The  bottom  lateral  connections  can 
next  be  drawn.  The  rivets  in  each  lateral  are  determined  by  developing 
the  strength  of  each  lateral  as  was  shown  above  for  the  other  joints. 
After  the  rivets  are  spaced  in  the  laterals  the  lateral  plate  can  be  drawn 
to  suit  the  spacing;  however,  the  rivets  in  the  bottom  of  the  floor  beam 
should  be  the  same  as  required  at  LI,  in  order  to  have  all  of  the  inter- 
mediate floor  beams  alike. 

Referring  to  the  sketch  of  the  intermediate  floor  beam,  drawn  just 
to  the  right  of  L3  (Fig.  284),  the  rivets  connecting  the  end  connection 
angles  to  the  floor  beam  must  be  sufficient  to  transmit  the  maximum  end 
shear  on  the  floor  beam  in  double  shear  or  bearing,  whichever  requires 
the  greater  number.  These  end  angles  are  placed  upon  Y'  fillers  (the 
fillers  being  just  as  thick  as  the  flange  angles).  These  fillers  are  held 
by  rivets  placed  outside  of  the  connection  angles,  and  hence  the  thickness 
of  bearing  on  the  rivets  through  the  angles  can  be  taken  as  the  total 
thickness  of  the  2 — Y'  fillers  and  web,  making  lyV'^  ^^  ^^^  combined 
thickness  of  the  two  angles,  which  is  the  least  thickness — as  it  is  1^'.  So 
for  the  allowable  bearing  on  each  Y'  shop  rivet  in  this  connection  we 
have  Jx  1x24,000  =  21,000*,  and  for  the  allowable  double  shear  on  the 
same  we  have  2x0.6x12,000  =  14,400*,  which  is  less  than  the  bearing 
and  hence  governs.     Then  dividing  the  maximum  end  shear  by  the  last 
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figure  we  have  187,300 -i- 14,400  =  13  rivets,  and,  as  is  seen,  13  rivets  are 
used,  not  counting  those  passing  tlirough  the  flange  angles. 

There  should  be  enough  rivets  connecting  the  stringer  to  the  floor 
beam  to  transmit  the  maximum  end  shear  on  a  stringer.  So  we  have 
142,000  4-6,000  =  23.6  rivets  in  single  shear,  and,  as  is  seen,  24  are  used. 
The  bearing  of  these  rivets  is  upon  the  2 — Y'  fillers  and  the  -jV"  web,  so 
that  the  shear  governs.  There  should  be  enough  rivets  through  these 
fillers,  outside  of  the  stringer  connection,  to  carry  the  total  end  shear  on 
a  stringer  and  also  the  concentration  on  the  floor  beam.  In  the  first 
case,  the  rivets  are  in  single  shear  and  for  the  number  required  we  have 
142,000 -r  7,200  =  about  20  shop  rivets,  whereas  we  have  20.  In  the  sec- 
ond case,  these  rivets  are  in  bearing  on  the  -^j^''  web  and  for  the  number 
required  we  have  187,300 -r- 9,180  =  about  20  rivets,  so  the  correct  number 
is  used.  As  a  matter  of  fact,  the  field  rivets  in  the  stringer  connection 
(theoretically)  bear  on  the  web  also  and  hence  we  have  an  excess  of  24 
field  rivets  in  bearing  on  the  web  in  the  connection  shown,  but  it  is  a 
question  in  the  case  of  such  long  rivets,  and  especially  when  field  driven, 
just  how  much  bearing  they  will  exert  on  the  web,  and  there  is  some 
question  as  to  the  bending,  and  to  be  on  the  safe  side  it  is  advisable  to 
compute  the  number  on  this  important  connection  as  is  here  shown. 

It  will  be  seen  that  in  the  case  of  the  end  connection  of  the  floor 
beam  there  is  an  excess  of  5  rivets  in  bearing  on  the  web  (not  considering 
the  ones  passing  through  the  flange — they  resist  the  flange  increment) 
and  consequently  5  rivets  could  (theoretically)  be  omitted  from  the  fillers, 
but  this  would  make  the  rivets  look  rather  sparing,  so  the  number  shown 
will  be  used. 

The  rivets  through  the  fillers  of  the  stringer  connection  are  counter- 
sunk on  one  side  of  the  connection  to  permit  the  swinging  of  the  stringers 
in  position  during  the  erecting  of  the  structure.  The  small  angles  under 
each  stringer  (connected  to  the  floor  beam)  are  for  erection  purposes 
and  are  not  assumed  to  carry  any  load  from  the  stringers. 

Joint  U\,  We  will  next  consider  the  drawing  of  the  hip  joint  Ul 
shown  in  Fig.  285.  The  first  thing  to  do  in  making  this  sketch  is  to 
select  the  center  point  of  the  joint  and  draw  the  center  lines  of  the  end 
post  and  top  chord.  Then  bisect  the  angle  between  these  lines,  and  this 
bisector  will  be  the  joint  line — where  the  two  members  meet.  Now,  using 
the  same  transverse  spacing  as  was  used  in  the  end  post  at  LO  (Fig. 
282),  the  outlines  of  the  end  post  and  top  chord  can  be  drawn  and  the 
rivets  spaced.  There  should  be  enough  rivets  connecting  the  end  post 
to  the  gusset  plates  to  transmit  the  total  stress  in  the  member.  So 
we  have 

523,000^6,000  =  87,  say  88,— i'^  field  rivets, 

or  44  on  a  side.  As  is  seen,  there  are  38  in  single  shear,  which  provides 
for  6,000  X  38  =  2V\S,000^  of  the  stress,  and  4  passing  through  the  small 
outside  splice  plate  whieli  can  be  considered  for  bearing  on  the  V^  web 
and  hence  provide  for  8,750x4  =  35,000^  of  the  stress  in  the  end  post. 
Adding  these  two  stresses  we  have  22<S,000  4  35,000^=263,000*,  and  mul- 
tiplying this  by  2  we  have  526,000,  which  is  3,000+^  more  than  the  stress 
in  the  end  post,  and  hence  the  rive  tim:  as  shown  in  the  end  post  is  suffi- 
cient.    There  should  be  enough  rivets  connecting  the  top  chord  to  the 
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gossct  pUtca  to  transmit  the  totil  stress  in  that  mcmher.  As  b  ^tawt, 
there  are  33  shop  rivets  {I"  diamtttr)  which  proridc  (or  33x7,tOOs 
237,'iOO*  of  th»!  Dtrrss  in  the  top  cltord,  and  the  4  field  riTcta  in  bwing 
on  the  3"  web  which  provide  for  t>,5ti3  <  4  =  26,-^50^  stre^.  Addii^lfcne 
two  quantitirM  together  And  tQultiplyiof;  by  2  wc  have  iG3j6S0»i= 
ri27,7(iO»,  which  shows  this  riveting  to  be  satisfactorv,  as  the  ttrcM  ll' 
the  top  chord  Ul-Li  in  ^-llfiOD-  (see  Fig.  27!>).  'Next,  the  ba^ct 
Ul-Ll  «nd  the  diAgonal  UI-L2  can  be  drawn  and  the  rivets  conowtiif 
them  to  the  gusset  plates  spaced  as  shown.  The  rivets  connecting  iht 
hanger  to  the  gu.sset  plates  shonid  be  sufficient  to  develop  the  strupb 
of  the  hanger,  which  is  12.04x10,000=207,000*  (.sec  Fig.  279).  Tba 
we  have 

207,000  .f  6,000  =  34.5,  say  "G,— J"  field  rivets, 

or  18  on  a  side.     As  is  seen,  IS  are  used.     The  number  of  rivet*  oon- 
ticcting  the  diagonal  U\-L2  to  the  gusset  plates  should  he  sufficient  to 
develop  the  strength  of  the  diagonal,  which  is  23.9  x  ll),0OO  =  3s2,000",   , 
Dividing  this  by  (!,000W  wc  obtain  64 — J"  field  rivets,  or  32  on  a  side; 
whcrcftM  32  are  used,  as  is  seen. 

There   should   be  enough   metal   in  tlic  gusset   plates    to   proprrlr 
transmit  ntl  of  the  forces  acting  in  the  plane  of  the  truss  at  the  joint. 


These  forces  are  as  indicated  in  I-'ig.  2S0.  As  is  readily  seen, 
forces  will  not  all  be  a  maximum  at  the  same  time.  About  the  most 
severe  stress  will  occur  on  the  plntes  when  the  end  post  has  a  maximoia 
stress,  as  the  top  chord  Ul-U'i  has  about  the  maximum  stress  at  that  time 
and  the  hanger  Ul-Ll  has  quite  a  large  stress,  and  the  diagonal  Ul-Li 
has  a  low  stress.  Combining  S  and  53  (Fig.  •iW>)  we  obtain  the  resultant 
Ri.  and  combining  SI  and  S2  we  obtain  the  resultant  Rl,  which  is  equal 
and  opposite  to  Ii2.  So,  evidently,  the  maximum  tension  on  the  platei 
wilt  he  on  same  section  as  cd,  and  combining  S  and  Si  we  obtain  the 
resultant  Ji3;  and,  likewise,  combining  SI  and  5.1  we  obtain  the  resnltai* 
Ri,  which  will  be  equal  ard  opposite  to  R3.    ?o,  evidently,  the  n 
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compression  on  the  gusset  plates  will  be  on  some  section  as  ab  perpen- 
dicular to  these  resultants  {RS  and  R^),  due  mostly  to  S  and  S3.  A 
very  satisfactory  approximation  can  be  obtained  by  making  the  plates 
thick  enough  so  that  two-thirds  of  the  metal  along  the  section  ab  is  suffi- 
cient to  transmit  the  maximum  stress  in  the  end  post.  By  making  the 
plate  f "  thick,  two-thirds  of  the  section  along  section  ab  is  about  48  x  f  x 
J  X  2  =  4(P".  Dividing  this  into  the  maximum  stress  in  the  end  post,  we 
have  523,000 -r  40°"  =  13,100*  (about)  for  the  maximum  compressive 
unit  stress  in  the  plates,  which  is  about  the  correct  value,  as  it  is  about 
the  same  as  allowed  in  the  chord  171-172,  So  the  gusset  plates  will  be 
made  f "  thick.  The  same  thickness  will  be  used  at  all  of  the  other 
joints,  whether  required  or  not,  in  order  to  have  the  sides  of  the  truss 
members  in  the  same  plane  throughout  without  the  use  of  fillers. 

After  the  connections  of  the  main  members  at  joint  Ul  are  drawn 
as  shown  (Fig.  285),  the  portal  can  be  drawn.  In  drawing  the  portal, 
the  first  thing  to  do  is  to  draw  a  top  plan  of  the  end  post  and  locate 
the  center  of  the  portal.  Then  locate  the  clearance  line  as  shown  and 
draw  the  cross-section  of  the  portal  on  the  elevation  of  the- end  post  (as 
shown),  and  then  draw  the  plan  of  the  portal,  keeping  inside  the  clear- 
ance line  at  every  point. 

The  required  number  of  rivets  in  the  end  connections  of  the  portal 
members  is  obtained  by  developing  the  strength  of  each  of  the  members. 
After  the  portal  is  drawn  the  top  lateral  and  the  bent  lateral  plates  can 
be  drawn  as  shown,  and  thus  the  sketch  of  joint  Ul  is  completed. 

Joint  172.  The  details  of  this  joint  are  shown  in  Fig.  287.  The 
outlines  of  the  top  chord  as  seen  in  elevation  should  be  drawn  first,  and 
then  the  outlines  of  the  diagonal  (172-L3)  and  the  post  (172-L2)  can  be 
drawn  as  shown.  The  next  thing  after  this  is  to  locate  the  rivets  in  the 
end  connection  of  the  diagonal.  As  this  diagonal  is  subjected  to  both 
tension  and  compression,  the  number  of  rivets  in  each  end  connection 
must,  according  to  the  specifications,  be  sufficient  to  transmit  the  sum  of 
the  two  stresses.     So  we  have 

(78,000  +  201,000)  -r  6,000  =  46.5— J"  rivets 

for  the  required  number,  or  say  24  on  a  side,  and,  as  is  seen,  24  are 
used,  the  same  as  in  the  end  connection  of  this  same  diagonal  at  L3  (see 
Fig.  284). 

Next,  the  cross-section  of  the  transverse  strut  can  be  drawn  on  to 
the  chord  and  then  the  transverse  view,  shown  to  the  right,  can  be 
drawn.  In  drawing  this  view  it  is  best  to  draw  first  the  cross-section 
of  the  top  chord,  as  shown,  and  then  the  elevation  of  the  transverse  strut. 
Next  the  clearance  line  should  be  located  and  dotted  in,  as  shown,  and 
then  the  knee  brace  and  sub-strut  can  be  drawn,  at  which  time  the  con- 
nections of  the  knee  brace  and  sub-strut  to  the  post  are  determined  and 
can  be  projected  over  to  the  other  view  of  the  post  as  shown.  The  next 
thing  to  do  is  to  determine  the  number  of  rivets  required  to  connect  the 
post  (U2'L2)  to  the  gusset  plates. 

This  member  is  subjected  to  162,000*  compression  and  54,000* 
tension.  So,  according  to  the  specifications,  there  should  be  a  sufficient 
number  of  rivets  connecting  the  post  to  the  gusset  plates  at  172  to  trans- 
mit the  sum  of  these  two  stresses.     So  we  have   (162,00(^^^\fi^^^ 
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S,(KX>=36 — J"  field  rivets,  or  18  on  each  side  of  the  post,  whereas  20 
are  used. 

There  should  be  enough  rivets  (at  least)  connecting  the  gusset 
plates  to  the  top  chord  to  transmit  the  horizontal  component  of  diagonal 
^2-L3.  This  component,  considering  the  sum  of  the  stresses  in  the  diag- 
onal, is  equal  to  (201,000  +  78,000)  x  sin  ^  =  279,000  x  0.64  =  1 78,560^. 
Dividing  tlis  by  7,200  we  obtain  about  25  shop  rivets,  say  13  on  a  side, 
whereas  there  are  almost  three  times  this  number  shown  (Fig.  287). 
^Qt  the  number  cannot  well  be  reduced,  as  the  spacing  of  the  rivets  in 
*ne  chord  angles  is  about  what  the  specifications  require,  and  the  rivets 
between  the  chord  angles  cannot  be  more  sparingly  spaced.  So  the  rivet- 
'^  of  the  gusset  plates  to  the  chord  will  be  considered  satisfactory  as 

The  next  thing,  the  plan  of  the  top  chord,  strut  and  laterals  can  be 
^^^wn.  There  should  be  enough  rivets  in  each  lateral  to  develop  the 
!]*'^iigth  of  the  lateral  in  tension.  Each  lateral  is  composed  of  2 — Ls 
,^^'x3i"xf".  So  for  the  strength  of  each  we  have  (4,96-0.75)  x 
^*O00  =  67,360^.  Dividing  this  by  6,000  we  obtain  about  11  field  rivets, 
?^  5  in  each  angle,  whereas  5  are  used — 5  in  the  angle  shown  and  5  in 
^^  angle  at  the  bottom  of  the  chord. 

,  There  should  be  enough  rivets  in  each  transverse  strut  to  develop 
^^  strength  of  the  strut  in  compression.  Each  of  these  struts  is  com- 
'^^ed  of  4 — Ls  3^"  x  3"  x  f "  arranged  so  as  to  form  an  I-scction.  So, 
^^sidcring  the  3^"  legs  turned  horizontally  and  the  vertical  legs  ^", 
'^ck  to  back,  we  have 

1QO 

p  =  16,000  -  70  ^  =  8,140  lbs. 

^or  the  allowable  unit  stress.  Then  multiplying  this  by  the  area  of  the 
4  angles  in  each  strut  we  obtain  8,140x9.2  =  74,888.  Dividing  this  by 
6,000  we  obtain  about  13  field  rivets,  say  7  in  the  top  angles  and  7  in 
the  bottom  angles,  whereas  8  are  used  so  as  to  have  symmetrical  spacing. 

The  chord  splice  just  to  the  left  of  joint  U2  (Fig.  287)  is  what  is 
known  as  a  butt  joint.  The  chord  sections  are  planed  so  they  fit  per- 
fectly against  each  other  and  consequently  tlie  stress  can  be  considered 
as  being  transmitted  from  one  chord  segment  to  the  other  without  the  aid 
of  the  splice  plates,  and  hence  the  splice  plates  are  considered  as  merely 
holding  the  chord  segments  in  position ;  and,  as  is  evident,  the  size  of  these 
plates  and  the  number  of  rivets  connecting  them  to  the  chord  is  mostly 
a  matter  of  judgment. 

Joint  US.  The  details  at  this  joint  will  be  practically  the  same  as 
at  172,  except  the  connection  of  the  diagonal  and  chord  splice  are 
omitted,  and  consequently  no  larger  scale  sketch  is  necessary. 

This  completes  the  necessary  large  scale  sketches  and  next  the  gen- 
eral drawing,  Fig.  288,  and  the  shop  drawings.  Figs.  289  to  303,  can  be 
made,  wherein  the  details  are,  as  we  may  say,  simply  transferred  from 
the  above  sketches  to  these  drawings. 

185.  Camber. — To  prevent  bridge  trusses  from  sagging  they  are 
"cambered,"  that  is,  they  are  built  so  that  they  curve  upward.  In  the 
case  of  an  ordinary  truss  bridge  the  cambering  of  the  trusses  is  accom- 
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The  top  dbasds  aic  mamaStj  imst^nsttd  |^  for  eadk  10  £«ret  of  lesgth 
(hoiiaoBlal).  The  Icagth  of  each  dLt^oeoI  u  Gociipati*ti  br  taking  the 
mean  of  the  top  mmd  bottan  chord  kngths  (in  the  eorrespoiidtxi^  panel) 
as  the  hose  of  a  nght-aa^ied  trxan^le^  azui  the  height  of  the  adjoiiuiig 
post  as  tte  ahitade,  and  the  diagqnal  as  the  hrpoteniise.  This  method 
of  cambeiii^  is  salisfacUwj  foe  trusses  op  to  300  feet  in  lengthy  and 
hence  is  nsed  in  the  case  of  the  abore  bridge.  The  panel  length  here  is 
2^-0^,  so  hr  inocasbig  the  top  chord  |^  for  each  10  feet  of  length  we 
obtain  ?5'-0y\^  for  die  cambered  length  of  die  top  chord  in  each  panel 
as  is  shown  for  the  chord  sections  in  FigSw  292  and  29^»  The  end  posts 
are  not  Increased  in  length.  For  the  mean  lengths  of  the  top  and  bottom 
diotds  in  each  pand  we  hare 

r(25'-0^)+(25'-OiV")]l=^5'-0A'' 
Then  for  the  cambered  length  of  each  diagonal  we  hare 


V  (30)*  +  {25'  -  O/f^y  =  39'  -  Oft". 

This  length  is  nsed  for  the  diagonals,  as  is  seen  in  Fig.  297. 

The  camber  affects  the  lengths  of  onlj  the  top  chords,  diagonals, 
and  top  laterals, 

186.    Knts  Rq;ardiiig  Sh€fp  Drawings.— Drairia^  £1  (Fig.  289) 

is  the  erecting  diagram.  This  drawing  is  intended  princifMilly  for  the 
use  of  the  party  erecting  the  stractnre.  The  mark  (as  is  seen)  of  each 
piece,  or  member,  and  the  general  dimensions  of  the  stnicture  are  shown 
and  in  addition  a  list  of  the  shop  drawings  is  given. 

Drawing  1  (Fig.  290)  shows  the  complete  details  of  the  stringers 
and  stringer  bracing.  The  work  of  detailing  in  this  case  is  practically 
the  same  as  for  deck  plate  girders  (Art.  136).  There  should  be  enough 
rivets  in  the  flanges  to  transmit  the  flange  increment  and  at  the  same 
time  support  the  vertical  load  transmitted  to  them  from  the  ties.  To 
obtain  the  spacing  of  the  flange  rivets  at  the  ends  of  the  stringers  we  havt* 

R  =  7,880^,  which  is  the  allowable  bearing  of  a  J''  rivet  on  the 
r  web; 

r=l,200#=^^^^+ 100 7o  impact  (see  Art,  136)  ; 

5=142,000^; 
A =41.5. 

Then  substituting  these  values  in  Formula  (4),  Art.  116  (the  formula 
required  by  the  specifications),  wc  obtain 

7,880 
p  =Ji:200"'+  (^^If^^Y  =  2-l«  (about),  say  2 J,  ins. 
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for  the  spacing  of  the  flange  rivets  near  the  ends  of  the  stringers,  and, 
as  is  seen,  this  spacing  is  used.  The  spacing  at  intermediate  points  is 
obtained  as  explained  in  Art.  136. 

The  rivets  connecting  each  pair  of  end  stiSeners  to  the  stringer 
should  be  sufficient  to  transmit  the  maximum  end  shear  on  the  stringer. 
The  two  angles  have  a  combined  thickness  of  1"  in  bearing  on  the  rivets, 
and  the  two  fillers  and  web  combined  have  a  thickness  of  1§"  in  bearing. 
Then,  using  J"  rivets,  we  have 

24,000xlxJ  =  Sl,O0Olbs. 

for  the  allowable  bearing  on  each  rivet.  The  rivets  are  in  double  shear, 
so  for  the  allowable  shear  on  each  rivet  we  have  12,000x0.6x2^14,400. 
As  is  seen,  double  shear  governs.  Then  for  the  number  of  rivets  required 
in  the  angles  we  have  142,000 -i- 14,400  =  9.8  (about),  whereas  11  are  used, 
but  the  ri\-ets  in  the  flanges  should  not  be  counted  for  very  much,  as  they 
take  the  fl.inge  increment.  So  the  riveting,  as  shown,  is  about  correct. 
There  should  be  a  sufficient  number  of  rivets  connecting  the  J"  fillers  to 
the  web  to  tran.smit  the  maximum  end  shear  in  bpnring  on  the  f"  web. 
Hence,  for  the  number  required  we  have  142,000^7,880  =  18  (about), 
and,  as  is  seen,  IS  are  used. 

The  intermediate  stiffcnera  are  spaced  in  accordance  with  Art.  118 
(see  Art.  170).  The  spacing  of  the  rivets  in  the  intermediate  stiffeners, 
as-  previously  stated,  is  mostly  n  matter  of  judgment  (see  Art.  136). 

There  should  be  a  sufficient  numlter  of  rivets  in  the  end  of  each 
lateral  to  develop  the  strength  nf  the  lateral  in  compression.  The.  length 
of  each  lateral  is  about  Oft".  Then  for  the  allowable  unit  stress  on  eacli 
lateral  we  have  ^^m 

p  =  16,000 -70  1^  =  8,400  lbs.  (about).  ^M 

Then  for  the  strength  of  each  we  have  8,400x2.48  =  20,800*.  Dividing 
this  by  6,000  we  obtain  a  little  over  3— J"  field  rivets,  and,  as  is  seen, 
3  are  used.  There  should  be  enough  rivets  connecting  each  lateral  plate 
to  the  stringer  to  transmit  the  sum  of  the  components  of  the  two  laterals 
along  the  stringers,  as  the  two  act  in  the  s.ime  direction,  one  being  in 
compression  and  the  other  in  tension.  Each  field  rivet  passing  through 
the  flange  will  take  the  component  eserted  on  it  directly  and  hence  it  is 
a  matter  of  taking  care  of  the  component  of  the  rivets  in  the  lateral 
plate  outside  of  the  flange  angle.  Two  of  these  are  good  for  12,000". 
Resolving  this  along  the  stringer  we  have  12,000x0.69  =  8,280*.  Tills 
requires  about  1  shop  rivet,  and,  as  is  seen,  1  shop  rivet  is  used. 

The  connection  of  the  bottom  laterals  and  struts  to  the  bottom 
flanges  of  the  stringers  is  mostly  a  matter  of  judgment,  as  the  stresses 
due  to  traction  are  quite  low  (see  Art.  177).  However,  there  should  be 
enough  rivets  in  these  connections  to  insure  rigidity- 

Drawhg  3  (Fig.  291)  shows  the  complete  details  of  the  floor  beams. 
The  end  connections  and  the  stringer  connections,  in  the  case  of  the 
intei'mediate  floor  beams,  were  previously  designed  (see  Art.  184)  and 
will  not  be  considered  here.  The  number  of  ilange  rivets  in  the  inter- 
mediate floor  beams  should  lie  sufficient  to  transmit  the  flange  increment. 
To  obtain  the  spacing  of  these  rivets  between  the  truss  and  the  s 
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"wc  bave 

r= 9,190^,  which  is  the  allowable  bearing  of  a  J"  rivet  on  the 

A"  web; 
S  =  187,300#; 
A =49.5. 

Sabstitnting  these  values  in  Formula  (2)  (Art.  116)  we  obtain 

9,190x49.5      ...      ,  .     ^. 
P=      187,300     =2-4  "".(about) 

for  the  required  spacing^  whereas  2J"  spacing  is  used. 

Apparently  this  spacing  could  be  a  little  more  than  2^^',  but  as  the 
flange  stress  is  zero  at  the  end  of  the  beam  and  practically  a  maximum 
at  the  stringer  connection^  it  is  obvious  that  there  should  be  a  sufficient 
number  of  rivets  in  each  flange^  between  the  end  of  the  beam  and  the 
stringer  connection,  to  transmit  the  flange  stress.  Then  dividing  the 
flange  stress  (see  stress  sheet.  Fig.  279)  by  9,190  we  have  201,000^ 
9,190  =  22  (about)  for  the  number  of  rivets  required,  whereas  20  are 
used.  From  this  it  is  seen  that  the  number  shown  is  about  the  correct 
number.  In  all  such  cases,  where  the  distance  is  short,  the  rivet  spacing 
should  be  verified  in  this  manner.  In  most  girders,  however,  the  spacing 
required  by  the  flange  increment  governs. 

The  spacing  of  the  flange  rivets  between  the  stringer  connections 
can  be  6'^,  the  maximum  spacing  allowed,  as  the  shear  between  the  string- 
ers  is  (theoretically)  zero  except  for  the  small  amount  due  to  the  weight 
of  the  part  of  the  floor  beam  intervening. 

To  obtain  the  spacing  of  the  flange  rivets  in  the  end  floor  beam  to 
transmit  the  flange  increment,  between  the  end  of  the  beam  and  stringer 
connection,  we  have 

r=  7,880^,  which  is  the  allowable  bearing  of  a  J"  rivet  on  the 

r  web; 
S=143,200#  (see  stress  sheet.  Fig.  279); 
A =49.5. 

Then  substituting  these  values  in  Formula  (2)  (Art.  116)  we  obtain 

7,880  X  49.5      .  ^ .       ,  ,     ^. 
P=      143,200     =^'y^"«-(^^^"0 

for  the  required  spacing.  For  the  number  required  to  transmit  the  flange 
stress  we  have  153,000 -i- 7,880  =  20  (about),  and,  as  is  seen,  20  rivets  are 
used  in  the  top  flange  and  hence  the  spacing  shown  is  correct,  although 
it  is  less  than  required  by  the  flange  increment. 

In  the  bottom  flange  there  are  14  rivets  between  the  end  of  the 
beam  and  stringer  connection,  all  of  which  can  be  considered  as  bearing 
on  the  f '^  web,  and  those  passing  through  the  plates  extending  over  the 
flange  angles  can  be  considered  as  being  in  double  shear  in  addition  to 
their  bearing  on  the  f  web.     So  we  have 

(14  X  7,880)  +  (4  X  14,400)  =  167,900  lbs. 

for  the  value  of  the  rivets  transmitting  the  flange  stress,  whereas  this 
stress  is  153,000^,  and  hence  the  rivets  shown  in  the  bottom  flange, 
between  the  end  of  the  beam  and  stringer  connection,  are  quite  satis- 
factory. 
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plished  by  simply  making  the  top  chord  longer  than  the  bottom  chord 
and  increasing  the  length  of  the  diagonals  to  correspond. 

The  top  chords  are  usually  increased  y  for  each  10  feet  of  length 
(horizontal).  The  length  of  each  diagonal  is  computed  by  taking  the 
mean  of  the  top  and  bottom  chord  lengths  (in  the  corresponding  panel) 
as  the  base  of  a  right-angled  triangle^  and  the  height  of  the  adjoining 
post  as  the  altitude^  and  the  diagonal  as  the  hypotenuse.  This  method 
of  cambering  is  satisfactory  for  trusses  up  to  300  feet  in  lengthy  and 
hence  is  used  in  the  case  of  the  above  bridge.  The  panel  length  here  is 
25'-0",  so  by  increasing  the  top  chord  ^"  for  each  10  feet  of  length  we 
obtain  25'-0^\"  for  the  cambered  length  of  the  top  chord  in  each  panel 
as  is  shown  for  the  chord  sections  in  Figs.  292  and  294.  The  end  posts 
are  not  increased  in  length.  For  the  mean  lengths  of  the  top  and  bottom 
chords  in  each  panel  we  have 

r(25'-0'O+(25'-0iVo]4  =  ^5'-0A'' 

Then  for  the  cambered  length  of  each  diagonal  we  have 

>/(30)^+(25'-0^")*  =  39'  -  Off". 

This  length  is  used  for  the  diagonals^  as  is  seen  in  Fig.  297. 

The  camber  affects  the  lengths  of  only  the  top  chords^  diagonals, 
and  top  laterals. 

186.    Hints  Begarding  Shop  Drawings.— Drau^'n^  £1  (Fig.  289) 

is  the  erecting  diagram.  This  drawing  is  intended  principally  for  the 
use  of  the  party  erecting  the  structure.  The  mark  (as  is  seen)  of  each 
piece,  or  member,  and  the  general  dimensions  of  the  structure  are  shown 
and  in  addition  a  list  of  the  shop  drawings  is  given. 

Drawing  1  (Fig.  290)  shows  the  complete  details  of  the  stringers 
and  stringer  bracing.  The  work  of  detailing  in  this  case  is  practically 
the  same  as  for  deck  plate  girders  (Art.  136).  There  should  be  enough 
rivets  in  the  flanges  to  transmit  the  flange  increment  and  at  the  same 
time  support  the  vertical  load  transmitted  to  them  from  the  ties.  To 
obtain  the  spacing  of  the  flange  rivets  at  the  ends  of  the  stringers  we  have 

R  =  7,880^,  which  is  the  allowable  bearing  of  a  J"  rivet  on  the 
r  web; 

op;  000 
t;  =  l,200#  =  ^^^j^+ 100%  impact  (see  Art.  136)  ; 

5  =  142,000#; 
A  =  41.5. 

Then  substituting  these  values  in  Formula  (4),  Art.  116  (the  formula 
required  by  the  specifications),  we  obtain 

7,880 

p  =  JuOO"'  +  (^^41^5^^ )'  "^--^^  (about), aa7^\ATi%, 
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for  the  spacing  of  tlie  flange  rifcts  near  ttie  ends  of  the  stringers,  i 
as  is  seen,  this  spacing  is  used.     The  spacing  at  intermediate  ( 
obtained  as  esplained  in  Art.  136, 

The  rivets  connecting  each  pair  of  end  stiffeners  to  the  string 
should  be  sufficient  to  transmit  the  maximum  end  shear  on  the  s' 
The  two  angles  have  a  combined  thickness  of  1"  in  bearing  o 
and  the  two  fillers  and  web  combined  have  a  thickness  of  If"  in  beari 
Then,  using  ^"  rivets,  we  have 

24,000xlx|  =  21,0001bs. 

for  the  allowable  bearing  on  each  rivet.  The  rivets  are  in  double  shei  __ 
so  for  the  allowable  shear  on  each  rivet  we  have  12,000x0.6x2  =  14,400. 
As  is  seen,  double  shear  governs.  Then  for  the  number  of  rivets  required 
in  the  angles  we  have  142,000-^14,400^9.8  (about),  whereas  11  are  used, 
but  the  rivets  in  the  flanges  should  not  be  counted  tot  very  much,  as  they 
take  the  flange  increment.  So  the  riveting,  as  shown,  is  about  correct. 
There  should  be  a  sufficient  number  of  rivets  connecting  the  Y'  flcrs  to 
the  web  to  transmit  the  maximum  end  shear  in  bearing  on  the  %"  web. 
Hence,  for  the  number  rrquired  we  have  142,000^7,880^18  (about), 
and,  as  is  seen,  18  are  used. 

The  intermediate  stiffeners  arc  spaced  in  necordnnce  with  ArL  118 
(see  Art.  170).  The  spacing  of  the  rivets  in  the  intermediate  stiffeners, 
a&  previously  stated,  is  mostly  a  matter  of  judgment  (see  Art.  13G). 

There  should  be  a  sufBcicnt  number  of  rivets  in  the  end  of  each 
lateral  to  develop  the  strength  of  the  lateral  in  compression.  The  length 
of  each  lateral  is  about  D8".  Then  tor  the  allowable  unit  stress  on  each 
lateral  we  have  "^ 

p  =  16,000  -  ~0  ko  -  *'■■""'  '^*-  (about).  H 

Then  for  the  strength  of  each  we  have  8,400  X  3.48  =  S0,800».  Dividing 
this  by  (i,n00  wc  obtain  a  little  over  3 — i"  field  rivets,  and,  as  is  seen, 
3  «rc  used.  There  should  be  enough  rivets  connecting  each  lateral  plate 
to  the  stringer  to  transmit  the  sura  of  the  components  of  the  two  laterals 
along  the  stringers,  as  the  two  act  in  the  same  direction,  one  being  in 
compression  and  the  other  in  tension.  Each  field  rivet  passing  through 
the  flange  will  take  the  component  exerted  on  it  directly  and  hence  it  is 
a  matter  of  taking  care  of  the  component  of  the  rivets  in  the  lateral 
plate  outside  of  the  flange  angle.  Two  of  these  are  good  for  12,000*. 
Resolving  this  along  the  stringer  we  have  12,000  x  0.6il  =  8,280#.  This 
requires  about  1  shop  rivet,  and,  as  is  seen,  1  shop  rivet  is  used. 

The  connection  of  the  bottom  laterals  and  struts  to  the  bottom 
flanges  of  the  stringers  is  mostly  a  matter  of  judgment,  as  the  stresses 
due  to  traction  are  quite  low  (see  Art.  177).  However,  there  should  be 
enough  rivets  in  these  uonneetions  to  insure  rigidity. 

Dratcing  2  (Fig,  391)  shows  the  complete  details  of  the  floor  beam 
The  end  connections  and   the  stringer  connections,  in  the  case  of  1" 
intermediate  floor  beams,  were  previously  designed  (see  Art.  184)   and'  ' 
will  not  be  considered  here.     The  number  of  flange  rivets  in  the  inler- 
Died'intc  floor  beams  should  be  sufficient  to  transmit  the  flange  increment. 
To  obtain  the  spacing  of  these  rwcU  \)e^^wai  the  truss  and  the  fl 
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we  have 

r= 9,190^,  which  is  the  allowable  bearing  of  a  J"  rivet  on  the 

A"  ^b; 
S  =  187,300«; 
A =49.5. 

Sabstitiiting  these  values  in  Formnla  (2)  (Art.  116)  we  obtain 

9,190x49.5      ...      ,  .     ^- 
P mJOQ-  =  2-4  ms.  (about) 

for  the  required  spacing^  whereas  2^''  spacing  is  used. 

Apparently  this  spacing  could  be  a  little  more  than  2^^  but  as  the 
flange  stress  is  zero  at  the  end  of  the  beam  and  practically  a  maximum 
at  the  stringer  connection^  it  is  obvious  that  there  should  be  a  sufficient 
number  of  rivets  in  each  flange^  between  the  end  of  the  beam  and  the 
stringer  connection^  to  transmit  the  flange  stress.  Then  dividing  the 
flange  stress  (see  stress  sheet.  Fig.  279)  by  9,190  we  have  201,000  ^^ 
9,190  =  22  (about)  for  the  number  of  rivets  required,  whereas  20  are 
used.  From  this  it  is  seen  that  the  number  shown  is  about  the  correct 
number.  In  all  such  cases,  where  the  distance  is  short,  the  rivet  spacing 
should  be  verified  in  this  manner.  In  most  girders,  however,  the  spacing 
required  by  the  flange  increment  governs. 

The  spacing  of  the  flange  rivets  between  the  stringer  connections 
can  be  6^^,  the  maximum  spacing  allowed,  as  the  shear  between  the  string- 
ers is  (theoretically)  zero  except  for  the  small  amount  due  to  the  weight 
of  the  part  of  the  floor  beam  intervening. 

To  obtain  the  spacing  of  the  flange  rivets  in  the  end  floor  beam  to 
transmit  the  flange  increment,  between  the  end  of  the  beam  and  stringer 
connection,  we  have 

r=  7,880^,  which  is  the  allowable  bearing  of  a  J''  rivet  on  the 

r  web; 
5=143,200*  (see  stress  sheet.  Fig.  279) ; 
A  =  49.5. 

Then  substituting  these  values  in  Formula  (2)  (Art.  116)  we  obtain 

7,880  X  49.5      .  ^ .       ,  ,     ^. 
P=      143,200     =^'7'"«(^^^^) 

for  the  required  spacing.  For  the  number  required  to  transmit  the  flange 
stress  we  have  153,000 -f  7,880  =  20  (about),  and,  as  is  seen,  20  rivets  are 
used  in  the  top  flange  and  hence  the  spacing  shown  is  correct,  although 
it  is  less  than  required  by  the  flange  increment. 

In  the  bottom  flange  there  are  14  rivets  between  the  end  of  the 
beam  and  stringer  connection,  all  of  which  can  be  considered  as  bearing 
on  the  f "  web,  and  those  passing  through  the  plates  extending  over  the 
flange  angles  can  be  considered  as  being  in  double  shear  in  addition  to 
their  bearing  on  the  §"  web.     So  we  have 

(14  X  7,880)  +  (4  X  14,400)  =  167,900  lbs. 

for  the  value  of  the  rivets  transmitting  the  flange  stress,  whereas  this 
stress  is  153,000*,  and  hence  the  rivets  shown  in  the  bottom  flan  ere, 
between  the  end  of  the  beam  and  stringer  connection,  are  quite  satis- 
factory. 
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The  spacing  of  tbe  flange  rivets  between  the  stringer  connection! 
can  be  6",  as  the  shear  between  the  stringers  is  practically  xero. 

There  shonld  be  sufficient  metal  through  the  reduced  portion,  near 
the  end  of  the  end  floor  beam,  to  resist  the  cross  bending  at  that  point. 
Taking  a  section  c-c  (Fig.  382)  we  have  the  metal  shown  in  Fig.  304. 

Taking  moments  about  the  back  of  the  top  flange  angles  we  have 

-     (23.63  X  19.75)  + (12.37  X  16.62)-!- (8.36x1.96) 


44.35 


=  15.52  ins. 


for  the  distance  from  the  back  of  the  angles  to  the  center  of  gravity  of 
the  section. 


\ 

m 

S 

3 
<>< 

z. 

- 

Then  for  the  moment  of  inertia  about  the  gravity  axis  x-x  we  hai 
the  following: 

8.36  xU56*-H  30.9    =1,568  fortheangles; 

12.37x11*  -^  1,122    =  1,137  for  the  §"  web; 

23.63  X  O3'  +  1,435  =  -i~  for  the  ^V"  plates ; 


Total  moment  of  inertia  =    -„t-  for  rivet  holes. 

4,268 

Then  for  the  maximum  stress  on  the  outer  element  we  have 

f=t'"';°;- "'"■', 10,080  lb.. 

This  shows  that  the  metal  at  the  reduced  portion  of  the  end  floor  beams 
is  quite  sufficient,  as  the  allowable  stress  is  1 6,000^. 

Drawingi  S  to  Ik  (Figs.  292  to  303)  are  self -explanatory.  The 
making  of  these  drawings  is  mostly  a  matter  of  copying  the  details  from 
the  Urge  scale  sketches  (Figs.  282  to  285  and  287). 
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187.  Summary  of  Weight  of  Metal  and  Cost  of  the  Above 
150-Ft.  Span.— 

12— Stringers    @    4,300#. .   51,600  lbs. 

Stringer  bracing 2,120  lbs. 

2 — End  floor  beams @    3,010#. .     6,020 lbs. 

5— Intermediate  floor  beams @    3,470#. .    17,350  lbs. 

4— End  posts   Ul-LO @    8,850#. .   35,400 lbs. 

4— Top  chords   U1'U2 @    4,830^..   19,320 lbs. 

2— Top  chords  U2'U2 @  10,890#. .   21,780  lbs. 

4— Bottom  chords  L0-L2 @    4,730#. .   18,920  lbs. 

2— Bottom  chords  L2-L2 ©10,740^..   21,480 lbs. 

4— Hangers   Ul-Ll    @    1,780#. .      7,120 lbs. 

6— Int.  posts  U2'L2  and  U3-L3  @    2,840^..    17,040 lbs. 

4— Diagonals   C/1-L2   @    3,760#. .    15,040 lbs. 

4— Diagonals  L72-L3   @    2,880^..   11,520 lbs. 

4 — Collision  struts  Afl-Ll @       950#. .     3,800 lbs. 

2— Portal  struts    @    2,270#..     4,540 lbs. 

Top  laterals    5,630  lbs. 

Transverse  struts    2,770  lbs. 

Bottom  laterals   6,460  lbs. 

4— Shoes    : @       940^..     3,760 lbs. 

2— Roller  nests @    1,180^. .     2,360 lbs. 

2— Cast   pedestals    @    1,130#. .     2,260 lbs. 

2— Pedestals    @    1,090#. .     2,180  lbs. 

Pins    640  lbs. 

Anchor  bolts    130  lbs. 

ToUl  weight  of  bridge 279,240  lbs. 

Cost  of  span  @  3^^  per  pound  is  2 79,240  x  0.0325  =  $9,075.30.  This 
price  (3^^)  per  pound  is  only  a  fair  average  price  for  this  class  of  work. 
The  price  will  vary  from  25 ^  to  4^  per  pound. 

The  effective  dead  load  from  the  metal  is  equal  to  the  total  weight 
of  metal  in  the  span  minus  the  weight  of  the  end  floor  beams,  shoes, 
roller  nests,  pedestals,  pins,  and  anchor  bolts.  So  we  have  279,240- 
17,350  =  261,890^  for  the  effective  dead  weight  of  metal  in  the  span. 
Dividing  this  by  150,  the  length  of  the  span,  we  have  261,89o^l50  = 
1,745^  per  foot  of  span,  which  is  only  35^  more  than  assumed  abo*^e  (sec 
stress  sheet,  Fig.  279).  So  the  dead  load  assumed  is  quite  satisfactory, 
as  10  per  cent  variation  would  not  materially  affect  the  design. 

DRAWING  ROOM  EXERCISE  NO.  7 

Design  a  single-track  through,  riveted  railroad  bridge  and  make  a 
stress  sheet  for  same — the  stress  sheet  to  be  upon  tracing  cloth. 

Data:— 

Length  of  span  =  6  panels  at  26'-0''  =  156'-0". 
Height  of  trusses  =  31'-0''  c.c.  of  chords. 
Live  load.  Cooper's  E50. 
Dead  load,  to  be  assumed. 
Specifications,  A.  R.  £.  Ass'n. 
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DRAWING  ROOM  EXERCISE  NO.  8 

Make  a  general  drawing  of  the  above  156- ft.  bridge — the  finished 
drawing  to  be  upon  tracing  cloth  and  similar  to  the  one  shown  in 
Fig.  288. 

188.  Bemarks. — End  floor  beams  are  sometimes  omitted  in  through 
truss  bridges  in  which  case  the  end  stringer  rests  directly  upon  the  piers 
as  shown  in  Fig.  305.  The  ends  of  the  stringers  are  usually  constructed 
as  shown  at  (a).  The  stringers^  as  is  seen^  are  braced  to  each  other  by 
a  cross-frame  and  they  are  connected  to  the  shoes  and  trusses  by  a  trans- 
verse strut  which  forms  the  lower  part  of  the  cross-frame. 

Circular  rollers  are  sometimes  used.  The  roller  nests  in  that  case 
are  usually  constructed  as  shown  in  Fig.  305.  The  A.  R.  £.  Association 
Specifications  practically  prohibit  the  use  of  circular  rollers  as  the  mini- 
mum diameter  is  specified  as  6^^  and  this  size  of  rollers  would  place  them 
80  far  apart  that  the  shoes  would  be  unduly  large.  It  is  not  considered 
good  practice  in  any  case  to  use  rollers  less  than  ^"  in  diameter. 

There  is  no  question  but  that  it  is  better  practice  to  use  end  floor 
beams,  as  the  bottom  ends  of  the  end  posts  are  held  better  than  when  they 
are  omitted  and  the  thermal  expansion  and  contraction  are  better  pro- 
vided for,  as  the  entire  structure  is  supported  upon  the  shoes  and  will 
move  as  a  whole.  In  fact,  there  is  no  excuse  for  omitting  the  end  floor 
beams  other  than  the  slight  saving  in  cost. 

189.  ]>ead-Load  Stresses  in  Curved  Chord  Pratt  Trusses. — 

As  previously  stated,  the  dead  load  is  considered  as  uniformly  distributed 
over  the  span.  The  approximate  dead  weight  per  foot  of  span  can  be 
obtained  from  (4),  Art.  124,  and  adding  400  lbs.  to  this  to  provide  for 
the  weight  of  the  deck  (track)  the  total  dead  weight  per  foot  of  span 
for  single-track  bridges  is  obtained,  and  by  dividing  this  by  2  and  mul- 
tiplpng  by  the  panel  length  the  panel  load  per  truss  is  obtained.  One- 
third  of  this  is  considered  applied  at  the  top  chord  joints  and  two-thirds 
at  the  bottom  chord  joints. 

Let  it  be  required  to  determine  the  dead-load  stresses  in  the  truss 
shown  at  (a).  Fig.  306,  where  P  represents  the  panel  load  per  truss. 

Members  bA  and  AB.  Considering  the  part  of  the  truss  to  the  left 
of  section  1-1,  as  shown  at  (b),  and  resolving  the  forces  vertically  we 
have 

from  which  we  obtain 

Sl-R  sec^ 

for  the  stress  in  the  end  post  bA,  and  resolving  the  forces  horizontally 
we  have 

S\  sin^  -  5^2  =  12  sec^  x  sin^  -  52  =  0, 

from  which  we  obtain 

S2  =  «tan^  =  3Ptanfl 

for  the  stress  in  the  bottom  chord  AB. 

Members  BC,  be  and  bC,  Considering  the  part  of  the  truss  to  the 
left  of  section  2-2,  as  shown  at  (c),  and  taking  moments  about  joint  b. 
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for  the  stress  in  bottom  chord  BC.  Next,  resolving  the  stress  SZ  (in  top 
chord  be)  into  vertical  and  horizontal  components  at  c  and  taking  moments 
about  C  we  have 


Rx2d-^Pd-^Pd  =  H3xhl, 


from  which  we  obtain 

for  the  horizontal  component  of  the  stress  S3  in  the  top  chord  be,  t 
multiplying  this  by  sec^  we  obtain 


SS  =  H3xsec<f, 


for  the  stress  in  top  chord  be. 


Pie.  806 

Resolving  the  forces  vertically  and  horizontally  and  summing  up  the 
vertical  we  have 

n-p-r3-r4=o, 

from  which  we  obtain 

F4  =  (n-P)-F3 
for  the  vertical  component  of  the  stress  Si  in  diagonal  bC  and  multiply- 
ing this  by  seed  wc  have 

Si=[{R~P)-V2]sece 
for  the  stress  in  that  member.     As  (Ji-P)  is  the  shear  in  panel  BC,  it 
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is  seen  that  the  vertical  component  of  the  stress  in  diagonal  bC  is  equal 
to  the  shear  in  panel  BC  minus  the  vertical  component  of  the  stress  in 
the  top  chord  be.  Another  way  to  obtain  the  stress  in  diagonal  bC  is 
to  prolong  the  top  chord  be  until  it  intersects  the  bottom  chord  at  O  [see 
the  diagram  at  (c)]  and  take  moments  about  O.  Thus^  taking  moments 
about  O  we  have 

Rs-^P(s  +  d)=S4:Xi, 
from  which  we  obtain 


S4=«|-P(i±-^ 


for  the  stress  in  the  diagonal  bC, 

In  case  the  last  method  be  used,  the  distances  9  and  t  can  be  deter- 
mined in  the  following  manner:  Triangles  cOC  and  cbm  being  similar 
we  have 

s  +  2d        hi 

d      "hl-h' 
from  which  we  obtain 


/2h-hl\. 


Similarly,  since  triangles  OnC  and  bBC  are  similar  we  have 

t      9  + 2d 

h~'    bC    ' 
from  which  we  obtain 


t 


K^>- 


Member  eC.    Considering  the  part  of  the  truss  to  the  left  of  section 
3-3,  as  shown  at  (d),  and  resolving  the  forces  vertically  we  obtain 

56  =  «-P-|P-r3  =  («-l|p)-r3 

for  the  stress  in  the  post  eC,     Also^  taking  moments  about  O  [at  (d)] 
we  have 

Se  (s-^2d)=Rs-'P  (s  +  d)'-^P  (s  +  2d), 
from  which  we  obtain 

Rs-P(s  +  d)-^P{9  +  2d) 

for  the  stress  in  post  eC, 

Members  CD,  cd  and  cD.    Considering  the  part  of  the  truss  to  the 
left  of  section  4-4,  as  shown  at  (e),  and  taking  moments  about  c  we  have 

S7xhl=Rx2d'-Pd, 
from  which  we  obtain 

a1         a1         a1 
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(as  seen  above)  for  the  stress  in  the  bottom  chord  CD.  Next,  resolving 
the  stress  in  the  top  chord  cd  into  horizontal  and  vertical  components  at 
d  and  taking  moments  about  D,  we  obtain 

„^     Rx^d-Px2d-Pxd     ^^d 
^«= A2 =  «^A2' 

for  the  horizontal  component  and  multiplying  this  by  sec^l   we  obtain 

58  =  -r:r-sec<^l 

for  the  stress  in  the  top  chord  cd. 

Resolving  the  forces  horizontally  and  vertically  and  summing  up 
the  vertical  we  have 

i2-_2P-r8-r9  =  0, 

from  which  we  obtain 

r9  =  «-2P-r8 

for  the  vertical  component  of  the  stress  in  diagonal  cD  and  hence  mul- 
tiplying this  by  sec^l  we  obtain 

59=[(/2-2P)-r8]sec^l 

for  the  stress  in  that  member.    Also,  taking  moments  about  O^  we  obtain 

^^    /2*'-P(*'  +  ci)-P(*'  +  2rf) 
59= 

Members  dE  and  eD,  Adding  up  from  either  end  of  the  truss  we 
have 

R-SP  =  0 

for  the  shear  in  panel  DE  and  as  the  top  chord  de  is  parallel  to  the 
bottom  DE  it  is  evident  that  the  diagonals  dE  and  eD  have  no  stress 
from  dead  load  and  hence  in  determining  the  dead-load  stresses  in  tlic 
truss  we  can  ignore  these  members  altogether. 

Members  dD,  DE  and  de.  Considering  the  part  of  the  truss  to  the 
left  of  section  5-5,  as  shown  at  (f),  (ignoring  diagonal  eD)  and  summing 
up  the  vertical  components  and  forces  we  have 


from  which  we  obtain 


i2-2|p-r8±S10  =  0, 


±S10  =  R-2^P-VS 

o 


for  the  stress  in  post  dD. 

If  R  -2(2/3  P)  -  VS  is  minus  510  will  be  tension,  as  it  would  have  to 
act  in  the  same  direction  as  R  in  that  case  in  order  that  the  part  of  the 
truss  to  the  left  of  section  5-5  be  in  equilibrium,  while  if  R  -  2(2/3  P)  -  I'H 
is  plus  510  will  be  compression,  as  it  would  be  acting  in  the  opposite 
direction  to  that  of  R, 
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The  stress  in  dD  can  also  be  obtained  by  taking  moments  about  O' 
diagram  at  (f)  ).    Thus,  taking  moments  about  O'  we  obtain 

(9'  +  3d) 

Taking  moments  about  d  we  obtain 

for  the  stress  in  the  bottom  chord  DE,  which,  as  seen  above,  is  equal 
to  HSy  the  horizontal  component  of  the  stress  in  the  top  chord  cd. 

Considering  the  diagonals  eD  and  dE  omitted  from  panel  DE,  as 
there  is  no  dead-load  stress  in  them,  it  is  obvious  that  the  stress  in  top 
chord  de  must  be  equal  and  opposite  to  the  stress  in  the  bottom  chord 
DE  as  these  are  the  only  horizontal  forces  in  the  panel  and  hence  must 
balance  each  other.    So  we  have 

512  =  511=58 

for  the  stress  in  the  top  chord  de. 

Member  bB,  The  only  load  on  the  bridge  that  could  affect  the 
hanger  bB  is  the  one  applied  at  B.  This  load,  as  is  obvious,  is  supported 
directly  by  the  hanger  and  hence  the  dead-load  stress  in  it  is  equal  to  $P. 

As  the  truss  is  symmetrical  about  the  center  of  the  span  and  sym- 
metrically loaded  we  need  not  consider  further  the  dead-load  stresses,  as 
-we  have  now  fully  considered  one-half  of  the  span. 

It  is  usual  practice  to  determine  graphically  the  dead-load  stresses 
in  curved  chord  Pratt  trusses. 

190.    Idve-Load  Stresses  in  Curved  Chord  Pratt  Trusses. — 

Chords,  The  criterion  for  the  placing  of  wheel  loads  for  maximum 
stress  in  the  chords  is  exactly  the  same  as  given  in  Art.  91  for  simple 
parallel  chord  trusses.  That  is,  the  maximum  moment  about  any  panel 
pK>int  will  occur  when  the  average 
unit  load  to  the  left  of  the  point  is 
equal  to  the  average  unit  load  on  the 
bridge.  For  example,  to  determine 
the  maximum  live-load  stress  in  chord 
CD  (Fig.  307)  we  would  place  a 
wheel  at  C  such  that  the  average  unit 

load  to  the  left  of  joint  C  would  be  equal  (as  nearly  as  possible)  to  the 
average  unit  load  on  the  bridge.  Then  by  taking  moments  about  c  of 
the  forces  to  the  left  and  dividing  this  moment  by  h  we  would  obtain 
the  maximum  live-load  stress  in  the  bottom  chord  CD  and  by  multiplying 
this  stress  by  sec<^  we  would  obtain  the  maximum  live-load  stress  in  the 
top  chord  be.  The  live-load  stresses  in  the  other  chord  members  are 
obtained  in  a  similar  manner. 

Web  Members,  Let  it  be  required  to  place  the  wheel  loads  so  thai 
maximum  stress  will  occur  in  diagonal  cD  (Fig.  308).  If  the  top  chord 
cd  and  bottom  chord  CD  were  parallel  maximum  stress  would  occur  in 
diagonal  cD  when  the  shear  in  panel  CD  was  a  maximum,  as  the  diagonal 
in  that  case  would  carry  all  of  the  shear  in  the  panel  and  hence  the 


Flff.  807 
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criterion  for  maximum  shear  given  in  Art.  90  would  apply;  but  as  the  top 
chord  cd  is  inclined,  and  consequently  carries  some  of  the  shear  in  panel 
CD,  the  shear  criterion  will  not  apply  exactly  and  hence  we  shall  pro- 
ceed to  determine  a  criterion  for  the  placing  of  the  wheels  for  maxinawn 
stress  in  the  diagonal  cD,  Suppose  the  span  is  loaded  from  H  (Fig. 
308)  up  to  panel  CD  as  shown,  which  is  about  the  same  position  as  for 
maximum  shear  in  panel  CD,  Let  P  be  the  total  load  in  panel  CD,  the 
center  of  gravity  of  which  is  s  distance  from  D,  and  let  W  be  the  total 
load  on  the  bridge,  the  center  of  gravity  of  which  is  a:  distance  from  //. 
Considering  the  part  of  the  truss  to  the  left  of  section  1-1  and  taking 
moments  about  O  we  obtain 

Rs      r  .         - 

for  the  stress  in  diagonal  cD, 

Wx 

But  ^"rr 

and  ^"~d' 

Substituting  these  values  of  72  and  r  we  obtain 

„.    W»      Ps       Pa  .,- 

Now  suppose  that  there  be  a  slight  movement  of  the  loads  to  the  right 
or  to  the  left,  say,  to  the  left  (W  and  P  remaining  constant),  then  SI, 
X,  and  3  will  each  receive  an  increment,  A/Sl,  Aj^,  and  Ajst,  respectively. 
Now  adding  these  increments  in  (1)  we  have 

51  +  A.91=^-.r,— A.j  -  (^--.^^--A.j-^^.  +  -^A.j. 

Subtracting  (1)  we  have 

^,     Ws^         Ps  ^         Pa  ^ 

for  the  increment  of  the  stress  in  the  diagonal  cD  due  to  the  slight  move- 
ment of  the  loads.  But  A-sr  =  Ax,  as  is  obvious.  So  substituting  Ax  for  Ac 
in  (2)  we  have 

r..      Ws  Ps  Pa  , 

ASl=-zr-Ax  -  -j\x  --rj^x (3). 

Li  id  id 

Now  S\,  the  stress  in  the  diagonal  cD^  will  be  a  maximum  when 
AS\  =  0.  So  placing  (3)  equals  0  and  reducing  and  transposing  we 
obtain 


(4). 


Expressing  this  equation  in  words  we  have:     The  average  unit  load 
on  the  bridge  is  equal  to  the  average  unit  load  in  panel  CD  multiplied  by 
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an  be 


(1  +a/()  when  the  maximum  Hreit  in  diagonal  eD  oecnri.     This  c 
takcD  as  the  criterion  for  placing  the  loads. 

The  increment  of  the  stress  in  diagonal  cD  {W  remaining  constant) 
can  change  signs  only  when  a  wheel  passes  the  panel  point  D,  so  it  is  seen 
that  a  load  will  be  at  that  point  when  the  masimam  stress  in  the  diagonal 
occurs.  One-half  of  this  load  should  be  considered  in  panel  CD  in  com- 
pataQg  the  value  of  P. 

Neit,  let  it  be  required  to  place  the  wheel  loads  so  that  maximum 
stress  will  occur  in  post  cC  (Fig.  308).     Considering  the  part  of  the 


truss  to  the  left  of  section  3-3  with  the  wheel  loads  in  about  the  position 
shown  and  taking  moments  about  O'  we  have 


from  which  we  obtain 


(.'  +  «)=B.'-r(.'  +  „), 


S2  =  - 


fi.' 


"(<-  +  «) 

for  the  stress  in  the  post  cC.    Substituting  {W/L)a,  and  {P/d)B  for 
R  and  r,  respectively,  we  have 


S%  = 


Wi' 


!■{•■ 


') 


.(5). 


Now,  S3,  X,  and  e  will  each  receive  a  small  increment  if  the  loads 
move  slightly  to  the  right  or  left.  Let  A53,  Ax,  and  A^  be  the  increment, 
respectively,  that  each  receives  due  to  a  slight  movement  to  the  left. 
Then  substituting  these  increments  in  (5)  we  have 


52  +  AS2  = 


Wi' 


Ws' 


L{*'  +  a)'^L(.'  +  o)  d 

and  subtracting  (5)  from  this  we  have 

and  substituting  Ax  for  As,  since  Ax  =  Az,  we  obtain 
Wi'      .       P . 


yAx 


A«3  = 


-.  A«- 


rAx.. 


.(6) 


for  the  increment  of  the  stress  SS  in  the  post  cC  due  to  any  slight  move- 
ment of  the  loads.     Now,  S%  will  be  a  maximnm  when  the  increment 
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AS2  =  0  (see  discussion  of  Art  90),    So  plsdng  (6)  eqool  to  sero  and 
reducing  we  obtain 

m 


=f(-f)- 


which  is  exactly  the  same  as  (4)  except  t"  appears  instead  of  «.  Agkin, 
suppose  it  be  required  to  place  the  wheel  loads  so  that  maximum  stress 
will  occur  in  diagonals  bC.  By  loading  panel  BC,  reiy  much  the  same 
as  we  did  CD  (above),  and  taking  moments  about  0'  and  adding  incre- 
nients,  in  the  equation  of  moments  we  would  obtain 


-=?(-^- 


which  expresses  the  criterion  for  the  placing  of  the  wheel  loads  for 
maximum  stress  in  the  diagonal  bC.  This  last  equation  is  of  exactly 
the  same  form  as  (4);  the  only  difference  is  the  symbols  have  not  the 
same  value  as  they  have  in  (1).  From  this  it  is  seen  that  equation  (4) 
expresses  the  general  criterion  fsr  the  placing  of  the  wheel  loads  for 
maximum  stress  in  diagonals  and  intermediate  posts. 

In  case  the  chords  are  parallel,  a/t  =  0  as  «  in  that  case  is  eqoal  to 
infinity.     The  equation  (4)  then  becomes 
JP      P 

Reducing  and  substituting  nd  for  L  we  obtain 


which  is  equation  (5)  of  Art.  !)0. 

It  is  evident  that  a  live  load  moving  onto  the  bridge  from  the  right 
would  cause  compression  in  diagonal  /£  (Fig.  308)  and  that  this  com- 


pression would  continue  to  increase  until  the  load  extended  from  H  to  a 
short  distance  beyond  F.  Now  if  this  compression  were  greater  than 
the  dead-load  tension  in  the  diagonal  wc  would  have  what  is  known  as  a 
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reversal  of  stress  and  the  diagonal  fE  in  that  case  would  have  to  be 
designed  to  carry  both  tension  and  compression  or  the  member  eh\  which 
w^ould  be  known  as  a  counter^  would  have  to  be  inserted  to  carry  the 
reverse  stress.  In  case  the  diagonal  fE  be  composed  of  eye-bars^  which 
are  often  used  in  the  case  of  long  span  bridges^  the  counter  eF  would  be 
used,  as  the  bars  would  not  carry  compression;  but  if  the  diagonal  fE  be 
a  rigid  member — ^that  is,  capable  of  carrying  compression — the  counter 
iMTould  be  omitted  and  the  diagonal  would  be  made  sufficient  to  carry 
both  the  tensile  and  compressive  stresses  in  it,  previously  explained  in 
Art.  176  for  diagonal  cD  of  the  150- ft.  span. 

To  determine  the  maximum  live-load  tension  in  the  counter  eF  let 
the  bridge  be  loaded  as  shown  at  (a).  Fig.  309.  Let  P  represent  the 
load  in  the  panel  EF  and  W  the  total  load  on  the  bridge,  and  z  the  dis- 
tance from  F  to  the  center  of  gravity  of  P  and  x  the  distance  from  H  to 
the  center  of  gravity  of  W.  Now,  considering  the  part  of  the  truss  to 
the  left  of  section  6-6  as  shown  at  (b)  and  taking  moments  about  0  we 
have 

R(JL  +  9)-r{a^^9)-Si'-Sli^(^y 

from  which  we  obtain 

S=B(^)-r("-±^)-Sll (8, 

for  the  stress  in  the  counter  eF,  Substituting  (JV/L)x  and  (P/d)2  for  R 
and  r,  respectively,  we  obtain 

«4-(^)-.-'(^)-"r. (»)■ 

SI,  as  is  readily  seen,  is  equal  and  opposite  to  the  dead-load  stress  in 
diagonal  fE  and  hence  is  a  known  quantity. 

Now,  adding  increments  to  S,  x,  and  s  in  (9)  and  proceeding  in  the 
same  manner  as  shown  above  in  the  case  of  equations  (1)  and  (5)  we 
obtain 


A5 


for  the  increment  of  the  stress  in  the  counter  eF,  The  stress  in  the  coun- 
ter will  be  a  maximum  when  this  increment  is  equal  to  zero,  as  previously 
explained.     So  placing  (10)  equal  to  zero  and  transposing  we  obtain 


WP  (a±s\ 


(11). 


Expressing  this  in  words  we  have:  The  average  unit  load  on  the 
bridge  is  equal  to  the  average  unit  load  in  the  panel  EF  multiplied  &// 
(a  +  *)-r(L  +  «)  when  the  maximum  stress  in  the  counter  occurs.  This 
can  be  taken  as  the  criterion  for  placing  the  loads. 

To  determine  the  maximum  stress  in  the  counter  we  would  first 
determine  the  value  of  s,  also  of  t  and  t%  which  can  be  determined  suf- 
ficiently accurately  by  scale — in  case  of  counters.  Then  we  would  place 
the  loading  so  as  to  satisfy  equation  (11)   (as  nearly  as  possible)  and 
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determine  R  and  r  by  taking  moments  about  H  and  F,  Then  the  stress  S 
in  the  counter  is  readily  found  by  substituting  in  equation  (8).  It  can 
also  be  determined  by  summing  up  the  vertical  forces  and  components 
to  the  left  of  section  6-6.  To  determine  it  in  this  way,  we  would  first 
take  moments  about  F  (Fig.  309)  and  determine  the  horizontal  com- 
ponent of  the  stress  in  the  top  chord  ef.  Then  multiplying  this  by  tan^ 
we  would  have  the  vertical  component  of  the  stress  in  chord  ef,  which  we 
will  designate  as  VI.  Then  by  determining  the  vertical  component  of 
the  dead-load  stress  in  diagonal  fE,  which  we  will  designate  as  F2,  we 
would  have  all  of  the  vertical  forces  to  the  left  of  section  6-6  determined 
except  the  vertical  component  of  the  stress  in  the  counter  eF,  Let  VS 
represent  this  vertical  component.  Then  summing  up  the  vertical  forces 
and  components  to  the  left  of  section  6-6  we  have 


from  which  we  obtain 


R-r+Vl^V2-V3  =  0, 
V3  =  R-r+Vl-^V2 


for  the  vertical  component  of  the  stress  in  the  counter  eF  and  multiply- 
ing this  by  sec^  we  would  obtain  the  desired  stress  S  in  the  counter.  The 
stress  in  other  counters  is  determined  in  a  like  manner. 

The  maximum  live-load  stress  in  lianger  bB  (Fig.  310)  is  equal  to 
the  maximum  floor  beam  concentration  at  B.  This,  as  explained  in  Arts. 
148  and  171,  is  obtained  by  placing  a  wheel  at  B,  such  that  the  load  in 
panel  AB  will  be  equal  (as  nearly  as  possible)  to  the  load  in  panel  BC. 
After  having  the  loads  thus  placed  the  concentration  at  B,  which  is  equal 
to  the  stress  in  hanger  bB,  is  obtained  by  taking  moments  about  both 
A  and  C.  The  maximum  live-load  stress  in  hanger  gG  is  obtained  in 
the  same  manner  as  for  bB. 

Owing  to  the  top  chord  segments  having  different  slopes  at  the  joints, 
the  interinedi.'ite  posts  of  curved  chord  bridges  are  subjeeted  to  relativelv 
greater  tensile  stress  from  live  load  than  the  intermediate  ])osts  of  parallel 
eliord  bridges.     For  example,  let  us  consider  the  ease  of  post  cC   (Fig. 


Ip       \\p  Dead  Load 


FlfiT.  310 


310).  If  panel  points  B  and  C  alone  were  loaded  with  live  load  (ignor- 
ing counter  dV,^  it  is  readily  seen  that  post  cC  would  be  in  tension — very 
much  the  same  as  in  the  ease  of  parallel  chord  bridges — and  it  is  obvious 
that  this  tensile  stress  would  be  greater  than  it  would  be  if  the  chords 
be  and  cd  had  the  same  slope  at  e,  as  the  chords,  owing  to  their  slopes 
being  different,  pull  upward  (so  to  speak)  on  the  post  cC  and  also  on 
diagonal  eD.  Now,  it  is  evident  tliat  the  tensile  stress  in  post  cC  will 
increase  as  the  stress  in  the  top  chords  be  and  cd  increases,  and  that  it 
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will  be  a  maximum  when  the  stress  in  diagonal  cD  is  zero,  for  in  that 
ease  the  post  alone  would  resist  the  upward  pull  from  the  chords  be 
and  cd.  So  the  problem  in  placing  the  live  load  for  maximum  tension 
in  post  cCy  is  to  place  it  so  as  to  obtain  zero  stress  in  diagonal  cD  and 
at  the  same  time  as  great  a  stress  as  possible  in  the  top  chords  be  and  cd. 
It  is  customary  in  practice  to  use  an  equivalent  uniform  live  load  (see 
Art.  123)  in  determining  the  tension  in  intermediate  posts  of  curved 
chord  bridges,  as  the  work  is  very  tedious  if  wheel  loads  be  used.  So 
we  will  consider  a  uniform  live  load  in  this  case.  Suppose  that  this  live 
load  moves  onto  the  bridge  from  the  left  and  loads  it  from  A  to  m,  just 
so  the  dead-load  tension  in  diagonal  cD  is  reversed.  Then  the  stress  in 
diagonal  cD  and  also  in  counter  dC  would  be  zero.  Now,  as  the  load 
continues  to  move  on  to  the  right  past  m,  the  counter  dC  will  be  in  tension 
and  this  tension  will  increase  steadily,  and  likewise  the  stress  in  the  top 
chords  be  and  cd  (the  stress  in  diagonal  cD  remaining  zero)  until  some 
point  n  is  reached  when  the  counter  dC  will  have  maximum  tension  and 
the  stress  in  diagonal  cD  will  still  be  zero.  Then,  as  the  load  continues 
to  move  on  to  the  right  (past  n),  while  the  stress  in  the  top  chords  be  and 
cd  will  steadily  increase,  the  tension  in  counter  dC  will  steadily  decrease 
until  some  point  o  is  reached  when  the  stress  in  the  counter  dC  is  zero. 
This  position  is  the  one  for  maximum  tension  in  the  post  cC  as  any 
further  movement  of  the  load  to  the  right  would  produce  tension  in  diago- 
nal  cD  (which  has  zero  stress  when  the  load  extends  from  A  to  o)  and 
compression  in  post  cC  and  hence  the  tension  in  the  post  would  be  rapidly 
reduced. 

The  determination,  as  to  location,  of  point  o  (the  head  of  the  uniform 
load)  in  any  case  is  very  much  a  matter  of  trial.  We  could  first  load 
from  A  to  Z),  -for  instance.  Then  compute  the  stress  in  the  counter  dC 
(or  diagonal  cD  in  case  no  counter  is  used)  and  if  a  stress  occurs  with 
the  load  in  that  position  we  could  move  the  load  to  the  right  or  left,  as 
the  case  may  require,  until  the  stress  in  the  counter  is  found  to  be  zero 
and  this  position  of  the  load  is  the  one  required. 

After  the  position  of  the  load  for  maximum  tension  in  the  post  is 
found,  as  Ao,  we  can  take  moments  about  7/  and  obtain  72,  the  live-load 
reaction  at  A.  Then  we  can  readilv  obtain  the  maximum  live-load  tension 
in  the  post  cC  by  taking  moments  about  O  and  considering  all  of  the  forces 
to  the   left  of  section   2-2.      Thus,  taking  moments   about   0,   we  have 

72*  -  rr(*  +  e/)  -  rr(*  +  2(/)  +  5(*  +  2rf)  =  0, 

from  which  we  obtain 

W{sA  d)  +  W{8^2d)-R8 


S  = 


{^s  +  2d) 


for  the  maximum  live-load  tension  in  post  cC,  where  fr  =  panel  of  live 
load. 

To  this  tension  should  be  added  the  dead-load  tension  that  occurs  in 
the  post  at  the  same  time.  The  dead-load  tension  in  the  post  is  readily 
obtained  in  the  same  manner  as  shown  above  for  the  live-load  tension. 
Thus^  taking  moments  about  O  we  have 
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from  which  we  obtain 

(s  +  2d) 
for  the  dead-load  tension  that  occurs  in  the  post  at  the  same  time  the 
maximum  live-load  tension  occurs  in  it.    P  =  panel  of  dead  load  and  R^  = 
total  dead-load  reaction  at  A — the  same  as  occurs  at  H, 

The  maximum  live-load  tension  in  any  other  intermediate  post  is 
obtained  in  a  manner  similar  to  that  shown  above  for  post  cC.  For 
example^  to  obtain  the  maximum  live-load  tension  in  post  dD,  we  would 
load  the  bridge  from  A  on  to  the  rights  until  we  obtained  zero  stress  in 
eD  and  then  we  would  determine  the  maximum  tension  in  the  post  by 
taking  moments  about  0\  In  the  case  of  post  dD  the  maximum  tension 
would  occur  in  the  member  when  the  span  was  fully  loaded,  for  in  that 
case  both  diagonals,  eD  and  dE,  would  have  zero  stress. 

Complete  Design  of  a  225-Ft.  Single-Track  Through  Pin-Oonnected 

Curved  Chord  Pratt  Truss  Span 

191.  Data.— 

Length  =  9  panels  @  25'-0"  =  225'-0"  c.c.  end  pins. 

Width  =  1 7"-0"  c.c.  trusses. 

Height  =  45^-0^'  at  center  and  31^-0''  at  hip. 

Stringers  spaced  6'6"  c.c. 

Live  load^  Cooper's  £50  loading. 

Specifications^  A.  R.  £.  Association. 

192.  Design  of  25-Ft.  Stringers. — Proceeding  in  the  manner  out- 
lined in  Art.  170  we  obtain  the  following  for  the  stringers:' 

Maximum  End  Shear :  Maximum  Moment: 

D=      5,000  lbs.  D=    375,000  in.  lbs. 

L=    71,000  lbs.  L  =  4,575,000  in.  lbs. 

1=    C)fi,0001bs.  7  =  4,223,000  in.  lbs. 

U'!,000  lbs.  9,173,000  in.  lbs. 

1 12,000  -r  7388  =  18°"  9,173,000  -r  45  =  204,000# 

1— web  ^8"  X  3"  =  18°"  204,000^16,000=    12.75°'^ 


Endstiff— Ls3i"x3Jx|"  2— Ls  f/'x  C/'x  J"=    10.50° 

Int.  stiff— Ls  3  J"  x  3^  X  t"  J  area  of  web  =      2.25° 


12.75°'' 


193.    Design  of  the  Intermediate  Floor  Beams. —  Proceeding  in 

the  manner  outlined  in  Art.  171   we  obtain  the  following  for  the  inter- 
mediate floor  beams: 

Maximum  End  Shear  Maximum  Moment 

D=    12,000  lbs.  D=       721,000  in.  lbs. 

L=    94,500  lbs.  L=    5,953,000  in.  lbs. 

7=    81,000  lbs.  7=    5,104,000  in.  lbs. 

187,500  lbs.  11,778,000  in.  lbs. 
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187,500  ^  7,644  =  24.5°^ 
1— web  56''  X  A"  =  24.5°'' 


11,778,000  ^  53  =  282,000* 
222,000^16,000=   13.87°" 

2— Ls6''x6''xl"=   10.50°'' 
i  area  of  web  =     3.06°" 


13.56°" 


194.  Design  of  End  Floor  Beams.— Proceeding  in  the  manner 
oatlined  in  Art.  172  and  assuming  the  length  of  each  beam  to  be  14'-6", 
as  they  will  rest  upon  the  shoes  in  this  case,  we  obtain  the  following  for 
the  end  floor  beams: 


Maximum  End  Shear: 

D  =  6,500  lbs. 
L=  71,000  lbs. 
/=  66,000  lbs. 

143,500  lbs. 

143,500 -r  8,266  =  17.37° 
1— web  56"  X  I"  =  21.00° 

35=^<12,000-O 


[// 


^/ 


Maximmn  Moments : 

D=  305,000  in.  lbs. 
L  =  3,408,000  in.  lbs. 
7  =  3468,000  in.  lbs. 

6,881,000  in.  lbs. 

6,881,000  ^  52.37  =  131,000* 
131,000^16,000=     8.19°" 

2— Ls  6"  X  4"  X  f "  =  7.28  -  0.75  =     6.47°" 

i  area  of  web  =      2.62°" 

9.09°" 


195.    Determination  of  Dead-Load  Stresses  in  Trusses.— From 

(4),  Art.  124,  we  have 

p  =  7x225 +  660  =  2,235  lbs. 

for  the  approximate  weight  of  metal  per  ft.  of  span  and  adding  400  lbs. 
for  the  weight  of  the  deck,  we  have 

2,235  +  400  =  2,635  lbs. 

for  the  total  assumed  dead  load  per  ft.  of  span  or  2,635  -r  2  =  1,318  lbs.  per 
ft.  of  truss. 

Multiplying  this  by  25,  the  panel  length  in  feet,  we  have 

^=  1,318  X  25  =  32,950,  say,  33,000  lbs. 

for  the  panel  load  on  each  truss.  One-third  of  this  will  be  considered  at 
the  top  joints  and  two-thirds  at  the  bottom  joints.  The  dead-load  stresses 
can  be  determined  most  readily  by  graphics. 

Before  we  can  proceed  farther  it  is  necessary  that  we  determine  the 
exact  outline  of  the  truss.  The  panel  points  of  the  top  chord  will  be  on 
the  arc  of  a  parabola.  The  height  of  the  truss  at  the  hip  is  31  ft.  and 
45  ft.  at  the  center  of  the  span,  making  a  drop  of  14  ft.  from  the  center  of 
the  span  to  the  hip.  Laying  off  the  panel  lengths  along  the  bottom  chord 
LO-D  (Fig.  311)  and  taking  C  as  the  vertex  of  the  parabola,  CD  as  the 
jr  — axis  and  considering  half  panel  lengths  we  have 


^  =  11 
14     7« 


from  which  we  obtain 


14 


«=^x  1  =  0.2857  ft 
49 
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for  the  vertical  distance  from  the  horizontal  line  through  C  down  to 
panel  point  £74. 

Similarly^  we  have 

14  ""72 
from  which  we  obtain 

a.'=lix9  =  2.5713ft. 
49 

for  the  vertical  distance  down  to  panel  point  US,  and  similarly  we  have 


from  which  we  obtain 


14  "7"^ 
=  7.1428  ft. 


for  the  vertical  distance  down  to  panel  point  172,  and  thus  we  have  all  of 
the  panel  points  or  joints  of  the  top  chord  located  and  the  outline  of  the 


LOlf 


IM14 


Fig.  811 

truss  can  be  drawn  as  shown  (Fig.  311).  After  the  outline  of  the  truss  is 
carefully  drawn  (say  ^  scale),  the  dead-load  stress  in  each  member 
can  be  graphically  determined  as  shown  in  Fig.  311;  one-third  of  a  panel 
load  of  dead  load,  which  is  33,000 x^  =  11, 000#,  being  considered  as 
applied  at  each  top  joint,  and  two-thirds,  which  is  33,000  x  f  =  22,000#, 
at  each  bottom  joint. 

The  reaction  =  4x  33,000  =  132,000#,  which  is  applied  at  LO.     We 
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obtain  the  diagram  of  tlie  stresses  shown  (Fig.  311)  bj  first  laying  off  1-2 
(to,  say,  a  -^  scale)  equal  to  the  reaction  and  passing  around  joint  LO 
counter  clock-wise  we  obtain  the  polygon  1-2-3-1  for  joint  LO.  Then 
starting  with  LO-Ll,  at  LI,  and  passing  around  joint  LI  counter  clock- 
wise we  obtain  the  polygon  3-8-4-5-3.  Considering  Ul  and  passing  around 
counter  clock-wise,  beginning  with  the  11,000#  load,  we  obtain  the  dia- 
gram 6-1-3-5-7-6,  and  so  on  for  the  other  joints  as  fully  explained  in  Ex- 
ample 2,  Art.  96. 

196.    Detenninatioii  of  Live-Load  Stresses  and  Impact  in  the 

Tmsses. — In  beginning  the  work  of  determining  the  live-load  stresses 
in  the  truss,  a  diagram  showing  the  entire  truss  should  be  drawn  carefully 
to  scale  (say,  to  a  -^  scale)  and  upon  this  diagram  the  important  lengths 
and  the  calculated  values  of  the  different  angles  should  be  given  as  shown 
in  Fig.  31S. 

End  Pott  bA.     The  maximum  stress  will  occur  in  this  member  when 
the  loading  is  placed  for  maximum  shear  in  panel  AB.    By  placing  wheel 


««; 


______^r5- 
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^ 

\M\ 

1         1     ..„•     ' 
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y      > 

^""     \ 

4  at  B  (using  Table  A)  we  obtain  2,231  lbs,  for  the  average  unit  load  on 
the  bridge  and,  considering  one-half  of  the  load  at  B  as  being  iii  panel 
AB,  we  obtain  8,400  lbs.  for  the  average  unit  load  in  the  panel  AB.  This 
position  comes  nearest  to  satisfying  the  criterion  of  Art.  90.  So  taking 
moments  about  J  (Fig.  312)  we  obtain  (using  Table  A) 


R  =  [16,364  +  (284  x  109)  +  109=]  \:^- 


■■  263,100  lbs. 


for  the  reaction  at  A,  and  taking  moments  about  B  \ 

r=  (480)^^  =  10,200  lbs. 

for  the  stringer  reaction  at  A.     Then  for  thi 
AB  we  have 

S  =  263,100  -  19,900  =  243,900  lbs. 

for  Cooper's  £40  loading  and 

243,900  X  ^  =  304,87S,  say,  305,000  lbs. 


shear  in  panel 
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for  Cooper's  E50.    Now  multiplying  this  by  sec^  we  have 

305,000  X  1.28  =  390,400,  say,  390,000  lbs. 

for  the  maximum  live-load  stress  in  end  post  bA, 

The  load  extends  over  practically  the  entire  span  when  this  maximum 
stress  occurs,  and  hence  the  L  in  the  impact  formula  (Art.  125)  will  be 
taken  as  225.    So  we  have 


=  (300^25)  ^^^'^^^  =  223,000  lbs. 


for  the  maximum  impact  stress  in  bA, 

Now  adding  the  above  live-load  stress  and  impact  and  the  dead-load 
stress,  given  in  Fig.  311,  together  we  have 

390,000  +  223,000  + 169,000  =  782,000  lbs. 

for  the  total  maximum  stress  in  the  end  post  bA, 


-S "i — r 

L  -  Z2S' 


0 
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Diagonal  bC,     By  placing  wheel  3  at  C  (Fig.  313)   and  applying 
Formula  4  of  Art.  190  we  obtain 


442     ,  ^^      ^40  /,     25 
—  =1.97  and-     1  +  - 


(l.g)  =  S.06. 


By  placing  wheel  2  at  C  we  obtain 

432 


225 


=  1.92  and 


i(-i)-- 


From  this  it  is  seen  that  the  criterion  for  placing  the  wheels  for  maxi- 
mum stress  in  diagonal  bC  is  nearest  satisfied  when  wheel  3  is  at  C  Then 
placing  wheel  3  at  C  as  shown  in  Fig.  313  and  taking  moments  about  J  we 
obtain  _ 

12  =(16,364 +  22,436  + 792)  i^^  =  200,180  lbs. 

for  the  reaction  at  A.     Then  taking  moments  about  C  of  the  forces  to  left 
we  obtain 

HI  =  [ (200,180  X  50)  -  230,000]  -r  37.86  =  258,290  lbs. 

for  the  horizontal  component  of  the  stress  in  the  top  chord  be  and  multi- 
plying this  by  tan<t>  we  have 

VI  =  258,290  X  0.2744  =  70,875  lbs. 

for  the  vertical  component  of  the  stress  in  the  top  chord  be. 
Taking  moments  about  C  of  wheels  1  and  2  we  obtain 

r= 9,200  lbs. 
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Now  adding  up  all  of  the  vertical  forces  and  components  to  the  left 
of  sections  2-2  we  have 

i2-r-r-ri=o, 

from  which  we  obtain 

V=R-r-Vl 

and  substituting  in  the  numerical  values  given  above  we  have 

V  =  200,180  -  9,200  -  70,875  =  120,105  lbs. 

for  the  vertical  component  of  the  stress  in  diagonal  bC  and  multiplying 
this  hy  secO  we  obtain 

S  =  120,105  X  1.28  =  153,734  lbs. 

for  the  stress  in  the  diagonal  due  to  Cooper's  £40  and  multiplying  this 
by  50/40  we  obtain  192,167,  say  192,000  lbs.  for  the  maximum  live-load 
stress  in  diagonal  bC, 

When  this  maximum  stress  occurs  the  span  is  loaded  practically  from 
C  to  J  and  hence  the  L  in  the  impact  formula  will  be  taken  as  175  ft.  So 
we  have 

for  the  impact  stress  in  diagonal  bC. 

Now  adding  together  the  above  live-load  stress  and  impact  and  the 
dead-load  stress,  given  in  Fig.  311,  we  have 

192,000  + 121,000  +  73,000  =  386,000  lbs. 

for  the  total  maximum  tension  in  diagonal  bC, 

Intermediate  Post  cC.  Placing  wheel  3  at  D  and  applying  Formula 
4  of  Art.  190  we  obtain 

392     ,  ^ .      ,40  /,     50\    ^  , 
—  =1.74and- (^1-^-1=2.1 

and  placing  wheel  2  at  D  we  obtain 

382 


.52 


225 


=i-^-^i(i^l?)=i-^«- 


p'V" 


L  «  2ZS' 
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From  this  it  is  seen  that  the  criterion  for  placing  the  wheel  loads  for 
maximum  stress  in  post  cC  is  nearest  satisfied  when  wheel  2  is  at  D. 
Then  placing  wheel  2  at  D,  as  shown  in  Fig.  314,  and  taking  moments 
about  J  we  obtain 

R  =  145,200  lbs. 
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for  the  reaction  at  A  and  taking  moments  about  D  of  wheel  1  we  obtain 

r=  (10,000x8)  ^25  =  3,200  lbs. 

for  the  floor  beam  concentration  at  C  Then  taking  moments  about  C 
of  all  the  forces  and  components  to  the  left  of  section  3-3  we  obtain 

J^=(l?x50)^A, 

and  substituting  in  the  numerical  values  given  above  we  have 

H  =  (145,200  X  50)  ^  37.86  =  191,700  lbs. 

for  the  horizontal  component  of  the  stress  in  the  top  chord  he.  Then 
multiplying  this  component  by  tan</>  we  obtain 

V  =  191,700  X  0.2744  =  52,600  lbs., 

for  the  vertical  component  of  the  stress  in  the  top  chord  he.  Now  adding 
up  (algebraically)  all  of  the  vertical  forces  and  components  to  the  left  of 
section  3-3  we  have 

22-.r-r-S  =  0, 

and  substituting  in  the  numerical  values  given  above  and  transposing 
we  obtain 

S  =  145,200  -  3,200  -  52,600  =  89,400  lbs. 

for  the  stress  in  post  eC  due  to  Cooper's  £40,  and  multiplying  this  by 
50/40  we  obtain  111,700,  say,  112,000  lbs.  for  the  maximum  live-load 
compression  in  post  cC. 

When  this  maximum  stress  occurs  the  span  is  loaded  practically  from 
D  to  J  and  hence  the  L  in  the  impact  formula  will  be  taken  as  150.  So 
we  have 

/=  ( 1 50^300)  ^'^^'^^^ = '^^'^^^  ^^^-  (^''*'"*^ 

for  the  impact  stress  in  post  cC.  Now  adding  together  the  above  live-load 
stress  and  impact  and  the  dead-load  stress,  given  in  Fig.  311,  we  have 

112,000  +  75,000  +  34,000  =  221,000  lbs, 

for  the  total  maximum  compression  in  post  cC. 

Diagonal  cD.  Placing  wheel  3  at  D  (Fig.  312)  and  applying  equa- 
tion 4  of  Art.  190  we  obtain 

392     ^  ^^       .40/.       50  \     ^,^ 
=  1.74  and  :r-  I  1  +  tz-^t  I  =  2.11. 


40/ 
25  V 


225  25  \       156/ 

This  position,  as  can  be  verified  by  trial,  comes  nearest  to  satisfying 
the  criterion  for  maximum  stress  in  diagonal  eD,  So  placing  wheel  3  at 
D,  as  shown  in  Fig.  315,  and  taking  moments  about  J  we  obtain 

12=  (16,364  +  15,336 +  542)i^  =  ir)3,700  lbs. 

for  the  reaction  at  A.    Taking  moments  about  D  of  the  wheels  to  the  left 
we  obtain 


DESIGN  OF  SIMPLE  RAILROAD  BRIDaES 


433 


r=(230)ii^^  =  9;20011)s. 

for  the  floor  beam  concentration  at  C.    Next^  taking  moments  about  D  of 
the  forces  and  components  to  the  left  of  section  4-4  we  obtain 

^^  ^  (153,700x50) -(9,200x25)^  ^^^ 

42.43 


G 


SI. 


L 


/ 


d 
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for  the  horizontal  component  of  the  stress  in  the  top  chord  cd.  Multiply- 
ing this  by  tan^l  we  obtain 

VI  =  III  X  tan<^l  =  266,200  x  0.1828  =  48.660  lbs. 

for  the  vertical  component  of  the  stress  in  top  chord  cd.  Now  summing  up 
the  vertical  forces  and  components  to  the  left  of  section  4-4  we  have 

22-r-r-ri=o. 

Substituting  the  numerical  values  given  above  and  transposing  we  obtain 

V  =  153,700  -  9,200  -  48,660  =  95,840  lbs. 

for  the  vertical  component  of  the  stress  in  diagonal  cD  and  multiplying 
this  by  sec^l  we  have 

S^FsecOl  =  95,840  x  1.199  =  114,912  lbs. 

for  the  stress  in  diagonal  cD  due  to  Cooper's  £40  loading.  Then  by  mul- 
tiplying this  by  50/40  we  obtain  143,635,  say,  144,000  lbs.  for  the  maxi- 
mum tension  in  diagonal  cD  due  to  the  E50  loading. 

When  this  maximum  stress  occurs  the  span  is  practically  loaded  from 
D  to  J  and  hence  the  L  in  the  impact  formula  will  be  taken  as  150  ft.  So 
we  have 

for  the  impact  stress  in  diagonal  cD. 

Now  adding  together  the  above  live-load  stress  and  impact  and  the 
dead-load  stress,  given  in  Fig.  311,  we  obtain 

144,000  +  96,000  +  40,000  =  280,000  lbs. 

for  the  total  maximum  tension  in  diagonal  cD, 

Intermediate  Post  dD,  Placing  wheel  2  at  £  (Fig.  312)  and  apply- 
ing equation  4  of  Art.  190  we  obtain 


332 
225 


=  1.17  and 


25(^^156J  =  ^-^^- 
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This  position  of  the  wheels  practically  satisfies  the  criterion  for  maxi- 
mum stress  in  post  dD,  So  placing  wheel  2  at  E,  as  shown  in  Fig.  316, 
and  taking  moments  about  J  we  obtain  (using  Table  A) 

R  =  105,500  lbs. 


^L^ 


J 


Fig.  316 

for  the  reaction  at  A,  and  taking  moments  about  E  of  wheel  1  we  obtain 

r  =  3,200  lbs. 

for  the  floor  beam  concentration  at  D,  Then  taking  mioments  about  D 
of  the  forces  and  components  to  the  left  of  section  5-5  we  obtain 

HI  =  186,500  lbs. 

for  the  horizontal  component  of  the  stress  in  top  chord  cd  and  multiply- 
ing this  by  tan<^l  we  obtain 

VI  =  186,500  X  0.1828  =  34,092  lbs. 

for  the  vertical  components  of  the  stress  in  top  chord  cd. 

Now,  by  summing  up  (algebraically)  the  vertical  forces  to  the  left 
of  section  5-5  we  obtain 

S  =  105,500  -  3,200  -  34,092  =  68,208  lbs. 

for  the  stress  in  post  dD  due  to  Cooper's  £40  and  multiplying  this  bv 
50/40  we  obtain  85,260,  say,  85,000  lbs.  for  the  maximum  compression  in 
post  dD  due  to  the  £50  loading. 

When  this  maximum  stress  occurs  the  span  is  practically  loaded  from 
E  to  J  and  hence  the  L  in  the  impact  formula  will  be  taken  as  125  ft.  So 
we  have 


={u!^h'''=''''''''''- 


for  the  impact  stress  in  post  dD. 

Now,  adding  together  the  above  live-load  stress  and  impact,  and  the 
dead-load  stress,  given  in  Fig.  311,  we  obtain 

85,000  +  60,000  4- 12,000  =  157,000  lbs. 

for  the  total  maximum  compression  in  post  dD. 

Diagonal  dE.     Placing  wheel  3  at  E  (Fig.  312)  we  obtain 


342 
225 


=  l.r>2andg(l.3|.)  =  1.9. 
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This  position  of  the  load  comes  nearest  to  satisfying  the  criterion  for 
maximum  stress  in  diagonal  dE.     So  placing  wheel  3  at  £,  as  shown  in 

Fig.  317^  and  taking  moments  about  J  we  obtain 

* 

12  =  113,200  lbs. 

for  the  reaction  st  A,  and  taking  moments  about  E  of  the  wheels  to  the 
left  we  obtain 

r=  9,200  lbs. 

for  the  floor  beam  concentration  at  D.     Then  taking  moments  about  E 
of  the  forces  and  components  to  the  left  we  obtain 

HI  =  248,100  lbs. 

for  the  horizontal  component  of  the  stress  in  the  top  chord  de  and  mul- 
tiplying this  by  tan^2  we  obtain 

VI  =  248,100  X  0.0912  =  22,626  lbs. 

for  the  vertical  component  of  the  stress  in  top  chord  de. 

Now,  summing  up  the  vertical  forces  and  components  to  the  left  of 
section  6-6  we  obtain 

r=  113,200  -  9,200  -  22,626  =  81,374  lbs. 

for  the  vertical  component  of  the  stress  in  diagonal  dE,  and  multiplying 
this  by  sec^2  we  obtain  94,393  lbs.  for  the  stress  in  diagonal  dE  due  to 


taMj  1 . 

1 1«"    ' 


J' 


L  =  ^^£ 


Flff.  817 


E4S)  loading;  and  multiplying  this  by  50/40  we  obtain  117,991,  say,  118,- 
OOO  lbs.  for  the  maximum  live-load  stress  in  the  member.  When  this  maxi- 
mum stress  occurs,  the  span  is  loaded  practically  from  £  to  J  and  hence 
the  L  in  the  impact  formula  will  be  taken  as  125  ft.    So  we  have 

/=  (i25  +  30o)  11S>000  =  83,200,  say,  83,000  lbs. 

for  the  impact  stress  in  diagonal  dE. 

Now,  adding  together  the  above  live-load  stress  and  impact  and  the 
dead-load  stress  given  in  Fig.  311,  we  obtain 

1 18,000  +  83,000  +  21,000  =  222,000  lbs. 

for  the  total  maximum  stress  in  diagonal  dE. 
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Intermediate  Post  eE.     Placing  wheel  2  at  F  (Fig,  312)  we  obtain 

225  25V       S'^S/ 

and  placing  wheel  3  at  F  we  obtain 

100\ 


From  this  it  is  seen  that  the  criterion  (Art.  190)  for  maximuni  stress 
in  post  eE  is  the  nearest  satisfied  with  wheel  3  at  F.  So  placing  wheel  2 
at  F,  as  shown  in  Fig.  318,  and  taking  moments  about  J  we  obtain 
(using  Table  A) 

/;  =  71,466  lbs. 
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for  the  reaction  at  A  and  taking  moments  about  F  of  the  wheel  to  the 
left  we  obtain 

r  =  3,200  lbs. 

for  the  floor  beam  concentration  at  F,.     Then  taking  moments  about  E 
of  Ilk'  foffi's  and  comiionents  to  tlic  left  of  section  7-7  wc  obtain 
Wl  =  159,843  lbs. 

for  the  horizontal  component  of  the  stress  in  the  top  chord  de  and  multi- 
phing  this  by  tnn^2  we  obtain 

ri  =  14,577  Iba. 

for  the  vertical  component  of  the  stress  in  top  chord  de.  Then  adding 
nlgcbraieallv    the   vertical   forei's   and   com|)oncnts   to   the   left  of   section 

7-7  we  obtain 

5  =  71,4GC  -  3,200  - 14,577  =  53,089  lbs. 

for  the  maximum  compression  in  post  eE  due  to  the  F40  loading  and  mul- 
tiplying this  by  50/40  we  obtain  (;7,ni,say,  fi7,OU0  lbs.  for  the  maximum 
live-load  eom]iression  in  post  eE. 

When  this  maximum  stress  occurs  the  span  is  loaded  praeticallv 
from  F  to  J  and  hence  the  L  in  the  impact  formula  will  be  taken  as  100. 
So  we  have 


1^1—]  G7,000  =  50,250,3ay,50,00011 
for  the  impact  stress  in  post  eE. 


/       300 
U00  + 
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Now^  adding  the  above  live-load  stress  and  impact^  and  the  dead- 
load  stress  given  in  Fig.  311  we  obtain 

67,000  +  50,000  -  5,000  =  1 12,000  lbs. 

for  the  total  maximum  compression  in  post  eE. 

Diagonal  eF.  As  the  top  chord  ef  (Fig.  312)  is  parallel  to  bottom 
chord  EF  the  diagonal  eF  will  carry  all  of  the  maximum  shear  in  panel 
EF  when  the  load  moves  onto  the  bridge  from  the  right  and  hence  the 
ordinary  criterion  of  Art.  90  for  the  maximum  shear  in  panel  EF  applies. 
According  to  this  criterion,  the  maximum  shear  will  occur  in  panel  EF 
when  the  average  unit  load  on  the  bridge  is  equal  to  the  average  unit  load 
in  the  panel. 

This  is  the  nearest  satisfied  when  wheel  3  is  at  F.  So  placing  wheel 
3  at  F  as  shown  in  Fig.  319  and  taking  moments  about  J  we  obtain 

i2  =  77,851  lbs. 


L^225' 


I 
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for  the  reaction  at  A  and  taking  moments  about  F  of  the  wheels  to  the 
left  we  obtain 

r= 9,200  lbs. 

for  the  floor  beam  concentration  at  E,  Then  for  the  maximum  shear  in 
panel  EF  we  have 

(12  -  r)  =  (77,851  -  9,200)  =  68,651  lbs. 

This  is  assumed  to  be  carried  altogether  by  the  diagonal  eF,  so,  evi- 
dently the  vertical  component  of  the  stress  in  that  member  must  be  equal 
to  this  shear;  that  is, 

r  =  68,651  lbs. 

Then  multiplying  this  by  sec^3  we  obtain 

S  =  68,652  X  1.145  =  78,605  lbs. 

for  the  stress  in  the  diagonal  eF  due  to  F40  loading  and  multiplying  this 
by  50/40  we  obtain  98,256,  say  98,000  lbs.  for  the  maximum  live-load 
stress  in  diagonal  eF. 

When  this  maximum  stress  occurs  the  span  is  loaded  practically  from 
F  to  J  and  hence  the  L  in  the  impact  formula  will  be  taken  as  100. 

Then  we  have 

for  the  impact  in  diagonal  eF. 
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Now,  adding  the  above  live-load  stress  and  impact,  and  the  dead-load 
stress  given  in  Fig,  311  we  obtain 

98,000  +  73,000  +  00,000  =  IT'l.OOO  lbs. 
for  the  total  maximum  stress  in  diagonal  eF. 


FlK-  SiO 

Counter  eD.     Placing  wheel  3  at  D  i 


applying  Formula  11  of  Art.  190 
the  bridge) 

,40  /100  +  3T1 


I  shown  at  (a),  Fig.  320,  and 
(not  considering  wheel  15  on 


This  position  of  the  wheels  comes  nearest  to  satisfying  the  criterion 
for  maximum  stress  in  counter  eD.  So  placing  wheel  3  at  D  and  taking 
moments  about  A  we  obtain 

R  =  (10,816)  ^^^  48,071  lbs. 

for  the  reaction  at  J  and  taking  moments  about  D  of  the  wheels  to  the 
right  we  obtain 

r  =  9,200  lbs. 

for  the  floor  beam  concentration  at  E. 

51  is  equal  and  opposite  to  the  dead-load  stress  in  diagonal  dE  which 
is  given  in  Fig.  311  ns  21,000  lbs.  Then,  resolving  SI  into  horizontal 
and  vertical  components  at  E,  we  obtain 

n  =51 -rscciSS  =  21,000- 1.16- 18,103  lbs. 

for  the  vertical  component  of  the  stress  in  diagonal  dE. 

Taking  moments  about  D  of  the  forces  and  components  to  the  right 
wc  obtain 

(E  X 150)  -  (PI  x85)  -  (rx  25)  -  (H2  x  48.43)  iO. 
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Substituting  in  the  numerical  values  given  above  and  transposing  and 
reducing  we  obtain 

H2  =  153,853  lbs. 

for  the  horizontal  component  of  the  stress  in  top  chord  de  and  multiply- 
ing this  by  tan^2  we  obtain 

F2  =  153,853  x  0.0912  =  14,031  lbs. 

for  the  vertical  component  of  the  stress  in  top  chord  de. 

Now,  summing  up  all  the  vertical  forces  and  components  to  the 
right  of  section  9-9  we  obtain 

and  substituting  in  the  numerical  values  given  above  we  have 

r= 48,071  -  9,200  - 18,103  + 14,031  =  34,799  lbs. 

for  the  vertical  component  of  the  stress  in  counter  eD  and  multiplying 
this  by  sec^3  we  have 

S  =  34,799  X  1.145  =  39,844  lbs. 

for  the  maximum  stress  in  counter  eD  due  to  the  £40  loading  and  mul- 
tiplying this  by  50/40  we  obtain  49,805,  say,  50,000  lbs.  for  the  maximum 
live-load  stress  in  counter  eD  due  to  £50  loading. 

When  this  maximum  stress  occurs  the  span  is  loaded  practically  from 
D  to  ^  and  hence  the  L  in  the  impact  formula  will  be  taken  as  75. 

Then  we  have 


I 


=(7^)''^'''="'''''^'" 


for  the  impact  stress  in  counter  eD. 

Now,  adding  the  above  live-load  stress  and  impact  together  we  have 
(counters  carry  no  dead  load) 

50,000  +  40,000  =  90,000  lbs. 

for  the  total  maximum  stress  in  counter  eD. 

No  counter  is  needed  in  panel  CD  as  the, live-load  shear  is  not  suf- 
ficient to  reverse  the  dead-load  shear;  or,  in  other  words,  the  dead-load 
tension  in  diagonal  cD  is  greater  than  the  live-load  compression  in  it. 

Tension  in  Post  dD.  The  maximum  shear  in  end  panel  AB  was 
found  above  (in  determining  the  stress  in  end  post  bA)  to  be  305,000  lbs. 

Substituting  this  shear  in  the  formula  given  in  Art.  123  we  obtain 

,        ,    305,000     ,        o/^^./^« 

P=/22532F^  =  ^-^^^^^^- 
2 

for  the  equivalent  uniform  live  load  per  foot  of  truss  for  determining  the 
stress  in  the  web  members  and  hence  we  can  use  this  load  for  determin- 
ing the  tension  in  intermediate  posts.     Then  for  the  panel  load  we  have 

W  =  3,050  X  25  =  76,250,  say  76,000  lbs. 

The  first  part  of  our  problem  now  is  to  place  this  uniform  load  so 
as  to  obtain  zero  stress  in  counter  eD  and  also  in  diagonal  d£  ^xid.  ^\.  *Csy^ 
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same  time  as  great  a  streaa  in  chords  cd  and  de  as  possible  (see  Art.  IdO). 
The  equivalent  uniform  live  load  will  produce  practically  the  same 
stress  in  the  counter  eD  (Fig.  320)  as  the  wheel  loads.  So,  if  panel 
points  B,  C,  and  D  are  loaded  with  the  above  uniform  load  the  t^junter 
eD  will  have  a  maximum  tensile  stress  of  50,000  lbs.,  the  same  as  pre- 
viously found  for  wheel  loads.     Dividing  this  by  sec03  we  obtain 

50,000 -r  1.145  =  44,000  lbs.  (about) 

for  the  vertical  component  of  the  maximum  tensile  stress  in  counter  eD. 
r  any  panel  point  to  the  right  of  panel  DE  will 
in  counter  eD,  What  we  desire  is  to  place  the 
load  just  so  that  the  §0^000  lbs.  tension  in  the  counter  is  exactly  counter- 
acted, for  then  the  counter  eD  and  diagonal  dE  will  have  Ecro  stress  and 
hence  the  post  dE  will  have  maximum  live-load  tension. 

By  loading  panel  point  E  alone  we  obtain  a  reaction  at  A  of  76,- 
000  X  5/9  =  42,000  lbs.    Now,  as  the  vertical  component  of  the  50,000  lbs. 


tensile  stress  in  the  counter  eD  alone  is  about  44,000  lbs.,  it  is  obvious 
that  a  panel  load  at  E  will  not  reverse  the  50,000  lbs.  tension  in  the 
counter.  So  next,  let  us  place  a  panel  load  at  both  E  and  F,  Then  for 
the  reaction  at  A,  which  is  equal  to  the  negative  shear  in  panel  DE  due 
to  the  loads  at  E  and  F,  we  obtain 


K-- 


?6,000  X I  +  76,000  X I  =  76,000  lbs.  (about) . 


Taking  moments  about  D  (panel  points  E  and  F  alone  being  loaded)  we 
obtain 

Hl=  (76,000  X  75)  ^  42.43  =  135,000  lbs.  (about) 

for  the  liorizontnl  component  of  the  stress  in  top  chord  de.     Then  mul- 
tiplying this  by  tan^2  we  obtain 

VI  ^  135,000  X  0.0912  =  12,300  lbs.  (about) 

for  the  vertical  component  of  the  stress  in  top  chord  de  due  to  the  panel 
loads  at  E  and  F. 
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Then  subtracting  this  from  the  reaction  we  obtain 

76,000  - 12,300  =  63,700  lbs. 

for  the  vertical  component  in  counter  eD,  This  is  too  great,  as  the  coun« 
ter  would  be  more  than  reversed  and  hence  the  diagonal  dE  would  then 
be  in  tension. 

Next,  suppose  the  load  extends  just  up  to  panel  point  F  so  that  the 
load  at  F  will  be  only  a  half  panel  load  or  38,000  lbs.  Then  for  the 
reaction  at  A  we  have 

76,000  X I  +  38,000  x |=  59,000  lbs.  (about). 
Now,  taking  moments  about  D  we  obtain 

VI  =  (  ^^'42^43  ^^)  0-0912  =  9,500  lbs.  (about) 

for  the  vertical  component  of  the  stress  in  the  top  chord  de. 
Then  subtracting  this  from  the  reaction  at  A  we  have 

59,000  -  9,500  =  49,500  lbs. 

for  the  vertical  component  of  the  compressive  stress  in  counter  eD.  As  is 
seen,  this  is  too  large.  So  let  us  extend  the  load  just  20  ft.  beyond  panel 
}>oint  E  as  shown.  Then  the  load  at  E  will  be  75,000  lbs.  and  at  F  it 
will  be  24,000  lbs.     The  reaction  at  A  due  to  these  two  loads  will  be 

(  75,000x|j  +  ( 24,000 xij  =  52,300 lbs.  (about). 

Then  taking  moments  about  D  we  obtain 

Fl=  f^^^J^^)  0.0912  =  8,400  lbs.  (about) 

for  the  vertical  component  of  the  stress  in  the  top  chord  de.  Now,  sub- 
tracting this  from  the  reaction  at  A  we  obtain 

52,300  -  8,400  =  43,900  lbs. 

for  the  vertical  component  of  the  compressive  stress  in  the  counter  eD 
due  to  the  loads  at  E  and  F  which  just  reverses  the  maximum  tension 
in  the  counter.  So  this  is  the  position  of  the  load  being  sought  for.  That 
is,  by  placing  the  load  so  that  it  extends  from  A  to  20  ft.  beyond  E  the 
stress  in  both  the  counter  eD  and  diagonal  dE  will  be  zero  and  the  chords 
cd  and  de  will  have  the  greatest  stress  possible  with  that  condition  and 
hence  the  tension  in  post  dD  will  be  a  maximum. 

So  placing  the  load  in  that  position  and  taking  moments  about  A 
we  obtain 

R'  =  (3,050  X 120)^=  97,644  lbs. 

for  the  reaction  at  J. 

Then  taking  moments  about  D  we  obtain 

„^     97,644x150-3,050x45x45/2      .,p^^^„      ,,     ,. 
Hl  = TTTTT. -^  =418,000  lbs.  (about) 
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for  the  horizontal  component  of  the  stress  in  top  chord  de  and  mulUpljing 
this  by  sec02  we  obtain 

418,000  X  1.004  =  420,000  lbs.  (about) 

for  the  stress  in  top  chord  de.  Now  as  the  stress  in  diagonal  dE  is  zero, 
the  tensile  stress  in  the  post  dD  can  be  obtained  very  quickly  by  drawing 
the  diagram  shown  at  (b).  From  this  diagram  the  tension  in  post  dD 
is  found  to  be  about  38,000  lbs. 

As  is  seen,  when  this  maximum  tension  occurs  in  the  post  dD  there 
is  120  ft.  of  load  on  the  bridge,  so  we  have 


=  (igo^^3oo)  38,000  =  26,000  lbs.  (about) 


for  the  impact  stress. 

Now,  assuming  diagonal  dE  as  having  zero  stress  we  can  obtain 
the  dead-load  tension  in  post  dD  by  drawing  the  diagram  shown  at  (d). 

The  stress  in  top  chord  cd  is  given  in  Fig.  311  as  177,000  lbs.  Then 
drawing  1-3  equal  (by  scale)  to  177,000  and  parallel  to  cd,  and  1-2  and 
3-2  parallel  to  de  and  dD,  respectively,  we  have  the  dead-load  tension 
in  the  post  given  by  the  line  3-2.  This  tension  is  found  in  this  manner 
to  be  16,000  lbs. 

Now  adding  together  the  above  live-  and  dead-load  stresses  and 
impact  we  obtain 

38,000  +  26,000  + 16,000  =  80,000  lbs. 

for  the  total  maximum  tension  in  post  dD. 

Tension  in  Post  eE,  As  is  obvious,  the  maximum  tension  will  occur 
in  post  eE  when  the  span  is  fully  loaded,  for  in  that  case  both  of  the 
diagonals  eD  and  fE  have  zero  stress.  The  counter  eD  also  has  zero 
stress  at  the  same  time. 

Now,  as  we  are  using  a  uniform  live  load  we  can  readily  obtain  the 
live-load  tension  in  post  eE  by  direct  proportion  as  it  will  be  propor- 
tional to  the  dead-load  tension  given  in  Fig.  311. 

So,  letting  S  represent  the  live-load  tension,  we  have 

S  3,050 

5,000  -  1,318' 
from  which  we  obtain 

5  =  11,570,  say,  12,000  lbs. 

for  the  maximum  live-load  tension  in  post  eE  where  3,050  is  the  uniform 
live  load  and  1,318  the  dead  load  per  ft.  of  truss. 
For  the  impact  we  have 

Now,  adding  together  the  above  live-load  stress  and  impact,  and  the 
dead-load  stress  given  in  Fig.  311,  we  obtain 

12,000  +  7,000  +  5,000  =  24,000  lbs. 

for  the  total  maximum  tension  in  post  eE, 
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Bottom  Chords  AB  and  BC,  The  maximum  stress  can  be  obtained 
in  these  members  by  placing  a  load  at  B  such  that  the  average  unit  load 
to  the  left  is  equal  to  the  average  unit  load  on  the  bridge  (see  Art.  90) 
and  taking  moments  about  h;  but  the  same  can  be  found  by  simply  mul- 
tiplying the  maximum  shear  in  panel  AB  hy  tanO.  The  maximum  shear 
was  found  above  (in  determining  the  stress  in  the  end  post  6^)  to  be 
305,000  lbs.    So  we  have 

305,000  X  0.8066  =  246,013,  say,  246,000  lbs. 

for  the  live-load  stress  in  each  of  the  bottom  chords  AB  and  BC, 

When  this  maximum  stress  occurs,  the  load  extends  practically  over 
the  entire  span,  so  for  the  impact  stress  in  each  of  these  chords  we  have 

/  =  (  225T3Qo)  ^^^'^^^  "  140,571,  say,  141,000  lbs. 

Now,  adding  together  the  above  live-load  stress  and  impact,  and 
the  dead-load  stress,  given  in  Fig.  311,  we  obtain 

246,000  + 141,000  + 106,000  =  493,000  lbs. 

for  the  total  maximum  stress  in  each  of  the  bottom  chords  AB  and  BC, 

Bottom  Chord  CD.  The  stress  in  this  member  (see  Fig.  312)  is 
found  by  taking  moments  about  panel  point  c.  Then,  evidently,  the 
stress  will  be  a  maximum  when  the  load  is  placed  so  that  this  moment 
is  a  maximum.  According  to  Art.  90,  the  moment  will  be  a  maximum 
when  a  load  is  at  C  such  that  the  average  unit  load  to  the  left  is  equal 


Fier-  322 

to  the  average  unit  load  on  the  bridge.     Placing  wheel  7  at  C,  as  shown 
in  Fig.  322,  we  have 

(103 +  6.5)^^  =  2,190  lbs. 

for  the  average  unit  load  to  the  left  of  C  (considering  one-half  of  wheel 
7  as  being  to  the  left  of  C)  and 

[284+ (103x2)]^^  =2,177  lbs. 

t 

for  the  average  unit  load  on  the  bridge.     This  position  of  the  load  comes 
nearest  to  satisfying  the  criterion  for  maximum  moment  about  c  (or  C). 
Then  by  taking  moments  about  J  (using  Table  A)  we  obtain 

R  =  [16,364  +  (284  x  103)  + 103  *]  ^^  =  249,880  lbs.  (about) 

for  the  reaction  at  A.    Next,  taking  moments  about  c  of  the  forces  to  the 
left  and  dividing  by  the  height  of  the  truss  at  that  point  we  oV^taxw 
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S  =  [  (249,880  X  50)  -  (2,155  X  1,000)  ]  — ^—  =  273,000  lbs.  (aboat) 

for  the  maximum  stress  in  the  bottom  chord  CD  due  to  the  £40  loading 
and  multiplying  this  by  60/40  we  obtain  341,250,  say  341,000  lbs.  due  to 
the  £50  loading  which  is  the  maximum  live-load  stress  desired. 

When  this  maximum  stress  occurs  the  live  load  extends  over  practi- 
cally the  entire  span  and  hence  the  L  in  the  impact  formula  will  be  taken 
as  225,    So  for  the  impact  stress  we  have 

/=  (225T3OO  )  ^^^>^^^  =  lUfiOO  lbs.  (about). 

Now,  adding  together  the  above  live-load  stress  and  impact,  and  tht 
dead-load  stress  given  in  Fig.  311,  we  obtain 

341,000  + 194,000  + 152,000  =  687,000  lbs. 

for  the  total  maximum  stress  in  bottom  chord  CD. 

Top  Chord  be.  Considering  the  forces  to  the  left  of  section  1-1  (Fig. 
322)  it  is  readily  seen  that  the  horizontal  component  of  the  maximum 
stress  in  top  chord  be  is  equal  to  the  maximum  stress  in  bottom  chord  CD. 
So  by  multiplying  the  stress  in  CD  (found  above)  by  sec^  (sec  Art.  190) 
we  obtain 

SI  =  341,000  X  1.037  =  353,617,  say,  354,000  lbs. 

for  the  maximum  live-load  stress  in  top  chord  be.  For  the  impact  we 
have 

/  =  (225T3OO  )  ^^^^^^^  "  ^^^'^^^  ^^''  ^^^^''^^  • 

Now,  adding  together  the  above  live-load  stress  and  impact,  and 
the  dead-load  stress  given  in  Fig.  311,  we  obtain 

354,000  +  202,000  + 157,000  =  713,000  lbs. 

for  the  total  maximum  stress  in  top  chord  be. 

Bottom  Chord  DE.  The  stress  in  this  member  is  found  by  taking 
moments  about  panel  point  d  and  hence  the  stress  in  the  member  will  be 
a  maximum  when  the  moment  about  d  is  a  maximum.  Placing  wheel  11 
at  D,  as  shown  in  Fig.  323,  we  have 

(152  +  10)^^  =  2,160 

for  the  average  unit  load  to  the  left  of  D  (or  d)  and 

(284  +  210)^=2,195 

for  the  average  unit  load  on  the  bridge.  This  position  of  the  load  comes 
the  nearest  to  satisfying  the  criterion   for   maximum   moment   about   d 

(or  D). 

Then  by  taking  moments  about  J  we  obtain 

R  =  [ (16,364  X  75)  +  (284  x  105)  +  105*]  ^^  =  254,260  lbs.  (about) 
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for  the  reaction  at  A.    Nest,  taking  moments  about  d  of  the  forces  to  the 
left  and  dividing  by  the  height  of  the  truss  at  that  point  we  obtain 


5=  [(854,260 X 75)  -  (5,848 x  1,000)] 


42.43 


=  311,600  lbs.  (abont) 


for  the  maximum  streas  in  chord  DE  due  to  the  £40  loading  and  multiply- 
ing this  by  50/40  we  obtain  38!l,500,  say  390,000  lbs.  for  the  maximum 
stress  due  to  the  £50  loading. 
For  the  impact  we  have 


_  /   300   \ 
"V  225 +  300/ 


390,000  =  222,856,  say,  223,000  lbs. 


^225  +  300/ 

Now,  adding  together  the  above  live-load  stress  and  impact,  and  the 
dead-load  stress  given  in  Fig.  311,  we  obtain 

390,000  +  223,000  +  174,000  =  787,000  lbs. 
for  the  total  maximum  stress  in  bottom  chord  DE, 

Top  Chord  cd.    Considering  the  forces  to  the  left  of  section  2-2  (Fig. 
323)  it  is  readily  seen  that  the- horizontal  component  of  the  maximiua 
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stress  in  top  chord  cd  is  equal  to  the  maximum  stress  in  bottom  chord  DE. 
So  by  multiplying  the  maximum  stress  in  D£  by  sec^l  we  obtain 

390,000  X  1.016  =  396,240,  say,  396,000  lbs. 

for  the  maximum  live-load  stress  in  top  chord  cd. 
For  the  impact  we  have 


-{i^:)- 


396,000  =  226,000  lbs.  (about). 


Now,  adding  together  the  above  live-load  stress  and  impact,  and  the 
dead-load  stress  given  in  Fig.  311,  we  obtain 

396,000  +  226,000  + 1 77,000  =  799,000  lbs. 

for  the  total  maximum  stress  in  top  chord  cd. 

Bottom  Chord  EF.  The  stress  is  found  in  this  member  by  taking 
moments  about  panel  point  e  and  hence  the  stress  in  the  member  will 
be  a  maximum  when  the  moment  about  e  is  a  maximum. 

Placing  wheel  13  at  £,  as  shown  in  Fig.  324,  we  have  2,020  lbs.  for 
average  unit  load  to  the  left  of  E  (or  e)  and  2,062  lbs.  for  the  average 
unit  load  on  the  bridge.  This  position  of  the  load  comes  the  nearest  to 
satisfying  the  criterion  for  maximum  moment  about  e  (or  £). 
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Then  taking  moments  about  J  we  obtain 

n  =  [16,364  +  (284  x  90)  x  90*]  ^^  =  222,320  lbs.  (about) 

for  the  reaction  at  A,    Next^  taking  moments  about  e  of  the  forces  to  the 
left  and  dividing  by  the  height  of  the  truss  at  that  point  we  obtain 

S=  [(222,320  X 100)  -  (7,668  x  1,000)]— \^  =  325,743  lbs. 

for  the  maximum  stress  in  bottom  chord  £F  due  to  the  £40  loading  and 

325,743  X  -^  =  407,178,  say,  407,000  lbs. 

for  the  maximum  stress  due  to  the  £50  loading. 
For  the  impact  we  have 

/=  (225^^^300)  407,000  =  232,571,  say  233,000  lbs. 

Now  adding  together  the  above  liye-load  stress  and  impact,  and  the 
dead-load  stress  given  in  Fig.  311  we  obtain 

407,000  +  233,000  + 184,000  =  824,000 

for  the  total  maximum  stress  in  bottom  chord  £F. 

Top  Chord  de.    Considering  the  forces  to  the  left  of  section  3-3  (Fig. 
324)  it  is  readily  seen  that  the  horizontal  component  of  the  maximum 


^7i3Jmifumum»»>y>'tt»iia  })^^,i,mfmr^ 


H 


J 


stress  in  top  chord  de  is  equal  to  the  maximum  stress  in  bottom  chord  EF. 
So  by  multiplying  the  maximum  stress  in  the  bottom  chord  EF,  which, 
as  found  above,  is  407,000  lbs.,  by  sec</)2  we  obtain 

407,000  X  1.004  =  408,628,  say,  409,000  lbs. 

for  the  maximum  live-load  stress  in  top  chord  de. 
For  the  impact  we  have 

1=  foor^^^^nn)  409,000  =  234,000  lbs.  (about). 

Now,  adding  together  the  above  live-load  stress  and  impact,  and  the 
dead-load  stress  given  in  Fig.  311,  we  obtain 

409,000  +  234,000  + 185,000  =  828,000  lbs. 

for  the  total  maximum  stress  in  top  chord  de. 

Top  Chord  ef.     In  accordance  with  usual  practice  we  will  consider 
the  stress  in  top  chord  ef  to  be  equal  and  opposite  to  the  stress  in  bottom 
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chord  EF.  This  would  be  absolutely  true  if  the  shear  in  panel  EF  were 
zero.  If  a  uniform  load  be  used  the  shear  would  be  zero  and  in  case 
wheel  loads  are  used  the  shear  is  slight  and  hence  the  usual  practice  is 
not  far  wrong  in  any  case. 

We  have  now  determined  all  of  the  stresses  in  one-half  of  the  truss 
and  as  the  structure  is  symmetrical  about  the  center  of  span  these  are  all 
the  stresses  necessary  for  designing  the  trusses.  We  can  next  write  the 
above  stresses  on  the  stress  sheets  Fig.  328. 

197.    Designing  of  Members  in  Tmsses. — As  the  intermediate 

posts  are  the  governing  members  (see  Art.  176)  we  will  consider  them 
first.  We  will  first  ascertain  as  to  whether  channels  can  be  used.  The 
longest  post  is  r74-L4  (Fig.  328)^  which  has  a  length  of  about  536  ins. 
The  average  radius  of  gyration  of  15'^  channels  is  about  5.4  (see  Table 
3).    Then  for  the  maximum  L/r  we  have 

536 -r  5.4  =  99.2. 

The  maximum  allowed  for  L/r  for  main  members  by  the  specifications 
is  100.  So,  as  far  as  L/r  is  concerned,  15"  channels  can  be  used.  We 
will  next  ascertain  as  to  whether  the  area  of  the  channels  is  sufficient. 
Post  U2-L2  has  the  greatest  stress  and  hence  will  require  the  great- 
est area.  This  post  is  about  454  ins.  long.  Now  substituting  in  the 
column  formula,  using  the  average  radius,  we  have 

p  =  16,000  -  70  ^  =  10,115  lbs. 

for  the  allowable  unit  stress.  Dividing  this  into  the  stress  in  the  column 
vre  obtain 

221,000  ^10,115  =  21.74  sq.  ins. 

for  the  required  area.    From  this  it  is  seen  that  channels  can  be  used. 

Post  U2'L2,  The  area  just  found  for  this  post  is  21.74°".  Use 
2— [sl5"x40#=23.52°".  (The  15"x35#  channels  have  1.16°"  less 
area  than  required.) 

Post  U3-L3.  This  member  has  a  maximum  compressive  stress  of 
157,000  lbs.  and  a  maximum  tensile  stress  of  80,000  lbs.  Combining, 
according  to  the  specifications,  we  have 

157,000  +^2^=  197,000  lbs. 

for  the  maximum  compression  and 

80,000  +  i2^  =  120,000  lbs. 

for  the  maximum  tension  to  be  considered  in  designing  the  member. 

The  length  of  the  member  is  about  509  ins.  So  substituting  in  the 
column  formula,  using  the  average  radius  (as  preliminary),  we  have 

p  =  16,000  -  70  ^  =  9,400  lbs.  (about) 
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for  the  allowable  compressive  unit  stress.    Then  we  have 

197,000  ^  9,400  =  20.96  sq.  ins. 

for  the  area  of  cross-section  required  for  compression,  and  for  the  area 
required  for  tension  we  have 

120,0004- 16,000  =  7.5  sq.  ins. 

As  is  seen,  the  compression  governs.  Referring  to  Table  3,  it  is  seen 
that  2 — [s  15"x  35^  =20  5S^"  have  the  nearest  to  the  required  area  for 
compression.  So  substituting  the  radius  of  these  channels  in  the  column 
formula  we  have 

rfAQ 

16,000 -70  ^  =  9,615  lbs. 
5.0O 

for  the  required  unit  stress.  Dividing  this  into  the  maximum  compres- 
sion we  obtain 

197,000  ^  9,615  =  20.49  sq.  ins. 

for  the  required  area.  This  is  very  close  to  the  area  of  the 
2 — [sl5''x35^  and  hence  these  channels  will  be  used. 

Post  TU'LJf,  This  member  has  a  maximum  compressive  stress  of 
112,000  lbs.  and  a  maximum  tensile  stress  of  24,000  lbs.  Combining, 
we  have  124,000  lbs.  compression  and  36,000  lbs.  tension  to  be  consid- 
ered in  designing  the  member.  The  length  of  the  member  is  about  536  ins. 
Then,  using  tlie  radius  of  the  lightest  15''  channel  (as  the  stresses  are 
low),  we  have 

16,000 -70^  =  9,324  lbs. 

for  the  allowable  unit  compressive  stress  on  the  member.  Dividing  this 
into  the  above  combined  stress  we  have 

124,000  ^  9,324  =  13.3  sq.  ins.  (about) 

for  the  required  area  for  compression.  For  the  area  required  for  tension 
we  have 

36,000  -r  16,000  =  2.25  sq.  ins. 

As  is  seen,  the  compression  governs.  2 — [s  15"  x  33*  =  19.8°"  (which 
are  the  lightest  15"  channels)  will  be  used  for  this  member.  As  is 
seen,  there  is  an  excess  of  6.5°"  of  metal,  yet  we  cannot  do  better  if 
channels  are  used.  The  L/r  would  be  too  great  if  12"  channels  were 
used  instead  of  the  15"  channels. 

Hanger  Ul-Ll.     This  is  entirely  a  tension  member.     For  the  re- 
quired net  area  of  cross-section  we  have 

1 08,000  -f  16,000  =  13.37  sq.  ins. 

We  will  use  2— [s  15"  x  33#  =  19.8  -  (21/32  x  4)  =17.18°"  net. 
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(In  this  case  the  metal  cut-out  of  the  flanges  is  considered.)  This  is  more 
section  than  needed  but  15^'  channels  are  used  for  the  intermediate  posts 
and  for  the  dake  of  appearance  they  will  be  used  for  this  member. 

Diagonal  Ul-LSi.  For  the  required  net  area  we  have  386,000 -r 
16,000  =  24.12°"  net.    Use  2— bars  8"  x  1^"  =  24.0°". 

Diagonal  U2'LS,  For  the  required  net  area  we  have  280,000 -r 
16,000  =  17.5°"  net.    Use  2— bars  7"  x  li"  =  17.5°". 

Diagonal  US-LJ^,  For  the  required  net  area  we  have  222,000 -r 
1 6,000  =  13.87°"  net.    Use  2— bars  7"  x  1  =  14°"  net 

Diagonal  UJfLJf,  For  the  required  net  area  we  have  171,000 -r 
16,000  =  10.68°"  net.    Use  4— Ls  5"  x  3^  x  f  =  12.20  -  1.50  =  10.7°"  net. 

Counter  U4'L3.  For  the  required  area  of  cross-section  we  have 
90,000^16,000  =  5.62°".    Use  1— bar  2|"x25"=5.64°"  (standard  bar). 

Bottom  Chords  LO-Ll  and  L1-L2,  For  the  required  net  area  we 
have  493,000  4- 16,000  =  30.8°".    Use  the  following  section : 

2— pis.  20"  X  f "  =  25.0   -  3.75  =  21.25°"  net 

4— Ls  3i"  X  3i"  X  ^"  =  11.48  - 1.75  =   9.73°"  net 


30.98°"  net 


Bottom  Chord  LS-LS,     For  the  required  area  of  cross-section  we 
have  687,000  -r  16,000  =  42.92°".     Use  the  following  section : 

2— bars8"xl§"   =22.00°" 
2— bars  8"  x  l^f^"  =  21.00°" 


43.00°" 


Bottom  Chord  LS-H,     For  the  required  area  of  cross-section  we 
have  787,000^16,000  =  49.18°".     Use  the  following  section: 

2— bars  8"  x  1^"   =  24.00°" 
2— bars  8"  x  1^%"  =  25.00°" 


49.00°" 


Bottom  Chord  H-H.  For  the  required  area  of  cross-section  we 
have  824,000  -f  16,000  =  51.5°".     Use  4— bars  8"  x  If  =  52.0". 

In  designing  the  top  chords,  it  is  best  to  design  the  lightest  section 
first,  using  minimum  thicknesses  of  web  (if  sufficient)  so  that  the  area  of 
cross-section  can  be  increased  for  the  others  by  merely  increasing  the 
thickness  of  the  webs.  So  in  this  case  we  will  first  consider  top  chord 
C/l-C/2,  as  it  has  the  least  stress  and  consequently  will  have  the  lightest 
section. 

Top  Chord  U1'U2.  The  first  thing  to  do  is  to  determine  the  gen- 
eral dimensions  of  the  section.  The  width  of  the  posts  will  be  12 J 
(see  Art.*  176)  and  the  maximum  thickness  of  eye-bars  is  3"  (2 — 8"x  l| 
bars  at  Ul)  and  allowing,  say,  2"  for  pin  plates  and  clearance  we  have 
12J  +  3  +  2  =  17^"  for  the  required  distance  between  the  webs.  Then  if 
the  webs  be  f"  thick  (each)  and  the  top  angles  be  4"x4"  we  obtain 
17i  +  li+8  =  26J,  say,  27"  for  the  width  of  the  cover  plate.  The  radius 
of  gyration  in  reference  to  the  y-y  axis  (see  Art,  V(^\  \%  ^:^XKSfx^^^ci 
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equal  to  the  distance  from  the  center  of  the  cover  plate  out  to  the  outer 
face  of  the  web,  which  in  this  case  is  (lY^  +  lJ) -r2  =  9.37.  Now,  in 
order  that  the  section  be  of  economic  depth,  that  is,  so  that  the  radius 
of  gyration  about  the  x-x  axis  is  the  same  as  about  the  y-y  axis,  the  webs 
should  have  a  depth  0.4  of  which  should  equal  the  above  radius.  So  for 
the  economic  depth  of  the  web  we  have 

A  =  ^  =  23.4  ins. 
0.4 

So  we  will  make  the  webs  24"  deep.  According  to  the  specifications, 
the  thickness  of  the  cover  plate  should  not  be  less  than  ^  of  the  dis- 
tance between  the  rivet  lines.  The  distance  between  the  rivet  lines  in 
this  case  will  be  about  17^  +  1^  +  4^  =  23 J".  -t}^  of  this  distance  is 
about  1%  of  an  inch.  So  we  will  make  the  cover  plate  -j^"  thick.  The 
thickness  of  the  webs,  according  to  the  specifications,  should  not  be  less 
than  -^  oi  the  distance  between  the  flanges.  If  the  top  angles  be 
4"x4"  and  the  bottom  angles  6"x4"  (the  6"  leg  along  the  web),  we 
have  24 -(4 +  6)  =  14"  for  the  distance  between  the  flanges.  Then  for 
the  minimum  thickness  of  the  webs  we  have  14  x  1/30  =  0.46,  which  is 
about  T^  of  an  inch. 

The  top  angles  should  be  of  minimum  thickness  and  the  bottom 
angles  should  be  of  maximum  thickness  in  order  that  the  center  of  gravity 
of  the  section  be  as  near  the  center  of  the  web  as  possible. 

The  length  of  the  member  (C71-J72)  is  about  312  ins.  Now  substi- 
tuting this  length  and  the  approximate  radius  given  above  in  the  column 
formula  we  obtain 

p  =  16,000  -  70 1^  =  13,670  lbs. 

for  the  approximate  allowable  unit  stress.  Dividing  this  into  the  maxi- 
mum stress  in  the  member  we  obtain 

713,000  + 13,670  =  52.15  sq.  ins. 

for  the  approximate  required  area  of  cross-section. 

In  accordance  with  the  above  we  obtain  the  following  section: 

1— cover  pi.  27"  x  7^"  =  15.18°" 
2— web  pis.  24"x/iy"  =  21.00n'' 

2— Ls4"x4"xg"  =    5.72°" 

2— Ls  6"  X  4"  X  -^''        =  10.62°" 


52.52°" 


This  section  is  really  the  minimum  and  is  very  near  the  approxi- 
mate section  found  above. 

Now  taking  moments  about  the  cover  plate,  in  the  manner  shown 
in  Art.  176  we  obtain  9.38"  for  the  distance  from  the  cover  plate  down 
to  the  horizontal  gravity  axis  of  the  section. 

The  next  thing  is  to  see  if  the  eye-bars  will  fit  into  the  top  chord. 
The  largest  pin,  which  will  be  at  V\,  will  be  about  7"  in  diameter.  From 
the  table  of  eye-bars,  to  be  found  in   practically  all  structural   hand- 


DESIGN  OF  SIMPLE  BAILBOAD  BBIDGES  451 

books,  it  is  seen  that  the  8"  bars  require  17^"  head  for  a  7"  diameter 
pin.  Half  of  this  is  8|^'.  So  it  is  seen  that  the  eye-bars  fit  into  the 
chord  satisfactorily,  as  it  is  9.38'^  from  the  gravity  axis  to  the  cover 
plate  and  hence  the  bars  will  not  interfere  with  the  plate. 

In  the  same  manner  as  shown  in  Art.  176  the  radius  of  gyration 
about  the  horizontal  gravity  axis,  or  x-x  axis,  is  found  to  be  about  9.5  and 
9.3  about  the  ^-^  axis.     Now  using  the  least  radius  we  obtain 

16,000  -  70  ^  =  13,652  lbs. 

for  the  actual  allowable  unit  stress. 

Then  dividing  this  into  the  stress  we  obtain 

713,000-13,652  =  52.22 

for  the  required  area  of  cross-section  which  is  practically  equal  to  the 
above  assumed  section  and  hence  that  section  will  be  used. 

Top  Chord  U2-U3.  Dividing  the  maximum  stress  in  this  member 
by  the  allowable  unit  stress  found  for  J71-C/2  (which  will  be  practically 
the  same  as  for  this  member)  we  obtain 

799,000  -r  13,652  =  58.53  sq.  ins. 

for  the  approximate  area  of  cross-section  required.  The  following  section 
has  about  this  area: 

1— cov.  pi.  27"  X  A"  =  15.18°" 
2— web  pis.  24"  xVk"  =  27.00°" 
2— Ls4"x4"xf"  =  5.72°" 
2— Ls  6"  X  4"  X  Vk"       =  10.62°" 


58.52°" 


By  taking  moments  about  the  cover  plate  we  obtain  9.66"  for  the 
distance  from  the  cover  plate  down  to  the  horizontal  gravity,  or  x-x  axis. 
The  radius  of  gyrations  (found  as  previously  explained)  in  reference 
to  the  x-x  axis  is  9.3  and  the  radius  in  reference  to  the  y-y  axis  is  9.2. 

The  length  of  the  member  is  about  305  ins.  Now,  using  the  least 
radius  we  obtain 

16,000  -  70  -^  =  13,680  lbs. 

for  the  allowable  unit  stress.  Dividing  this  into  the  maximum  stress 
in  the  member  we  obtain 

799,000  T- 13,680  =  58.40  sq.  ins. 

for  the  required  area  of  cross-section.  This  is  practically  the  same 
as  the  approximate  section  found  above  and  hence  that  section  will  be 
used. 

Top  Chord  US-UJf.  Dividing  the  maximum  stress  in  the  member  by 
the  allowable  unit  stress  found  for  U2'US  we  obtain 

828,000  T- 13,680  =  60.52  sq.  ins. 
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for  the  approximate  area  of  cross-section  required.    The  following  section 
has  about  this  area: 

1— cov.  pi.  27"  xiV'  =  15.18°" 
2— web  pis.  24"xf"  =30.00°" 
2— Ls4"x4"xt"  =    5.72°" 

2— Ls  6"  X  4"  X  ^"        =  10.62°" 


61.52°" 


The  allowable  unit  stress  for  this  member  is  practically  the  same 
as  for  U2-US  and  the  above  section  is  as  near  the  required  section  as  we 
can  obtain  without  changing  the  thickness  of  the  bottom  angles  which 
would  be  an  objectionable  thing  to  do^  as  the  center  of  gravity  would  be 
shifted,  and  hence  the  above  section  will  be  used. 

Top  Chord  Ui-lH,  As  the  allowable  unit  stress  for  this  member 
is  practically  the  same  as  for  C73-C/4  and  the  stress  is  practically  the  same 
the  same  section  will  be  used  as  for  J73-C74. 

198.     Designing   of  the   Bottom  Lateral   System. — The   load 

specified  by  the  specifications  for  the  bottom  laterals  is  700  lbs.  per  foot 
of  span.  This  load,  according  to  the  specifications,  is  to  be  considered 
as  a  live  load. 

For  the  panel  load  we  have  700x25  =  17,500  lbs.,  and  for  determin- 
ing the  stresses  we  have  the  following: 

17,500-9         =   1,944.44. 
Secw  =  1.78. 

1,944.44x1.78=   3,461.1. 
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hater al  Ah,     For  the  maximum  tensile  stress  in  this  member   (see 
Fig.  325,  also  Art.  177)  we  have 

36  X  3,461.1  =  124,600,  say  125,000  lbs. 

For  the  area  of  cross- section  required  we  have 

125,000  4- 16,000  =  7.81  sq.  ins. 

Use  2— Ls  6"  x  SJ"  x  J"  =  8.0°^'  net. 

Lateral  Be,     For  the  maximum  tensile  stress  in  this  member  we  have 

28  X  3,461.1  =  96,910,  say  97,000  lbs. 

For  the  area  of  cross-section  required  we  have 

97,000  -r  16,000  =  6.06  sq.  ins. 

Use  2— Ls  6"  x  3^"  x  f  "  =  6.09"  net. 
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Lateral  Cd.     For  the  maximmn  tensile  stress  in  this  member  we 

have 

21 X  3,461.1  =  72,683,  say  73,000  lbs. 

For  the  area  of  cross-section  required  we  hare 

73,000  ^  1 6,000 = 4.56  sq.  ins. 

Use  2— Ls  ZY'  X  31''  X  A'' = 4.87°"  net 

haicral  De.    For  the  maximnm  tensile  stress  in  this  member  we  hare 

15  X  3,461.1  =  51,916,  say  52,000  lbs. 

For  the  area  of  cross-section  required  we  have 

52,000  + 16,000  =  3.25  sq.  ins. 

Use  2— Ls  3i"  x  3|"  x  f" = 4.21°"  net 

Lateral  Ef.    For  the  maximum  tensile  stress  in  this  member  we  haye 

10  X  3,461.1  =  34,611,  say  35,000  lbs. 
For  the  area  of  cross-section  required  we  have 

35,000  -r  16,000  =  2.18  sq.  ins. 

Use  2— Ls  3^"  x  3^"  x  §"  =  4.21°"  net 

This  completes  the  designing  of  the  bottom  laterals  as  the  structure 
is  symmetrical  about  the  center  of  span. 

The  stringer  bracing  is  designed  as  previously  explained  for  deck 
plate  girder  bridges  and  the  transverse  struts  connecting  to  the  stringers 
at  the  points  of  intersection  of  the  laterals  are  designed  as  explained  in 
Art.  177  for  the  150- ft.  riveted  bridge. 

199.    Designing  of  Top  Lateral  Sjrstem. — The  load  specified  by 

the  specifications  for  the  top  laterals  is  200  lbs.  per  foot  of  span.     This 
load,  according  to  the  specifications,  is  to  be  considered  as  a  live  load. 
For  the  panel  load  we  have  P  =  25x200  =  5,000  lbs.,  and  for  deter- 
mining the  stresses  we  have  the  following: 

5,000 -=-9  =  555.55. 
Secwl  =  1.82. 
Seca)2  =  1.79. 
Secft)3  =  1.78. 
Secw  =1.78. 


Lateral  Be.     For  maximum  tensile  stress  in  this  member  (see  Fig. 
326)  we  have  (see  Art.  178) 

P 


9 


secftil  X  28  =  555.55  x  1.82  x  28  =  28,310,  say,  28,000  lbs. 
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For  the  area  of  cross-section  required  we  have 

28,000  -r  16,000  =  1.75  sq.  ins. 

Use2— Ls3^''x3i''xg''  =  4.22n"net.     These  are  about  the  smaUest  an- 
gles used  in  railroad  work  and  hence  are  used  in  this  case. 

Lateral  Cd,    For  the  maximum  tensile  stress  in  this  member  we  have 

i> 

^  seca)2  X  21  =  555.55  x  1.79  x  21  =  20,883,  say  21,000  lbs. 

For  the  area  of  cross-section  required  we  have 

21,000  -r  16,000  =  1.31  sq.  ins. 

Use  2— Ls  Si''  X  3^"  x  f "  =  4.22°"  net— same  as  for  Be. 

Lateral  De.    For  the  maximum  tensile  stress  in  this  member  we  have 

^  seca>3  X 15  =  555.55  x  1.78  x  15  =  14,883,  say  15,000  lbs. 

Use  the  same  section  as  used  for  Be — 2 — Ls  3^"  x  3^"  x  §". 

Lateral  Ef,    For  the  maximum  tensile  stress  in  this  member  we  have 

^  seco)  X 10  =  555.55  x  1.78  x  10  =  9,888,  say  10,000  lbs. 

Use  the  same  section  as  used  for  Be — 2 — Ls  3 J"  x  3^"  x  f ". 

Strut  Cc,     For  the  maximum  compression  in  this  member  we  have 

(see  Art.  178) 

21  X  555.55  +  /^l^  \  =  14,166,  say,  14,000  lbs. 

The  length  of  member  (c.c.  of  chords)  is  17  ft.,  or  204  ins.  If  the  strut 
be  composed  of  4 — Ls  3^"  x  3"  x  jj"  the  least  radius  of  gyration  will  be 
about  1.7.  Then  L/r  =  204 -r  1.7  =  120,  which  is  just  the  maximum  limit 
permitted  by  the  specifications  and  hence  the  above  angles  will  be  used. 
It  is  seen  that  the  stress  in  this  strut  is  so  low  that  it  does  not  really 
influence  the  design,  and,  as  the  stress  in  the  other  struts — Dd,  Ee,  etc. — 
are  less  yet,  there  is  really  no  need  of  computing  it.  We  will  simply 
make  each  of  the  other  struts  of  4 — Ls  3^"  x  3"  x  f "  and  let  it  go  at  that. 

200.  Design  of  Portal. — Assuming  the  ends  of  the  end  posts  fixed 
and  using  the  same  symbols  as  used  in  Art.  179  (see  Fig.  271)  we  have 
in  this  case 

P  =  5,000  lbs., 

22  =  ^4r^x  28  =  15,555  lbs., 

H=  10,277  lbs., 
±V=  (20,555  X  24.16)  -r  17  =  29,212, say  29,000 lbs. 
sec^  =  1.42. 
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Taking  moments  about  p  (Fig.  327)  we  have 

and  substituting  the  numerical  values  given  above  and  reducing  we  obtain 

S  =  18,055  +  (10,277  x  15,665)  -r  8.5  =  36,994,  say  37,000  lbs. 

for  the  compressive  stress  in  the  part  Bo  of  the  portal. 

In  a  similar  manner  taking  moments  about  t  we  obtain 

SI  =  2,500  + 18,939  =  21,439,  say  22,000  lbs. 

for  the  tensile  stress  in  the  part  ob  of  the  portal. 

For  the  stress  in  the  parts  po  and  ot  of  the  portal  we  have 

S2  =  F  seo^  =  29,000  x  1.42  =  41,180,  say  41,000  lbs. 

This  is  compression  in  one  and  tension  in  the  other.  With  the  applied 
forces  acting  as  indicated  in  Fig.  327,  op  would  be  in  tension  and  ot  in 
compression. 

The  designing  of  the  sections  of  the  members  of  the  portal  in  this 
case  is  mostly  a  matter  of  obtaining  rigidity  as  the  stresses  are  relatively 
low.  For  each  of  the  members 
Bb,  op  and  ot  we  will  use 
2— Ls  4''  X  4"  X  f "  and  for  each 
of  the  secondary  members,  the 
ones  shown  dotted  yi  Fig.  327, 
we  will  use  2— Ls  3i''x3i"xf' . 
These  sections  are  obtained  in 
the  manner  shown  in  Art.  179. 

201.    Design  of  End  Post. 

— As  stated  in  Art.  180,  colli- 
sion struts  are  desirable,  but 
they  are  sometimes  omitted  and 
for  the  sake  of  variety  we  will 
omit  them  in  this  bridge.  The 
cross-section  of  the  end  posts 
will  be  the  same  in  form  as 
that  of  the  top  chords.     The  ng.  827 

length  of  the  member  as  re- 

gards  the  x-x  axis  (see  Fig.  265)  will  be  taken  as  the  full  length, 
which  is  478  ins.,  and  as  regards  the  y-y  axis  the  length  will  be  taken  as 
the  distance  from  the  lower  end  of  the  end  post  to  the  portal  (distance 
pu.  Fig.  327).     This  distance  is  about  376  ins. 

Using  the  radius  in  reference  to  the  x-x  axis  found  for  the  chord 
section  {72- {73  as  preliminary  we  obtain 

p  =  16,000  -  70  -^  =  12,403 

for  the  approximate  allowable  unit  stress,  provided  there  were  no  cross 
bending  on  the  member.     Dividing  this  unit  stress  into  tK^  \£i»L7A\fi^N^nv 
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stress  in  the  member  we  obtain  782,000^12,403  =  63.04°''.  Now  as  the 
member  is  subjected  to  cross  bending,  due  to  wind,  the  section  should 
very  likely  be  larger  than  this.    Let  us  assume  the  following  section: 

1— cov.  pi.  27"x3%"  =15.18°" 
2— web  pis.  24"  xii"  =  33.00°" 
2_4_s  4"  X  4"  X  i"  =   7.50°" 

2— Ls  6"  X  4"  X  t"         =  11.72°" 


67.40°" 


Taking  moments  about  the  cover  plate  of  this  section  it  is  found 
that  the  distance  from  the  cover  plate  to  the  gravity  axis  x-x  is  10.14  ins. 

The  radius  of  gyration  in  reference  to  the  x-x  axis  is  9.22.  The 
moment  of  inertia  in  reference  to  the  y-y  axis  is  5,742  and  the  radius  in 
reference  to  the  same  axis  is  9.23. 

Then  for  the  allowable  unit  stress,  provided  there  were  no  cross  bend- 
ing we  would  have 

16,000  -  70 1^  =  12,371  lbs. 

But  in  case  of  direct  and  bending  stresses  combined  this  can  be  increased 
25  per  cent  (See  specifications).     So  we  have 

12,371x1.25  =  15,464  lbs. 

for  the  allowable  unit  stress. 

The  maximum  bending  moment  on  the  end  post  due  to  wind,  consid- 
ering the  posts  fixed  at  the  ends,  will  occur  at  the  bottom  of  the  portal; 
that  is,  at  points  p  and  t  (Fig.  3'<^7).     For  this  moment  we  have 

M  =  10,277  X  15.GG5  x  12  =  1,031,870  inch-lbs. 

(see  Fig.  327). 

Then  for  the  maximum  bending  stress  we  have 

.     1,931,870      ^.  ^     .  „._,, 

/=  —  X  13.5  =  4,542  lbs.  per  sq.  in. 

0,«T-'V 

For  the  actual  direct  unit  stress  we  have 

782,000  ^67.4  =  11,602  lbs. 
Now  adding  the  bending  stress  to  the  direct  stress  we  have 

4,542 +  11,002  =  16,144  lbs. 

for  the  actual  unit  stress  on  tlie  member  due  to  direct  stress  and  cross 
bending  combined.  As  this  stress  is  very  near  the  allowed,  being  only 
680  lbs.  more  (16,144-15,464  =  680),  the  above  assumed  section  will 
be  used. 

202.  Maximum  Keaction  on  Shoe. — The  dead-load  reaction  on  the 
shoe  is  the  same  as  for  the  truss  except  for  the  half  panel  load  at  the  end. 
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The  panel  load  of  dead  load  is  33,000  lbs.   (see  Art.  195).    Then  for 
the  dead-load  reaction  on  the  shoe  we  have 

4^  X  33,000  =  148,500  lbs. 

Placing  wheel  2  at  one  end  of  the  span,  as  shown  in  Fig.  278  (Art. 
182)  for  the  150- ft.  span,  and  taking  moments  about  the  other  end  wc 
obtain  3()5,000  lbs.  for  the  maximum  live-load  reaction  on  the  shoe.  Multi- 
plying this  by  300 -r  (225 +  300)  we  obtain  208,500  lbs.  for  the  impact. 
Then  adding  together  the  above  dead-  and  live-load  reactions  and  impact 
we  obtain 

148,500  +  365,000  +  208,500  =  722,000  lbs. 

for  the  total  maximum  reaction  on  the  shoe. 

The  stress  sheet,  Fig.  328,  can  now  be  completed  and  then  the  work 
of  designing  the  details  can  proceed. 

203.  Details. — The  general  details  of  the  entire  span  are  shown  in 
Figs.  329,  330  and  331.  These  details  are  drawn  to  a  f"  scale  on  §" 
layout;  that  is,  the  outline  of  the  truss  is  drawn  to  a  §"  scale  and  the 
details  arc  drawn  on  this  layout  to  a  |"  scale. 

Joint  LO.  The  detail  of  this  joint  is  shown  in  Fig.  329.  In 
drawing  this  joint,  first  the  joint  line  should  be  located,  which  is  done 
by  bisecting  the  angle  between  the  end  post  and  shoe.  Then  the  distance 
from  the  cover  plate  of  the  end  post  to  the  center  line  of  pin  should  be 
determined  as  explained  in  Art.  184.  Then  the  outline  of  the  lower 
end  of  the  end  post  can  be  drawn  and  next  the  outline  of  the  shoe  can 
be  sketched.  The  shoe  should  be  deep  enough  to  resist  the  cross  bend- 
ing on  it,  as  explained  in  Art.  142,  and  it  should  be  long  enough  to  cover 
the  rollers.  The  general  dimensions  of  the  shoe  and  number  of  rollers 
are  first  assumed  and  then  modified,  if  necessary,  to  agree  with  the 
calculated  requirements. 

By  drawing  the  end  view  and  part  cross-section  of  the  joint,  as 
shown,  to  the  left  of  LO,  about  the  desired  length  of  the  rollers  is  obtained. 
The  size  of  the  rails  in  the  pedestal  is  selected,  the  rails  are  spaced  and 
then  a  suitable  diameter  of  roller  can  be  determined.  In  this  case,  as  is 
seen,  70-lb.  (per  yd.)  rails  are  used.  Allowing  for  one-eighth  of  an  inch 
to  be  planed  oflf  the  top  of  these  rails,  the  width  of  bearing  of  each 
against  a  roller  is  2 J''  (see  Carnegie  and  the  Illinois  Steel  Company 
catalogue). 

Resolving  the  stress  in  the  end  post  vertically  (which  can  be  done 
very  rapidly  by  graphics)  we  obtain  612,000  lbs.  (about).  One-half  of 
this,  which  is  306,000  lbs.,  should  be  supported  by  the  rails  to  the  left 
of  the  center  line  of  the  end  post.  Assuming  7"  rollers  (as  shown),  the 
allowable  bearing  per  inch  of  length  of  roller  is  7  x  600  =  4,200  lbs.  Then 
as  there  are  five  rails  (not  considering  the  90-lb.  guide  rail  at  the  center 
line)  to  the  left  of  the  center  line  of  the  end  post  and  there  being  seven 
rollers,  we  have 

(5x21)  7x4,200  =  330,700  lbs. 

for  the  allowable  pressure  on  the  part  of  the  rollers  to  the  left  of  the 
center  line  of  the  end  post,  which,  as  is  seen,  is  about  24,000  lbs.  more 
than  necessary.    The  first  five  rails  to  the  right  of  tlve  ecnVct  Voi^  ^\  S^^ 
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end  post  will  support  the  other  half  of  the  vertical  component  of  the  end 
post  and  the  other  two  rails^  directly  under  the  end  floor  beam^  should 
be  about  sufficient  to  support  the  maximum  reaction  of  the  beam.  This 
reaction  (see  -Fig.  328)  is  143,500  lbs.  For  the  allowable  pressure  on 
the  two  rails  we  have 

(2  X  2i)  7  X  4,200  =  132,300  lbs., 

which  is  11,200  lbs.  less  than  required,  but  as  the  maximum  stress  in 
the  end  post  and  the  maximum  reaction  on  the  end  floor  beam  do  not  occur 
at  the  same  time  (and  the  other  rails  are  understressed),  the  design  of 
the  roller  pedestal,  as  shown,  is  satisfactory. 

The  shoe  proper  must  be  made  to  conform  with  the  details  of  the 
end  post.    Assuming  a  7"  pin,  we  obtain 

782,000  -J-  (24,000  x  7)  =  4.65  ins. 


for  the  required  thickness  of  pin  bearing  on  the  end  post,  or  2.32"  on 
each  side.  We  have  on  each  side  of  the  post,  as  shown,  a  V5r",  -J''  and  f 
plate  and  an  |J"  web,  making  in  all  2§"  (2.375)  of  bearing,  which  is  the 
thickness  required. 

For  the  required  thickness  of  bearing  on  the  shoe  we  have 

612,000  ^  (24,000  x  7)  =  3.64  ins., 

or  1.82"  at  each  side.  We  have  at  each  side,  as  shown,  3 — |"  plates, 
making  IJ"  (1.875)  bearing  which  is  about  the  required  bearing.  It 
will  be  seen  that  in  addition  to  this  bearing  there  is  a  f "  filler  and  a 
'Tv/'  i^^  plate,  but  as  these  extend  only  a  short  distance  below  the  pin, 
they  will  not  be  considered  for  bearing. 

The  bottom  edges  of  the  vertical  bearing  plates  of  the  shoe  are 
planed  so  that  they  bear  firmly  against  the  sole  plate  and  hence  the  rivets 
passing  through  the  plates  simply  hold  them  together.  However,  there 
should  be  as  many  rivets  in  the  vertical  legs  of  the  angles  connecting 
these  ])lates  to  the  sole  plate  as  is  possible  to  put  in  so  that  the  pressure 
will  be  well  distributed  over  the  sole  plate  by  the  outstanding  legs  of 
the  angles. 

The  pin  plates  on  the  lower  end  of  the  end  post  should  be  arranged 
so  that  they  firmly  grip  the  post.  For  the  allowable  bearing  on  the  jY' 
inside  plate  against  the  7"  pin  we  have 

T%  x  7  X  24,000  =  94,500  lbs. 

Then  the  number  of  f  shop  rivets  required  in  single  shear  to  hold  this 
plate  is 

94,500^7,200  =  13. 

As  is  seen,  there  are  21.     For  the  allowable  bearing  on  the  -J"  outside 
plate,  we  have 

^x  7x24,000  =  84,0001bs. 

Then  for  the  number  of  |"  shop  rivets  required  in  single  shear  to  hold 
this  plate  we  have 

84,000-7,200  =  12. 
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I 

This  plate  should  have  a  sufficient  number  of  rivets  connecting  it  directly 
to  the  top  and  bottom  angles  of  the  end  post  to  transmit  the  total  pin 
pressure  on  it  to  these  angles.  There  are  14  passing  through  it  and  the 
angles^  so  the  riveting  is  satisfactory^  although  counting  the  other  rivets 
passing  through  the  plate  there  is  an  excess  of  15  rivets.  For  the  allow- 
able bearing  on  the  f '^  filler  we  have 

1x7x24,000  =  105,000  lbs. 

Then  for  the  number  of  ^^  shop  rivets  required  in  single  shear  to  hold 
the  filler  we  have 

105,000^7,200  =  15. 

As  is  seen,  there  are  23  passing  through  the  filler,  which  is  an  excess  of 
8  rivets.  The  ^"  outside  plate  and  the  f "  filler  acting  together  tend  to 
shear  the  rivets  off  against  the  web  and  angles  of  the  end  post.  The 
combined  allowable  bearing  of  these  two  plates  against  the  7''  pin  is 

84,000  + 105,000  =  189,000  lbs. 

Then  for  the  number  of  J"  shop  rivets  required  to  hold  these  two  plates 
when  considered  as  acting  together  we  have 

189,000  ^  7,200  =  27. 

As  is  seen,  there  are  37  —  an  excess  of  10  rivets. 

Although  from  the  above  there  appears  to  be  an  excess  of  rivets  in 
these  pin  plates,  nevertheless,  the  rivets  are  spaced  about  as  sparingly 
as  possible,  while  yet  obtaining  good  details,  so  the  riveting  is  satisfactory. 

According  to  the  specifications,  the  net  area  of  cross-section  through 
the  pin  hole  of  the  bottom  chord  (at  LO)  should  be  25  per  cent  more 
than  the  net  section  of  the  member.  The  net  section  of  the  member  (see 
Fig.  328)  is  30.98°".  Then  the  area  of  section  through  the  pin  hole 
should  be  38.72°'^ 

As  is  seen,  the  ^^^"  plates  have  a  net  area  through  the  pin  hole  of 
5.25°",  the  Y'  plates  have  13.00°",  and  the  web  has  16.25°",  making  a 
total  of  34.51°"  for  the  plates.  In  addition,  each  of  the  angles  can  be 
considered  to  the  extent  of  four  rivets  in  shear.  Each  angle  then  is 
equivalent  to  (4  x  7,200) -f  16,000  =  1.8°",  or  7.2°"  for  the  four  angles. 
Adding  this  to  the  net  area  of  the  plates  we  obtain  34.51  +  7.2  =  41.71°", 
which  is  2.99°"  more  than  required. 

According  to  the  specifications  (A.  R.  E.  Ass'n),  the  net  area  along 
the  center  line  between  the  pin  and  the  end  of  the  member  must  be  equal 
to  the  net  area  of  cross-section  of  the  member.    As  is  seen,  we  have 

2Q  +  A  +  f )  (14i  - 3i)  -  (1 X  3i)  =  31.25  sq.  ins. 

for  the  net  area  along  the  center  line  between  the  pin  hole  and  the  end 
of  the  member.  As  this  is  practically  equal  to  the  net  area  of  cross-sec- 
tion of  the  member,  which  is  30.98°",  the  detail  of  the  end  of  the  bottom 
chord,  as  shown,  is  satisfactory  as  far  as  sections  are  concerned. 

Considering  the  net  area  of  cross-section  through  the  pin  hole,  the 
strength  of  the  ^V'  outside  plate  in  tension  is  6x^x16 pQQ=^*3LSi<:i^ 
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lbs.  Then  for  the  number  of  f  shop  rivets  required  to  the  right  of  the 
pin  hole  to  transmit  this  stress  in  single  shear  we  have 

42,000 -r  7,200  =  5.8,  say  6. 

As  is  seen,  6  rivets  are  used. 

The  strength  of  the  ^"  inside  plate  in  tension  is  13x^x16,000 
=  104,000  lbs.  Then  for  the  number  of  f "  shop  rivets  required  to  the 
right  of  the  pin  hole  to  transmit  this  stress  in  single  shear,  we  have 

104,000 -r  7,200  =  15. 

As  is  seen,  16  rivets  are  used.  From  the  above,  it  is  seen  that  the  detail 
of  the  end  of  the  bottom  chord  at  LO  is  correct  both  as  to  section  and 
riveting  and  hence  the  detail  is  satisfactory. 

Resolving  the  forces  in  the 
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end  post  horizontally  and  verti- 
cally, we  have  the  loading  on  the 
^  pin  at  LO  shown  at  (a).  Fig.  332. 

%i  Considering  first  the  bending  mo- 

ment on  the  pin  due  to  the  hori- 
(c)  zontal  forces,  shown  at  (b),  the 
/yofl)  bending  moment  at  d  is  zero  and 
at  e  it  is  equal  to  0  +  246,500  x  2  = 
493,000"^,  which  is  the  maximum 
horizontal  moment,  the  forces 
being  symmetrical  in  reference  to 
the  center  line  cc. 

The  maximum  bending  mo- 
ment on  the  pin  due  to  the  vertical 
forces  shown  at  (c),  as  is  readily 
seen,  occurs  at  both  g  and  h  and  is 
equal   to   306,000x3  =  229,500"-^. 


Then  for  the  resultant  maximum  bending  moment  we  have 


=x/ 


M=^  / 493,000   +  229,500  =  543,000  inch  lbs. 


Applying  Formula  (1),  Art.  83,  taking  /  as  25,000  lbs.,  we  find 
that  a  6J"  pin  is  required  for  bending.  For  the  maximum  shear  on  this 
pin  we  have 

306,000 ^TT  (^j  =10,385  lbs.  per  sq.  in. 

So  the  6^"  is  large  enough  as  far  as  shear  is  concerned,  as  12,000  lbs. 
per  square  inch  is  allowed.  The  bearing  as  computed  above  is  for  the  7'' 
pin  and  to  use  a  6 J"  pin  would  necessitate  increasing  the  bearing  by 
about  one-fourth,  which  would  increase  the  weight  of  metal  twice  as  much 
as  would  be  saved  on  the  pin  by  reducing  it  to  6^"  diameter.  So  there 
is  really  no  economy  in  using  the  smaller  pin  and  therefore  the  7"  pin 

will  be  used. 

The  other  details  at  LO  are  considered  to  be  self-explanatory,  espe- 
cially after  Arts.  184  and  186  are  carefully  read. 
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Joint  UL  In  drawing  this  joint  the  first  thing  to  do  is  to  locate 
the  joint  line  by  bisecting  the  angle  between  the  end  post  and  top  chord 
and  then  the  outlines  of  the  members  can  be  drawn  and  the  portal  located 
as  explained  in  the  case  given  in  Art.  184;  and  next  the  required  bearing 
on  the  pin  can  be  calculated. 

We  will  assume  a  7"  pin — the  size  used  at  LO;  then  for  the  required 
thickness  of  pin  bearing  on  the  end  post  we  have 

782,000  ^  (24,000  x  7)  =  4.65  ins., 

which  is  about  4|^''.  As  is  seen,  we  have  on  each  side  of  the  post  a 
tV  and  a  |"  plate  and  a  f "  filler.  This  with  the  W  web  makes  2J" 
bearing  on  a  side  or  4}"  for  the  member,  which  is  practically  the  required 
bearing. 

For  the  required  thickness  of  pin  bearing  on  the  top  chord  we  have 

713,000  ^  168,000  =  4.24  ins. 

As  is  seen,  we  have  on  each  side  of  the  chord  1 — ^"  and  2  —  yV'  plates 
and  1 —  1^"  filler.  This,  with  the  -j^^"  web,  makes  2§"  bearing  on  a  side 
or  4J"  for  the  member.  This  is  about  ^"  more  than  required,  but  it  is 
necessary  to  use  this  thickness  in  order  to  pack  the  joint. 

At  least  one  pin  plate  in  each  case  should  extend  at  least  6  ins. 
beyond  the  end  of  the  tie  plate. 

The  number  of  rivets  required  to  connect  the  pin  plates  to  the  end 
post  is  determined  in  the  same  manner  as  shown  above  for  joint  LO. 
For  the  allowable  pin  pressure  on  the  x^"  plate  we  have 

7  X  /^  X  24,000  =  73,500  lbs. 

Then  for  the  number  of  f  shop  rivets  required  to  transmit  this  in  single 
shear,  we  have 

73,500  -r  7,200  =  11  (about). 

It  is  obvious  that  most  of  the  pin  pressure  on  this  ^^"  outside  plate  will 
be  first  transmitted  to  the  f "  plate,  then  to  the  f "  filler,  and  on  to  the 
web  and  angles  of  the  end  post  instead  of  being  transmitted  directly  to 
the  web  and  angles  by  the  rivets,  as  the  rivets  are  quite  long  and  conse- 
quently will  bend  to  some  extent.  Let  us  assume  that  the  total  pin 
pressure  on  the  y^''  plate  is  transmitted  to  the  f"  plate.  Then  for  the 
total  pressure  on  the  f "  plate  we  have 

73,500  +  7  X  f  X  24,000  =  178,500  lbs. 

For  the  number  of  J"  shop  rivets  required  to  transmit  this  force,  we 
have 

178,500 -r  7,200  =  25  (about). 

There  should  be  about  enough  rivets  connecting  this  f "  plate  to  the  angles 
of  the  end  post  to  transmit  this  178,500  lbs.  directly  to  the  angles  in 
order  to  distribute  the  pin  pressure  well  over  the  cross-section  of  the 
member.  As  is  seen,  there  are  22  rivets,  which  is  about  the  correct  num- 
ber.    For  the  allowable  pin  pressure  (bearing)  on  the  f "  filler  we  have 

7  X  f  X  24,000  =  105,000  lbs. 
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Then  for  the  number  of  5"  sbop  rivets  required  to  trni 
in  single  shear,  we  have 

105,000-r7,200  =  14.5,say  15. 

As  \a  seen,  there  are  ll!  rivets  between  the  lower  end  of  the  filler  t 
the  i''g"  plate,  which  we  can  consider  ss  holding  the  filler. 

As  is  seen  from  the  above,  if  the  rivets  just  below  the  pin  be  conrf 
ered  only  to  take  the  pressure  on  Hie  -^g"  outside  plate,  the  riveting^'S 
the  pin  plates  to  the  end  post  at  VI  is  about  eorreet. 

The  allowable  pin  pressure  on  the  ^ij"  inside  pin  plate  of  the  top 
chord  is  ~  x  j^  x  24,000  ^73,500  lbs.  It  requires  about  10  — J"  sbop 
rivets  to  transmit  this  in  singular  shear.  As  is  evident,  practieally  nil 
of  the  73,500  lbs.  will  be  transmitted  first  to  the  i"  inside  pin  plate 
and  from  there  on  to  the  web,  and  hence  there  should  be  a  snfiicii-nt 
nnmber  of  rivets  connecting  the  J"  plate  to  the  web  to  transmit  the 
combined  pin  pressure  exerted  on  both  the  ^V  and  -J"  plate. 

For  the  allowable  combined  pin  pressure  of  the  two,  we  have  ^M 

73,500  + (7x-lx24,'>00)  =  15r,500]b3.  I 

It  requires  about  29 — J"  shop  rivets  to  transmit  this  in  single  shear.  Aa 
is  seen,  there  are  38  passing  through  the  i"  inside  plate.  But  10  of 
these  should  be  considered  as  holding  the  -^g"  inside  jilate,  thus  really 
leaving  58,  which  is  6  more  than  required. 

The  allowable  pin  pressure  on  the  ■^"  outside  pin  plate  is  73,500 
lbs.  To  transmit  this  in  single  shear  requires  about  10 —  §"  shop  rivets. 
As  this  plate  connects  directly  to  the  angles  of  the  chord,  there  should 
be  enough  rivets  connecting  it  to  the  angles  to  Irnnsmit  the  entire  73,5Qf 
lbs.  As  is  seen,  there  are  14  rivets  connecting  the  plate  to  the  ongtca" 
So  the  riveting  is  satisfactory  as  far  as  the  ■y'')|"  oulside  plate  is  i 
cerncd.     The  allowable  pin  pressure  on  the  ^"  filler  is 

7  X  3%  X  24,000  =  94,500  lbs. 

To  transmit  this  in  single  shear  requires  about  13  —  J"  shop  i 
Aa  is  seen  there  are  2(1 — twice  ns  many  as  needed.     As  the  web  c 
top  chord  is  only  -j'^"  thick,  it  is  a  question  as  to  whether  the 
connecting  the  pin  plates  to  the  member  are  not  over-stressed  in  bearid 
on  the  web. 

The  I"  inside  plate  has  a  total  pressure,  as  given  above,  of  157,500 
lbs.  There  are  38-10  (the  10  being  considered  to  hold  only  the  i^," 
inside  ptate)  to  transmit  this,  which  stres.ses  each  rivet  157,500  +  28 
=  5,fi25Ib8.  The  pin  pressure  on  the  A"  ouUide  filler  is  94,500,  m 
given  above,  and  this  stresses  each  rivet  94,500 +  2fi  =  3,034  lbs.  Adding 
these  values  we  have  5,03.5  +  3.634  =  9,259  lbs.  for  the  maximum  rivet 
bearing  on  the  -fg"  web.  For  the  maximum  allowable  bearing  of  t 
shop  rivet  on  j'^"  metal,  we  have 

-^K  1x34,000  =  9,180  lbs., 

which  is  about  the  bearing  exerted.     So,  taking  all  in  all,  the  rivetinga 

the  pin  plates  of  the  top  chord  at  U1  is  about  correct. 

The  calculations  for  the  details  at  the  end  of  the  hanger  at  VI  l 
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made  in  the  manner  as  shown  above  for  the  end  of  the  bottom  chord 

at  LO. 

The  net  section  of  the  member  is  17.18°".  Then  the  net  section 
through  the  pin  hole  should  be  17.18  (1 +0.25)  =21.57°". 

The  net  area  of  the  two  channels  through  the  pin  hole  is 
19.9-  (7x0.4  X  2)  =  14.3°".  The  net  area  of  the  2  — i"  plates  through 
the  pin  hole  is  (12.5  x  |x2)  -  (7x^x2)  =5.5°"  and  of  the  f"  plates 
it  is  (>.87°",  making  in  all  14.3  +  5.5  +  6.87  =  26.67°",  which  is  about 
5°"  more  than  necessary. 

The  net  section  along  the  center  line  between  the  pin  hole  and  the 
end  of  the  hanger  should  be  equal  to  the  net  section  of  the  member,  or 
17.18°",  according  to  the  specifications.  We  have  (3.05x9.25) 
-  (3.05x3.5)  =  17.54°",  which  is  about  the  section  required,  and  as 
the  distance  shown  as  9J"  can  not  be  increased,  on  account  of  clearance, 
the  detail  of  the  end  of  the  hanger  at  Ul  is  satisfactory  as  far  as  the 
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section  is  concerned.  The  strength  of  the  ^"  plate  in  tension  is 
1^,000x5.5  =  88,000  lbs.  To  transmit  this  in  single  shear  requires  about 
12  —  5"  shop  rivets,  or  6  on  a  side,  wliich  should  be  below  the  pin.  As 
seen,  there  are  8.  The  strength  of  the  §"  plate  is  16,000  x  6.87  =  109,900 
lbs.  This  requires  about  15  —  J"  shop  rivets,  or  7.5  on  a  side.  As 
seen,  there  are  8  passing  through  this  plate  outside  of  the  ^"  plate. 
So,  taking  all  in  all,  the  detail  of  the  end  of  the  hanger,  as  shown  at  C71, 
is  satisfactory. 

In  determining  the  bending  moment  on  the  pin  at  LO,  there  is  no 
question  concerning  the  live-load  stress  in  the  members  as  the  maximum 
in  the  end  post  and  bottom  chord  occurs  simultaneously,  but  at  U\  the 
case  is  different,  for  at  that  joint  the  maximum  stress  in  the  members 
does  not  occur  simultaneously,  and,  consequently,  it  is  necessary  to  ascer- 
tain the  position  of  the  live  load  for  maximum  bending  moment  on  the 
pin  at  that  joint.     This  can  be  done  only  by  trial,  as  the  bend\xv%  wjl XJaR. 
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pin  due  to  any  member  not  only  depends  upon  the  stress  in  the  member, 
but  upon  its  lever  arm  as  well. 

It  is  seen  from  Fig.  329  that  the  hanger  and  the  diagonal  (at  C71) 
have  the  longest  lever  arms  and  hence  most  likely  the  pin  will  be  8uV- 
jeeted  to  the  maximum  moment  when  these  members  have  about  the 
maximum  simultaneous  stress.  As  this  can  be  ascertained  only  by  trial, 
let  us  place  the  loads  as  shown  at  (a)^  Fig.  333^  in  which  case  wheel  4 
is  at  B,  Taking  moments  about  J  (using  Table  A)  we  obtain  the  reaction 
263^100  lbs.  at  A,  and  taking  moments  about  B  we  obtain  the  concentra- 
tion 19^200  lbs.  at  A,  Further,  taking  moments  about  C  and  A  we 
obtain  the  concentration  75,600  lbs.  at  B — all  due  to  Cooper's  £40  load- 
ing. Then  beginning  at  joint  A  and  drawing  the  stress  diagram  shown 
at  (b)  we  obtain  the  stresses  in  all  the  members  at  joint  6  (171)  due  to 
Cooper's  £40  loading  and  multiplying  these  by  -{f  we  obtain  the  live- 
load  stresses  shown  at  (a),  which  are  due  to  the  £50  loading.  Next, 
multiplying  each  of  these  stresses  given  at  (a)  (except  the  stress  in  the 
hanger)  by  300 -f  (225  +  300)  we  obtain  the  impact  stress  in  each 
member.  Then  adding  together  these  live-load  stresses  and  the  impact 
and  the  dead-load  stresses  (given  in  Fig.  328),  we  obtain  the  stresses 
shown  at  (c). 

Tlicre  is  some  question  as  to  how  much  impact  should  be  added 
to  the  hanger.  Should  L  in  the  impact  formula  be  taken  as  50  or  225? 
As  is  seen,  the  impact  really  added  is  just  sufficient  to  balance  up  the 
vertical  components  on  the  pin.  This  is  a  fair  average  for  the  impact 
and  seems  to  be  a  rational  value. 

The  stresses  given  at  (c)  are  resolved  graphically  into  horisEontal 
and  vertical  components  as  shown.  The  horizontal  components  for  half 
of  the  pin  are  shown  at  (d)  and  the  vertical  components  for  half  of 
the  pin  are  shown  at  (e). 

Proceeding  as  outlined  in  Art.  83,  for  the  bending  moment  on  the 
pin  due  to  the  horizontal  components,  we  have 

A/e  =  0 

M(  =  0  +  245,000  x\l=  +1 68,400  inch  lbs. 

Mg  =  +168,400  +  (-98,500  x  2^^ )  =  -34,700  inch  lbs. 

Similarly,  for  the  bending  moment,  due  to  the  vertical  components, 
we  have 

Me  =  0 

3/f  =  0  +  305,000x{l  =+209,700  inch  lbs. 

Mg  =  209,700+  (212,000  x2iV)  =+046,900  inch  lbs. 

A/h  =  646,900  +  (90,500  x  1  J)  =+793,900  inch  lbs. 

As  the  members  are  symmetrically  arranged  in  reference  to  the  cen- 
ter line  of  the  chord,  the  moment  at  fi,  due  to  the  horizontal  forces,  is 
constant  between  the  two  diagonals  and  hence  for  the  resultant  maxi- 
mum moment  at  /*,  we  have 

3/  =    /34,7OO%79.%900^=  797,200  inch  lbs. 

This,  as  is  readily  seen,  is  the  maximum  resultant  bending  moment 
on  the  pin  when  the  live  load  is  in  the  position  shown  at  (a).  Fig.  333. 
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In  fact,  it  is  about  the  maxiiniim  moment  that  can  occur  on  the  pin. 
Applying  (1)^  Art.  83^  taking  /  as  25,000  lbs.,  we  find  that  the  above 
moment  (797,200"#)  requires  a  6f  pin  and  hence  the  7"  pin  assumed 
is  about  the  correct  sise  as  far  as  the  bending  moment  is  concerned. 

In  case  of  doubt,  in  any  case,  as  to  the  position  of  the  live  load,  the 
loading  can  be  placed  in  different  positions  and  the  moment  on  the  pin  cal- 
(mlated  for  each  position  in  the  same  manner  as  shown  above  for  that  one 
position.  This  method  of  procedure,  as  is  evident,  is  tedious.  As  a  rule, 
the  position  of  the  live  load  can  be  ascertained  near  enough  (as  the  impact 
is  ^Mstionable)  by  mere  inspection. 

The  maximum  shear  on  the  pin  at  each  side  of  the  chord  is  about 
330,000  lbs.,  which  is  the  resultant  of  the  stresses  in  the  hanger  and 
diagonal.  Then  for  the  maximum  shearing  stress  on  the  V  pin  we  have 
330,000  ^  38.4  =  8,590  lbs.  per  sq.  in. 

From  this  it  is  seen  that  the  V  pin  is  amply  large  as  far  as  shear 
is  ccmcemed,  12,000  lbs.  being  permissible,  and  as  it  is  the  correct  size 
for  bending  it  will  be  used. 

The  details  of  the  portal  and  laterals  at  V\  are  considered  to  be 
self-explanatory.  The  number  of  rivets  required  in  each  connection  is 
obtained  by  developing  the  section  of  the  member  connected,  as  explained 
in  Art  184. 

Joint  LI,  All  of  the  details  at  this  joint  are  practically  self-ex- 
planatory. The  pin  supports  only  the  weight  of  the  bottom  chord.  The 
pin  plates  on  the  bottom  chord  are  intended  solely  to  replace  the  metal 
cut  from  the  chord  by  the  pin  hole.  The  rivets  connecting  the  bottom 
of  the  hanger  to  the  lateral  plate  should  be  sufficient  to  transmit  the 
component  of  the  lateral  in  panel  LO-Ll  along  the  bottom  chord.  This 
component  is  about  105,000  lbs.     This  requires 

105,000  -f  6,000  =  17— J''  field  rivets. 
16  are  used. 

The  component  of  the  stress  in  the  same  lateral  along  the  floor 
beam  is  about  70,000  lbs.  This  requires  about  12 — J''  field  rivets.  12 
are  used. 

The  pin  plates  on  the  hanger  are  for  the  purpose  of  reinforcing  the 
hanger  for  bending.  The  bending  on  the  hanger  about  the  pin  (at  LI), 
which  is  due  to  the  longitudinal  component  of  the  stress  in  the  bottom 
lateral,  is  105,000  x  14.25  =  1,496,250''#.  The  moment  of  inertia  of  the 
two  channels  is  625.2,  and  the  moment  of  inertia  of  the  2  —  -j^''  plates 
is  246.1,  making  a  total  moment  of  inertia  of  871.3.  Then  for  the 
maximum  fiber  stress  in  the  hanger  at  LI,  due  to  bending,  we  have 

/=  (1,496,250  X  7)  ^  871.3  =  12,020  lbs.  per  sq.  in. 

From  this  it  is  seen  that  the  hanger  is  amply  strong  to  resist  the  bending 
at  LI. 

The  rivets  connecting  the  lug  angles  to  the  bottom  of  the  hanger 
should  be  sufficient  to  transmit  the  longitudinal  component  of  the  stress 
in  the  lateral.  These  rivets  are  in  double  shear  and  bearing  on  about 
^1"  of  metal.  For  the  number  of  J''  shop  rivets  required  in  double 
shear,  we  have 

105,000 -r  (7^00x2)  =7.3,8ay  %. 
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For  the  number  required  in  bearing  on  the  \%"  metal^  we  have 

105,000 -r  17,060  =  6. 

As  is  seen,  8  are  used — the  number  required  for  shear. 

Joint  L2.  The  details  of  this  joint  are  shown  in  Fig.  330.  The 
calculations  for  the  end  of  the  bottom  chord  are  just  the  same  as  given 
above  for  the  other  end  of  that  member  (at  LO), 

The  pin  bearing  on  the  post  should  be  sufficient  to  transmit  the  ver- 
tical component  of  the  maximum  stress  in  the  diagonal  U1-L2,  This 
component  is  equal  to  about  300,000^.  Then  for  the  required  bearing 
on  the  post,  assuming  a  7''  pin,  we  have 

300,000  ^  (7  X  24,000)  =  1.78  ins. 

or  0.89''  on  a  side.  The  thickness  of  the  web  of  the  40^  channel  is 
0.52''  (about  H").  This  with  the  tI^"  pin  plate  makes  H"  <>'  0.96", 
which  is  about  ^   more  than  needed,  but  as  counter-sinking  (as  a  role) 

is  not  permitted  in  metal  less 
than  yV''  thick  the  -^"  plates 
shown  will  be  used. 

About  the  maximum  bend- 
ing moment  on  the  pin  will  occur 
when  the  bottom  chord  L2-LS 
has  maximum  stress.  (This  can 
be  determined  in  the  manner 
shown  above  for  joint  Ul,)  The 
wheels  are  in  the  position  shown 
in  Fig.  322  when  this  stress 
occurs.  Taking  moments  about 
J  (Fig.  322)  with  wheel  7  at  C 
we  can  obtain  the  reaction  R  at 
A  and  taking  moments  about  B 
we  can  obtain  the  concentration 
at  A.  Then  the  stress  in  the 
bottom  chord  AB  can  be  obtained  quickly  by  analyzing  graphically  the 
joint  A.  Then  the  stress  in  chord  BC  is  known,  as  it  is  equal  to  the  stress 
in  chord  AB.  Next  the  stress  in  the  diagonal  bC  (U1-L2)  is  readily  de- 
termined, as  the  horizontal  component  of  its  stress  is  equal  to  the  diflfercnce 
between  the  stress  in  chord  BC  and  CD  and  as  the  vertical  component  of 
the  stress  in  the  diagonal  is  equal  to  the  stress  in  the  post,  we  can  readily 
determine  the  stress  in  the  post  and  thus  we  would  have  all  the  live-load 
stresses  in  the  members  at  L2  determined. 

After  determining  these  live-load  stresses,  the  impact  is  determined 
in  each  member  by  multiplying  the  live-load  stress  in  it  by 
300 -r  (225  +  300).  Then  by  adding  together  the  live-load  stress  and 
impact  and  the  dead-load  stress,  we  obtain  the  total  stress  in  each 
member  as  given  at  (a),  Fig.  334.  Two-thirds  of  a  panel  load  of  dead 
load  is  added  to  the  post  to  balance  up  the  vertical  component  of  the 
diagonal.  However,  this  should  really  be  added  to  the  post  as  th6  pin 
is  below  the  floor  beam  connection  and  hence  most  of  the  weight  at  the 
Joint  is  transmitted  to  the  Icwcr  ( nd  of  the  post. 
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The  horizontal  components  of  the  stresses  on  one-half  of  the  pin 
are  shown  at  (b)  (Fig.  334)^  and  the  vertical  components  on  one-half 
of  the  pin  are  shown  at  (c). 

For  the  bending  moment  on  the  pin^  due  to  the  horizontal  com- 
ponents^ we  have 

Afe  =  0 

Af ,  =  0  +  (175,000  X  If)  =  306,250  inch  lbs. 

Afg  =+306,250  +  (-68,000  x  2f )  =+144,750  inch  lbs. 

Mh  =+144,750  +  (100,500  x  1^)  =  +295,500  inch  lbs. 

For  the  bending  moment  on  the  pin,  due  to  the  vertical  component, 
we  have 

M„=0 

Mk  =  0  +  (124,000  X 1^)  =  178,200  inch  lbs. 

Then  for  the  maximum  resultant  moment  on  the  pin,  we  have 


M^yj^> 


500*  + 178,200  =  345,000  inch  lbs. 


Then  by  applying  (1),  Art.  83,  taking  /  as  25,000,  we  find  that  the 
above  moment  (345,000''^)  calls  for  a  5|''  pin  (about). 

The  maximum  shear  on  the  pin  is  about  175,000  lbs.,  which  requires 
that  the  pin  be  only  about  4^''  diameter. 

From  the  above  it  is  seen  that  the  assumed  7^'  pin  is  larger  than 
necessary,  but  the  7''  will  be  used,  for  little  would  be  saved  by  reducing 
the  size,  as  the  thickness  of  pin  bearing  on  the  bottom  chord  (L2-L0) 
and  also  on  the  post  U2'L2  would  have  to  be  increased  if  a  smaller  pin 
were  used. 

The  other  details  at  L2  are  readily  understood.  The  calculation 
of  the  details  of  the  bottom  laterals,  shown  at  this  joint,  is  mostly  a 
matter  of  developing  the  members.  The  rivets  connecting  the  bottom 
of  the  post  to  the  lateral  plate  should  be  sufficient  to  transmit  the  longi- 
tudinal component  of  the  stress  in  the  lateral  in  panel  L1-L2. 

Joint  IJ2.  The  top  chord  has  a  butt  joint  at  this  point;  that  is, 
the  ends  of  the  members  are  planed  so  that  they  bear  tightly  against 
each  other  and  hence  the  stress  is  transmitted  from  one  chord  member 
to  the  other  chord  member  without  passing  through  the  pin.  The  splice 
plates  on  the  chord  are  intended  only  to  hold  the  chords  in  line.  How- 
ever, there  must  be  sufficient  pin  bearing  on  the  chord  to  take  the  com- 
ponent (along  the  chord  C72-C73)  of  the  stress  in  diagonal  C72-L3.  The 
maximum  stress  in  the  diagonal  (see  Fig.  328)  is  280,000  lbs.  Resolv- 
ing this  along  the  chord  C72-C73  (which  can  be  done  graphically)  we 
obtain  a  component  of  159,000  lbs.  To  transmit  this  component,  assum- 
ing a  6''  pin,  requires  159,000+ (24,000x6)  =  1.1''  thickness  of  bearing, 
or  about  i''  on  each  side  of  the  chord.  As  is  seen^  there  are  2  —  f" 
plates  and  a  t^''  web,  making  in  all  1;^''  bearing  on  each  side  of  the 
chord,  which  is  quite  excessive. 

The  pin  bearing  on  the  post  should  be  sufficient  to  transmit  the 
maximum  stress  in  the  post,  which  is  221,000  lbs.  (See  Fig.  328.) 
This  requires  a  bearing  (assuming  a  6''  pin)  of  221/)00-r  (j14lj;^<^<^v&>^ 


rhe  web  of  the  40#  channel  is  JJ"  tbid 
s  ^Y'  thickness  of  bearing  on  each  side  a 


I   the  pin   will   occur  when    the 

as  the  post  {U2-L2)  has  about 

By  placing  the  lire  load    for 

I  Fig.  315)   and  determin- 


=  1.54"  or  0.72"  on  a  side. 
This  with  the  ^"  plate  maki 
the  post,  which  is  excessive. 

The  maximum  bending  moment  oi 
diagonal  {U2-L3)  has  maiimum  stress, 
the  maximum  stress  at  the  same  time, 
maximum  stress  in  the  diagonal  (as  sht 

ing  the  reaction  at  A  and  the  concentration  at  C  (these  are  given  on 
pages  433  and  433)  the  live-load  stress  in  each  of  the  members  at  U2 
can  be  readily  determined  by  graphics.  Then  determining  the  impact 
by  multiplying  each  stress  by  300-=- (150  +  300)  and  adding  together 
this  impact  and  tlie  live-  and  dead-load  stresses  and  resolving  the 
resulting  stresses  horizontally  and  vertically,  the  maximum!  bending 
moment  on  the  pin  can  be  determined  in  the  same  manner  as  shown  above 
for  the  other  joints.  This  maximum  moment  is  about  190,000  inch  lbs. 
This  requires  about  a  4J"  pin.  From  the  above,  it  ia  seen  that  the  fi" 
pin  is  larger  than  theoretically  required.  But  it  19  usual  practice  to 
limit  the  minimum  diameter  of  a  pin  to  ^  of  the  width  of  the  smallest 
eye-bar  connected.  The  eye-bars  at  V'i  (as  seen)  are  7" 
according  to  this  requirement,  the  pin  should  be  5.6"  in  diameter  and 
hence  the  assumed  C"  pin  ia  about  the  correct  size,  and  will  be  used. 
The  other  details  at  V2  are  readily  understood. 

The  details  at  V3  arc  similar  to  those  at  ^2  and  the  details  at  Z.3 
are  very  similar  to  those  at  L2  and  hence  the  calculations  of  the  details 
at  these  joints  are  quite  similar  to  those  given  above  and  consequently 
are  omitted.  The  same  can  he  said  regarding  joints  ^'4  and  Li  C^'K- 
331).     The  details  at  these  joints  are  readily  understood. 

The   calculations   of   the   details   of  the    intermediate    floor  beai 
shown  in  Fig.  331,  are  almost  exactly  as  given  in  Art.  186  (pages  4H 
to  412)  for  the  floor  beams  in  the  150-ft.  riveted  span. 

After  the  general  drawings  (Figs.  339,  330  and  331)  are  completed, 
the  shop  drawings  and  shop  bills  for  the  structure  can  be  made  by 
proceeding  in  the  same  manner  as  outlined  in  Art.   18G  for  the  150- 


i 

4lS^H 


ft. 


204.  Camber, — The  camber  of  the  trusses  in  this  case  ia  obtained 
by  lengthening  the  top  chord  ^"  for  each  10  feet  of  horiKontal  length, 
as  explained  in  Art.  185.  The  corresponding  lengths  of  the  diagonals 
are  calculated  by  using  the  mean  lengths  of  the  top  and  bottom  chords 
in  each  case.  For  example,  the  horizontal  uncambered  length  of  top 
chord  U2-U3  (Fig.  330)  is  25  ft.  So  the  cambered  horizontal  length 
would  be  25'  — O^*^".  Taking  this  as  the  base  of  a  right  angle  triangle, 
and  the  difference  between  the  lengths  of  posts  U3-L3  and  V2-L2  as  t" 
altitude,  the  cambered  length  of  the  top  chord  U2-U3  (given  as  25'  -  5i"] 
ia  computed  as  the  hypotenuse  of  the  triangle.  Then  taking  25'  —  "  ' 
as  the  base  of  a  right  angle  triangle  and  the  length  of  post  U'Z-L2  as  ti 
altitude,  the  length  of  diagonal  t72-L3  (given  as  45' -4^")  ia  calculal 
as  the  hypotenuse  of  that  triangle.  The  length  of  the  end  post  is  i 
increased. 

The  determination  of  actual  amount  of  camber  of  bridge  trusses  a 
also  the  determination  of  the  theoretical  camber  of  the  same  will  I 
given  later. 
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206.    Qraphical  Determination  of  livehLoad  StreiseB  in  Onnred 

Chord  Pratt  Trusses.' — The  influence  line  method^  outlined  in  Art  103^ 
is  the  most  convenient  graphical  method  to  use  in  this  case^  as  the  stresses 
in  the  truss  members  are  thus  determined  directly  without  considering 
either  shears  or  moments. 

Chord  Members.  Let  it  be  required  to  determine  the  live-load  stress 
in  die  top  chord  cd  of  the  truss  shown  in  Fig.  335^  due  to  Cooper's 
£40  loading. 

It  is  obvious  that  a  single  load  moving  from  J  to  the  left  over  the  span 
will  cause  a  stress  in  chord  cd  which  will  be  zero  when  the  load  is  at  J  and 


Flff.  880 

increase  constantly  until  the  load  reaches  point  D  and  that  this  stress  will 
then  decrease  constantly  as  the  load  moves  on  to  the  left  from  D,  becoming 
zero  when  the  load  reaches  A.  Then  evidently  the  influence  line  for 
the  stress  in  chord  cd  is  of  the  form  c'o'd',  shown  at  (c).  Now^  know- 
ing the  form  of  the  influence  line,  the  next  thing  is  to  construct  it.  This^ 
as  is  readily  seen^  is  a  simple  matter  after  the  ordinate  o'g'  is  known. 
This  ordinate  o'g' f  as  we  know,  is  the  stress  in  the  top  chord  cd,  due 
to  a  unit  load  at  D.  Then,  of  course^  the  first  thing  to  do  in  construct- 
ing the  desired  influence  line  is  to  determine  the  stress  in  the  top  chord 
cd,  due  to  a  unit  load  at  D.    This  stress  can  be  determined  '^^x^  T^%i&^ 
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either  analytically  or  graphically.  The  grnphical  determination 
more  convenient  and  hence  that  method  will  be  used.  By  drawing, 
(a),  the  lines  00',  OB  and  O'D  we  obtain,  as  we  may  say,  the  trns* 
ODD',  which  will  have  end  reactions  exactly  equal  to  those  of  the  bridge 
truss,  dne  to  a  unit  load  at  D,  and  as  the  member  00'  coincides  with 
top  chord  cd,  the  stress,  due  to  this  unit  load  at  D,  will  be  the  same 
in  the  two.  This  is  readily  seen,  for,  taking  moments  about  D,  we 
obtain 


ination  is  ^^l^H 
7  drawing,  at  ^^| 

I 


for  the  stress  in  each,  where  R  represents  the  reaction  8t  either  A  or 
0  due  to  a  unit  load  nt  D. 

By  drawing  mp  (at  (b)  )  and  laying  off  nm  (equal  to  one  inch) 
equal  to  one  pound  and  drawing  np,  we  have  the  influence  line  for  the 
reactions  at  A.  Then  gk  is  equal  to  the  reaction  at  A  and  also  at  O,  doe 
to  a  unit  load  at  D. 

Then  by  drawing  from  A  a  line  parallel  to  OD  and  from  g  a  lino 
parallel  to  00',  we  obtain  the  line  og,  which  is  equal  (in  inches)  to  the, 
stress  in  chord  cd,  due  to  the  unit  load  at  D.  In  other  words,  by  COD- 
strncting  a  diagram  of  the  forces  at  0,  we  obtain  the  stress  in  OO*, 
which  is  equal  to  the  stress  in  the  chord  cd,  due  to  a  unit  load  at  D, 

Then  by  drawing  c'd'  (at  (e)  )  and  laying  off  o'g'~og  and  dra' 
ing  c'o'  and  o'd',  we  have  the  desired  influence  line  for  the  stress  In 
chord  cd. 

Then  placing  the  loading  for  the  maximum  moment  about  D,  accord- 
ing to  Art.  91  (sec  Fig.  3-i:i),  and  drawing  the  ordinates  1,  2, 7,  as 

shown,  and  multiplying  each  by  the  load  or  group  of  loads  at  each,  and 
adding  together  the  results,  the  desired  maximum  stress  in  top  chord  cd 
will  be  obtained. 

Ordinates   1  and   2   are  drawn  at  the  center  of  gravity  of  eqaalg 
groups.     Then  by  adding  together  the  ordinates  1  and  3  and  multipl]^«i 
ing  by  the  weight  of  one  of  the  groups,  the  stress  in  top  chord  cd,  dne 
to  the  two  groups,  will  be  obtained.     Similarly,  by  adding  together  the 
ordinates  3  and  4  and  multiplying  by  the  weight  of  one  of  the  groups 
(at  either  of  the  ordinates),  the  stress  in  the  top  chord  cd,  due  to  those 
two  groups,  will  be  obtained.     Nest,  adding  together  ordinates  5  and  6 
and  multiplying  by  the  weight  of  one  of  the  wheels,  the  stress  in 
choid  cd,  due  to  the  two  wheels  (1  and  10),  will  be  obtained.    MuIUp] 
]ng  the  ordinate  7  (which  is  equal  to  one-half  of  ordinate  8)  by  the 
uniform  load  the  stress  in  chord  cd,  due  to  the  uniform  load,  is  obtfl 
Then  adding  together  all  of  these  results,  the  total  maximum  live-h 
stress  in  top  chord  cd  is  obtained.  _ 

The  combined  length  of  ordinates  1  and  2  (which  can  be  quickly, 
combined  by  the  use  of  a  pair  of  dividers,  as  shown  in  Example  1  of 
Art.  100)  scales  1.54  ins.  This  means  that  if  (as  nm  =  l"  =  l«)  one 
unit  load  (1  lb.)  be  placed  on  the  truss  exactly  over  ordinate  1  and 
another  exactly  over  ordinate  2,  these  two  unit  loads  would  produce 
stress  of  1.54  lbs.  in  top  chord  cd.  Then  evidently  the  two  groups 
wheels  at  these  ordinates,  each  weighing  80,000  lbs.,  will  prodi 
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in  the  top  chord  cd  of 

1.54  X  80,000  =  123,000  lbs. 

The  combined  length  of  ordinates  3  and  4  scales  1.73  ins.  Then 
for  the  stress  in  top  chord  cd  due  to  tlie  two  groups  of  wheels  at  these 
ordinates,  we  have 

1.74  X  52,000  =  90,480,  say  90,500  lbs. 

Similarly  for  the  stress  due  to  wheels  1  and  10,  the  combined  length 
of  ordinates  5  and  6  being  1.23  ins.,  we  have 

1.23  X  10,000  =  12,300  lbs. 

Ordinate  7  scales  0.41  ins.  Then  for  the  stress  in  top  chord  cd, 
due  to  the  uniform  load,  we  have 

0.41  X  (2,000  X 105)  =  86,100  lbs. 

Now,  adding  together  the  above,  we  obtain 

123,000  +  90,500  + 12,300  +  86,100  =  311,900,  say,  312,000  lbs. 

for  the  maximum  stress  in  top  chord  cd  due  to  Cooper's  £40  loading, 
and  multiplying  this  by  ^  we  obtain  390,000  lbs.  for  the  stress  due  to 
the  £50  loading.  As  is  seen  from  Fig.  328,  this  is  6,000  lbs.  less  than 
the  actual  stress,  but  as  this  difference  is  less  than  2  per  cent,  the  result 
is  accurate  enough.  That  is,  the  change  of  section  of  the  top  chord 
resulting  from  the  error  would  be  negligible. 

As  the  horizontal  component  of  the  stress  in  top  chord  cd  is  equal 
to  the  stress  in  bottom  chord  DE,  as  previously  shown,  and  the  position 
of  the  loading  for  maximum  stress  in  the  two  members  being  the  same, 
the  influence  line  for  the  stress  in  bottom  chord  DE  can  be  quickly 
constructed  after  the  one  for  the  top  chord  cd  is  completed.  Thus:  By 
drawing  or  we  obtain  the  stress  in  bottom  chord  DE,  due  to  a  unit 
load  at  D.  Then  drawing  D'£'  (at  (d)  )  and  laying  off  r'o"-or  and 
drawing  D'r'  and  r'E\  we  obtain  the  influence  line  for  the  stress  in 
chord  DE,  The  stresses  can  then  be  determined  in  this  member  in  the 
same  manner  as  shown  above  for  top  chord  cd.  However,  the  stress 
in  bottom  chord  DE  can  be  obtained  more  readilv  as  the  horizontal 
component  of  the  stress  in  top  chord  cd.  The  method,  of  course,  can 
be  reversed;  that  is,  the  influence  line  for  the  stress  in  bottom  chord 
DE  could  be  constructed  and  the  stress  in  DE  determined  and  then  the 
stress  in  top  chord  cd  could  be  obtained  by  multiplying  the  stress  found 
in  DE  by  the  secant  of  the  slope  angle  of  chord  cd. 

The  construction  of  the  influence  lines  and  determination  of  the 
stresses  in  the  other  chord  members  are  practically  the  same  as  shown 
above  for  chords  cd  and  DE, 

For  example,  by  drawing  0"0^",  0"E  and  EO'^'  and  constructing 
a  diagram  at  ordinate  z  of  the  forces  at  0",  the  stress  in  top  chord  de, 
due  to  a  unit  load  at  E,  is  obtained.  Then  the  influence  line  for  the 
stress  in  top  chord  de,  as  well  as  for  bottom  chord  EF,  is  readily 
constructed. 

As  another  example,  by  drawing  iv  (at  (b)  )  parallel  to  the  end 
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lord  AB  (alM^H 
)  and  layii^^^^l 


post,  we  obtain  vu,  which  is  equal  to  the  stress  in  bottom  chord 

BC),  due  to  a  unit  load  at  B.    Then  drawing  A'B'  (at  (e)  )  a 

off  v'ji'  =  vu  (which  can  be  done  by  using  a  pair  of  dividers)  and  drawing" 

A'v'  and  v'B' ,  we  obtain  the  influence  line  for  the  stress  in  bottom  chords 

AB  and  BC,  shown  at  (e). 

Wch  Members,  As  an  example,  let  it  be  required  to  determine  the 
stress  in  diagonal  cD.  The  influence  line  for  the  stress  in  this  member, 
as  explained  in  Art.  103,  will  be  of  the  form  A'a'o'B',  shown  at  (c)  in 
Fig.  336.  To  construct  this  influence  line,  first  draw  the  influence  lines 
for  reactions,  as  shown  at  (b).  Then  3ft  represents  the  reaction  at  A, 
due  to  a  unit  load  at  D.  Next,  draw  00',  OD  and  O'D.  Then,  drawing 
og  and  oh  (at  (b)  )  parallel,  respectively,  to  00'  and  OD,  and  ko 
parallel  to  diagonal  cD,  we  have  the  stress  in  the  diagonal  cD,  due  to  a 
unit  load  at  D,  represented  by  this  line  ko.  Then,  by  drawing  A'B' 
(at  (c)  )  and  laying  off  k'o'  equal  to  ko,  the  part  o'B'  of  the  influence 
line  can  be  drawn. 

Next,  draw  01  and  IDO',  as  shown  at  (a).  Then,  drawing  vt  and 
»ti  parallel,  respectively,  to  10'  and  00'  and  is  parallel  to  the  diagonal 
cD,  we  have  the  stress  in  the  diagonal  cU,  due  to  a  unit  load  at  C,  repre- 
sented by  this  line  U.  Then,  by  laying  off  (V  (at  (c)  )  equal  to  (*, 
the  parts  »'A'  and  s'o'  of  the  influence  line  can  be  drawn,  which  will 
complete  the  construction  of  the  influence  line  A's'o'B'. 

Any  load  at  any  point  to  the  right  of  JV  will  produce  tension  in 
diagonal  cD,  and  any  load  to  the  left  will  produce  compression  in  the 
same.  Then,  evidently,  to  obtain  the  maximum  tension  in  the  diagonal, 
all  the  loads  should  be  placed  to  the  right  of  N.  According  to  Art. 
190,  a  wheel  will  be  at  D  when  the  maximum  tension  in  cD  occurs.  Then, 
evidently,  the  loading  will  be  in  the  position  for  maximum  stress  in 
diagonal  cD  if  the  wheel  be  placed  at  i'  that  brings  wheel  1  the  closest 
to  N,  the  limit  being  that  wheel  1  should  not  be  to  the  left  of  N.  From 
this  it  is  seen  that  the  position  of  the  loading  for  maximum  stress 
the  diagonal  can  be  determined  directly  from  the  influence  line  inal 
of  applying  the  criterion  of  Art.  190. 

The  position  of  the  loading  for  maximum  tension  in  diagonal  cD 
shown  at  (c).     By  multiplying  the  ordinates  by  the  loads,  as  explained 
above,  the  maximum  tension  In  diagonal  cD  will  be  obtained. 

In  any  case  when  a  group  of  wheels  comes  at  a  point  where  the 
influence  line  changes  direction,  as  wheels  2  ...  5  do  in  this  case,  the  ordi- 
nate at  the  center  of  gravity  of  the  group  can  not  be  used.  In  such 
cases  the  weight  of  each  wheel  can  be  multiplied  by  the  ordinate  at  it, 
or  the  ordinates  at  the  center  of  gravity  of  the  wheels  to  either  side  of 
tfie  change  of  slope  of  the  influence  line  can  be  used,  or  the  sum  of  all 
of  the  ordinates  can  be  obtained  by  the  use  of  dividers  (see  Example 

1,  Art.  100),  and  this  sum  multiplied  by  the  weight  of  one  wheel.  Thus, 
in  the  case  shown  at  (e)  the  tensile  stress  in  diagonal  cD,  due  to  wheels 
2  ...  5,  can  be  obtained  by  multiplying  ordinate  1  by  the  weight  of  wheel 

2,  and  ordinate  3  by  the  weight  of  wheels  3,  4  and  5,  or  by  multiplying 
the  sum  of  all  the  ordinates  1,  2,  3  and  4  by  the  weight  of  one  wheel. 

The  maximum  compression  in  diagonal  cD  can  be  obtained  by  revers- 
ing the  loading;  that  is,  bringing  it  on  from  the  left,  and  placing 
wheel  at  I'  that  brings  wheel  1  closest  to  N  without  passing  that 
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TIk  actaal  rticn  to  tben  afabiiied  bj  mnUplju^  the  loads  hj  Hk  ordi- 
nates,  as  prenauly  explaineiL 

The  hi*iM-»irf  Une  for  the  maxuMnn  eompressiaa  in  post  tU)  is 
shom  at  (d).  To  obtain  tfau  infncDce  line  OO",  OD,  O'D,  ODI'  and 
OT  should  be  drawn.  Tbcn,  t^  drawing  fg  panDcl  to  OCy.  yl  parallel 
to  Ol'f  and  jm  paralld  to  post  dD.  we  hare  Um  stress  in  post  dD,  due 
to  a  nnit  load  at  E,  represented  bj  js.  Then,  drawii^  CIX  at  (d), 
and  Isyii^  off  g'^  eqoal  to  y*,  we  can  draw  the  part  g'ly  of  the  infla- 
cnoe  line  Next,  drawing  ow  parallel  to  OO',  wk  parallel  to  O'D,  and 
ew  parallel  to  post  dD,  we  have  the  stress  in  post  dD,  due  to  a  nnit  load 
at  D,  represented  bj  line  ew-  Then,  laying  off  «'v',  at  (d),  equal  to  em, 
we  can  complete  the  influence  line  C'w'g'D'  by  drawing  C'm'  and  v'jr'. 


The  maximum  compression  in  post  dD  can  then  be  determined  by 
placing  the  loading  on  PD'  with  the  wheel  at  a'  that  brings  wheel  1 
the  closest  to  P,  and  proceeding  as  explained  above  in  the  caae  of  the 
diagonal  dD.  Influence  lines  for  maximum  tension  in  the  posts  will 
be  considered  later. 

The  influence  lines  for  maximum  stress  in  the  other  diagonals  and 
posts  and  determination  of  the  stresses  are  similar  to  the  above. 

The  influence  lines  can  be  constructed  more  readily  in  the  following 
manner,  taking  first  the  one  shown  at  (c)  in  Fig.  336: 

The  ordinate  o'k'  can  be  obtained  in  the  manner  explained  above, 
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and  ptrint  N  can  be  located  by  drawliig  OCx  and  O'Dm,  mm  m  Im  i 
over  N.  Haring  the  ordinate  o'k'  detennined  and  point  N  located,  tftie 
Influence  line  A't'o'B'  can  be  drairn.  The  ordinate  g'M",  shoim  at  (d), 
can  be  obtained  in  the  manner  explained  above,  and  pcrint  P  can  be 
located  hf  drawing  ODx'  and  O'Ex^,  mm  m'  Im  directly  orer  P.  Harlng 
&e  ordinate  g't'  determined  and  the  point  P  located,  tbe  Influence  line 
C'w'y'D'  can  be  drawn. 

A  better  way  to  locate  ptrfnts  A'  and  P  is  to  draw  the  line  OJ. 
Then  point  F,  where  OJ  intenecti  the  diagtmal  cD,  U  directly  orer 
point  N;  and  point  O,  where  the  line  OJ  interseeti  diagonal  dE,  la 
directly  over  point  P. 

It  can  be  readily  shown  that  this  constmction  is  correct  Referring 
to  Fig.  337,  the  structure  OCDO'cO,  sapporting  the  loads  PI  and  P2, 
is  a  rigid  atmctnre.    It  is  crident  that  the  loads  PI  and  P2  conld  have 


snch  relative  weights  that  the  member  cD  (also  cC)  would  hare  aero 
stress.  In  that  case,  OCDC  would  be  an  equilibrium  polygon.  Then 
by  prolonging  the  segments  O'D  and  OC  to  intersection,  the  point  x 
is  obtained,  which  would  be  at  the  resultant,  or  center  of  gravity,  of 
the  loads  PI  and  P2  (see  Art.  45).  Then  both  of  the  loads  could 
be  placed  at  *  and  the  stress  in  member  cD  (also  cC)  would  be 
aero.  Now,  it  is  evident  that  as  long  as  PI  and  P2  have  this  same 
relative  value,  OCDO'  would  remain  an  equilibrium  polygon,  regardless 
of  the  actual  weights  of  the  loads  PI  and  P2;  so,  evidently,  the  stress 
in  cD  due  to  any  load  at  x  will  be  zero,  and  hence  «  is  the  point  of 
zero  stress  for  diagonal  eD. 

From  similar  triangles  Dmx  and  DJO',  we  have 


from  which  we  obtain 

-I* 


•Ci). 
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From  similar  triangles  OAC  and  amC,  we  have 

9  ^^ 

from  which  we  obtain 

*=|* (2). 

Now  equating  (1)  and  (2)  equal^  we  have 

o       a 
from  which  we  obtain 

i.-—  (3^ 

c  -  bk ^^'' 

From  similar  triangles  cFT  and  DFU,  we  have 

f  =  ?^ (4). 

But  from  similar  triangles  O^JO  and  cOT,  we  have 

h'L' 
from  which  we  obtain 

And  from  similar  triangles  JAO  and  JDU,  we  have 

z      h 

from  which  we  obtain 

Now  substituting  these  values  of  y  and  z  in  (4)^  we  obtain 

T'U (»)• 

Equating  (3)  and  (5)  equals  we  obtain 

c-i (^>- 

But  c==d-g  and  t  =  d-M, 

So^  substituting  these  values  in  (6)  and  reducing^  we  obtain 

?  =  *, 

which  proves  that  points  F  and  x  are  on  the  same  vertical  line. 

Any  of  the  other  cases  can  be  proved  in  a  similar  manner.     Refer- 
ring to  Fig.  336^  point  1  is  the  point  of  lero  stress  for  diagonal  bC  and 
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point  3  is  the  point  of  aero  stress  for  post  cC.  Point  3  is  the  point  of 
lero  stress  for  diagonal  dE  and  point  4  is  the  point  of  lero  stress  for 
post  e£'.     The  point  of  zero  stress  for  diagonal  eF  is  at  5. 

Tension  in  Poit$.  Let  it  be  required  to  determine  the  maximum  live- 
lond  tensile  stress  in  post  dD  (Fig.  338).  First  construct  the  influence 
line,  shown  at  (c),  for  stress  in  diagonal  dE.  As  explained  on  pages 
424  and  425  (Art.  190),  the  maximum  live-load  tension  will  occur  in 
post  dD  when  the  load  is  so  placed  that  the  stress  in  diagonal  dE  is 
Eero.  The  stress  in  the  diagonal  dE  due  to  dead  load  is  tension.  A 
live  load  moving  onto  the  bridge  from  the  left  would  begin  reversing 
this  dead-load  tension  from  the  start  and  continue  reversing  it  until  a 


point  was  reached  where  the  stress  in  the  diagonal  would  be  aero  and 
from  there  on,  as  the  load  moved  on  to  the  right,  the  stress  in  the  diagonal 
would  be  compression  and  this  compression  would  continue  to  increase 
nntil  the  live-load  extended  from  M  to  N  (see  the  influence  line  at  (c)  ) 
at  which  time  the  live-load  compression  would  be  a  maximum.  Then  as 
the  load  moved  on  past  N  the  compression  in  the  diagonal  would  decrease 
until  a  point  was  reached,  as  the  load  moved  on  to  the  right,  where  the 
stress  in  the  diagonal  dE  would  be  zero  for  the  second  time.  This  Inst 
position  is  the  one  desired,  as  the  maximum  tension  in  post  dD  will 
occur  when  the  load  is  in  that  position.     The  first  thing  is  to  find  thai 

Let  S  represent  the  dead-load  tension  in  diagonal  dE  and  S'  the 
live-load  compression  in  the  same  when  the  load  extends  from  M  to  N- 
Then  the  load  to  the  right  of  N  must  be  just  sufficient  to  prodace  a  ten- 


DESIGN  OF  SnCPLfi  BAILBOAI)  l^IDGES  481 

sioo  «f  8^-8  pomkb  in  dii^nAl  i££.  An  equivalent  uniform  live  load 
of  w  pounds  per  foot  of  tnue  will  be  used.  Let  y  be  the  distance  from 
H  to  the  head  of  the  uniform  live  load  and  let  A  represent  the  required 
shaded  area.  Then  the  required  tension  in  the  diagonal  is  Aw,  which 
DMist  be  equal  to  8^ -^8,  so  we  httve 


from  which  we  obtain 


Aw=8'--8, 
8' -8 


A  = 


w 


for  the  required  shaded  area  in  square  feet.     The  next  thing  is  to  find 
the  value  of  y  when  the  shaded  area  is  equal  to  {8^  -S)/w» 
Referring  to  the  influence  line  at  (c)^  we  have 

(^)*-4=l(y«) (7). 

But  '~^' 

Soy  substituting  this  value  of  s,  and  {8' -8)  /w  for  A  in  (7),  and  reduc- 
ing^ we  obtain 

jf=^(c-0*-^(«'-S) ....(8). 

From  this  equation  (8)  the  head  of  the  equivalent  uniform  live 
load  can  be  located.  Then^  having  the  load  located^  the  influence  line 
for  the  maximum  live-load  tension  in  the  post  dD  can  be  constructed 
as  shown  at  (d)^  and  by  multiplying  the  shaded  area  by  w  the  desired 
live-load  tension  in  the  post  will  be  obtained. 

To  construct  tiie  ii^uence  line  shown  at  (d):  First  assume  sero 
stress  in  diagonal  dE.  Placing  a  unit  load  at  D  and  drawing  kh  parallel 
to  O^D  and  kg  parallel  to  O'd,  we  have  the  stress  in  top  chord  cd  given 
by  the  line  kg;  and  as  the  horizontal  components  of  top  chords  cd 
and  de  must  be  equal  (since  the  stress  in  dE  is  zero)  by  drawing  from 
g  a  line  parallel  to  top  chord  de  intersecting  the  vertical  mk  at  m,  we 
have  the  stress  in  chord  de  represented  by  the  line  gm  and  the  stress  in 
the  post  dD  represented  by  the  line  mk.  Then  laying  off  m'k'  at  (d) 
equal  to  mk  the  influence  line  as  shown  can  be  constructed. 

In  case  the  uniform  live  load  does  not  extend  to  ordinate  e,  as  shown 
at  (e),  it  is  better  to  locate  the  head  of  the  load  with  reference  to  P, 
Let  X  represent  the  distance  from  P  to  the  head  of  the  uniform  live  load. 
Then  we  have 

from  which  we  obtain 

(9). 


206.    Detenniiiation  <rf  DeacUioad  Stresses  in  Pettit  Trusses.— 

Let  it  be  required  to  determine  Ae  dead-kiad  streaaea  in  Vbfc  Vxx3&^  ^^^wck. 
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at  (a),  Fig.  339.  Let  Wl,  W%,  and  so  on  (all  of  which  are  eqnal) 
represent  the  loads  at  the  lower  panel  points;  PI,  P2,  and  m  on  (aU 
of  which  are  ei^nal)  represent  the  loads  at  the  npper  panel  points;  and 
let  R  represent  the  reaction  due  to  these  loads. 

MemhtT*  Vl-LO,  LO-Ll,  Ll-LS  and  Vl-Ll.  As  previoosly  shown 
(Art.  189),  the  dead-load  stress  in  Ul-LO  is  equal  to  Asectf,  RUnS  in 
both  LO'Ll  and  L1-L2,  and  JTl  in  Ul-Ll. 

Member  U1-U2.  The  stress  in  this  mcmher  is  readily  obtained  by 
taking  moments  about  L2.     Thus,  we  obtain 

[Rx8d-(B'l  +  Pl)d]i=H 

for  the  horizontal  component  of  the  stress  in  U1-U2.  The  stress  in  the 
member  is  then  obtained  by  multiplying  H  by  sec^. 


Member  XJ1-L2.  Having  determined  H,  the  horizontal  component 
of  the  stress  in  top  chord  V\-Vt,  the  vertical  component  of  tlic  same 
is  equal  to 

J7tan^  =  V. 

Now,  considering  the  part  of  the  structure  to  the  left  of  section  1-1  and 
summing  up  the  vertical  forces,  we  obtain 

Vl=R-{Wl  +  P\)-V 

for  the  vertical  component  of  the  stress  in  I71-LS.    Then  we  have  Flsecfl 
for  the  stress  in  (71-L2. 

The  stress  in  this  diagonal  can  also  be  determined  by  taking  n 
about  the  intersection  of  the  chords  as  explained  in  Art.  169. 
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Members  MS'L2  and  MS-LS.  In  detennining  the  stresses  in  these 
two  members  the  triangle  L2-M3-Z#4  can  be  considered  as  a  separate 
tmss^  as  shown  at  (b).  The  stress  in  M3-L2  is  equal  to  i(P3  +  ^3)sec^^ 
and  the  stress  in  the  hanger  M 3-L3  is  simply  equal  to  Wt, 

Members  U2'L2.  Considering  the  part  of  the  structure  to  the  left 
of  section  2-2  shown  at  (c)  and  resolving  the  stress  in  L2-M3  both 
vertically  and  horizontally  at  L2  and  resolving  the  stress  in  Ul-UZ  and 
adding  up  the  vertical  forces^  we  have 

R-[Wl  +  W2  +  i{W3  +  PS)  +  V  +  Pl]-Sl  =  0, 

from  which  we  obtain 

51=i2-(^l  +  ^2  +  J(^3  +  P3)  +  r+Pl) 

for  the  dead-load  stress  in  post  172-L2.  This  stress  can  also  be  deter- 
mined by  taking  moments  about  O,  Thus^  taking  moments  about  0,  we 
have 

i2*-(Pl  +  ^l)(*+J)-(^2+J^3  +  JP3)(*  +  2J)-51(*  +  2J)=0, 

from  which  we  obtain 

51  =  [i2*-(Pl  +  ^l)  (*  +  rf)-(fr2  +  i^3  +  iP3)  (*  +  2rf)]— ^ 

for  the  stress  in  U2'L2. 

Member  M2-MS,  This  member  is  not  subjected  to  any  direct  stress. 
It  is  for  the  purpose  of  stiffening  post  U2-L2. 

Member  US-US-Ui.  Considering  the  part  of  the  structure  to  the 
left  of  section  4-4^  as  shown  at  (d),  and  by  taking  moments  about  lA, 
we  obtain 

Hl=^[(RyAd)-(Wl  +  Pl)Sd^(W2  +  P2)2d'-(W3  +  P3)d] 
hi 

for  the  horizontal  component  of  the  stress  in  top  chord  C72-C73-174.  Then 
by  multiplying  7/1  by  sec^^  the  stress  in  the  member  is  obtained. 

Member  MS-H.  Having  //I,  the  horizontal  component  of  the  stress 
in  the  top  chord  C72-C73-C74  determined,  the  vertical  component  V2  is 
equal  to  H\  tan^'.  Then  resolving  the  stress  in  Af3-L4  vertically  and 
horizontally  and  summing  up  the  vertical  forces  shown  at  (d)  we  obtain 

F3=i?- (fri+ ^2  + fr3)  -  (PI +P2+P3) -r2 

for  the  vertical  component  of  the  stress  in  diagonal  Af3-L4.  Then  for 
the  stress  in  the  member  we  have 

53  =  r3  X  sectf'. 

Member  LB-LS-H,  Considering  the  part  of  the  structure  shown 
at  (d),  and  considering  S2  and  SZ  instead  of  their  components  (see  Art. 
41),  and  taking  moments  about  U2  of  the  forces  shown  at  d,  we  obtain 

54=i[(i?x2rf)-(^l  +  Pl)J+(^3  +  P3)d] 

for  the  stress  in  bottom  chord  L2-L3-L4. 
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Member  US-MS.  The  vertical  component  of  M3-L2  is  equal  lo 
i(P3  +  W3);  the  vcrticnl  component  of  the  top  chord  U2-V3-Ui,  as 
found  above,  ia  equal  to  p'2.  Then  considering  the  part  of  the  stmcture 
to  the  left  of  section  3-3  and  summing  up  the  vertical  forces  and 
components  on  same,  we  obtain 

for  the  vertical  component  of  the  stress  in  diagonal  U2-M3.     Then  t 
stress  is  equal  to  ^'-1  x  secfi'. 

Member  V3-M3.  This  member  simply  supports  the  load  PZ  and 
hence  the  stress  in  it  is  equal  to  PS, 

Member*  M5-Lr>  and  M5-Li.  The  stress  in  hanger  M5-L5  is  equal 
to  W5.  The  vertical  component  of  the  stress  in  M5-L4  is  equal  to 
i{P5  +  B'5).     Then  the  stress  in  Af5-L4  is  equal  to  i(P5  +  IF5)secfl". 

Member  Ui-LJf.  Considering  the  part  of  the  structure  to  the  left 
of  section  5-5  and  resolving  the  stress  in  U4-U3-U2  and  Md-Li  vertically 
and  horizontally  and  summing  up  the  forces  and  components,  we  obt  ' 

F5=R-(Wl^-W2...WA)-{^Pl+PZ  +  P3)-V2-i{P5  +  W5) 

for  the  stress  in  post  Ui-L4. 

Member  U4-Ud-U6.  Considering  the  part  of  the  structure  to  the 
left  of  section  7-7  and  taking  moments  about  LG  we  can  obtain  Ii2,  the 
horizontal  component  of  the  stress  in  top  chord  U-i-Uo-UG.  Then  tht 
stress  in  the  member  is  equal  to  H2  x  sec^". 

Member  LJi-L5-LG.     Considering  again   the  part  of  the  struct 
to  the  left  of  section  7-7  and  taking  moments  about  U4,  we  obtain 

SS  =  ~[{Rx4:d)-{Wl+Pl)3d-{W2  +  P2.)2d- 

iWZ  +  P3)d+{W5  +  P5)d] 

for  the  stress  in  bottom  chord  L4-L5-L6. 

Member  M5-LG.  Considering  again  the  part  of  the  structure  t 
the  left  of  section  7-7  and  letting  VG  represent  the  vertical  component  of 
the  stress  in  top  chord  Ui-U5-VG,  we  obtain 

F7  =  R-{Wl^^W2...W5)-(Pl  +  P2...P5)-Fe 
for  the  vertical  component  of  the  stress  in  diagonal  M5-L6.     Then  nvai 
tiplying  T?  by  secf"  the  stress  in  the  member  is  obtained. 

Members  Mi-M5  and  M5-M6.  These  members  have  no  direct  stress 
in  them.  They  are  for  the  purpose  of  stiffening  the  posts  I74-L4  and 
UC.-LG. 

Member  VJi-M5.  Considering  the  part  of  the  structure  to  the  left 
of  section  6-C  and  letting  ^{P5-\-W5)  and  FG  represent  the  vertical  com- 
ponent of  the  stress  in  MH-L-l  and  U4-U5-VG,  respectively,  and  summing 
up  the  vertical  forces  and  components  to  the  left  of  section  6-6  '^ 
obtain 

FB  =  R-  {Wl  +  W2...  W4)  -(P1  +  P2..  .Pi)-^(P5  +  W5)  -  Ff. 

for  the  vertical  component  of  the  stress  in  diagonal  Ui-M&.     Then  t 
stress  in  the  member  is  equal  to  FSxaec$". 
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Member  V5-M5.  This  member  supports  the  load  Pa  and  lience 
the  stress  in  it  is  equal  to  P5. 

Members  U7-M7  and  M1-L7.  As  is  evident,  the  stress  in  Uj-MI  is 
equal  to  P7  and  the  stress  in  M7-L~  is  equal  to  W7. 

Memberi  U6-M7  and  M7-L8.  The  de«d-load  stress  in  these  mem- 
bers is  due  to  the  loads  W7  and  P7.  We  will  assume  that  each  is  equally 
stressed.     Then  the  stress  in  each  will  be  equal  to  i(JF7  +  Pr)secff"'. 

Member  U6-L6.  Considering  the  part  of  the  structnre  to  the  left  of 
section  8-8  and  letting  I'd  and  F'.l  represent  the  vertical  component  of  the 
stress  in  members  Ui-U5'UG  and  M7-L6,  respectively,  and  summing  up 
all  the  forces  and  components  to  the  left  of  section  8-8,  we  obtain 

S6=R-  {TFl-\-rF2. .  .we)  -  (_P1  +  P2. .  .P5)  'FG-FS 

for  the  stress  in  U6-LG. 

Membert  V6-U7  and  LG-L7.  Considering  the  part  of  the  structure 
to  the  left  of  section  9-9  and  taking  moments  about  L7,  we  obtain 

S7  =  ^[(flx74)-(B^l+Pl)6<i-(Jr2  +  P2)5d-(H'3  +  P3)4d- 

((r4  +  P4)3(i-(H'5  +  P5)2<i-(»'6+i'6)if] 

for  the  stress  in  top  chord  VG-Vt.  It  will  be  seen  readily  that  the 
moments  of  the  stresses  in  VG-M7  and  jU7-L6  about  L7  are  equal  and  of 
opposite  signs  and  annul  eaeh  other,  and  consequently  are  not  f^ven 
in  the  equation  of  moments. 

The  stress  in  Z.6-L7  is  equal  to  the  stress  in  top  chord  t/G-t/?.  How- 
ever, the  stress  in  LQ-L7  can  be  obtained  by  taking  moments  about  U7. 

As  the  truss  is  symmetrical  in  reference  to  the  center  of  span  and 
symmetrically  loaded,  we  have  now  sufficiently  considered  the  analytical 
determination  of  the  dead-load  stresses  in  the  truss. 

As  a  matter  of  fact,  the  dead-load  stresses  in  such  trusses  are 
graphically  determined.  The  diagram  of  the  dead-load  stresses  for  the 
right  half  of  the  truss  is  shown  at  (e).  This  diagram  is  obtained  by 
beginning  at  N  and  passing  around  the  joints  clock-wise.  Thus,  begin- 
ning at  point  ^,  we  draw  1-2  equal  to  R  and  then  1-3  and  2-3  parallel, 
respectively,  to  fc.V  and  BN,  Then  passing  on  to  joint  B  we  have  the 
diagram  3-2-4-5-3  for  that  joint.  Then  passing  on  to  joint  b  we  have  the 
diagram  6-1-3-5-7-6  for  that  joint.  Now,  at  C  there  are  three  unknown 
forces,  the  same  is  true  of  joint  c  and,  consequently,  before  we  can  go 
farther  we  must  determine  one  of  the  unknown  forces  at  one  of  these 
joints.  By  considering  E-M'S-C  as  a  separate  truss,  as  shown  at  (f),  and 
constructing  the  diagram  at  (g),  we  have  the  stress  in  3/3-C  given  by 
the  line  rit.  Then  considering  joint  C  (at  (a))  and  passing  around  the 
joint  cJock-wise,  we  have  the  part  (starting  at  7}  'I'-S-l-S  of  the  stress 
diagram  for  that  joint.  We  know  that  the  stress  in  post  cC  will  be  rep- 
resented by  a  vertical  line  from  7.  So  we  can  draw  7-y.  We  can  also 
draw  8-.r.  Then  laying  off  0-10  equal  to  i(P3+WS)  and  drawing  9-10 
parallel  to  ;U3-C,  we  have  the  stress  in  .U3-C  represented  by  this  line 
9-10  (see  diagram  at  (g))  and  thus  we  have  the  complete  stress  diagram 
7-6-4-8-9-10-7  for  joint  C.    For  joint  c  we  o\ila\EL  \lB«  &X3««.% 
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(beginning  at  11)  11-6-7-10-12-11.  For  joint  d  we  obtain  the  stress 
diagram  (beginning  at  13)  13-11-12-14-13.  For  joint  D  we  obtain  the 
diagram  9-8-15-16-9.  For  joint  M3  we  obtain  the  stress  diagram  14-12- 
10-!)-IC-14.  The  line  lG-14,  which  represents  the  stress  in  member 
M3-E,  must  be  parallel  to  12-10,  which  represents  the  stress  in  member 
C-M3.     Tills  is  the  first  check  on  the  work. 

By  considering  G-M5-E  as  a  separate  truss,  the  stress  in  M5-E  can 
be  determined.  Now,  considering  joint  E  and  passing  aronnd  clock-wise, 
we  obtain  the  part  14-16-15-17  of  the  stress  diagram  for  joint  E. 

Then  drawing  14-r  and  laying  off  r-19  equal  to  i(P5+W5)  and 
drawing   19-18  parallel  to  the  member   M5-E,   we  have  the    complete 


stress  diagram  14-l(!-lo-]7-18-l!)-M  for  .joint  E.  For  joint  e  we 
obtain  the  stress  diagram  :»(l-13-14-l!l-yl--,'0.  For  joint  /  wc  obtain 
tiic  stress  di.igram  22-20-Jl-2;i-2J.  I'lir  joint  F  we  obtain  the  diagrnii 
18-17-24-25-18.  For  joint  -U5  wc  obtain  tlic  diagram  23-21-19-18-25-23. 
The  line  2;t-25  must  be  parallil  to  line  21-lS).  Tiiis  is  the  second  check 
on  the  work. 

The  dend-loail  stress  is  assumed  to  be  the  same  in  the  four  members, 
A/r-t'fi.  ,Vr-/,(;,  M7-g  .-md  .U7-fi.  Tbis  stress  is  due  to  the  londs  WT 
and  P7.  Then,  by  considering  U>-M7'G  as  a  separate  truss,  having  a 
reaction  at  caeli  end  of  ]  (Tr  +  J'T),  the  stress  in  fl/7-G  can  be  graphically 
determined. 

Starting  with  23.  we  have  the  part  ^.^-25-24-2G  of  the  stress  diagram 
for  joint  G.  Then  drawing  n  vertical  lino  from  23  and  a  horiJiontal 
line  from  2(1  and  laying  off  /-2S  equal  to  i(JV7+I'7)  and  drawing  28-27 
parallel  to  M7-G,  wc  obtain  the  complete  stress  diagram  23-25-24-26-27- 
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28-23  for  joint  G.      For  joint  g  we  have  the  stress  diagram  29-22- 
23-28-30-29. 

This  completes  the  graphical  determination  of  the  dead-load  stresses^ 
as  the  truss  is  symmetrical  in  reference  to  the  center  of  span  and  the 
load  is  symmetrical  in  reference  to  same.  The  distance  26-29  should 
equal  ^(P7  +  W7).     This  is  the  third  and  final  check  on  the  work. 

207.    Determination  of  Live-Load  Stresses  in  Pettit  Trusses. — 

Let  it  be  required  to  determine  the  live-load  stresses  in  the  truss  shown 
at  (a).  Fig.  340,  due  to  Cooper's  E50  loading. 

Members  bA,  AB  and  BC,  The  maximum  live-load  stress  will  occur 
in  these  members  when  the  wheel  loads  are  placed  for  maximum  shear  in 
panel  AB,  The  placing  of  the  loading  will  be  in  accordance  with  (5), 
Art.  90.  After  the  loads  are  thus  placed,  the  next  thing  to  do  is  to  deter- 
mine the  reaction  at  A  by  taking  moments  about  JV.  Let  R  represent  this 
reaction.  The  next  thing  to  do  is  to  determine  the  concentration  at  A 
due  to  the  loads  in  panel  AB,  which  can  be  done  by  taking  moments  about 
B.  Let  r  represent  this  concentration.  Then  we  have  R-r  for  the  shear 
in  panel  AB.  Then  we  obtain  (i2-r)sec^  for  the  maximum  live-load  stress 
in  end  post  bA  and  {R-r)isx\6  for  the  maximum  live-load  stress  in  each 
of  the  members  AB  and  BC  (see  Art.  174). 

Member  bC.  The  maximum  live-load  stress  will  occur  in  diagonal 
bC  when  the  loads  are  placed  according  to  the  requirements  of  (4)  of 
Art.  190.  After  the  loads  are  thus  placed,  the  next  thing  to  do  is  to 
determine  the  reaction  at  A,  which  can  be  done  by  taking  moments  about 
N,  Let  R  represent  this  reaction.  Next,  by  taking  moments  about  C, 
the  horizontal  component  of  the  stress  in  top  chord  be  is  readily  obtained. 
Let  H  represent  this  component.  Then  the  vertical  component  of  the 
stress  in  be  is  equal  to  Htan<l>,  Taking  moments  about  C  of  the  loads 
in  panel  BC,  the  concentration  at  B  is  readily  obtained.  Let  r  repre- 
sent this  concentration.  Now,  for  the  vertical  component  of  the  stress 
in  diagonal  bC,  we  have  V=R-r— IItan<f>,  and  multiplying  this  by  secO, 
we  obtain  (-R  — r  — Htan^)sec^  for  the  stress  in  the  member  bC. 

Member  bB,  The  maximum  live-load  stress  in  this  hanger,  as  is 
obvious,  is  equal  to  the  maximum  live-load  floor  beam  concentration,  which 
is  determined  as  explained  in  Art.  148. 

Member  be.  The  maximum  live-load  stress  will  occur  in  this  member 
when  the  loads  are  placed  for  maximum  moment  about  C.  The  placing 
of  the  loads  will  be  in  accordance  with  (5),  Art.  91.  That  is,  a  wheel 
must  be  at  C  and  the  average  unit  load  to  the  left  of  C  must  equal 
(approximately)  the  unit  load  on  the  span.  After  the  loads  are  thus  placed 
the  next  thing  to  do  is  to  determine  the  reaction  at  A,  which  can  be  done 
by  taking  moments  about  A^.  Then,  by  taking  moments  about  C  of  the 
forces  to  the  left,  the  horizontal  component  of  the  stress  in  be  is  readily 
obtained,  and  multiplying  this  component  by  sec^,  the  maximum  live-load 
stress  in  be  is  obtained. 

Members  cC  and  c-Ml,  It  is  obvious  if  C-Ml-E  be  considered  a 
separate  truss,  shown  as  C-o-E  at  (b),  that  the  stress  in  cC  and  c-Ml  will 
not  be  aflfected  in  the  least.  The  truss  C-o-E  really  acts  as  a  stringer 
extending  from  C  to  E,  Then,  as  is  readily  seen,  the  maximum  live-load 
stress  in  cC  can  be  obtained  by  loading  the  span  ixoni  >i!bk!&  t^^,  ^^^asss^ 
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a  wheel  at  E  and  loading  panel  CE  (no  loads  to  the  left  of 
accordance  with  (4)  of  Art.  190. 

In  applying  equation  (4)  ■  should  be  taken  equal  to  the  distance 
lA,  shown  at  (b),  and  a  should  be  taken  equal  to  distance  AC. 

After  tile  loading  is  placed,  the  next  thing  to  do  is  to  determine  the 
reaction  at  A,  which  can  be  done  by  taking  moments  about  N.  Let  R 
represent  this  reaction.  The  nest  thing  to  do  is  to  determine  the  con- 
centration at  C  due  to  the  loads  in  panel  CE,  which  can  be  done  by 
taking  moments  about  E,  ignoring  panel  point  D  altogether;  that  ' 
would  be  considered  as  a  stringer.  Let  r  represent  this  concentral 
at  C. 

Nest,  by  taking  moments  about  C,  the  horizontal  component  of 
stress  in  top  chord  be  is  readily  obtained,  as  previously  explained. 
H  represent  this  component.     Then  the  vertical  component  of  the  stress 
in  the  top  chord  be  is  equal  to  7/tan^.     Now,  considering  the  part  of  the 
structure  to  the  left  of  section  1-1,  and  adding  up  the  vertical  componenta 
and  forces,  we  obtain  R-r- Htaaif>  for  the  maximum  live-load  stress 
member  cC.     The  member  oC  is  entirely  ignored,  as  the  vertical 
ponent  of  its  stress  is  included  in  the  concentration  r. 

To  obtain  the  maximum  live-load  stress  in  c-Ml,  the  loads  would 
placed  very  much  the  same  as  for  cC.  In  applying  equation  (4)  of  Art. 
190  t  would  be  taken  equal  to  the  distance  I'A  and  a  equal  to  AC.  After 
the  loads  are  properly  placed,  the  next  thing  to  do  is  to  determine  the 
reaction  at  A,  which  can  be  done  by  taking  moments  about  N.  Then 
the  next  thing  to  do  is  to  determine  the  concentration  at  C  due  to  the 
loads  in  panel  CE,  ignoring  panel  D,  By  taking  moments  about  £,  the 
horizontal  component  of  the  stress  in  top  chord  ce  is  readily  obtained,  and 
multiplying  this  component  by  tan.^',  the  vertical  component  of  the  stress 
in  top  chord  ce  is  obtained.  Then  considering  the  part  of  the  strncture  to 
the  left  of  section  2-2  and  summing  up  the  vertical  components  and  forces 
to  the  left  which  consist  of  the  reaction  at  A,  concentration  at  C,  the 
vertical  component  of  the  stress  in  ce,  and  the  vertical  component  of  the 
stress  in  cMl,  the  vertical  component  of  the  stress  in  cMl  can  be 
obtained ;  and  multiplying  this  component  by  seed',  the  stress  in  cMX 
is  obtained. 

Memberi  D-Ml  and  C-Ml.     As  is  obvious,  the  maximum  live-h 
stress  in  hanger  D-3fl  is  equal  to  the  maximum  live-load  Hoor  beam  < 
tration,  which  is  determined  as  explained  in  Art.  148.    The  maximu 
load  stress  in  sub-diagonal  C-Ml,  as  is  readily  seen,  is  equal  to  o: 
of  the  maximum  floor  beam  concentration  multiplied  by  seed'. 

Member  ce.  The  maximum  live-load  stress  in  this  member 
when  a  load  is  at  E  and  the  average  unit  load  to  the  left  of  E  is  equal 
to  the  average  unit  load  on  the  span.  This  is  in  accordance  with  Art 
91.  After  the  loads  are  properly  placed  the  nenl  thing  to  do  is  to 
determine  the  reaction  at  A,  which  can  be  done  by  taking  moments  about 
N.  Then  considering  the  part  of  the  structure  to  the  left  of  section  3-3 
and  taking  moments  about  E,  the  horizontal  component  of  the  stress  in 
top  chord  ce  is  readily  obtained,  and  then  multiplying  this  component 
by  seci^',  the  maximum  live-load  stress  in  ee  is  obtained. 

Member  E-Ml.     It  is  readily  seen  that  if  oE  (shown  at  (b)) 
combined  with  E-Ml,  any  load  at  D  would  cause  compression  in  i 
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and  hence  the  member  E-M\,  as  far  as  maxininm  stress  is  concerned, 
acts  just  the  same  as  an  ordinary  diagonal  where  DE  is  the  panel 
length.  Then  the  maximum  stress  in  E-M\  is  obtained  by  landing  the 
span  from  the  right  with  a  wheel  at  E,  and  loading  panel  DE  (no  loads 
to  the  left  of  D)  according  to  (4)  of  Art.  190.  In  applying  equation 
(4)  <  should  be  taken  equal  to  the  distance  I'A  and  a  equal  to  the  dis- 
tance AD.  After  the  loads  are  properly  placed,  the  next  thing  to  do  is 
to  determine  the  reaction  at  A,  which  can  be  done  by  taking  moments 
about  N.  Then  the  next  thing  to  do  is  to  determine  the  concentration 
at  D,  due  to  the  loads  in  panel  DE.  Then,  considering  the  forces  to  the 
left  of  section  3-3  (oE  and  £-3/1  being  considered  as  combined,  that  is, 
one  member)  and  taking  moments  about  E,  the  horizontal  component  of 
the  stress  in  top  chord  ce  is  readily  obtained ;  and  multiplying  this 
horisontal  component  by  tan<^'  the  vertical  component  of  the  stress  in  the 
top  chord  ce  is  obtained.  Then  summing  up  the  vertical  components  and 
forces  to  the  left  of  section  3-3  the  vertical  component  of  the  stress  in 
diagonal  £-3/1  is  readily  determined;  and  multiplying  this  component  by 
tec8'  the  maximum  live-load  stress  E-Ml  is  obtained. 

Member  CE.  It  is  readily  seeJi  that  any  load  in  panel  CD  or  DE 
will  cause  tension  in  CE,  owing  to  the  member  CE  acting  as  the  bottom 
chord  of  truss  C-Ml-E.  This  stress,  as  we  may  say,  is  in  addition  to 
the  stress  produced  in  the  member  acting  as  a  main  bottom  chord  sec- 
tion of  the  structure.  Then  it  appears  that  the  maximum  live-load  stress 
in  bottom  chord  CE  will  occur  when  the  loads  in  panels  CD  and  DE 
have  some  certain  value  as  compared  to  the  other  loads  on  the  structure. 
This  can  be  investigated  most  satisfactorily  by  the  use  of  influence  lines. 

The  stress  in  CE  is  finally  obtained  by  considering  the  part  of  the 
structure  to  the  left  of  section  3-.^  and  taking  moments  about  c.  Then 
evidently  the  stress  in  CE  will  vary  as  the  moments  about  c  and  hence 
the  stress  in  the  member  can  be  investigated  by  constructing  an  influence 
line  for  moments  about  c. 

Let  P  represent  a  load  at  any  point  x  distance  from  N.  Then  when 
P  is  at  any  point  to  the  right  of  panel  point  E  we  have  M=  (^Px/L)a 
for  the  bending  moment  about  c.  If  x=6,  the  last  equation  becomes 
M  =  {Pb/t)a.  and  if  P  =  l  we  have  JVf=(b/L)a.  So  if  we  draw  00' 
at  (c)  and  lay  off  uv  equal  to  (fc/L)a  we  can  draw  aO'.  which  is  the 
influence  line  for  moments  about  c  for  loads  to  the  right  of  E. 

If   the    load    P    moves   to   any   point   in    panel    DE,    the    moment 


-(''£) 


rt+PC*-b). 


H    i  =  b    we    have    the    same    aa    given    above    for    ordinate 
t=b  +  d  and  P  =  l  the  equation  reduces  to 


Then  if  the  ordinate  nm  be  laid  off  equal  to  this  last  valne  of  M'  the 
line  nu  can  be  drawn,  which  is  the  influence  line  (or  moments  about 
c  for  loads  in  panel  DE, 
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If  the  load  P  moves*  to  any  point  in  panel  CD,  the  moment  about  e 
wiU  be 


*'"=(^i) 


a+(6  +  2J-jr)P. 


This  is  the  equation  to  the  line  in,  which  is  the  influence  line  for  moments 
about  c  for  Icwds  in  panel  CD. 

li  the  load  P  moves  to  any  point  to  the  left  of  C,  the  moment  about 
c  will  be 

M'"=  (Pj\  a-(«-6-2J)P=  (Pj\  a+(6  +  M-«)P, 

which  is  the  equation  to  line  tO.  But  this  value  of  M'' '  is  ezactlj  the 
same  as  found  above  for  Af .  Therefore^  the  lines  in  and  iO  are  in  Uie 
same  straight  line  On  and  hence  On  is  the  influence  line  for  moments 
about  c  for  loads  to  the  left  of  D.  Then  evidently  OnuO'  is  the  complete 
influence  line  for  moments  about  c.  As  is  seen,  this  influence  line  has 
three  different  slopes  and  consequently  there  will  be  three  different 
moment  increments  to  consider. 

Let  Wl  represent  the  resultant  of  the  loads  to  the  left  of  D,  W2 
the  resultant  of  the  loads  in  panel  DE,  WS  the  resultant  of  the  lowls  to 
the  right  of  E  and  let  W  represent  the  total  load  on  the  span;  that  is, 
W=Wl  +  W2-\^ WS.    Then  for  the  moment  about  c,  we  have 

M=yflFl+y'fF2+y'W3 (1). 

Now  if  all  loads  move  to  the  left  the  distance  dx,  we  have 

Mif=-WldxtsLupi  +  W2djttanp2  +  WSdxt&upS   (2). 

for  the  increment  of  the  moment  about  c.  If  the  loads  are  in  the  posi- 
tion for  maximum  moment  about  c  this  increment  will  be  equal  to  0  and, 
hence^  (2)  would  become 

0  =  -  fFltan/Sl  +  fFStanjS^  +  WSianpS   (3). 


But,  tany^l  =  — ~ 


L  h  a 

~ir' 


tan^3  =  Y " 


Substituting  these  values  of  the  tangents  in  (3),  wc  obtain 


(i^),„(t±i) 


0  =  -7Fl(=V^)f^2(=^;— )  ^W3j^, 


from  which  we  obtain 

from  which  we  obtain 

W     W1-W2 

L"        a       


(4). 
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Expressing  equation  (4)  in  words^  the  average  unit  load  on  the  span 
is  equal  to  the  load  to  the  left  of  D,  minus  the  load  in  panel  DE,  divided 
by  a.  This  can  be  taken  as  the  criterion  for  placing  the  load  for  maxi- 
mum stress  in  bottom  chord  CE. 

After  the  loads  are  placed  in  accordance  with  equation  (4),  the  next 
tiling  to  do  is  to  determine  the  reaction  at  ^,  which  can  be  done  by  taking 
moments  about  N,  Then  the  next  thing  is  to  determine  the  concentra- 
tion at  Dy  which  can  be  done  by  taking  moments  about  C  and  E. 

Let  JR  =  the  reaction  at  A,  r  =  the  concentration  at  D  (due  to  the 
loads  in  panels  CD  and  DE),  m  =  moment  of  load  to  the  left  of  C  about 
c,  and  h  =  height  of  post  cC,  Then  considering  the  part  of  the  structure 
to  the  left  of  section  3-3  and  taking  moments  about  c,  we  obtain 

S=(Ra-m  +  rd)-r 

for  the  maximum  live-load  stress  in  bottom  chord  CE, 

The  moment  about  c  of  course  could  be  obtained  by  the  use  of  influ- 
ence line  OnuO\ 

li  W  remains  constant,  the  increment  of  the  moment  would  change 
signs  only  as  a  load  passed  joint  D,  so  there  will  be  a  load  at  that  joint 
when  the  maximum  moment  occurs  at  joint  c.  Then  in  placing  the  load- 
ing for  maximum  moment  about  c,  that  is,  satisfying  (4),  a  wheel  must 
be  at  joint  D. 

Member  eg.  The  maximum  live-load  stress  in  top  chord  eg  is 
obtained  by  placing  a  load  at  G  such  that  the  unit  load  to  the  left  of  G 
is  equal  to  the  unit  load  on  the  span.  Then  by  taking  moments  about  G 
the  horizontal  component  of  the  stress  in  eg  is  readily  determined  and 
multiplying  this  component  by  sec<^''  the  stress  in  the  member  is  obtained. 

Member  eE,  The  maximum  live-load  stress  in  this  member  is 
determined  in  the  same  manner  as  shown  above  for  cC.  The  sub-diag- 
onal E-M3  and  hanger  F-M3  are  assumed  to  be  omitted.  The  span  is 
loaded  from  the  right,  a  wheel  at  G  and  panel  EG  loaded  in  accordance 
with  (4)  of  Art.  190. 

The  value  oi  s  (in  equation  (4))  is  obtained  by  prolonging  top  chord 
ce  and  a  is  taken  equal  to  the  distance  AE,  After  the  loads  are  prop- 
erly placed,  the  next  thing  to  do  is  to  determine  the  reaction  at  A,  which 
can  be  done  by  taking  moments  about  N.  Next,  the  concentration  at  E 
can  be  determined  by  taking  moments  about  G.  Then,  the  next  thing 
is  to  determine  the  vertical  component  in  top  chord  ce,  which  can  be  done 
by  first  taking  moments  about  K,  thereby  obtaining  the  horizontal  com- 
ponent of  the  stress  in  the  member  and  multiplying  this  component  by 
tan^',  we  obtain  the  vertical  coni!)onent  of  the  stress  in  cc. 

Let  R  represent  the  reaction  at  A,  r  the  concentration  at  E,  and  F 
the  vertical  component  of  the  stress  in  top  chord  ce.  Then  considering 
the  part  of  the  structure  to  the  left  of  section  4-4  and  summing  up  the 
vertical  components  and  forces,  we  have 

S  =  R-r^V, 

for  the  maximum  live-load  stress  in  post  eE. 

•Member  e-M3.  The  maximum  live-load  stress  in  this  member  is 
determined  in  the  same  manner  as  shown  above  for  member  cMl,     The 
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members  E-M3  and  F-M3  are  assumed  to  be  omitted.    The  span  is  loodi 
from  the  rigbt  with  a  wheel  at  G  and  panel  EG  loaded  in  aceordi 
with  (4)  of  Art.  190.     Top  chord  eg  in  that  case  would  be  prolonged 
determine  the  value  of  a,  and  a  would  be  the  distance  AE. 

After  the  loads  nre  properly  placed  for  maximum  stress  in  e->/3,  ti 
next  thing  to  do  is  to  determine  the  reaction  at  A,  which  can  be  done 
taking  moments  about  N.  The  next  thing  to  do  is  to  determine  the 
centration  at  E,  which  can  be  done  by  taking  moments  about  G.  ' 
the  next  thing  in  order  is  to  determine  the  vertical  component  of 
stress  in  top  chord  eff,  which  can  be  done  by  first  taking  moments  about 
G,  thus  obtaining  the  horizontal  component  of  the  stress  in  top  chord 
and  multiplying  this  component  by  tani^",  we  obtain  the  vertical  cc 
ponent  of  top  chord  eg.  Then  considering  the  part  of  the  structure  to 
the  left  of  section  5-5,  and  summing  up  the  vertical  components  and,, 
forces,  we  obtain 

ri=R-r-V 


1  components  and^^H 

M3,  and  multiplj'^^l 
live-load  stress  il^^^l 


for  the  vertical  component  of  the  stress  in  diagonal 
ing  this  component  by  secfl",  we  obtain  the  maximu 
member  e-M3. 

Members  F-M3  and  E-M3.  As  is  evident,  the  maximum  live-load 
stress  in  hanger  F-A/3  is  equal  to  the  maximum  floor  beam  concentration, 
which  is  determined  as  explained  in  Art.  148.  The  maximum  live-load 
stress  in  sub-diagonal  E-M3  is  equal  to  one-half  of  this  concentration 
multiplied  by  secfi". 

Member  G-MS.     The  maximum  live-load  stress  in  this  member  is 
determined  in  the  same  manner  as  explained  above  for  diagonal  E-Ml. 
The  span  is  loaded  from  the  right,  a  wheel  is  placed  at  G  and  panel 
GF  is  loaded  in  accordance  with  (4)  of  Art.  190.     In  this  case  the  value  t 
is  obtained  by  prolonging  top  chord  eg  (see  Art.  190)  and  a  is  equal  to 
the  distance  AF.    The  reaction  at  A  is  obtained  by  taking  moments  about 
N.     The  concentration  at  F  is  obtained  by  taking  moments  about  G,  ai 
the  horizontal  component  of  the  stress  in  top  chord  eg  is  obtained 
taking  moments  about  G,  and  the  vertical  component  of  same  is  t 
obtained  by  multiplying  the  horijontal  component  by  tant^".     After  th< 
are  determined  the  vertical  component  of  the  stress  in  diagonal  G--W3 
obtained  by  considering  the  part  of  the  structure  to  the  left  of  section 
and  summing  up  the  vertical  component  and  forces,  and  then  the  sti 
in  G-M3  is  obtained  by  multiplying  this  component  by  sccfl". 

Member  EG.    The  maximum  live-load  stress  in  this  member  is  del 
mined  in  the  same  manner  as  explained  above  for  bottom  chord  CE.     X\ 
applying  equation  (4)  (given  above)  a  would  be  taken  equal  to  dist 
AE.     Wl  would  be  the  load  between  A  and  F,  JV2  the  load  in  panel  F* 
fV3  the  load  between  G  and  N,  and  TV  the  total  load  on  the  span, 

After  the  loads  are  properly  placed,  that  is.  in  accordance  witR' 
equation  (4),  the  stress  in  EG  is  readily  obtained  by  considering  the 
part  of  the  structure   to   the  left   of  section   (i-6   and   taking  moments 

Member  gG.     The  maximum  live-load  stress  in  this  member  is  ob- 
tained  by    considering   members    Gk   and    Hh    as   being  omitted, 
span  is  then  loaded  from  the  right,  a  wheel  at  K  and  panel  KG  loadi 
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in  accordance  with  (4)  of  Art.  190.  The  value  of  s  in  equation  (4)  of 
Art  190  is  obtained  by  prolonging  top  chord  eg  and  a  is  equal  to  the  dis- 
tance AG.  After  the  loads  are  properly  placed  the  reaction  at  A  is 
obtained  by  taking  moments  about  N.  The  concentration  at  G  is  obtained 
by  taking  moments  about  K.  The  horizontal  component  of  the  stress  in 
top  chord  eg  is  obtained  by  taking  moments  about  G  and  the  vertical 
component  of  same  is  obtained  by  multiplying  the  horizontal  component 
by  tan^''.  Having  the  above  determined^  the  stress  in  gG  is  obtained 
by  summing  up  the  vertical  forces  to  the  left  of  section  7-7  (ignoring 
member  G-M5). 

Member  GK.  The  maximum  live-load  stress  in  this  member  is  de- 
termined in  the  same  manner  as  explained  above  for  bottom  chord  CE, 
In  applying  equation  (4)  (given  above)  a  would  be  taken  equal  to  dis- 
tance AG,  W\  would  be  the  load  between  A  and  H,  W2  the  load  in  panel 
HK,  WS  the  load  between  K  and  N»  After  the  loads  are  properly  placed, 
that  is,  in  accordance  with  equation  (4),  the  stress  in  GK  is  readily  ob- 
tained by  considering  the  part  of  the  structure  to  the  left  of  section  8-8 
(ignoring  member  k-M5)  and  taking  moments  about  g. 

Member  g-MS.  To  obtain  the  maximum  live-load  stress  in  this 
member,  we  assume  the  members  Gh  and  Hh  to  be  omitted,  and  load 
the  span  according  to  (5)  of  Art.  90.  That  is,  the  span  would  be  loaded 
from  the  right  with  a  wheel  at  K  and  the  load  in  panel  GK  equal  to  the 
load  on  the  bridge  divided  by  the  number  of  panels.  The  panels  con- 
sidered in  this  case  would  be  double  panels — ^that  is,  the  number  would 
be  7  instead  of  14. 

After  having  the  loads  thus  placed,  the  next  thing  to  do  is  to  deter- 
mine the  reaction  at  A  and  the  concentration  at  G.  These  can  be  ob- 
tained by  taking  moments  about  N  and  K,  respectively.  Let  R  repre- 
sent the  reaction  at  A  and  r  the  concentration  at  G.    Then  we  have 


/// 


5=(JR-r)sec^ 

for  the  maximum  live-load  stress  in  diagonal  g'M5, 

Member  K-Mo,  To  obtain  the  maximum  live-load  stress  in  this 
member  we  assume  member  k-M5  to  be  omitted  and  load  the  span  accord- 
ing to  (5)  of  Art.  90.  That  is,  the  span  would  be  loaded  from  the  right 
with  a  wheel  at  K,  and  the  load  in  panel  HK  equal  to  the  total  load  on 
the  span  divided  by  the  number  of  panels.  In  this  case  the  number  of 
panels  would  be  14.  After  the  loads  are  thus  placed,  the  next  thing 
to  do  is  to  determine  the  reaction  at  A  and  the  concentration  at  H,  Let 
i2'  represent  the  reaction  at  A,  and  r'  the  concentration  at  //.  Then  we 
have 

5'=(i2'-rOsec^"' 

for  the  maximum  live-load  stress  in  diagonal  K-MB. 

Members  g-Mb  and  k-M5  would  be  assumed  to  have  equal  tensile 
stress  and  likewise  members  K'M5  and  G-M 5.  The  latter  members  would 
be  subjected  to  compression  from  the  floor  beam  concentration  at  H. 
Assuming  the  concentration  at  H  to  be  transmitted  to  panel  points  G  and 
K  by  sub-truss  K-Mb-G  the  maximum  live-load  compression  in  each  of 
the  members  G-MS  and  K-Mb  would  be  equal  to  one-half  of  the  maximum 
Aw}t  beam  concentration  at  H  multiplied  by  stcO^'\ 
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Member  glc.  The  maximum  live-load  stress  in  this  member  is  ob- 
tained by  placing  tbe  load  for  maximum  moments  about  A*.  Then  taking 
moments  about  X  (ignoring  member  k-Mh)  and  dividing  this  moment  by 
the  height  of  post  kK,  we  would  obtain  the  greater  part  of  the  maximum 
stress  in  gk.  Next  the  concentration  at  //,  due  to  the  loads  in  panels 
GH  and  UK,  can  be  determined  by  taking  moments  about  G  and  K. 
Then,  multiplying  one-fourth  of  this  concentration  at  H  by  tanfl"',  and 
adding  the  result  to  the  stress  found  in  gk,  by  taking  moments  about  K, 
tile  total  maximum  live-load  stress  in  the  member  gk  is  obtained. 

Maximum  Tention  in  Pott  gG.  The  maximum  live-load  tension  will 
occur  in  this  post  when  the  live  load  extends  from  A  to  some  point  beyond 
G,  so  that  the  stress  in  diagonal  g-M5  is  zero.     The  position  of  the  load 


FlK.  341 

can  be  determined  by  trial  as  explained  in  Art.  205  for  cuned  chord 
Prntt  trusses.  After  the  position  of  the  loading  is  found,  the  tension 
in  the  member  is  readily  determined  by  considering  the  part  of  the  struc- 
ture to  the  left  of  section  7-7.  The  use  of  an  equivalent  uniform  live- 
load  will  simplify  the  work  very  much  and  the  result  thus  obtained 
will  be  sufficiently  accurate. 

Strett  in  Counters.  In  ease  a  member  g-MZ  were  inserted,  it  would 
be  known  as  a  counter.  This  member  would  not  be  stressed  at  alt 
unless  the  dead-load  tension  in  either  or  both  of  the  members  C-.W3  and 
G-MZ  were  reversed.  In  case  either,  or  both,  of  these  members  be  sub- 
jected to  reversal,  the  conntcr  g-M3  would  be  used  or  members  e-MS  and 
G-M3  would  be  designed  to  carry  both  tension  and   compression.     In 
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case  the  counter  g-MS  is  required^  the  maximum  live-load  stress  (tension) 
in  it  can  be  determined  by  assuming  members  eG  and  F-Md  to  be  omitted 
and  loading  the  span  from  the  left  with  a  load  at  E  and  loading  panel 
EG  in  accordance  with  (4)  of  Art.  190.  After  the  loading  is  thus  placed^ 
the  next  thing  to  do  is  to  determine  the  reaction  at  N  and  the  concentra- 
tion at  G,  which  can  be  done  by  taking  moments  about  A  and  E,  re- 
spectively. Then  by  considering  the  part  of  the  structure  to  the  right 
of  section  6-6^  the  stress  is  readily  determined.  If  counters  are  found 
necessary  at  other  points  the  stress  in  them  can  be  determined  in  a 
similar  manner. 

The  determination  of  the  stresses  in  trusses  having  the  sub-paneling 
at  the  top  of  the  truss,  as  shown  at  (a)  in  Fig.  341^  is  very  similar  to 
that  given  above  for  the  truss  shown  in  Fig.  339  wherein  the  sub-paneling 
is  at  the  bottom  of  the  truss. 

Dead-Load  Stresses.  The  graphical  determination  of  the  dead-load 
stresses  in  the  type  of  truss  shown  in  Fig.  341  is  simpler  than  in  the 
case  of  the  type  shown  in  Fig.  339^  as  the  sub-paneling  does  not  bother 
at  all  in  the  case  of  the  truss  shown  in  Fig.  341. 

The  graphical  diagram  of  the  dead-load  stresses  for  the  right  half 
of  the  truss  is  shown  at  (b).    This  diagram  is  readily  followed  throughout. 

The  analytical  determination  of  the  dead-load  stresses  is  just  the 
same  in  some  cases  and  similar  in  other  cases  to  that  given  above  for  the 
truss  shown  in  Fig.  339.  To  save  space^  just  the  formulas  for  the  dead- 
load  stresses  in  part  of  the  members  in  the  right  half  of  the  truss  shown 
in  Fig.  341  will  be  given: 

Stress  in  sT  equals  RsecO. 

Stress  in  TS  and  OS  equals  i^tan^. 

Stress  in  sS  equals  Wl. 

Stress  in  as  equals  [(Rx2d)  -  (Wl  +  Pl)d] sec(f>/hl  (d  =  panel  Igth.) . 

Stress  in  Os  equals  [R  -  {Wl  +  PI)  -  r]sec^,  where  V  represents  the 
vertical  component  of  the  stress  in  top  chord  os. 

The  stress  in  member  oO  equals  R- {Wl +  JV2-^P1) -F.  In  this 
case  the  part  of  the  structure  to  the  right  of  section  1-1  is  considered. 

The  stress  in  member  MO  equals  [Rx2d-  {Wl+Pl)d]l/hl.  This 
is  obtained  by  taking  moments  about  o. 

The  stress  in  member  mo  equals  [{Rxidy  {3Wl-\-3Pl  +  2W2 
+  2P2)c/]sec<^l/A2.  This  is  obtained  by  considering  the  part  of  the 
structure  to  the  right  of  section  2-2  and  taking  moipents  about  Af, 

The  stress  in  member  o-M3  equals  [R  -  {Wl  +  W2  +  PI  +  P2) 
-Fl]sec^l,  where  Fl  represents  the  vertical  component  of  the  stress  in 
top  chord  mo.  In  this  last  case  the  part  of  the  structure  to  the  right  of 
section  2-2  was  considered. 

The  stress  in  sub-post  n-3/3  is  equal  to  P3  and  in  N-M3  it  is  W3, 

The  stress  in  sub-diagonal  m-M3  is  determined  by  considering 
n-Af3-o  as  an  independent  truss  supporting  the  load  {W3  +  P3)  at  M3,  as 
shown  at  (c)  in  Fig.  341. 

The  stress  in  the  member  wi-M3  equals  (fr3  +  P3) -f  (cos^ 
+  8intf2cos^l). 

The  streiss  in  member  m-M3  can  be  determined  most  readily  by 
graphics  (see  the  diagram  at  (d)). 

The  stress  in  M-M3  equals   [JR- (fri  +  ^2  +  fF3  +  Pl+P2  +  P3)  - 
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Fl  +  /'2]secfll,  where  Tl  and  f'2  represent,  respectively,  the  vertical  com- 
ponent of  the  Btresa  in  mo  and  m'M3.  In  this  case  the  part  of  the  stnictore 
to  the  right  of  s'ection  3-3  is  considered. 

The  stress  in  mM  equals  R  -  (fPl  +  W2  +  WS+Tf'i  +  Pl-i^P2  +  P3) 
-Fl  +  Vi.  In  this  case  the  part  of  the  structure  to  the  right  of  section 
4-4  is  considered. 

Following  this  method  the  dead-load  stresses  in  the  other  members 
of  the  truss  are  readily  determined. 

Live-Load  Stre$iet.  The  determination  of  the  live-load  stresses  in 
the  type  of  truss  shown  in  Fig.  341  is  very  much  the  same  as  given  above 
for  the  truss  shown  in  Fig.  340.  The  method  of  analysis  will  be  s  ~  ~ 
eiently  shown  by  considering  the  members  in  panel  EG. 

Member  eE.  The  maximum  live-load  stress  will  occur  in  this  n 
ber  when  the  span  is  loaded  from  the  right,  a  wheel  at  G  and  panel  EG 
loaded  in  accordance  with  (4)  of  Art.  190.  In  this  case  the  top  chord  re 
would  be  prolonged  to  determine  the  value  of  t  to  be  used  in  equation 
(4)  of  Art.  190  and  a  would  be  taken  equal  to  distance  AE,  After  the 
loads  are  properly  placed  for  maximum  stress  in  eE,  the  next  thing  to 
do  is  to  determine  the  reaction  at  A  and  the  concentration  at  E,  which 
can  be  done  by  taking  moments  about  T  and  G,  respectively.  The  next 
thing  to  do  is  to  determine  the  vertical  component  of  the  stress  in  top 
chord  ce.  This  can  be  done  by  taking  moments  about  E,  thus  obtaining 
the  horiKontal  component  of  the  stress  in  ce  (ignoring  member  e-MZ,  as 
it  is  not  subjected  to  any  live-load  stress  at  this  time,  the  live  load  not 
extending  beyond  £),  and  then  multiplying  this  horiEontal  component 
by  tani^l.  the  vertical  component  of  the  stress  in  ce  is  obtained-  Let  R 
represent  the  reaction  at  A,  r  the  concentration  at  E,  and  T  the  vertical 
component  of  the  stress  in  top  chord  ce.  Then  considering  the  part  of 
the  structure  to  the  left  of  section  5-5  and  summing  up  the  vertical  com- 
ponents and  forces,  we  have 

S=R-r-F 

for  the  maximum  live-load  stress  in  post  eE.  I 

Member  EG.  The  stress  in  this  member  is  obtained,  as  is  obvious^  , 
by  taking  moments  about  joint  e.  Then  by  placing  the  loads  so  that 
there  is  a  wheel  at  E  with  the  unit  load  to  the  left  of  E  equal  to  the  unit 
load  on  the  span,  which  is  in  accordance  with  Art.  91.  and  taking 
moments  about  e  of  the  forces  to  the  left  and  dividing  this  moment  by 
the  height  of  post  eE,  the  maximum  live-load  stress  in  EG  is  readily 
determined. 

Member  F-M5.  The  maximum  live-load  stress  in  this  hanger  is 
equal  to  the  maximum  live-load  floor  beam  concentration  at  F,  which 
is  determined  as  explained  in  Art.  148. 

Mcmhert  Mi-M/i,  M-5-MG  and  f-M5.  These  members  are  not  sub- 
jected to  live-load  stress  at  all.  f~M5  is  subjected  to  dead-load  stress 
from  the  load  at  f  only.  The  other  two  members  are  not  subjected  to 
»ny  direct  stress  whatever.  They  nre  for  the  purpose  of  stiffening  the 
posts  eE  and  gG. 

Member  e-M5.  The  maximum  live-load  stress  in  this  member  will 
occur  when  the  span  is  loaded  from  the  right,  a  wheel  at  F  uid  panel 
EF  loaded  in  accordance  with  (4)  of  Art.  190. 
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The  top  dioffd  eg  would  be  pitdoiigcd  to  determine  tlie  Talne  of  »  to 
use  in  (4)  of  Art.  190,  and  m  would  be  taken  equal  to  distance  AE. 
After  tbe  loads  are  prc^ierlj  placed  for  maTinini  live-load  stress  in  diag>- 
onal  e-MB,  the  next  thhig  to  do  is  to  determine  the  reacti<m  at  A  and  the 
conoentratioii  at  E,  whidi  can  be  done  by  taking  moments  about  7*  and  F, 
respectiyely.  Let  R  represent  the  reaction  at  A  and  r  the  concentrati<m 
at  E.  Then  considering  the  part  of  the  structure  to  the  left  of  secti<m 
6-6  and  somming  up  the  vertical  compcmoits  and  forces,  we  have 


5=(fi-r-F)sectf3, 

for  the  nuudnmrn  Bre-load  stress  in  diagonal  e-M5.  V  here  represents 
the  vertical  component  of  tiie  stress  in  top  diord  eg,  which  can  be  deter- 
mined by  considering  the  part  of  the  stmctore  to  Uie  left  of  section  6-6, 
and  taking  moments  about  G  and  dividing  this  moment  by  the  height  of 
post  gG,  thus  obtaining  the  horizontal  component  of  the  stress  in  top 
chord  eg,  then  multiplying  this  component  by  tan^2,  the  vertical  com- 
ponoit  F  is  obtained. 

Member  G-MS.  In  determining  the  maximum  live-load  stress  in 
this  member,  tiie  members  F-M5,  g-Mh  and  f-Mb  are  assumed  to  be 
omitted.  The  maximum  stress  will  occur  when  the  span  is  loaded  from 
the  right,  a  wheel  at  G,  and  panel  GE  loaded  according  to  (4)  of  Art. 
190.  After  the  loads  are  properly  placed  for  maximum  stress  in  diagonal 
G-M 5,  the  stress  is  obtained  by  considering  the  part  of  the  structure 
to  the  left  of  section  7-7  (ignoring  member  g-Mh)  and  summing  up  the 
vertical  components  and  forces.  Thus  let  R  represent  the  reaction  at  ^, 
r  the  concentration  at  E  and  Fl  the  vertical  component  of  the  stress  in 
top  chord  eg,  then  we  have 

iSl  =  (i2-r-Fl)sectf3 

for  the  maximum  live-load  stress  in  diagonal  G-M5, 

Member  g-M5,  The  maximum  live-load  stress  will  occur  in  this 
member  when  the  live-load  concentration  at  F  is  a  maximum.  Let  r 
represent  this  concentration.  Then,  considering  e-Mb-g  as  an  independent 
truss,  we  obtain 

S  =  r^  (co8^4  +  sin^4cos03  ) 

for  the  maximum  live-load  stress  in  sub-diagonal  g-Mb,  This  stress  in 
g-M5  can  be  determined  most  readily  by  graphics,  considering  e-Mh-g 
as  an  independent  truss. 

Member  eg.  The  live-load  stress  in  this  member  can  be  investigated 
most  satisfactorily  by  the  use  of  the  influence  line. 

The  stress  in  eg  is  finally  obtained  by  considering  the  part  of  the 
structure  to  the  left  of  section  6-6  and  taking  moments  about  G.  Then 
evidently  the  stress  in  eg  will  vary  directly  as  the  moments  about  G  and, 
hence,  the  stress  in  the  member  can  be  investigated  by  constructing  an 
influence  line  for  moments  about  G. 

Let  P  represent  a  load  at  any  point  x  distance  from  T.  Then 
when  P  is  at  any  point  to  the  right  of  panel  point  G,  we  have 


«<^Z)' 
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for  the  bending  moment  about  G.    li  x  =  b,  the  above  equation  becomes 


and  if  P  =  l, 


So  if  .we  draw  00'  at   (e)   and  lay  off  ts  —  ha/L,  we  can  draw   tO' 
which  is  the  influence  line  for  moments  about  G  for  loads  to  the  right  of  G. 
If  the  load  P  moves  to  any  point  in  panel  FG,  the  moment  about  G, 
considering  the  part  of  the  structure  to  the  left  of  section  Q-^^  is 


«--m- 


which  is  the  same  as  found  above  for  M,  so  the  influence  line  vt  for 
loads  in  panel  FG  is  simply  a  continuation  of  the  line  iO\  If  x  =  6  +  <2 
and  P  =  l,  we  obtain 


«--m- 


which  is  equal  to  the  ordinate  vw. 

If  the  load  moves  to  any  point  in  panel  FE,  the  moment  about  G  ia 

li  x  =  h-{-2d  and  P  =  1,  we  obtain 

X#  Li 

which  is  equal  to  ordinate  uo,  so  the  influence  line  vu  for  loads  in  panel 
EF  can  be  drawn. 

If  the  load  P  moves  to  any  point  to  the  left  of  E,  the  moment  about 
G  is  M'''=(Px/L)a-P(x-b),  If  x  =  L,  we  obtain  M''' =  (PL/L)a- 
P(L-b)=Pa-Pa  =  0,  If  x  =  b  +  2d  and  P  =  l,  we  obtain  M'"  =  (6  + 
2d)a/L  —  2d  =  b/L(a-2d),  which  is  the  same  as  found  above  for  ordi- 
nate uo.  So  the  line  Ou  can  be  drawn,  which  is  the  influence  line  for 
loads  to  the  left  of  E.  Then  we  have  the  complete  influence  line  OuvtO' 
for  moments  about  G.  As  is  seen,  this  influence  line  has  three  different 
slopes  and  consequently  there  will  be  three  different  moment  increments 
to  consider.  Let  Wl  represent  the  resultant  of  the  loads  to  the  left  of 
E,  W2  the  resultant  of  the  loads  in  panel  EF,  TV^  the  resultant  of  the 
loads  to  the  right  of  F,  and  let  W  represent  the  total  load  on  the  span ; 
that  is,  JV=W1  +  W2  +  W3.    Then  for  the  moment  about  G,  we  have 

M  =  yWl  +  ylW2  +  y2W3   (1). 

Now  if  all  loads  move  to  the  right  a  distance  dx,  we  have 

AM  =  Wldxi&npl  +  W2i8Lnp2  -  ^3tan^3    (2), 

for  the  increment  of  the  bending  moment  about  G.  If  the  loads  are  in  the 
position  for  maximum  moment  about  G,  this  increment  will  be  equal  to 
zero  and,  hence,  (2)  would  become 
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0  =  W^ltan)31  +  W2t8Lnp2 - WStanpS (3). 

But,  tanjSl  =  b/L{a  -  2d)  ^  (a  -  2d)  =  h/L, 

tan^2=(^)a-6/L(a-2c^)l/rf=^  =  ^, 

tanpS  =  a/L. 
Substitnting  these  values  of  the  tangents  in  (3),  we  have 

0  =  W1--\~W2^^-W3j^=  bWl+LW2  +  bW2-aWS. 
Substitnting  L-a  for  b,  we  have 

0  =  LWl-'aWl  +  LW2-\-LW2-aW2-aW3=L{Wl  +  2W2)- 

from  which  we  obtain 

W1-^2W2       W 

—V-  =  T (*)'• 

That  is^  the  load  to  the  left  of  E  plus  twice  the  load  in  the  panel  EF 
divided  by  the  distance  a  must  equal  the  total  load  on  the  span  divided 
by  the  length  of  the  span  when  the  maximum  stress  in  top  chord  eg 
occurs. 

W  remaining  constant,  the  increment  of  the  bending  moment  about 
G  can  change  signs  only  as  a  load  passes  joint  F,  hence  there  will  be  a 
load  at  F  when  the  maximum  live-load  stress  in  eg  occurs.  Then  by 
placing  the  live  load  according  to  the  above  equation  (4)'  with  a  load  at 

F,  and  taking  moments  about  G  (considering  the  part  of  the  structure 
to  the  left  of  section  Q-Q)  the  maximum  live-load  stress  in  eg  can  be 
readily  determined. 

The  reaction  at  A  would  be  determined  first,  then  the  concentration 
at  E,  due  to  the  loads  in  panel  EF,  which  can  be  done  by  taking  moments 
about  F.  Let  72  =  reaction  at  A,  r  =  the  concentration  at  E,  due  to  the 
loads  in  panel  EF,  and  m  =  the  moment  of  all  loads  to  the  left  of  E  about 

G.  Then  taking  moments  about  G,  we  have 

M  =  fi(6£^)-m-r(2£^). 

Dividing  this  moment  by  h,  the  height  of  post  gG,  we  obtain  the  hori- 
zontal component  of  the  stress  in  top  chord  eg  and  multiplying  this  com- 
ponent by  sec^2,  we  obtain  the  maximum  live-load  stress  in  top  chord  eg. 
The  stress  in  top  chord  ce  is  determined  in  a  similar  manner.  The 
above  equation  (4)'  would  be  applied  to  determine  the  position  of  the 
loading.  The  value  of  a  would  be  taken  in  that  case  equal  to  the  dis- 
tance AE. 

208.    Graphical  Determination  of  Live-Load  Stresses  in  Pettit 

Trasses. — The  influence  line  method  outlined  in  Art.  103  is  the  most  con- 
venient graphical  method  to  use.  The  work  as  a  whole  is  practically 
the  same  as  shown  in  Art.  205  for  curved  chord  Pratt  trusses. 

As  an  illustration^  let  it  be  required  to  determine  the  live-load  stress 
in  top  chord  eg  of  the  truss  shown  at  (a)  in  Fig.  342.  The  first  thing 
to  do  is  to  draw  the  influence  line  for  reaction,  cls  shown  «X  ^^«    ^\!^^ 
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gtrcsfl  in  eg  con  be  determined  by  taking  moments  sbont  6  and  eooiider- 
ing  the  part  of  the  structure  to  the  left  of  section  2-2.  Then  evidently 
the  inflnence  line  for  the  stress  In  eg  will  be  of  the  form  shown  «t  (c). 
By  placing  a  unit  load  at  G  and  drawing  ec  (at  (b))  and  ed  paraUel, 
respectively,  to  SS'  and  SG,  we  hare  the  stress  In  top  chord  eg,  doe  to 
the  onit  load  at  G,  represented  by  the  line  ee.    Then  drawing  AB,  at 


(c),  and  laying  off  e'c'=ec  and  drawing  e'A  and  e'B,  we  obtain  the 
influence  line  Ae'B  for  the  stress  in  top  chord  eg.  Then  placing  the  live 
load  on  the  span  so  that  there  is  a  load  at  G  and  the  unit  load  to  the  left 
of  G  equal  to  the  unit  load  on  the  span,  and  multiplying  the  loads  by 
their  respective  ordinates,  as  previously  explained,  the  maximum  live- 
load  stress  in  eg  is  obtained.  In  case  an  equivalent  uniform  live  load  be 
used,  the  maximum  stress  in  eg  will  be  obtained  by  multiplying  the  area 
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of  triangle  Ae'B  by  tbe  uniform  load  per  foot,  as  previously  expl. 

The  stress  in  bottom  chord  EG  can  be  determined  by  taking  momenta 
about  e.  Then  evidently  the  influence  line  for  the  stress  in  EG  will  be 
partly  of  the  form  Clc'D,  shown  at  (d).  But  wc  found  in  Art.  207  (se« 
Fig.  3-10)  that  for  moments  the  line  Cli'n  was  a  straight  line  and  undoubt- 
edly Ck'n  will  be  a  straight  line  if  the  influence  line  be  constructed  for 
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the  stress  in  EG.  So  if  h'm'  vere  known,  k'D  could  be  drawn,  tboa 
locating  point  o,  and  next  Cn  could  be  drawn  and  then  tbe  line  on  could 
be  drawn  and  thus  we  would  have  the  complete  influence  line  CnoD  for 
the  stress  in  bottom  chord  EG.  As  is  seen,  tbe  only  thing  needed  to  con- 
struct this  influence  line  is  the  ordinate  k'm'.  By  placing  a  unit  load  nt 
E  and  taking  moments  about  e  (considering  the  pnrt  of  the  structure  to 
tile  left  of  section  2-'Z)  and  dividing  by  the  height  of  post  eE  tht  «.<x«a& 
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in  bottom  chord  EG,  due  to  the  unit  load  at  E,  is  obtained,  which  ia  t 
desired  value  of  A'm'.  By  drawing  Ae  and  eN  we  have  the  truss  Ael 
Now  it  is  readily  seeJi  that  a  unit  load  nt  E  will  produce  the  same  stres 
in  AN  us  would  be  found  in  HG  by  tnking  momrnta  about  e.  By  c 
ing  hm  at  (b),  parallel  to  Ae,  we  have  tlie  stress  in  AN  represented  1 
the  line  km.  Then  by  laying  off  k'm'  =  km,  the  influence  line  CnoD  c 
be  drawn  as  explained  above.  Then  placing  the  live  load  on  the  span 
in  accordance  with  (4)  of  the  last  article,  and  multiplying  the  loads  by 
the  proper  ordinates  to  the  influence  line  at  (d),  the  maximum  live-load 
stress  in  bottom  chord  EG  will  be  obtained.  The  other  influence  lines) 
shown  in  Fig.  342  are  considered  self-explanatory,  provided  Art.  205  is^ 
thoroughly  understood. 

208.    Semarks  Concerning  Pettit  Tnuses. — Petlit  trusses,  as  pre-^fl 
viously  stated,  arc  used  for  long  span  bridges.     These  trusses  shoul 
have  economic  heiglits,  in  which  case,  if  single  paneling  were  used,  tiwM 
floor  system  would  be  very  heavy,  or  the  diagonals  would  have  an  un-  T 
economic  and  awkward  slope.     These  undesirable  features  are  eliminated 
by  the  sub-paneling. 

All  diagonals  and  sub-diagonals  can  be  made  out-and-out  tension 
members  (eye-bars)  if  the  sub-paneling  be  at  the  top  chord.  This  will 
result  in  a  lighter  truss  than  if  the  paneling  be  at  the  bottom  chord.  But 
experience  seems  to  indicate  that  trasses  with  sub-paneling  at  the  bot- 
tom chord  are  more  rigid  than  trusses  with  sub-paneling  at  the  top  chord. 
It  is  a  question  whether  the  lack  of  rigidity,  however,  is  not  due  more 
to  poor  details  than  to  the  form  of  the  truss. 

The  stress  sheets  and  the  detail  drawings  for  Pettit  trusses  are 
gotten  out  in  the  same  manner  as  previously  explained  for  parallel  and 
curved  chord  bridges  and  the  calculations  of  the  details  are  similar  t 
those  previously  shown  for  those  bridges, 

A  fair  idea  of  the  details  of  a  Pettit  truss  can  be  obtained   fro 
Fig.  343,  where  the  details  of  a  panel  of  the  bridge  indicated  in  Fig.  3 
are  shown.     These  details  are  of  the  Bismarck  bridge  designed  by  F 
Modjcski  and  built  bv  the  American  Bridge  Companv.     It  is  a  Northers 
Pacific   Railway   bridge   over   the  Missouri    River   at    Bis         "      "      " 
Dakota. 

The  designing  of  the  floor  and  lateral  systems  and  end  hearings  fl 
Pettit  truss  bridges  is  exactly  the  same  aa  for  the  curved  chord  Pri' 
truss  bridges,  previously  given. 

JIISCF.LLANEOUS  TRUSSES 

210.     Warren  Trusses. — The  truss  shown  in  Fig.  344  is  known  a 
the  Warren  truss.     In  case  of  a  through  bridge,  there  would  be  a    " 
beam  at  each  of  the  joints  B,  C,  and  D. 

Dead-Load  Strettea.  Let  P  represent  the  dead  load  per  panel  i 
each  of  the  upper  joints  and  Jt'  the  dead  load  per  panel  at  each  of  t' 
lower  joints  and  let  R  represent  the  end  reaction  due  to  these  I 
The  dead-load  stresses  in  the  web  members  are  indicated  at  (a)  in  Fig 
344.  These  expressions  can  be  written  from  mere  inspection, 
readily  seen, 

R  =  {liW  +  2P). 
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Taking  moments  about  6  of  the  forces  to  the  left  of  that  joint  and 
dividing  this  moment  by  h,  we  obtain 

h 

for  the  stress  in  bottom  chord  AB,     Taking  moments  about  B  of  the 
foroes  to  the  left  of  that  joints  we  obtain 

Sl  =  mW  +  2P)2^  '-P^  =  3(W+P)tane 

h         h 

for  the  stress  in  top  chord  he. 


In  a  similar  manner^  taking  moments  about  c,  we  obtain 

52=(3ifr  +  4P)tand 

for  the  stress  in  bottom  chord  BC  and  by  taking  moments  about  C,  we 
obtain 

53  =  4(fr  +  P)ten^ 

for  the  stress  in  top  chord  cd. 

From  this  it  is  seen  that  the  dead-load  stress  in  any  Warren  truss 
is  easily  determined. 

Live-Load  Stresses.  In  case  the  live  load  be  a  uniform  load^  the 
stresses  are  very  easily  determined.  Suppose  the  live  load  to  be  w 
poundl^  per  foot  of  truss.    Then  we  have 

2dxw=  W 

for  the  live-load  panel  load. 

Loading  joint  D  (alone) ^  we  have 

W 

-j-secS 
4 

for  the  maximum  live-load  compression  in  diagonal  dC  (as  indicated  at 
(b)).    Loading  joints  D  and  C,  we  have 

JV 

3  — sec^ 
4 

for  the  maximum  live-load  stress  in  each  of  the  diagonals  Cc  and  cB, 
tension  in  cC  and  compression  in  cB. 
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Loading  joiiits  D,  C,  and  B,  we  have 

4 

for  the  mazimiim  live-load  stress  in  diagonal  hB  and  end  post  bA,  tenaion 
in  hB  and  compression  in  hA. 

The  chord  stresses  wiU  be  a  mazimnm  when  the  span  is  folly  loaded; 
that  is^  when  joints  D,  C,  and  B  are  loaded.  The  reaction  at  A  is  then 
equal  to  1\W.    Then  taking  moments  about  6  we  have 

lot  the  mazimnm  live-load  stress  in  bottom  chord  AB.    Taking  moments 
about  B,  we  have  / 

for  the  maTJmum  live-load  stress  in  top  chord  he.    TtSdng  momenta  about 
e,  we  have 

for  the  maximum  live-load  stress  in  bottom  chord  BC.    TtJdng  moments 
about  joint  C,  we  have 

CliW)^j  -  W2  ^ =4»^tantf 
for  the  maximum  live-load  stress  in  top  chord  cd. 


Fir  846 

From  this  it  is  seen  that  the  stresses  in  any  Warren  truss  due  to  a 
uniform  live  load  are  easily  determined. 

The  stresses  in  Warren  trusses,  due  to  wheel  loads,  are  very  readily 
determined.  As  an  example,  let  it  be  required  to  determine  the  maximum 
live-load  tensile  stress  in  diagonal  cC.  The  span  would  be  loaded  as 
shown  in  Fig.  345.    Let  P  represent  the  load  in  panel  BC,  the  center  of 
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gravity  of  which  is  s  distance  from  C;  and  let  W  represent  the  total  load 
on  the  bridge^  the  center  of  gravity  of  which  is  j;  distance  from  E.  Then 
by  taking  moments  about  E,  we  obtain 

for  the  reaction  at  A  and  taking  moments  abont  C,  we  obtain 

Px 

for  the  concentration  at  B. 

Then  for  the  live-load  tensile  stress  in  cC,  we  have 

5=  (/2-r)sec^=  (^  -  ^secS (1). 

Now  suppose  the  loads  move  a  very  short  distance  to  the  right  or 
left,  say  to  the  left,  we  have 


for  the  stress  in  cC. 

Subtracting  (1)  from  this  last  equation,  we  obtain 


^-  m  '-'-m-^ 


for  the  increment  of  the  stress  in  cC.  Now  this  increment  would  be  zero 
if  the  stress  in  cC  were  a  maximum  and  hence  the  last  equation  would 
become 

^     JVAx       P/Sjt 

L  2d 

But  Ax  =  A2r,  as  is  readily  seen,  so  we  have 

^      W      P       W      P 

^  =  L'2d'''L=2d (^)' 

when  the  stress  in  diagonal  cC  is  a  maximum.  Expressing  this  in  words, 
the  unit  load  on  the  bridge  is  equal  to  the  unit  load  in  panel  BC  when 
the  maximum  live-load  tensile  stress  in  diagonal  cC  occurs.  A  load  will 
be  at  C.  The  maximum  compression  in  diagonal  cB,  which  is  equal  to 
the  tension  in  cC,  occurs  at  the  same  time.  To  obtain  maximum  tension 
in  hB  and  maximum  compression  in  bA,  the  span  would  be  loaded  from 
the  right  with  a  wheel  at  B  and  panel  AB  loaded  according  to  the  above 
equation  (2). 

Let  it  be  required  to  determine  the  maximum  live-load  stress  in  bot- 
tom chord  BC.  The  span  would  be  loaded  as  shown  in  Fig.  346.  Let 
W  represent  the  total  load  on  the  bridge,  the  center  of  gravity  of  which 
is  X  distance  from  E.  Let  PI  represent  the  load  to  the  left  of  B,  the  cen- 
ter of  gravity  of  which  is  z  distance  from  B,  and  let  P2  represent  \S^^ 
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lot^ij^:*! 


load  in  pand  BC,  the  center  of  gnwiljF  ef  ii4ridk^  i»  jr  distanoe  horn  C 
Tben  we  luure 


Taking  moments  about  c,  we  obtain 


'^•)«-rt(,+rf)-CP?)0 


jc  / 


for  the  stress  in  BC. 


i    -a        w%0 


haye 


Now,  suppose  the  loads  all  move  a  short  distanee  Ajp,  then  we  would 


£JS 


4(i^)«-«^-««,A,]l 


for  the  increment  of  the  stress  in  chord  BC.     But  if  the  stress  in  BC 
were  a  maximum,  this  increment  would  be  zero  and  we  would  have 


0  = 


[(!!^)..„^.,(„,.,]  I 


But  Ajt  =  Ajff  =  Ay,  so  this  last  equation  reduces  to 

from  which  we  obtain 
L~ 


a 


(3) 


This  last  equation  shows  clearly  how  the  loads  should  be  placed 
for  maximum  stress  in  bottom  chord  BC,  The  case  of  the  other  bottom 
chords  is  similar.  The  stress  in  the  top  chords  is  obtained  by  taking 
moments  about  the  bottom  chord  joints.  The  placing  of  the  loads  in  that 
case  is  simply  a  matter  of  applying  (5)  of  Art.  91. 
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The  influence  line  for  stress  in  diagonal  cC  is  shown  in  Fig.  345  and 
the  influence  line  for  stress  in  bottom  chord  BC  is  shown  in  Fig.  346. 
These  are  readily  understood;  in  fact^  the  drawing  of  the  influence  line 
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Fig.  347 

for  any  of  the  members  in  a  Warren  truss  is  a  simple  problem,  provided 
the  work  previously  given  on  influence  lines  is  understood. 

There  are  very  few  out-and-out  Warren  trusses  (such  as  shown  in 
Fig.  344)  built.  They  usually  have  vertical  posts  and  hangers,  as  shown 
in  Fig.  347.  In  that  case  the  loading  for  maximum  stress  and  the  determi- 
nation of  the  stresses  are  the  same  as  for  an  ordinary  Pratt  truss. 

Referring  to  Fig.  347,  the  stress  in  hangers  dT>  and  /F  is  the  same  as 
in  hangers  hB  and  hH. 

The  posts  cC,  eE  and  gG  in  the  case  of  through  bridges  have  only 
dead-load  stress,  which  is  due  to  the  load  at  the  top  chord  joints.  To  obtain 
the  maximum  live-load  stress  in  bottom  chord  CE,  due  to  wheel  loads,  a 
wheel  would  be  placed  at  D,  such  that  the  average  unit  load  to  the  left  of 
D  would  equal  the  average  unit  load  on  the  bridge.  The  stress  would  then 
be  obtained  by  taking  moments  about  d.  For  maximum  stress  in  top  chord 
df  the  span  would  be  loaded  in  reference  to  joint  E, 

That  is,  a  wheel  would  be  placed  at  E,  such  that  the  average  unit 
load  to  the  left  of  E  would  be  equal  to  the  average  unit  load  on  the 
bridge.  The  stress  in  df  would  then  be  determined  by  taking  moments 
about  E, 

212.    Double-Sjrstem  Warren  Truss. — The  truss  shown  at  (a). 

Fig.  348,  is  kndwn  as  a  "double-system"  Warren  truss.  The  dead-load 
stresses  and  stresses  due  to  a  uniform  live  load  can  be  determined  very 
readily  by  considering  the  truss  composed  of  two  independent  trusses, 
one  of  which  is  shown  at  (b)  and  the  other  one  at  (c). 

The  stresses  are  then  determined  in  each  of  these  trusses  and  com- 
bined ;  thus  the  stress  in  the  structure  as  a  whole  is  obtained. 

Dead-Load  Stresses.  Let  P  represent  the  dead  load  per  panel  at 
each  top  joint  and  let  W  represent  the  dead  load  per  panel  at  each 
bottom  joint.    The  end  reaction  on  the  truss  shown  at  (b)  is 

Rl  =  (2W  +  liP). 

Then  the  dead-load  stress  in  the  web  members  is  as  indicated. 
Taking  moments  about  6,  we  have 


for  the  stress  in  bottom  chord  AC.     Taking  moments  about  C,  we  have 
Sl  =  {2W+liP)2~i(^+P)^={3iW  +  2iP)Ujie 
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for  the  stress  in  top  chord  bd.    Taking  moments  about  d,  we  hare 

n  n  n 

for  the  stress  in  bottom  chord  CE.     Taking  moments  about  E,  we  have 

for  the  stress  in  top  chord  de.     The  dead-load  stresses  indicated  on  the 

truss  shown  at  (c)  are 

obtained   in    a   similar  b        c        d        c        y        9         >» 

manner.    By  combining 

the   stresses   given   on 

the    top    and    bottom 

chords  and  end  posts 

at    (b)     and    (c)    the 

dead -load   stresses   in 

the   truss   as   a   whole 

are  obtained. 

Live-Load  Stresses, 
— Let  w  represent  a 
uniform  live  load  per 
foot  of  truss.  Then 
we  have 

wd=W 

for  the  live  load  per 
panel.  Rcfrrring  to 
the  truss  shown  «it  (d) 
and  considering  JH'  at 
//  and  JV  at  G,  we  ob- 
tain 

for  the  maximum  live- 
load  compressive  stress 
in  diagonal  Ef,  and  by 
considering  ^JV  at  // 
and  JV  at  each  of  the 
joints  (r  and  E,  we  ob- 
tain (>.\(rr/.S)sec^  for  the  niaxinmm  live  stress  in  each  of  the  diagonals  dE 
and  dC\  tension  in  dE,  and  compression  in  dC,  Considering  ^W  at  // 
and  JV  at  each  of  the  joints  G,  E,  and  C,  we  obtain  12^(^/8)sec^  for 
the  maximum  live-load  tensile  stress  in  diagonal  bC,  Considering  ^JV 
at  //  and  JV  at  each  of  the  joints  G,  E,  and  C  and  ^W  at  B,  we  obtain 
2rrsec^  for  the  live-load  stress  in  end  post  hA.  When  the  truss  at  (d)  is 
fully  loaded,  that  is,  JV  at  each  of  the  joints  C,  E,  and  G,  and  ^^  at 
each  of  the  joints  //  and  B,  we  obtain,  by  taking  moments  about  6, 


R4*itW 


Fig.   348 
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h 
for  the  stress  in  bottom  chords  ABC.    Taking  moments  about  C,  we  obtain 

for  the  stress  in  top  chord  hd.    Taking  moments  about  d,  we  obtain 

n  n  n 

for  the  liye-load  stress  in  bottom  chord  CE  and  taking  moments  about  E, 
we  obtain  4^Wtaji6  for  the  live-load  stress  in  top  chord  df.  The  stresses 
shown  at  (e)  are  obtained  in  a  similar  manner.  Then  combining  the 
stresses  given  on  the  top  and  bottom  chords  and  end  post  at  (d)  and  (e) 
the  live-load  stresses  in  the  truss  as  a  whole  are  obtained. 

In  case  wheel  load  be  used^  the  stresses  can  be  determined  most 
readily  by  the  use  of  influence  lines.  As  an  illustration^  let  it  be  required 
to  determine  the  stress  in  chord  de  (Fig.  349)  due  to  wheel  loads.  First 
construct  the  influence  lines  for  shear  as  shown  at  (b).  E  is  the  center 
of  moments  when  the  system  drawn  in  full  is  considered.  Then  draw- 
ing ms  parallel  to  OE,  the  distance  ns  is  obtained^  which  gives  the  stress 
in  de,  due  to  a  unit  load  at  E.  Then^  laying  off  at  (c)  the  ordinate  b  =  ns, 
the  influence  line  C-4-B  is  obtained.  D  is  the  center  of  moments  when  the 
dotted  system  is  considered.  Then  drawing  ut  parallel  to  OD  the  dis- 
tance vt  is  obtained^  which  gives  the  stress  in  de  due  to  a  unit  load  at  D. 
Then  laying  off  the  ordinate  a^vt,  the  influence  line  C^S^B  is  obtained. 
Let  us  consider  a  single  load  passing  over  the  span  starting  from  K. 
When  it  reaches  joint  H  half  of  it  is  transmitted  to  the  two  systems. 
Then^  evidently^  the  point  half  way  between  the  two  influence  lines  at 
that  point  will  be  on  the  influence  line  for  stress  in  de.  When  the  load 
reaches  joint  G,  the  load  will  be  supported  by  the  system  shown  in  full 
and,  hence,  the  point  6  will  be  on  the  influence  line  for  stress  in  de.  When 
the  load  reaches  joint  F,  the  load  will  be  supported  by  the  dotted  system 
and,  hence,  the  point  5  will  be  on  the  influence  line  for  stress  in  de. 
Tracing  out  in  this  manner,  we  obtain  the  influence  line  B-7-6-5-4-3-2-1-C 
for  stress  in  de.  Then  placing  the  wheel  loads  (mostly  by  trial)  for 
maximum  stress  in  de  and  multiplying  each  load  by  its  respective  ordi- 
nate to  this  zigzag  influence  line  the  maximum  stress  in  de,  due  to  wheel 
loads  is  obtained.  The  maximum  stress  in  the  other  top  chord  members 
is  obtained  in  the  same  manner. 

The  influence  line  for  the  stress  in  bottom  chord  DE  is  shown  at  (d). 
Considering  the  system  drawn  in  full,  the  center  of  moments  in  deter- 
mining the  stress  in  DE  is  at  d.  Drawing  mx  parallel  to  Ad,  the  dis- 
tance nx  is  obtained,  which  gives  the  stress  in  DE,  due  to  a  unit  load  at 
E  and  drawing  or  parallel  to  SA,  the  distance  ko  is  obtained,  which  gives 
the  stress  in  DE,  due  to  a  unit  load  at  C.  Then  laying  off  at  (d)  the 
ordinates  d  and  c  equal,  respectively,  to  nx  and  ko,  the  influence  line 
E-9'll'F  is  obtained.  Considering  the  dotted  system,  e  would  be  the 
center  of  moments  in  determining  the  stress  in  DE,    Drawing  ts^  ^«x^ 


no 
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Id  to  Ae,  the  distance  ey  is  obtained,  ^diich  gives  the  stxeas  in  DE 
dne  to  a  nnit  load  at  F,  and  drawfiog  mc  parallel  to  Ke,  the  distance  ojr  is 
obtained^  wfaich  gives  the'stress  in  DE,  doe  to  a  unit  load  at  D.  Now, 
laying  off  at  (d)  the  onHuatcs  /  and  €  e^piai>  respectively,  td  sy  ana  vs« 
the  i^uence  line  £-10-12-jP  is  obtained.  Then  by  considering  »  aliii^ 
load  to  move  over  dbo  span  as  in  tihe  above  case,  the  inflnemee  line 
jP-14-13-12-11-10-9-8-£  for  the  stress  in  bottom  dioid  DE  is  obtained. 
By  placiag  die  whed  loads  (by  trial)  for  ipiwiwnnt  stress  i&  IME  sad 


multiplying  each  load  by  its  respective  ordinate  to  this  influence  Iine^  the 
maximum  live-load  stress  in  bottom  chord  DE  will  be  obtained.  The 
stress  in  any  of  the  other  bottom  chord  members  can  be  determined  in  the 
same  manner. 

Let  it  be  required  to  determine  the  stress  in  diagonal  dE.  Draw- 
ing am  parallel  to  diagonal  dE,  we  have  the  stress  in  the  diagonal  due 
to  a  unit  load  at  E,  and  drawing  hh  parallel  to  dC,  we  have  the  stress 
in  diagonal  dC,  also  diagonal  dE,  due  to  a  unit  load  at  C  Then  laying 
off  at  (e)  the  ordinates  a^m^  and  h^hf^  equals  respectively^  to  am  and 
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bhy  the  influence  line  H-m^-W-G  is  obtained.  Then  by  considering  a 
single  load  to  move  over  the  span^  the  influence  line  H-!^19-18-m'-16- 
W^lh'G  for  the  stress  in  diagonal  dE  is  readily  drawn.  Then  by  placing 
the  wheel  loads  (by  trial)  on  the  part  of  this  influence  line  to  the  right 
of  16  and  multiplying  each  load  by  its  respective  ordinate  the  maximum 


Fig.  800 


tensile  stress  in  diagonal  dE  is  obtained.  At  the  same  time  the  maximum 
compression  in  diagonal  dC  is  obtained^  as  the  stress  in  dE  and  dC  are 
equal  and  opposite.  To  obtain  the  maximum  compression  in  dE  (also 
maximum  tension  in  c^C)  the  wheel  loads  would  be  placed  to  the  left  of 
16  and  each  load  multiplied  by  its  respective  ordinate.  The  stress  in 
any  of  the  other  web  members  due  to  wheel  loads  can  be  determined  in 
the  same  manner. 


r 
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In  order  to  obtain  short  panels,  double-system  Warren  trusses  are 
sometimes  snb-paneled  as  shown  at  (a),  Fig.  350.  The  stresses  are 
determined  in  very  much  the  same  manner  as  shown  above  for  the  tmases 
without  aub-paneling. 

Considering  the  case  of  dead  load,  let  P  represent  the  panel  load  at 
each  upper  panel  point  and  W  the  load  at  each  lower  panel  point.  We 
can  consider  the  sub-paneling  as  being  independent  sub-trusses  or  trussed 
stringers  as  indicated  at  (b)  and  that  the  load  from  these  sub-trusses 
is  transmitted  directly  to  the  main  lower  panel  points,  in  which  case 
tliere  would  be  2W  on  each. 

Theai  by  considering  the  truss  to  be  composed  of  two  separate  tm; 
as  shown  in  Fig.  34S  the  stress  in  all  the  main  members  can  be  readil 
determined   and  then  considering  the  additional  stress  in  each  bol 
chord  and  in  the  lower  half  of  each  diagonal  due  to  the  anb-trassi 
dead-load  stresses  throughout  the  truss  arc  obtained. 

Let  it  be  required  to  determine  the  dead-load  stress  in  diagonal 
The  truss  being  symmetrical  about  /  one-half  of  the  load  at  that  point 
can  be  considered  as  transmitted  by  eo  and  also  the  load  P  at  t.     Then 
■we  have  {JV  +  P}sec0  for  the  dead-load  stress  in  eo.     This  same  stress 
will  be  in  oE  and,  in  addition,  the  load  W  at  F  will  produce  a  compressive, 
stress  of  ^WsecO  in  the  member  which  should  be  added  to  the  above.     ~ 
we  have   (W ■i-P)aec9+^JVaec6  for  the  total  dead-load   stress   in  dii 
onal  oE. 

For  the  dead-load  stress  in  diagonal  od,  we  have  -JPsecd  from  panel 
point  /  and  3^secd  from  panel  point  G.  So  for  the  total  dead-load 
stress  in  oil,  we  have  9fFsecfl  + JPsccfl.  This  same  stress  would  be  in  oG 
(so  to  speak)  but  the  load  W  at  F  would  produce  a  compressive  stress  of 
^frsecS,  wliich  should  be  subtracted  from  the  above  and  hence  we  obtain 
2B'secC+ JPsecfl-JT'secS  for  the  total  dead-load  stress  in  diagonal  oG. 

The  dead-load  stress  in  each  of  the  hangers  bB,  mD,  oF,  etc.,  is  equal 
to  JV.  The  stress  in  the  bottom  chord  of  each  sub-truss,  as  CmE,  is  equal 
to  JTtantf,  This  must  be  added  to  the  stress  found  in  each  bottom  chord 
when  considering  the  truss  as  composed  of  two  independent  trusses. 
That  is,  the  stress  in  each  bottom  chord  is  determined  by  considering  the 
truss  to  be  composed  of  two  independent  trusses  (3W  nt  each  lower  joint), 
just  the  same  as  shown  aliove  in  the  case  of  trusses  without  aub-paneling, 
and  then  the  stress  (^Jf'tand)  in  the  bottom  chord  of  the  sub-truss  is 
added  to  this. 

The  stress  in  the  top  chords  and  upper  half  of  the  diagonals  is  j 
the  same  as  if  there  were  no  sub-paneling. 

The  stress  in  be  (the  upper  half  of  the  end  post)  is  eqnal  to 
shear  in  panel  AC  multiphed  by  secfl.     So  we  have  (tW  +  S^P)  secS  for' 
the  dead-load  stress  in  be.     This  same  stress  occurs  in  Ab  and  an  addi- 
tional amount  of  JfFsecfl,  due  to  the  load  at  B.     So  for  the  stress  in  Ab, 
we  have  (7fr  +  3Ji')8ec5  + J7Fsecl9.     For  the  dead-load  stress  in  bottoi 
chord  AC.  we  have    (7W-i-3iP)tan6-\-^JVtanS.      The  part,  iWtim$, 
due  to  the  load  JV  at  B. 

In  determining  the  stress  in  the  hanger  eC  the  load  at  c,  E,  e, 
I  con  be  considered  as  not  affecting  that  member.     Then  we  have 
from /,  3BMrom  G,  P  from  J  and  aw  from  C.  making  in  all  (4W-|-liJ 
which  can  be  considered  to  be  the  stress  in  cC, 


1  case  ^^^ 
msse^^^l 

lal  edl^l 

Then 
ssivc,^^^ 


r 
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In  determining  the  live-load  stresses  the  work  b  greatly  simplified 
by  using  an  equivalent  uniform  load. 

Let  V)  represent  the  live  load  per  foot  of  span.  Then  we  have  wd  =  W 
(or  live  load  per  panel.  As  an  example,  let  it  be  required  to  deter- 
mine the  maximum  live-load  tension  in  diagonal  od  (shown  at  (a).  Fig. 
350).  We  would  load  all  panels  from  P  to  F  (inclusive).  This  would  be 
equivalent  to  placing  "iW  at  each  of  the  joints  O,  M,  K,  I,  and  G  and  \W 
at  £.  The  load  at  O,  K,  and  G  are  the  only  ones  that  produce  stress  in 
od.  So  we  have  [(»')l/8+ (2H')3/8+ (3H')5/S]secfl  for  the  maximum 
live-load  tension  in  diagonal  od. 

In  determining  the  maximum  live-load  tensile  stress  in  diagonal  oG 
the  load  at  F  would  be  omitted  as  it  would  cause  compression  in  that 
member.  That  is,  the  panels  from  P  to  G  (inclusive)  would  be  loaded 
which  would  be  equivalent  to  placing  271'  at  each  of  the  joints  0,  M,  K, 
and  /  and  H'f  at  G.  Then  ignoring  the  load  at  /  and  A/,  we  have 
[(»')l/8  +  (2>)3/8+  (lj/r)5/8]8cc(9  for  the  maximum  Lve-load  tensile 
stress  in  diagonal  oG. 

To  determine  the  maximum  live-load  compression  in  od,  panel  points 
B,  C,  and  D  would  be  loaded,  in  which  case  the  stress  in  od  would 
be  l/8(2B')secfl,  which  is  due  to  the  Sff"  at  C. 

In  the  case  of  diagonal  oG,  the  mnximum  compression  in  it  would 
occur  when  panels  B  to  F  (inclusive)  were  loaded. 

The  load  at  E  would  produce  no  stress  in  oG.  One-half  of  the  load 
at  F  would  be  transmitted  to  G.  This  would  produce  a  compressive 
stress  of  JITsecO  in  oG  but  five-eighths  of  this  would  be  transmitted  back, 
ao  we  would  have  (J'Fsecfl)!!  for  the  compressive  stress  in  oG  due  to  the 
load  W  at  F.  The  load  2W  at  C  is  the  onlv  load,  except  the  one  at  F, 
that  affects  diagonal  oG.  So  we  have  [1/8'*'+ (J»')3/8]secS  for  the 
maximum  live-load  compressive  stress  in  diagonal  oG. 

The  maximum  live-load  tensile  and  compressive  stresses  in  any  of 
the  diagonals  due  to  a  uniform  live  load  can  be  determined  in  the  same 
manner  as  shown  above  for  diagonals  oG,  od,  eo,  and  oE.  The  maximum 
stress  in  the  chord  members  due  to  a  uniform  live  load  occurs  when  all  the 
joints  from  B  to  P  (inclusive)  are  loaded.  The  sub-paneling  is  first 
ignored  and  a  load  of  iTV  is  assumed  to  be  at  each  of  the  joints  C.  E,  G, 
/,  K,  M,  and  0.  Then  the  stresses  in  the  chords  are  determined  by  con- 
sidering the  truss  to  be  composed  of  two  independent  trusses  as  previously 
explained.  But  to  the  stress  in  each  bottom  chord  thus  obtained  the 
stress  JWtanfl  must  be  added.  ^/TtanC  is  the  stress  in  the  bottom  chord 
of  each  sub-truss  as  CrnE,  EoG,  etc. 

In  case  wheel  loads  be  used,  the  stresses  can  be  determined  most 
readily  by  the  use  of  influence  lines.  The  influence  lines  are  easily  drawn, 
some  of  which  arc  shown  in  Fig.  330.  The  influence  lines  for  the  top 
chords  are  the  same  as  if  the  truss  were  not  suh-panelcd.  The  influence 
hne  E-8-9-10-1O-11-12-13-14-F,  shown  at  (d),  is  for  bottom  chord  GI. 

influence  line  G-15-ft-16-m-]8-19-20-//.  shown  at  (c),  is  for  diagonal 

A-16-r-m-18-19-30-//  is   for  diagonal   n/.     The  influence 

8-9-1  0-jV.  shown  at  (f),  is  for  diagonal  nf  and  K-3-4-5-6- 

for  diagonal  Gn.     The  construction  of  these  lines  will  be 

understood  by  referring  to  the  diagrams  at  (c)  oiid  (^i(,\. 


s» 


wtsaonjBAii  jsheHlNsebuto 


k3io«ii  as  s  Whipple  tnus.  Dead-load  Btfuweit  wi4  iLiiMu  me  to  anl- 
fom  ttre  bad  in  tiiia  lype  of  tnus  are  'readily  detenoiaed  fcf  wtsiJctiiig 
Ae  tnui  M  eompiMed  of  two  independent  tnuaes.  In  iktenaiidBg  the 
dead-load  dtresaes  in  the  tram  abown  at  (a)  the  truss  «*n  Ik  nrwirfaewd 
aM  (MB|Msed  of  two  indepeadent  tnusei,  one  of  which  Is  dxnis  at  ^) 
ami  Ike  other  one  at  (c).    Let  W  tqmaeid  the  dead  load  |>eT  pamA,  one- 


third  applied  at  each  top  joint  and  two-thirds  at  each  bottom  joint.    Tak- 
ing moments  about  b  and  considering  the  truss  at  (b),  we  obtain 


{»4-{>Yr^l-^ 


for  the  stress  in  CE.    Likewise  taking  moments  abont  a  and  considering 
the  truss  at  (c),  we  obtain 

(2W)^  =  ZfPtaai, 


DESIGN  OF  SIMPLE  BAILBOAD  BRIDGES 


515 


for  the  stKss  in  BD.    Then  the  stress  in  bottom  chord  CD  is  equal  to 


( 


4r^W  j  tan^  +  2»'tan^  =  6-  FFtan^. 


Again  taking  moments  about  E  and  considering  the  truss  at  (b)  we  obtain 

for  the  stress  in  hd  and  taking  moments  about  D  and  considering  the 
truss  at  (c)^  we  obtain 


{2W)S  l-(l^)^^  =  5WUn<l> 


for  the  stress  in  ac.    Then  we  have 

(6-  W  j  Un^  +  5FFtan^  =  11-  FFtan<^ 

for  the  dead-load  stress  in  top  chord  he.     The  dead-load  stress  in  anj 
chord  member  can  be  readily  determined  in  this  manner. 


Fig.  862 


Considering  the  trusses  at  (b)  and  (c)  the  dead-load  stresses  in 
the  web  members^  as  indicated^  are  readily  determined. 

Let  P  represent  the  uniform  live  load  per  panel.  The  live-load 
stresses  in  the  chord  members  will  then  be  as  indicated  on  the  trosses 
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at  (d)  and  (e).  These  are  determined  in  exactly  the  same  manner  as 
explained  above  for  the  dead-load  stresses  in  the  chords.  The  live-load 
stresses  in  the  web  members  are  indicated  at  (d)  and  (e).  These  are 
determined  as  previously  explained.  For  example,  considering  the  truss 
at  (d)  and  loading  the  panels  from  «7  to  £  (inclusive),  we  obtain 


-I- 

10  \2 


) 


+  2  +  4  +  6  )  sec^  =  12-Psec^ 


for   the    maximum    live-load    tensile    stress    in    diagonal    hE    and    also 
12^  X  (P/10)   for  the  maximum  live-load  stress  in  post  bC.     Likewise^ 


Fig.  358 

loading  the  panels  from  J  to  F  (inclusive)  and  referring  to  the  truss  at 
(e),  we  obtain 

^(i  +  3  +  5j  sec^  =  8ipsec^ 

for  the  maximum  live-load  stress  in  diagonal  cF  and  also  8^  x  (P/10)  for 
the  maximum  live-load  stress  in  post  cD. 

If  wheel  loads  are  used  the  stresses  can  be  determined  most  readily 
by  use  of  influence  lines.  Influence  lines  for  stresses  in  Whipple  trusses 
are  constructed  practically  in  the  same  manner  as  shown  above  for  the 
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doBble-s^stem  WtCrren  trcssea.  Some  of  these  influence  lines  are  shown 
in  Fig.  353.  The  one  at  (c)  is  for  top  chord  cd  and  the  one  at  (d)  is 
for  diagonal  cF.  The  constmction  and  use  of  influence  lines  in  the 
case  of  the  Whipple  truss  is  quite  simple  provided  the  work  on  influcoce 
lines  prenouslj  given  is  understood. 


214.  Lattice  Truss. — The  truss  shown  at  (a).  Fig.  353,  is  known 
OS  a  lattice  truss.  It  can  be  considered  composed  of  four  independent 
tnuses,  one  of  which  is  shown  at  (b)  and  another  at  (c)  and  b^  turning 
these  two  end  for  end,  we  obtain  the  other  two  trusses.  By  determining 
the  dead  and  maximum  live-load  stress  in  each  member  of  the  trusses 
■howQ  at  (b)    and    (c)    and  combining  the  stresses,  the,  stress  in  the 
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truss  shown  at  (a)  is  obtained.  The  determination  of  the  dead-load 
stress  is  a  simple  problem  and  the  determination  of  the  live-load  stresses 
is  practically  as  simple  provided  a  uniform  live  load  be  used.  Let  P 
represent  the  uniform  live  load  per  panel.  Considering  the  truss  at  (b) 
and  loading  joint  C  (only)  we  obtain  ^Psec^  for  the  live-load  tension 
in  eC  and  compression  in  eG.  Loading  joint  G  (only)  we  obtain 
Ifsecfl  for  the  Uve-load  tension  in  eG  and  compression  in  eC.  Loading 
both  joint  C  and  G  we  obtain  J/ /'see^  for  the  masimum  live-load  ten- 
sion in  be  and  fPsecfl  for  the  maximum  live-load  tension  in  fcfi.  also 
^Paec<f>  andfPsec^  for  the  live-load  compression  in  bA  and  kK,  re-  i 
spectively.  Loading  joints  C  and  G  and  taking  momenta  about  B,  i 
obtain 

for  the  live-load  stress  in  AC.     Taking  momenta  about  C,  we  obtain 

for  the  live-load  stress  in  be.     Taking  moments  about  k    (considert 
reaction  at  K),  we  obtain 

(^)^(^)w 

(or  the  live-load  stress  in  GK.     Taking  moments  about  i 
the  forces  to  the  left),  we  obtain 

for  the  live-load  stress  in  CG,  The  stresses  due  to  a  uniform  live  load 
in  the  trusses  shown  at  (b)  and  (c)  are  readily  determined  in  this  man- 
ner. Then  by  combining  these  carefully  for  the  chords  and  end  posts, 
the  stresses  throughout  the  truss  are  obtained. 

In  case  \7beel  loads   are  used,  the  stress  therefrom   can  be   most 
readily  determined  by  the  use  of  influence  lines.     These  are  constructi 
very  much  the  same  as  previously  shown  for  double-system  Warren 
Whipple  trusses. 

Several  railroad  companies  use  the  lattice  truss  showu  at  (a).  The 
details  of  part  of  one  of  these  trusses  are  shown  in  Fig.  351.  These 
details  are  taken  from  the  standard  plans  of  the  Chicago  &  North  West- 
ern Railway  Company  (W.  C.  Armstrong,  engineer  of  bridges). 

DEFLECTION  AND  CAMBER  OF  TRUSSES 
215.  Analytical  Determination  of  Deflection. — Let  it  be  requii 
to  determine  the  deflection  of  joint  C  of  the  truss  shown  in  Fig.  355, 
due  to  any  loads.  In  the  case  of  pin-conneeted  trusses  the  deflection 
is  dne  to  the  distortion  of  the  members  and  to  a  small  clearance  between 
the  pina  and  pin  holes,  while  in  the  case  of  riveted  trusses  the  deflection 
is  due  wholly  to  the  distortion  of  the  members.  We  will  first  consider 
the  deflection  of  joint  C,  due  entirely  to  the  distortion  of  the 
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Let  tc  represent  the  stress  in  any  member  as  oB,  due  to  a  unit  load 
placed  at  C,  and  let  S  represent  the  stress  in  the  same  member  due  to 
any  loads  placed  at  any  panel  points. 
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Let  L  represent  the  length  of  member  oB  and  A  its  gross  area  of 
cross-section.  Then  for  the  work  done  on  the  member  aB  by  the  stress  u, 
we  hsLye'zUX%(uL/AE)  which  must  undoubtedly  be  equal  to  ^(AJ)!^, 
where  A  J  represents  the  deflection  of  joint  C,  due  to  the  stress  tc.  So 
we  have 


l(^).=l(.^irb.. 


from  which  we  obtain 


Ad 


\ae) 


for  the  deflection  of  joint  C,  due  to  stress  u.  Now^  evidently^  the  deflec- 
tion of  joint  C,  due  to  any  stress  S  in  member  aB,  will  be  directly  pro- 
portional to  the  deflection  AJ,  due  to  stress  u.  Then  let  A^  represent 
the  deflection  of  joint  C,  due  to  stress  S  and  we  have 

Ail~ii' 
and  substituting  {uL/AE)u  for  Ad  and  reducing^  we  obtain 

SuL 


Ay  = 


AE 


for  the  deflection  of  joint  C,  due  to  any  stress  S  in  member  aB. 

Now,  evidently,  if  u\  u",  etc.,  represent  the  stress  in  the  other  mem- 
bers of  the  truss,  due  to  a  unit  load  at  C,  and  S',  S'%  etc.,  the  stress 
in  these  members,  due  to  any  loads  placed  at  any  joints,  and  Ay%  Ay'% 
etc.,  the  deflection  of  joint  C,  due  to  the  stresses  S\  S'%  etc.,  we  can 
write  the  formula 

3f  =  (A3f  +  A/  +  A/^..Ar)  =  (-^4--^^+-^^^ -^^j 

for  the  total  deflection  of  joint  C,  due  to  any  loads  producing  the  simul- 
taneous stresses  S,  S%  5",  etc. 

By  letting  iS  =  stress  in  any  member  due  to  any  loading, 

tf  =  stress  in  any  member  due  to  a  unit  load  at  any  point 

considered, 
L  =  length  of  any  member  in  inches, 
A  =  gross  area  of  cross-section  of  any  member  in  square 

inches^ 
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the  general  formula  for  deflectioii  caD  be  written  as 

^('-i^\ 


J  =  S 


\EA/ 


Example  1.  Let  it  be  required  to  determine  tbe  deflection  of  joint 
£3  of  the  150-ft,  truss  shown  in  Fig,  279,  due  to  the  given  dead  and  live 
loads. 

The  live-load  stresses  given  for  the  truss  members  in  Fig.  279  should 
not  be  used  in  determining  the  deflection  as  they  do  not  occur  simul- 
taneously. Tile  maximum  deflection  will  occur  when  the  span  is  fully 
loaded  and  a  sufficiently  accurate  result  will  be  obtained  by  using  an 
equivalent  uniform  live  load,  in  which  case  the  live-load  stresses  will  be 
directly  proportional  to  the  dead -load  stresses,  and  hence  they  can 
readily  be  determined  directly  from  tbe  dead-load  stresses  by  the  use  of 
a  shde  rule. 

The  masirauro  live-load  stress  in  the  end  post  (sec  Fig.  279)  is 
SC3,000  lbs.  Dividing  this  by  the  secant  of  the  slope  of  the  post,  we 
obtain 

263,000 -e-1.3  =  203,000  lbs. 

for  the  maximum  live-load  shear  in  the  end  panel  LO-L\  (see  Art.  174). 
Then  substituting  this  value  for  S  in  tbe  formula  of  Art.  123,  we  obtain 

P'  =  (203,000)  ^\iL-d)=  203,000  -r  62.5  =  3,250  lbs. 

for  the  equivalent  uniform  live  load  per  foot  of  truss  for  determining 
tbe  live-load  stress  in  the  web  naembers,  but  as  the  chords  contribute 
most  to  the  deflection  we  will  use 

3,250  -  3,250  {\^  +  2.5)  %  =  3,120  lbs. 

per  foot  of  truss  for  the  equivalent  uniform  live  load,  which  is  really 
the  correct  equivalent  uniform  live  load  for  determining  the 
chord  streases.    (See  Art.  123.) 
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As  seen  from  Fig.  279,  the  dead  load  per  foot  of  truss  is  3,110-1-2  = 
1,055  lbs.  Then  multiplying  each  of  the  dead-load  stresses  given  for  the 
truss  members  in  Fig.  27y  by  4:H8  the  live-load  stresses  for  determin- 
ing the  deflection  of  joint  L3  are  obtained.  Then  adding  these  to  the 
dead-load  stresses,  the  total  stress  in  each  truss  member,  as  shown  in 
Fig.  356,  is  obtained. 
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Then  from  Figs.  279  and  356  the  following  table  can  be  computed: 


L 

S 

A 

SL 

u 

SuL 

Member 

Ins. 

Lbs. 

Sq.  Ins. 

EA 

Lbs. 

EA 

Ul'LO  ... 

468 

-337,000 

46.18 

-0.1138 

-0.6500 

0.0739 

L0-L2  ... 

600 

+218,000 

23.52 

+0.1853 

+0.4166 

0.0772 

L2-L3  ... 

300 

+348,000 

36.98 

+0.0941 

+0.8332 

0.0784 

U1-U2  . . . 

300 

-348,000 

40.58 

-0.0857 

-0.8332 

0.0714 

U2'U3  . . . 

300 

-392,000 

45.08 

-0.0869 

-1.2498 

0.1086 

U1'L2  ... 

468 

+203,000 

26.48 

+0.1196 

+0.6500 

0.0777 

172-L3  ... 

468 

+67,000 

19.80 

+0.0527 

+0.6500 

0.0343 

Ul'Ll  ... 

360 

+71,000 

14.44 

+0.0590 

0 

0 

r72.L2  ... 

360 

-87,000 

19.80 

-0.0527 

-0.5000 

0.0263 

173-L3  . . . 

360 

-9,000 

19.80 

-0.0054 

0 

0    . 

(£  =  30,000,000) 

^m 

=  0.5498 
2 

Total  deflection  of  joint  L3  =  1.0996  ins. 

As  L3  is  at  the  center  of  the  span  and  the  bridge  symmetrically 
loaded,  the  deflection  of  LS  can  be  obtained,  as  shown  by  the  above  table, 
by  determining  the  deflection,  due  to  just  half  of  the  truss  members,  and 
then  multiplying  this  deflection  by  two.  In  case  of  the  determination  of 
the  deflection  of  any  other  joint  (except  US)  all  of  the  truss  members 
would  have  to  be  considered.  For  example,  let  it  be  required  to  deter- 
mine the*  deflection  of  joint  L2  (see  Fig.  279).  The  table  in  that  case 
would.be  just  the  same  as  the  above,  except  that  the  last  two  colunms 
on  the  right  would  have  two  values  in  each  case  as  the  tc  for  the  members 
on  one  side  of  the  center  of  span  would  be  different  from  the  tc  for  the 
corresponding  members  on  the  other  side  of  the  center  of  the  span.  For 
example,  placing  a  unit  load  at  L2,  we  have  four-sixths  of  a  pound  for 
the  reaction  at  one  end  of  the  truss,  and  two-sixths  for  the  reaction  at 
the  other  end.  Then  for  the  tc  in  one  end  post  we  would  have  ^  x  1.3  = 
0.8333,  and  I  X  1.3  =  0.4166  for  the  ic  in  the  other  end  post;  and  likewise 
i  X  0.8333  =  0.5555  for  the  u  in  one  bottom  chord  L0-L2,  and  |  x  0.8333  = 
0.2777  for  the  u  in  the  other  bottom  chord  L0-L2.  Thus  it  is  throughout 
the  span.  The  last  two  right-hand  columns  in  the  table  would  simply 
have  double  numbers  and  the  summation  of  the  SuL/AE  would  not  be 
multiplied  by  two.  Otherwise,  the  table  for  each  of  the  other  joints 
would  be  just  the  same  as  shown  above  for  joint  L3. 

In  case  the  loading  causing  the  stresses  S  were  placed  unsym- 
metrically,  each  member  would  be  listed  separately  in  the  tables.  In  that 
case  it  is  advisable  not  to  have  two  or  more  members  with  the  same  mark, 
as  in  the  case  of  the  truss  shown  in  Fig.  279. 

It  is  customary  to  consider  the  distortion  of  compression  members  as 
negative,  and  that  of  the  tension  members  as  positive.  In  that  case  the 
tensile  stresses,  both  ic  and  S,  should  be  indicated  as  plus,  and  the  com- 
pressive stress  as  negative,  as  shown  in  the  above  table. 

In  case  the  longitudinal  displacement  of  any  joint  be  desired,  it 
can  be  determined  in  the  same  manner  as  shown  above  for  deflection, 
except  that  the  unit  load  applied  at  the  joint  in  questioa  would  \^  ^«cl- 
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sidered  as  acting  horisontally  instead  of  vertically.      In  that  case 
necessary  to  pay  strict  attention  to  the  signs  of  the  «'s  and  S's,  aa 
may  not  have  like   signs,   which   they   ordinarily    have  in   thi 
deflection. 

As  an  example,  let  it  be  required  to  determine  tlie  horizontal 
placement  of  joint  Z.3  of  the  truss  shown  in  Fig,  279.  due  to  the  stresws. 
The  nnit  load  would  be  applied  at  L3,  as  shown  in  Fig.  357.  The  end 
1.6  being  fixed  and  the  end  LO  being  on  rollers,  the  only  members  that 
would  really  be  stressed  by  the  unit  load  would  be  L3-L4  and  H-LG, 
and  hence  we  need  consider  only  these  members  in  determining  the  hori- 
zontal displacement  of  L3.  The  stress  in  each  of  these  members,  due  to 
the  unit  force,  as  is  obvious,  is  I  lb.  Then  making  the  following  table, 
the  horizontal  displacement  of  L3  is  obtained : 


L 

5 

A 

SL 

u 

SuL 

Member 

Ins. 

Lbs. 

Sq.  Ins. 

EA 

Lbs. 

EA 

L3-L4  .. 

.   300 

-348,000 

30.08 

-^.0941 

^1.0000 

0.0941 

IA-L6  .. 

600 

-218,000 

23.52 

^.1853 

^1.0000 

0.1853 

Total  horizontal  displacement  of  joint  Zi3  =  0.27!f4 

This  shows  that  joint  Z.3  will  move  about  \"  to  the  left.     It  will 
seen  that  this  table  is  really  compiled  from  the  table  given  above 
determining  the  deflection  of  L3. 
r  The  horizontal  displacement  of  any  of  the  other  lower  chord  joints 

I  can  be  determined  in  a  similar  manner,  and  just  as  readily  after  the 

I  tables  for  the  deflection  of  those  joints  are  made. 

■  The  determination  of  the  horizontal  displacement  of  the  top  chord 

I  joints,  while  similar  to  that  shown  for  the  bottom  chord  joints, 

L  simple,  owing  to  the  fact  that  more  members  are  involved.     As  an  illus- 
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tration,  let  it  be  required  to  determine  the  horizontal  displacement 
joint  Ui  (Fig.  357).  The  unit  load  would  be  applied  at  U\  as  indicated. 
The  horizontal  reaction  of  this  load  would  be  at  Z.I5,  as  indicated  (the 
end  Z6  being  fixed),  but  in  addition,  tlic  unit  load  at  t'4  would  produce 
a  positive  reaction  of  r  at  LO  and  an  equal  negative  reaction  r  at  Lfi. 
These  vertical  reactions  and  the  1  lb.  horizontal  reaction  at  LZ  would 
have  to  be  considered  in  determining  the  u's  for  the  members  throughout 
the  truss.  For  each  of  the  vertical  reactions  we  have  r  =  b/L,  After  the 
u's  are  determined  for  the  members  throughout  the  truss,  the  horiionl 
displacement  of  the  top  chord  joints  is  determined  by  making  a  table 
e&cti  as  explained  above. 
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In  dctermming  the  deflection  of  pin-connected  bridges,  the  distor- 
tion (SL/AE')  of  each  member  should  be  increased  by  ^  in.  to  allow 
for  the  clearance  between  the  pins  and  pin  holes..  Otherwise  the  work 
of  determining  the  deflection  of  pin-connected  bridges  is  exactly  the  same 
as  shown  above  for  the  riveted  bridge. 

216.  Orapfaioal  Determinatioii  of  Deflection.— Let  ACB  at  (a). 
Fig.  358,  represent  a  cantilever  frame  and  suppose  a  vertical  load  P  be 
applied  at  C.  This  load  will  cause  tension  in  member  AC  and  compres- 
sion in  member  BC  and  hence  the  distortion  in  AC  will  increase  its 
length  while  the  distortion  in  BC  will  decrease  the  length  of  that  member. 
Let  Ca  represent  the  distortion  of  AC  and  Ce  the  distortion  of  BC  and 
let  us  assume  that  the  joints  A,  C,  and  B  are  pin  connected  so  that  the 
members  AC  and  BC  are  free  to  turn  about  their  ends.  Now,  undoubt- 
edly, the  distortion  of  the  members  AC  and  BC  will  cause  the  frame  to 
deflect  to  some  position  as 
ACB.  As  the  joints  A 
and  B  are  fixed  in  posi- 
tion the  deflection  of  the 
frame  really  consists  of 
jwnt  C  moving  to  C  and, 
hence,  the  determination 
of  the  deflection  is  simply 
a  matter  of  locating  C  in 
reference  to  joints  A  and 
B,  which  remain  fixed.  By 
taking  A  ba  a  center  and 
Aa  as  a  radins,  the  arc  aC 
could  be  described,  and 
taking  B  as  a  center  and 
Be  as  a  radius  the  arc 
eC  conld  be  described 
and  thus  the  point  C 
would  be  located. 

As  another  example,  let  D-F-G-E  at  (d)  represent  a  cantilever  frame 
supporting  a  vertical  lood  P  at  G.  Let  Fd,  Ff,  G'k,  and  Gm  represent 
the  distortions  of  the  members  DF,  FE,  FG,  and  GE,  respectively.  Now, 
owing  to  these  distortions,  the  frame  will  deflect  to  some  position  as 
D-F'-G"-E.  As  is  obvious,  the  problem  of  determining  the  deflection  of 
the  frame  consists  of  locating  F'  and  G"  in  reference  to  the  fixed  joints 
D  and  E.  First,  taking  D  as  a  center  and  Dd  as  a  radius,  the  arc  dF' 
could  be  described;  and  taking  £  as  a  center  and  Ef  as  a  radius  the  arc 
fF'  could  be  described ;  and  thus  the  position  of  F'  would  be  determined, 
which  is  the  deflected  position  of  joint  F.  Now,  having  joint  F  located, 
the  deflected  position  of  joint  G  can  be  determined  in  reference  to  E  and 
F,  Suppose,  for  the  time  being,  that  joint  G  be  disconnected  and  that 
member  FG  moves  to  the  parallel  position  F'G',  while  EG  remains  in 
position:  Then,  taking  F'  as  a  center  and  F'k  as  a  radius,  the  arc  kG" 
could  be  described ;  and  taking  £  as  a  center  and  Em  as  a  radius,  the  arc 
mG"  could  be  described;  and  thus  the  position  of  G"  would  be  deter- 
mined, which  ia  the  deflected  position  of  joint  Gj  and  hence  the  deflected 
poaition  of  the  entire  frame  would  be  known. 
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Now  it  is  evident  that,  theoretically,  the  deflection  of  any  cantile»et 
frame  could  be  determined  in  the  same  manner  as  shown  for  the  above 
two  cases,  and  as  any  truss  can  be  considered  as  being  composed  of  one 
or  more  cantilevers,  the  same  is  true  of  any  truss.  But.  in  practice,  the 
application  of  the  method  is  practically  impossible,  as  the  distortions 
of  the  members  are  so  small  compared  with  tlieir  lengths  that  if  the 
members  be  laid  oS  to  a  reasonable  scale  it  would  be  practically  impos- 
sible to  measure  the  distortions  and  deflections.  This  very  fact,  how- 
ever, makes  passible  the  graphical  method  in  general  use,  in  which  it  is 
assumed  that  the  distortions  are  so  small  in  comparison  with  the  lengths 
of  the  members  that  all  such  arcs  as  aC,  eC,  dF',  mG",  etc.,  without 
appreciable  error  can  be  considered  straight  lines;  that  is,  the  arc  and 
its  tangent,  in  each  ease,  are  assumed  to  coincide.  One  can  satisfy  him- 
self as  to  the  accuracy  of  this  assumption  bv  trial.  As  a  suggestion,  sup- 
pose the  distance  AB  (Fig.  358(a))  be  laid  off  equal  to  10  ift;  AC  and 
BC  equal  to  15  ft.  and  18.5  ft.,  respectively;  and  Ca  and  Ce  each  equal 
to  J  of  an  in.  and  the  arcs  AC  and  eC  described,  as  explained  above, 
and  the  difference  between  these  arcs  and  their  tangents  noted:  By 
assuming  that  all  such  arcs  as  AC  and  eC,  etc.,  coincide  with  their 
tangents,  the  deflection  of  any  truss  can  be  determined  by  simply  laying 
off  the  distortions  and  drawing  perpendiculars  to  these.  As  an  example, 
let  us  consider  the  case  shown  at  (a).  Fig.  358.  The  joints  A  and  B 
arc  considered  fixed.  Let  us  take  any  point  A'  at  (b),  as  origin,  to 
determine  the  deflection  of  the  joints  A,  C,  and  B.  Now,  as  both  A 
and  B  are  iix^d,  they  will,  as  regards  deflection,  be  at  A'  and  hence  we 
have  A  and  B  located.  Joint  C  in  reference  to  A  moves  to  the  right  the 
distance  Ca.  Then  at  (b)  lay  oflf  Ca  from  A'  (the  location  of  joint  A) 
to  the  right  as  shown.  Joint  C  in  reference  to  B  moves  toward  B  the 
distance  Ce.  Then  at  (b)  lay  off  Ce  from  A'  (the  location  of  joint  B), 
as  shown.  Then,  by  drawing  from  e  and  a  the  perpendiculars  aC  and 
eC  we  have  C  located,  which  is  the  deflected  position  of  joint  C.  That 
is,  as  A'  is  the  origin  (point  of  zero  deflection).  I'  represents  the  deflec- 
tion of  joint  C,  and  k  represents  the  horizontal  movement  of  that  joint. 

Next  let  us  consider  the  case  shown  at  (d).  Fig.  358.  Here  joints 
D  and  E  are  considered  fixed.  Let  D'  at  (e)  be  the  origin  to  determine 
the  deflection  of  joints  D,  E,  F.  and  G.  As  D  and  E  are  fixed,  they  will 
both  be  at  D',  the  origin.  In  reference  to  joint  D  joint  F  moves  to  the 
right  the  distance  Fd.  So  from  D'  (the  location  of  joint  D)  lay  off  Fd 
to  the  right  as  shown.  In  reference  to  E  joint  F  moves  toward  E  the 
distance  Ff.  So  from  D'  (the  location  of  E)  lay  off  Ff  as  shown.  Then 
by  drawing  the  perpendiculars  dF'  and  fF'  the  point  F'  is  located,  which 
is  the  deflected  position  of  joint  F.  Now  having  F  located,  joint  G  can 
be  located  in  reference  to  joints  F  and  E.  In  reference  to  joint  F  joint  G 
moves  away  from  F  the  distance  G'k,  as  shown.  In  reference  to  joint  E, 
joint  G  moves  toward  E.  or  to  the  left,  the  distance  mG.  So  from  D' 
(the  location  of  joint  E)  lay  off  mG  to  the  left  as  shown.  Then  by  draw- 
ing the  perpend ioulars  kG"  and  mG",  the  point  G"  is  located,  which  is 
the  deflected  position  of  joint  G.  We  then  have  the  deflection  of  all 
the  joints  determined.  The  distances  V  and  V"  represent  the  deflection 
of  joints  F  and  G,  respectively,  and  A'  and  h"  represent  respectively  the 
iiorjzontal  movement  of  these  joints. 
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As  another  example,  let  it  be  required  to  determine  the  defleetion 
of  the  joints  of  the  cantileyer  frame  shown  at   (a).  Fig.  35D,  where 

Al^  A2  • A 10  represent  the  distortions  of  the  members.    The  plus 

sign  signifies  that  the  length  of  the  member  is  increased  by  the  distortion^ 
and  the  minus  sign  signifies  just  the  opposite.  First,  select  any  point  A' 
at  (b)  as  the  orig^.  The  joints  A  and  B  are  fixed  so  they  will  both  be  at 
A\  In  reference  to  A,  joint  C  moves  to  the  right  the  distance  Al.  So 
from  A'  (at  (b))  draw  Al  to  the  right.  In  reference  to  B,  joint  C  moves 
toward  B  the  distance  A4.  So  from  B^  (at  (b))  draw  A4  as  shown,  and 
then  drawing  perpendiculars  to  these  distortions  the  point  C  is  located, 
which  shows  the  deflected  position  of  joint  C.  That  is,  joint  C  has  moved 
from  i^'  to  C\  Now,  having  C  located,  we  can  proceed  to  locate  joint  D 
in  reference  to  joints  B  and  C.  In  reference  to  C,  joint  D  moves  down 
the  distance  A5.  So  from  C  lay  off  A5  downward  as  shown.  In  refer- 
ence to  B,  joint  D  will  move  toward  B  the  distance  A9.  So  from  B^ 
(at  (b))  lay  off  A9  to  the  left.  Then,  drawing  perpendiculars  to  these 
distortions  (A5  and  A9),  we  obtain  D^  which  shows  Uie  deflected  position 
of    joint    D.    That    is, 
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joint  D  has  moved  from 
J'  to  D'.  Now,  having 
both  C  and  D  located, 
we  can  next  locate  the 
joint  E,  In  reference  to 
C,  joint  E  moves  to 
the  right  the  distance 
A2.  So  from  C  draw 
A2  to  the  right.  In 
reference  to  D,  joint  JB 
moves  toward  D  the 
distance  A6.  So  from 
T>\  draw  A6  as  shown. 
Then  by  drawing  per- 
pendiculars to  these 
distortions  (A2  and  A6),  we  obtain  -B',  which  shows  the  deflected  posi- 
tion of  E,  That  is,  joint  E  has  moved  from  A'  to  E\  Now  having 
joints  E  and  D  located,  we  can  next  locate  joint  F.  In  reference  to  E, 
joint  F  moves  downward  the  distance  A7.  So  from  E'  draw  A7  down- 
ward. In  reference  to  joint  D,  joint  F  moves  toward  D  the  distance  AlO. 
So  from  D'  draw  AlO  to  the  left.  Then  by  drawing  perpendiculars  to 
these  distortions  (A7  and  AlO),  we  obtain  point  F',  which  shows  the 
deflected  position  of  joint  F.  That  is,  joint  F  has  moved  from  A'  to  F'. 
Now,  having  joints  E  and  F  located,  we  can  locate  joint  G.  In  reference 
to  E,  joint  G  moves  to  the  right  the  distance  A3.  So  from  E'  draw  A3 
to  the  right.  In  reference  to  F,  joint  G  moves  toward  F  the  distance  A8. 
So  from  F'  draw  A8  as  shown.  Then  by  drawing  perpendiculars  to  these 
distortions  (A8  and  A3),  we  obtain  the  point  G',  which  shows  the  de- 
flected position  of  joint  G.    That  is,  joint  G  has  moved  from  /I'  to  G'. 

Referring  to  the  diagram  at  (b),  we  can  consider  all  of  the  joints 
as  being  at  /l^  before  deflection,  and  that  they  deflect  to  the  posi- 
tions indicated.  That  is,  C  moves  from  A'  to  C",  D  from  A'  to  D', 
E  from  A'  to  E' y  F  from  A'  to  F',  and  G  from  A'  to  G\    By  mfi«A»:tvcc^ 
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the  vertical  distance  down  from  A'  in  each  case,  the  de6ections  are  ob- 
tained and  the  horizontal  movements  are  obtained  by  measuring  the  hori- 
zontal distance  in  each  case  from  a  vertical  line  through  A'. 

As  all  trusses  can  be  considered  as  being  composed  of  one  or  more 
cantilever  frames,  it  is  obvious  that  the  deflection  of  any  truss  can  be 
determined  by  constructing  diagrams  similar  to  those  shown  at  (b)  and 
(e).  Fig.  358,  and  at  (b),  Fig.  359. 

These  diagrams  are  known  as  "VVilliot  diagrams,"  being  named  after 
the  French  engineer  Williot,  who  proposed  them. 

Example  1,     Let  it  be  required  to  determine  the  deflection  of  the 

truss  shown  in  Fig.  279,  due  to  the  stresses  given  in   Fig.  3.56.      The 

distortions     of    the     mem- 

'■'/ft..  y? ;, ^  hers,  due  to  these  stresses 

are  given  in  Example  1  of 
Art.   316   (sec  table). 

First,  draw  the  out- 
line of  the  truss  as  shown 
at  (a).  Fig.  360.  The  dis- 
tortions shown  there  for 
one-half  of  the  members 
(they  are  the  same  for  the 
other  half  of  the  truss) 
are  expressed  in  fractional 
form  for  convenience. 

As  the  truss  is  sym- 
metrical about  U3-L3  and 
symnie  trie  ally  loaded  the 
deflection  will  be  fully 
known  if  it  be  determined 
for  one-half  of  the  truss. 
By  considering  joint  L'3 
as  fixed  in  position  and 
member  U3-L3  as  fixed  in 
direction  either  half  of  the 
truss  can  be  considered  as 
a  cantilever  and  the  deflection  determined  aa  explained  above.  Let  us  take 
J.3  at  (e)  as  a  starting  point.  Then  the  position  of  joint  US  is  obtained 
by  laying  off  the  distortion  of  t/3-i3  (which  is  i^")  downward,  nsinga 
scale  of  Vb"  =  bV"'  Then  having  joint  US  located,  the  position  of  Ui 
can  be  determined  in  reference  to  t^3  and  LS.  Joint  1/2  moves  towards 
US  and  away  from  LS.  Then  laying  off  the  distortion  of  member 
U2-US  to  the  right  from  US  (at  (c))  as  shown,  and  the  distortion  of 
member  V2-LS  upward  and  parallel  to  U2-LS  from  L3  and  drawing 
perpendiculars  to  these  distortions,  we  obtain  point  U2,  which  shows  the 
position  of  joint  £72.  That  is,  joint  U'i  has  moved  from  LS  to  172.  Joint 
L2  moves  toward  U2  and  away  from  Z.3.  Then  laying  off  the  distortion 
of  member  t'?-L2  upward  from  U'i  and  the  distortion  of  L2-LS  to 
the  left  from  LS,  and  drawing  perpendiculars  to  these  distortions,  we 
obtain  point  Z.2,  which  shows  the  position  of  joint  1.2,  Joint  Ul  movis 
toward  [72  and  away  from  1.2.  Then  laying  off  the  distortion  of  member 
U1-U2  to  the  right  from  [72,  as  shown,  and  the  distortion  of  member  Vl-LZ 
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upward  and  parallel  to  U1-L2  from  L2,  as  shown^  and  drawing  perpen- 
diculars to  these  distortions^  we  obtain  point  Ul,  which  shows  the  loca- 
tion of  joint  (71.  Joint  LI  moves  downward  from  271  and  to  the  left  from 
L2.  So  laying  off  the  distortion  in  I71-L1  downward  from  Ul  (at  (c)  ) 
and  the  distortion  of  L1-L2  to  the  left  from  L2  as  shown  and  drawing  per- 
pendiculars to  these  distortions  we  obtain  point  LI,  which  shows  the  loca- 
tion of  joint  LI.  Joint  LO  moves  toward  Ul  and  away  from  LI.  Then 
laying  off  the  distortion  of  member  Ul-LO  upward  and  parallel  to  Ul-LO 
from  171  and  the  distortion  of  member  LO-Ll  to  the  left  from  Ll^  and 
drawing  perpendiculars  to  these  distortions^  we  obtain  the  point  LO, 
which  shows  the  location  of  joint  LO,  We  now  have  the  position  of  the 
joints  of  the  left  half  of  the  truss  determined  at  (c)  in  reference  to  L3. 
As  is  obvious^  in  reference  to  that  pointy  the  left  half  of  the  truss  would 
be  bent  upward^  as  indicated  by  ihe  dotted  outline^  and  of  course  the 
right  half  would  be  bent  up  the  same  amount.  Now^  it  is  evident  that 
the  deflection  of  the  bottom  chord  joints  is  the  distance  they  are  below  a 
horisontal  line  through  L0\  These  distances  are  obtained  for  each  joint 
by  measuring  down  from  LO  (at  (c)).  We  thus  obtain  ^'\  }'%  and 
1^^^  for  the  deflection  of  joints  Ll^  L2y  and  L3,  respectively.  Then  a 
diagram  of  these  deflections  can  be  drawn  as  shown  at  (b).    The  deflec- 
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tion  of  any  ordinary  bridge  truss  can  be  determined  in  this  manner.  In 
case  of  odd  panels,  it  is  best  to  begin  at  the  middle  of  the  center  panel 
in  constructing  the  Williot  diagram.  For  example,  point  a  (Fig.  361(a)) 
would  be  considered  fixed  in  position  and  line  ah  fixed  in  direction.  The 
diagonal  C73-L4  and  1/4-L3  would  be  ignored,  as  they  would  have  no 
stress  in  them — assuming  that  a  imiform  live-  and  dead-load  extended 
over  the  entire  span.  The  point  6  would  move  downward  the  distance 
A2,  which  is  the  distortion  of  each  of  the  posts  C73-L3  and  C74-L4.  Then 
taking  a  as  the  starting  point  (at  (b)),  the  point  h  is  located  by  laying 
off  A2  downward  from  a,  as  shown.  Then  joint  L3  is  located  by  laying 
off  Al,  which  is  one-half  of  the  distortion  of  L3-L4,  to  the  left  from  a 
and  joint  173  is  located  by  laying  off  A3,  which  is  one-half  of  the  distor- 
tion of  US'U-i,  to  the  right  from  &.  Then,  having  joints  L3  and  US 
located,  the  work  of  determining  the  deflection  proceeds  as  previously 
explained. 
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The  above  manner  of  deteiminlng  deSecUon  •!  trnwa  Ii  guile 
accurate  oa  f ar  a>  vertical  morement  Ii  concerned,  vtiidi  !■  nsnolljr  all 
that  is  deaired,  bat  if  the  horisontal  nwrement  be  derived,  the  wnk  rnnife 
be  carried  out  in  a  ■omewhat  different  manner.  It  «ill  be  seen  tiiat  In 
the  abpre  caae  we  oasomed  the  center  of  the  tmss  to  r«uln  fixed  ani  that 
each  end  of  the  tniaa  woa  free  to  more.  Thia  aaramptlMt  la  not  tme,  m 
we  know,  as  one  end  of  the  trass  is  fixed  and  the  other  end  li  free  to  more. 
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Now,  evidently  the  only  way  to  locate  correctlj  the  deflected  poai- 
tion  of  the  truaa  would  be  to  begin  at  the  fixed  end. 

So  let  the  diagram  at  (a);  Fig.  36Z,  represent  the  same  truaa  ai 
considered  above,  and  suppose  the  end  £6  fixed  and  the  end  1,0  free  (sup- 
ported upon  rollers).  Then  considering  L6  fixed  in  position  and  member 
L%~L&  a«  fixed  in  direction  and  taking  £6  (at  (b))  aa  the  starting  point 
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and  constmctiiig  the  Williot  diagram  as  shown^  we  obtain  the  relative 
position  of  the  joints^  but  the  tmss  wiU  be  bent  upward  (so  to  speak)  as 
indicated  by  the  dotted  outline.  So,  to  obtain  the  correct  position  of  the 
joints^  the  tmss  most  be  rotated  downward  about  L6,  until  the  joint  LO  is 
again  in  the  same  horizontal  line  as  LG.  This  means  that  joint  LO  will  be 
rotated  through  the  arc  ed.  This  arc  is  so  nearly  equal  to  the  vertical 
distance  A  that  it  can  be  considered  equal  to  it.  The  distance  A  is  equal 
to  the  vertical  distance  LO-LO\  shown  at  (b).  Now^  evidently,  all  of  the 
other  joints  of  the  truss  will  be  revolved  through  the  same  angle  as  LO 
and  the  arc  they  describe  in  each  case  will  be  directly  proportional  to 
their  radius.  These  arcs  are  so  small  that  the  distance  from  L6  to  the 
undeflected  position  of  any  joint  can  be  taken  as  its  radius.  Then  the 
radius  for  any  joint  of  the  bottom  chord  is  the  horizontal  distance  from 
jL6  out  to  the  joint.  For  example^  the  radius  for  jdnt  LI  is  L1-L6 ;  for 
L2  it  is  L2-L6;  and  so  on.  The  radius  for  joint  Ul  is  U1-L6;  for  U2 
it  is  (72-Z.6;  and  so  on.  The  arcs  can  be  considered  as  straight  lines 
perpendicular  to  these  radii. 

Then  the  arcs  through  which  the  joints  LO,  LI,  L2,  L3,  L4,  and  L5 
are  rotated  arc  represented^  respectively,  by  the  lines  A,  1,  2,  3,  4,  and 
5  and  the  arcs  through  which  joints  U5,  U4:,  US,  U2,  and  Ul  are  rotated 
are  represented,  respectively,  by  the  lines  6,  7,  8,  9,  and  10.  Now,  having 
the  lengths  of  the  arcs  thorough  which  the  joints  are  rotated,  it  is  an 
easy  matter  to  determine  the  true  deflected  position  of  any  joint.  As  an 
example,  let  us  consider  joint  L4.  By  considering  the  member  L5-L6 
fixed  in  direction  the  joints  would  all  move  upward  to  the  positions  shown 
on  the  Williot  diagram  at  (b).  That  is,  each  would  move  from  L6  to 
the  position  indicated.  Then  laying  off  from  L4  downward  the  arc  4, 
we  obtain  the  point  L4%  which  is  the  true  deflected  position  of  joint  L4, 
That  is,  joint  L4  really  deflects  from  L6  to  LA^  and,  hence,  its  vertical 
movement  is  represented  by  the  distance  0-Li^  and  its  horizontal  move- 
ment by  the  distance  L6-0,  As  another  case,  let  us  consider  joint  175. 
The  line  6,  which  is  perpendicular  to  the  end  post  (75-L6,  represents  the 
arc  through  which  this  joint  is  rotated.  So,  by  laying  off  this  arc  from 
U5  the  point  £75^  is  obtained,  which  is  the  true  deflected  position  of 
joint  175.  That  is,  joint  U5  really  moves  from  L6  to  U5\  The  true 
deflected  position  of  each  of  the  other  joints  can  be  determined  in  this 
manner,  but  time  can  be  saved  by  laying  off  all  of  the  arcs  upward  from 
L6.  In  applying  this  method  let  us  first  consider  joint  L4.  Laying  off 
arc  4  upward  from  L6,  we  obtain  point  Zr4''.  Now,  the  deflected  posi- 
tion of  joint  L4  is  shown  by  the  line  L4'^-L4.  This  is  readily  seen  to  be 
true  as  L^-LV  is  the  arc  through  which  the  joint  is  rotated,  and  as  the 
joint  was  already  deflected  up  to  L4,  the  difference  between  the  two  posi- 
tions would  undoubtedly  be  the  actual  deflected  distance.  In  the  same 
manner,  laying  off  arc  7,  from  L%y  we  obtain  point  UA^\  Then  the  actual 
movement  of  joint  £74  is  from  UAf'  to  £74.  By  laying  off  all  the  arcs 
described  by  the  joints  from  L6  we  will  obtain  the  points  LO'',  LV,  171", 
£72",  etc  If  these  be  connected  by  lines,  we  obtain  the  truss  shown,  which 
is  perpendicular  to  the  truss  shown  at  (a).  We  then  have  the  deflected  dis- 
tance of  each  joint  given.  For  example,  the  joint  LO  moves  from  LO"  to 
LO,  joint  LI  from  LI"  to  LI,  joint  £71  from  £71"  to  £71,  joint  £72  from 
£72"  to  £72,  and  so  on.     By  measuring  the  vertical  and  horizontal  com- 
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ponents  of  these  distances  the  true  deflected  position  of  each  joint  can  be 

plotted  as  shown  at  (c),  which  in  thnt  cnse  is  for  the  bottom  chord  joints. 

Now,  it  will  be  seen  that  all  we  need  do  to  determine  the  deflection 

of  the  truss  is  to  construct  the  Williot  diagram  at  (b)  and  draw  the  truas 

L0"-U1" 1,6.    This  truss  can  be  drawn  by  dividing  the  line  L&-LO" 

into  as  many  equal  divisions  as  there  are  panels  in  the  bridge  and  then 
locating  one  of  the  points  t/1",  U'i",  etc.,  which  is  easily  done.  For  in- 
stance, t/1"  is  located  by  drawing  from  LO"  a  line  perpendicular  to  end 
post  LO-Ul  and  drawing  from  LI"  a  line  perpendicular  to  LG-LO".  The 
entire  truss  LO"-Ul"  .  ..LG  of  course  can  be  constructed  in  the  manner 
indicated  at  (b).  That  is,  by  projecting  points  LI",  L'i",  etc.,  over  from 
the  line  C-LG  and  then  locating  the  points  U\",  U'i",  etc.,  by  laving  off 
from  LG  the  arcs  10,  !>,  etc. 

That  the  extremities  of  the  ares  laid  off  from  Z.G  will  form  the  truss 
shown  at  (b)  is  readily  seen.  In  the  first  place,  there  is  no  question  as 
to  the  location  of  the  points  LO",  LI",  L'i"  .  .  .L6  and  it  is  seen  from 
the  construction  tliat  tlie  two  points  Li"  and  UV,  L3"  and  V3",  and 
so  on,  are  in  each  case  on  the  same  horizontal  line.  So  that  in  reality, 
the  only  thing  in  question  is  aa  to  whether  the  points  Ul",  1/2",  t/3",  etc., 
are  in  the  same  vertical  line.  This,  howcTer,  is  readily  shown  to  be  true 
by  comparing  the  construction  at  (b)  with  the  diagram  at  (a).  The  arc 
LS-Ui"  is  perpendicular  to  the  radius  LG-Ui,  and,  as  is  seen  from  the 
construction  L4"  and  V-i",  is  on  the  same  horizontal  line  and,  hence,  the 
triangles  LG-Vi"-L4"  and  LG-U-i-Li  are  similar,  the  corresponding  sides 
being  perpendicular  each  to  each.  In  the  same  manner  it  can  be  shown 
that  triangle  2,6-I/3"-L3"  is  similar  to  LG-US-L3,  and  triangle  LG- 
m"-L-Z"  is  similar  to  triangle  LG-U2-L2.  Then,  evidently,  as  Ui'L4, 
U3-L3,  U2-L2,  etc.,  are  of  equal  length  at  (a),  the  lines  Ui"'Li", 
V3"-L3"  will  be  of  equal  length  at  (b)  and,  hence,  the  points  U5",  Ui", 
etc.,  will  be  in  the  same  vertical  line. 

The  determination  of  deflection  or  displacement  by  the  use  of  the 

Williot  diagram  and  the  rotation  diagram  combined,  as  shown  at  (b), 

was     first     proposed      by 

i         Professor  Mobr,*  and  the 

P.^^''     diagram  LO"-UV'    ...L6 

^:^-4~Jo'     '3  known  as  Mohr'a  rota- 

(bj^'        tion  diagram." 

The  construction  of 
the  Mohr  rotation  dia- 
gram is  based  upon  the 
fact  that  the  lines  joining 
the  extremities  of  the  arcs 
described  by  the  joints  of 
F[g.  30S  a      truss      when      rotated 

through  a  small  angle 
about  any  point  will,  when  the  arcs  are  laid  oft  from  a  point,  form  a  truss 
perpendicular  to  the  first  truss.  For  example,  suppose  the  truss  shown  at 
(a).  Fig.  .'i(53,  be  revolved  about  any  point  O  through  the  small  angle  8. 
Let  Al,  A3 A5  represent  the  area  described  by  the  joints.     Then,  b 

■See  Mojllor's  Kinetic  Theory  at  ElnE'lneertng  Structures. 
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laying  otf  these  arcs  from  any  poiiit  ¥,  as  shown  at  (b)^  and  connecting 
their  extremities^  we  obtain  the  tmss  shown  dotted.  This  trass  is  per- 
pendicular to  the  truss  at  (a).  All  of  this  is  readily  shown  to  be  trne  by 
simple  geometrical  analysis. 

217.  Determination  of  Camber. — It  is  obvioos  that^  if  each  comr 
pression  member  in  a  truss  were  lengthened  an  amount  equal  to  its  dis- 
tortion and  each  tension  member  were  shortened  an  amount  equal  to  its 
distortion^  that  the  truss  when  supporting  no  load  would  be  cambered 
(curved  upward)  to  an  extent  equal  to  the  deflection  and  that  the  truss 
would  be  straight  when  supporting  the  maximum  full  load.  Camber  ob- 
tained in  this  manner  is  known  as  "exact  camber." 

In  the  case  of  trusses  up  to  300  ft.  in  length  sufficient  camber  seems 
to  be  obtained  by  merely  increasing  the  length  of  the  top  chord  about  \ 
of  an  inch  for  each  10  feet  of  lengthy  as  explained  in  Art.  185^  but  longer 
spans  should  have  exact  camber. 

The  positio;i  of  the  joints  due  to  camber,  in  the  case  of  exact  camber, 
is  determined  exactly  in  the  same  manner  as  the  deflection;  in  fact,  the 
movement  of  the  joints  is  exactly  equal  but  opposite  in  direction.  In  case 
the  camber  is  obtained  by  merely  lengthening  the  top  chord,  the  posi- 
tion of  the  joints  is  most  readily  obtained  by  the  graphical  method,  and 
the  work  is  practically  the  same  as  for  the  deflection.  As  an  example, 
let  it  be  required  to  locate  the  cambered  position  of  the  joints  of  the  truss 
shown  in  Fig.  279,  due  to  the  cambered  length  specified  for  that  struc- 
ture.    (See  Art  185.) 

First  draw  the  diagram  of  the  truss  shown  at  (a).  Fig.  364,  and 
write  on  each  of  the  members  the  amount  its  length  is  changed  to  obtain 
the  camber.  As  is  seen, 
only  the  lengths  of  the 
top  chords  and  diagonals 
are  changed,  and  as  the 
lengths  are  increased  in 
every  case,  the  plus  sign 
is  used  throughout. 

We  draw  the  dia- 
grams at  (c)  by  taking 
L3  as  the  starting  point 
and  assuming  joint  jL3 
as  fixed  in  position,  and 
member  {73-L3  fixed  in 
direction.  Joint  £73  does 
not  move  in  reference  to 
L3  (as  the  length  of  t73- 
L3  is  not  changed),  so 
173  will  be  at  the  same 
point  as  L3.  Joint  172  in 
reference  to  L3  moves  to 

the  left  -f^  in.  So  from  £73  (marked  L3  also)  lay  off  -f^  in.  to  the  left, 
as  shown.  Joint  £72  in  reference  to  L3  moves  away  from  L3  the  dis- 
tance -f^  in.  So  from  £73  lay  off  ^  in.  upward  and  to  the  left  as  shown. 
Then  drawing  perpendiculars  to  these,  we  obtain  point  £72,  which  shows 
the  position  of  joint  £72.    Joint  jL2  does  not  move  in  reference  to  either 
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joint  U2  or  L3.  So  drawing  from  point  172  a  perpendicular  to  member 
U2-L2  and  from  L3  a  perpendicular  to  member  LS-Xi,  we  obtain  point 
L2f  which  shows  the  location  of  joint  L2.  To  aid  in  understanding  this' 
step,  we  can  imagine  the  change  in  length  of  each  of  the  members 
U2'L2  and  L2-L3  as  being  infinitesimal  and  the  lines  U2-L2  and  L2-L3 
as  being  perpendicular,  respectively,  to  these  changes. 

Joint  Ul  moves  VV  ^^-  away  from  U2  and  ^  in.  from  L8.  Then 
from  U2  (at  (c) )  lay  off  ^  in.  to  the  left  and  from  L2  lay  off  ^  in* 
upward  and  to  the  left,  and  then  drawing  perpendiculars  we  obtain  point 
{71,  which  shows  the  position  of  joint  £71.  Joint  LI  does  not  move  In 
reference  to  either  joint  Ul  or  L2.  Then  by  drawing  from  Ul  a  line 
perpendicular  to  member  Ul-Ll  and  from  L2  a  line  perpendicolar  to 
member  L1-L2,  we  obtain  the  point  LI,  which  shows  the  location  of  joint. 
XI.  Likewise,  joint  LO  does  not  move  in  reference  to  either  joint  Ul 
or  LI.  Then  by  drawing  from  Ul  a  line  perpendicular  to  member  Ul-LO 
and  from  Ll  a  line  perpendicular  to  member  LO-Ll,  we  obtain  point 
LO,  which  shows  the  location  of  joint  LO,  Now,  we  have  the  position  of 
the  joints  shown  at  (c)  for  the  left  half  of  the  truss,  and  as  the  truss 
is  symmetrical  about  the  center  of  the  span  the  diagram  at  (c)  .really 
shows  the  position  of  all  the  joints  in  the  truss.  The  diagram  at  (b) 
shows  the  positions  of  the  joints  of  the  lower  chord  which  are  obtained 
from  the  diagram  at  (c)  by  measuring  upward  from  LO, 

It  is  interesting  to  note  how  near  the  camber  shown  at  (b)  comes 
to  being  equal  to  the  deflection  found  for  this  same  truss  in  Art.  215.  . 

The  cambered  position  of  the  joints,  especially  the  lower  chord 
joints,  of  long  spans  is  required  mostly  for  locating  the  tops  of  the  camber 
blocks  upon  which  the  truss  is  supported  while  the  structure  is  being 
erected.  These  supports  or  blocks,  placed  under  each  panel  point,  should 
have  about  the  correct  height,  for  otherwise  the  truss  members  will  not 
fit  into  place. 


CHAPTER  XII 

DESIGN  OF  SIMPLE  HIGHWAY  BRIDGES 

218.  Types. — Steel  highway  bridges  can  be  divided  into  the  fol- 
lowing types :  beam  bridges,  plate  girders,  viaducts,  pony  trass,  and  high 
truss  bridges.  Beam  bridges  and  viaducts  are  usually  deck  structures, 
while  pony  truss  bridges  are  always  through  structures.  Plate  girders 
and  high  truss  bridges  may  be  either  through  or  deck  structures. 

219.  Live  Load. — The  maximum  live  load  depends,  as  a  rule,  upon 
the  locality  of  the  structure.  It  varies  from  street  cars,  heavy  traction 
engines,  trucks,  and  dense  crowds  of  people  in  and  near  cities  and  towns, 
to  light  traction  engines  and  droves  of  live  stock  in  the  country  districts. 
So,  in  respect  to  the  live  load,  highway  bridges  can  be  classed,  except  for 
isolated  cases,  as  city  bridges  and  country  bridges.  As  each  city  bridge, 
as  a  rule,  is  a  special  problem,  we  shall  consider  only  country  bridges, 
although  the  general  principles  involved  in  the  design  of  the  two  classes 
are  identical. 

The  live  load  for  country  bridges  is  specified  as  a  uniform  load  of 
so  many  pounds  per  square  foot  of  floor — the  longer  the  span,  the  less 
the  load — or  a  load  of  so  many  tons  concentrated  on  two  axles  from  10 
to  12  ft.  apart,  the  transverse  distance  between  the  centers  of  the  wheels 
being  from  5  to  7  ft.  The  concentrated  load  is  used  where  it  produces 
a  greater  stress  than  the  uniform  load.  The  intensities  of  the  loads  used 
vary  for  different  localities  depending,  of  course,  in  each  case,  upon  the 
actual  loads  found  to  exist  and  upon  the  probable  future  loads.  As  a  rule, 
the  influence  of  the  latter  would,  as  is  obvious,  depend  upon  the  financial 
status  of  the  locality  paying  for  the  structure.  The  live  loads  that  the 
author  considers  satisfactory  for  most  country  bridges  are  specified  farther 
on  in  the  "Specifications  for  Steel  Highway  Bridges." 

220.  Lnpact. — From  actual  tests  made  on  highway  bridges  over  the 
State  of  Iowa,  under  the  joint  auspices  of  the  State  Highway  Commis- 
sion and  the  Iowa  State  College  Engineering  Experiment  Station,  it  was 
found  that  impact  due  to  maximum  loads  is  negligible.  In  some  cases  the 
impact  due  to  some  light  loads — for  instance,  a  trotting  horse — was 
found  to  be  quite  high,  especially  for  bridges  having  wood  floors,  but  in 
all  such  cases  the  stresses  were  so  low  that  the  impact  in  no  way  could 
influence  the  design  of  such  structures.  In  the  case  of  bridges  having 
concrete  floors  no  impact  of  any  consequence  was  found  in  any  case. 

These  tests  were  conducted  by  the  author,  assisted  by  Mr.  C.  S. 
Nichols,  Assistant  Director  of  the  Experiment  Station,  and  others.  The 
results  were  verified  by  tests  made  in  the  State  of  Illinois  by  Prof. 
F.  O.  Dufour  and  State  Engineer  A.  N.  Johnson. 

Judging  from  the  above,  no  impact  should  be  considered  in  designing 
highway  bridges. 
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.  iXL/  Z>6ftd  L<mUL— The  dead' load,  a«  in  tiie  ease  bf  xalboad 
biidges,  ooDffiata  of  fhe  weigjit  of  metal  in  the  airactare  and  tibe  wc%^ 
of  fhe  floor. 

Owing  to  fhe  wide  Taxlatioa  of  the  weif^  of  metal  in  Ui^way 
hfldges  diie  to  the  design,  details,  width  of  roadway,  loading,  9iid  so  on, 
it  is*  practically  impossible  to  give  formnlaJs  for  the  wei|^  of  melal  in 
general. 

In  the  ease  of  heam  and  plate  girder  bridges,,  tiie  wel^^its  pt  met^ 
in  the  different  parts  are  readily  assnmed  and  verified  as  the  calcolatioiis 
for  the  designs  are  made.  The  approximate  wei^  of  metal  in  die 
stmctipres  designated  can  be  obtained  from  the  foHowing  formulas  wtoe 
p«wei£^t  of  metal  in  pounds  per  foot  of  bridge,  and  Xra&Iengdi  of  qMm 
in  feel^  ce.  end  bearings: 

For  pony  trasses  with  concrete  floors  (without  joists) 

p=4L+220 ......•.(!). 

For  throui^  trusses  with  concrete  floors  (with  j<^sts) 

*  • 

p=2.8L+280 , .(S). 

The  above  formulas  are  for  16-ft.  roadwaj^.  To  obtain  the  wei|^ 
of  metal  for  wider  roadways  ieidd  15  lbs.  for  each  additimial  foot  of  width. 

The  weights  obtained  from  the  above  formulas  will,  as  a  rule,  be 
within  10  per  cent  of  the  actual  weight  The  wei|^t  of  reinforcing  sted 
in  the  concrete  floors  is  not  indiuded.  The  weight  of  the  floor  in  eadi 
case  must  be  computed  aiid  added  to  the  weight  of  metal. 

222.  Specifications. — Quite  a  number  of  very  good  specifications 
for  steel  highway  bridges  have  been  written  and  published  of  late  years^ 
but  unfortunately  these  do  not  agree  on  some  important  points  and  for 
that  reason  none  of  them  will  be  designated  here  as  a  standard^  but  instead 
the  following  specifications  by  the  author^  mostly  a  compilation^  will  be 
used  in  this  work: 


SPECIFICATIONS  FOR  STEEL  HIGHWAY  BRIDGES 

Types  op  Bridges 

1.  The  following  types  are  recommended : 

Spans  up  to     30  feet — ^Rolled  I-beams, 
Spans  30  to     50  feet — Plate  girders, 
Spans  40  to     90  feet — Pony  trusses, 

Spans  90  to  150  feet — ^Riveted  high  trusses. 

Spans    over  150  feet — Pin-connected  trusses. 

Loading 

2.  Dead  Load  shall  consist  of  the  entire  weight  of  structure,  including  the 
metal,  concrete  floor  or  wood  floor  (when  allowed),  and  the  fill  on  concrete  floors. 

In  estimating  the  dead  load  concrete  shall  be  considered  as  weighing  150 
lbs.  and  fill  120  lbs.  per  cu.  ft.,  and  timber  as  4.25  lbs.  per  ft.  B.  M. 

The  dead  load  used  in  figuring  the  dead-load  stresses  must  be  within  10  per 
cent  of  the  actual  dead  weight. 
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100  lbs.  per  sq.  ft.  for  all  spana  up  to  50  ft, 
00  lbs.  per  Bq.  ft.  for  apus  SO  to  100  ft, 
60  lbs.  per  aq.  ft.  for  epaas  100  to  150  ft, 
70  Iba.  per  sq.  ft  for  apans  ISO  to  200  ft, 
60  lbs.  per  sq.  ft  for  apaiia  over  200  ft, 

or  a  15-ton  engine,  aa  per  Fig.  365,  aamg  the  engine  nhensrer  greater  atrc—oi  aro 
obtained  than  dj  uaing  tbe  uniform  load. 

T)ie  Uve  load  on  sidevalks  Bhall  be  taken  aa  a  uniform  load  of  SO  Ibe.  per 
Bq.  ft 

i.  Wind  Load  for  high  truss  bridges  shall  be  300  lbs.  per  lineal  ft  of  apan 
on  the  loaded  chord  and  100  lbs.  per  lineal  ft  on  the  unloaded  chord.     The  wind 
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all  other  structures  shall  be  taken  as  30  Iba.  per  sq.  ft  on  one  and  one- 
nes  the  vertical  projection  of  the  structure,  all  of  these  loads  to  be  eonaid- 
moving  loads. 

Cle&kancb 

5,  The  Clearance  shall  not  be  less  than  shown  on  the  diagram  in  Fig.  366, 

Material 

6.  All  material  shall  be  of  medium  steel  except  rivets,  bolts,  rockers,  shoes, 
and  pedestals.  Rivets  and  bolts  shall  be  of  rivet  steel.  Rockers,  shoes,  and 
pedestals  shall  be  of  cast  iron  or  cant  steel. 

T.  Medium  SUel  shall  have  an  ultimate  strength  of  60,000  to  70,000  Iba. 
per  sq.  in. ;  an  elastic  limit  of  not  less  than  one-half  the  ultimate  strength ;  elonga- 
tion twentj-twD  per  cent  (22'7<  )  ;  bending  t«st  through  180  degrees  to  a  diameter 
equal  to  the  thickness  of  the  piece  tested  without  fracture  on  outside  of  bent  por- 
tion. It  shall  not  contain  more  than  0.05  per  cent  of  sulphur  and  if  basic  ahall 
not  contain  more  than  0.04  per  cent  of  phosptioruB  or  0.06  per  cent  if  acid. 

8.  Sittt  Sliil  Pliall  have  an  ultimate  strength  of  48,000  to  58,000  lbs.  per 
sq.  in.;  elastic  limit  of  not  letn  than  one-half  of  the  ultimate  strength;  elongation 
twentj-six  por  cent  (26%)  (  beniling  test  180  degrees  flat  on  itself  without  fracture 
on  outside  of  bent  portion.  It  shall  not  contain  more  than  0.04  per  cent  of  either 
sulphur  or  phosphorus. 

9.  Catt  aCeet  shall  have  an  ultimate  strength  of  not  less  than  65,000  lbs.  per 
sq.  in.;  elongation  of  fifteen  per  cent  (IS*/.^)  ;  Wiling  test  through  90  degrees  to 
a  diameter  of  three  times  the  thickness  of  the  piece  tested  without  fracture  on 
outside  of  bent  portion.  It  shall  not  contain  more  than  0.08  per  cent  phospboniB 
nor  more  than  0.05  per  cent  of  sulphur. 

10.  All  of  the  above  steel  sliall  lie  ma<le  bj  the  open  hearth  process. 

11.  Catt  Iron  shall  be  what  is  known  as  grej  iron.  A  test  piece  one  ineh 
square  in  cross-section,  loaded  in  the  middle  between  supporte  IS  ina.  apart,  ahall 
support  at  least  S,500  lbs.  SJid  deflect  at  leaat  O.IS  in.  before  rupture. 
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Ai-LOWABLB  Unit  Stressis 

12.  The  Unit  Stress  in  any  part  of  any  atmcturo  dua  to  dead  and  lire  load 
combined  ahall  not  exceed  tbe  following; 

For  Uetal 

1 16,000  lliB.  per  aq.  in. 

\e  section  where  L  is  length  of 
r  the  least  radius  of  gyration 

int.   16,000-70  CV)  lbs.  per  sq.  in. 

n  shop  rivets  and  pins 12,000  lbs.  per  sq.  in. 

n  field  rivets,  weba  of  girders  and  rolled  beams 10,000  lbs.  per  eq.  in. 

a  bolts 8,000  lbs.  per  sq.  in. 

n  shop  rivets  and  pins 24,000  lbs.  per  sq.  in. 

n  field  rivets,. 20,000  lbs.  per  sq.  in, 

n  bolts 18,000  Iba.  per  sq.  in. 

n  pins,  rivets  and  bolts 26,000  lbs.  per  sq.  In. 

,^     n  beams  and  girders 16,000  Iba,  per  sq.  in. 

Bearing  on  rockers  or  rollers  where  d  ii  the  diameter  of 

rocker  or  roller  in  ins {600  Xd)  lbs.  per  lin.  in. 

Pin-bearing  on  rockers 12,000  lbs.  per  sq.  in. 

For  Timber 
(Dongtas  fir,  white  oak,  and  long  leaf  yellow  pine) 

Bending  1,500  lbs.  per  sq.  in. 

Tension  with  grain 1,500  llis.  per  sq.  in. 

Com presBion  with  grain 1,500  lbs.  per  sq.  in. 

Shear  across  grain SOO  lbs.  per  sq.  in. 

Concrete 
Compression  du 
Direct  compresi 
msBonry  . 
Tension  000  lbs.  per  sq. 

Proportion  op  Parts 

13.  The  lengths  of  compression  members  ahall  not  exceed  120  times  their 
least  railiua  of  gyration  in  case  of  pin  eon  nee  tol  members  nor  more  than  125  times 
in  eune  of  members  having  riveted  end  connections. 

14.  Members  subjected  to  alternate  stresBes  of  tension  and  compreasioo  shall 
be  proportioned  for  each  kind  of  stress. 

15.  Whenever  the  live-  and  dead-load  stroascs  are  of  opposite  signs  only  two- 
thirdR  of  the  dead-load  stress  shall  be  considered  as  counteracting  the  live-load 

16.  Members  subjected  to  both  axial  and  bending  strecKPB  shall  be  propor- 
tioned so  that  the  combined  Btresses  will  not  exceed  the  allowe<l  axial  stress, 
although  if  the  bending  is  due  to  wind  load  the  axial  stress  can  be  increased  25 
per  cent  over  the  allowable  specified  above. 

17.  In  proportioning  tension  niemberB,  the  net  area  of  cross-section  shall 
be  considered  aa  the  effective  section  and  in  deducting  for  rivet  holes  the  diameter 
of  each  hole  shall  be  considered  as  being  i  in.  larger  than  the  nominal  diameter  of 
the  rivet. 

IS.     In   determining  the  number  of  rivets   the  nominal  diameter  shall  ba 

19.  Pin-connected  riveted  tension  members  shall  have  a  not  secUon  through 
the  pin  hole  at  least  25  per  cent  in  excess  of  the  net  section  of  the  body  of  the 
member,  ancl  the  net  section  back  of  the  pin  hole,  parallel  with  the  axis  of  the 
member,  shall  be  not  less  than  the  net  section  of  the  body  of  the  member. 

20.  Plate  girders  shall  be  proportioned  either  by  the  moment  of  inertia  af 
their  net  section,  or  by  Hasuming  timt  the  areas  of  the  flanges  are  concentrated 
at  their  centers  of  gravity,  in  whiih  case  one'cighth  of  the  gross  section  of  the 
web,  if  properly  spliced,  may  be  used  as  flange  section. 

21.  The  gross  section  of  compression  fliinges  of  plate  girders  shall  be  not 
leas  than  the  gross  section  of  the  tension  flange  and  the  unsupported  distance  of 
any  compression  flange  shall  be  not  greater  than  IS  tjmes  the  width  of  the  P 


n  and  bearing  of  shoes  and  pedestals 


700  lbs,  per  sq.  in. 
600  lbs.  per  sq.  in. 


I 


DESIGN  OF  SIMPLE  HTGITWAT  BEIDGES 

22.  The  flanges  of  plate  girders  shall  be  connected  to  the  web  with 
fieient  number  of  rivets  to  transmit  the  flange  increment  combined  with  any  li 
applied  directly  on  the  flange  and,  in  case  oover  plates  are  uscil,  the  cross* 
of  tbeee  platea  must  not  eiraed  the  croaa-section  of  the  flange  angles. 

Details  of  Desion 

23.  The  strength  of  end  connections  shall  be  sufficient  to  develop  the  full 
•trength  of  the  member,  even  though  the  computed  stresa  is  less,  the  kind  of  stress 
to  which  the  member  is  subjected  being  considered. 

24.  The  raiaimum  thickness  of  metal  shall  be  1  in.  except  for  fillers  and 
webs  of  channels. 

The  minimum  distance  between  centers  of  rivet  holes  shall  he  three  diameters 
of  the  rivet ;  but  preferably  the  distance  shall  be  not  less  than  3  ins.  for  {-in. 
rivets,  2i  ins.  for  i-in.  rivets,  and  2  ins.  (or  Jin.  rivets.  The  raaiimum  pitch  shall 
be  6  ins.  for  i-in.  rivets,  3  ins.  for  |-in.  rivets,  and  4J  ins.  for  Jin.  and  }  in.  riveta. 
Where  two  or  more  plates  are  used  in  contact,  rivets  not  more  than  12  ins.  apart  J 
in  either  direction  shaU  be  considered  sufficient  to  hold  the  platea  well  together.         ■ 

25.  The  minimum  distance  from  the  center  of  any  rivet  hole  to  a  shearedfl 
edge  shall  be  1|  ins.  for  J-in.  riveta,  li  ins.  for  I-in.  rivets,  and  11  ins.  for  Sin.    J 
and  1-in.  rivets.     The  ninximum  distance  from  any  edge  shall  be  eight  times  the 
thickness  of  the  plate,  but  shall  not  exceed  C  ins.  in  anj'  case. 

26.  The  pitch  of  rivets  at  the  ends  of  built  compression  members  shall  not 
exceed  four  diameters  for  a  distance  equal  to  one  and  oaebalf  times  the  maximum 
width  of  the  member.     In  compression  members  the  metal  shHll  be  concentrated.   , 
as  much  as  possible  in  webs  and  flanges.    The  thickness  of  each  weh  a 
less  than  one-fortieth  of  the  distance  between  its  connections  to  the  flanges.   Corar  I 
plates  shall  have  a  thickness  not  less  than  one-fiftieth  of  the  distance  betweaaj 
rivet  lines. 

27.  Flanges  of  girders  without  cover  plates  shall  have  a  minimum  thickneMl 
of  one-twelfth  of  the  width  of  the  outstanding  legs. 

28.  The  open  sides  of  comprrssion  members  shall  be  provided  with  lattice  I 
and  shall  have  tie  plates  as  near  each  end  as  practicable.  Tio  plates  shall  bafl 
provided  at  intermediate  points  where  the  lattice  is  interrupted.  In  mnin  memberal 
the  end  tie  plates  shall  have  a,  length  not  less  than  their  width  and  intenneiliataX 
ones  not  less  than  one-half  their  widlh.  Tie  plates  shall  have  a  thickness  of  niA] 
less  than  one-fiftieth  of  the  distance  between  rivet  lines. 

29.  The  minimum  width  of  lattice  bars  shall  not  be  less  than  2J  ine 
I-ia.  rivets,  2J   ins.  for  |-in.  rivets,  3  ins.  for  Bin.  rivets,  and  11   ins.  for  ]•<] 
rivets.    The  thickness  of  lattice  lurs  shall  not  be  less  than  one-fiftieth  of  the  d' 
tance  between  en<l  rivets  for  single  laltice  and  one-sixtieth  for  double  lattice. 

30.  The  inclination  of  lattice  bars  with  the  axis  of  the  member  shall  b»l 
not  less  than  45  degreea,  and  when  the  distance  between  rivet  linos  in  the  flanges  !■■ 
more  than  15  ins.,  double  lattice  shall  be  used  which  shall  be  riveted  at  inter*  I 


1  in  top  chords  of  high  trusses  when  faced  for  benrincfl 
lea  sufficiently  to  hold  the  connecting  members  accuralelr  [ 
in  riveted  work,  whether  in  tension  or  compression,  shaU 


aary,  and  at  least  one 


31.  Abutting  joi 
shall  be  spliced  on  four 
in  place.  All  other  joii 
bo  fully  spliced. 

32.  Pin-holes  shall  be  reinforced  by  plates  where  n< 
plate  sUali  bo  as  wide  as  the  flanges  will  allow  and  be 
flange  angles.    They  shall  contain  sufficient  rivets  to  distribute  their  portion  of  tho 
pin  pressure  to  the  full  cross-section  of  the  member. 

33.  In  case  special  permission  be  given,  the  fleld  connections  of  small  bridges 
may  be  bolted.  This  refers  to  the  connections  of  laterals,  transverse  bracing,  joists, 
floor  beams,  hand  rails,  and  main  splirea  in  trusses.  The  holes  in  the  connections 
of  the  floor  beams  and  joists  (when  the  joists  connect  directly  to  the  web  of 
the  floor  beams)  must,  if  bolted,  be  sub-puncheil  and  reamed  to  iron  templets  and 
the  open  holes  in  the  main  splices  of  trusses  mast  be  sub-punched  and  reamed  to 
nice  at  the  shop  while  the  trusses  are  assembled.  The  bolts  used  must  have  hexa- 
gonal hearls  and  nuts  and  standard  washers  and  must  fit  tightly  into  the  holes. 
If  a  desired  fit  can  not  be  obtained  without,  turned  bolts  must  be  used.  In  na 
case  will  the  liolting  of  the  connections  of  trusses  shipped  "knocked  down^ 
permitted-    Eivets  are  preferable  to  bolts;. 


538 


STETTCTUBAL  ENGINEERING 


34.  Bivets  carrying  stress  and  passing  through  fillers  shall  be  increased  50 
per  cent  in  number;  and  the  excess  nvets,  where  possible,  shall  be  outside  of  the 
connected  member. 

35.  Provision  for  expansion  and  contraction  to  the  extent  of  i  in.  for  each 
10  ft.  of  length  shall  be  made  for  all  bridges. 

Spans  under  70  ft.  in  length  shall  be  fixed  at  one  end  and  allowed  to  expand 
and  contract  upon  planed  surfaces  at  the  other  end.  Both  ends  shall  be  anchored. 
Blotted  holes  for  the  anchor  bolts  shall  be  provided  at  the  sliding  end. 

The  masonry  plates  or  pedestals  shall  be  cast  iron  in  all  cases. 

36.  The  ends  of  65*ft.  spans  and  over  shall  be  pin-bearing  and  have  cast 
rockers  at  one  end  and  fixed  cast  shoes  at  the  other.  The  rockers  shaU  be  of  the 
style  shown  in  Fig.  367. 

The  fixed  shoes  shall  be  securely  anchored  to  the  masonry  and  the  rockerB 
shall  be  anchored  as  indicated  in  Fig.  367. 
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37.  All  laterals  and  transverse  bracing  in  all  structures  shall  be  composed 
of  rigid  members. 

38.  The  webs  of  plate  girders  shall  be  stiffened  by  stiffening  angles  gen- 
erally in  pairs  over  bearings  at  points  of  concentrated  loads  and  at  other  points 
where  the  thickness  of  the  web  is  less  than  one-sixtieth  of  the  unsupported  distance 
between  flange  angles.  The  distance  between  stiffeners  shall  not  exceed  that  given 
by  the  following  formula,  with  a  maximum  limit  of  6  ft.,  but  in  no  case  exceeding 
the  depth  of  the  girder: 

d=^  (12.000-*) 

where  d  =  clear  distance  between  stiffeners  or  flange  angles, 
t  =  thickness  of  web, 
8  =  shear  per  square  inch. 

39.  The  stiffeners  at  ends  and  at  points  of  concentrated  loads  shall  bo  pro- 
portioned by  the  formula  of  Paragraph  12— (16,000-70  (L/r)  )— the  effective 
length  being  taken  as  one-half  the  (ic])th  of  the  girder.  End  stiffeners  and  those 
under  concentrated  loads  shall  be  on  fillers  and  have  their  outstanding  legs  as  wide 
as  the  flange  angles  will  allow.  Intermediate  stiffeners  may  be  on  fillers  or  be 
crimped  and  their  outstanding  legs  shall  be  not  less  than  one-thirtieth  of  the  depth 
of  the  girder  plus  2  ins.    All  stiffeners  shall  fit  tightly  against  the  flange  angles. 

40.  Through  plate  girders  shall  have  their  top  flanges  stayed  at  each  end 
of  every  floor  beam,  or  in  the  case  of  solid  floors  at  a  distance  not  to  exceed  12  ft., 
by  brackets  or  gusset  plates. 

41.  Pony  trusses  shall  bo  riA'eted  structures,  with  double-webbed  chords  and 
shall  have  web  members  latticed  or  otherwise  effectively  stiffened. 

42.  The  top  chords  of  pony  trusses  under  70  ft.  in  length  shall  be  securely 
held  in  position  at  the  panel  points  by  gusset  plates,  knee  braces,  or  solid  webbed 
vertical  posts  connected  rigidly  to  the  floor  beams.  The  top  chords  of  pony  trusses 
70  ft.  in  length  and  over  shall  be  stiffened  by  knee  braces  in  addition  to  having 
solid  webbed  posts  rigidly  connected  to  the  floor  beams. 
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43.  Trusses  supporting  wooden  floors  shall  be  given  a  camber  by  increasing 
the  length  of  the  top  chord  i  in.  for  each  10. ft.  of  length  and  trusses  supporting 
concrete  floors  shall  be  given  a  camber  by  increasing  the  length  of  tiie  top  chord 
^  in.  for  each  10  ft.  of  length. 

Hip  verticals  and  similar  members  and  the  two  end  panels  of  the  bottom 
chords  of  pin-connected  bridges  shall  be  rigid  members. 

44.  All  web  splices  in  plate  girders  shall  be  sufficient  to  transmit  the  shear 
and  bending  on  the  web  at  the  point  of  splice. 

45.  The  eye-bars  composing  a  member  shall  be  so  arranged  that  adjacent 
bars  shall  not  have  their  surfaces  in  contact;  they  shall  be  as  nearly  parallel  to 
the  axis  of  the  truss  as  possible.  The  maximum  inclination  of  any  bar  is  limited 
to  1  in.  in  16  ft.,  and  the  bars  composing  a  member  must  all  have  about  the  same 
inclination. 

WOREHANSmP 

46.  All  parts  forming  a  structure  shall  be  built  in  accordance  with  approved 
drawings.  The  workmanship  shall  be  equal  to  the  best  practice  in  modem  bridge 
works.  , 

47.  Material  shall  be  thoroughly  straightened  in  the  shop/  by  methods  that 
will  not  injure  it  before  being  laid  off  or  worked  in  any  way. 

48.  The  size  of  rivets  called  for  on  the  plans  diall  be  understood  to  mean 
the  actual  size  of  the  cold  rivet. 

49.  The  diameter  of  the  pimch  shall  not  be  more  than  ^  i^  greater  than 
the  diameter  of  the  rivet ;  nor  the  diameter  of  the  die  more  than  |  in,  greater  than 
the  diameter  of  the  punch. 

50.  Punching  shall  be  accurately  done.  Drifting  to  enlarge  imfair  boles 
will  not  be  allowed.  If  the  holes  must  be  enlarged  to  admit  the  rivet  they  shall  be 
reamed.    Poor  matching  of  holes  will  be  cause  for  rejection. 

51.  Where  sub-punching  and  reaming  are  required,  the  punch  used  shall 
have  a  diameter  of  -^  in.  smaller  than  the  nominal  diameter  of  the  rivet.  The 
holes  shall  then  be  reamed  to  a  diameter  ^  in.  larger  than  the  nominal  diameter 
of  the  rivet  used. 

If  necessary  to  take  the  pieces  apart  for  shipping  and  handling,  the  re- 
spective pieces  reamed  together  shall  be  match-marked  so  that  they  may  be  re- 
assembled in  the  same  position  in  the  final  setting  up.  That  is,  no  interchanging 
of  reamed  parts  will  be  permitted. 

52.  Riveted  members  shall  have  all  parts  well  assembled  and  firmly  drawn 
together  with  bolts  before  riveting  is  commenced. 

53.  Web  plates  of  girders,  which  have  no  cover  plates,  shall  be  flush  with 
the  backs  of  the  flange  angles. 

54.  Rivets  shall  look  neat  and  finished  with  heads  of  Approved  shape,  full 
and  of  equal  size.  They  shall  be  central  on  shank  and  grip  the  assembled  pieces 
firmly.  Recupping  and  calking  will  not  be  allowed.  Loose,  burned,  or  otherwise 
defective  rivets  shall  be  cut  out  and  replaced.  All  rivets  shall  be  driven  by 
pressure  tools  wherever  possible.  Pneumatic  hammers  shall  be  used  in  preference 
to  hand-driving. 

55.  Eye-bars  shall  be  straight  and  true  to  size  and  shall  be  free  from  twists, 
folds  in  the  neck  or  head,  or  any  other  defects.  The  heads  shall  be  made  by  up- 
setting, rolling,  or  forging.  Welding  will  not  be  allowed.  The  heads  shall  be  so 
proportioned  that  the  bars  will  break  in  the  body  when  tested  to  rupture. 

56.  Before  boring  the  pin-holes  each  eye-bar  shall  be  properly  annealed  and 
carefully  straightened.  The  pin-holes  shall  be  in  the  center  line  of  the  bars  and 
in  the  center  of  the  heads.  Bars  of  the  same  length  shall  be  bored  so  accurately 
that,  when  placed  together,  pins  ^  in.  smaller  in  diameter  than  the  pin-holes  can 
be  passed  through  the  holes  at  both  ends  of  the  bars  at  the  same  time  without 
forcing. 

57.  The  distance  center  to  center  of  pin-holes  shall  be  correct  within  -^ 
in.,  and  the  <liameter  of  the  holes  not  more  than  ^  in.  larger  than  that  of  the  pm, 
for  pins  up  to  5  ins.  in  diameter,  and  ^2  Jn.  for  larger  pins. 

58.  Pins  shall  be  accurately  turned  and  shall  be  straight  and  smooth  and 
entirely  free  from  flaws. 
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59.     All  metal  work  before  leaving  the  shops  ahull  be  tlioroughly  c  , , 

all  loose  Hpale  anJ  rust  and  be  given  oue  coat  of  pure,  boileJ  tinsee'l  oil,  well 
worked  int«  all  joiuts  and  open  spacea,  except  pin-holes  and  6iiiaheil  BUrfacea, 
which  shall  be  given  one  coat  of  white  lead  and  tallow. 

All  surfaces  of  riveted  nork  comiog  into  contact  ahall  be  painted  before 
being  riveted  together  nith  one  good  coat  of  pure,  bolleil  linseed  oil  and  red  lead. 

After  the  atrurture  is  erected  the  metal  work  shall  be  thoroughly  and  evenly 
painted  (elenning  porta  when  necessary)  with  two  coats  of  either  red  lead  and 
linseed  oil  or  sublimed  blue  lead  and  linaeed  oil,  tinted  as  directed. 


BEAM   BRIDGES 
Complete  Desi^  of  an  18-Ft.  Beam  Span  with  Wood  Floor 
223.    Data.— 

Length  (if  si)an  =  19'0"  e.c.  of  end  bearings. 
Roadway  ^lIl'O"   clear, 


■ton  traction  e 
iter  detft 


igin. 


9  per  Fig.  3G5,  Art.  222. 


I 


(hj 


224.  Design  of  Floor.— The  beams  will 
be  spaced  about  27"  center  to  center.  The 
structure  must  be  designed  so  that  planks  IC 
long  can  be  used,  as  odd  lengths  are  usually  ex- 
pensive and  difficult  to  obtain.  Let  us  assume 
that  3"xl'i"  yellow  pine  plank  will  be  used. 
The  large  wheels  on  a  traction  engine  are 
about  20"  wide.  Owing  to  the  plank  deflect- 
ing, the  wheel  of  a  traction  engine  will  hear 
mostly  at  its  edges  and  consequently  the  pres- 
sure on  the  plank  will  be  somewhat  as  indi- 
cated at  (a),  Fig.  3G8,  From  this  sketch  it  is 
seen  that  we  can  justly  assume  the  load  on 
the  wheel  to  be  applied  at  two  points,  a  and  b, 
one-half  of  the  total  load  at  each  point.  As- 
suming the  plank  as  forming  a  series  of  fixed 
beams,  we  have  at  (a)  the  case  of  a  fixed  beam 
supporting  two  equal  loads  of  5,000*  eaclh 
In  applying  the  formulas  of  Art,  69,  L  equals 
^7",  and  with  reference  to  support  A,  kL 
equals  "i"  for  the  load  at  a  and  30"  fo 
load  at  h.  Then  we  have  k  equals  ^  i 
lirst  case  and  ^S  in  the  second  case. 

Now  applying  (7)  of  Art.  G!),  we  hare] 


+  5,000 


'-bm- 


for  the  moment  at  A.     Substituting  ii 
f  obtain  5,000  for  the  shear  at  A. 


a  similar  manner  in  (fi),  Art.  1 
Now,  having  the  bending  mom 


and  shear  at  A  determined,  the  bending  moment  on  the  plank  at 
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point  between  the  beams  is  readily  determined.  The  maximmn  will  be 
at  the  loads^  being  the  same  at  each  load.    Then  we  have 

M = -25,920  +  5,000  x  7  =  9,080  inch  lbs. 

for  the  moment  at  a.  In  the  case  of  heavy  wagons  the  loading  on  the 
plank  would  be  as  shown  at  (&),  Fig.  368.  Considering  the  plank  to  be  a 
fixed  beam,  as  before,  and  assuming  the  load  on  the  wheel  to  be  2,000^, 
we  have 

(2,000  X  27)  -5-  8  =  6,750  inch  lbs. 

for  the  maximum  bending  moment  at  A  and  also  at  the  center  of  the 
span,  it  being  a  negative  moment  at  A  and  a  positive  moment  at  the  cen- 
ter of  the  span. 

As  seen  from  above,  the  moment  -25,920'^^  due  to  the  traction 
engine  is  the  greatest  bending  moment  on  the  plank.  Assuming  each 
plank  to  be  3"  X  12'',  we  have 

r=(^6A.)=: 

for  the  moment  of  inertia.    Then  for  the  maximum  fiber  stress  we  have 


27 


/ 


=  ^25,920  X  l|^  -r  27  =  1,440  lbs. 


(see  Art.  53).  This  stress  is  for  live  load  alone.  The  dead  load — ^the 
weight  of  the  plank — will  raise  this  slightly.  The  1,440^  stress  given 
above  is  about  the  allowable  intensity,  but  owing  to  the  fact  that  lumber 
under-runs  in  thickness  and  that  the  thickness  is  reduced  also  from 
wear,  we  will  use  4''  x  12"  plank.  The  weight  of  the  plank  can  be  taken 
as  4.25^  per  ft.  B.  M.  Then  for  the  weight  per  ft.  of  a  4"  x  12''  plank 
we  have  4.25  x  4  =  17^.    Considering  a  fixed  beam,  as  before,  we  obtain 

(17x2i*)-rl2  =  7.17  foot  lbs.  or  86  inch  lbs. 

for  the  dead-load  bending  moment  at  the  supports  (see  Art.  69). 

Then  adding  this  to  the  above  maximum  live-load  moment  we  ob- 
tain 

25,920  +  86  =  26,006  inch  lbs. 

for  the  total  maximum  bending  moment  on  the  floor  plank.  Now,  apply- 
ing Formula  D'  of  Art.  53,  we  have 

/'  =  (26,006x2) +64  =  812  lbs. 

for  the  maximum  bending  stress  on  the  4"xl2"  floor  plank.  This  is 
rather  a  low  stress,  but  when  we  consider  the  wear  from  traffic  and  that 
some  plank  may  be  only  8"  wide  and  the  thickness  in  some  cases  may 
really  be  only  3J"  it  is  evident  that  4"  is  none  too  thick  and  hence  we 
will  use  that  thickness. 

It  is  true  that,  by  planking  for  heavy  loads,  planks  3"  thick  could 
be  used.  However,  there  is  no  question  but  that  it  would  have  to  be 
replaced  sooner  than  if  4"  plank  were  used  and  consequently  the  saving 
is  not  as  great  as  it  appears. 

225.  Design  of  Beams.— The  beams  will  be  about  27"  =  2jt^  apart 
The  4"  floor  will  weigh  4x4^  =  17*  per  sq.  ft.  Then  we  have 
17x2^  =  38.25^  for  the  dead  load  on  a  beam  from  the  floor  planks  and 
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assuming  the  beam  lo  weigh  25*  per  ft.  we  have  38.35  +  25=63^5,  say 
ti4#  for  the  total  dead  load  per  ft.  of  beam.     Then  we  have 

Af  =-x64xl8*  xl2  =  31,104,  say  31,000  inch  lbs. 

for  the  maximuQi  dead-load  bending  moment. 

Prof,  F.  O.  Dufour  and  the  author,  working  independently  of  each 

other,  found  that  the  wheel  coneentra- 

3^pv  tion  on  joists    (spaced  about   2'- 

j  e     1  to    2'  -  6"    apart)     supporting    wood 

floors  was  about  43   per  cent  of  the 

wheel  load.     To  be  on  the  safe  side 

g:.Q«       ;  I       we    will    assume    50   per    cent.      The 

"*  maximum  live  load  moment  will  occur 

when  one  large  wheel  is  in  the  middle 

of  the   span   as   shown   in    Fig.   369. 


Then  we  have 

„„      5,000 


9xl8=S?0,000  Inch  lbs. 


for  the  mB«lirinrni  Jiendhig  moment.     Now,  adding  the  maximum  dead 
and  live  load  momenta  together  ve  have 

Af"'  =  31,000+270,000=301,000  Inch  fba. 
for  the  total  nmxlmnm  beading  nioment  on  a  beam.     Then  ve  obtain 
S01,000  4- 16,000  =  18.8  for  the  section  mddnloi.  This  calls  for  a  9"  x  21* 
I-beam.     The  design  of  the  bridge  is  shown  in  Fig.  870. 

Complete  Design  of  an  18-Ft,  Beam  Span  with  Concrete  Floor 

226.  Data.— 

Length  of  span  =  IS'  -  0"  c.  to  c.  of  end  bearings. 
Roadway  =lfi'-0". 

Specifications,  as  given  in  Art.  323. 

227.  Designing  of  ttie  Concrete  Floor  Slab. — The  I-beams  sup- 
porting concrete  floor  slabs  are  usually  spaced  from  2'-3"  to  2'-6" 
apart  and  it  is  usual  to  limit  the  minimum  thickness  of  the  slab  to  about 
6"  and  the  fill  to  3"  of  gravel.  So  in  this  case  we  will  -assume  the  slab 
to  be  G"  thick,  the  fill  3",  and  space  the  beams  as  shown  at  (a).  Fig. 
371.  The  weight  of  the  slab  per  sq.  ft.  of  floor  is  15DxJ  =  75«,  and 
the  weight  of  fill  per  sq.  ft.  is  120xi  =  30«,  making  in  all  r5  +  C0=105» 
per  sq.  ft.  of  floor.  Now  considering  a  transverse  strip  1  ft.  wide  as  a 
continaous  beam  over  eight  supports  we  have 

af=-^xl05x2^*x  13  =  -673.7  inch  lbs. 

for  maximum  bending  moment  on  slab  due  to  dead  load. 

As  is  seen,  the  large  wheel  of  a  traction  engine  will  practically 
extend  from  beam  to  beam  and  hence  the  maximum  live  load  on  the 
transverse  strip  considered  above  will  really  be  uniformly  distributed. 
We  know  that  this  load  will  be  distributed  along  the  joists  to  some 
extent.  Let  us  assume  that  it  is  distributed  for  2  ft.  along  the  jmsta. 
Then  we  have  the  live  load  as  shown  at  (b),  Fig.  371.     Now  consider- 
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ing  tile  tranaverse  strip  to  be  a  fixed  beam  (which  is  i 
we  obtain 


M'  = 


12 


5,000x2.25x12  =  11^50  inch  Iba. 


for  tile  maiimum  bending  moment  on  the  slab  due  to  live  load. 
adding  the  dead-  and  live-load  momenta  togetlier  we  have  11,923"*  for 
the  maximum  moment  on  the  slab.  This  moment  requires  that  the  con- 
crete slab  (6"  thick)  be  reinforced  ^ith  Y'  square  rods  spaced  about  18" 

"s^-fods-zZc/rs. 


£ 


(a) 


ib) 


y 

^^Bscentera  top  and  bottom.  But  this  spacing  would  not  be  satisfactory  as 
^^V  the  rods  would  be  too  far  apart  to  properly  distribute  the  stress  through 
^^H  the  slab  and  consequently  we  will  reinforce  the  slab  with  ^"  square  rods 
^^1  spaced  \'i"  apart  top  and  bottom  in  the  transverse  direction  and  two  J" 
^^V  square  rods  at  bottom  of  slab  between  beams  in  the  longitudinal  diree- 
^m  tion.  The  maximum  shear  on  the  slab  will  be  about  3,500  +  110  =  2,610«. 
^^V  The  cross-section  of  the  l-ft.  transverse  strip  including  the  reinforcing 
^^1  is  about  791^",  So  the  maximum  unit  shearing  stress  on  the  slab  ii 
^f    2,610^79  =  33»  (aboot),  which  is  quite  satisfactory. 

It  will  be  found  by  cnleulation  that  the  above  slab  is  safe  in   CSM 
the  beams  be  spaced  as  far  apart  as  3' -3". 

228.     Design  of  Beams. — Assuming  a  beam  to  weigh  25^  per  ft., 
^  the  total  dead   weight  on  each  intermediate  beam  will  be   (^5x2.35}-«- 
x2.25)  +  25  =  2C1.25,  say  262*  per  ft.  of  beam.     Then  we  have 

X 18*  X 12  =  127,333,  say  127,000  inch  lbs. 

for  the  maximum  dead-load  bending  moment. 

aiing  that  each  intermediate  beam  supports  one-third  of 
!  ■  wheel  instead  of  one-half  as  in  the  case  of  wood  floors  (see  Fig.  369), 
)  we  obtain 

^'''?"°  X  9  X 12  =  180,000  inch  lbs. 
b 

I  for  the  maximum  moment  on  each  intermediate  beam  due  lo  lire  load. 
I  Adding  the  dead-  and  live-load  moments  together  we  have 
127,000+180,000  =  307,000  inch  lbs. 
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for  the  total  maximum  bending  moment.  Then  we  have  307,000  ■=■  16,000 
=  19.2  for  the  section  modulus.  Thia  calls  for  a  9"x21#  I-beam,  which 
is  the  same  as  found  above  for  the  span  with  wood  floor.  The  outside 
beams  will  very  likely  be  subjected  to  about  two-thirds  of  the  live  load 
and  one-half  of  the  dead  load  carried  by  the  intermediate  beams.  This 
requires  that  the  outside  beams  be  y"xl5#  channels.  The  design  of 
the  bridge  would  be  the  same  as  shown  in  Fig,  370,  except  the  floor 
would  be  of  concrete.  Fig.  3T3  shows  the  design  of  beam  bridges  s 
porting  concrete  floors  as  used  by  the  Iowa  Highway  Coi 
will  be  seen  that  the  spans  given  in  Fig.  372  are  the  clear 


PONY  TRUSS  BRIDGES 

'  Complete  Besi^  of  a  60-Ft.  Pony  Truss  Bridge  with  Concrete  I 
and  without  Joists 

229.  Data.— 

Length     =6  panels  @  8'-4"  =  50'-0"  c.c.  of  end  bearings. 

Height     =  6'  —  6"  c.c.  chorda. 

Width       =  19'  -  3"  C.C.  trusses. 

Roadway  =  18' -0". 

Specifications,  as  given  in  Art,  222. 

230.  Design  of  Concrete  Slah. — As  the  concrete  slab  is  continat 
from  one  end  of  the  bridge  to  the  other  and  is  supported  directly  upon 
the  floor  beams  (no  joists)  it  is  rejjlly  a  continuous  beam  over  seven 
supports  and  there  is  no  objection  to  considering  the  slab  as  an  out  and 
out  continuous  beam  in  determining  the  maximum  moments  and  shears; 
but  sufficiently  accurate  results  will  be  obtained  by  considering  the  slab 
in  each  end  panel  as  a  beam  fixed  at  one  end  and  supported  at  the  other, 
and  the  slab  in  each  of  the  intermediate  panels  as  fixed  beams.  In 
determining  the  moments  and  shears  on  the  slab  under  either  assumption, 
a  longitudinal  strip  1  ft.  wide  is  considered.  In  the  case  of  live  load 
only  one-fourth  of  a  wheel  is  considered  to  be  carried  by  this  strip,  II 
is  found  from  calculation  that  a  slab  TJ"  thick  reinforced  top  and  bot- 
tom longitudinally  with  J"  square  rods  spaced  9"  centers  is  sufficient 
for  all  panels  from  7'  -  0"  to  8'  -  G"  in  length  and  a  slab  8"  thick  with 
the  same  reinforcing  is  sufficient  for  all  panels  from  8'  — G"  to  9"-0'  in 

231.  De3ig;n  of  Intermediate  Floor  Beams. — Taking  the  slab  as 

7i"  thick  and  the  fill  ns  3"  the  dead  load  on  tin-  floor  beam  from  the 
slab  is  124  x8.3;t  =  1,033*  per  ft.  of  beam  and  assuming  the  beam  | 
weigh  55#,  we  have  1,033  +  55  =  1,088*  for  the  total  dead  load  <m  T 
floor  beam  per  ft.  of  length.     Then  we  have 


M  =  lx\,i 


X  19.25'  X  12  =  G04,753,  say  005,000  inch  Its. 


for  the  maximum  bending  moment  on  the  floor  beam  due  to  dc 
Placing  the  wheel  loads  as  shown  in  Fig.  373,  we  obtain 
M'  =  8,437x8.12xl2^832,0UO  inch  lbs. 

bending  moment  on  the  floor  beam  due  to  lire  1 
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Now  adding  the  above  moments  together  we  have 

605,000  +  822,000  =  1,427,000  inch  lbs. 

for  the  total  maximum  bending  moment  on  the  floor  beam.  Then  we 
have  1,427,000  -r  16,000  =  89.2  for  the  section  modulus.  This  calls  for  an 
I  - 18''  X  55#, 

a/2  *       .  s'  8.f2 
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Fig.  873 

232.  Design  of  End  Floor  Beams. — The  maximum  bending  mo- 
ment due  to  dead  load  is  about  one-half  of  the  dead-load  moment  on  the 
intermediate  beam  and  the  live-load  moment  is  exactly  the  same.  So 
for  the  total  maximum  bending  moment  on  an  end  floor  beam  we  have 

318,000  +  822,000  =  1,140,000  inch  lbs. 

Then  we  have  1,140,000  +  16,000  =  71.2  for  the  section  modulus. 
This  also  calls  for  an  I  -  18''  x  55#. 

233.  Dead-Load  Stresses  in  Trusses. — From  Formula   (1)   of 

Art.  221  we  obtain 

p  =  4x 50  +  220  =  420  lbs. 

for  the  weight  of  metal  per  ft.  of  span  and  for  the  dead  load  from  the 
floor  we  have  124  x  18  =  2,232^  per  ft.  of  span.  Then  for  the  total  dead 
load  we  have  420  +  2,232  =  2,652^  per  ft.  of  span  or  1,326^  per  ft.  of 
truss. 

Then  for  a  panel  load  we  have  1,326x8.33  =  11,045,  say  11,- 
000^.  Practically  all  of  this  is  at  the  bottom  panel  points  and  hence 
we  will  so  consider  it. 


Uf   ^57000      UB-t57000    U3 
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R»gik(HOOOj 
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L2      7*^     L3 
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LO 


Fig.  374 


Referring  to  Fig.  374  it  is  seen  that  the  stress  in  the  hangers  C/l-Ll 
and  [73-L3  is  a  panel  load,  or  11,000#.  The  stress  in  C73-L2  is  equal 
to  one-half  a  panel  load  multiplied  by  sec^  or  (11,000  +  2)  1.63  =  8,965, 
say  9,000^  compression. 

The  stress  in  diagonal  U1'L2>  is  equal  to  one  and  one-half  of  a  panel 
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load  multiplied  by  sectf  or  (11,000)  IJx  1.63  =  26,896,  say  27,000»  temj 

The  stress  in  the  end  poat  LO-Vl  is  equal  to  two  and  one-hnlf  of  a 
panel  load  multiplied  by  secfl  or  (11,000)  2|  >;  1.63  =  44,835,  say  45,0'"' 
compression.    The  post  U'i~L2  does  nothing  but  stiffen  the  top  chord  a 
hence  the  only  load  coming  on  it  is  the  weigbt'of  the  metal  at  joint  f 
which  is  about  600#.     The  stress  in  bottom  chord  L0-L2  is  equal  I 
Rtanfi=(n,000)  2^x1.28  =  35,300.  say  35,000*  tension  (see  Art.  1T3)J 

The  stress  in  top  chord  UI-U3  is  equal  to  (11,000)  4 x  1.2f     ^   ,    "' 
'  say  57,000*  compression.     The  streas  in  bottom  chord  L2-L3  is  equal  t 
(11,000)  4i  X  1.3S  =  63,360,  say  64,000*  tension.    This  completes  the  d 
termination  of  the  dead-load  strcaaes  in  the  trusses  and   we  w"* 
take  up  the  determination  of  the  live-load  stresses. 

234.    Determina,tioB  of  Live-Load  Stresses  in  Trusses. — As  per 
spceifications  (see  3  of  Art.  2'i'i)  the  uniform  live  load  is  IL'O*  per  aq. 
ft.  of  roadway.     Then  for  the  panel  load  we  have 
I  ^  =  100x9x8.33  =  7,497  lbs. 


We  have  the  following  for  determining  the  stresses  in 
Tanfl  =1.28, 

Secfl  =1.63, 

jIFmcS  =3,036  n»., 
WtM$     i9fi96  TbB. 

Loading  panel  points  L5  and  Li  (Fig.  375)  we  htm 
2,036x3  =  6,108,  say  6,000  lbs. 


the  trusses: 


s/h/w/s  lat  a--*- 


for  the  tensile  stress  in  diagonal  U3-Li.    Loading  panel  points  L5,  Li 
and  L3  we  have 


6x6  =  18;316,  say  12,000  lbs. 


1  diagonal  UZ-L2.    Loading  panel  points 

0,360,  say  20,000  lbs. 

n  diagonal  U1-L2.    Loading  panel  points 

0,540,  say  30,000  lbs. 
for  the  maximum  compression  in  end  poat  Ul-LO. 

As  is  readily  seen,  the  stress  in  hangers  I71-L1,  U3-L3,  and  I75-LB 
ia  tension  and  equal  to  a  panel  load  of  7,497  lbs.    There  is  no  tire-load 


for  the  maximum  compression  ii 
Z.5  to  L2  we  have 

2,036x10  =  2 
for  the  maximum  tensile  stress  i 
L5  to  LI  we  have 
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stress  in  the  posts  [72-L2  and  174-14.     Loading  all  points,  L5  to  LI, 
we  have 

9,596  X  2  ^  =  23,990,  say  24,000  lbs. 

for  the  stress  in  bottom  chord  L0-L2  and  9,596  x  4^  =  43,182,  say  43,000^ 
for  the  stress  in  bottom  chord  L2-L4.     In  a  similar  manner  we  obtain 

9,596x4  =  38,383,  say  38,000  lbs. 

for  the  stress  in  top  chord  U1-U3.     These  chord  stresses  can  be  deter- 
mined more  readily  by 

direct  proportion.   For  ^ 

example,  the  dead-load        L  Z^*^^ 

panel  load  is  11,000# 
and  the  live-load  panel 
load  is  7,49  7#,  and 
hence  multiply- 
ing (7,497^11,000) 
by  the  dead-load  stress 
in  any  chord  member 
we  would  obtain  the 
live-load  stress  in  it. 
Thus,  for  the  live-load 
stress  in  L2-L3  we  have 


R*M.800 


Fig.  876 


/  7,497  \ 
\11,000/  ^ 


64,000  =  43,650,  say  43,000  lbs. 


We  now  have  all  of  the  stress  due  to  the  uniform  live  load  deter- 
mined and  next  we  will  consider  the  stress  caused  by  the  engine.  Placing 
the  large  wheels  transversely  over  a  floor  beam  as  shown  in  Fig.  376  and 
taking  moments  about  A  we  obtain 

(20,000  X  14.25)  ^  19.25  =  14,800,  say  15,000  lbs. 

for  the  reaction  at  B,  which  is  the  maximum  stress  in  hangers  ^1-Ll, 
U3-L3,  and  U5'L5,  This  is  greater  than  the  stress  caused  by  the  uni- 
form load  and  consequently  it  will  be  considered  in  designing  these 
members. 

By  placing  the  wheels  as  shown  in  Fig.  377  we  obtain  a  stress  of 
[  (22,500  X  21.34) -r  50]  1.63  =  15,600,  say  16,000#  compression  in  diag- 
onal r73-L2,  which  is  greater  than  the  stress  caused  by  the  uniform  load. 
In  a  similar  manner,  by  placing  a  large  axle  at  L4  and  the  smaller  one  to 
the  right,  we  obtain  a  tensile  stress  of  [(22,500x13)^50]  1.63  =  9,500, 
say  9,000^  in  diagonal  L^3-L4.  This  stress  is  also  larger  than  that  ob- 
tained by  the  use  of  the  imiform  live  load  and  hence  will  be  considered 
in  designing  the  diagonals  U3'L2  and  U5-LA. 

The  hangers  t/l-Ll,  etc.,  and  the  diagonals  [73-L2  and  C73-L4  are 
the  only  members  that  are  subjected  (as  ascertained  by  trial)  to  greater 
stress  from  the  engine  than  from  the  uniform  live  load  and  consequently 
the  stress  in  the  other  members  due  to  the  engine  will  not  be  considered. 
In  the  case  of  shorter  spans  the  stresses  due  to  the  engine  will  influence 
the  design  of  more  members.    In  fact  it  is  always  advisable  to  determine 
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the  stresses  due  to  the  engine  in  most  all  the  members  of  a  truss  to  make 
sure  that  the  absolute  maximum  stress  is  obtained  in  each  case.  Influence 
lines  can  be  used  to  an  advantage  in  determining  the  stress  in  the  truss 
and  especially  in  the  case  of  the  engine  load. 

The  maximum  dead-load  stresses  in  the  truss  are  given  in  Fig.  374 
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Pig.  377 

and  the  maximum  live-load  stresses  in  Fig.  375.  Combining  these  we 
obtain  the  stress  diagram  shown  at  the  top  of  Fig.  378. 

235.    Designing  of  the  Sections  of  Truss  Members. — The  work 

of  designing  the  truss  members  is  practically  the  same  as  previously 
given  for  railroad  bridges.  The  vertical  posts  and  hangers  as  far  as 
stresses  are  concerned  could  be  very  light  section,  but  4 — Ls  3"  x  2^"  x  J" 
and  a  plate  V  x  \"  is  about  as  light  a  section  as  can  be  used  for  these 

members  and  obtain  good  details. 

Diagonals  U3-L2  must  be  designed  to  carry  25,000^  compression  or 
12,500^  tension.  The  effective  length  of  this  member  is  about  12G". 
Then  using  2— Ls  3^"x2^"  x  y  =  3.76°"  (^''  legs  vertically),  we  have 

r  1.12 

and  hence  we  obtain  16,000- TO  x  113  =rS,OnO#  for  the  allowable  unit 
compression  stress.  Then  25,000 -^  8,090  =  3.09°"  is  the  required  area 
for  compression  and  12,500 -r  10,000  =  0.T8°"  is  area  required  for  ten- 
sion. If  less  than  3 J''  x  2^"  angles  be  used  L/r  would  be  too  great,  so  we 
will  use  2— Ls  3i"x2i"x  ]''  for  diagonal  L\3-L2.  The  designing  of  the 
other  diagonals  and  the  bottom  chord  is  simply  a  matter  of  determining 
the  correct  net  section  in  each  ease  as  previously  explained  in  the  design 
of  railroad  bridges. 

The  maximum  stress  in  the  top  chord  is  95,000^.  Dividing  this  by, 
say  12,000  lbs.,  we  obtain  about  8°''  for  the  approximate  area  of  cross- 
section  of  the  chord.  Then  assume  the  top  chord  to  be  composed  of  the 
following: 

2_[-s  r/'x8#     =4.70°^' 
l_Cov.  12''xi  =  3.00n" 

7.76°" 


The  radius  of  gyration  of  this  section  with  reference  to  the  hori- 
zontal axis  is  2.38"  and  with  reference  to  the  vertical  axis  it  is  4.08". 
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Considering  the  chord  to  fail  vertically  the  length  would  be  taken  as 
one  panel  lengthy  or  100".    Then  we  have 

16,000-70  f^^^  =13,060  lbs. 


for  the  allowable  unit  stress.    Dividing  this  into  the  stress  we  have 

95,000 -r  13,060  =  7.27  sq.  ins. 

If  the  chord  be  considered  with  reference  to  the  vertical  axis  the  length 
should  be  taken  as  two  panel  lengths,  or  200''.     Then  we  obtain 

16,000  -  70  (^\  =  12,570  lbs. 

for  the  allowable  unit  stress.     Dividing  this  into  the  stress  we  obtain 

95,000^12,570  =  7.56  sq.  ins. 

This  shows  that  the  assumed  chord  section  is  about  correct  and  hence 
will  be  used.  The  end  posts  are  designed  in  a  similar  manner  and  the 
laterals  are  designed  to  transmit  a  wind  load  of  300^  per  ft.  of  span. 
Complete  details  of  the  span  are  shown  in  Fig.  378. 

236.  Long  Pony  Tmss  Spans. — These  spans  are  designed  in  the 
same  manner  as  shown  above  for  the  50- ft.  span.  The  ends  of  all  spans 
65  ft.  and  over  in  length  should  be  pin-bearing  and  hav^  a  cast  rocker  at 
one  end  and  a  cast  fixed  shoe  at  the  other  and  have  brackets  stiffening 
the  top  chord,  as  shown  in  Figs.  379  and  380. 

THROUGH  TRUSS  BRIDGES 
Complete  Design  of  a  112-Ft.  Through  Pratt  Truss  Span 

237.  Data.— 

Length     =    7  panels  @  IG' -0"  =  112'- C' c.c.  end  pins. 

Height     =  20'  -  0''  c.c.  chords. 

Width      =17'-  0"  c.c.  trusses. 

Roadwav=l(r-0". 

Specifications,  as  i)er  Art.  222. 

238.  Designing  of  the  Joists  and  Concrete  Slab  is  the  same  as 

previously  shown  for  beam  bridges.  The  joists  will  be  9"x21^  Is  and 
9"  X  13.25#  [s.  The  slab  will  be  G"  thick  reinforced  with  J"  square  rods 
spaced  12"  centers.    The  fill  will  be  3"  thick. 

239.  Designing  of  the  Intermediate  Floor  Beams. — The  weight 

of  the  slab  and  fill  is  105  lbs.  per  sq.  ft.  of  roadway.  The  joists  can  be 
taken  as  weighing  21-r2i  =  8.4  lbs.  per  sq.  ft.  of  roadway.  Then  from 
the  slab,  fill,  and  joists  we  have  (105  +  8.4)  16  =  1,814^  for  the  load  per 
ft.  of  floor  beam  and  assuming  the  floor  beam  to  weigh  65^  per  ft.  we  have 
1,814  +  65  =  1,879^  for  the  total  dead  load  on  the  floor  beam  per  ft.  of 
length.  Then  for  the  maximum  bending  moment  on  the  floor  beam  due  to 
dead  load  we  have 

A/=ix  1,879x17  x  12  =  814,500  inch  lbs. 
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Placing  the  wheel  loads  as  indicated  in  Fig.  381  and  assuming  that 
^  of  the  smaller  wheels  is  transmitted  to  the  floor  beam  under  the  larger 
wheels,  we  have 

M'  =  9,520  X  7  X 12  =  800,000  inch  lbs. 

for  the  maximum  live-load  bending  moment  on  the  beam. 


^' 
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^o* 
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*=,M  * 
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/7-0 


Fig.  381  -      '- 

f  ^   •       '  '       ' 

Adding  the  above  dead-  and  live-load  motnerits  together  we  have       v 

814,500  +  800,000  =  1,614,500  inch  lbs. 

for  the  total  maximum  bending  moment  on  the  beam.  Then  we  have 
1,614,500^16,000  =  101  for  the  section  modulus.  This  calls  for  a 
20"x65#  I. 

The  designing  of  the  end  floor  beams  is  practically  the  same  as  for 
the  intermediate  beams.  The  live  load  is  exactly  the  same  and  the  dead 
load  is  about  one-half  as  much  as  for  the  intermediate  beams. 

240.    Determination  of  the  Dead-Load  Stresses  in  Trusses. — 

From  (2)  of  Art.  221  we  obtain  2.8  x  112  +  280  =  594^  for  the  weight  al 
metal  per  ft.  of  span  and  for  the  weight  of  the  concrete  slab  and  the 
fill  we  have  (75  +  30)  16  =  1,680^  per  ft.  of  span,  making  in  all  504  + 
1,680  =  2,2T4#  per  ft.  of  span  or  1,137,  say  1,130  lbs.  per  ft  of  tniss. 
Then  we  have  -*^r-*     ^      c^'i      /^^.^      ^  ff^wif<A4.»2^^ 

fF  =  16x1,130  =  18,080  lbs.  '  '     ' 

for  the  panel  load.  The  expressions  for  the  dead-load  stresses  are  given 
on  the  right  half  of  the  truss.  Fig.  382,  and  the  actual  stresses  are  given 


Fig.  382 


on  the  left  half.  About  one-third  of  the  weight  of  metal  is  assumed  to  be 
at  the  top  chord  joints.  This  is  about  one-twelfth  of  the  total  dead  load 
and  hence  the  distribution  shown  is  assumed.  For  determining  the  stresses 
we  have  the  following  values: 
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Tanfl=0.8. 
Secfi=  1.28. 

Jrtanfl=14,4fi41bs. 
»Fsecfl=  23,143  lbs. 


The  stresses  are  dtterminod  as  explained  in  Art.  173. 

241.    Drt«rmiiiatioii  of  Live-Load  Stresses  in  TrnsscB. — ^We"*!!!" 
first  consider  the  8U-lb.  load  specified  in  (:!J  of  Art.  2?^.     Tor  the  panel 
load  we  have 

P  =  80xSxl6  =  10,240  lbs.  .^^^_ 

For  determming  the  stresses  we  hare  the  folloviog  values :         ^^^^^H 
P  tontf  =  10;H0  X  0.8 = 8,198  Ibe. 

ip= 1,463  Ibfl. 

^PBecfl=  1,872  Ib^ 
Loading  panel  pirints  G  and  F  (Fig.  383)  ve  obtain      - 


Fig.  ssa 
1,873  X  3  =  0,616,  say  5,600  lbs. 
mpressive  stress  in  diagonal  /£.    Loading  panel  points 


G,  F,  and  £  we  obtain 

1,873  X  6  =  11,232,  say  11,000  lbs. 

I  diagonal  d£.     Loading  panel  points 


for  the  maximum  tensile  stress  i 
G  to  D  we  obtain 

1,872  X 10  =  18,730,  say  18,800  lbs. 

for  the  maximum  tensile  stress  in  diagonal  cD.     Loading  panel  points 
G  to  C  we  obtain 

1,872  X  15  =  38,080,  say  38,000  lbs. 

for  the  maximum  tensile  stress  in  diagonal  bC.     Loading  panel  points 
G  to  B  we  obtain 

1,872  X  31  =  39,312,  say  39,000  lbs. 

for  the  maximum  compressive  stress  in  end  post  bA.     Loading  panel 
points  G  to  £  we  obtain 

1,463  X  6  =  8,778,  say  8,800  lbs. 
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for  the  maximum  compressive  stress  in  post  dD  and  loading  panel  points 
G  to  D  we  obtain 

1,463  X 10  =  14,630,  say  14,000  lbs. 

for  the  maximum  compressive  stress  in  post  cC.  The  stress  in  hanger  hB, 
as  is  evident,  is  equal  to  a  panel  load  which  is  given  above  as  10,240^. 
We  now  have  the  stresses  in  the  web  members  determined  and  we  will 
next  determine  the  stresses  in  the  chords.  The  maximum  stress  in  the 
chords  occurs  when  the  span  is  fully  loaded,  f'or  maximum  stress  in 
bottom  chord  A-C  we  have 

8,192  X  3  =  24,576,  say  24,500  lbs. 
For  maximum  stress  in  top  chord  he  and  bottom  CD  we  have 

8,192  X  5  =  40,960,  say  41,000  lbs. 
For  the  maximum  stress  in  top  chord  o-f  and  bottom  chord  DE  we  have 

8,192  X  6  =  49,152,  say  49,000  lbs. 

We  now  have  the  stresses  due  to  the  uniform  load  determined  and  we 
will  now  consider  the  stresses  due  to  the  engine.  Placing  the  larger  wheels 
over  a  floor  beam  as  shown  in  Fig.  384 

we    obtain     (using    the    concentration      r '-^ .,.  ^   .^  g ., 

shown  in  Fig.  381) 

12 
(11,560  X  2)  Y^  =  16,320,  say  16,300  lbs. 

for  the  maximum  end  reaction  on  a  floor 
beam  which  is  also  the  maximum  live- 
load  stress  in  each  hanger  and  hence 
this  will  be  used  in  designing  the  hangers. 

Placing  the  wheel  loads  longitudinally,  as  shown  in  Fig.  385,  and 
transversely,  as  shown  in  Fig.  384,  we  obtain  the  concentrations  indicated 


Fis.  384 


at  E  and  F.     For  the  shear  in  panel  T>E  due  to  these  concentrations  we 
have 

3  i^m^  ^  2  (if«)  =  C,985  +  l,385=8,3r01bs. 

This  is  equal  to  the  maximum  stress  in  post  dD  due  to  the  engine,  and 
multiplying  the  same  by  sec^  we  obtain 

8,370  X  1.28  =  10,714,  say  10,700  lbs. 
for  the  maximum  stress  in  diagonal  dE  due  to  the  engine.     But  as  these 
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ttresses  (in  dD  and  i£)  due  to  fbe  engine  are  less  than  produced  by  the 
80-Ib.  uidform  load  we  need  not  consider  further  the  stresses  produced 
by  the  engine. 

As  is  seen,  the  hangers  are  the  only  truss  members  recdving  maxi- 
mum stress  from  the  engine  load. 

242.    Detemdnatioii  of  Wind  Sferanei  in  fha  LateraLk— Lrt  us 

first  consider  the  bottom  laterals.  The  load  as  given  in  4  of  Art  223 
is  300^  per  ft  of  span.    Then  for  the  panel  load  we  haye 

P=300x  16=4^00  lbs. 

For  determining  the  stresses  we  have  the  following  ndnes: 

P=:4^00,sec«i=1.37     and-  Psec«i=989. 
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Loading  panels  from  h  to  e  (Fig.  386)  we  obtain 

939x6  =  6,634,  say  5,600  lbs. 

for  the  maximum  stress  in  lateral  dE.  Loading  panel  points  h  to  d  we 
obtain 

939  X 10  =  9,390,  say  9,400  lbs. 

for  the  stress  in  lateral  cD.    Loading  panel  points  ^  to  c  we  obtain 

939  X 16  =  14,086,  say  14,000  lbs. 
for  the  stress  in  lateral  &C.    Loading  panel  points  A  to  6  we  obtain 

939x21  =  19,719,  say  20,000  lbs. 

for  the  stress  in  diagonal  aB,  We  now  have  all  the  stresses  necessary 
for  designing  the  bottom  laterals  determined  (see  Art  177)  and  we  will 
next  consider  the  top  laterals.  The  load  as  given  in  4  of  Art  222  is  100^ 
per  ft.  of  span.    Then  for  the  panel  load  we  have 

P'  =  100  X 16  =  1,600  lbs.  and  \  P'  sec«  =  313. 

Loading  panel  points  g  to  e  (Fig.  387)  we  obtain 

6  X  313  =  1,878,  say  1,900  lbs. 

for  the  stress  in  top  lateral  dE.    Loading  panel  points  9  to  €{  we  obtain 

10  X  313  =  3,130,  say  3,100  lbs. 
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for  the  atresa  in  top  lateral  cD.    Loading  panel  points  j^  to  c  ire  obtain 

15  X  313  =  4,696,  say  4,700  lbs. 

for  the  atreas  in  top  lateral  bC.    The  mazimnm  stress  will  occor  in  stnit 
dD  when  panel  points  g  to  d  are  loaded.    The  half  of  the  panel  load 


^      d      ^      S     ^ 

ixkixlxi^ 


e  r  <  ■ 


applied  at  p  does  not  affect  the  stmt  and  hence  the  maximnm  stress  in 
it  is  equal  to 

(^f  +  iPO^^x  1,600  + Jx  1,600=2,172,  say  2;a00  lbs. 

Loading  panel  points  f^  to  c  we  obtain 


(^-H^ 


3,085,  say  3,000  lbs. 


for  the  maximnm  stress  in  strut  cC. 
243.  Str«sa  in  Portal. — The 
maximum  stress  in  the  portal  mem- 
bers will  occur  when  all  of  the  panel 
points  are  loaded.  The  forces  on  the 
porUl  will  be  as  shown  in  Fig.  388 : 
1"=  1,600  lbs. 

R  =2^'  =  shear   in   panel   he 
when  all  panel  points  are  loaded. 

H=«±^  =  t|22=2,4001b.. 

*  *  Y\%.   SS8 

Assuming  the  end  posts  fixed  and  taking  momenta  about  0  we  obtain 

F  =  (4,800  X  17.05)  ■=■  17 =4,814,  say  4,800  lbs. 

Now  assuming  9=45°  we  obtain 

4,800  X  1.41  =  6,768,  say  7,000  lbs. 

for  the  stress  in  each  of  the  members  bZ)  and  i>£,  the  same  being  tension 
in  one  and  compression  in  the  other. 

Taking  moments  about  D  we  obtain 

(3,400  X  8.55  +  4,000  x  8.5)  -r  8.5  =  6,414,  say  6,400  lbs. 

for  the  compressive  stress  in  member  ob.    Taking  moments  about  £  we 
obtain 
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(2,400  X  8.55  +  800  x  8.5)  -s-  8.5  =  S^U,  say  3;800  lbs. 

for  the  tensile  stress  in  member  be.  This  completes  the  calculations  of 
the  stresses  in  the  structore  and  the  stresses  can  be  written  on  the  stress 
sheet  Fig.  389. 

244.  Designing  of  Seetions  of  the  Truss  Members. — Intermedi- 
ate Post  The  length  of  each  of  these  posts  is  20  ft.  or  240  ins.  L/r 
should  not  exceed  125.  Then  we  hare  240  -r  125  =  1.92  for  the  minimum 
allowable  Talue  of  r.     Using  this  value  of  r  we  obtain 

16,000  -  70  X 125  =  7^60  lbs. 

for  the  allowable  unit  stress.  Dividing  this  into  the  stress  in  post  272-L2 
(Fig.  389),  we  obtain 

34,000-1-7,250  =  4.69  sq.  ins. 

for  the  required  area.  It  is  seen  from  this  that  two  6^'  channels  will 
be  satisfactory  for  section.  The  5^'  channels  can  not  be  used  as  the  r  is 
too  small  except  in  the  case  of  the  lightest  weight  which  have  not  enough 
section.    Considering  2 — [s  6"  x  8^  =  4.76°",  we  obtain 

16,000  -  70  X 1^  =  8,821  lbs. 

for  the  allowable  unit  stress,  and  dividing  this  into  the  stress  in  post 
U2'L2,  we  obtain 

34,000  -r  8,821  =  3.85  sq.  ins. 

for  the  required  area  of  cross-section,  which  is  0.91°"  less  than  contained 
in  the  two  channels;  but  these  channels  will  be  used  as  they  are  nearest 
to  the  theoretical  requirement,  and  for  the  same  reascm  these  channels 
will  be  used  for  the  other  intermediate  posts. 

Top  Chord.  Assuming  12,000^  as  the  unit  stress  and  dividing  this 
into  the  maximum  stress  in  the  top  chord,  we  obtain  136,000 -r  12,000  = 
11.3°"  for  the  approximate  area  of  cross-section. 

Let  us  assume  the  following  section: 

1— cov.     12"xi"=  3.00°" 
2— [s  9"xl3.25#=  7.78°" 

10.78°" 
Taking  r  as  0.4  of  the  depth  of  the  chord  we  obtain 

p  =  16,000 -70  (y|)=  12,267 

for  the  allowable  unit  stress.  Dividing  this  into  the  maximum  stress  in 
the  top  chord  we  obtain 

136,000 -J.  12,267 =11.1  sq.  ins. 

for  the  required  area  of  cross-section,  which  is  only  0.32°"  more  than 
the  above  assumed  section.  The  actual  r  for  the  section  is  practically 
3.6,  the  same  as  assumed,  so  the  above  assumed  section  will  be  used  for 
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the  top  chord  throughont.  The  area  Teqaired  for  C71-I78  is  less  tiiiii 
this  section^  but  as  minimum  thickness  is  nsied  the  area  can  not  be  changed 
without  changing  the  depth  of  the  chord  and  hence  the  same  sectoi 
throughout  is  usal. 

End  Poit.    Let  us  assume  the  following  section  for  the. end  post: 

S— [s  O'^x^O*      =11.76°'' 

14.76°?' 

The  radius  of  gyration  about  the  vertical  axis  is  about  3.8  and 
about  the  horisontal  axis  it  is  about  3.5.  As  a  collision  stmt  is  usedjwe 
need  consider  the  strength  only  with  regard  to  the  vertical  axis.  Sub- 
tracting the  depth  of  the  portal  we  have 

.  25.6  -  8.5  =  17.1  ft.,  or  206  ins. 

for  the  effective  length  of  the  end  post. 
Then  we  hr.ve 


p = 16,000  -  70  (^)  =  12;820  lbs. 


for  the  allowable  unit  stress  for  direct  compression. 

Referring  to  Fig.  387,  it  is  seen  that  the  maximum  moment  on  the 
post  occurs  at  the  bottom  of  the  portal  and  is  equal  to 

2,400x8.66x12  =  246,240  inch  lbs. 

The  moment  of  inertia  about  the  vertical  axis  is  about  220  and  the  dis- 
tance to  the  extreme  fiber  is  6  ins.     Using  these  values  we  obtain 

246,240 


220 


X  6  =  6,716  lbs. 


for  the  unit  stress  due  to  the  cross  bending. 
For  the  direct  unit  stress  we  have 

108,000 -r  14.76  =  7,317  lbs. 

Adding  this  to  the  bending  stress  we  have 

6,716 +  7,317  =  14,032  lbs. 

for  the  total  combined  unit  stress.  The  allowable  unit  stress  given  above 
(12,220  lbs.)  can,  according  to  the  specifications  (see  16  of  Art.  222), 
be  increased  25  per  cent  in  the  case  of  combined  stress.  So  for  the 
allowable  unit  stress  we  have 

12,220x1.25  =  16,276  lbs. 

which  is  1,243^  greater  than  the  actual  combined  stress,  so  the  assumed 
section  is  a  little  larger  than  required,  but  it  will  be  used  as  the  section 
cannot  be  easily  reduced.    . 

The  designing  of  the  other  members  of  the  structure  is  mostly  a 
matter  of  determining  required  net  areas,  which  is  fully  explained  pre- 
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viously  in  the  design  of  railroad  bridges.     After  the  seclians  are  designed 
the  stress  sheet.  Fig.  389,  can  be  completed  as  shown. 

The  general  details  of  the  span  are  shown  in  Fig.  390.  These 
details  will  be  readily  understood  if  the  work  on  railroad  bridges,  pre- 
viously given,  is  thoroaghly  studied, 

Oomplflte  DesiefD   of  a   162-Ft.    Throngh   Pin-Connected   Oomd 
Chord  Pratt  Tmsa  Highway  Bridge 

246.    Data.— 

Length     =9  panels  @  18'-0"=  162'-0"  e.c.  end  pins. 

Height     =20'-0"athipand  27'- 10^?"  at  center  (see  Fig.  392) 

Width      =  IJ'-O"  c.c.  of  trusses. 

Roadways  16' -0". 

Specifications,  as  per  Art.  222. 

246.  The  Designing  of  the  Floor  System  is  the  same  as  pre- 
viously shown    (see  Arts.  227,  228,  and  239). 

247.  Detenmnation  of  Dead-Xrfiad  Stresses  in  Trasses. — From 
(2)  of  Art.  221  we  have 

2.8x163  +  280  =  734  lbs. 

for  weight  of  metal  per  ft.  of  span  or  367  Iba.  per  ft.  of  truss.     For  the 
weight  of  slab  we  have 

75x8  =  600  lbs. 

per  ft.  of  truss,  and  for  the  weight  of  till  we  have 

30x8  =  240  Iba. 

per  ft.  of  truss.     Now,  considering  one-third  of  the  weight  of  the  metal 
at  the  top  cliord  joints  and  two-tliirds  at  the  bottom  chord  joints,  we  have 

{~\  1S  =  2,20S,  say  2,200  lbs. 

for  the  panel  load  on  each  top  chord  joint  and 

[g(307)  +  GOO  +  240]  18  =  19,534,  say  19,500  lbs. 


for  the  panel  load  on  each  bottom  chord  joint.  Now  having  the  panel 
loads  computed  the  stresses  arc  readily  determined  either  analytically  or 
graphically  in  the  same  manner  as  previously  shown  for  railroad  bridges 
(see  Arts.  189  and  195). 
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248.  Detenniiiatioii  of  Idye-Load  Stresses  in  Trusses. — The 

unifonn  live  load  produces  mazimnm  stress  in  all  members  except  the 
hangers^  in  which  case  the  engine  produces  the  maximum  stress.  The 
uniform  live  load  as  per  3  of  Art.  222  is  70  lbs.  per  sq.  ft  of  roadway. 
Then  we  have 

P=70x8xl8  =  10,080  1b8. 

for  the  panel  load. 

The  maximum  live-load  stresses  in  the  chords  occur  when  the  span 
is  fully  loaded  and  hence  are  directly  proportional  to  the  dead-load 
stresses  in  same  and  can  be  determined  very  quickly  by  multiplying  each 
dead-load  stress  by  the  live-load  panel  divided  by  the  dead-load  panel,  or 
the  live-load  stresses  in  the  chords  can  be  determined  as  explained  in 
Art  189. 

The  maximum  stresses  in  the  web  members  due  to  the  uniform  load 
are  determined  in  very  much  the  same  manner  as  previously  shown  for 
railroad  bridges  except  that  in  the  latter  case  wheel  loads  were  used. 

The  maximum  tensile  stress  in  diagonal  eF  occurs  when  panel  points 
K,  H,  G,  and  F  are  loaded.  (See  Fig.  391.)  The  shear  in  panel  £-F 
is  then  equal  to  ^P  and  hence  the  stress  in  the  diagonal  is  equal  to 
^^-PsecOS,  The  maximum  compressive  stress  in  post  eE  will  occur  at  the 
same  time.  This  stress  is  equal  to-^  P—F2  where  V2  represents  the 
vertical  component  of  the  stress  in  top  chord  ed,  which  is  equal  to 
(^Px4:d/h3)  tan<l>2  (moments  about  £). 

The  maximum  tensile  stress  in  diagonal  dE  will  occur  when  panel 
points  X  to  £  are  loaded  and  is  equal  to  (\^P—F2)  sec 02.  The  maxi- 
mum compressive  stress  in  post  dD  will  occur  at  the  same  time  and  is 
equal  to^P  —  Vl,  where  Vl  represents  the  vertical  component  of  the 
stress  in  top  chord  cd,  which  is  equal  to  {^Px3d/h2)  tan^l. 

The  maximum  tensile  stress  in  diagonal  cD  occurs  when  panel  points 
K  to  D  are  loaded  and  is  equal  to  (-^^P— Fl)  sec.  01.  The  maximum 
compressive  stress  in  post  cC  occurs  at  the  same  time  and  is  equal  to 
^P  —  V,  where  V  represents  the  vertical  component  of  the  stress  in  top 
chord  cb,  which  is  equal  to  (^Px2d/hl)  tan  <f>.  The  maximum  tensile 
stress  in  diagonal  bC  occurs  when  panel  points  X  to  C  are  loaded  and  is 
equal  to  (V^-F)  sec.  6. 

The  maximum  stress  in  hanger  bB,  which  is  due  to  the  engine  load, 
is  determined  as  previously  explained  (see  Art.  241). 

Tl)e  maximum  tensile  stress  in  counter  fG  will  occur  when  panel 
points  K,  H,  and  G  arc  loaded,  and  is  equal  to  (JP  — F3)  sec  63,  where 
yS  represents  the  vertical  component  of  the  stress  in  top  chord  fg. 

The  maximum  tension  in  the  posts  can  be  determined  as  previously 
explained  for  railroad  bridges  (see  Art.  190,  pages  422-426). 

249.  Stresses  in  Portals  and  Lateral  Sjrstem. — From  (4)  of  Art. 

222  the  wind  load  on  the  bottom  laterals  is  300^  per  ft.  of  bridge  and 
100^  per  ft.  of  bridge  on  the  top  laterals.  Then  we  have  300  x  18  = 
5,400^  for  the  panel  load  on  the  bottom  laterals  and  100x18  =  1,800^ 
for  the  panel  load  on  the  top  laterals.  The  stresses  are  determined  as 
explained  in  Art.  242  (also  see  Arts.  177-179). 
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2B0.  IKwrigning  at  tlie  SectioiUI.— The '«ecti<iii8  of  die  iron  mem- 
bers and  lateral  brachig  aire  determined  lui  previoiiBly  explained  (see 
Arts.  197,  198,  199,  200,  and  844). 

After  the  stresses  and  sections  are  determined  tiie  stress  fliieet^  Fig. 
392,  can  be  made. 

261.  Details. — Aftar  the  stress  sheet  is  completed,  Uie  goieral 
drawing.  Fig.  393,  can  be  made.  The  calculatioiis  for  the  details  are 
practically  tihe  same  as  previously  shown  for  railroad  bridges  (see  Art. 
203).    The  student  should  verify  the  details  shown  in  Fig.  393. 

262.  Trim  Bridgito  with  Wood  floors  are  deigned  in  the  same 
manner  as  bridges  with  concrete  floors.  The  totaD  dead  load  is  less  tlian 
for  bridges  with  concrete  floors,  but  the  live  load  is  the  same.  'The  first 
cost  is  less,  but  in  most  cases  bridges  with  concrete  floors  will  prove  to 
be  the  cheaper  in  the  end. 

It  is  the  opinion  of  the  author  that  all  highway  bridges  should  be 
designed  heavy  enough  to  carry  concrete  floors  even  if  wood  floorp  are 
used,  as  the  county  authorities  -usually  insist  on  putting  on  the  con^rele 
sooner  or  later,  and  if  the  bridge  is  not  heavy  enough  to  carry  a  concrete 
floor  it  will  have  to  be  replaced  by  a  new  bridge,  wUch  practically  means 
the  loss  of  the  first  bridge. 


CHAPTER  XIII 


SKEW  BRIDGES,  BRIDGES  ON  CURVES,  ECONOMIC  JaSI^aT 
AND  LENGTH  OF  TRUSSES,  AND  STRESSES  IN  PORTALS 


Skew  Bridffei^— Bridges  crosstng  over  slream^  mfliMdiy 
streets,  and  roads  at  aa  angle  are  nsuallj  built  on  the  skew;    T!Mb  la 

done  in  the  eaise  of  ciwisings 
OTeir  streams  in  order  to  o|b- 
tain  iners  parallel  to  the  flow 
of  die  stream  and  la  tte 
other  eases  to  obtain  mini- 
mam  span  lengths. 

Skew  deck  plate  girder 
railroad  bridges  are  naoaUy 
constructed  as  shown  at  (a). 
Fig.  894,  tiiroiif^  ffiidae 
spans  as  shown  at  (6),  truss 
spans  as  shown  at  (c) 
and  (d).  The  case  shown 
at  (c)  is  where  the  skew  is 
a  foil  panel  length  and  the 
case  shown  at  (d)  Is  where 
the  skew  is  less  than  a  panel 
length. 

Skew  highway  bridges 
are  constructed  very  similar 
to  skew  railroad  bridges^  as 
far  as  the  skew  is  concerned. 
End  floor  beams  are,  as  a 
rule,  used  in  the  case  of 
highway  bridges,  while  in 
the  case  of  railroad  bridges 
as  a  rule  they  are  omitted 
and  details  similar  to  those 
shown  in  Fig.  305  are  used> 
except  they  are  constructed 
to  fit  the  skew. 

The  outer  ends  of  the 
stringers  in  railroad  bridges 
should  be  square  with  the 
track,  as  indicated  in  Fig. 
394,  so  as  to  avoid  having 
ties  resting  upon  masonry  at 
one  end  and  upon  a  stringer 
at  the  other  end.  By  this 
construction  we  also  obtain 
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equal  stringer  concentrations  on  the  first  intermediate  floor  beams,  as  is 
readily  seen. 

The  end  posts  in  each  end  panel  of  skew  truss  bridges  should  always 
be  parallel.  The  stresses  in  skew  bridges  are  determined  practically  in 
the  same  manner  as  previously  shown  for  square  spans;  the  only  differ- 
ence being  that  the  skew  must  be  taken  into  account,  which  is  done  by 
assuming  the  loads  to  be  applied  along  the  center  line  of  the  bridge.  Let 
the  diagram  at  (wi)  in  Fig.  395  represent  the  plan  of  a  skew  truss  bridge. 
We  would  assume  the  live  load 
applied  along  the  center  line  gh. 
The  influence  line  for  the  reac- 
tion at  A  would  be  as  shown  at 
(o).  The  influence  lines  for  the 
stress  in  chord  cd  and  diagonal 
cD  would  be  as  shown  at  {t) 
and  (r),  respectively.  To  sat- 
isfy the  criterion  for  maximum 
live-load  moment  about,  say, 
point  D,  the  distance  sg  would 
be  taken  as  k  in  (5)  of  Art.  91 
and  as  gw  in  case  the  maximum 
moment  at  B  is  desired,  and  so 
on.  To  satisfy  the  criterion  (see 
Art.  90)  for  maximum  live-load 
shear  in,  say,  panel  BC,  the  load 
would  extend  from  h  to  and  into 
panel  BC  so  that  the  unit  load  in 
that  panel  (with  a  load  at  C) 
would  be  equal  (or  as  nearly 
equal  as  is  possible)  to  the  total 
load  on  the  span  divided  by  the 
distance  gh.  In  determining  the 
dead-load  stress  the  panel  loads 

are  readily  computed  for  all  panel  points.  This  load  will  be  the  same  for 
all  panels  except  for  points  a,  f,  and  F,  in  which  case  a  slight  correction 
on  account  of  the  skew  must  be  made.  After  the  panel  loads  are  computed 
the  dead-load  stresses  are  readily  determined  either  analytically  or  graph- 
ically. However,  it  must  be  borne  in  mind  that  the  truss  is  unsym- 
metrical  with  reference  to  the  center  of  span. 

The  maximum  moment  and  shears  on  skew  through  plate  girder 
bridges  are  determined  in  exactly  the  same  manner  as  shown  above  for 
truss  spans.  Skew  deck  plate  girder  bridges  can  be  treated  the  same  as 
square  spans  without  any  appreciable  error. 

264.  Bridges  on  Curves. — Bridges  supporting  curved  tracks  are 
subjected  to  stresses  due  to  centrifugal  force  and  to  the  loads  being 
eccentrically  applied.  These  stresses  are  in  addition  to  dead,  live,  and 
impact  stresses. 

Stresses  Due  to  Centrifugal  Force  occur  in  the  laterals  system  at 
the  loaded  chord.  The  laterals  and  chords  constitute  the  system  which 
Lb  really  a  horizontal  truss.     For  centrifugal  force  in  general  we  have 
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where  fV  represents  the  weight  of  the  moving  body,  in  pounds,  v  the 
velocity  of  the  body  in  feet  per  second,  g  tlie  accelerntion  due  to  gravity, 
and  r  the  radius  of  curvature  in  fei^t. 

Let  D  equal  degree  of  curvature.     Then  we  have 

50 


'  tad  bence  for  s  1°  c 


B  we  have 


0.00873     "'•*"'"- 
Let  F  equal  Tdodty  in  miles  per  lionr.    Hen  ire  hare 


Now  rabstitating  these  Talues  in  (1)  we  have 


F== — — »rr*=.ooooii7»'F* (S> 

15*x32.ax6,730  •  ^  ' 

for  the  eentrifogal  force  for  a  1°  ^nirre  where  W  eqnala  ve^llt  of 
the  moring  body  and*  F  equals  the  vdodty  In  miles  per  hour,    Tberefbr^ 

for  ft  4°  curve  and  50-mile  velodty,  we  have 

F=.O00OU7xff'x5O»x4  =  0.inB'. 

Then  if  W  be  the  uniform  live  load  per  ft.  of  span,  0.117  W  would 
be  the  centrifugal  forrc  per  ft.  of  span  which  would  be  used  to  deter- 
mine the  stress  in  the  chords  and  laterals.     As  an  illustration,  let  Fig. 


396  represent  the  plan  of  the  lateral  system  at  the  loaded  chord  of  a 
7-panel  bridge  supporting  a  track  on  a  4°  curve.  Let  JF  represent  the 
live  load  per  ft.  of  span.  Then  for  a  velocity  of  50  miles  per  hour  we 
have  0.117JF  for  the  centrifugal  force  per  ft.  of  span,  and  for  the  panel 
load  we  have 

P=0.117irxd. 

Then  the  maximum  stress  in  the  laterals  and  chords  due  to  this  borisontal 
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load  will  be  as  indicated  in  Fig.  396.  These  stresses  are  determined  in 
the  same  manner  as  previooslj  shown  for  wind  stresses.  For  example, 
to  obtain  the  maximum  stress  in  diagonal  eE  panel  points  B,  C,  and  D 
would  be  loaded  and  in  the  case  of  diagonal  fF  panel  points  B,  C,  D, 


Fig.  897 

and  E  would  be  loaded,  and  so  on.  The 
maximum  chord  stress  would  be  obtained  by 
loading  all  panel  points  from  B  to  G.  The 
compression  in  the  floor  beams  due  to  centrif- 
ugal force  is  not  considered,  as  the  laterals 
are  practically  always  connected  to  the  ten- 
sion flange  of  the  beams  and  consequently  the 
stress  due  to  centrifugal  force  only  tends  to 
reverse  the  dead  and  live-load  tensile  stress 
in  those  flanges. 

The  stress  in  the  chords  due  to  centrif- 
ugal force  is  always  added  to  the  dead,  live, 
and  impact  stresses  in  summing  up  the  total 
maximum  stress. 

Stress  Due  to  Eccentricity  occurs  in  the  trusses,  stringers,  and  floor 
beams.  Let  the  diagram  shown  in  Fig.  397  represent  the  plan  of  a 
bridge  supporting  a  curved  track,  where  the  curve  acb  represents  the 
center  line  of  track  and  the  line  00  represents  the  center  line  or  axis  of 
the  bridge  which  always  bisects  the  middle  ordinate  (rf)  of  the  curve  as 
indicated.  It  is  readily  seen  that  loads  near  the  center  of  the  span  will 
load  the  outer  truss  and  stringer  more  than  the  inner  truss  and  stringer 
and  that  just  the  reverse  is  true  for  loads  near  the  ends  of  the  span. 

The  diagram  in  Fig.  398  shows  the  conditions  at  or  near  the  center 
of  the  span  where  g  represents  the  center  of  gravity  of  the  load.  Taking 
moments  above  A  we  obtain 
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r  = 4-  — ^ 

b    ^   b 


(3) 


for  the  vertical  concentration  on  the  truss  at  B  where  TV  representiS  the 
weight  of  the  load  and  F  the  centrifugal  force.  If  the  super-elevation 
of  the  outer  rail  be  in  accord  with  the  speed  or  velocity  of  the  load  the 
resultant  of  TV  and  F  will  pass  through  the  center  of  the  track,  in  which 
case,  taking  moments  about  A,  we  have 

r=JV[^^eyb  =  -^- (4) 

for  concentration  on  the  outer  truss.  As  is  seen,  the  part  We/b  is  due 
to  the  eccentricity,  and  as  is  evident  this  is  greater  for  a  moving  load 
than  for  a  static  load,  for  in  the  latter  case  F  would  be  zero  and  e  would 
be  less,  if  not  in  reality  shifted  to  the  other  side  of  the  center  line  of  the 
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floor  beam.  If  the  velocity  of  the  load  be  greater  than  thi 
tion  of  the  outer  rail  provides,  e  will  be  increased.  However, 
velocity  is  not  likely  to  occur  for  the  heavy  freight  trains  which  produce 
the  maximum  live-load  stress  in  the  trusses.  If  it  were  possible  to  locate 
accurately  the  center  of  gravity  ((/)  of  the  load,  the  concentration  could 
be  determined  in  any  case  on  the  outer  truss  by  taking  moments  about 
A — which  would  be  simply  the  application  of  equation  (3) — and  like- 
wise the  concentration  on  the  inner  truss  could  he  determined  by  taking 
moments  about  B.  But  as  it  is  practically  impossible  to  locate  the  center 
of  gravity  of  the  load,  as  it  varies  so  widely  for  the  different  engines 
cars,  it  is  more  practical  to  consider  the  velocity  to  accord  with  the 
elevation  of  the  outer  rail  and  simply  consider  the  concentration 
outer  truss  to  be  as  expressed  by  equation  (4). 

As  is  seen  from  Fig.  3!)7,  e  is  ei]ual  to  one-half  of  the  middle  ordinate 
at  the  center  and  ends  of  the  span,  and  fair  results  will  be  obtained  by 
as.suming  e  equal  to  one-half  of  the  middle  ordinate  throughout  the  entire 
length  of  the  span,  as  the  loads  near  the  center  of  span  contribute  the 
greater  part  of  the  chord  stresses  and  the  loads  near  the  end  contribute 
the  greater  part  of  the  web  stresses  and  hence  the  actual  discrepancy  is 
slight.  Then,  to  obtain  the  maximum  live-load  stresses  in  the  trusses^, 
wc  would  first  calculate  the  maximum  stress  in  each  member  the 
as  for  ordinary  bridges,  assuming  the  load  applied  along  the  center 
of  the  bridge,  and  then  increase  each  of  these  stresses  by  the 
obtained  by  multiplying  the  stress  in  each  case  by  e/h  when  e  is  taken 
as  half  tjie  middle  ordinate  and  h  as  the  distance  between  trusses.  That 
is.  if  S  be  the  stress  in  a  member  due  the  load  considered  applied  along 
the  center  line  of  the  bridge,  the  stress  due  to  the  ceecntricity 
S  X  e/b,  and  hence  the  total  stress  in  the  member  due  to  live  load  woi 
be  «  +  Se/6. 

In  case  more  accurate  results  be  desired  than  are  obtained  by  takii 

the  eccentricity  e  equal  to  one-half  the  middle  ordinate,  the  vi ' 

at  each  floor  beam  can  be  computed  and  the  conceJitration  on  the  trusi 

at  each  of  those  points  determined  and  the  stresses  in  the  trusses  due 

same  computed.     However,  in  that  case  an  equivalent  uniform  livi 

should  be  used,  as  the  work  would  be  quite  tedious  if  wheel  loads  be  used. 

When  the  stringers  are  symmetrically  placed  with  reference  to  the 

center  hne  of  the  bridge,  the  maximum  moment  and  shear  on  the  outer 

stringers  are  obtained  by  first, 

determining  the  moment 

shear    for    symmetrical    li 

and  then  increasing  each 

-  these  by  the  amount  obtained' 

by  multiplying  each  by  c/b' 

where  b'  is  taken  as  the  dis- 

^K-  3eo  tance   between   the   stringers. 

The  moment  and  shear  on  the 

inner  stringers  would  really  be  decreased  by  the  same  amount;  however, 

it  is   usual   practice   to   make  the   outer  and    inner  stringers   of   equal 

In  ease  the  curve  is  quite  sharp  the  stringers  are  usually  off-set, 
shown  in  Fig.  399,  in  which  case  the  stringers  are  about  equally  I< 
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and  they  are  designed  as  in  ordinary  cases.  The  stringer  bracing  should 
be  designed  sufficiently  heavy  to  transmit  the  centrifugal  force.  The 
stress  in  this  bracing  is  determined  in  the  same  manner  as  shown  ^  above 
for  the  lateral  system  of  the  structure. 

In  determining  the  maximum  moment  and  shear  on  the  floor  beams^ 
the  eccentricity  of  the  loading  must  be  taken  into  account.  Otherwise 
the  work  is  the  same  as  previously  shown. 

In  the  case  of  double-track  bridges  the  determination  of  the  stresses 
due  to  centrifugal  force  is  the  same  as  for  single-track  structures^  except 
that  both  tracks  must  be  considered. 

According  to  the  A.R.E.  Specifications^  "structures  located  on  curves 
shall  be  designed  for  the  centrifugal  force  of  the  live  load  applied  at  the 
top  of  the  high  rail.  The  centrifugal  force  shall  be  considered  as  live 
load  and  derived  from  the  speed  in  miles  per  hour  given  by  the  expres- 
sion 60  -  2iD,  where  D  equals  degree  of  curve." 

The  velocity  given  by  this  expression  (60  — 2^D)  for  the  different 
degrees  of  curvature  and  the  corresponding  centrifugal  force  are  as 
follows : 


D               V                  F 

D          r            F 

V 57.5 0.039^ 

4° 50.0 0.117W 

2° 55.0 omw 

5° 47.5......0.132/V 

3° 52.5 O.OdlW 

6° 45.0 0.U2W 

where  D  represents  the  degree  of  curvature,  V  the  velocity  (speed)  in 
miles  per  hour,  F  the  centrifugal  force  in  pounds,  and  W  the  weight  of 
the  load  in  pounds,  which  would  be  the  weight  of  load  per  ft.  of  span  if 
a  uniform  live  load  be  used. 

255.    Economic  Depth  of  Trasses. — ^As  is  evident,  a  truss  is  of 

economic  depth  as  regards  weight  and  stiffeners  when  the  weight  of  the 
web  members  is  equal  to  the  weight  of  the  chord  members.  Of  course 
the  weight  of  the  floor  system,  which  varies  with  the  length  of  panels,  is 
part  of  the  total  weight  of  the  structure,  and  hence  the  panel  length  is 
involved.  There  are  so  many  variables  involved  that  the  theoretical 
determination  of  economic  heights  and  panel  lengths  is  practically  impos- 
sible. The  most  satisfactory  values  for  heights  and  panel  lengths  are 
obtained  by  actual  calculations.     The  following  values  are  recommended: 

■For  Railroad  Bridges- 


Length  of  Span                  Length  of  Panels  Height  of  Truss 

in  Feet  in  Feet  in  Feet 

100  25  30 

125  25  30 

150  25  31 

175  25  33 

200  25  39 

225  25  46 

250  25  60 

300  25  66 

400  (14  panels)  28.58  (about)                      62 

500  (16  panels)  31.25  72 

Heights  for  intermediate  lengths  can  be  obtained  by  interpolating. 


'■ 
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Length  of  Span 
in  Feet 
105 
135 
150 
16» 

Length  of  Panel 
in  Feet 
15 
15 
16.S 
IS 

Height  of  Trat, 

in  Feet 

30 

84 
23 

32 


^^^H  In  order  to  obtain  the  required  overhead  clearance  and  a  satisfac- 

B^^       tory  depth  of  portal  the  height  of  truss  is  limited  to  abont  30  ft-  in  the 
W  case   of  railroad  bridges  and  to  about  30   ft.   in  the  case  of  highway 

I  bridges.     The  minimum  economic  panel  length  for  railroad  bridges  is 

I  about  25  ft.  and  the  maximum  about  33  ft.,  while  in  the  case  of  highway 

I  bridges  the   minimum  panel  length  is  about   15   ft.   and   the   maximam 

I  about  20  ft. 

t  266.    Economio  Span  Length. — The  shortest  bridge  in  the  case 

^^^^_     of  a  single  span,  as  a  rule,  is  the  cheapest,  as  the  cost  of  the  two  abut- 
^^^^L.  ments  in  most  cases  is  practically  independent  of  the  span  length.     How- 

^^^^B  ever,  in  a  few  cases  the  profile  of  the  crossing  is  such 

^^^^F  that  the  cost  of  the  abutments  is  materially  affected 

^^^^^  by  their  location.     In  such  cases  care  must  be  taken 

in  locating  the  abutments  so  that  their  cost  is  a 
minimum,  the  usual  limit  being  when  the  cost  of  the 
span  equals  the  cost  of  the  two  abutments.  Often  the 
required  water  way  or  local  conditions  govern  the 
length  of  the  span,  in  which  cases  economy  of  span 
length  can  not  be  considered.  In  case  a  bridge  is 
composed  of  several  spans  the  spans  are  practically 
of  economic  length  when  the  cost  of  superstructure 
minus  the  floor  system  is  equal  to  the  cost  of  the  sub- 
structure minus  the  cost  of  the  end  abutments.  This 
is,  of  course,  assuming  that  the  total  length  of  the 
bridge  is  fixed  either  by  the  required  water  way  or 
local  conditions.  Tlie  problem  can  be  solved  only  by 
trial.  First  a  profile  of  the  crossing  should  be  drawn 
carefully  to  scale  and  the  base  of  rail  or  roadway 
located  thereon,  and  next  the  cost  of  an  average  pier 
computed,  and  then  by  using  the  formulffi  of  Art, 
124  (Art.  221  in  the  case  of  highway  bridges)  the 
weight  of  metal  in  the  spans  of  different  lengths  can 
be  obtained  (the  weight  of  the  floor  system  must  he 
subtracted  in  each  case)  and  by  careful  comparison 
Fig.  400  of  the  different  bridges  possible  we  can  readily  as- 

certain the  economic  length  of  spans. 
267.     Stresses  in  Portals.— Portals  other  than  the  one  previously 
lonsidcred    (Art.    179)    are   sometimes    used.     The    plate    girder    portal 
ihown  at  (a),  Fig.  400,  is  occasionally  used  in  case  of  bridges  having 
I  hallow  trusses. 
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Assuming  the  bottom  ends  of  the  end  posts  as  hinged^  the  wind 
pressure  tends  to  distort  the  end  posts  and  portal  as  indicated  at  (6). 

Considering  the  forces  to  the  right  of  section  SS  and  taking  moments 
about  d  [see  sketch  at  (c)]  we  obtain 

F=^-^. (1) 

e         e  ^ 

for  the  stress  in  the  bottom  flange  of  the  portaL 
But  F=-(fi  +  P)  and  //=J-(i2  +  P). 

Substituting  these  values  in  (1)  we  obtain 

F=^(«  +  P)-— (i2  +  P). 

When  j?=0 

F=A(i2  +  P) (2). 

When  «=w/2 

F=0    (3). 

When  «  =  w 

y=-^(«  +  i') , (4). 

Now  it  is  seen  from  the  above  equations  that  the  stress  in  the  bot- 
tom flange  of  the  portal  is  sero  at  the  center  of  the  portaTand  a  maximum 
at  each  end,  being  tension  at  one  end  and  compression  at  the  other. 

Taking  moments  about  6  we  obtain 

M^^(''^f)-T' <»' 

for  the  stress  in  the  top  flange  of  the  portal.     Substituting  A/w(i2  +  P) 
for  V  and  ^(/2  +  P)  for  H  in  equation  (5)  we  obtain 


F'=i(«+P)(^)-.(«+0-^(«+P) 


=  ^(fi^P)+f-^(«+P) (6). 

When  jr  =  0 

^'  =  2^(«  +  ^)+2   (7). 

When  «=w/2 

^'=f w- 

When«=w 

y'=^(«+^)  +  f (9). 


1    If  »  *      ■  -  .♦ 


S79 


■mxo(^snBAL  ws' 


%     i 


Flma  tii^Se  equiitioiis  it  is  seen  tiiat  the  maxiimini  staresr  la  the  top 
fllai^  of  the  portid  oeeors  at  the  ends,  being  eompzessioii  s^  one  end  md 
tension  at  Uhs  oth^,  and  that  Hie  miniinnni  stress  in  tii^  top  flai^  ooeus 
at  the  eent^  of  the  portal  where  it  is  eqnal  to  B/2» 

The  shear  on  the  portal  is  constant  thron^^nt  its  lengUi  and  is 
e^oal  to  F.  In  case  the  bottom  ends  of  the  end  posts  be  fixed  the  above 
will  apply  by  sabstitnting  i(^-0  for  (h-e)  and  e+A/8  for  h  (see 
Art  179). 

Aft^  the  stresses  in  the  portal  are  detennined  the  required  sectUns 
are  readily  oompnted.  Each  of  the  flanges  should  be  snch  that  L/r  does 
not  exceed  120.  The  portal  shown  at  (a).  Fig.  401,  is  nsed  in  case  of 
limited  clearance. 

Assuming  the  bottom  ends  of  the  end  posts  to  be  hinged,-  the  wind 
l^essore  tendi  to  distort  the  end  posts  and  the  portal  as  is  indicated 
Ht  (6).    The  shear  between  g  and  /  is  Constant  and  is  eqiial  to  V*    The 


Fier.  402 


moment  at  g  and  also  at  /  is  equal  to  F  x  &/2  which  is  obtained  by  taking 
moments  about  either  g  or  /.  The  moment  at  o  is  zero  and  at  any  point 
between  o  and  f  or  between  o  and  g  it  is  Vz,  Assuming  the  moment  to  be 
zero  at  a  and  k  the  strut  afgk  can  be  considered  as  a  continuous  beam. 

Then  taking  moments  at  either  f  or  g  we  have  (Fx  6/2)  -i-d  for  the 
reaction  at  A;  or  a  which  is  the  shear  in  gk  or  af.  The  moment  at  any 
point  in  gk  or  af  is  equal  to  [(Fxb/2)  ■i'd]x.  If  x  =  d  we  have  Vxh/2 
for  the  moment  at  g  or  f  which  is  the  same  as  found  above. 

The  horizontal  component  of  the  stress  in  knee  brace  gm  is  obtained 
by  considering  the  forces  to  the  right  of  section  2-2  and  taking  moments 
about  k.  Then  the  stress  in  gm  is  obtained  by  multiplying  this  com- 
ponent by  sec^.  The  stress  in  knee  brace  cf  is  obtained  in  the  same  man- 
ner— considering  the  forces  to  the  left  of  section  1-1. 

In  case  the  bottom  ends  of  the  end  posts  are  fixed  the  above  will 
apply  by  substituting  i(h-e)  for  {h-e)  and  e  +  ^(A-e)  for  h. 

The  portal  shown  at  (a),  Fig.  402^  is  known  as  a  lattice  portal.  It 
is  distorted  by  the  wind  pressure  very  much  the  same  as  the  plate  girder 
portal. 

As  the  shear  is  constant  and  equal  to  V  throughout  the  length  of  the 
portal  the  diagonals  are  assumed  to  be  equally  stressed.  As  one  system 
is  in  compression  and  the  other  in  tension  the  moment  of  the  stresses  in 
the  diagonals  about  any  point  on  a  vertical  line  through  the  intersectioii  of 
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the  diagonals  is  equal  to  zero  as  the  moments  balance.  Then  by  taking 
moments  about  c  and  considering  the  forces  to  the  left  of  any  section 
as  2-2^  shown  at  (6)^  we  have 


F= 


Hh-Vx 


for  the  stress  in  the  bottom  flange  at  h  and  taking  moments  about  h  we 
have 

H(h-e)-VT     P 

^= ~e -^2 

for  the  stress  in  the  top  flange  at  c.     The  flange  stress  throughout  the 
portal  can  be  obtained  in  this  manner. 

The  stress  in  the  diagonals  is  obtained  by  dividing  the  shear  (F)  by 
the  number  of  diagonals  cut  by  a  vertical  plane^  and  multiplying  this  by 
the  secant  of  the  slope  of  the  diagonals. 

The  portal  shown  in  Fig.  403  is  used  to 
some  extent^  especially  for  long  span  bridges. 
Let  us  first  assume  that  the  diagonals  take  ten- 
sion only.  Then  diagonal  db  would  have  zero 
stress  when  the  wind  pressure  is  applied  as 
indicated  and  diagonal  ac  would  have  zero  stress 
if  the  wind  pressure  were  applied  from  the 
opposite  direction. 

Assuming  the  bottom  ends  of  the  end  posts 
hinged,  and  taking  moments  about  a  (ignoring 
diagonal  bd)  and  considering  the  forces  to  the 
left  of  section  2-2  we  obtain 


Fig.  403 


5  = 


Hh 


(1) 


for  stress  (compression)  in  be,  and  taking  moments  about  c  (ignoring 
diagonal  bd)  and  considering  the  forces  to  the  right  of  section  3-3  we 
obtain 


e 


H) 


for  the  stress  (tension)  in  ad. 

The  stress  in  the  diagonal  ac  is  equal  to  Vsecif>.  If  the  wind 
pressure  were  applied  from  the  opposite  direction  to  that  indicated 
diagonal  bd  would  be  stressed,  and  the  stress  in  be  and  ad  would  be 
determined  by  taking  moments  about  d  and  b,  respectively.  The  stress 
in  diagonal  bd  would  be  Fsecif}  and  the  stress  in  diagonal  ac  would  be 
zero. 

In  case  the  diagonal  were  considered  to  take  compression  as  well  as 
tension  we  would  assume  the  two  equally  stressed  and  then  by  taking 
moments  about  o  and  m  the  stress  in  be  and  ad  could  be  determined,  as 
the  sum  of  the  moments  of  the  stresses  in  the  diagonals  about  these  points 
would  be  zero  as  they  would  balance. 
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If  the  lower  ends  of  the  end  posts  be  considered  fised,  the  above 
would  apply  if  i{h~p)  be  substituted  for  (A-e)  and  e+i{h~e)  for  k. 

The  depth  of  the  portal,  as  a  rule,  is  so  shallow,  na  compared  witb 
the  length  of  the  end  posts,  that  the  bending  of  the  posts  along  the  ends 


of  the  portal  can  be  ignored,  and  i 


case  the  lower  ends  of  tlic  posts 

fixed  tbc  points  of  contra- 
Hex  ure  in  the  posts  can  be 
considered  as  being  mid- 
way between  the  portal 
and  the  lower  end  of  the 
poflts,  OS  has  been  done  in 
all  previous  examples.  But 
in  a  few  cases  the  required 
depth  of  the  portal  is  so 
great  that  tiie  bending  of 
the  end  posts  along  the 
ends  of  the  portal  mast  be 
taken  into  account  in  de- 
termining the  points  of 
contra-fiesure  in  the  posts. 
Let  the  diagram  shown, 
ru.  Ml  (a),    pi^,    iOi^    r«pFeBent 

mdt  A  case.  The  distor- 
tion of  the  portal  memben  Is  so  small  as  oomparpd  witb  the  flexure  of  the 
posts  that  Ute  points  C  and  B  can  bo,  assmoed  to  remain  in  a  Tcrtical  Une 
and  likewise  the  points  23  and  E.  The  problem  is  to  determine  the  yahie 
of  s,  which  is  the  distance  from  the  lower  ends  of  the  end  posts  up  to  the 
points  of  contra- flexure. 

Let  R  represent  the  horizontal  component  of  the  forces  acting  upon 
the  post  at  C,  and  R'  the  horizontal  component  of  the  forces  at  B.  Then 
the  post  ABC  can  be  considered  as' a  beam  fixed  at  A  and  acted  upon  by 
the  forces  R  and  R'  as  indicated  at  (6). 

Then,  for  the  binding  moment  at  any  point  on  this  beam  between 
A  and  B  we  haye 


o 

A 

^ 
r 

£ 

B 

\ 

•< 

/An                   //\ 

\ 

// 

N 

^ 

k 

M=EI 


d'y_ 


B(ll-»)-B'(c:-»). 


.(1). 


Integrating,  we  have 

«g-_«(».4)-H-(„4).o. 

dv 
Bat  -^  =  0  when  j;  =  0,  therefore  C  =  0,  and  we  have 
dx 

<-k'--i)-->i'-'i) 

Int^rating  again,  we  obtain 


.(8). 
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But  jf  =  0  when  j?  =  0,  therefore  C  =  0,  and  we  have 

^"-"{"t-tJ-H't-t) ••••(')• 

For  the  bending  moment  at  any  point  between  C  and  B  we  have 

M'=EI^=R(h-x) (4). 

Integrating^  we  have 

^^£=«  (*'=?)  ^^" («)• 

As  is  obvious  (2)  and  (5)  are  equal  when  j:  =  c  in  each.  So  by 
substituting  c  for  x  in  both  (2)  and  (5)^  equating  and  reducing,  we 
obtain 

c* 
C''=-R'  — 

Substituting  this  value  of  C  in  (5)  we  obtain 

Integrating  again^  we  have 

£/,=«(A^-^)-fl'g+C'" (6). 

As  is  obvious,  (3)  and  (6)  are  equal  when  «  =  <;  in  each.    So  bj  substi- 
tuting e  for  *  in  both  (3)  and  (6),  equating  and  reducing,  we  obtain 


c« 


D 

Substituting  this  value  of  C ''  in  (6)  we  obtain 

*2-6-)-*'y^-^6-«' (^)- 

As  points  C  and  B  are  in  the  same  vertical  line  (3)  and  (7)  are 
equal  for  jr  =  c  in  (3)  and  jr  =  A  in  (7).  So  substituting  these  values, 
equating  and  reducing,  we  obtain 

R^  ^      3c»  -  3c'fe      _  3c^ 

When  «  =  «  we  have 

Af"=«(A-«)  -i2'(c-«)  =0. 


From  this  equation  we  obtain 
R'      (h-z) 


(9). 
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Now  equating  (8)  and  (9)  and  reducing  we  obtain 

"-W^Th)  (^^^- 

By  applying  equation  (10)  the  points  of  contra-flexare  in  the  posts 
can  be  determined  and  then  the  stresses  in  the  portal  can  be  complited 
as  previously  explained. 


DRAWING  ROOM  EXERCISE  NO.  9 

(a)  Design  a  single-track  through  pin-connected  curve  chord  Pratt 
truss  railroad  bridge  and  make  a  complete  stress  sheet  of  same  upon 
tracing  cloth. 

Data: 

Length  of  span  =  9  panels  at  26'-0"  =  234'-0"  c.c.  end  pins. 

Height  of  truss  at  center  =  46'-0". 

Height  of  truss  at  hip  =  31'-0". 

Top  chord  joints  to  be  on  the  arc  of  a  parabola. 

Live  load,  Cooper's  £50. 

Dead  load,  to  be  assumed. 

Specifications^  A.  R.  E.  Ass'n. 

(b)  Make  a  general  detail  drawing  of  the  above  bridge. 

(c)  Design  a  single-track  through  Pettit  truss  railroad  bridge  and 
make  a  stress  sheet  for  same. 

Data: 

Length  of  span  =  14  panels  at  28'-0''  =  392'-0"  c.c.  end  pins. 
Live  load,  Cooper's  -E50. 
Dead  load,  to  be  assumed. 
Specifications,  A.  R.  E.  Ass'n. 

(d)  Design  a  pony  truss  highway  bridge  and  make  a  general  draw- 
ing of  same  on  tracing  cloth. 

Data : 

Length  of  span  =  6  panels  at  8'-0"  =  48'-0". 

Height  of  truss  =  6'-6". 

Width  of  roadway  =  16'-0^ 

Concrete  floor — 7''  slab  and  3''  gravel  fill. 

Specifications,  as  per  Art.  222. 

(e)  Design  a  through  pin-connected  curve  chord  highway  bridge. 

Data : 

Length  of  span  =  9  panels  at  18'-6"  =  166^-6"  c.c.  end  pins. 

Height  of  truss  at  center  =  28'-0". 

Height  of  truss  at  hip  =  20'-0". 

Roadway,  16'-0''. 

Concrete  floor — C  slab  and  3''  gravel  fill. 

Specifications,  as  per  Art.  222. 


CHAPTER  XIV 

DESIGN  OF  BUILDINGS 
MILL  BUILDINGS 

258.  Preliminary. — The  simplest  type  of  mill  building  consists  of 
a  steel  roof  supported  upon  brick  or  concrete  walls  as  shown  at  (a), 
Fig.  405.  This  type  of  building  is  satisfactory  for. power  houses^  pumping 
stations^  and  small  manufacturing  plants  where  light  material  is  handled. 

The  type  shown  at  (&)  consists  of  a  steel  roof  supported  upon  steel 
columns.  The  side  and  end  walls  for  this  type  may  be  brick^  hollow 
tile,  concrete^  metal  lathing  plastered,  or  corrugated  iron.  In  case  the 
material  handled  is  heavy,  an  overhead  crane  would  be  installed.  This 
crane  would  run  lengthwise  of  the  building  and  be  supported  upon  girders 
riveted  to  the  columns. 

The  type  shown  at  (c)  is  practically  the  same  as  the  one  shown  at 
(h)  except  a  shed,  known  as  a  lean-to,  is  attached  to  each  side  and  a 
monitor  or  ventilator  is  built  onto  the  top  of  the  roof  for  the  purpose  of 
ventilating  and  lighting  the  building. 

The  type  shown  at  {d)  is  simply  a  double  building  of  the  same 
type  as  the  one  shown  at  (c)  except,  as  a  rule,  it  would  be  proportionately 
larger. 

The  type  shown  at  (e)  is  known  as  the  saw-tooth  construction.  This 
type  of  construction  is  used  in  the  case  of  a  very  wide  building  in  order 
to  obtain  light  in  the  interior  of  the  building. 

All  of  the  types  shown  above  are  for  steep  roof  construction  where 
the  roof  covering  is  corrugated  iron,  slate,  concrete,  or  tile.  In  case  of 
flat  roof  construction,  where  the  roof  covering  is  felt  covered  with  tar 
and  gravel,  the  types  shown  in  Fig.  406  are  used. 

The  type  shown  at  (/)  consists  of  a  steel  roof  supported  upon  brick 
or  concrete  walls. 

The  type  shown  at  (g)  consists  of  a  steel  roof  supported  upon  steel 
columns.  The  end  and  side  walls  may  be  corrugated  iron,  brick,  con- 
crete, hollow  tile,  or  metal  lathing  plastered. 

The  type  shown  at  (h)  is  the  same  as  the  one  shown  at  (^)  except 
a  lean-to  is  added  to  each  side. 

The  type  shown  at  (k)  is  practically  the  same  as  the  one  shown  at 
{h)  except  each  lean-to  is  wider  and  the  building  is  proportionately 
larger  in  every  way. 

The  types  of  buildings  shown  in  Figs.  405  and  406  are  general 
types.  These  are  often  modified  to  suit  certain  special  requirements ; 
in  fact  it  is  impossible  to  indicate  types  suitable  for  all  cases. 

As  a  rule  the  nature  of  the  material  to  be  handled  and  the  required 
location  of  the  machinery  govern  the  type  of  building  used. 
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The  maximam  length  of  span  for  the  trusses  as  a  rule  is  limited  by 
the  length  of  the  cranes  which  have  a  maximum  length  of  about  80  ft. — 
more  often  40  or  50  ft.  is  used. 

The  names  of  the  different  parts  of  an  ordinary  steel  mill  building 
are  given  in  Fig.  407.  These  same  names^  however,  apply  in  general 
to  steel  mill  buildings. 

The  most  common  forms  of  roof  trusses  are  shown  in  Fig.  408.  The 
steep  pitch  roofs  are  used  when  the  roof  covering  is  corrugated  iron, 
slate,  or  tile,  and  the  flat  roofs  are  used  when  the  roof  covering  is  felt 


(CO   Fink  Truss 


(b)fbnTruss. 


(C)  Warren  Truss. 


(d)  Pralf  Truss. 


M  Haf^  Ifihrren  Truss. 


(f)  f/af-  Fraff  Truss. 


(g)     Howe  Truss, 


(h)  Flai"  Hov^&lruss. 
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covered  with  tar  and  gravel.  Concrete  roof  covering  may  be  used  in 
either  case. 

The  details  shown  in  Fig.  409  are  those  of  a  truss  supported  upon 
columns.  The  purlins  are  channels  which  are  supported  on  the  roof 
truss  at  panel  points.  The  roof  covering  is  corrugated  iron  connected  to 
the  purlins  by  steel  bands. 

The  details  shown  in  Fig.  410  are  those  of  a  roof  truss  supported 
upon  walls.  The  roof  covering  is  slate  laid  on  2"  sheathing.  The 
purlins  are  channels  which  have  6"x3"  nailing  strips  bolted  to  them. 
In  this  case  the  purlins  are  not  at  panel  points  and  the  top  chord  must 
be  designed  heavy  enough  to  resist,  in  addition  to  the  direct  stress,  the 
cross  bending  caused  by  the  purlin  loads.  Wooden  purlins  as  shown 
at  (a)  are  sometimes  used,  which  is  very  good  construction. 

The  details  shown  in  Fig.  411  are  those  of  a  roof  without  purlins. 
The  sheathing  consists  of  2'^  x  4^'  timbers  laid  on  edge,  acting  as  beams 
extending  from  truss  to  truss.  The  bay  length  in  the  case  of  such  con- 
struction should  be  limited  to  about  14  or  15  ft.     In  case  the  roof  load 
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on  the  trusses  is  quite  heavy  and  not  supported  at  panel  points,  the  top 
chords  of  the  trusses  arc  constructed  of  two  angles  and  a  plate  as  shown 
in  Fig.  411.     The  plate  is  principally  for  transmitting  shear. 


The  details  shown  in  Fig.  412  are  those  of  an  ordinar;  i 
where  louvre  bars  are  used.     The  details  shown  in  Pig.  413  are  tfaoM  o( 
an  ordinary  monitor  where  pivoted  windows  are  used. 

Pitch  of  a  roof  truss  is  the  ratio  of  its  height  to  its  length.  Thoa; 
A  roof  truss  60  ft.  long  and  30  ft  high  would  have  |  pitch,  and  if  ita 
iieight  were  30  ft.  the  pitch  would  be  ^.    The  terms  "pitdi"  and  "sh^" 
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are  somewhat  confusing.  The  pitch  of  an  ordinaTj  tmas  is  obtained  hy 
dividing  its  rise  or  height  by  its  total  length,  while  the  slope  is  obtained 
by  dividing  its  faei^t  by  one-half  of  its  length. 


A  lean-to  truss,  as  shown  at  (d),  Fig.  405,  can  be  considered  as  a 
half  truss. 

The  pitch  of  a  roof  depends  upon  the  roof  covering.  The  foUvwing 
is  recommended: 
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Roof  Covering  Pitch 

Corrugated   Iron not  less  than  ^. 

Slate not  less  than  i,  preferably  ^  or  }. 

Tile  .  ^ not  less  than  ^. 

Felt^  tar^  and  gravel. .  .not  more  than^,  preferably i^^. 

259.  Dead  Load. — Except  for  the  roof  trusses^  the  dead  load  for 
mill  buildings  is  readily  estimated.  In  making  these  estimates  the  fol- 
lowing units  of  weights  may  be  used: 

Timber   4.0  lbs.  per  sq.  ft  B.  M. 

Concrete    150.0  lbs.  per  cu.  ft. 

Corrugated  iron^  ^16 3.5  lbs.  per  sq.  ft. 

Corrugated  iron,  ^18 2.7  lbs.  per  sq.  ft 

Corrugated  iron,  ^20 1.9  lbs.  per  sq.  ft 

Corrugated  iron,  ^22 1.5  lbs.  per  sq.  ft 

Slate,  i^^  thick,  3"  double  lap . . .  4.5  lbs.  per  sq.  ft 

Slate,  ^^'  thick,  3^^  double  lap . . .  6.5  lbs.  per  sq.  ft 

Tile    (plain) 18.0  lbs.  per  sq.  ft 

Tile  (Spanish) 8.5  lbs.  per  sq.  ft 

Class,  Y^  thick 2.0  lbs.  per  sq.  ft 

Gravel,  felt,  and  tar  roof  covering.  5.0  lbs.  per  sq.  ft 

Hollow  tile  (gross) 40.0  lbs.  per  cu.  ft 

The  approximate  weight  of  roof  trusses  in  pounds  per  sq.  ft  of  roof 
surface  is  as  follows: 

Pitch 

Flat  i  i            i  i 

20-ft  span 2.0  1.9  1.8  1.7  1.5 

30-ft  span 2.6  2.5  2.3  2.1  1.8 

40-ft  span 3.3  3.2  2.9  2.8  2.4 

50-ft  span 3.8  3.6  3.4  3.2  2.7 

60-ft  span 4.6  4.4  4.1  3.8  3.2 

70- ft  span 5.2  4.9  4.6  4.3  3.7 

80-ft  span 5.7  5.4  5.1  4.8  4.1 

90-ft  span 6.4  6.1  5.7  5.3  4.6 

100-ft  span 7.0  6.7  6.2  5.8  5.0 

120-ft  span 8.0  7.6  7.1  6.7  5.7 

260.  Snow  Load. — The  snow  load  on  roofs  varies  with  the  locality, 
slope  of  roof,  and  kind  of  roof  covering.  According  to  Trautwine,  fresh 
fallen  snow  weighs  from  5  to  12  lbs.  per  cu.  ft,  while  moistened  snow 
compacted  by  rain  will  weigh  from  15  to  50  lbs.  per  cu.  ft. 

The  following  loads  in  pounds  per  sq.  ft.  of  roof  surface  are  con- 
sidered to  be  sufficient  allowance  for  snow: 

Pitch 

Locality  Flat      i         4         i         i         i 

Central  SUtes 30       30       25       20       15       10 

Northwestern  SUtes 40       40       38       30       20       12 

New  England  SUtes 36       36       32       27       18       12 

Rocky   Mountain   States 35       35       30       26       15       10 
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These  loads  should  be  reduced  20  per  cent  in  diae  Uie  roof  covering 
be  slate  or  corrugated  iron. 

No  snow  load  need  be  considered  south  of  latitude  36^.  However, 
in  some  localities  south  of  this  latitude  a  load  of  10  lbs.  per  sq.  ft.  of 
roof  surface  should  be  included  in  roof  loads  to  allow  for  sleet.  In  fact, 
load  due  to  sleety  in  all  cases^  should  be  taken  as  10  lbs.  per  sq.  ft  of  roof 
surface. 

261.  Wind  Load. — The  wind  pressure  against  vertical  surfaces 
varies  with  the  velocity  of  the  wind  and  to  some  extent  with  the  area  of 
the  exposed  surface.  The  wind  load  (pressure)  on  vertical  surfaces  can 
be  safely  considered  as  30  lbs.  per  sq.  ft.  except  for  steel  towers^  where 
the  exposed  surfaces  are  small^  in  which  case  the  load  should  be  con- 
sidered as  40  lbs.  per  sq.  ft.  This  30  lbs.  pressure^  in  the  case  of  mill 
buildings,  is  considered  to  be  applied  to  the  vertical  sides  and  ends  of 
the  buildings. 

In  the  case  of  wind  load  on  sloping  roofs  the  pressure  is  assumed  to 
act  perpendicularly  or  normally  to  the  roof  surface.  This  pressure  can  be 
determined  only  experimentally.  Hutton  derived,  from  his  experiments 
in  1788^  the  following  formula: 

Pn=P(8ina) 

for  the  normal  pressure  due  to  wind  upon  inclined  surfaces,  where  P« 
represents  the  normal  pressure,  P  the  corresponding  horisontal  pressure, 
and  a  the  slope  of  the  surface. 

Duchemin,  in  1829,  derived  in  the  same  manner  the  following 
formula : 


P 


n 


^     /   2  sing  \ 
Vl  +  sin«a/ 


for  the  normal  pressure  on  inclined  surfaces,  where  the  letters  signify  the 
same  as  in  Hutton's  formula. 

These  two  formulas  are  in  general  use  and  the  values  for  the  nonnal 
pressures  when  P  equals  30  lbs.  are  as  follows: 

Normal  Pressure 
Slope  of  Roof  Hutton         Duchemin* 

6°   3.9  5.1 

10°    7.2  10.2 

15°   10.5  14.2 

18°-26'  (i   pitch) 13.0  17.4 

21°-48'    (i  pitch) 15.0  19.8 

26°-34'   (J  pitch) 18.0  22.4 

3()o   jg  9  24.0 

33°-4r  (i    pitch) ..............  22.0  25.5 

40°   25.1  26.7 

45°    (i   pitch) 27.1  28.2 

60°   30.0  30.0 

262.     Cranes. — In  designing  a  mill  building,  it  is  absolutely  neces- 
sary that  the  designer  have  complete  data  as  regards  the  type,  weight. 
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and  capod^  of  the  cranes  to  be  used,  and  also  the  clearance  required 
for  their  operation. 

The  data  giren  in  Fig.  414  will  suffice  in  most  cases  for  overhead 
cranes.     Howerer,  the  general  reqnirements  in  each  case  abould  be 
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carefully  stadicd;  and  often  it  is  advisable  to  consolt  the  company  that 
manafactores  the  crane  to  be  used. 

Oompl«t«  DMdgii  of  a  Roof  Snppcnrtod  upon  Bride  Walls 

363.    Data.— 

Sise  of  building =80  ft  long  by  40  ft  irlde. 
Length  of  roof  trusses = 40 '-0"  cc  end  bearings. 
Heif^t  of  roof  tmases^lO'-O"  (i  pitch). 
Length  of  b«y=20'-0". 
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Roof  coverings  slate  laid  on  2''  sheathing. 
Purlins^  steel  channels. 


264.  Design  of  Purlins.— As  2''  sheathing  is  specified^  the  first 
thing  to  do  is  to  determine  the  distance  that  the  purlins  can  he  apart,  so 
that  the  sheathing  will  not  be  overstressed  or  the  deflection  be  too  great 

The  load  on  the  sheathing  includes  snow,  wind,  and  the  weight  of 
the  slate  and  sheathing. 

The  maximum  snow  and  wind  load  is  not  likely  to  occur  at  the  same 
time  as  the  snow  would  be  blown  off.  Let  us  assume  that  the  wind  pres- 
sure is  18  lbs.  (Hutton — see  Art.  261)  and  the  snow  10  lbs.  per  sq.  ft 
of  roof  surface.  The  10  lbs.  snow  load  provides  for  sleet,  ice,  or  frozen 
snow.  Using  the  weights  given  in  Art.  259,  we  have  the  following  dead 
load  per  sq.  ft.  of  roof: 

"^"  slate       =    6.5  lbs.  per  sq.  ft.  of  roof  surface 
2"  sheathing  =   8.0  lbs.  per  sq.  ft.  of  roof  surface 

14.5  lbs.  per  sq.  ft  of  roof  surface 

Adding  this  to  the  snow  load  we  obtain  24.5  lbs.  This  load  acts 
vertically  while  the  wind  load  acts  normally  to  the  roof. 

Let  <f>  be  the  slope  of  the  roof.  Then  for  the  normal  pressure  due 
to  dead  and  snow  load  we  have 

24.5  X  co8<f>  =  24.5  x  0.895  =  21.9,  say  22  lbs. 

Now  adding  this  to  the  wind  load  we  have 

18  +  22  =  40  lbs. 

for  the  total  maximum  normal 
pressure  on  the  roof  per  sq.  ft. 
of  roof  surface.  Let  x  be  the 
distance  between  purlins,  as  in- 
dicated in  Fig.  415,  and  consider- 
ing the  sheathing  to  be  a  simple 
beam  1  ft.  wide,  we  have 

A/  =  J  X  40  X  a:=  X  12  =  60ar=  inch  lbs. 

for  the  maximum  bending  mo- 
ment. Taking  1,000  lbs.  as  the 
allowable  unit  stress  on  the 
sheathing  and  applying  Formula 
(C)  of  Art.  53,  we  have 


Pig.   41B 

from  which  we  obtain 


GOx^  =  1,000  X  8, 


d?=lL5  ft 


for  the  distance  that  the  purlins  could  be  apart  and  the  sheathing  would 
not  be  overstressed  from  the  40  lbs.  load.  The  sheathing  should  be 
capable  of  supporting  a  200-lb.  man  in  addition  to  the  12.5  lbs.  dead 
load.     Considering  the  man  to  be  midway  between  purlins   (center  of 
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span)  and  resolving  the  loads  normally  to  the  roof,  we  have 

M'=i  (14.5  X  0.895  x  x^  x  12)  +  ^  x  0.895  x  ^  x  12  =  19.4««  +  537* 

2  2 

for  the  bending  moment.    Then  we  have 

19.4** +  537*  =  1,000x8, 
from  which  we  obtain 

«  =  10.8  ft 

for  the  distance  between  the  purlins  which  is  only  0.7  ft.  less  than  found 
above  for  the  40  lbs.  load.  But  we  know  from  experience  that  such 
spacing  would  not  be  practical  as  the  deflection  of  the  sheathing  would 
be  so  great  that  the  slate  would  be  broken.  From  this  it  is  seen  that 
the  spacing  of  the  purlins  depends  entirely  upon  the  maximum  allowable 
deflection  of  the  sheathing.  This  deflection  should  not  exceed  j\jf  of 
the  distance  between  the  purlins.  For  the  deflection  due  to  the  200-lb. 
man  at  mid  span  (see  Art.  65)  we  have  the  following  expression: 


A  = 


48£/" 


Placing  this  equal  to  «/800  and  taking  E  as  1,000,000  and  P  as  200,  we 
have 

200  X  0.895  X  j?»       X 


from  which  we  obtain 


48  X  1,000,000  X  8  ""  800' 
«  =  51.8"  or  about  4'-4". 


If  the  deflection  due  to  the  dead  load  of  14.5  lbs.  per  sq.  ft.  of  roof 
surface  be  taken  into  account  the  value  of  x  will  be  a  little  less  than  4^-4'', 
so  the  correct  distance  will 
be  about  4'-0".  The  actual 
spacing  of  the  purlins  de- 
pends to  some  extent  upon 
the  design  of  the  roof  truss. 
In  this  case  a  Fink  truss 
will  be  used  and  the  most 
suitable  spacing  obtainable 
of  the  purlins  is  shown  in 
Fig.  416.  This  gives  a  dis- 
tance of  about  3'-8"  be- 
tween purlins. 

The    dead    and    snow 
load  as  given  above  is  24.5  lbs.  per  sq.  ft.  of  roof  surface.     Adding  to 
this  the  wind  load  of  18  lbs.,  which  we  will  consider  to  act  the  same 
as  the  dead  load  on  the  purlins,  we  have 

24.5  +  18=42.5,  say  43  lbs. 

for  the  total  load  per  sq.  ft  of  roof  surface. 

Now,  as  the  purlins  are  3^-8''  apart,  we  have 

43x3.66  =  167.38,  say  168  lbs. 


Tig.  416 
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for  the  roof  load  per  ft.  of  purlin.  Assuming  the  purlin  to  weigh  12  lbs. 
per  ft.  we  have 

158 +  12  =  170  lbs. 

for  the  total  load  per  ft.  of  purlin.  Then  for  ihe  maadmum  bending 
moment  on  the  purlin  we  have 

M ' = J  X 170  X  20\  12  =  102,000  inch  lbs. 

Dividing  this  by  16,000  we  obtain  a  section  modulus  of  6.3  which 
calls  for  a  7"  x  12i#  [  or  an  8"  x  lli#  [.  The  8''  x  lli#  [  wiU  be  used 
for  purlins  throughout. 

Theoretically  the  slope  of  a  purlin  should  be  taken  into  account 
in  determining  the  maximum  stress  on  it,  but  as  the  above  result  would 
not  be  changed  by  so  doing  (especially  if  the  stiffening  effect  of  the 
nailing  strips  and  sheathing  be  taken  into  account)  we  are  really  justified 
in  ignoring  the  slope,  as  was  done  in  the  above  calculations. 

265.    Deterndnation  of  Stresses  in  the  Trusses  Dne  to  Dead 

and  Snow  Load. — There  are  really  two  loads  to  consider:  The  dead 
and  snow  loads  that  can  be  combined  with  the  maximum  wind  load,  and 
the  dead  and  maximum  snow  load  that  cotild  be  combined  with  one-third 
of  the  maximum  wind  load.  The  first  is  given  above  as  24.5  lbs.  per  sq. 
ft.  of  roof  surface  where  the  snow  (sleet)  is  taken  as  10  lbs.  Combining 
this  with  the  maximum  wind  load  (Hutton)  we  obtained  the  43  lbs.  given 
above.  For  the  other  load,  taking  the  maximum  snow  for  the  Central 
States,  we  have 


Snow 

Dead  Load 

Wind 

20 

+         14.5         + 

6     =40.5  lbs. 

which  is  less  than  the  combination  first  considered.  So  we  will  use  the 
24.5  lbs.  dead  and  snow  load.  The  end  reaction  on  each  purlin,  except 
the  cave  and  ridge  purlins,  is  24.5x3.66x10  =  896.7,  say  900  lbs.,  and 
hence  the  concentration  on  the  truss  at  each  of  these  purlins  is  900  X  2  = 
1,800  lbs.    Then  the  load  on  the  truss  will  be  as  shown  in  Fig.  417. 


Fig.  417 


The  concentration  on  the  panel  points,  considering  the  top  chord  in 
each  panel  as  a  simple  beam,  is  shown  at  (a),  Fig.  418.  The  diagram  of 
the  stresses  is  shown  at  (6).  This  diagram  is  constructed  by  beginning 
at  joint  A  and  passing  around  each  joint  clock- wise.    Thus,  laying  off  1-2 
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equal  to  the  reaction  and  2-3  equal  to  the  1,480  lbs.  load  and  closing  on 
1  and  3  we  obtain  1-2-3-4-1  for  the  stress  diagram  for  joint  A.  Starting 
at  4  and  passing  around  joint  a  clock- wise,  we  obtain  4-3-5-6-4  for  the 
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stress  diagram  for  that  joint.  Starting  at  1  and  passing  around  joint  B 
clock- wise  we  obtain  1-4-6-7-1  for  the  stress  diagram  for  that  joint. 
The  stress  diagrams  for  joints  b  and  C  can  not  be  drawn  as  the  structure 
stands  as  there  are  three  unknown  forces  at  each  joint.  We  get  around 
this  difficulty  by  inserting  the  temporary  member  Cc  and  omitting  mem- 
bers be  and  ce.  Having  made  this  modification  we  obtain  the  stress 
diagram  7-6-5-9-8-7  for  joint  6.  Beginning  at  1  and  passing  around 
joint  C  clock-wise  we  obtain  1-7-8-12-*-!  for  the  stress  diagram  for  that 
joint.  The  only  correct  stress  obtained  by  drawing  the  last  two  diagrams 
is  the  stress  in  CD  which  is  represented  by  the  line  *-l.  This  stress, 
as  is  readily  seen,  is  not  affected  by  the  changing  of  the  web  members. 
Having  determined  the  stress  in  CD  we  can  consider  members  be  and  ce 
in  place  and  Cc  omitted,  and  proceed  with  the  analysis.  Considering 
joint  C  and  passing  around  clock-wise  we  obtain  #-l-7-13-#  for  the  stress 
diagram  for  that  joint.  Having  the  stress  in  bC  determined,  which  is 
represented  by  the  line  7-13,  we  can  draw  the  stress  diagram  for  joint  b 
which  is  13-7-6-5-9-10-13. 

The  remainder  of  the  diagram  at  (6)  is  readily  constructed.  This 
diagram  represents  the  stresses  in  the  left  half  of  the  truss.  The  stresses 
in  the  right  half  are  the  same,  for  corresponding  members,  and  hence 
the  diagram  at  (6)  is  sufficient  for  determining  the  stress  in  all  the  truss 
members.  By  scaling  the  diagram  at  (6)  the  desired  stresses  in  the 
truss  members  are  obtained.     There  are  shown  on  the  members  at  (a). 
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266.    Determination  of  the  Stresses  in  the  Trusses  Dne  to  Wind 

Load. — The  wind  load  (see  table  of  Art.  261)  is  18  lbs.  (Hutton)  per 
sq.  ft.  of  roof  surface.  The  combined  dead  and  snow  load  considered 
in  the  last  article  is  24.5  lbs.  per  sq.  ft.  of  roof  surface.  So- by  multiply- 
ing the  loads  shown  in  Fig.  418  by  -^^  we  obtain  the  wind  loads 
shown  at  (a).  Fig.  419,  which,  of  course,  act  normally  to  the  roof  and 
upon  one  side  only. 

The  two  ends  of  the  trusses  are  considered  to  be  equally  fixed.     Then 
the  reactions  will  be  parallel  to  the  loads.     Laying  off  the  load  line  MN, 


Fig.  419 

shown  at  (6),  and  drawing  the  ray  diagram  MON,  and  constructing  the 
corresponding  equilibrium  polygon  ob'  .  .  .(7,  and  drawing  the  line  OE 
paralU*!  to  the  closing  line  ag,  we  obtain  ME,  which  represents  the  reaction 
R  fit  A,  and  EN,  which  represents  the  reaction  Rl  at  F. 

Then  beginning  at  joint  A  and  passing  around  each  joint  clock-wise, 
as  exi)lained  in  the  last  article,  the  stress  diagram  shown  at  (b)  is  readily 
drawn.  By  sealing  this  diagram  the  desired  stresses,  which  are  given  at 
(rt),  are  obtained. 

267.    Designing  of  the  Truss  Members. — Combining  the  stresses 

shown  in  Figs.  41H  and  411)  we  obtain  the  stresses  shown  in  Fig.  420, 
which  are  maximum  stresses,  and  which  the  truss  members  must  be 
designed  to  transmit. 

The  members  will  be  designed  so  that  5"  rivets  can  be  used  through- 
out, which  requires  that  the  flanges  of  the  angles  through  which  rivets 
pass  be  not  less  than  2^". 
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Bottom  Chord  AB,  This  is  a  tension  member  and  the  required  net 
area  of  cross-section  is  equal  to  28,340-7-16,000  =  1.77°".  Two  angles 
will  make  the  most  satisfactory  section  for  this  member.  The  least  size 
permissible  is  2^"x2^",  as  f"  rivets  are  to  be  used,  and  besides  they 


eLsei"^ain4ZJiA/ 


c      "--^/'F/x^/-;^ 


^^-  o 


// 


Fig.  420 

should  be  at  least  this  size  to  secure  the  necessary  rigidity.  So  we  will 
use  2— Ls  2i"x2i"xi"  =  2.38 -0.42  =  1.96°",  which  has  0.19°"  more 
section  than  required,  but  the  thickness  is  a  minimum  and  hence  this 
section  is  as  near  the  required  as  is  possible  to  obtain.  This  same  section 
will  be  used  for  the  bottom  chord  throughout,  as  it  is  the  minimum. 

Members  ck  and  cB.  These  are  tension  members  and  the  required 
section  is  only  about  0.25°",  so  we  will  use  1— L  2^"x2"  xi"  =  1.06- 
0.21=0.85°",  which  is  the  smallest  angle  permissible  if  J"  rivets  are 
used. 

Members  eh  and  kC.  These  are  tension  members  and  the  required 
section  for  ek  is  0.9°",  and  for  kC  it  is  0.61°".  We  will  use  2— Ls  2^"  x 
2"x:l"  =  1.7°"  net,  which  are  the  smallest  angles  permissible. 

Member  cC.  This  is  a  compression  member  which  has  a  length  of 
67".  The  value  of  L/r  should  not  exceed  120.  Then  for  the  allow- 
able r  we  have  67/120  =  0.55.  Let  us  try  2— Ls  2J"x2"x  1"  =  2.12°". 
If  the  2"  flanges  are  turned  out  the  least  radius  of  gyration  will  be  0.79. 
Then  we  have 

16,000  -  70  X  -^  =  10,060  lbs. 

0.  i  9 

for  the  allowable  unit  stress.     Dividing  this  into  the  stress  we  obtain 

8,750 -r  10,060  =  0.87  sq.  ins. 

for  the  required  area  of  cross-section,  which  is  about  one-third  of  the 
area  contained  in  the  above  angles,  but  these  angles  will  be  used  as  they 
arc  as  small  as  we  can  use.  The  L/r =67/0.79  =  0.85,  which  is  compara- 
tively low. 
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Members  dk  and  hB,  We  will  make  each  of  these  members  of  2 — Ls 
2J"x2"x:l",  which  are  minimum  size  angles,  the  same  as  used  for  cC, 
The  actual  requirement,  however,  can  be  ascertained  in  the  same  manner 
as  shown  above  for  cC  but,  as  is  obvious,  this  work  is  not  necessary. 

Top  Chord,  This  is  a  compression  member.  Considered  in  the 
vertical  direction  the  length  would  be  a  panel  length,  and  considered  in 
the  transverse  direction  the  length  should  be  taken  as  two  panel  lengths, 
owing  to  there  being  some  question  as  to  the  actual  support  given  to  the 
chord  by  the  purlins. 

The  length,  considering  the  transverse  direction,  is  from  A  to  c, 
which  is  about  ll'-2"  or  134".  Owing  to  the  purlin  concentration  being 
applied  between  panel  points  there  will  be  cross  bending  on  the  chord 
which  it  must  resist  in  addition  to  the  direct  stress.  Let  us  assume 
2— Ls  5"  X  ^''  X  ^^"  =  7.06^''.  The  5"  legs  will  be  placed  vertically  to 
resist  cross  bending.  Assuming  that  the  angles  are  §"  apart,  (fe-fe),  the 
least  radius  of  gyration,  is  1.50.     Then  we  have 

16,000  -  70  X  ^  =  9,750  lbs. 

1.50 

for  the  allowable  unit  stress  in  compression.     The  concentrations  on  the 
top  chord  due  to  dead  and  snow  load  are  given  in  Fig.  417.     The  chord 

in  each  panel  can  be  considered  as  a  fixed 
beam.  The  maximum  moment  will  occur 
at  supports  b  and  d.  The  loads  in  panel 
Ab  (the  same  as  in  the  other  panels)  are 
shown  in  Fig.  421.  This  load  (at  g)  is 
obtained  by  resolving  the  1,800  lbs.  purlin 
concentration  due  to  dead  and  snow  load 
(sec  Fig.  417)  normally  to  the  roof  and 
adding  the  concentration  due  to  the  18  lbs. 
wind  load,  which  is  equal  to  18  x  3.()()  x 
20  =  1,317  lbs.  Hence,  for  the  concentra- 
tion at  g  we  have 

1,800x0.895-1  18x3.00x20  =  2,028,  say  2,900  lbs. 

Applying  (7)   of  Art.  G9,  we  have 

M'  =  2,900  X  07  (2Ar2  _j,s_j,^ (1) 

for  the  maximum  moment  which  occurs  at  b, 

^  =  — =  0.32. 
5.59 

Substituting  this  value  of  k  in  (1),  we  obtain 

]\r  =  2,900  X  07  (2  X  0.102  -  0.033  -  0.32)  =  28,215,  say  28,000  inch  lbs. 

for  the  maximum  bending  moment  on  the  top  chord. 

The  moment  of  inertia  of  the  2 — Ls  5"x  3J'' x -j^^r"  about  the  gravity 
axis  perpendicular  to  the  long  legs  is  8.9x2  =  17.8,  and  the  distance  from 
the  top  of  the  chord  down  to  this  same  axis  is   1.63.     Then  applying 


FIff.   421 
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Formula  C  of  Art.  53,  we  have 


M'  =  28,000  = 


/xl7.8 
3.37 


from  which  we  obtain 


/  =  5,300  lbs. 


for  the  maximum  compressive  unit  stress  due  to  cross  bending.  For  the 
maximum  unit  stress  due  to  direct  compression,  we  have 

29,750 -r  7.06 =4,250  lbs. 

Now  adding  this  to  the  stress  due  to  cross  bending,  found  above,  we  have 

5,300 +  4,250  =  9,550  lbs. 

for  the  actual  maximum  unit  stress  on  the  top  chord.  The  allowable, 
as  found  above,  is  9,750  lbs.  So  the  2— Ls  5"  x  3^"  x  ^V' = '^•06°'% 
assumed  above,  are  about  the  correct  size,  and  hence  will  be  used. 

This  completes  the  necessary  calculations  and  next  the  details  can 
be  drawn.  Complete  shop  drawings  for  the  building  are  shown  in  Fig. 
422.  The  details  shown  licre  are  considered  to  be  self-explanatory. 
However,  the  student  should  verify  the  riveting. 


Flcr.  423 


268.    Determination  of  Stresses  in. Trusses  Supported  upon 

Columns. — Stresses  due  to  dead  and  snow  load  are  determined  just  the 
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same  as  if  the  trasses  were  supported  upon  walls^  and  are  fully  treated 
in  Art.  265.     The  knee  braces  are  ignored  in  the  analysis. 

Stresses  Due  to  Wind  Load,     The  columns  are  fixed  to  the  masonry 
by  anchor  bolts^  which  should  extend  well  into  the  masonry^  and  by  Uie 


Fig.  424 


addition  of  knee  braces  the  columns  are  quite  firmly  connected  to  the 
trusses,  so  that  the  columns  can  really  be  considered  as  fixed,  in  which 
case  the  wind  pressure  will  cause  them  to  bend  as  indicated  in  Fig.  423, 
where  0  and  O'-are  the  points  of  contra-flexure. 

In  determining  the  stresses  in  the  truss  due  to  wind  pressure,  we 


r 
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first  locate  the  points  of  contrji-flexure  in  tlic  columns  by  applying  (lO] 
of  Art.  257.     After  the  points  of  contra-flexure  are  located,  i 
cunsider  the  ground  moved  up  to  that  level  as  indicated  at  (a)  in  Fig.  i'ii 

We  next  compute  the  value  of  the  wind  loads,  PI.  P'i,  etc. 
puting  the  horizontal  loads  (PI  and  P3)  we  take  the  wind  pressure  I 
30  ibs.  pet  sq.  ft.  of  vertical  surface,  and  in  computing  the  value  of  t" 
loads  (P3  .  .  .  P7)  normal  to  the  roof  we  use  the  pressure  per  sq. 
of  roof  surface  given  in  Art.  2til,  the  actual  intensity  of  the  pressui 
used,  of  course,  being  in  accord  with  the  slope  of  the  ro(  ' 

After  the  intensities  of  the  loads  (PI  ,  ,  .  P7)  are  computed,  we 
nest  determine  the  horizontal  and  vertical  components  of  the  reactions 
on  the  columns  at  0  and  0'.  If  the  columns  are  of  equal  moment  of 
inertia  we  assume  that  the  horizontal  components  are  equal  and  that  each 
is  equal  to  one-half  of  the  horizontal  component  of  all  of  the  loads. 
These  horizontal  components  can  be  graphically  determined  by  laying 
off  the  loads  as  shown  at  (fc),  drawing  the  vertical  AP,  and  the  horizontal 
PB,  Then  the  horizontal  component  in  each  caae  is  represented  by  one- 
half  of  the  line  PB.  Let  H  represent  this  component.  To  determine 
the  vertical  components  of  the  reactions  at  O  and  O'  we  complete  the  ray 
diagram  at  (t),  then  construct  the  corresponding  equilibrium  polygon 
s-n-o  ...  ^  as  shown  at  (n).  Then  hy  prolonging  the  segments  en  and 
ug  to  intersect  at  I  and  from  /  drawing  a  line  parallel  to  the  line  AB, 
which  represents  the  resultant  F  of  all  of  the  loads,  we  obtain  the  line 
of  action  of  the  resultant,  and  prolonging  this  resultant  to  intersection  at 
N  with  line  00',  and  then  laying  off  O'M  equal  to  the  vertical  component 
(=.iP)  of  all  of  the  loads,  and  drawing  the  line  MO  and  the  ordinatcs 
AT  and  TU,  we  have  the  vertical  component  f'i  of  the  reaction  at  O'^ 
represented  by  the  line  ^2*  and  the  vertical  component  Fl  of  the  rfsctioi 
at  O  by  the  line  TU. 

The  line  MO  is  really  an  influence  line  for  the  vertical  componed 
of  reaction  at  0',     To  show  that  this  is  true,  let  us  assume  that  the  re-^ 
sultant  F  passes  through  point  O'.     Then,  as  is  readily  seen,  the  total 
vertical  component  of  all  of  the  loads  would  be  taken  by  column  kO',  in 
which  case  the  vertical  component  on  column  Oc  would  be  zero,  and  if 
the  resultant  F  intersected  the  line  00'  midway  between  the  two  columns 
tile  vertical  components  of  the  reactions  at  O  and  O'  would  be  equal  and 
each  equal  to  one-half  of  the  ordinate  O'M.     So,  evidently,  the  line  MO 
is  the  influence  line  for  the  vertical  component  of  the  reaction  at  O'^j 
That  is,  if  the  resultant  F  intersects  the  line  00'  at  any  point  C  betwei 
O  and  0'  the  vertical  component  of  the  reaction  at  0'  and  0  are  Icprt 
sented  by  the  ordinate  CD  and  DG,  respectively.  _ 

If  the  resultant  F  intersects  the  line  00'  at  any  point  between  0 
and  0'  the  vertical  components  of  the  reactions  will  he  positive;  but  if  it 
intersects  at  any  point  E  to  the  right  of  O'  the  vertical  component  nt  O 
would  be  negative,  and  the  vertical  component  at  0'  positive.  In  that 
case  the  ordinate  FK  (MO  prolonged  to  K)  would  represent  the  positivi 
vertical  component  of  the  renelion  at  O',  while  MS  would  represent  t' 
negative  vertical  component  of  the  reaction  at  O.  This  last  constt 
is  readily  proven :     Taking  moments  about  0  we  have 

FxOE^fZxOO', 
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from  which  we  obtain 

F2  =  (VxOE)^00\ 

But  from  similar  triangles  we  have 

OE       EK      EK 
00'  "  O'M  "   V  ' 

from  which  we  obtain 

EK^(yy.OE)^00', 
and  therefore 

EK^V2. 

After  the  horizontal  and  vertical  components  of  the  reactions  at  0 
and  O'  are  thus  determined,  the  actual  resultant  reaction  at  each  of  the 
points  is  readily  determined,  but  it  is  really  just  as  convenient  to  use  the 
components  in  determining  the  stresses  in  the  truss. 

Having  determined  the  horizontal  and  vertical  components  of  the 
reactions  at  0  and  0'  in  the  above  manner,  we  can  readily  determine 
graphically  the  stresses  in  the  truss  due  to  the  wind  loads  by  first  drawing 
the  auxiliary  frames  Oac  and  O'wk  and  beginning  at  either  0  or  O'  and 
passing  around  each  joint  in  the  same  direction.  The  stress  diagram  at 
(c)  is  obtained  by  starting  at  0  and  passing  around  each  joint  clock- 
wise. The  stresses  obtained  in  the  auxiliary  trusses,  including  the 
stresses  in  the  columns,  are  to  be  ignored,  but  the  stresses  in  the  knee 
braces  and  truss  proper  are  not  affected  by  adding  the  auxiliary  trusses 
and  hence  they  are  correct  stresses. 
v^  Buildings  with  Lean-tos.  In  case  the  lean-tos  are  of  simple  con- 
struction, as  indicated  at  (/),  Fig.  425,  each  lean-to  column  should  be 
considered  as  acting  only  as  a  simple  beam  in  resisting  the  wind  pressure, 
in  which  case  the  wind  pressure  on  the  side  of  a  lean-to  would  be  trans- 
mitted equally  to  the  top  and  bottom  of  the  columns.  Then,  considering 
the  case  shown  in  Fig.  425,  the  pressure  on  the  side  AB  would  be  trans- 
mitted equally  to  points  A  and  B,  producing  the  loads  PI  and  P2  (each  = 
3,000  lbs.).  The  horizontal  pressure  of  the  loads  from  B  to  C  would  be 
transmitted  directly  to  the  column  at  C.  The  horizontal  pressure  repre- 
sented as  F  (=8,600  lbs.)  is  obtained  by  constructing  the  force  diagram 
shown  at  (6).  Part  of  the  force  F  is  transmitted  to  point  D  and  part 
to  E.  The  results  obtained  will  be  accurate  enough  if  we  consider  the 
part  DE  of  the  main  columin  as  a  simple  beam.  Then  taking  moments 
about  E  we  have 

Fk 

for  the  part  of  F  transmitted  to  point  D,  Then  adding  this  force  /  to 
the  3,200  lbs.  at  D,  we  obtain  the  9,650  lbs.  force  shown  at  (d).  The 
part  of  F  transmitted  to  D  can  also  be  determined  by  constructing  the 
influence  line  shown  at  (c). 

After  the  force  or  load  at  D  (all  other  loads  are  assumed  as  known) 
is  determined,  the  ray  diagram  shown  at  (e)  can  be  drawn  and  the  cor- 
responding equilibrium  polygon  a-h-cd-e-f-g-h  ...  m  at  (d)  constructed. 
Then  prolonging  Im  and  ab  to  intersection  at  /  and  drawing  from  /  a 


Fig.  425 
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line  parallel  to  the  resultabt  GK  we  obtain  10^^  for  the  line  of  action  of 
the  resultant  of  all  the  wind  loads  affecting  the  roof. 

By  laying  off  O'P  (=r  =  8,400)  equal  to  the  vertical  component  of 
all  of  ^hese  loads,  and  drawing  ON  and  N0'\  we  have  the  vertical  com- 
ponent V'i  of  the  reaction  on  the  column  at  O'  represented  by  the  dis- 
tance NO^^,  and  the  vertical  component  VI  of  the  reaction  on  the  column 
at  O  represented  by  the  distance  MP,  V2  is  positive  and  Fl  negative. 
£ach  of  the  horizontal  components  H  on  each  column  is  equal  to  one-half 
of  the  distance  SK, 

Now,  having  determined  all  of  the  loads  and  the  horizontal  and 
vertical  components  of  the  reactions  at  0  and  0^  we  can  determine  the 
stresses  in  the  roof  truss  in  exactly  the  same  manner  as  shown  above  for 
the  building  without  lean-tos. 

In  case  the  lean-tos  are  of  the  construction  shown  in  Fig.  426,  the 
wind  pressure  will  cause  the  columns  to  bend  as  indicated.  If  the  shear, 
indicated  as  HI,  H2,  etc.,  and  the  direct  stress  on  the  columns  at  the 


Fig.  42C 

points  of  contra-flexure — that  is,  the  horizontal  and  vertical  components 
of  the  reactions  at  these  points — were  determined,  there  would  be  no 
difficulty  in  determining  the  stresses  in  the  main  and  lean-to  trusses. 
The  actual  values  of  the  horizontal  and  vertical  components  of  the  reac- 
tions at  the  points  of  contra-flexure  depend  not  only  upon  the  relative 
stiffness  of  the  columns  but  upon  the  stiffness  of  the  trusses  as  well.  But 
as  this  relative  stiffness  cannot  be  determined  at  all  until  the  structure 
is  fully  designed,  and  then  only  to  a  limited  extent,  it  is  evident  that  the 
method  used  for  determining  the  wind  stresses  must  necessarily  be  based 
to  some  extent  upon  practical  assumptions. 

By  considering  the  main  truss  and  the  parts  of  the  columns  above 
the  points  of  contra-flexure,  O  and  0',  as  an  independent  structure,  shown 
at  (fl).  Fig.  427,  we  can  determine  the  horizontal  and  vertical  components 
of  the  reactions  at  0  and  0'  by  drawing  the  ray  diagram  at  (6)  and  the 
corresponding  equilibrium  polygon  at  (a)  and  the  influence  line  OJ,  all 
of  which  has  been  previously  explained. 

Considering  the  lean-to  and  the  part  of  the  main  column  below  the 
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point  of  contra-flexare  0  as  an  independent  structure,  shown  at  (^),  we 
know  H'  and  V  which  are  applied  at  0,  as  thej  are  equal  and  opposite, 
respectively,  to  the  H'  and  V  found  at  (a),  and  we  also  know  the  wind 
loads,  bat  the  components  of  the  reactions  at  the  points  of  contrs-ftexure 


S  and  S'  and  likiwisc  the  force  U"  are  unknown.  The  force  //"  is  the 
reaction  from  the  part  of  tlic  structure  above  0  due  to  the  wind  loads  on 
thi;  lean-to,  nnd  hence  is  equal  to  the  part  of  these  loads  that  is  trnns- 
mitted  through  the  main  truss  to  the  other  side  of  the  building.  The 
actual  value  of  //"  depends  upon  the  rigidity  of  the  columns  and  trusses. 
This  rigidity  can  be  ascertained  only  by  tedious  analysis  of  the  structure 
after  it  is  designed.  However,  a  sufficiently  accurate  value  of  //"  can 
be  obtained  from  the  following  empirical  formula: 


//"  =  // 


•CD 


where  II  represents  the  horizontal  i 
lean-to  and  L  the  length  of  the  mair 


jmponent  of  the  wind  loads  on  the 
roof  truss  and  e  the  distance  from 
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the  ground  to  the  top  of  the  lean-to  and  b  the  distance  from  the  top  of 
the  lean-to  to  the  knee  brace  (see  Fig.  426). 

The  values  of  e,  b,  and  L  are  known  (always)  and  H  can  be  deter- 
mined by  constructing  the  force  polygon  CDE  shown  at  (e).  By  sub- 
stituting in  (1)  H''  can  be  determined  and  then  constructing  the  ray 
diagram  at  (e),  and  drawing  the  corresponding  equilibrium  polygon  at 
(c)  and  the  influence  line  ST,  we  obtain  the  vertical  components  VI  and 
V2  of  the  reactions  at  S  and  5',  and  then  the  only  unknown  forces  re- 
maining are  the  horizontal  components  of  these  reactions  which  are  rep- 
resented at  113  and  HA.  These  forces  (H3  and  H4)  would  be  consid- 
ered to  be  equal  if  the  two  columns  were  of  equal  moment  of  inertia,  but 
as  they  never  are  we  must  assume  relative  values.  We  will  assume  the 
lean-to  column  to  be  one-third  as  rigid  as  the  main  column.  Then  as 
Ho  =  H3  +  H4,  we  have 

H3  =  l  Hoy  and  HA  =  ^  Ho, 

4  4 

where  Ho  represents  the  total  horizontal  component  of  all  the  forces  on 
the  structure  shown  at  (c),  including  those  at  O. 

Considering  the  lean-to  and  part  of  the  main  column  shown  at  (d) 
as  an  independent  structure,  the  only  applied  forces  are  H'',  F",  and  H^ 
at  0\  These  forces  having  been  previously  determined,  we  can  deter- 
mine the  vertical  component  of  the  reactions  at  the  points  of  contra- 


HZ 


T  H'H^Ht 


Fig.  428 


flexure,  5"  and  5" ',  by  constructing  the  force  polygon  at  (/)  and  draw- 
ing from  O'  the  line  O'Y  parallel  to  the  resultant  LM  and  then  the 
influence  line  &"Z, 

Assuming  the  rigidity  of  the  lean-to  column  to  be  one-third  of  that 
of  the  main  colunm,  we  have 

H6  =  7H'oandH5  =  7//'o. 
4  4 

We  now  have  all  of  the  components  of  the  reactions  at  the  points 
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of  contra-flexure  determined,  and  we  can  now  proceed  with  the  determi- 
naticn  of  the  stresses  in  the  structure. 

By  considering  the  part  of  the  structure  above  the  points  of  contra- 
fiexure  O  and  0^  and  adding  the  auxiliary  trusses  to  the  sides  as  indicated 
at  {a)y  Fig.  428,  the  stresses  in  knee  braces  and  main  truss  can  be  graph- 
ically determined  very  readily  by  beginning  at  either  0  or  0'  and  passing 
in  the  same  direction  around  each  joint. 

By  considering  the  part  of  the  structure  at  (c)^  Fig.  428^  as  an 
independent  structure  and  adding  the  auxiliary  frames^  shown  dotted, 
the  stresses  in  the  knee  br^ce  and  lean-to  truss  can  be  graphically  deter- 
mined very  readily  by  beginning  at  S  and  passing  in  the  same  direction 
around  each  joint.  Likewise  the  stresses  in  the  knee  brace  and  the 
lean-to  truss  shown  at  (<£),  Fig.  428,  can  be  determined. 

269.  Determination  of  the  Stresses  in  the  Oolomns. — The  col- 
umns are  subjected  to  direct  stress  and  cross  bending  similar  to  the  case 
of  the  end  posts  in  bridges.     (See  Art.  180.) 

After  the  horizontal  components  of  the  reactions  at  the  points  of 
contra-flexure  are  determined,  the  bending  moment  at  any  point  in  a 
column  is  readily  computed.  For  example,  the  bending  moment  at  any 
point  in  column  DE  (Fig.  425)  is  equal  to  Hx,  being  a  maximum  at 
D  and  E. 


Complete  Design  of  a  Mill  Building 
270.    Data.— 

Nature  of  building,  machine  shop. 

Length  of  buildings  11  bays  @  20'-0''  =  220'-0". 

Width  of  main  shop  =  60'-0"  c.c.  of  main  columns. 

Width  of  lean-tos  =  24'-0"   (lean-to  on  each  side  of  building). 

Roof  covering,  No.  20  corrugated  iron. 

Allowable  intensities  on  metal — 

Tension 10,000  lbs.  per  sq.  in. 

Compression.  .  16,000  — TO   L/r  where  L  is  the  length   of 
member  in  ins.  and  r  the  least  radius  of  gyration  of 
the  cross-section  in  ins. 
Crane 20-ton  overhead  in  main  shop. 

271.  Preliminary. — In  starting  the  designing  the  very  first  thing 
to  do  is  to  draw  a  sketch  of  the  cross-section  of  the  building  as  shown  in 
Fig.  420,  showing  the  general  requirements  as  to  type  and  pitch  of  roof, 
spacing  of  purlins,  height  of  lean-to,  clearance  for  crane,  height  of  clear 
story,  etc.  The  roof  covering  is  to  be  of  corrugated  iron.  The  pitch  of 
the  main  roof  will  be  |^  and  the  lean-tos  about  ^  (see  Art.  258).  The 
maximum  spacing  of  the  purlins  is  governed  by  the  kind  of  roof  covering. 
In  this  ease  No.  20  corrugated  iron  will  be  used  and,  as  stated  in  the 
Carnegie  handbook,  the  maximum  span  must  not  be  more  than  fi  ft.,  and 
less  is  preferable.  In  this  case  the  purlins  will  be  spaced  about  4'-0" 
centers.  The  distance  from  the  knee  brace  to  the  crane  girder,  as  specifi<*d 
in  Fig.  414,  is  6'-2". 

272.  Designing  of  the  Purlins.— The  weight  of  the  corrugated 
iron,  as  per  Art.  259,  is  1.9  lbs.  per  sq.  ft.  of  roof  surface.     The  weight 
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of  the  purlin  will  be  assumed  to  be  12  lbs.  per  ft.  of  length.  The  snow 
load  (frozen  snow  and  ice)  will  be  taken  as  10  lbs.  per  sq.  ft.  of  roof 
surface  and  the  wind  load  as  22  lbs.  per  sq.  ft.  of  roof  surface  as  per 


=  20.5  \ 
=  45.0  J 


65.5 


Fiff.  429 

Art.  261  for  roof  having  i  pitch.  Then  for  the  total  load  on  each  inter- 
mediate purlin  per  ft.  of  length  we  have  the  following: 

Dead  load=   1.9x4.5  +  12  = 

Snow  load  =  10    x4.5 

Wind  load  =  22    x4.5         =   99.0 

164.5,  say  165  lbs. 
Then  for  the  maximum  moment  on  the  purlin  we  have 

M  =  ^  X 165  X  20^  X 1 2  =  99,000  inch  lbs. 

Dividing  this  moment  by  16,000  we  obtain  99,000  +  16,000  =  6.2  for  the 
section  modulus,  which  calls  for  a  7"x  12.25^  channel  or  an  8"x  11.25^ 
channel.    Use  1 — [  8"  x  11.25^  for  each  purlin. 

273.    Designing  of  the  Lean-to  Rafters. — The  wind  load  acts 

perpendicularly  to  the  rafter  while  the  dead  and  snow  load  acts  vertically. 
So,  for  the  concentration  on  the  rafter  at  eafcb  intermediate  purlin,  using 
the  same  unit  loads  as  used  in  the  last  article,  except  the  wind  load  which 
is  taken  as  18  lbs.  (the  lean-to  roof  has  ^  pitch),  we  have: 


Dead  load  =  20.5x20x0.908 
Snow  load  =  45.0  x  20  x  0.908 
Wind  load  =  (18  X  4.5)  X  20 


372  lbs. 

817  lbs. 
1,620  lbs. 

2,801)  lbs.,  say  2,800  lbs. 


Then  applying  this  concentration  at  each  purlin  and  considering 
the  rafter  as  a  simple  beam  we  have  the  case  fully  represented  in  Fig. 
430.  The  maximum  moment  on  the  rafter  due  to  these  loads,  as  is 
obvious,  will  occur  at  C,  the  center  of  span.  So  taking  moments  about  C 
we  have 
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Jtf  =  [7,000x13.2 -(2^00 

for  the  tnKximiim  moment  01 
suming  the  rafter  to  weigh  42 


8.8) -2^00x4.4]  13  =  665;380  inch  lbs. 

the  rafter  doe  to  concentrated  loads.     A»- 
"}s.  per  ft.  of  length  we  have 


X  42  X  26.4   X 13  =43,900  inch  Ibo. 


i    i 

A    '1 

I"- 

a/t' 

for  maximum  moment  on  the  rafter  due  to  its  own  wdgfat.  Adding 
together  the  above  moments  we  have 

665;380  +  43,900  =  709,180  inch  lbs. 

for  the  total  maximum  moment  on  the  lean-to  rafter.  Dividing  this  by 
16,000  we  obtain  44.3  for  the  section  modulus  which  calls  for  a  13''  z  40^ 
or  15"x42»  I.    We  willuse  the  15"i42#  I  for  each  lean-to  rafter. 

274.  Determination  of  Streues  in  Tmsses  Due  to  Snow  and 
Dead  Load.~The  snow  and  dead  load  per  ft.  of  purlin  as  given  in  Art. 
272  is  65.5  lbs.  Then  for  the 
concentration  on  the  truss  at 
each  iiAcrraediate  purlin  wc 
have  65.5x20=1,310  lbs. 
Then,  as  two  of  these  con- 
centrations are  transmitted 
to  each  panel  point  of  the  top 
chord  of  the  truss  (see  Fig. 
4-39),  we  obtain  1,310x2  = 
2,620  lbs.  for  the  part  of  the 
panel  load  due  to  snow,  roof 
covering,  and  purlins.  The 
weight  of  the  roof  truss  as 
per  Art.  259  is  3.8  lbs.  per 
sq.  ft.  of  roof  surface.  Then, 
for  the  part  of  the  panel  load 
due  to  the  weight  of  the  roof 
truss  we  have  3.8x9x20  = 
684  lbs.  Now,  adding  this 
to  the  part  due  to  the  roof 
load  we  have  2,620  +  684  = 
3,304,  say  3,300  lbs.  (1,800 
lbs.  of  this  is  due  to  snow) 
for  the  panel  load  due  to 
snow  and  dead  load,  and  hence  the  snow  and  dead  load  on  the  truss  will 
be  as  shown  at  (a),  Fig.  431.     B^  beginning  at  A  and  constructing  the 
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stress  diagram  shown  at  (b)  the  stresses  shown  on  the  truss  are  obtained. 
Multiplying  each  of  these  stresses  by  1,500/3,300  the  stresses  marked  D 
which  are  due  to  dead  load  alone  are  obtained. 

276.    Determination  of  Steesses  in  Tmsses  Dae  to  Wind  Load. 

— The  wind  load  per  sq.  ft.  of  roof  surface  is  23  lbs.  (Hutton),  as  per 
Art.  261.  Then  for  the  panel  load  on  the  roof  we  have  2'^  x  0  x  20  ^  3,!)60 
lbs.  and  hence  the  wind  loads  on  the  truss  will  be  as  shown  in  Fig.  432. 


The  horizontal  lond  at  0  is  equal  to  ;)0x  5  x-iO  =  3,000  lbs.  The  load  at  6 
will  be  the  same  as  at  a  plus  the  horizontal  component  of  the  wind  load 
from  the  Ican-to.  The  horizontal  load  at  the  top  and  bottom  of  the 
lean-lo  column  ia  equal  to  30x7x20  =  4,200  lbs.,  as  shown  at  (6).  The 
pitch  of  the  lean-to  roof  is  about  ^  Hi),  so  the  wind  pressure  per 
sq.  ft.  of  roof  is  IS  lbs.,  as  per  Art.  2G1.  Then  the  concentration  on  the 
rafter  at  each  intermediate  purlin  is  equal  to  18x4.5x20  =  l,G20  lbs. 
and  hence  the  wind  loads  on  the  lean-to  roof  will  be  as  shown  at  (&). 
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Then  by  constructing  the  force  polygon  at  (c)  we  obtain 

F  =  8,250  lbs. 

for  the  horizontal  component  of  the  forces  on  the  lean-to.  Then  adding 
this  to  the  30  x  5  x  20  =  3,000  lbs.  from  the  clear  story  we  obtain  3,000  + 
8,250  =  11,250  lbs.  for  the  total  wind  load  at  b.  Now  having  all  the 
wind  loads  determined  we  can  proceed  with  the  determination  of  the 
stresses  in  the  knee  braces  and  truss  due  to  same. 

The  points  of  contra-flexure  in  each  colunm  will  be  considered  as 
being  midway  between  the  bottom  of  the  column  and  knee  brace.  By 
constructing  the  ray  diagram  shown  at  (d),  and  the  corresponding  equi- 
librium polygon  c-d-e  .  .  .  n-m  at  (a),  and  prolonging  the  segments  cd 
and  nm  to  intersection  at  I,  and  drawing  from  /  a  line  parallel  to  the 
resultant  AB,  we  obtain  the  line  of  action  of  the  resultant  of  all  of  the 
forces,  which  intersects  the  horizontal  line  00^  at  N, 

Then  laying  oflf  O^S  equal  to  the  vertical  component  of  all  of  the 
forces  and  drawing  the  influence  line  OS  and  dropping  a  vertical  from 
A^  we  have  the  vertical  component  of  the  reaction  at  0'  given  by  the 
ordinate  NT  and  the  vertical  component  of  the  reaction  at  0  by  the  ordi- 
nate TU,  The  horizontal  components  III  and  H2  of  the  reactions  at  O' 
and  0  are  equal  and  each  is  equal  to  one-half  of  the  horizontal  component 
of  all  the  forces,  which  is  represented  at  (d)  by  the  line  CB, 

Now  having  the  components  of  the  reactions  at  the  points  of  contra- 
flexure,  0  and  0',  determined,  the  stresses  in  the  knee  braces  and  truss 
due  to  wind  loads,  which  are  given  at  (aj,  are  determined  by  adding  the 
auxiliary  trusses,  shown  dotted,  and  constructing  the  stress  diagram 
shown  at  (e).  The  diagram  shown  at  (e)  is  obtained  by  beginning  at  O 
and  passing  around  each  joint  clock-wise.  The  diagram  at  (tf)  should 
be  verified  bv  tlie  student. 

276.    Designing  of  the  Truss  Members. — The  maximutn  stresses 

in  each  truss  member  (as  given  in  Figs.  431  and  432),  and  also  the  ap- 
proximate lengtlis  of  the  members,  are  shown  on  the  one  diagram  in  Fig. 
433.     Having  this  data  we  can  proceed  with  the  designing  of  the  members. 

Member  KF,  This  member  is  subjected  to  35,200  lbs.  compression 
and  20,000  lbs.  tension.  Let  us  assume  2— Ls  5"  x  3J''xiV'  =  5.12°" 
as  section.  Assuming  the  5"  legs  vertical  and  ^"  apart  we  have  L.h^ 
177/1.50  =  11<S,  and  hence  for  the  allowable  compressive  stress  we  have 
lG,000-70xll8  =  7,M0  lbs.  per  sq.  in.  Then  we  have  35,200-^7,740  = 
4.5°"  for  the  area  required  for  compression,  which  is  0.61°''  less  than 
the  assumed  section. 

For  tension  tlie  net  area  of  cross-section  of  the  assumed  section  is 
5.12-0.55  =  4.57°".  The  actual  area  required  for  tension  is  equal  to 
20,000 -r  16,000  =  1.25°".  From  the  above  it  is  seen  that  the  assumed 
section  is  somewhat  larger  than  required,  but  owing  to  the  fact  that  it 
is  about  as  satisfactory  as  can  be  obtained  (the  value  of  L/^being  about 
correct)  it  will  be  used.  ^S'- 

Members  AF  and  FG.  The  member  AF  is  subjecte^Ro  19,300  lbs. 
tension  wliile  member  FG  is  subjected  to  22,250  lbs.  tension  and  13,300 
lbs.  compression.  Tlie  truss  is  held  transversely  at  G  and  A  by  struts, 
and  as  member  FG  is  in  compression  it  is  necessary  to  consider   (hori- 
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Eonttill;)  AG  as  one  member  subjected  to  the  13,300  lbs.  compression. 
As  the  stresses  are  small  the  designing  is  simply  a  matter  of  obtaining 
the  proper  value  of  L/r.  Let  us  assume  2— Ls  5"  x3J"x  ^'^{"  =  5.12'^"; 
the  5"  legs  horizontal  and  the  vertical  legs  Y'  apart.  Then  L'r= 
260/2.44=106  in  the  horiaontel  plane  and  1.10/1.03=12(1  in  the  vertical 
plane.     The  first  value  (106)  of  L/r  is  quite  satisfactory,  but  the  last 


# 


W 


m 


value  is  a  little  high  (125  being  the  limit),  but  as  the  angles  are  lixed 
naore  or  less  at  the  joints  in  the  vertical  plane  the  above  assumed  section 
will  be  used.  There  should  be  enough  rivets  in  these  angles  at  points  A 
and  G  to  develop  the  angles  in  tension  in  order  to  obtain  rigiditv. 

Metaben  BF  and  DII.  Each  of  these  members  is  subjected  to  6,710 
lbs.  compression.  This  stress  is  so  small  that  the  designing  is  simply  a 
matter  of  obtaining  the  proper  value  of  L'r.  Let  ua  assume  2 — Ls  'iV  x 
2i"xl"  =  2.38n"  for  section.  Then  £/r  =  72/0.78  =  !t3,  which  is  qiiite 
satisfactory,  and  hence  the  assumed  section  will  be  used. 

Member  CF.  This  member  is  subjected  to  20. "5  lbs.  tension  and 
24,700  lbs.  compression.  Let  us  assume  2— Ls  34"x  3i"x  j^/'  =  4.18°" 
as  secUon  L/r=  130/1.08  =  120.  Then  for  the  allowable  compressive 
stress  we  have  16,000-70x120  =  7,600  lbs.  Dividing  this  into  the  com- 
pressive stress  we  obtain  24,700-^7,600  =  3.3.5°"  for  the  area  required 
for  compression.  For  the  net  area  of  cross-section  required  for  teiisimi 
we  have  20,775  4-16,000  =  1.30°".  From  the  above  it  is  seen  that  the 
assumed  section  is  larger  for  section  than  required,  but  as  the  value  of 
L/r  is  about  as  great  as  is  permissible  the  assumed  section  will  be  used. 
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Member  CG,  This  member  is  subjected  to  11,800  lbs.  tension  and 
21,600  lbs.  compression.  Let  us  assume  2— Ls  4"  x  4"  x  A"  =  4.80°". 
Then  L/r  =  144/1.25  =  115,  and  hence  for  the  allowable  compressive  stress 
we  have  16,000-70x115  =  7,950  lbs.  per  sq.  in.  Dividing  this  into  the 
compressive  stress  we  obtain  21,600 -r  7,950  =  2.7°"  for  the  area  of  cross- 
section  required  for  compression.  For  the  net  area  of  cross-section 
required  for  tension  we  have  1 1,800 -r  16,000  =  0.73°".  From  the  above 
it  is  seen  that  the  assumed  section,  as  far  as  area  is  concerned,  is  larger 
than  required,  but  as  L/r  is  of  about  the  correct  value  the  assumed  section 
will  be  used. 

Member  CH.  This  member  is  subjected  to  5,975  lbs.  tension.  The 
area  of  cross-section  required  is  about  0.37°".  We  will  use  1 — L  2i"x 
24"  X  i"  =  2.38  -  0.44  =  1.94°"  net  for  section.  This  is  about  as  small  an 
angle  as  can  be  used  and  the  member  be  in  harmony  with  the  other 
members  of  the  truss. 

Members  GH  and  HE.  The  member  Gil  is  subjected  to  19,450  lbs. 
tension  and  10,650  lbs.  compression,  while  member  HE  is  subjected  to 
25,525  lbs.  tension  and  9,520  lbs.  compression-  As  the  truss  is  not  sup- 
ported transversely  at  //  it  is  necessary  to  design  EG  as  one  compression 
member.  Let  us  assume  2 — Ls  5"x  3|"xf\"  =  5.12°"  for  section.  The 
maximum  radius  of  gyration  is  2.44  and  the  least  is  1.03.  Then  L/r^ 
260/2.44  =  106  in  one  case  and  130/1.03  =  126  in  the  other.  For  the 
maximum  allowable  compressive  unit  stress  we  have  16,000  —  70x126  = 
7,180.  Dividing  this  into  the  maximum  compressive  stress. we  obtain 
10,650^7,180=1.48°"  for  the  required  area  of  cross-section.  For  the 
required  area  of  cross-section  for  tension  we  have  25,525 -r  16,000  =  1.59°" 
net.  From  the  above  it  is  seen  that  the  assumed  section  is  larger  than  it 
need  be,  as  far  as  section  is  concerned,  but  that  the  value  of  L/r  is  about 
as  large  as  allowed,  so  the  assumed  section  will  be  used. 

Member  GO,  This  member  is  subjected  to  0,900  lbs.  tension  and 
2,600  lbs.  compression.  These  stresses  are  so  low  that  the  designing  of 
the  member  is  simply  a  matter  of  obtaining  the  correct  value  for  L/r. 
The  length  of  the  member  is  '<300  ins.  and  hence  the  radius  of  gyration  of 
the  member  must  not  be  less  than  200/r25  =  l.GO.  Bv  using  2 — Ls  5"  x 
3r'xYV'  and  2— Ls  ;U"x3i"xl"  riveted  together*  as  shown  at  (a), 
Fig.  4.*>'5,  we  obtain  about  the  correct  radius  and  hence  this  section  will 
be  used. 

Top  Chord  AB  .  ,  ,  E.  This  member  should  be  of  the  same  section 
throughout.  It  is  subjected  to  a  maximum  compression  of  43,600  lbs. 
and  to  a  maximum  tension  of  2*3,100-8,600  =  13,500  lbs.  The  purlins 
hold  the  truss  transversely  more  or  less,  but  as  there  is  some  question  as 
to  the  rigidity  thus  obtained  the  top  chord  will  be  considered  unsupported 
transversely  for  half  of  its  length,  which  is  about  18  ft.  or  216  ins.  The 
length  as  regards  the  vertical  direction  is  9  ft.  or  108  ins.  Then,  as 
regards  the  transverse  direction,  the  radius  of  gyration  must  not  be  less 
than  216  'ri5  =  1.7*),  and  as  regards  the  vertical  direction  the  radius  of 
gyration  must  not  be  less  than  10^/125  =  0.86. 

There  is  a  purlin  concentration  midway  between  panel  points  of 
i  (3,960 +  3,300x0.83)  =  6,700  lbs.  (see  Figs.  431  and  432)  which  causes 
a  bending  moment  on  the  chord  (considered  as  a  fixed  beam)  of  ^  x 
6,700x108  =  90,450  inch  lbs. 
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Now,  it  is  seen  that  the  section  of  the  top  chord  must  be  sufficient  to 
transmit  the  direct  stress  and  the  cross  bending  given  above  and  that 
the  radii  must  not  be  less  than  indicated  above. 

Let  us  assume  2— Ls  6"x4''xi''  =  9.50a''  for  section;  the  6"  legs 
vertical  and  |''  apart.  The  radii  are  about  1.71  and  1.91,  which  are 
satisfactory  values.  For  the  allowable  compression  we  have  16,000  — 70  x 
216/1.70  ='7,100  lbs.  per  sq.  in.  The  actual  direct  stress  is  43,600-^9.5  = 
4,600  lbs.  per  sq.  in.  and  the  stress  due  to  cross  bending  is  (90,450  x  1.99) 
-=-34.8  =  5,180  lbs.  per  sq.  in.  Now  adding  these  two  stresses  together 
we  obtain  9,780,  which  is  larger  than  the  allowed,  so  the  assumed  section  is 
too  small.  Let  us  try  2— Ls  6"x6"xg''  =  8.72°".  The  radii  are  about 
2.6  and  1.8.  Then  h/r  in  one  case  is  equal  to  216/2.6  =  83,  and  in  the 
other  108/1.8  =  60.  Then  for  the  allowable  unit  stress  we  have  16,000  - 
70x83  =  10,190. 

For  the  stress  due  to  direct  compression  we  have  43,600-^8.72  = 
5,000  lbs.  per  sq.  in.,  and  for  the  stress  due  to  cross  bending  we  have 
(90,450x1.64)^30.78=4,820.  Now  adding  these  two  stresses  together 
we  have  5,000  +  4,820  =  9,820  lbs.,  which  is  only  370  lbs.  less  than  the 
allowable,  so  the  2 — Ls  6"  x  6"  x  f "  will  be  used  as  section  for  the  top 
chord.  We  now  have  all  of  the  truss  members  designed  and  the  sections 
can  be  written  on  the  diagram  as  shown  in  Fig.  433. 

277.    Designing  of  the  Lean-to  Columns. — ^We  assume  that  these 

columns  are  not  fixed.  The  load  on  each  purlin  due  to  snow  and  dead 
load,  as  g^ven  in  Art.  272,  is  65.5  lbs.  per  ft.  of  purlin.  The  vertical 
component  of  the  wind  load  is  equal  to  (18x4.5)  x  0.908  =  73.5  lbs.  per 
ft.  of  purlin.  Then  for  the  vertical  load  on  the  rafter  at  each  interme- 
diate purlin  we  have  (65.5-1-73.5)  x  20  =  2,780  lbs.  Then  the  concentra- 
tion on  the  lean-to  column  due  to  the  roof  load  is  equal  to  2,780  x  3  =  8,340 
lbs.  Adding  the  weight  of  one-half  of  the  rafter  we  have  8,340-1-  (13.2  X 
42)  =8,894,  say  8,900  lbs.,  for  the  total  direct  load  on  the  column. 

The  wind  load  acting  perpendicularly  to  the  column  is  (considering 
it  uniformly  distributed)  equal  to  30x20  =  600  lbs.  per  ft.  of  column. 

Then  for  the  moment  on  the  column  due  to  this  load  we  have  \  x  600  x  14 
X 12  =  176,400  inch  lbs.  Let  us  assume  an  8"x34^  H-beam  (Carnegie) 
for  section,  in  which  case  L/r=  168/1.87  =  89.8.  Then  for  the  allowable 
unit  stress  we  have  16,000-70x89.8  =  9.714  lbs.  and  for  the  actual  direct 
unit  stress  we  have  8,900-7-10  =  890  lbs.  For  the  maximum  unit  stress 
due  to  cross  bending  we  have 

/  =  (176,400  X  4)  -r  115.4  =  6,110  lbs. 

Now  adding  the  direct  unit  stress  to  this  bending  stress  we  have  6,110 -H 
890  =  7,000  lbs.  for  the  maximum  unit  stress  on  the  column,  which  shows 
that  the  assumed  H-beam  is  larger  than  required,  but  as  this  beam  seems 
to  be  the  most  satisfactory  section  obtainable  it  will  be  used  throughout 
for  the  lean-to  columns. 

878.    Designing  of  the  Crane  Oirders. — The  spacing  and  load  on 

the  wheels  of  a  20-ton  crane  having  a  60-ft.  span  are  given  in  Fig.  414. 
The  maximum  moment  on  the  crane  girder  will  occur  when  the  wheels 
ore  in  the  position  shown  at  (a),  Fig.  434.     Taking  moiskfird:^  ^JowiX.'^ 
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the  reaction  shown  at  A  is  obtained.     Then  taking  moments  about  whed 

C  we  have 

28,046  X  7.58  x  12  =  2,551,000  inch  lbs. 

for  the  maximum  moment  on  the  crane  girder  due  to  the  crane.  Assum- 
ing the  crane  girder  to  weigh  80  lbs.  per  ft.  and  the  rail  60  lbs.  per  yd., 
making  in  aU  100  lbs.  per  ft.  of  girder,  we  have  ^  x  100  x  20*  x  12  =  60,000 
inch  lbs.  for  the  maximum  bending  moment  on  the  girder  due  to  the  weight 

of  the  girder  and  rail.  Adding 
this  moment  to  the  moment  due 
to  the  crane,  we  have  2,651,000  + 
60,000  =  2,611,000  inch  lbs.  for 
the  total  maximum  bending  mo- 
ment on  the  crane  girder.  Di- 
viding this  by  16,000  we  obtain 
163  for  the  section  modulus 
which  calls  for  a  24"x80#  I, 
which  will  be  used  for  each 
girder. 

The  maximum  reaction  on  the 
crane  girder  will  occur  when  the 
crane  wheels  are  in  the  position 
shown  at  (6),  Fig.  434.  Tak- 
ing moments  about  E  we  obtain 
the  reaction  56,100  lbs.  shown 
at  D,  which  is  the  maximum  end 
shear  on  the  crane  girder  due 
to  the  crane  wheels.  The  end 
shear  due  to  the  weight  of  the 
crane  girder  and  rail  is  equal  to 
100  +  20/2  =  1,000  lbs.  Then 
for  the  total  end  shear  or  reaction  on  the  crane  girder  we  have  56,100  + 
1,000  =  57,100  lbs. 

279.    Designing  of  the  Main  Columns. — The  load  applied  to  the 

top  of  each  intermediate  column  due  to  snow  and  dead  load  is  13,200  lbs., 
as  given  in  Fig.  431.  The  load  from  the  lean-to  rafter  due  to  snow  and 
dead  load  is  equal  to  65.5  x  20  x  3  =  3,!)30,  say  4,000  lbs.  The  direct  stress 
due  to  the  wind  load  is  equal  to  the  vertical  component  of  the  reaction  at 
the  point  of  eontra-flexure,  the  maximum  of  which  is  given  in  Fig.  432  as 
11,500  lbs.  Then  for  maximum  direct  stress  on  the  column  above  the 
crane  girder  we  have  13/200+ 1,000  + 11,500  =  28,700  lbs.  This  load 
comes  on  the  leeward  column.  As  is  seen  from  Fig.  432,  the  maximum 
moment  on  the  column  due  to  wind  load  occurs  at  the  knee  brace  and  is 
equal  to  (7/2x1-2.5)  12  =  11,500x12.5x12  =  1,725,000  inch  lbs.  Let  us 
assume  the  part  of  the  column  above  the  crane  girders  to  be  a  built 
I-scction  composed  of  4— Ls  G"x3r'x/^f"  and  a  web  18" xf".  The 
distance  from  the  truss  down  to  the  crane  girder,  which  is  16  ft.  or  192 
ins.  (see  Fig.  42J)),  will  be  taken  as  the  length  of  this  column.  The  least 
radius  of  gyration  of  the  section  is  2.5.  Then  we  have  L/r=  102/2.5  = 
7(>.S,  and  hence  for  the  allowable  unit  stress  we  have  16,000- (70  X  76.8) 
=  10^,624  lbs.     The  moment  of  inertia  of  the  section  with  reference  to  the 
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axis  perpendicular  to  the  web  is  1,576.     Then  for  the  maximum  unit 
stress  due  to  cross  bending  ve  have 

/=  (1,725,000 X  9)  -7- 1,576  =  9,850  lbs. 
The  area  of  the  cross-section  is  SG-ST*^".     For  the  direct  stress  on  the 
column  we  have  28,700  ^  26.87  =  1,068  lbs.  per  sq.  in.     Adding  this  to  the 
bending  stress  we  obtain  9,850  + 1,068  =  10,918  lbs.  for  the  total  maximum 
unit  stress  on  the  column  (above  crane 
girder),  which  is  only  204  lbs.  greater 
than   the   10,624   lbs.   allowable,  so  the 
above  assumed  section  will  be  used. 

The  part  of  the  column  below  the 
crane  girder  will  be  at  least  11  ins.  wider 
than  the  part  above  (see  Fig.  414),  so 
that  the  crane  girder  can  be  connected 
directly  to  the  column.  This  requires 
that  the  part  below  the  crane  girder  be 
30"  wide.  So  let  us  assume  the  part  of 
the  colnmn  below  the  crane  girder  to 
be  composed  of  4^-Ls  0"x.SJ"xt%"  = 
20.12°"  and  a  web  30"xt^"  =  9.38, 
making  in  all  29.5°"  of  cross- section. 
The  least  radius  of  gyration  is  2.55. 
The  distance  from  the  crane  girder  to 
the  base  of  the  column  is  19'-0"  or  358". 
So  we  have  Z-/r  =  228/2.55  =  89.4,  and 
hence  for  the  allowable  compression  we 
have  16,000-70x83.4  =  9,743  lbs.  per 
sq.  in.  The  direct  load,  considering  the 
windward  column,  applied  from  the  part 
of  the  colnmn  above  the  crane  girder,  is 
equal  to  13,200  +  4,000+1,700=18,900 
lbs.  This  causes  a  direct  unit  stress  of 
18,900  +  29.5  =  641  lbs.  The  two  angles 
of  the  column  directly  under  the  crane 
girders  should  be  sufficient  to  carry  the 
maximum  concentration  from  these  gird- 
ers. As  the  crane  wheels  arc  equal  in 
weight  the  maximum  concentration  due 
to  the  wheels  is  equal  to  the  maximum 
end  shear  on  the^rane  girder,  which  is 
given  in  Art.  37^  as  56,100  lbs.  The 
concentration  due  to  the  weight  of  the 
crane  girders  and  struts  is  equal  to 
(80  +  20)  20  =  2,000  lbs.  Then  for  the 
total  concentration  on  the  column  from 
the  crane  girders  we  have  56,100  + 
2,000=59,100  lbs.     The  area  of  cross-       '"  p-i*.  ms 

section   of  the   two    angles   is    10.06>^". 

Then  wx  have  58,100  +  10.06  =  5,776  lbs.  (or  the  direct  stress  on  the  two 
angles  due  to  the  concentration  from  the  crane  girders.     Adding  to  tbu 
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the  direct  stress  transmitted  from  the  part  of  the  column  above  the  crane 
girder  we  obtain  5,776  +  641  =  6,417  lbs.  for  the  maximum  direct  stress 
on  the  two  column  angles  directly  under  the  crane  girders. 

As  is  seen  from  Fig.  432,  the  maximum  bending  moment  on  the  part 
of  the  column  below  the  crane  girder  due  to  wind  is  equal  to  12.5  x 
11,500x12  =  1,725,000  inch  lbs.,  which  occurs  at  the  base  of  the  column. 
The  moment  of  inertia  of  the  column  in  reference  to  the  gravity  axis 
perpendicular  to  the  web  is  about  4,800.     Then  we  have 

/=  (1,725,000  X  15)  -r  4,800  =  5,390  lbs.  per  sq.  in. 

for  the  maximum  stress  due  to  cross  bending.  Adding  this  to  the  above 
direct  stress  we  have  6,417  +  5,390  =  11,807  lbs.  for  the  total  maximum 
unit  stress  on  the  two  angles  directly  under  the  crane  girders.  The 
allowable  stress  is  given  above  as  9,742  lbs.  per  sq.  in.;  but  as  the  maxi- 
mum crane  load  and  maximum  wind  load  are  not  likely  to  occur  at  the 
same  time  this  stress  could  safely  be  increased  25  per  cent.  So  we  have 
1.25x9,742  =  12,179  lbs.  for  the  unit  stress  permissible  for  the  combined 
loading.  This  shows  that  the  assumed  section  for  the  part  of  the  column 
below  the  crane  girder  is  about  correct  and  hence  will  be  used.  The  two 
outside  angles  and  web  of  the  column  are  stressed  less  than  the  angles 
directly  under  the  crane  girders,  but  it  is  desirable  to  have  a  symmetrical 
section  and  hence  the  main  section  of  the  column  as  given  above  is  satis- 
factory throughout. 

280.  Designing  of  Oolumn  Base. — Case  I.  When  column  it  sub- 
jected to  direct  load  only.  In  that  case  the  pressure  on  the  base  will  be 
uniformly  distributed  as  indicated  at  (a).  Fig.  435. 

Let  P  =  direct  load  on  column, 

p  =  pressure  per  square  in., 

6  =  width  of  base  in  ins., 

J  =  length  of  base  in  ins. 
Then  we  have 

p-hd    (!)• 

The  value  of  p  should  not  exceed  600  lbs.,  which  is  the  allowable 
pressure  on  concrete  masonry. 

Case  II.  When  the  column  is  suhiccted  to  both  direct  load  and  cross 
hrndinq  hut  the  hendinq  not  sufficient  to  reverse  the  direct  pressure.  In 
that  case  the  pressure  will  vary  as  indicated  at  (6),  Fig.  435. 

LetP=  direct  load  on  column, 

p=  maximum  j)ressure  per  sq.  in., 
p^  —  minimum  j)ressure  per  sq.  in.^ 
iV/=  bending  moment  in  in.  lbs., 

b—  width  of  base  in  ins., 

d=  length  of  base  in  ins. 

Then  we  have 


and 
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P     62tf  ,„, 

^=Vd^hd- <2). 


p-bd-bdr <3>- 


Cote  III.  When  the  column  t«  subjected  to  both  direct  load  and 
cro99  bending  and  the  bending  reverses  the  direct  pressure.  In  that  case^ 
assuming  linear  variation^  the  forces  will  be  as  indicated  at  (c)>  Fig.  435. 

Let  P  =  direct  load  on  column, 

p  =  maximum  pressure  per  sq.  in., 

/= stress  per  sq.  in.  on  the  anchor  bolt  =10,000  lbs., 

A  =  area  of  cross-section  of  anchor  bolt  or  bolts  on  each  side  of 

column, 
ilf= bending  moment  in  in.  lbs., 

n  =  ratio  of  the  modulus  of  elasticity  of  steel  to  masonry  =  15, 
6  =  width  of  column  base  in  ins., 
J = length  of  column  base  in  ins. 

The  problem  is  to  determine  p  and  A.  As  is  seen  from  the  diagram 
at  (c)  these  could  readily  be  determined  if  x  were  known.  So  we  will 
first  derive  an  expression  for  the  value  of  x. 

It  is  obvious  that  the  moments  of  the  forces  about  o  (center  o^  the 
column)  must  be  equal  to  Af . 
Then  we  have 

f'<K^t^^4=^ ^^^- 

Am  the  summation  of  the  vertical  forces  must  equal  0,  we  have 

^xb-fA=P (5). 

From  the  stress  diagram  at  (c)  we  have 

p    _     jr 


(9 


from  which  we  ohtain 


P 


4fe)- w- 

From  (5)  we  obtain 

^=If'^-7 ('>• 

From  (4)^  (5),  and  (6)  the  following  expression  for  «  can  be  obtained: 
««-3rf«*-^(22tf  +  Pd)«+|^(2af+Pd)d=0 (8). 
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The  value  of  x  for  any  case  can  be  determined  from  (8)  and  then 
the  value  of  p  can  be  obtained  from  (6)  and  A  from  (7).  For  conven- 
ience the  anchor  bolts  are  assumed  to  be  exactly  at  the  edge  of  the  base 
plate^  which  of  course  is  not  absolutely  true>  but  the  error  resulting  from 
the  assumption  is  small. 

Now>  considering  the  windward  column,  the  direct  load  above  the 
crane  girder  as  previously  given  is  28,700  lbs.  and  the  load  from  the 
crane  girder  is  58,100  lbs.,  and  assuming  the  column  to  weigh  2,000  lbs. 
we  have 

P  =  28,700  +  58,100  +  2,000  =  88,800  lbs. 

for  the  direct  load  on  the  column.  As  previously  found  the  bending 
moment 

Af  =  1,725,000  inch  lbs. 

Let  us  assume  d  equals  40'^  and  h  equals  16^^.  Substituting  these  values  in 
(8)  and  assuming  /  equals  10,000  we  obtain 

X  =  20  ins.  (about) . 
Substituting  in  (6)  we  obtain 

p  =  666  lbs., 

which  is  quite  satisfactory,  as  the  pressure  is  due  to  direct  load  and  cross 
bending  which  are  not  likely  to  occur  simultaneously.  In  fact  p  could 
safely  be  800  or  900  lbs. 

Substituting  in  (7)  we  obtain 


^     /666 


X  20  X  16  -  88,800  j  -r  10,000  =  2.77  sq.  ins. 


for  the  area  of  cross-section  of  anchor  bolts.  Use  two  If"  anchor  bolts 
on  a  side. 

281.  Drawings. — The  data  given  in  Articles  270  to  280  is  suffi- 
cient for  making  the  stress  sheet,  Fig.  436,  except  for  the  gable  fram- 
ing, girts,  and  bracing,  which  can  be  considered  more  conveniently 
as  the  work  on  the  stress  sheet  progresses.  The  gable  framing  is  de- 
signed to  resist  a  wind  pressure  of  30  lbs.  per  sq.  ft.  on  the  end  of  the 
building.  Each  gable  column  can  be  considered  as  a  vertical  beam  35  ft, 
long  and,  as  they  are  about  11  ft.  apart,  the  load  on  each  is  11x30  =  330 
lbs.  per  ft.  of  length.     Then  the  bending  moment  on  each  is  ^  x  330  x 

SS^'x  12  =  606,370"*.  Dividing  this  by  16,000  we  obtain  37.9  for  the 
section  modulus.  This  calls  for  a  12"x35*  I  which  Mnill  be  used  for 
each  gable  column. 

The  bracing  between  the  trusses  and  main  columns  in  the  end  bays 
should  be  sufficient  to  resist  the  wind  pressure  on  the  end  of  the  building. 
The  stresses  in  this  bracing  are  determined  as  indicated  in  Fig.  437.  The 
diagram  at  (a)  represents  the  bracing  between  the  main  columns  and  the 
diagram  at  (h)  represents  the  stresses  in  the  same.  The  diagram  at  (c) 
represents  the  bracing  in  the  plane  of  the  roof  and  the  diagram  at  (rf) 
represents  the  bracing  in  the  plane  of  the  bottom  chord  of  trusses.  The 
designing  of  the  bracing  in  intermediate  bays  is  mostly  a  matter  of  judg- 
ment as  it  is  intended  mostly  for  rigidity. 


\ 
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The  girts  are*  designed  to  resist  a  horizontal  wind  pressure  of  30  lbs. 
per  sq.  ft.  and  in  some  cases  they  should  act  as  struts^  that  is,  h/r  should 
not  exceed  125.     After  the  stress  sheets  Fig.  436,  is  completed  the  shop 
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drawings  and  bills  for  the  structure  can  be  made.     A  fair  idea  of  the 
details  can  be  obtained  from  the  general  drawing,  Fig.  438. 


HIGH  BUILDINGS 

282.  Preliminary. — In  the  case  of  modem  high  buildings  such  as 
office  buildings,  hotels,  etc.,  all  loads  including  exterior  walls,  partitions, 
floors,  and  live  loads  are  practically  in  every  case  supported  upon  a  steel 
frame  which  consists  of  columns  and  beams.     While  the  designing  of 
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these  buildings  as  a  whole  is  architectural  work  the  designing  of  the  steel 
frame  is  purely  a  structural  engineering  problem  and  hence  will  be  herein 
treated  as  such. 

283.  Dead  Load. — The  dead  load  includes  all  permanent  parts  of 
the  building  and  also  all  permanent  fixtures  and  mechanisms  supported 
by  the  building.  In  estimating  dead  loads  the  following  units  of  weights 
may  be  used: 

Steel 490  lbs.  per  cu.  ft. 

Concrete 150  lbs.  per  cu.  ft. 

Brick  walls 140  lbs.  per  cu.  ft. 

Hollow  tile  walls 40  lbs.  per  cu.  ft. 

Hollow  tile  floors  (tile  alone)  . .  50  lbs.  per  cu.  ft. 

Wood    4.5  lbs.  per  sq.  ft.  B.  Ml 

Plaster 5  lbs.  per  sq.  ft. 

The  weights  of  the  other  materials  can  be  obtained  from  handbooks. 

284  Floor  Load. — The  floor  load  consists  of  the  weight  of  the 
floor  proper  and  the  load  supported  on  the  floor.  The  former  is  usually 
referred  to  as  the  dead  load  and  the  latter  as  live  load.  The  dead  load 
is  always  first  assumed  and  then  verified  by  calculations.  The  live  load^ 
as  a  rule,  can  only  be  estimated.  The  building  ordinances  of  the  differ- 
ent cities  specify  what  these  loads  shall  be  in  each  case.  In  the  case  of 
office  buildings  the  live  load  for  the  first  floor  is  usually  taken  as  100  to 
150  lbs.  per  sq.  ft.  of  floor;  the  other  floors  from  40  to  75  lbs.  per  sq.  ft. 

Designing  of  a  Ten-Story  Office  Building 

285.  Data  :— 

Length  =  7   bavs    @    15'-0''      =  105'-0" 
Width   =4  bavs    @    15'-0''      =    GO'-O" 
'  Basement  =    lO'-O" 

Height  =^   1st  storv  =    18'-0" 

[  !)  stories'^.  l-?'-0"  =  108'-0" 
Dead  load  to  be  computed. 

First  floor — 100  lbs.  per  sq.  ft.  of  floor. 
All  other  floors — 50  lbs.  per  sq.  ft.  of  floor. 
,Roof — 25  lbs.  per  sq.  ft.  of  roof. 
Wind  load — 20  lbs.  per  sq.  ft.  of  vertical  exposed  surface. 
Type  of  floor — solid  concrete. 
All  metal  to  be  incased  in  concrete. 

In  order  to  resist  the  wind  pressure  on  the  building  the  floor 
beams  will  be  rigidly  connected  to  the  columns.  These  beams  will 
be  considered  as  fixed  beams  for  all  loads. 

The  floor  framing  in  general  will  be  as  shown  in  Fig.  439. 
Allowable  unit  stresses  will  be  the  same  as  for  highway  bridges 
(see  12  of  Art.  222). 

286.  Wind  Stresses. — As  seen  from  Fig.  439,  it  is  necessary  to 

compute  the  wind  stresses  in  bents  BB,  CC,  and  EE,  at  least.  The  wind 
stresses  in  bents  A  A  will  be  one-half  as  much  as  in  bents  BB^  and  like- 
wise the  stresses  in  bent  DD  will  be  half  as  much  as  in  bents  EE  and  FF* 
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Let  as  first  consider  bents  BB,  the  elevation  of  wliich  is  shown  in 
Fig.  440.     The  wind  load  at  the  roof  is  equal  to 

20 X 15 X  (6 +  4)  =.1,000 lbs. 

At  each  floor  from  the  tenth  down  to  the  third  (inclusive)  the  wind  load 
is  equal  to  20xl5x  1*^^  =  3,600  lbs.  as  shown,  and  at  the  second  floor  it  is 


'  >«" 


sa-o 


General  Plan  of  ffoor  rram/np. 

Fig.  430 

equal  to  20 x  15  x  (6  +  9)  =4,500  lbs.,  and  at  the  first  floor  it  is  equal  to 
20x15x9  =  2,700  lbs.  Having  the  wind  loads  determined  we  can  pro- 
ceed with  the  determination  of  the  stresses  due  to  same  by  beginning  at 
the  roof  and  working  downward  story  after  story. 

The  columns  and  the  floor  beams  connecting  to  them  will  be  con- 
sidered fixed  and  the  point  of  contra-flexure  in  each  column  of  each  story 
will  be  considered  to  be  at  mid-story,  while  the  point  of  contra-flexure  in 
each  floor  beam  will  be  considered  to  be  at  mid-span.  Any  part  of  the 
structure  between  points  of  contra-flexure  can  be  considered  as  an  inde- 
pendent structure. 

In  determining  the  stresses  the  building  as  a  whole  will  be  considered 
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to  act  as  a  vertical  cantilovcr  beam,  in  whicli  case  the  direct  stress  on 
the  columns  will  vary  dirt*ctly  as  their  distance  from  the  neutral  axis. 

Considering  the  part  of  the  structure  above  the  points  of  contra- 
flexure  of  the  columns  in  the  tenth  story  we  have  the  independent  struc- 
ture shown  at  (a).  Fig.  441.     As  is  obvious,  the  neutral  axis  will  be  at 


30' 


30' 


Flff.  441 

Oj,  the  center  of  the  building.   .  Then  the  vertical  reaction  on  the  columns 
will  vary  directly  as  their  distance  out  from  O,  as  indicated  at  (6). 
For  the  moment  of  the  w4nd  load  about  0,  we  have 

3/  =  3,000  X  6  =  18,000  ft.  lbs. 

This  moment  must  be  balanced  bv  the  moment  of  the  vertical  reactions  on 
the  columns.  Let  R  represent  the  reaction  at  F.  Then  the  reaction  at 
a  point  one  foot  (unit)  out  from  O,  would  be  i?/30,  and  hence  the  reac- 
tion at  G  and  //  will  be  (/?  30)  15  and  similarly  at  F  and  K  it  will  be 
(1^/30)  30.    Then  taking  moments  al>out  0^  we  have 


4(i)-^(:S)-] 


-18,000  =  0, 


from  which  we  obtain 


«0 


The  number  To  is  a  constant  that  can  be  used  in  determining  the  R  in  all 
the  other  stories. 
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Now  having  the  vertical  reaction  JZ  at  F  determiBedy  we  mm  wMy 
determine  the  reactions  on  the  other  oolnnms  ai  the  intensity  In  ensh  esse 
is  directly  proportionate  to  the  distance  of  die  odanm  f  lom  O^.  Then, 
for  the  reaction  at  G  and  H,  we  have  (15/30)  x  840*120  lbs.  and  for 
the  reaction  at  K  we  have  (80/30)  x240s840  lbs.,  wUdi  of  conse  b 
the  same  as  at  F.  - 

Having  the  vertical  reactions  on  the  iwTnmns  determined  we  eaa  neik 
determine  the  vertical  shear  on  the  floor  beams  fay  simply  adding  op  the 
vertical  forces  beginning  at  either  A  at  E.  For  example,  b^ginniig  at  A 
we  have 

Flsr840 

for  the  shear  on  girder  AB.    For  the  shear  on  girder  BC  we  have 

r2r:  840 +  180  =  360. 

The  stmctnre  being  symmetrical  about  0^  the  shears  and  reactions  on 
one  side  of  0^  will  be  equal  and  opposite  to  those  on  the  other  side^  and 
hence  only  one-half  of  the  stmctore  need  be  considered  in  determining 
tl(ese  stresses. 

tlavii*^'^  Hie  vertical  reactions  on  the  colnmns  and  the  vertical  shesr 

m  die  floov  J^anu'*  determined,  the  horisontal  shears  HI,  B2,  and  H3  on 

tlie  odlmnnsean  be  cxTSmted.    Considering  the  part  of  the  stmctnre 

shown  at  (c)  as  an  tedspi^c-.^  v.Aoi.Jure  mi  '^ng  moments  about  A 

we  have 

240x7.5-^1x6  =  0, 

from  which  we  obtain 

//I  =  300  lbs. 

Then  summing  up  the  horizontal  forces^  we  have 

3,000- 300 -F  =  0, 

from  which  we  obtain 

F  =  2,700  lbs. 

for  the  direct  compression  in  beam  AB,  Considering  the  part  of  the 
structure  shown  at  (d)  as  an  independent  structure  and  taking  mimiesti 
about  B,  we  have  ^ 

240x7.5  +  360x7.5-^2x6=0, 

from  which  we  obtain 

H2  =  750  lbs. 

Then  summing  up  the  horizontal  forces  we  have 

2,700- 750 -F1  =  0, 

from  which  we  obtain 

Fl  =  1,950  lbs. 

for  the  direct  compression  in  floor  beam  BC.  Likewise,  eonsiderlag  tike 
part  of  the  structure  shown  at  (e)  as  an  independent  stmctnre  and  tdUm 
moments  about  C  we  have 

360xl5-iy3x6  =  0, 
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from  which  we  obtain 

//3  =  900  lbs. 

Then  adding  up  the  horizontal  forces  we  have 

1,950  -  900  -  F2  =  0, 
from  which  we  obtain 

F'Z  =  1,050  lbs. 

for  the  direct  stress  in  beam  CD,  The  direct  stress  in  beam  DE  is  equal 
to  1,050-750  =  300  lbs.,  which  is  and  should  be  equal  to  HI. 

These  shears  and  stresses  can  now  be  written  on  the  diagram  in 
Fig.  440. 

Next  considering  the  part  of  the  structure  between  the  points  of 
contra-flexure  in  the  columns  of  the  tenth  and  ninth  stories  we  obtain  the 
independent  structure  shown  at  (a).  Fig.  4-^*^.     Taking  moments  about 
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Oj  of  the  wind  forces  on  the  building  above  this  point  (see  Fig.  440),  we 
haye 

3/  =  3,000  X 18  +  3,600  x  6  =  75,(100  ft.  lbs. 

Letting  R  represent  the  vertical  reaction  on  the  column  at  F  we  have 


from  which  we  obtain 


jj  =  1^  =  1, 008  lbs. 
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Then  the  reaction  on  the  column  at  G  is  equal  to  1,008  (15/30)  =504  lbs. 
Beginning  at  A  and  adding  up  the  vertical  forces  (algebraically) 
we  have  1,008-240  =  768  lbs.  for  the  shear  on  beam  AB,  1,008-240  + 
504-120  =  1,152  lbs.  for  the  shear  on  beam  BC,  Now  considering  the 
part  of  the  structure  shown  at  (c)  as  an  independent  structure  and  taking 
moments  about  A,  we  have 

HI  X  6  +  300x6- 768x7.5  =  0, 

from  which  we  obtain 

HI  =  660  lbs. 

for  the  horizontal  shear  on  the  column  at  F, 

Similarly,  considering  the  part  of  the  structure  shown  at  (c/)  as  an 
independent  structure  and  taking  moments  about  B,  we  have 

H2  X  6  +  750  X  6  -  768  X  7.5  - 1,152  x  7.5  =  0, 

from  which  we  obtain 

H2  =  1,650  lbs. 

Considering  the  part  of  the  structure  shown  at  (&)  as  an  independent 
structure  and  taking  moments  about  C,  we  have 

H3x  6  +  900x6-1,152x15  =  0, 

from  which  we  obtain 

H3  =  1,980  lbs. 

for  the  shear  on  the  column  at  O.,.  Now  adding  up  the  horizontal  forces 
beginning  at  A  we  have  3,G00  f  300- ()()0  =  3,240  lbs.  for  the  direct  com- 
pression in  beam  AB,  3,600  +  300- (560- 1,G50  4  750  =  2,340  lbs.  for  the 
direct  compression  in  beam  BC,  2,340  + 900- 1,980  =  1,2G0  lbs.  for  the 
direct  compression  in  beam  CD,  and  1,260  +  750-1,650  =  360  lbs.  for 
the  direct  compression  in  beam  DE, 

Continuing  in  the  manner  shown  above,  considering  the  parts  of  the 
structure  between  points  of  contra-flexure  in  the  column  of  consecutive 
stories  on  down  to  the  base  of  the  building,  the  direct  stresses  and  shears 
on  the  columns  and  floor  beams,  as  shown  in  Fig.  440,  can  be  determined. 

It  will  be  seen  from  Fig.  440  that  the  horizontal  shear  on  each 
column  varies  from  the  ninth  down  to  the  second  story  by  a  constant  and 
that  the  vertical  shear  on  the  floor  beams  in  each  bav  varies  from  the 
tenth  down  to  the  third  floor  by  a  constant,  and  hence  these  stresses  can 
be  quickly  computed  by  the  use  of  the  constants,  which  can  be  determined 
after  the  stresses  are  computed  in  the  three  top  stories.  Also,  it  will  be 
seen  (see  Fig.  440)  that  the  direct  stress  in  the  floor  beams  in  each  bay 
is  the  same  from  the  tenth  down  to  the  third  floor.  After  the  shears  on 
the  columns  and  floor  beams  are  computed  by  the  use  of  the  constants, 
the  direct  stress  on  the  columns  can  be  determined  by  beginning  at  the 
ninth  story  and  adding  up  the  vertical  forces  included  between  the  points 
of  contra-flexure.  As  an  example,  for  the  direct  stress  in  the  outer  left- 
hand  column  of  the  sixth  story,  we  have  4,272  +  2,496  =  6,708  lbs.  For 
the  next  column  to  the  right  we  have— 2,496  +  2,136  +  3,744  =  3,384  lbs., 
and  so  on.     To  obtain  the  stresses  in  the  second  story  floor  beams  and 
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first  story  columns  we  first  take  moments  about  O^^  of  the  wind  forces 
above  that  point.     For  this  moment  (see  Fig.  440),  we  have 

M  =  3,000  X 117  +  28,800  x  63  +  4,500  x  9  =  2,205,900  ft.  lbs. 

Then  dividing  this  by  the  constant  75  (previously  determined^  we  obtain 
29,412  lbs.  for  the  reaction  or  direct  stress  in  the  outer  left-hand  column. 
The  reactions  on  the  other  columns  can  then  be  quickly  determined  by 
direct  proportion,  and  the  remainder  of  the  work  of  determining  the  stress 
is  the  same  as  previously  explained. 

To  obtain  the  stresses  in  the  floor  beams  of  the  first  floor  and  in  the 
basement  columns  we  would  first  take  moments  about  O^  (see  Fig.  440) 
of  the  wind  forces  above  this  point.     For  this  moment,  we  have 

M  =  3,000  X 131  +  28,800  x  77  +  4,500  x  23  +  2,700  x  5  =  2,727,600  ft.  lbs.  ^ 

Then  dividing  this  by  the  constant  75  we  obtain  36,368  lbs.  for  the  reac- 
tion or  direct  stress  on  the  outer  left-hand  column.     The  reactions  on  the 
other  columns  are  readily  determined  by  direct  proportion,  and  the  re- 
mainder of  the  work  of  de- 
^  ^  ^  termining   the    stresses    is 

the  same  as  previously  ex- 
plained. 

From  the  above  it  is 
seen  that  all  of  the  direct 
stresses  and  shears  in  the 
columns  and  floor  beams 
of  the  bent  are  obtained  bv 
fully  analyzing  only  the 
three  top  stories  and  the 
first  floor  and  basement. 

We  will  next  consider 
the  bents  CC  (through  the 
light  court),  the  elevation 
of  which  is  shown  in  Fig. 
\  V?i,  Considering  the  part 
of  the  structure  above  the 
points  of  contra-flexure  of 
the  columns  in  the  tenth 
story  we  obtain  the  inde- 
pendent structure  which  is 
shown  at  (a),  Fig.  444. 
As  these  bents  are  unsym- 
metrical  we  have  to  deter- 
mine the  location  of  the 
neutral  axis  00,  The  re- 
actions on  the  columns  will  vary  directly  as  their  distance  from  this 
neutral  axis,  as  indicated  at  (t),  and  the  sum  of  the  reactions  on  one 
side  must  equal  the  sum  of  those  on  the  other. 

Let  £r  =  the  distance  from  A  to  the  neutral  axis,  and  for  the  sake  of 
simplicity  let  a,  h,  and  c  represent  the  bay  lengths  as  indicated,  and  let  A 
represent  the  reaction  at  E. 


Fig.  444 
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Then  we  have  R  for  the  reaction  at  E,  {R/z)  (a  -  a)  for  the  reaction 
at  G,  {R/z)  (a  +  h-z)  for  the  reaction  at  H,  and  (^R/z)  (a  +  b  +  c-z) 
for  the  reaction  at  K,  Then^  as  the  sum  of  the  reactions  on  one  side  of 
the  neutral  axis  must  be  equal  to  the  sum  of  those  on  the  other  side  of  the 
neutral  axis^  we  have 


fi.  (f )(.-«)=  (f)(a.6-.).(f)(« 


+  6  +  c-ar). 


from  which  we  obtain 


3a  +  2fe  +  c 
*= 4 (1) 

for  the  distance  from  A  to  the  neutral  axis.  Now,  substituting  the 
numerical  values  of  the  bay  lengths  in  (1)  wc  obtain 

.=  i^±^«  =  21.25ft. 
4 

which  gives  the  location  of  the  neutral  axis. 
Taking  moments  about  O^  we  have 

3,000  X  6  =  0, 

from  which  we  obtain 

-,    18.000     ,_,. 
^  =  13:23='^^^^^'' 

for  the  reaction  on  the  column  at  E.  The  number  43.23  is  the  constant 
for  determining  the  reaction  R  for  all  the  other  stories.  Having  the 
reaction  at  E  determined  the  reaction  on  the  other  columns  is  readilv 

» 

determined  by  direct  proportion.  For  example,  the  reaction  at  //  is 
(416/21.25)  8.75  =  171  lbs.  After  the  reactions  on  the  columns  are  deter- 
mined the  shears  on  the  columns  and  the  shears  and  direct  stresses  on  the 
floor  beams  can  be  determined^  as  previously  explained,  by  considering 
the  independent  portions  shown  at  (c),  (d),  (e),  and  (/).  In  fact,  the 
itsnainder  of  the  work  of  determining  the  direct  stresses  and  shears  on 
<4be  oolunms  and  floor  beams  shown  in  Fig.  443  is  the  same  as  previously 
explained  for  bents  BB, 

The  shears  and  direct  stresses  in  the  columns  and  floor  beams  for 
bents  EE  and  FF  are  given  in  Fig.  445.  These  are  determined  in  the 
same  manner  as  previously  shown  for  bents  BB.  It  will  be  seen  that  the 
neutral  axis  for  bents  EE  and  FF  is  midway  between  the  central  columns. 
After  the  shears  and  direct  stresses  on  the  columns  and  floor  beams,  as 
given  in  Figs.  440, 443,  and  445,  are  determined  the  stresses  at  the  column 
connections  are  readily  obtained,  as  will  be  seen  later. 

287.    Designing  of  fhe  Boof  Framing. — ^The  columns  and  beams 

will  be  spaced  as  shown  in  Fig.  446. 

The  roof  covering  will  be  a  4''  solid  concrete  slab. 
The  assumed  loads  on  the  roof  will  be  as  follows: 
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Live  load  (Chicago) .'....   25  lbs.  per  sq.  ft  of  roof. 

Dead  load  j?^'^^'^*/J^*^.:. 501bs.persq  ft  of  roof. 

^Suspended  ceiling 10  lbs.  per  sq.  ft.  of  roof. 

60  lbs.  per  sq.  ft.  of  roof. 


C,2£>7*9.7S^ 


Ci 


4C?' 


Roof  From^na 

Beams  1.     The  dead  load  on  each  of  these  beams  is  as  follows: 

Concrete  slab  and  ceiling  =  60  x  5  =  300  lbs.  per  ft.  of  beam. 
Concrete  around  beam         =  75  lbs.  per  ft.  of  beam.  ^ 

Beam   (assumed)  =  15  lbs.  per  ft.  of  beam. 

390  lbs.  per  ft  of  beam. 
Then,  for  the  maximum  bending  moment  due  to  dead  load  we  have 
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I X  390  X 1?  X 12  =  131,625  inch  lbs. 

The  live  load  is  25  x  5  =  125  lbs.  per  ft.  of  beam.  Then,  for  the  live  load 
moment  on  each  beam  we  have 

i  X 125  X  Is""  X  12  =  42,187  inch  lbs.    . 

Adding  the  two  moments  together  we  obtain  131,625  +  42,187  =  173,812 
inch  lbs.  for  the  total  maximum  moment  on  the  beam.  Dividing  this  by 
16,000  we  obtain  10.8  for  the  section  modulus  which  calls  for  a  7"  x  IS*'^ 
I-beam,  which  will  be  used. 

V  A    ^.       /Dead  load  =  390 x  7.5  =  2,925 lbs. 
iind  Shear  ^  ^^.^^    ^^^^  ^  ^^^  ^  ^  ^  =    937  lbs. 

3,862  lbs. 

Beams  2,     These  beams  will  be  connected  rigidly  to  the  columns  to 
resist  wind  pressure  and  consequently  will  be  fixed  beams  for  all  loads. 
The  dead  load  on  each  of  these  beams  is  as  follows: 

•    Fire  wall  [see  sketch  at  (6)  ]  =  1  x  140  x  4  =  560  lbs.  per  ft.  of  beam. 
Concrete  slab  and  ceiling       =60x2.5  150  lbs.  per  ft.  of  beam. 

Concrete  around  beam  =  120  lbs.  per  ft.  of  beam. 

Beam  (2 — [s)  =  30  lbs.  per  ft.  of  beam. 

860  lbs.  per  ft.  of  beam. 

Then  for  the  maximum  bending  moment  at  the  ends  of  the  beam  due 
to   dead   load,   considering   each   bracket   to  be   18   ins.   long,   we   have 

1^x860x12^x12  =  123,840  inch  lbs.,  and  one-half  of  this,  or  61,920  inch 
lbs.,  will  be  the  moment  at  the  center  of  span  (see  Art.  69).  The  live 
load  on  the  beam  is  2.5x25  =  62.5  lbs.  per  ft.  of  beam.  Then  for  the 
bending  moment  at  the  ends  of  the  beam  due  to  live  load  we  have  ^  x 

62.5x12^x12  =  9,000  inch  lbs.,  and  one-half  of  this,  or  4,500  inch  lbs., 
will  be  the  moment  at  the  center  of  span. 

Tlie  maximum  shear  on  these  girders  due  to  wind  pressure  is  one-half 
of  the  maximum  given  in  Fig.  440,  or  3G0-r2  =  180  lbs.  Then  for  the 
moment  at  the  end  of  the  beam  (at  end  of  bracket)  we  have  180  x  72  = 
12,960  inch  lbs. 

Now  combining  the  maximum  dead  and  live  moments  we  have 
123,840  +  9,000  =  132,840  inch  lbs.  Dividing  this  by  16,000  we  obtain 
8.3  for  section  modulus,  which  calls  for  2 — [s  6"x8^,  but  to  obtain 
rigidity  2 — [s  7"  x  9.75^  will  be  used.  The  stress  due  to  wind  load  is 
not  considered  as  it  does  not  exceed  50  per  cent  of  the  live-  and  dead-load 
stresses.     This  is  in  accordance  with  practice. 

For  the  maximum  end  shear  on  the  beam  we  have 

Dead  load  =  860    x  7.5  =  6,450  lbs. 
Live    load=    62.5x7.5=    469  lbs. 

6,919  lbs. 

Beams  3,  For  the  load  on  each  of  these  beams  we  have  the  fol- 
lowing: 
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Concrete  slab  =  50x5  =  250  lbs.  per  ft.  of  beam. 
Concrete  around  beam  =  1201bs.  per  ft.  of  beam. 
Beam  =   211bs.per  ft.  of  beam. 

Ceiling     =10x5  =   50  lbs.  per  ft.  of  beam. 

Live  load  =  25x5  =  125  lbs.  per  ft.  of  beam. 

Total = 566  lbs.  per  ft.  of  beam. 

Considering  the  beams  fixed  to  the  columns  by  brackets  we  have  -^  x  566  x^ 

12  X  12  =  81^504  inch  lbs.  for  the  maximum  moment  at  the  ends  of  the 
beam  due  to  dead  and  live  load.  The  moment  due  to  wind  load  is  539  x 
72  =  38^808  inch  Ibs.^  which  is  less  than  50  per  cent  of  the  live-  and  dead- 
load  moment  and  hence  will  not  be  considered. 

Dividing  the  dead-  and  live-load  moment  by  16,000^  we  obtain 
81,504  4- 16,000  =  5.1  for  the  section  modulus,  which  calls  for  a  6''  x  12.25^ 
1,  but  for  the  sake  of  rigidity  and  also  to  allow  for  rivet  holes  at  the 
brackets  we  will  use  1 — I  7''x  15^  for  each  beam. 

For  the  maximum  end  shear  on  the  beam  we  have 

Dead  load  =  441  x  7.5  =  3,307  lbs. 
Live    load  =  125  x  7.5  =    937  lbs. 

4,244  lbs. 

Beams  4<  There  will  be  two  concentrations  on  each  of  these  beams, 
each  of  which  we  will  assume  is  equal  to  twice  the  maximum  end  shear  on 
beams  1.  The  concrete  around  the  beam  will  be  assumed  to  weigh  120 
lbs.  per  ft.  of  beam  and  the  beam  itself  will  be  assumed  to  weigh  21  lbs. 
The  loading  will  then  be  as  indicated  in  J'ig.  447.  These  loads  include 
both  live  and  dead  load.  

Considering  the  beam  to  be  fixed  we  have  -^  x  141  xT2*  x  12  =  20,304 
inch  lbs.  for  the  maximum  moment  due  to  the  uniform  load.  A:  =  3.5/12  = 
0.29  for  one  load  and  8.5/12  = 
0.71  for  the  other.  Then  substi- 
tuting in  (7)  of  Art.  69  we  obtain 
229,120  inch  lbs.  for  the  maxi- 
mum moment  due  to  the  concen- 
trations. This  moment  occurs  at 
the  end  of  the  beam. 

Adding  together  the  two  mo- 
ments we  obtain  20,304  +  229,- 
120  =  249,424  inch  lbs.  for  the 
total  maximum  bending  moment  on  the  beam  due  to  dead  and  live  load. 
Dividing  this  by  16,000  lbs.  we  obtain  15.5  for  the  section  modulus  which 
calls  for  a  9"x21*  I,  which  will  be  used  for  each  of  these  beams. 

For  the  maximum  end  shear  on  these  beams  we  have  7,724  + 141 X 
7.6  =  8,781  lbs.     The  wind  stress  is  so  small  that  it  is  negligible. 

Beams  5,     The  dead  load  on  each  of  these  beams  is  as  follows : 

ff 

Fire  wall  (same  as  2)  =  5601bs.  per  ft.  of  beam. 
Concrete  around  beam  =150  lbs.  per  ft.  of  beam. 
Beam  (2  channels)       =   30  lbs.  per  ft.  of  beam. 

740  lbs.  per  ft.  of  beam. 
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For  the  maximum  moment  on  the  beam  due  to  this  load^  considering 

the  beam  fixed,  we  have  ^  x  740  x  T2\  12  =  106,560  inch  lbs. 

The  moment  due  to  the  two  concentrated  loads  will  be  one-half  of 
that  found  for  beams  4  or  229,120  -^  2  =  114,560  inch  lbs.  Adding  the  two 
above  moments  together  we  have 

106,560  + 114,560  =  221,120  inch  lbs. 

^or  the  total  maximum  moment  on  the  beam.     Dividing  this  by  16,000  we 
obtain  13.8,  which  calls  for  2 — 8'' x  11.25^  [s,  which  will  be  used. 

'  Beams  6  to  12,  For  the  sake  of  uniformity  beams  6  will  be  the  same 
size  as  beams  4,  although  the  moment  does  not  require  such  a  large  sec- 
tion. Likewise,  beams  7  will  be  the  same  size  as  beams  3;  beams  8,  9, 
and  10  will  be  the  same  size  as  beams  1 ;  and  beams  11  and  12  will  be  the 
same  size  as  beams  5. 

288.    Designing  of  the  Tenfh-Story  Columns. — 

Load  on  Column  CI 
Dead  load 

From  beams  2  6,450x2    =12,900  lbs. 

From  beams  1  2,925x2   =    5,850  lbs. 

From  beams  4  141  x  7^  =    1,058  lbs. 

19,708  lbs. 
Live  load  =  25  x  15  x  7^  =   2,812  lbs. 

Total  =  22,520  lbs. 

Load  on  Column  C2 
Dead  load 

From  beams  2  =    6,450  lbs. 

From  beams  1  =    2,925  lbs. 

From  beams  5  =  740x7^  =    G,450  lbs. 

15,825  lbs. 
Live  load  =  25  x  7^  x  7^  =    1,406  lbs. 

Total  =17,231  lbs. 

Load  on  Column  CS 
Dead  load 

From  beams  5  =  6,450x2  =12.900  lbs. 

From  beams   1  =  2,925x2  =    5,850  lbs. 

From  beams  3  =    3,307  lbs. 

IV^  lbs. 
Live  load  =  25  x  15  x  7^  =   2,812  lbs. 

Total  =  24,869  lbs. 

Load  on  Column  C^ 
Dead  load 

From  beams  1  =  2,925x4  =11,700  lbs. 

From  beams  4=1,058x2  =    2,116  lbs. 

From  beams  3  =  3,307  x  2  =    6,614  lbs. 

20,430  lbs. 
Live  load  =  25  x  I5  x  15  =    5,625  lbs. 

Total  =  26,055  lbs. 
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Load  on  Column  C5 
Dead  load 

From  beams  1  =  5,850  lbs. 

From  beams  3  =  3,307  lbs. 

From  beams  7  =  2,200  lbs. 

From  beams  8,  9  and  10           =  3,900  lbs. 

From  beams  6  =  1,000  lbs. 

16,257  lbs. 
Live  load  =  25  x  12i  x  15  =   4,687  lbs. 

Total  =r  20,911  lbs. 

Load  on  Column  C6,     Total  =  about  J  of  load  on  column  C3  =  16,600 

lbs. 

Load  on  Column  C7 
Dead  load 

From  beams  2  =  6,450  lbs. 

From  beams  11  =  6,020  lbs. 

From  beams  3  =  3,307  lbs. 

From  beams  1  =  5,850  lbs. 

From  beams  8  and  9  =  2,600  lbs. 

24,227  lbs. 
Live  load  =   4,200  lbs. 

Total  =  28,427  lbs. 

Load  on  Column  C7\  The  load  on  this  column  is  about  equal  to 
the  load  on  column  C7  plus  10,000  lbs.  for  elevator,  which  makes  a  total 
load  of  about  38,000  lbs. 

Load  on  Column  C2\  The  load  on  tliis  column  is  about  equal  to  the 
load  on  column  C2  plus  10,000  lbs.  for  elevator,  which  makes  a  total 
load  of  about  27,000  lbs. 

The  direct  wind  loads  on  these  columns  are  negligible,  the  maximum 
being  only  about  367  lbs. 

The  maximum  shear  on  these  columns  due  to  wind  is  1,194  lbs.  in 
one  direction  and  554  lbs.  in  the  other  direction  (see  Figs.  443  and  145). 
Then  for  the  maximum  bending  moments  on  tlie  columns,  we  have  1,194  x 
6x12  =  85,968  inch  lbs.  and  554x  6x  12  =  39,888  inch  lbs.,  respectively. 

The  columns  should  be  designed  to  resist  this  bending  in  addition 
to  the  direct  load  on  them.  However,  the  unit  stress  for  the  combined 
loading  can  be  safely  increased  50  per  cent  over  that  obtained  by  the 
formula,  16,000  -  70  L/r. 

Let  us  assume  the  following  section: 

4— Ls  4"x3''xiV'=   8.36^3'/ 
1— web      12"  X  /(."  =   3.75P" 

12.11^'' 

The  Max.  7  =  294.6    and  the  Min.  7  =  30.2 
The  Max.  r=      4.91  and  the  Min.  r=    1.58 

Columns  C4  in  the  center  of  the  building  will  be  subjected  to  the 
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greatest  bending  in  the  two  directions.     For  the  fiber  stresses  we  bave 

/= 39,888x4.1-^30.2  =  5,415  lbs. 
and 

f  =  85,968  X  6.2  -r  294.6  =  1,809  lbs. 

For  the  allowable  direct  stress,  we  have  16,000  -  70  x  144 -r  1.58  = 
9,620  lbs.  per  sq.  in. 

Dividing  the  area  of  cross-section  of  the  column  into  the  load  on  the 
column  we  have  26,055  t- 12.11  =  2,150  lbs.  per  sq.  in.  for  the  direct  stress. 
Adding  this  to  the  maximum  wind  stress  we  have  5,415  +  2,150  =  7,565  lbs. 
per  sq.  in.,  which  is  quite  low,  so  we  will  assume  ^  lighter  section. 

Let  us  try 

4— Ls  3i''x2J''xi''  =  5.76n" 
1— web  12''xi''  =  3^°" 

8.76°" 

Max.  7=213.5,    Min.  7=15.9         *;; 
Max.  r=     4.94,  Min.  r=   1.35       J 

For  the  allowable  direct  stress  we  have  16,000  -  70  x  144 -r  1.35  = 
8,530  lbs.  per  sq.  in.  For  the  unit  stress  t^uik  to  cross  bending  we  have 
39,888  X  3.62  -r  15.9  =  9,080  lbs. 

For  the  stress  due  to  direct  load  we  have  26,055 -r  8.76  =  2,970  lbs. 
per  sq.  in.,  which  is  low.  Adding  together  the  stresses  due  to  direct  load 
and  cross  bending  we  have  2,970  +  9,080  =  12,050  lbs.  per  sq.  in.  The 
allowable  is  8,530x1.5  =  12,795  lbs.  per  sq.  in.  for  combined  loading, 
whicli  is  very  near  the  actual  stress  and  hence  the  last  assumed  section 
can  be  used.  This  section  is  about  the  minimum  that  would  be  used,  so 
all  columns  in  the  tenth  story  will  have  tliis  section. 

289.    Designing  of  the  Tenth-Floor  Framing. — The  framing  in 

this  floor  will  be  as  indicated  in  Fig.  148. 

Beams  1,  For  the  de^ad  load  on  each  of  these  beams  we  have  the 
following : 

4"  concrete  slab  =  50  x  5  =  250  lbs.  per  ft.  of  beam. 

Plaster  =5x5=    25  lbs.  per  ft.  of  beam. 

Concrete  around  beam     =    75  lbs.  per  ft.  of  beam. 

Beam  =    18  lbs.  per  ft.  of  beam. 

Total  =  368  lbs.  per  ft.  of  beam. 

2 

For  the  maximum  moment  due  to  dead  load  we  have  J  x  368x15  xl2  = 
124,200  inch  lbs.     For  tlie  maximum  moment  due  to  live  load  we  liave 

I  (50x5)  x  15^x  12  =  84,375  inch  lbs.     Then  for  the  total  maximum  mo- 
ment we  have  124,200  }  84,375  =  208,575  inch  lbs.  Dividing  this  by  Ui,(HH) 
we  obtain  13.04,  which  calls  for  an  8"xl8^  I,  which  will  be  used. 
For  maximum  end  shear  on  the  beam  we  have 

Dead  load  =  308  x  7^  =  2,760  lbs. 
Live    load  =  250  x  7|  =  1,875  lbs. 

Total  =  4,635  lbs. 
Beams  2.     The  dead  load  on  each  of  these  beams  consists  of  a  story 
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of  12-in.  curtain  wall,  a  strip  of  concrete  floor  2.5  ft.  wide^  and  the  weight 
of  the  beam  and  concrete  encasing  it. 
For  the  weight  of  the  wall  we  have 


8"  hollow  tile 
4''  brick  face 


26.4  lbs.  per  sq.  ft.  of  wall. 
:  40.2  lbs.  per  sq.  ft.  of  wall. 


40  X  0.66 
140x0.33    

Total  =  72.6  lbs.  per  sq.  ft.  of  wall. 


The  curtain  wall  in  each  bay  will  have  two  openings  for  windows^ 
as  shown  at  (a),  Fig.  449.    The  load  on  the  beam  from  this  wall  will  be 
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as  shown  at  (&),  but,  as  the  load  near  the  ends  of  the  beam  is  supported 
directly  upon  the  brackets,  the  load  for  computing  the  stress  on  the  beam 
can  be  taken  as  indicated  at  (c). 
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For  the  remainder  of  the  dead  load  we  have 

Concrete    slab  =  50  x  3.5  =  125  lbs.  per  ft.  of  beam. 

Beam  (2— [s)  =   30  lbs.  per  ft.  of  beam. 

Concrete  around  beam  =150  lbs.  per  ft.  of  beam. 

Total  =  305  lbs.  per  ft  of  beam. 
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For  the  moment  on  the  beam  due  to  this  load  we  have 

:^  X  305  X 11*  X 12  =  36,905  inch  lbs. 

For  the  live  load  on  the  beam  we  have  50  x  2.5  =  125  lbs.  per  ft.  of 
beam.     Then  for  the  live-load  moment  on  the  beam  we  have 

r^  X 125  X  ll''  X  12  =  15,125  inch  lbs. 

Adding  together  all  of  the  above  moments  we  have 

63,340  +  36,905  +  15,125  =  115,370  inch  lbs. 

for  the  total  maximum  bending  moment  on  the  beam  due  to  dead  and  live 
load. 

The  maximum  shear  on  the  beam  due  to  wind  load  is  1,152  -r  2  =  576 
lbs.  (see  Fig.  440).  Then  for  the  moment  on  the  beam  due  to  wind  load 
we  have  576x66  =  38,016  inch  lbs.,  which  is  less  than  50  per  cent  of  the 
live-  and  dead-load  moment  and  hence  it  will  be  ignored.  Dividing  the 
dead-  and  live-load  moment  by  16,000  we  have  115,370 -r  16,000  =  7.2  for 
the  section  modulus,  which  calls  for  2 — [s  Q'^xS^,  but  for  the  sake  of 
rigidity  we  will  use  2— [s  7"  x  9.75^. 

^,     .  J    ,         fDead  load  =  6,504  lbs. 

Maximum  end  shear  j^i^e    load=j937  lbs. 

7,441  lbs. 

Beams  S.  For  the  dead  load  on  each  of  these  beams  we  have  the 
following: 

Partition  =  40  x  0.33  x  12  =  160  lbs.  per  ft.  of  beam. 
Concrete  slab  =  50  x  5  =  250  lbs.  per  ft.  of  beam. 
Beam  =   21  lbs.  per  ft.  of  beam. 

Concrete  around  beam  =150  lbs.  per  ft.  of  beam. 
Plaster  =  5x5  =25  lbs.  per  ft  of  beam. 

636  lbs.  per  ft.  of  beam. 

Then  for  the  maximum  moment  on  the  beam  due  to  dead  load,  we 

have  Ax636xll'*xl2  =  76,956  inch  lbs.  The  live  load  is  50x5  =  250 
lbs.  per  ft.  of  beam.     Then  for  the  moment  on  the  beam  due  to  live  load, 

we  have  ^  x  250  x  11^  x  12  =  30,250  inch  lbs.  Adding  together  the  dead- 
and  live-load  moments  we  obtain  107,206  inch  lbs.  for  the  total  maximum 
moment  due  to  dead  and  live  load.  The  maximum  shear  on  these  beams 
due  to  wind  load,  as  given  in  Fig.  440,  is  1,152  lbs.  So,  for  the  maximum 
bending  moment  on  the  beams  due  to  wind,  we  have  1,152x66  =  76,032 
inch  lbs.  Now  subtracting  from  this  50  per  cent  of  the  live-  and  dead- 
load  moment  we  obtain  76,032-53,603  =  22,429  inch  lbs.,  which  must  be 
added  to  the  maximum  dead-  and  live-load  moment.     So  we  have 

107,205  +  22,429  =  129,635  inch  lbs. 

bending  moment  which  the  beam  most  be  designed  to  resist.     Dividing 
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this  by  Ifi.nnn  wc  cltain  S.l  for  the  section  modulus  which  ( 
T"x]5«  r,  but  as  beams  1  are  8-in.  beams  wc  will  make  these 
siBe;  that  is,  for  each  we  will  use  1— I  8"  x  1S#.  This  eseess 
provides  for  rivet  holes  cut  out  at  the  bracket. 


Maximum  end  shear-| 


6,645  1 


Beama  ^.    The  maxtmpm  dead  load  ootutsti  of  a  4-ui.  paititfaii, 
two  conccDtratioDS  from  beama  1,  the  weight  of  the  beaai,  and  the  conmAc 
encasing  it.     For  the  onifonD  dead  load  on  the  heam  we  hare  tte    i 
ftdlowing: 

FartitiMi  (same  as  3)  =  160  lbs.  per  ft  of  beam. 

Beam  '  =  S6  Dm.  per  ft.  of  beam. 

Cootfete  aronod  beam  =  150  lbs,  per  ft  of  beam. 

Total = 335  lbs.  per  ft  of  beam. 

For  each  concentration  dne  to  dead  load  we  hare  2,760  x  S  =  6,520  . 
lbs.  For  each  live-load  con- 
centratiiui  we  have  l,8?5x£= 
3,760  lbs.  Then  fm-  the  to- 
tal of  eadi  CDncentration  we 
have  5,530+3,760  =  9,270  lbs. 
The  loadi^  will  then  be  as 
indicated  in  Fig.  460.  For/ 
the  maximam  moment  (con-t 
sidering  the  beam  fixed)  doe 
to  the  uniform  load  we  have 

—  X  335  X  Tl\  12  =  40,535  inch  lbs. 

For  the  maximum  moment  due  to  the  concentrated  loads  we  have 

[VTOxllCgxOiS?"  -OS?' -0.27) +  9,270x11  (8 xfrTa'-OlTS* 

-0.73)]  12  =  240,800  inch  lbs. 
Now  adding  together  the  above  moments  we  obtain 
40,535  +  340,800  =  281,335  inch  lbs. 
for  the  total  masimum  dead-  and  live-load  mameot.     The  maximum  shear 
on  these  beams  due  to  wind  load,  as  seen  from  Fig.  445,  is  731  lbs.    So, 
for  the  maximum  moment  on  the  beams  due  to  wind  load  we  have  731  x 
66  =  48,246  inch  lbs.,  wliich  is  less  than  50  per  cent  of  the  combined  dead- 
and  live-load  moment  and  hence  will  be  ignored. 

Then  for  the  required  section  modulus  we  have  281,335  +  16,000  = 
17.57,  which  calls  for  1— I  9"  %  21#,  which  will  be  used. 
For  the  maximum  end  shear  on  the  beam  we  have 
Dead  load=    8,032  lbs. 
Live    load  =    3,750  lbs. 
Total  =  11,782  lbs. 
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Beams  5.  The  dead  load  supported  by  each  of  these  beams  consists 
of  a  story  of  12>in.  curtain  wall,  two  concentrations  from  beams  1,  and  a 
uniform  load  which  consists  of  the  weight  of  the  beam  and  the  concrete 
encasing  it. 

The  bending  moment  due  to  the  curtain  wall  =  63,340  inch  lbs.,  the 
same  as  for  beams  2. 

The  bending  moment  due  to  the  concentrations  =  120,400  inch  lbs., 
one-half  of  that  for  beams  4. 

For  the  uniform  dead  load  we  have  the  following: 

Beam  (2 — [s)  =   251bs.  per  ft.  of  beam. 

Concrete  around  beam  =  150  lbs.  per  ft.  of  beam. 

Total  =  175  lbs.  per  ft.  of  beam. 
For  the  maximum  bending  moment  due  to  this  load  we  have 

^xl75xli^  X  12  =  21,175  inch  lbs. 

Adding  together  all  of  the  above  moments  we  obtain 

63,340  + 120,400  +  21,175  =  204,915  inch  lbs. 

for  the  total  maximum  moment  due  to  dead  and  live  load.  Dividing  this 
bv  16,000  we  obtain  12.8  for  the  section  modulus  which  calls  for  2 — [s 
8''x  11.25#,  which  will  be  used. 

The  wind  stress  is  ignored  as  it  is  less  than  50  per  cent  of  the  live- 
and  dead-load  stresses  combined. 

For  the  maximum  end  shear  on  the  beam  we  have  the  following: 

Dead  load=   8,290  lbs. 
Live    load=    1,875  lbs. 

10,165  lbs. 

Beams  5\  The  loading  on  these  beams  is  exactly  the  same  as  on 
beams  5,  except  for  the  wall,  which  is  solid,  no  openings  for  windows  at 
all.  This  wall,  as  determined  for  beams  2,  weighs  72.6  lbs.  per  sq.  ft. 
Then,  ignoring  arch  action,  we  have  72.6x12  =  871  lbs.,  per  ft.  of  beam. 
For  tlie  moment  due  to  this  load  we  have 

:^  X  871  X  Tl''  X  12  =  105,391  inch  lbs. 

Now,  adding  this  to  the  other  moments  found  for  beams  5,  we  obtain 

105,391  +  120,400  +  21,175  =  246,966  inch  lbs. 

for  the  total  maximum  bending  moment  on  the  beam.  Dividing  this  by 
16,000  we  obtain  15.4  for  the  section  modulus,  which  calls  for  2 — [s  8"x 
11.25^ — the  same  as  used  for  beams  5. 

For  the  maximum  end  shear  we  have  the  following: 

Dead  load  =  10,604  lbs. 
Live    load=    1,875  lbs. 

1^79  lbs. 
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Beams  6,  7,  8,  and  9.  For  the  sake  of  uniformity  beams  6  will  be 
the  same  size  as  beams  3^  although  the  moment  does  not  require  such  a 
heavy  section.  Likewise^  beams  7,  8,  and  9  will  be  the  same  size  as 
beams  1. 

Beams  10,     For  the  dead  load  on  these  beams  we  have  the  following: 

Partition  =160  lbs.  per  ft.  of  beam. 

Plaster  =    25  lbs.  per  ft.  of  beam. 

Concrete  slab  =  250  lbs.  per  ft.  of  beam. 

Beam  =   25  lbs.  per  ft.  of  beam. 

Concrete  around  beam=    75  lbs.  per  ft.  of  beam. 

535  lbs.  per  ft.  of  beam. 
Then  for  the  dead-load  moment  we  have 

i  X  535  X  15''  X  12  =  180,562  inch  lbs. 

The  maximum  moment  due  to  live  load  is  84,375  inch  lbs.  the  same  as 
for  beams  1.     Adding,  we  have 

180,562  +  84,375  =  264,937  inch  lbs. 

for  the  total  maximum  bending  moment  on  the  beam.     Dividing  this  by 
16,000  we  obtain  16.56  for  the  required  section  modulus,  which  calls  for 
1— I  8"x23#.     Metal  would  be  saved  by  using  the  9"x21#  I  but  it  is 
desirable  to  have  beams  10  of  the  same  depth  as  beams  1. 
Maximum  end  shear  is  as  follows: 

Dead  load  =  3,900  lbs. 
Live    load  =  1,87  5  lbs. 

5,<S:35  lbs. 

Beams  1\  The  loading  on  these  beams  is  exactly  the  same  as  that 
on  beams  1,  except  a  partition  is  supported  at  mid-span.  For  this  con- 
centration we  have  IGOx  5  =  800  lbs.  This  produces  a  moment  of  400  x 
7.5  X  r^  =  3(),0()()  inch  lbs.  Adding  this  to  the  maxinnmi  moment  on  beams 
1  we  have 

208,5:5  +  36,000  =  244,575  inch  lbs. 

for  the  total  maximum  moment  on  beams  1'.  Dividing  this  by  16,000  we 
obtain  15.3  for  the  required  section  modulus,  which  calls  for  an  8"  x  vO.5^ 
I,  which  will  be  used. 

Beams  J'  and  J/.  Beams  3'  support  less  load  from  partitions  than 
beams  3,  hut  the  difference  is  not  sufficient  to  change  the  section,  so  beams 
3'  will  be  the  same  size  as  beams  3.  Beams  4'  support  no  partitions  and 
consequently  could  be  lighter  than  beams  4,  but  for  the  sake  of  uniformity 
thev  will  be  the  same  size  as  beams  4. 

» 

The  floor  framing  for  the  other  floors  down  to  the  first  floor  would 
be  the  same  as  the  tenth  floor  if  it  were  not  for  the  wind  stresses.  How- 
ever, the  work  of  designing  the  framing  in  these  floors  is  exactly  the  same 
as  shown  above  for  the  tenth  floor,  and  hence  the  method  of  procedure  is 
fully  shown  above. 

As  an  example,  let  us  consider  beams  4  in  the  fourth  floor.     The 
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sum  of  the  dead-  and  live-load  moments  is  2^1^335  inch  lbs.,  as  found 
above.  The  maximum  shear  on  the  beams  due  to  wind,  as  given  in  Fig. 
445,  is  4,023  lbs.  Then  for  the  maximum  moment  due  to  wind  load  we 
have 

4,023x5.5x12  =  266,518  inch  lbs. 

Subtracting  50  per  cent  of  the  dead-  and  live-load  moment  from  this,  we 
have  265,518-140,667  =  124,851  inch  lbs.     So  we  have 

281,335  +  124,851  =  406,186  inch  lbs. 

for  the  moment  which  the  beam  must  be  designed  to  resist.  Dividing  this 
by  16,000  we  obtain  25.4  for  the  section  modulus,  which  calls  for  a  10"  x 
30^  I,  which  will  be  used. 

The  floor  framing  on  the  first  floor  is  designed  to  support  a  live  load 
of  100  lbs.  per  sq.  ft.  of  floor.  The  work  of  designing  this  framing  is 
the  same  as  for  the  other  floors. 

290.    Designing  of  the  Ninth-Story  Columns.— As  an  example, 

let  us  consider  column  C4.     (See  Fig.  448.) 

For  the  maximum  direct  load  on  this  column  we  have  the  following: 


36,854  lbs. 


From  roof  (constant)  =26,055  lbs. 

From  beams  3  =  4,770x2  =    9,540  lbs. 

From  beams  4  =  8,032  x  2  =  16,064  lbs. 

Live  load  =  50  x  15  x  15     =  11,250  lbs.  J 

Weight  of  column  and  concrete 

encasing  it  =   2,400  lbs. 

Total  =  65,309  lbs. 

The  maximum  direct  wind  load  equals  514  lbs.  (negligible)  (see  Fig. 
443).  The  maximum  shears  on  the  column  equal  2,6*^6  lbs.  and  1,218 
lbs.  (see  Figs.  443  and  445).  Then  for  the  maximum  moments  on  the 
column  at  the  ^brackets  we  have  ^fi^^^y.  (6-2)  12  =  126,048  inch  lbs.,  and 
1,218  X  48  =  58,464  inch  lbs. 

Let  us  assume  the  following  section: 

4— Ls  4x3xVV=   8.36°" 
1— web  VI  X  i"^  =    3.75°" 

Total  =  12.11°" 

Max.  7=294.6     and  Min.  7  =  30.2 
Max.  r=     4.91  and  Min.  r=    1.58 

For  the  allowable  unit  stress  for  dead  and  live  loads  we  have  16,000  - 
70x144^1.58  =  9,620  lbs.  Dividing  this  into  the  load  we  have  65,309-=- 
9,620  =  6.79°"  for  the  required  area  of  cross-section.  For  the  actual 
direct  stress  we  have  65,309  4-12.11  =  5,390  lbs.  per  sq.  in. 

For  the  maximum  unit  stresses  due  to  cross  bending  (from  the  wind 
load)  we  have 

/=  126,048x6  4- 294.6  =  2,568  lbs. 

and 

/'  =  58,464  X  4.15  4-  30.2  =  8,038  lbs. 
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Adding  the  maximum  of  these  to  the  direct  stress  we  obtain 

8,038  +  5,390  =  13,428  lbs. 

for  the  maximum  combined  imit  stress  on  the  column.  For  the  allowable 
unit  stress  for  the  combined  dead,  live,  and  wind  loads  we  have  9,620  x 
1.5  =  14,430  lbs.  From  this  it  is  seen  that  the  above  assumed  section  is 
about  the  correct  size  and  hence  could  be  used. 

The  other  columns  in  the  ninth  story  are  designed  in  the  same 
manner  as  shown  for  C4.  Unless  the  loads  are  quite  dififerent  the  columns 
throughout  the  story  would  be  of  the  same  section — using  the  maximum 
section  required. 

After  the  columns  in  the  tenth  and  ninth  stories  are  designed,  as  ex- 
plained above,  the  columns  in  the  eighth  can  be  designed  in  the  same 
manner,  and  then  the  columns  in  the  seventh  story ;  and  so  on  down  to  the 
basement  columns,  using  in  each  case  the  loads  found  at  the  stories  above. 
As  an  example,  let  us  consider  column  C4  in  the  first  story. 

For  the  direct  load  on  the  column  (see  loads  on  C4  given  above),  we 
have  the  following: 

From  the  roof  =   26,055  lbs. 

From  10th,  9th  ..  .  2nd  floors  =  36,854  x  9  =331,686  lbs. 

Weight  of  column  above  and  concrete  encasing  it=    37,800  lbs. 

395,541  lbs. 

For  the  direct  wind  load  on  the  column  we  will  take  15,006  lbs.  (see 
Fig.  443). 

For  the  maximum  moments  due  to  wind  loads  we  have 


and 


14,442  X  (9  -  3)  12  =  1,039,824  inch  lbs. 

6,700x72-482,400  inch  lbs. 

Let  us  assume  the  section  shown  in  Fig.  451  which 
/       is  composed  of  the  followinc:  section: 


2— 


Tryy^ 


Fig.    451 


s  15"x40#  =  23.52n" 

s  12"  x  25^=  14^°" 

Total  =  38.22^'' 


Max.  7=1,389,       Min.  7  =  711 
Max.  r=         6.02,  Min.  r=      4.3 


For  the  allowable  unit  stress  for  live  and  dead  load  we  have 

16,000  -  70  X  21G  ^  4.3  =  12,470  lbs. 

Dividing  this  into  the  sum  of  the  dead  and  live-load  stresses  we  obtain 
395,541-^12,470  =  31.7°"  for  the  required  section  for  dead  and  live  load 
alone. 

I'or  the  total  direct  stress — dead,  live,  and  wind  loads  combined — we 
havt 

30  5 ,541  ^  15  ,QQQ»  =  ^1^  ,VVn  \V^. 
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Dividing  this  by  (he  area  of  the  cross-section  we  obtain  410,547 -=-38.22  = 
10,740  lbs.  for  the  actual  direct  stress  on  the  column  due  to  dead,  live,  and 
wind  loads  combined.     For  the  unit  stresses  due  to  cross  bending  we  have 

/  =  1,039,824  X  9.4  -r  1,389  =  7,035  lbs. 
and 

f  =  482,400  X  7.5 -r  71 1  =  5,090  lbs. 

Then  for  the  maximum  unit  stress  we  have 

10,740  +  7,035  =  17,775  lbs. 

For  the  allowable  stress  we  have  12,470x1.5  =  18,705  lbs.  for  combined 
dead,  live,  and  wind  loads.  From  this  it  is  seen  that  the  assumed  section  is 
about  correct  and  hence  could  be  used. 

The  other  columns  throughout  the  building  are  designed  in  the  same 
manner. 

291.  Calculation  of  Details.— A  fair  idea  of  the  details  of  the 
building  can  be  obtained  from  ¥ig,  452.  As  is  seen,  knee  braces  are  used 
throughout  instead  of  the  ordinary  brackets.  The  connections  of  the 
beams  to  the  columns  in  all  cases  are  sufficient  to  develop  the  bending 
moment. 

As  an  example,  let  us  consider  the  details  connecting  beam  3  to 
column  4,  as  shown  at  (a),  Fig.  452.  The  moment  at  0,  as  given  in  Art. 
289,  is  129,635  inch  lbs.  and  the  end  shear  is  6,645  Ibs.j  which  we  will 
assume  applied  at  0.  Then,  for  the  moment  about  the  center  of  the 
column  (see  Art.  66),  we  have  129,635  +  6,645x18  =  249,245  inch  lbs. 
Then  dividing  this  by  the  arm  b  (15")  we  obtain  249,245  +  15  =  16,616 
lbs.  for  the  stress  in  the  knee  brace,  provided  there  were  but  one  brace, 
but,  as  there  are  two  holding  the  beam,  stress  in  each  knee  brace  will  be 
16,616  +  2  =  8,308  lbs.  As  is  seen,  the  stress  in  the  knee  brace  cai!ses 
shear  and  tension  on  the  rivets  connecting  it  to  the  beam  and  column. 
So,  as  a  compromise,  we  will  compute  the  rivets  to  take  the  total  stress 
in  ench  knee  brace.  Then  we  have  8,308  +  4,420  =  1.88,  say  2— J"  field 
rivets  required  to  connect  each  knee  brace  to  the  beam ;  also  to  the  column. 
As  is  seen,  4  are  used  in  order  to  obtain  good  connections.  We  will  next 
determine  the  numler  of  rivets  required  to  connect  the  end  of  the  beam 
to  the  column.     Taking  moments  about  O  we  have 

7?  X  18  =  129,635 
from  which  we  obtain 

72  =  7,200  lbs. 

for  the  force  exerted  along  the  column  bv  the  beam.  So  we  have  required 
7,200  +  4,420  =  1.6,  say  2—3"  field  rivets.  As  is  seen,  4  are  used.  All 
other  connections  of  the  beams  to  the  columns  throughout  the  building 
can  be  calculated  in  the  same  manner. 

The  other  details  throughout  the  building  are  readily  calculated, 
provided  the  work  previously  given  in  this  book  is  understood. 


Momvta  n/OOOfttaKr  Orm  Ih/at 


-? 

"tvJ 

-  "? 

s 

*n 

'ij* 

fl 

■i  A 

K 

« 

'5f 

II 

i'nTii 

1 

M- 

3 

i 

§ 

"» 

5 

i 

; 

I 

; 

I 

1  ^1 

if  II 

:;^;i 

u.,a,l9^^n,po« 

mm 

u04D.A9,o.n.poH 

a  'A  vA  33  i 

'^t^^IJ't™"^ 

ttii'^i 

=;  ii  111:  a  :i 

i,»(iuoijX(i.oj9 

tr^fl^ 

|S  sj!"  IS  >! 

iVAl' 

p!  =!;:  Hi'. 

':V'^"'- 

Ej  ::;;  ::  ;; 

:s-;ffi 

rkia    ?!*:■    Js    !! 

»iiS 

Kali     ,^--     f!    E^ 

5^;  ."».  ■  ^ 

52 
<  S 

t5 

:                ;               !! 

:                  !                 i: 

(n,r.p=tjuc.p»s 

?;;;»n^;  ;;!;  s:S-;i: 

Hi 

s,s 

;'ii|i! 

L.0.,CUl9^.V..pOy 

■5:?-:??:i    :?::  :::B- 

jc  I 

II 

iiiiil 

„...«..., 

isiijjii:    '-h  '■'■'■S' 

t' 

~A 

'i^Sj^S 

i:s:!5>i|    ;|i   ^siS. 

3^; 

i^ 

■;5;iii 

:S;5;5SB  <.*\'.  ?|S 

h 

Vz 

3!:!53i 

i'lil"!  nis  Miii 

l: 

fb 

;■:!!:: 

■(""■M  B,' 

jiisli :i    su;  Jiiii; 

r.. 

'" 

»"">1'!H1 

!i.i,;,lri   -I'l  mill 

i^i 

^1^ 

anS 

:r 

li^  SB 

1-l.M 

LilHJjaBcEB 

■■^H 

Areas  and  Weights  of  Bars  ancf  Hates 

A 'areo  of  cross-section  in  sq.inches 
Table-/       W-  weight  in  pounds  per  lineal  ft  at  490pOundsper 

cufi 

1 

■ 
■ 

mm 

Thickness 

/^ngm 

i- 

-, 

r 

t 

* 

I 

f 

A 

W 

A 

A 

w 

A 

Yt 

A 

w 

A 

W 

1 

azsi 

asj. 

03/3 

/et 

037i 

/78 

0438 

/49 

rsoc 

I/O 

1.97 

70 

4 

/.7S 

/sy 

0S63 

/92 

7SS6 

??3 

7SS 

787 

4 

a43t. 

/4» 

■)6» 

rv^ 

r/M 

rf^ 

087.', 

yM 

0.<//t^ 

tfi 

ask. 

/.TV 

re?i 

21? 

OTSi. 

ZSi 

787i 

298 

/.CO 

.340 

//S 

383 

rr 

SS6i 

i9f 

?.?4 

984 

?87 

7984 

335 

//3 

383 

/?7 

430 

7SM 

Zli 

Q^l 

^6S 

9931 

819 

/09 

372 

/.7S 

4.7S 

/4/ 

47S 

u, 

3 

a7S0 

£S$ 

0938 

8/9 

/'3 

383 

/Jl 

4.46 

/..50 

S/O 

/69 

574 

II 

M 

1^^ 

F9a 

377 

447 

,-7J» 

^^^ 

4 

/ao 

A4I7 

/!•.€ 

47^ 

/SO 

.i;//? 

17.^ 

i.9.4 

700 

680 

77'. 

7txi 

S 

175 

4?S 

/SB 

S3/ 

IS3 

7/9 

744 

750 

8SO 

7.8/ 

937 

„ 

6 

/3C 

£10 

788 

6.3S 

7,'i 

7.6'. 

7b3 

»9.i 

100 

/OTO 

318 

//4/. 

7 

/7S 

sas 

r/s 

744 

763 

893 

306 

104/ 

3.iO 

394 

1339 

,1 

a 

■/oo 

&«» 

?iO 

S.i/J 

300 

/i>7a 

//W 

1.^60 

41^ 

/fi.^ 

9 

?7S 

7&S- 

73/ 

9iB 

338 

1/48 

394 

1340 

460 

IS30 

.i06 

1727 

1' 

/O 

ISO 

8.SO 

3/S 

/087 

37S 

I77S 

438 

/488 

soa 

'70O 

S6J 

II 

// 

27S 

934 

344 

//.fS 

■4/3 

/40. 

4S/ 

/636 

.'!SO 

187/7 

fif9 

7/07 

-2- 

300 

mx 

37S 

/73S 

600 

67S 

779. 

i, 

a 

37S 

//06 

4.06 

1381 

438 

/bsa 

.i69 

/934 

aso 

72/0 

7.3/ 

7486 

n 

IW 

//«! 

4.VI 

bm 

nas 

7087 

7/30 

7.n8t 

788 

767, 

/S 

t7f 

mi 

469 

/■;94 

.^Ai 

,9/a 

H.S6 

72.97 

-7-W 

?*■* 

8^ 

/S 

40O 

/36SI 

SCO 

780 

7380 

3060 

.. 

/7 

^U4 

2/61 

8i4> 

7/38    936 

VV 

le 

4$^ 

&J0 

Sfii 

/9I7 

67f 

??« 

788 

76.79 

9O0 

306c  .0/3 

U44 

20 

S.OO 

I700 

tf/«- 

87S 

?9Ji 

1/7  Ol. 

t40i  //7S 

VI27 

,■ 

re 

SfO 

m9 

^?,IK 

87-^ 

!806 

'if.', 

3777 

//Ol. 

3741.  /Z3t 

47/i 

24 

600 

!D4t 

7.50 

7S52 

9.00 

3060 

70.Se. 

tS77 

,20C 

40»  /3SO 

Kf?/ 

1, 

6A3 

^■^/^ 

8.13 

ZIAZ 

S7S 

1316 

//..U 

3ff68 

/30C 

4471746. 

4973 

,1 

28 

700 

A7S 

/?7S 

4/65 

74.0L 

47.6t  I87S 

!3M 

30 

/SO 

25.St 

938 

3/86 

'/.2£ 

387i 

lS/.t 

*46* 

/fOC 

S/^  /S8^ 

5740 

,1 

3? 

800 

77:^ 

34at 

'7SO 

43^ 

/4.M 

47£i 

S44L/ai7e 

(U77 

34 

SiO 

aist 

/063 

i6/Z 

IPTS 

4i3t 

/43t 

^5A 

„ 

36 

90O 

30S9 

//.2S 

38.9f 

I3SO 

4S9Z 

(S7S 

JJSt 

/80C 

6/21  707S 

eesf 

„ 

3S 

950 

3Z32 

//S8 

\4GSi 

/66k 

S6S6 

/9oe 

646.  7738 

7261 

u 

4$ 

laoo 

3400 

/7.S0 

^m 

ISOC 

i/UO 

/zso 

S9S0 

2VOL 

6800  7250 

7654 

1 

L : A 

1 

Areas  and  Weights  of  Bors  and  Plafe3 

A-  area  or  cross- secffoo  in  sg  inches 
Table-8,      W-  weight  m  pounds  per  /inealff.  at  4^poundsper 

cuft: 

mm 

hchf. 

Thickness 

Eiirem, 
iengrb 

in 
rttt 

r 

T 

i" 

^" 

t" 

r' 

A 

w 

A 

w 

A 

w 

A 

IV 

A 

tv 

A 

w 

1 

7  n 

o.m 

2.3* 

?.';': 

?..76 

7<y 

■^  It 

4-4A 

1.4-ZZ 

AA.f 

1.2.5 

I.62& 

<■-«« 

1.88 

II 

^ 

l.40i 

4''fi 

/M7 

-^74 

?.// 

1 

2* 

/SiJ 

■=,.V 

5  84 

i.aT. 

fi?ff 

2P3' 

f..'il 

T-S-f 

?.J4 

7.97 

II 

3 

LFtf 

^ffl 

?.«' 

7fl/ 

?-?5 

7^^ 

Z*3 

P.?1 

?-fii 

^.93 

2f<l 

9.S6 

II 

•H 

?.lpp 

Vf^ 

f.*¥ 

d-'e 

7.f.li 

ifl.'ii 

7fff4l 

'i.(,7 

I.OH 

.1^^ 

J.Zfl 

'{■'(■ 

l(>?ff 

11.05 

/..^ 

3.7S 

II 

T 

II.  fi 

/?7^ 

nfti 

II 

II 

7 

PflflT 

II 

R 

■^df- 

<-^|^ 

lf(7p 

fW 

?^i\ 

|CT^ 

f?.ii 

700 

?'flr 

i.n. 

7r.T 

3 

■rfi?s 

19  n 

K/tW 

?I.M 

??.q? 

7.V^ 

f-fftr 

7.(tft 

(ff** 

?g.S9 

.1 

/O 

a?-; 

71. 7 -i 

8t: 

F9T* 

'1 

// 

f,F^-^ 

7=*  1ft 

7^71 

fl." 

7PP-! 

ffllfl 

Tfii-* 

'^fii 

^?.v.* 

10.  V 

'Vflf! 

/2 

7.<ifl 

7'i^O 

«7« 

?f<as 

9W 

W(.f> 

•».Tt 

i?./«- 

'CW 

.Jf?,; 

//.25 

3/i.zs 

II 

/.? 

n.n 

7'^) 

8.94 

w.-* 

17.7 

lO'.f. 

?r.'j 

asB 

3«-7 

12,/s 

II 

n 

" 

ifi 

?^.w 

mv 

^s., 

1R5 

I?.I9 

■^/.■4 

n.n 

4ft. 

Hef> 

fT.fl 

i€ 

lOPfl 

IZGS 

-f4  7 

'/ 

'C,^' 

¥Y' 

ll.f.1 

jq.7 

^--i.l 

l^-ffl 

14  pf} 

•io.f 

/^94 

Tf..? 

(^ 

///T 

1, 

?0 

l?.'^l 

'^t: 

'Ufl 

iKnn 

«^/.rj 

/^?S 

-^-i-? 

VW 

WT 

Ift-t^ 

fi^A 

22 

?f>f.-. 

II ' 

7-^ 

i-;no 

/f.':n 

^/. 

71  on 

-'* 

??.io 

„ 

26 

K 

28 

'7-;n 

VI  % 

7/* 

??.7j- 

24.SL 

7hZ5 

II 

30 

'(iT. 

(.it: 

70  f,. 

m.i 

;','.« 

7fi.f. 

P-l^fl 

•7P.9 

7f.li 

SS.? 

7(i.n 

9?.fi 

70  IK 

7^.^. 

?*oo 

HI.6 

H 

3-f 

71.7  ■: 

7?.71 

?1V 

79 'i 

?'!■!(> 

Bf.--! 

P7*;i 

■37  9 

?«7< 

'(^^js 

/Ofi-f- 

3& 

7(;w 

B4t 

?7.M> 

« 

38 

8075 

?f.fi 

Rf>.8 

'('^ 

(0Jl5 

?f,«7 

K 

4-0 

25.00 

27.SO 

93.  S 

30.00 

102.0 

J^'.S? 

//l3.i 

li.O(> 

Ji9.a\3zsa 

>27.S 

" 

m. 


r^ 


I 


Areas  J  We/'ghfs  and  Max.  Lengfhsofl/l^/defyaks. 

A  =  area  of  crosssecfro/7  /n  sq./>>s. 
W=  ^e/'ghf  in  pounds  per  fA 
Tab!e-y  L  =  maximum /engf-h m  fA  obfa//7o6/e. 

mm 

m 

(ncfm 

Thickness                                                         \ 

^/>€ 

^/a' 

^//e" 

#"           1 

A 

W 

L 

A 

*f    1     i 

A 

IV 

L 

tr 

L 

f? 

37.5 

S3.SS  4f.6 

6Z.4i 

ffW 

7/.-f.O 

4^,f 

4fi 

'■f  V 

4fl-f»^ 

37.S 

/??': 

?8-6S 

^/.rf 

7.0.n 

fd'*^ 

4f:.f* 

7fl.za 

45.6 

4^ 

IS.OO 

51.00 

41.  & 

ffl.or. 

Si.  20 

4^fl 

2I.0O 

7/.  46 

4fi.e 

R/.£<? 

^.e 

?i.m 

2S.oei 

asao 

S?. 

/6.2S 

77.4i 

46.6 

26.0i 

8.4* 

46.6 

sa 

53.5(3 

^TS 

?inn 

7140 

4^.0 

24-.S0 

83.30 

46£ 

?Roe. 

35.20 

4^-f 

fo 

??'=.r> 

76.SO 

?h.7.5 

fl9W 

4f:.fi 

/oz.o 

4^.6 

<^f. 

sa.6i 

33.3 

Pt-Ti 

R4.20 

41.  & 

ZH-PI\ 

•}fl.2C 

46.6 

33-06 

1/2.2 

4f.-£ 

SI.ZS 

3/.  6 

S5.50 
77.00 

86J.O. 
9l30i 

41.6 

31.50 

/_07.2 
107./ 

1/5.6 

7? 

Zt.50 

7<.W 

4?.^ 

36.00 

l??.4 

43.6 

T.6 

25.00 

3/. 6 

78 '^r. 

963C 

?fl.^ 

33.2_S 
35.00 

11?./ 

39.A 

4^.6 

ns.oo 

3/. 4 

10  no 

102.0 

^fl.? 

//9  0 

4-0.00 

/3S.O 

4M. 

H4 

2&.ZS 

1^^.30 

"o^r- 

107./ 

"Ifi.f, 

36.7S 

/!'.':.  C 

■^8.7 

42.00 

142.8 

39.6 

2S.O 

^?VT 

39.38 

/3S.9 

3A.6 

/S3.0 

9f 

3f..iM 

?"}./ 

31.6 

??.» 

100 

3I.2S 

m-i 

?/.6 

37.5P 

I27.S 

25.8 

43. 7S 

m.e 

29./ 

S0.OO 

/7£>.0 

30.0 

OfproxTt/TKife  /fad/t  of  Gt/ru/zon  ofCo/omn  Secf-/ons. 


^fue/i^s)  I 


T~=.3th    ^ /; ~.zisi> 


©=£ 


c=f 


f;-.4tf}     ^'.  z-f^b 


@ 


m 


/i..3€/}      r^^.-fst> 


@  _rK 


^=.33^      f^^.Z/b 


Q'.3e^     ^  =  .6£> 


^'^■29/?    C~.Z-4^ 


®   r-4^ 


^^74 


n,-.^h    ^=.32b 


0,      ^1^ 


!^-.30h       Fj'./Tb 


r^-.36f7     f^'.53i> 


ili) 


II-. sob    ry.zsb 


®, i^ 


r,-.25h   ^ IZ'.^/i' 


®  I™  1 
x~4 z\* 


® 


"li 


L  -JL-i 


/^.•■■.soh       r^.a&b 


Tabfe  11 


Shear/'ng  ond  Bearing  l/a/ues  of/^ive/s 


fi-S^ 

Bi!oringif^/i^3fyrD,fferen/7hi:i'^siesoffibU,@t*aoo>bs.  1 

fracHr. 

^W 

V 

V 

%■■ 

'/.e' 

h- 

'if 

^■^ 

'^" 

%- 

%' 

h' 

*■» 

0.31S 

O.II04- 

rt':o 

nfv. 

'/I 

0.S60 

0.!9S3 

7-^e,o 

woo 

^T:n 

4.fM> 

^ISO 

eooo 

^f. 

M4fl 

■J^ 

^iie> 

% 

0.87S 

0.tOI3 

71ZO 

fi«(5 

7S80 

9,^ 

mx 

U7S0 

/ 

1.000 

0.7 8 S^ 

94%> 

fMO 

9000 

«y^ 

im. 

lesoo 

rSOoa.'MOO 

ZTOUt 

1 

%f^,lt^^ 

of 

Beanr^  ib/ues  forOifhrenfTnicf^'iessesoff'/afesSSOOOo/ia.  _| 

/hx>«>. 

Occ-m^' 

& 

^rt 

% 

'/« 

h 

'-. 

H 

% 

% 

^ 

h 

0   37S 

0  IIBA 

IIOO 

/Rflf) 

?5*fl 

2B/0 

'-* 

O.SOO 

0.'9G 

I960 

7^00 

v^o 

^750 

1360 

S/76S 

*t. 

0.6« 

O.XM 

30  70 

!Mn 

win 

S*70 

6SSi> 

7030 

*-* 

0.-t4ia 

S470 

7s5o 

wio 

7^o 

fl*4<! 

'/n 

D.i75 

0.6O/3 

€010 

41flo 

WAO 

izsie' 

mio 

'?'30 

I 

I.OOO 

0.7BPt 

■7850 

SOQQ 

62S0 

S7SO 

laaoo 

I/ISO 

I500O 

(Kiss\nsoe\ 

L_ 


Alhwab/e  Beon'n^  and  Afomen/s on  Fins 
rab/e/2 

Piomeler 

of 

Pin 

Bearinq 

/"ofmekj/ 

Moment  "'"9' 
aUSOOO*  Pin 

Bearing 
a1-Z400l!'m 
I'ofmU. 

Allonab/e 
fi?ofr?enf^ 
al-2sooo' 

Z" 

i6eooo* 

H 

54000 

zeooo 

7it 

174000 

A 

J8300 

7)i 

180000 

2» 

61,000 

51000 

7*. 

186000 

H4Z500 

3 

7Z0OO 

66300 

8 

I9ZO0O 

IZStbOO 

3:i 

7ti000 

84100 

198000 

1378100 

3'/z 

84000 

I05Z0O 

S'/z 

204000 

IS07300 

3^ 

90000 

n^400 

Z 10000 

/644200 

4- 

96000 

151100 

9 

216000 

1783200 

4Ji 

lOZOOO 

/B8400 

9'A 

222000 

I94ZS00 

4>i 

loeoDo 

zznoo 

9% 

228000 

Z/04300 

4M 

114000 

Z63000 

sn 

234000 

2.174900 

S 

12  0000 

306S0O          10 

240000 

2454400 

S/i 

126000 

35SZ00 

lOii. 

246000 

Z 643/ 00 

I3Z000 

40  8300 

lor^ 

252000 

2841200 

sk 

138000 

466600 

IO» 

258000 

3049100 

e 

144000 

£30/00 

// 

ZS400O 

3266800 

s4 

tsoooo 

599200 

11^4 

270000 

3494600 

e'/z 

iseooo 

674000 

iia 

276000 

3732800 

6% 

tezooo 

7S4800 

11^4 

23100O 

3981600 

INDEX 


Applied  forces,  deflnitioii  of 17 

Beams,  theoretical  treatment  of 51  to  106 

Beams,  shearing  stresses  on 51  to    63 

Beams,  bending  stresses  on 63  to    66 

Beams,  reaction  on 66 

Beams,  defection   ot 72  to  106 

Beams,  cantilever   75  to    80 

Beams,  simple    80  to    84 

Beams,  fixed  at  one  end  and  supported  at  other 86  to    90 

Beams,  fixed    90  to    94 

Beams,  overhanging    84  to    86 

Beams,  continuous    94  to  106 

Beam  bridges,  railroad    198  to  214 

Beam  bridges,  highways    640  to  646 

Bending  stress,  increment  of ^ 64  to    66 

Bending  moment,  maximum  on  simple  beams    128  to  182 

Bending  moment,  maximum  on  simple  trusses    188  to  189 

Bridges  on  curves 571  to  675 

BuUdings,  mill    688  to  624 

Buildings,  office    624  to  662 

Camber  of  trusses   S18  to  682 

Cantilever  beams    76  to    80 

Castings    \ 2 

Centrifugal  force,  stresses  due  to 671  to  676 

Center  of  gravity,  determination  of 44  to    47 

Columns,  theoretical  treatment  of 106  to  114 

Column,  formulas   106  to  109 

Continuous  beams,  theoretical  treatment 94  to  106 

Conventional  signs   , .. .     li 

Cover  plates,  theoretical  length 181  to  188 

Dead  load,  railroad  bridges   107  to  198 

Dead  load,  highway  bridges   684 

Deflection  of  beams 72  to  106 

Deflection  of  trusses    618  to  682 

Design  of  I-beams  and  plate  girders,  theoretical   172  to  194 

Design  of  railroad  bridges : 

Beam  bridges  198  to  214 

Declc  plate  girders   215  to  269 

Through  plate  girders   269  to  296 

Viaducts    296  to  824 

Truss  bridges 824  to  682 

Design  of  highway  bridges : 

Beam  bridges   540  to  646 

Pony  trusses 546  to  662 

Through  Pratt  trusses 554  to  664 

Curved  chord  through  trusses  564  to  669 

Design  of  a  10  ft.  beam  bridge,  railroad   I99  to  201 

Design  of  a  15  ft  beam  bridge,  railroad   201  to  214 

Design  of  a  50  ft.  deck  plate  girder,  railroad 216  to  344 

Design  of  a  75  ft.  deck  plate  girder,  railroad 244  to  248 

Design  of  a  00  ft.  deck  plate  girder,  railroad 249  to  268 

Design  of  a  60  ft.  through  plate  girder,  railroad 260  to  28A 

Design  of  a  150  ft.  Pratt  truss  bridge,  railroad   '^^l^  V^  «^ 
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Maximum  moment  on  trusses 138  to  130 

Mill  buildings,  design  of 583  to  624 

Modulus  of  elasticity 20 

Moment  of  a  force     23 

Moment  of  a  couple    23 

Motion    22 

Office  buildings,  design  of 624  to  652 

Parabola,  graphical  construction  of 61 

Pettlt  trusses,  determination  of  stresses  in 481  to  502 

Pins,  determination  of  stress  In US  to  120 

Plate  girders,  economic  depth    180  to  181 

Pony  trusses   (highway) 546  to  554 

Portals,  stresses  in   576  to  582 

Radius  of  gyration   48  to     60 

Railroad  bridges    195  to  533 

Rankine's  column  formula 106  to  107 

Reactions,  definition  of   , 17 

Reactions,  on  simple  beams    124 

Reactions,  on  simple  trusses     132 

Relation  of  stress  and  distortion    10 

Relation  of  shear  to  cross  bending 61 

Resultant  of  parallel  forces   43 

Rivets  and   riveting ; 3 

Rivets,  size  of   12 

Rivets,  conventional    signs .      11 

Rivets,  stress  on   115 

Rivets,  In  flanges  of  plate  girders 185 

Rollers,  theoretical  treatment 120 

Shafting,  theoretical  treatment   121 

Shear  on  beams   51 

Shear,  maximum  on  beams    124 

Shear,  maximum  simple  trusses    134 

Skew  bridges    570 

Specifications,  railroad   bridges    105 

Specifications,  highway  bridges    634 

Straight  line  column  formula   108 

Stlflfeners     190 

Stress,  definition  of    17 

Stress,  maximum     68 

Stress  on  beams    51 

Stress  on  rivets     115 

Stress  on  trusses     139 

Stresses  in  curved  chord  bridges 415 

Structural  material     1 

Structural  shapes    2 

Structural  draughting    0  to     13 

Tracings    11 

Truss  bridges   (railroad)    324  to  532 

Types  of  railroad  bridges    195 

Types  of  bridge  trusses 324 

Viaducts,  railroad   29.">  to  324 

Warren   trusses    502  to  513 

Web   splice    189  to  100 

Whipple    trusses    '. 514 

Wind  load,  railroad  bridges    198 

Wind  load,  highway  bridges 535 
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